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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  st or m dr ai nage pi pi ng syst ems usi ng 
concr et e,  c l ay,  st eel ,  duct i l e i r on,  al umi num,  
pol yvi nyl  chl or i de ( PVC) ,  pol yet hyl ene ( PE) ,   
pol ypr opyl ene ( PP)  pi pe and st eel  r ei nf or ced 
pol yet hyl ene ( SRPE)  pi pe.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   On t he pr oj ect  dr awi ng,  show:

1.   Pl an and l ocat i on of  al l  new pi pel i nes,  
i ncl udi ng t ype of  ser vi ce and si ze of  pi pe.

2.   Locat i on,  s i ze,  and t ype of  ser vi ce of  exi st i ng 
connect i ng,  i nt er sect i ng,  or  adj acent  pi pel i nes and 
ot her  ut i l i t i es.

3.   Paved ar eas and r ai l r oads whi ch pass over  new 
pipelines.
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4.   Pr of i l e,  wher e necessar y t o show unusual  
conditions.

5.   I nver t  el evat i ons at  begi nni ng and end of  
pi pel i nes and at  manhol es or  s i mi l ar  st r uct ur es.

6.   Cl ass or  st r engt h of  pi pe and l i mi t s f or  same 
wher e cl ass or  st r engt h wi l l  be di f f er ent  f or  
di f f er ent  sect i ons of  pi pel i ne.   Pr ovi de shape 
r equi r ement s i f  di f f er ent  shapes ar e avai l abl e.

7.   Desi gn det ai l s f or  per t i nent  manhol es,  cat ch 
basi ns,  cur b i nl et s,  and head wal l s.

8.   St or m dr ai nage l i nes and cul ver t s r equi r ed t o be 
watertight.

9.   Beddi ng condi t i ons,  wher e di f f er ent  f r om t hose 
speci f i ed and l ocat i on of  cr adl e( s) ,  when cr adl e i s 
r equi r ed i f  not  cover ed under  t he appr opr i at e 
specifications.

**************************************************************************

1.1   UNIT PRICES

**************************************************************************
NOTE:   Del et e t hi s par agr aph when t he wor k speci f i ed 
i s i ncl uded i n a l ump sum cont r act  pr i ce.

Separ at e bi d may be r equi r ed f or  each i t em f or  t he 
const r uct i on of  t he var i ous s i zes of  pi pe cul ver t s 
and st or m dr ai ns and i ndi v i dual  mi scel l aneous 
dr ai nage st r uct ur es,  i ncl udi ng al l  excavat i on,  
mat er i al s,  backf i l l i ng,  et c. ,  f or  t he compl et ed wor k.

I f  separ at e bi d i t ems ar e used f or  t he excavat i on,  
t hi s f act  shoul d be cl ear l y st at ed i n t he 
speci f i cat i ons and bi d f or m,  i ndi cat i ng t hat  payment  
i s t o be made separ at el y f or  ear t h excavat i on,  r ock 
excavat i on,  bor r ow excavat i on,  or  ot her  i t ems t hat  
ot her wi se mi ght  be const r ued as t he basi s f or  a 
c l ai m by t he Cont r act or .   Uni t  pr i ces f or  r ock 
excavat i on shoul d be i ndependent  of ,  and not  i n 
addi t i on t o,  t he uni t  bi d pr i ce f or  common 
excavat i on,  unl ess so speci f i ed and so st at ed i n t he 
bi d f or m.

**************************************************************************

1.1.1   Pipe Culverts and Storm Drains

The length of pipe installed will be measured along the centerlines of the 
pipe from end to end of pipe without deductions for diameter of manholes.  
Pipe will be paid for at the contract unit price for the number of linear  
meters  feet  of culverts or storm drains placed in the accepted work.

1.1.2   Box Culverts

The length of box culvert installed will be measured along the centerline 
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of the box from end to end of the box culvert.  Box Culvert will be paid 
for at the contract unit price for the number of linear  meters  feet  of box 
culverts placed in the accepted work.

1.1.3   Storm Drainage Structures

**************************************************************************
NOTE:   Fi l l  br acket s wi t h dept h r equi r ement s.

**************************************************************************

The quantity of manholes and inlets will be measured as the total number 
of manholes and inlets of the various types of construction, complete with 
frames and gratings or covers and, where indicated, with fixed side-rail 
ladders, constructed to the depth of [_____]  meters  feet  in the accepted 
work.  The depth of manholes and inlets will be measured from the top of 
grating or cover to invert of outlet pipe.  Manholes and inlets 
constructed to depths greater than the depth specified above will be paid 
for as units at the contract unit price for manholes and inlets, plus an 
additional amount per linear  meter  foot  for the measured depth beyond a 
depth of [_____]  meters  feet .

1.1.4   Walls and Headwalls

Walls and headwalls will be measured by the number of cubic  meters  yards  
of reinforced concrete, plain concrete, or masonry used in the 
construction of the walls and headwalls.  Wall and headwalls will be paid 
for at the contract unit price for the number of walls and headwalls 
constructed in the completed work.

1.1.5   Flared End Sections

Flared end sections will be measured by the unit.  Flared end sections 
will be paid for at the contract unit price for the various sizes in the 
accepted work.

1.1.6   Sheeting and Bracing

Payment will be made for that sheeting and bracing ordered to be left in 
place, based on the number of square  meters  feet  of sheeting and bracing 
remaining below the surface of the ground.

1.1.7   Rock Excavation

**************************************************************************
NOTE:   Ref er ence shoul d be made t o ot her  sect i ons of  
t he pr oj ect  speci f i cat i ons,  as appl i cabl e,  or  
per t i nent  r equi r ement s may be i ncl uded i n t hi s 
section.

**************************************************************************

Payment will be made for the number of cubic  meters  yards  of material 
acceptably excavated, as specified and defined as rock excavation in 
Section 31 00 00  EARTHWORK 31 23 00.00 20  EXCAVATION AND FILL , measured in 
the original position, and computed by allowing actual width of rock 
excavation with the following limitations:  maximum rock excavation width, 
750 mm 30 inches  for pipe of  300 mm  12 inch  or less nominal diameter; 
maximum rock excavation width, 400 mm 16 inches  greater than outside 
diameter of pipe of more than  300 mm  12 inch  nominal diameter.  
Measurement will include authorized overdepth excavation.  Payment will 
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also include all necessary drilling and blasting, and all incidentals 
necessary for satisfactory excavation and disposal of authorized rock 
excavation.  No separate payment will be made for backfill material 
required to replace rock excavation; include this cost in the unit price 
bid per cubic  meter  yard  for rock excavation.  In rock excavation for 
manholes and other appurtenances, 300 mm 1 foot  will be allowed outside 
the wall lines of the structures.

1.1.8   Backfill Replacing Unstable Material

Payment will be made for the number of cubic  meters  yards  of select 
granular material required to replace unstable material for foundations 
under pipes or drainage structures, which will constitute full 
compensation for this backfill material, including removal and disposal of 
unstable material and all excavating, hauling, placing, compacting, and 
all incidentals necessary to complete the construction of the foundation 
satisfactorily.

1.1.9   Concrete Ditch Lining

Payment will be made for the number of linear  meters  feet  of concrete 
ditch lining including any steel reinforcing accepted in the completed 
work measured along the centerline of the ditch.

1.2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO HB-17 (2002; Errata 2003; Errata 2005, 17th 
Edition) Standard Specifications for 
Highway Bridges

AASHTO M 43 (2005; R 2018) Standard Specification for 
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Sizes of Aggregate for Road and Bridge 
Construction

AASHTO M 167M/M 167 (2017; R 2021) Standard Specification for 
Corrugated Steel Structural Plate, 
Zinc-Coated, for Field-Bolted Pipe, 
Pipe-Arches, and Arches

AASHTO M 190 (2004; R 2019) Standard Specification for 
Asphalt-Coated Corrugated Metal Culvert 
Pipe and Pipe Arches

AASHTO M 219 (1992; R 2021) Standard Specification for 
Corrugated Aluminum Alloy Structural Plate 
for Field-Bolted Pipe, Pipe-Arches, and 
Arches

AASHTO M 243 (1996; R 2021) Standard Specification for 
Field-Applied Coating of Corrugated Metal 
Structural Plate for Pipe, Pipe-Arches, 
and Arches

AASHTO M 288 (2021) Standard Specification for 
Geosynthetic Specification for Highway 
Applications

AASHTO M 294 (2021) Standard Specification for 
Corrugated Polyethylene Pipe, 300- to 
1500-mm (12- to 60-in.) Diameter

ASTM INTERNATIONAL (ASTM)

ASTM A48/A48M (2003; R 2021) Standard Specification for 
Gray Iron Castings

ASTM A123/A123M (2017) Standard Specification for Zinc 
(Hot-Dip Galvanized) Coatings on Iron and 
Steel Products

ASTM A536 (1984; R 2019; E 2019) Standard 
Specification for Ductile Iron Castings

ASTM A716 (2018; R 2022) Standard Specification for 
Ductile Iron Culvert Pipe

ASTM A760/A760M (2015, R 2020) Standard Specification for 
Corrugated Steel Pipe, Metallic-Coated for 
Sewers and Drains

ASTM A798/A798M (2022) Standard Practice for Installing 
Factory-Made Corrugated Steel Pipe for 
Sewers and Other Applications

ASTM A807/A807M (2019) Standard Practice for Installing 
Corrugated Steel Structural Plate Pipe for 
Sewers and Other Applications

ASTM A929/A929M (2018) Standard Specification for Steel 
Sheet, Metallic-Coated by the Hot-Dip 
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Process for Corrugated Steel Pipe

ASTM A1011/A1011M (2018a) Standard Specification for Steel 
Sheet and Strip, Hot-Rolled, Carbon, 
Structural, High-Strength Low-Alloy, 
High-Strength Low-Alloy with Improved 
Formability, and Ultra-High Strength

ASTM B26/B26M (2018; E 2018) Standard Specification for 
Aluminum-Alloy Sand Castings

ASTM B745/B745M (2015; R 2021) Standard Specification for 
Corrugated Aluminum Pipe for Sewers and 
Drains

ASTM C12 (2022) Standard Practice for Installing 
Vitrified Clay Pipe Lines

ASTM C14 (2020) Standard Specification for 
Nonreinforced Concrete Sewer, Storm Drain, 
and Culvert Pipe

ASTM C14M (2020) Standard Specification for 
Nonreinforced Concrete Sewer, Storm Drain, 
and Culvert Pipe (Metric)

ASTM C32 (2013; R 2017) Standard Specification for 
Sewer and Manhole Brick (Made from Clay or 
Shale)

ASTM C55 (2022) Standard Specification for Concrete 
Building Brick

ASTM C62 (2017) Standard Specification for Building 
Brick (Solid Masonry Units Made from Clay 
or Shale)

ASTM C76 (2022a) Standard Specification for 
Reinforced Concrete Culvert, Storm Drain, 
and Sewer Pipe

ASTM C76M (2022a) Standard Specification for 
Reinforced Concrete Culvert, Storm Drain, 
and Sewer Pipe (Metric)

ASTM C139 (2022) Standard Specification for Concrete 
Masonry Units for Construction of Catch 
Basins and Manholes

ASTM C231/C231M (2022) Standard Test Method for Air 
Content of Freshly Mixed Concrete by the 
Pressure Method

ASTM C270 (2019a; E 2019) Standard Specification for 
Mortar for Unit Masonry

ASTM C425 (2021) Standard Specification for 
Compression Joints for Vitrified Clay Pipe 
and Fittings
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ASTM C443 (2021) Standard Specification for Joints 
for Concrete Pipe and Manholes, Using 
Rubber Gaskets

ASTM C443M (2021) Standard Specification for Joints 
for Concrete Pipe and Manholes, Using 
Rubber Gaskets (Metric)

ASTM C478/C478M (2022) Standard Specification for Circular 
Precast Reinforced Concrete Manhole 
Sections

ASTM C506 (2022a) Standard Specification for 
Reinforced Concrete Arch Culvert, Storm 
Drain, and Sewer Pipe

ASTM C506M (2022a) Standard Specification for 
Reinforced Concrete Arch Culvert, Storm 
Drain, and Sewer Pipe (Metric)

ASTM C507 (2022) Standard Specification for 
Reinforced Concrete Elliptical Culvert, 
Storm Drain, and Sewer Pipe

ASTM C507M (2022) Standard Specification for 
Reinforced Concrete Elliptical Culvert, 
Storm Drain, and Sewer Pipe (Metric)

ASTM C655 (2019a) Standard Specification for 
Reinforced Concrete D-Load Culvert, Storm 
Drain, and Sewer Pipe

ASTM C655M (2019a) Standard Specification for 
Reinforced Concrete D-Load Culvert, Storm 
Drain, and Sewer Pipe (Metric)

ASTM C700 (2018; R 2022) Standard Specification for 
Vitrified Clay Pipe, Extra Strength, 
Standard Strength, and Perforated

ASTM C828 (2023) Standard Test Method for 
Low-Pressure Air Test of Vitrified Clay 
Pipe Lines

ASTM C923/C923M (2020) Standard Specification for 
Resilient Connectors Between Reinforced 
Concrete Manhole Structures, Pipes and 
Laterals

ASTM C990 (2009; R 2019) Standard Specification for 
Joints for Concrete Pipe, Manholes, and 
Precast Box Sections Using Preformed 
Flexible Joint Sealants

ASTM C990M (2009; R 2019) Standard Specification for 
Joints for Concrete Pipe, Manholes, and 
Precast Box Sections Using Preformed 
Flexible Joint Sealants (Metric)
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ASTM C1103 (2022) Standard Practice for Joint 
Acceptance Testing of Installed Precast 
Concrete Pipe Sewer Lines

ASTM C1103M (2019) Standard Practice for Joint 
Acceptance Testing of Installed Precast 
Concrete Pipe Sewer Lines (Metric)

ASTM C1433 (2020) Standard Specification for Precast 
Reinforced Concrete Monolithic Box 
Sections for Culverts, Storm Drains, and 
Sewers

ASTM C1433M (2022) Standard Specification for Precast 
Reinforced Concrete Monolithic Box 
Sections for Culverts, Storm Drains, and 
Sewers (Metric)

ASTM D1056 (2020) Standard Specification for Flexible 
Cellular Materials - Sponge or Expanded 
Rubber

ASTM D1171 (2018) Standard Test Method for Rubber 
Deterioration - Surface Ozone Cracking 
Outdoors (Triangular Specimens)

ASTM D1751 (2018) Standard Specification for 
Preformed Expansion Joint Filler for 
Concrete Paving and Structural 
Construction (Nonextruding and Resilient 
Bituminous Types)

ASTM D1752 (2018) Standard Specification for 
Preformed Sponge Rubber, Cork and Recycled 
PVC Expansion Joint Fillers for Concrete 
Paving and Structural Construction

ASTM D2321 (2020) Standard Practice for Underground 
Installation of Thermoplastic Pipe for 
Sewers and Other Gravity-Flow Applications

ASTM D2487 (2017; E 2020) Standard Practice for 
Classification of Soils for Engineering 
Purposes (Unified Soil Classification 
System)

ASTM D2564 (2020) Standard Specification for Solvent 
Cements for Poly(Vinyl Chloride) (PVC) 
Plastic Piping Systems

ASTM D3034 (2016) Standard Specification for Type PSM 
Poly(Vinyl Chloride) (PVC) Sewer Pipe and 
Fittings

ASTM D3212 (2020) Standard Specification for Joints 
for Drain and Sewer Plastic Pipes Using 
Flexible Elastomeric Seals
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ASTM F477 (2014; R 2021) Standard Specification for 
Elastomeric Seals (Gaskets) for Joining 
Plastic Pipe

ASTM F679 (2016) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Large-Diameter 
Plastic Gravity Sewer Pipe and Fittings

ASTM F714 (2022) Standard Specification for 
Polyethylene (PE) Plastic Pipe (DR-PR) 
Based on Outside Diameter

ASTM F794 (2021) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Profile Gravity 
Sewer Pipe and Fittings Based on 
Controlled Inside Diameter

ASTM F894 (2019) Standard Specification for 
Polyethylene (PE) Large Diameter Profile 
Wall Sewer and Drain Pipe

ASTM F949 (2020) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Corrugated 
Sewer Pipe with a Smooth Interior and 
Fittings

ASTM F1417 (2011a; E 2020) Standard Practice for 
Installation Acceptance of Plastic 
Non-pressure Sewer Lines Using 
Low-Pressure Air

ASTM F2418 (2019) Standard Specification for 
Polypropylene (PP) Corrugated Wall 
Stormwater Collection Chambers

ASTM F2562/F2562M (2015; R 2019) Specification for Steel 
Reinforced Thermoplastic Ribbed Pipe and 
Fittings for Non-Pressure Drainage and 
Sewerage

ASTM F2620 (2020a; E 2021) Standard Practice for Heat 
Fusion Joining of Polyethylene Pipe and 
Fittings

ASTM F2764/F2764M (2019) Standard Specification for 6 to 60 
in. [150 to 1500 mm] Polypropylene (PP) 
Corrugated Double and Triple Wall Pipe and 
Fittings for Non-Pressure Sanitary Sewer 
Applications

ASTM F2881/F2881M (2021; E 2021) Standard Specification for 
12 to 60 in. (300 to 1500 mm) 
Polypropylene (PP) Dual Wall Pipe and 
Fittings for Non-Pressure Storm Sewer 
Applications

ASTM F2922 (2013; R 2018) Standard Specification for 
Polyethylene (PE) Corrugated Wall 
Stormwater Collection Chambers

SECTION 33 40 00  Page 13



ASTM F3219 (2019) Standard Specification for 3 to 30 
in. (75 to 750 mm) Polypropylene (PP) 
Corrugated Single Wall Pipe and Fittings

1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:
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SD-06 Test Reports

Leakage Test ; G[, [_____] ]

SD-07 Certificates

Hydrostatic Test on Watertight Joints ; G[, [_____] ]

Frame and Cover or Gratings ; G[, [_____] ]

SD-08 Manufacturer's Instructions

Placing Pipe and Box Culvert ; G[, [_____] ]

SD-11 Closeout Submittals

Post-Installation Inspection Report ; G[, [_____] ]

LID Verification Report ; G[, [_____] ]

1.4   DELIVERY, STORAGE, AND HANDLING

1.4.1   Delivery and Storage

Inspect materials delivered to site for damage and unload and store 
materials with minimumal handling.  Do not store materials directly on the 
ground.  Keep the inside of pipes and fittings free of dirt and debris.  
Before, during, and after installation, protect plastic pipe and fittings 
from any environment that would result in damage or deterioration to the 
material.  Keep a copy of the manufacturer's instructions available at the 
construction site at all times and follow these instructions unless 
directed otherwise by the Contracting Officer.  Store solvents, solvent 
compounds, lubricants, elastomeric gaskets, and any similar materials 
required to install plastic pipe in accordance with the manufacturer's 
recommendations and discard if the storage period exceeds the recommended 
shelf life.  Discard solvents in use when the recommended pot life is 
exceeded.

1.4.2   Handling

Handle materials in a manner that ensures delivery to the trench in sound, 
undamaged condition.  Carry pipe to the trench.

PART 2   PRODUCTS

2.1   PIPE FOR CULVERTS AND STORM DRAINS

**************************************************************************
NOTE:   Wher e t he t ype of  pi pe i s t o be t he 
Cont r act or ' s opt i on,  t he t ypes ( wi t h s i ze,  c l ass,  
shape,  st r engt h,  sheet  t hi ckness,  or  gauge)  t hat  ar e 
accept abl e shoul d be l i s t ed.   The i nappl i cabl e t ypes 
of  pi pe wi l l  be del et ed.   I n speci f y i ng pl ast i c,  
c l ay,  and concr et e pi pe or  al umi num al l oy and st eel  
pi pe f or  cul ver t s and st or m dr ai ns,  pi pe of  
compar abl e st r engt h or  st i f f ness f or  t he var i ous 
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si zes shoul d be speci f i ed.

Pi pe mat er i al s whi ch ar e known t o be unsui t abl e f or  
l ocal  condi t i ons ( i . e.  cor r osi on,  et c. )  shoul d not  
be per mi t t ed f or  t he pr oj ect .   However ,  
consi der at i on shoul d be gi ven t o t he use of  mor e 
ef f ect i ve pr ot ect i ve coat i ngs wher e economi cal l y 
feasible.

I n ar eas wher e pr obl ems wi t h r oot  penet r at i on ar e 
ant i c i pat ed,  speci f y pi pe whi ch has t he ki nd of  
j oi nt  whi ch wi l l  successf ul l y r esi st  r oot  
penet r at i on.   Gener al l y speaki ng,  t he mor e 
wat er t i ght  t he j oi nt ,  t he gr eat er  wi l l  be t he 
r esi st ance t o r oot  penet r at i on.   Rubber - gasket ed and 
compr essi on- t ype j oi nt s ar e consi der ed t o gi ve t he 
best  per f or mance f or  t hi s appl i cat i on.

Amer i can Soci et y of  Ci v i l  Engi neer s ( ASCE)  Manual  of  
Pr act i ce No.  37,  " Desi gn and Const r uct i on of  
Sani t ar y and St or m Sewer s, "  cont ai ns met hods of  
cal cul at i on f or  st r uct ur al  r equi r ement s of  pi pe;  
f r om t hese,  t he r equi r ed st r engt hs f or  pi pe of  
var i ous mat er i al s may det er mi ned.   I nvest i gat e 
ext er nal  l oads,  i ncl udi ng ear t h l oads,  t r uck l oads,  
sei smi c l oads,  and i mpact ,  i n t he desi gn st age of  
t he pr oj ect .   Gi ve speci al  at t ent i on,  i n t he desi gn 
st age of  t he pr oj ect ,  t o pl ast i c pi pe mat er i al s,  
par t i cul ar l y wi t h r espect  t o super i mposed ext er nal  
l oads whi ch coul d cause excessi ve def l ect i on of  t he 
pi pe.   The degr ee of  s i def i l l  compact i on shoul d be 
consi der ed r eal i st i cal l y,  par t i cul ar l y i n mar gi nal  
cases.   See al so t he appendi ces t o ASTM D2321.

UFC 3- 201- 01 does not  al l ow pl ast i c st or m dr ai n pi pe 
t o be used under  any t ype of  ai r f i el d pavement  
except  f or  subsur f ace wat er  col l ect i on and di sposal .

**************************************************************************

Pipe sizes for culverts and storm drains are indicated on the drawings.

2.1.1   Concrete Pipe

**************************************************************************
NOTE:   The var i ous c l asses desi gnat e di f f er ent  
D- l oads.   D- l oad i s def i ned as t he mi ni mum r equi r ed 
t hr ee- edge t est  l oad on a pi pe t o pr oduce a 0. 01 
i nch cr ack and/ or  ul t i mat e f ai l ur e i n pounds per  
l i near  f oot  per  f oot  ( no met r i c def i ni t i on)  of  
i nsi de di amet er .

Wher e sul f at e- r esi st ant  pi pe i s r equi r ed and 
concr et e pi pe i s t o be an opt i on,  speci f y Type I I  or  
Type V cement .   Speci f y Type I I  ( moder at e sul f at e 
r esi st i ng)  cement  when wat er - sol ubl e sul f at es ( as 
S04)  i n t he soi l  ar e i n t he r ange of  0. 1 t o 0. 2 
per cent  and,  f or  wat er ,  ar e i n t he r ange of  150 t o 
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1, 000 par t s per  mi l l i on.  Speci f y Type V ( sul f at e 
r esi st i ng)  cement  when soi l s cont ai n i n excess of  
0. 2 per cent  wat er - sol ubl e sul f at e and wat er  sampl es 
cont ai n i n excess of  1, 000 par t s per  mi l l i on.   I n 
ar eas wher e r eact i ve aggr egat es ar e known t o occur ,  
speci f y l ow al kal i  cement .

Pi pe si zes 300 mm ( 12 i nch)  di amet er  t hr ough 600 mm 
( 24 i nch)  di amet er  may be ei t her  r ei nf or ced or  
nonr ei nf or ced concr et e pi pe.

**************************************************************************

2.1.1.1   Reinforced Culvert and Storm Drain Pipe

Manufactured in accordance with and conforming to ASTM C76M ASTM C76, 
Class [I] [II] [III] [IV] [V] [as indicated], or ASTM C655M ASTM C655, 
[_____] D-Load [as indicated].

2.1.1.2   Reinforced Arch Culvert and Storm Drain Pipe

Manufactured in accordance with and conforming to ASTM C506M ASTM C506, 
Class [A-II] [A-III] [A-IV] [as indicated].

2.1.1.3   Reinforced Elliptical Culvert and Storm Drain Pipe

Manufactured in accordance with and conforming to ASTM C507M ASTM C507,   
Class [HE-A] [HE-I] [HE-II] [HE-III] [HE-IV] [as indicated] for horizontal 
elliptical pipe and Class [VE-II] [VE-III] [VE-IV] [VE-V] [VE-VI] [as 
indicated] for vertical elliptical pipe.

2.1.1.4   Nonreinforced Culvert and Storm Drain Pipe

Manufactured in accordance with and conforming to ASTM C14M ASTM C14, 
Class [1] [2] [3] [as indicated].

2.1.2   Clay Pipe

**************************************************************************
NOTE:   Speci f y " bel l - and- spi got  pi pi ng onl y"  i n 
ar eas wher e cor r osi on pr obl ems may be ant i c i pat ed 
wi t h t he st ai nl ess st eel  par t s of  t he coupl i ngs used 
f or  pl ai n- end pi pi ng.

**************************************************************************

ASTM C700, [standard] [extra] strength, [bell-and-spigot piping only].

2.1.3   Corrugated Steel Pipe

**************************************************************************
NOTE:   Cor r ugat ed st eel  pi pe i s manuf act ur ed f r om 
st eel  sheet  wi t h cor r ugat i ons consi st i ng of  ei t her  
c i cul ar  ar cs and al t er nat i ng t angent  segment s ( ar c 
and t angent )  or  al t er nat i ng r ect angul ar  r i bs and 
f l at  segment s ( spi r al  r i b) .   Not  al l  cor r ugat ed 
st eel  pi pe manuf act er ' s f abr i cat e spi r al  r i b pi pe.   
I n t he past ,  pi pe was f abr i cat ed by r i vet i ng sheet s 
t oget her  t o f or m pi pe wi t h annul ar  cor r ugat i ons.   
Today,  most  cor r ugat ed st eel  pi pe i s pr oduced on a 
machi ne t hat  f or ms hel i cal  cor r ugat i ons.   The st eel  
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sheet s ar e j oi ned t oget her  by ei t her  a cont i nuous 
l ock seam or  wel ded seam.

The r oughness coef f i ent  of  pi pe wi t h annul ar  
cor r ugat i ons or  hel i cal  spi r al  r i b cor r ugat i ons does 
not  var y wi t h i ncr easi ng pi pe di amet er .   The 
r oughness coef f i c i ent  of  pi pe wi t h hel i cal  ar c and 
t angent  cor r ugat i ons i ncr eases wi t h i ncr easi ng pi pe 
di amet er .   Pi pe wi t h hel i cal  cor r ugat i ons has a 
l ower  r oughness coef f i c i ent  t han pi pe wi t h annul ar  
cor r ugat i ons.   Cor r ugat ed pi pe wi t h hel i cal  
cor r ugat i ons shoul d t ypi cal l y be speci f i ed f or  most  
projects.

Type I  pi pe has a f ul l  c i r cul ar  cr oss sect i on and i s 
f abr i cat ed wi t h cor r ugat ed sheet .   Type I R pi pe has 
a f ul l  c i r cul ar  cr oss sect i on and i s f abr i cat ed f r om 
smoot h sheet  wi t h hel i cal  r i bs.   Type I I  pi pe i s 
f abr i cat ed f r om Type I  pi pe t hat  has been r ef or med 
i nt o a pi pe- ar ch.   Type I I R pi pe i s f abr i cat ed f r om 
Type I R pi pe t hat  has been r ef or med i nt o a pi pe- ar ch.

The ser vi ce l i f e of  a cor r ugat ed st eel  pi pe i s 
dependent  on t he pi pe mat er i al  and envi r onment al  
condi t i ons.   The pi pe mat er i al  can var y wi t h st eel  
sheet  t hi ckness,  met al l i c  coat i ng and non- met al l i c  
coat i ng and pavi ng.   The avai l abl e sheet  t hi ckness 
var i es wi t h t he pi pe di amet er .   Some manuf act ur er s 
have t he equi pment  t o f abr i cat e pi pe usi ng a heavi er  
gage sheet  t han ot her s.   Typi cal l y ei t her  a z i nc or  
al umi num ( Type 2)  met al l i c  coat i ng i s speci f i ed.   
Pi pe f abr i cat ed f r om cor r ugat ed st eel  sheet  wi t h a 
pol ymer  coat i ng ( pol ymer  pr ecoat ed)  can al so be 
speci f i ed.   The addi t i onal  ser vi ce l i f e pr ovi ded by 
asphal t  coat i ng and pavi ng var i es.   A descr i pt i on of  
avai l abl e coat i ngs and dur abi l i t y  gui del i nes i s 
i ncl uded i n t he Nat i onal  Cor r ugat ed St eel  Pi pe 
Associ at i on ( NCSPA)  publ i cat i on " Moder n Sewer  
Design".

To pr omot e compet i t i ve bi ddi ng,  pol ymer  pr ecoat ed 
pi pe shoul d gener al l y be speci f i ed as an opt i on i f  a 
non- met al l i c  coat i ng i s r equi r ed t o pr ovi de t he 
desi r ed ser vi ce l i f e.   Many pi pe manuf act ur er ' s 
pr oduce pol ymer  pr ecoat ed pi pe i n l i eu of  bi t umi nous 
coat ed pi pe.   Pol ymer  pr ecoat i ng pr ovi des gr eat er  
addi t i onal  ser vi ce l i f e t han bi t umi nous coat i ng.   
Some sever e envi r onment s may cause cor r osi on 
pr obl ems t o accessor y i t ems such as r i vet s or  
coupl i ng band har dwar e t hat  do not  have a pol ymer  
coating.

Cor r ugat ed st eel  pi pi ng wi t h ar ami d f i ber  composi t e 
coat i ng i s r ecommended f or  use wher e sever el y 
cor r osi ve condi t i ons,  such as hi ghl y aci di c soi l s,  
t i dal  dr ai nage,  mi ne dr ai nage,  and cer t ai n 
i ndust r i al  wast es,  ar e pr esent .
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Ot her  cor r ugat i on s i zes ar e avai l abl e and may be 
specified.

Sheet  t hi ckness of  pi pes shoul d be i ndi cat ed on t he 
dr awi ngs.   Sel ect  sheet  t hi ckness f or  each pi pe t hat  
wi l l  suppor t  i mposed l oads and pr ovi de adequat e 
pr ot ect i on f r om cor r osi on.   The maxi mum t hi ckness of  
met al l i c  coat ed st eel  sheet  t hat  can be used t o 
f abr i cat ed pi pe wi l l  var y dependi ng on t he pi pe 
diameter.

Per f or at ed Type I I I  pi pe can be speci f i ed wher e pi pe 
i s used as an under dr ai n f or  under gr ound di sposal  of  
water.

**************************************************************************

Provide Type [I] [and] [II] [or] [IR] [and] [IIR] corrugated steel pipe 
conforming to ASTM A760/A760M  with [zinc] [or] [aluminum (Type 2)] 
coating.  [Provide Type [I] [II] pipe with helical  68 by 13 mm  2-2/3 by 
1/2 inch  corrugations.]  [Provide Type [IR] [IIR] pipe with helical  19 by 
19 by 190 mm  3/4 by 3/4 by 7-1/2 inch  corrugations.]

**************************************************************************
NOTE:   Coat i ngs,  l i ni ngs and pavi ng can be appl i ed 
t o z i nc or  al umi num ( Type 2)  coat ed cor r ugat ed st eel  
pi pe t o pr ovi de addi t i onal  ser vi ce l i f e.   Coat i ngs,  
l i ni ngs and pavi ng ar e appl i ed af t er  f abr i cat i on of  
t he pi pe.

AASHTO M 190 cover s f our  t ypes of  asphal t - coat ed 
cor r ugat ed met al  pi pe as f ol l ows:

Type A -  Ful l y Asphal t - Coat ed
Type B -  Hal f  Asphal t - Coat ed wi t h Paved- I nver t
Type C -  Ful l y Asphal t - Coat ed and Paved- I nver t
Type D -  Ful l y Asphal t - Coat ed and 100 Per cent  Paved 
or  Li ned

**************************************************************************

[Provide pipe that is fully asphalt coated [and [part] [fully] asphalt 
paved] conforming to AASHTO M 190 Type [A] [C] [D] .] [Provide pipe that is 

polymer precoated in accordance with ASTM A 762/A 762M with pipe fabricated 
from ASTM A 742/A 742M Grade 10/10 polymer precoated sheet.]

2.1.4   Corrugated Aluminum Pipe

**************************************************************************

NOTE:  Cor r ugat ed al umi num pi pe has shown 
sat i sf act or y cor r osi on r esi st ance i n c l ean gr anul ar  
mat er i al s even when seawat er  i s pr esent .   However ,  
cor r ugat ed al umi num pi pe shoul d not  be used i n 
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hi ghl y aci d ( pH bel ow 4)  or  hi ghl y al kal i ne ( pH 
above 9)  soi l s,  or  i n or gani c s i l t s  and cl ays,  
i dent i f i ed as Types OH and OL i n t he Soi l  
Cl assi f i cat i on Char t ,  ASTM D2487.   Thi s pi pe shoul d 
al so not  be used wher e i t  wi l l  be i n cont act  wi t h 
ot her  met al s or  i n met al l i c  deposi t s.

Type I  pi pe has a f ul l  c i r cul ar  cr oss sect i on and i s 
f abr i cat ed wi t h cor r ugat ed sheet .   Type I R pi pe has 
a f ul l  c i r cul ar  cr oss sect i on and i s f abr i cat ed f r om 
smoot h sheet  wi t h hel i cal  r i bs.   Type I I  pi pe i s 
f abr i cat ed f r om Type I  pi pe t hat  has been r ef or med 
i nt o a pi pe- ar ch.   Type I I R pi pe i s f abr i cat ed f r om 
Type I R pi pe t hat  has been r ef or med i nt o a pi pe- ar ch.

Ot her  cor r ugat i on s i zes ar e avai l abl e and may be 
specified.

Sheet  t hi ckness of  pi pes shoul d be i ndi cat ed on t he 
drawings.

Per f or at ed Type I I I  pi pe can be speci f i ed wher e pi pe 
i s used as an under dr ai n f or  under gr ound di sposal  of  
water.

**************************************************************************

Provide Type [I] [and] [II] [or] [IR] [and] [IIR] corrugated aluminum pipe 
conforming to ASTM B745/B745M .  [Provide Type [I] [II] pipe with helical  
68 by 13 mm  2-2/3 by 1/2 inch  corrugations.]  [Provide Type [IR] [IIR] 
pipe with helical  19 by 19 by 190 mm  3/4 by 3/4 by 7-1/2 inch  
corrugations.]

**************************************************************************
NOTE:   Coat i ngs,  l i ni ngs and pavi ng can be appl i ed 
t o cor r ugat ed al umi num al l oy pi pe t o pr ovi de 
addi t i onal  ser vi ce l i f e.   Coat i ngs,  l i ni ngs and 
pavi ng ar e appl i ed af t er  f abr i cat i on of  t he pi pe.

AASHTO M 190 cover s f our  t ypes of  asphal t - coat ed 
cor r ugat ed met al  pi pe as f ol l ows:

Type A -  Ful l y Asphal t - Coat ed
Type B -  Hal f  Asphal t - Coat ed wi t h Paved- I nver t
Type C -  Ful l y Asphal t - Coat ed and Paved- I nver t
Type D -  Ful l y Asphal t - Coat ed and 100 Per cent  Paved 
or  Li ned

**************************************************************************

[Provide pipe that is fully asphalt coated [and [part] [fully] asphalt 
paved] conforming to AASHTO M 190 Type [A] [C] [D] .]

2.1.5   Structural Plate, Steel Pipe, Pipe Arches and Arches

**************************************************************************
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NOTE:   Thi s par agr aph i ncl udes opt i ons f or  pr ovi di ng 
a pr ot ect i ve coat i ng on t he st r uct ur al  pl at e pi pe.   
The desi gner  wi l l  del et e t hese opt i ons when 
pr ot ect i ve coat i ng i s not  a par t  of  t he pr oj ect  
r equi r ement s.   When pr ot ect i ve coat i ng on t he 
st r uct ur al - pl at e pi pe i s a pr oj ect  r equi r ement ,  t he 
desi gner  wi l l  sel ect  t he appl i cabl e opt i on.   St eel  
and al umi num pi pe manuf act ur er s st at e t hat  i t  i s  
i mpr act i cabl e i n i ni t i al  const r uct i on t o pr ovi de a 
per manent  paved i nver t  of  bi t umi nous mat er i al  i n 
st r uct ur al - pl at e cor r ugat ed st eel  and al umi num pi pe.

I ndi cat e t he r equi r ed sheet  t hi ckness of  pl at es on 
t he dr awi ngs.

**************************************************************************

Assembled with galvanized steel nuts and bolts, from galvanized corrugated 
steel plates conforming to AASHTO M 167M/M 167 .  [Provide pipe coating 
conforming to the requirements of [ AASHTO M 190 Type A] [ AASHTO M 243].]

2.1.6   Structural Plate, Aluminum Pipe, Pipe Arches and Arches

**************************************************************************
NOTE:   Coor di nat e wi t h par agr aph Cor r ugat ed St eel  
Pi pe and par agr aph St r uct ur al  Pl at e,  St eel  Pi pe,  
Pi pe Ar ches and Ar ches.

I ndi cat e t he r equi r ed sheet  t hi ckness of  pl at es on 
t he dr awi ngs.

**************************************************************************

Assembled with either aluminum alloy, aluminum coated steel, stainless 
steel or zinc coated steel nuts and bolts.  Provide nuts and bolts, and 
aluminum alloy plates conforming to AASHTO M 219.  [Provide pipe coating 
conforming to the requirements of [ AASHTO M 190, Type A] [ AASHTO M 243].]

2.1.7   Ductile Iron Culvert Pipe

Provide ductile iron culvert pipe conforming to ASTM A716.

2.1.8   Poly Vinyl Chloride (PVC) Pipe

2.1.8.1   Type PSM PVC Pipe

ASTM D3034, maximum SDR 35.

2.1.8.2   Profile PVC Pipe

ASTM F794, Series 46.

2.1.8.3   Smooth Wall PVC Pipe

ASTM F679.
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2.1.8.4   Corrugated PVC Pipe

**************************************************************************
NOTE:   Per f or at ed pi pe can be speci f i ed wher e pi pe 
i s used as an under dr ai n f or  under gr ound di sposal  of  
water. 

**************************************************************************

ASTM F949.

2.1.9   Polyethylene (PE) Pipe

**************************************************************************
NOTE:   For  Navy pr oj ect s,  pol yet hyl ene pi pe may onl y 
be used i n non- t r af f i c  ar eas and beneat h POV par ki ng 
ar eas and must  not  be used beneat h r oads or  
heavy- dut y mi l i t ar y par ki ng or  har dst ands.

**************************************************************************

2.1.9.1   Smooth Wall PE Pipe

ASTM F714, maximum DR of 21 for pipes  80 to 600 mm  3 to 24 inches  in 
diameter and maximum DR of 26 for pipes  650 to 1200 mm  26 to 48 inches  in 
diameter.  Polyethylene compound material designation PE3608.

2.1.9.2   Corrugated PE Pipe

AASHTO M 294, Type S.  Provide pipe walls having the following properties:

Nominal Size  (mm)  (inch) Minimum Wall Area  (square
mm/m) (square in/ft)

Minimum Moment of Inertia of
Wall Section  (mm to the

4th/mm)  (in. to the 4th/in.)

300 12 3200 1.5 390 0.024

375 15 4000 1.91 870 0.053

450 18 4900 2.34 1020 0.062

600 24 6600 3.14 1900 0.116

750 30 8300 3.92 2670 0.163

900 36 9500 4.50 3640 0.222

1050 42 9900 4.69 8900 0.543

1200 48 10,900 5.15 8900 0.543

1350 54 12,000 5.67 13,110 0.800

1500 60 13,650 6.45 13,110 0.800
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2.1.9.3   Profile Wall PE Pipe

ASTM F894, RSC 160.  Provide pipe walls having the following properties:

Nominal Size  (mm)  
(inch)

Minimum Wall Area  
(square mm/m)  
(square in/ft)

Minimum Moment  (mm to the 4th/mm)  (in to
the 4th/in)

Cell Class 334433C Cell Class 335434C

450 18 6300 2.96 850 0.052 620 0.038

525 21 8800 4.15 1150 0.070 840 0.051

600 24 9900 4.66 1330 0.081 970 0.059

675 27 12,500 5.91 2050 0.125 1490 0.091

750 30 12,500 5.91 2050 0.125 1490 0.091

825 33 14,800 6.99 2640 0.161 2160 0.132

900 36 17,100 7.81 3310 0.202 2700 0.165

1050 42 16,500 8.08 4540 0.277 3720 0.227

1200 48 18,700 8.82 5540 0.338 4540 0.277

2.1.10   Steel Reinforced Polyethylene (SRPE) Pipe

**************************************************************************
NOTE:   St eel  Rei nf or ced Pol yet hyl ene Pi pe i s 
manuf act ur ed i n 5 st i f f ness c l asses.   The cl ass of  
pi pe shoul d be speci f i ed or  i ndi cat ed on t he 
drawings.

**************************************************************************

Provide SRPE pipe conforming to the requirements of ASTM F2562/F2562M , 
Class [___] [as indicated].

2.1.11   Polypropylene(PP) Pipe

**************************************************************************
NOTE:   PP Pi pe conf or mi ng t o ASTM F2764/ F2764M has a 
pi pe st i f f ness of  320 KPA 46 psi  f or  al l  di amet er s.   
The st i f f ness of  PP Pi pe conf or mi ng t o ASTM 
F2881/ F2881 var i es wi t h t he di amet er  of  t he pi pe.   
Pi pe di amet er s r ange f r om 300 t o 1, 500 mm 12 t o 60 
inches .

Per f or at ed pi pe conf or mi ng t o ASTM F2881/ F2881M wi t h 
Cl ass I I  per f or at i on pat t er ns can be speci f i ed wher e 
pi pe i s used as an under dr ai n f or  under gr ound 
di sposal  of  wat er .

**************************************************************************
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Provide double wall and triple wall pipe meeting the requirements of 
ASTM F2764/F2764M  or ASTM F2881/F2881M , Class [I] [II].

2.2   PIPE JOINTS

**************************************************************************
NOTE:   Wat er t i ght  j oi nt s ar e t ypi cal l y speci f i ed i n 
st or m dr ai ns t o pr event  i nf i l t r at i on of  wat er  and 
f i ne- gr ai ned soi l  t hr ough j oi nt s when t he wat er  
t abl e i s at  or  above t he pi pel i ne.

Wat er t i ght  j oi nt s ar e r equi r ed i n pi pes t hr ough 
l evees i n accor dance wi t h EM 1110- 2- 2902.

Del et e sent ence i n br acket s when wat er t i ght  j oi nt s 
ar e not  necessar y.

**************************************************************************

[Provide joints that have been tested for and meet the requirements of 
paragraph HYDROSTATIC TEST ON WATERTIGHT JOINTS.]

2.2.1   Concrete Pipe

**************************************************************************
NOTE:   Wher e wat er t i ght ness i s essent i al ,  speci f y 
onl y r ubber  gasket  j oi nt s.   Wher e wat er i ght ness i s 
not  r equi r ed,  al l ow ei t her  r ubber  gasket  j oi nt s or  
j oi nt s wi t h pr ef or med f l exi bl e j oi nt  seal ant .

See EM 1110- 2- 2902 f or  j oi nt  r equi r ement s f or  pi pe 
t hr ough l evees.

Rubber  gasket s ar e not  avai l abl e f or  ar ch or  
el l i pt i cal  pi pe.

**************************************************************************

2.2.1.1   Rubber Gasket Joints

Provide rubber gasket joints of a design and physical requirements 
conforming to  ASTM C443M ASTM C443.  [Provide rubber gaskets that meet the 
oil resistant gasket requirements of ASTM C443M ASTM C443.]

2.2.1.2   Preformed Flexible Sealant Joints

Provide joints made with preformed flexible joint sealant conforming to  
ASTM C990M ASTM C990.

2.2.2   Clay Pipe

Provide joints made with factory-fabricated resilient materials conforming 
to ASTM C425.

2.2.3   Corrugated Steel and Aluminum Pipe

**************************************************************************
NOTE:   The annul ar  and par t i al l y  cor r ugat ed bands 
wi t h gasket s speci f i ed bel ow shoul d be capabl e of  
pr ovi di ng a wat er t i ght  j oi nt .   Ot her  j oi nt i ng 
syst ems ( soi l  t i ght ,  s i l t  t i ght ,  l eak r esi st ant ,  

SECTION 33 40 00  Page 24



speci al  desi gn)  as descr i bed i n ASTM A760 can be 
speci f i ed when appl i cabl e.

When a speci f i c  j oi ni ng syst em i s necessar y ( band 
t ype and wi dt h,  number  and t ype of  connect or s,  
gasket  t ype,  et c. ) ,  t he r equi r ement s shoul d be 
speci f i ed and i ndi cat ed on t he dr awi ngs.   See EM 
1110- 2- 2902 f or  j oi nt  r equi r ement s f or  pi pe t hr ough 
levees.

**************************************************************************

Factory reform each end of pipe with helical corrugations to create 
annular corrugations of the same dimensions as those in the pipe.  Provide 
reformed ends with a width equal to at least half the width of the band 
being used.  Join pipe using annular corrugated [or] [partially 
corrugated] coupling bands.  Except as otherwise specified or indicated, 
provide annular corrugated [or] [partially corrugated] coupling bands 
including connectors and hardware conforming to [ ASTM A760/A760M ] [
ASTM B745/B745M ].  Provide coupling bands with either rod and lug or 
angle-bolt type connectors.

2.2.3.1   Annular Corrugated Bands

**************************************************************************
NOTE:   Speci f y Type 2A1 gasket  mat er i al  when 
r esi st ance t o t he act i on of  pet r ol eum base oi l s i s 
not  r equi r ed.   Speci f y Type 2B3 gasket  mat er i al  when 
oi l  r esi st ance i s r equi r ed.

**************************************************************************

Provide sleeve type gaskets made of approximately 9.5 mm 3/8 inch  thick by 
178 mm 7 inch  minimum width closed cell, expanded synthetic rubber, 
fabricated in the form of a cylinder with a diameter approximately 10 
percent less than the nominal pipe size with annular corrugated type 
bands.  Provide sleeve type gaskets that meet the requirements of 
ASTM D1056, Type 2 [A1] [B3] [_____], and have a quality retention rating 
of not less than 70 percent when tested for weather resistance by ozone 
chamber exposure, Method B of ASTM D1171

2.2.3.2   Partially Corrugated Bands

**************************************************************************
NOTE:   Par t i al l y  cor r ugat ed bands ar e i nt ended f or  
use wi t h hel i cal l y cor r ugat ed st eel  pi pe wi t h ends 
r er ol l ed t o a 68 mm 2- 2/ 3 i nch by 13 mm 1/ 2- i nch 
corrugation.

**************************************************************************

Provide partially corrugated type bands with two O-ring gaskets and a 
sealant strip where the band ends overlap.  Provide rubber O-ring gaskets 
that are  21 mm  13/16 inch  in diameter for pipe diameters of  914 mm  36 
inches  or smaller and  22 mm  7/8 inch  in diameter for larger pipe having  13 
mm 1/2 inch  deep end corrugation.

2.2.4   Ductile Iron Pipe

Provide push-on type joints with rubber gaskets.
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2.2.5   PVC Plastic Pipe

Provide solvent cement or elastomeric gasket type joints in accordance 
with the specification for the pipe and as recommended by the pipe 
manufacturer.  Use solvent cement conforming to ASTM D2564.  Provide 
gaskets for elastomeric joints conforming to ASTM F477.

2.2.6   Smooth Wall PE Plastic Pipe

Join pipe using butt fusion method conforming to ASTM F2620.  No offset in 
alignment between adjacent pipe ends is permitted.

2.2.7   Corrugated PE Plastic Pipe

Provide [soil] [silt] [water] tight joints conforming to the requirements 
in AASHTO M 294.  [Make water tight joints using a PE coupling and rubber 
gaskets as recommended by the pipe manufacturer.  Provide rubber gaskets 
conforming to ASTM F477.]

2.2.8   Profile Wall PE Pipe

Provide gasketed or thermal weld type with integral bell joints in 
accordance with ASTM F894.

2.2.9   Steel Reinforced Polyethylene (SRPE) Pipe

Provide joints meeting the requirements of ASTM D3212.

2.2.10   Dual Wall and Triple Wall PP Pipe

Provide two gaskets conforming to ASTM F477 on the spigot. Gaskets must be 
installed by the pipe manufacturer and be covered with a removable, 
protective wrap to ensure the gaskets are free from debris.  Use a joint 
lubricant available from the manufacturer on the gasket and bell during 
assembly.  [ ASTM F2881/F2881M  for  300 to 1500 mm  12 to 60 inches  pipe][
ASTM F3219 for  300 to 750 mm  12 to 30 inches  pipe][ ASTM F2764/F2764M  for  
750 to 1500 mm  30 to 60 inches  pipe] diameters must have a reinforced bell 
with a polymer composite band installed by the manufacturer.  Provide 
fittings conforming to [ ASTM F2881/F2881M ] [ ASTM F3219] [ ASTM F2764/F2764M
].  Utilize a spun-on, welded or integral bell and spigot with gaskets 
meeting ASTM F477 for bell and spigot connections.

2.3   PRECAST REINFORCED CONCRETE BOX CULVERT

Manufacture precast reinforced concrete box culverts in accordance with 
and conforming to ASTM C1433M ASTM C1433.

2.4   THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS

**************************************************************************
NOTE:   Chamber s must  be i nst al l ed as a syst em t hat  
i ncl udes,  but  i s not  l i mi t ed t o,  r ows of  chamber s,  
end caps,  mani f ol d pi pi ng,  f oundat i on st one,  
embedment  st one,  geot ext i l e f abr i c,  and a 
mai nt enance syst em.

St r uct ur al  desi gn of  chamber s must  conf or m t o ASTM 
F2787.

SECTION 33 40 00  Page 26



For  Navy pr oj ect s,  t her mopl ast i c col l ect i on chamber s 
may onl y be used i n non- t r af f i c  ar eas and beneat h 
POV par ki ng ar eas and must  not  be used beneat h r oads 
or  heavy- dut y mi l i t ar y par ki ng or  har dst ands.

**************************************************************************

Provide [perforated] [non-perforated] themoplastic corrugated wall 
stormwater collection chambers.  Provide [polyethylene chambers conforming 
to ASTM F2922] [or] [polypropylene chambers conforming to ASTM F2418].  
Provide chamber classification as indicated on the drawings.

2.5   UNDERGROUND STORMWATER RETENTION/DETENTION SYSTEM

**************************************************************************
NOTE:   Under gr ound st or mwat er  r et ent i on/ det ent i on 
syst ems can be const r uct ed usi ng pi pes,  col l ect i on 
chamber s,  concr et e vaul t s/ ar ches/ chamber s,  st ackabl e 
modul ar  st r uct ur es,  et c.

Del et e i nappl i cabl e gr adat i on s i zes.
**************************************************************************

Provide an underground stormwater retention/detention system that includes 
[thermoplastic corrugated wall stormwater collection chambers and 
corrugated PE pipe manifolds] [corrugated PE pipe] [corrugated steel pipe] 
as indicated.  Provide foundation and embedment stone that is washed, 
crushed and angular conforming to AASHTO M 43 size 3, 357, 4, 467, 5, 56, 
or 57.  Provide initial fill material conforming to AASHTO M 43 size 3, 
357, 4, 467, 5, 56, 57, 6, 67, 68, 7, 78, 8, 89, 9 or 10.  Provide 
geotextile conforming to AASHTO M 288.

2.6   MISCELLANEOUS MATERIALS

**************************************************************************
NOTE:   The shape,  s i ze,  t hi ckness of  sect i ons,  
mat er i al ,  and wei ght s f or  f r ames,  cover s,  and 
gr at i ngs f or  i nl et s and manhol es,  as wel l  as t he 
amount  of  wat er way openi ng f or  i nl et s and gr at i ngs 
shoul d be i ndi cat ed on t he dr awi ngs.   The cover s and 
gr at i ngs shoul d be desi gned t o have ampl e st r engt h 
f or  t he t r af f i c  condi t i ons t o whi ch t hey may be 
subj ect ed.   Fi xed,  st r ai ght - t ype gal vani zed st eel  
l adder s shoul d be pr ovi ded f or  manhol es over  3. 66 m 
12 f eet  deep measur ed f or m t op of  gr at e t o i nver t  of  
out l et  pi pe.

**************************************************************************

2.6.1   Concrete

**************************************************************************
NOTE:   Ref er ence shoul d be made t o ot her  sect i ons of  
t he pr oj ect  speci f i cat i ons,  as appl i cabl e,  or  
per t i nent  r equi r ement s may be i ncl uded i n t hi s 
section.

The ai r  cont ent s speci f i ed ar e f or  concr et e t hat  
wi l l  be subj ect ed t o f r eezi ng weat her  and t he 
possi bl e act i on of  dei c i ng chemi cal s.   I n c l i mat es 
wher e f r eezi ng i s not  a f act or  but  wher e ai r  
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ent r ai nment  i s used i n l ocal  commer ci al  pr act i ce t o 
i mpr ove t he wor kabi l i t y  and pl acabi l i t y  of  concr et e,  
concr et e havi ng ai r  cont ent  of  4. 5 pl us or  mi nus 1. 5 
per cent  may be speci f i ed as Cont r act or ' s opt i on t o 
nonai r ent r ai ned concr et e.

**************************************************************************

Unless otherwise specified, provide concrete and reinforced concrete 
conforming to the requirements for [_____]  MPa psi  concrete under Section 
03 30 00  CAST-IN-PLACE CONCRETE.  Provide air content by volume of 
concrete mixture, based on measurements made immediately after discharge 
from the mixer, of 5 to 7 percent when maximum size of coarse aggregate 
exceeds  37.5 mm  1-1/2 inches .  Determine air content in accordance with 
ASTM C231/C231M.  Provide a minimum concrete covering over steel 
reinforcing of not less than  25 mm  1 inch  thick for covers and not less 
than  40 mm  1-1/2 inches  thick for walls and flooring.  For concrete 
deposited directly against the ground, provide a covering thickness of at 
least  75 mm  3 inches  between steel and ground.  Provide expansion-joint 
filler material conforming to ASTM D1751, or ASTM D1752, or provide be 
resin-impregnated fiberboard conforming to the physical requirements of 
ASTM D1752.

2.6.2   Mortar

Mortar is not allowed for pipe joints.  Provide mortar for pipe 
connections to drainage structures [and brick or block construction] 
conforming to ASTM C270, Type M, except that the maximum placement time 
will be 1 hour.  Provide a sufficient quantity of water in the mixture to 
produce a stiff workable mortar but in no case may the quantity exceed 
[_____]  [19] liters  [5] gallons  of water per sack of cement.  Use water 
that is clean and free of harmful acids, alkalis, and organic impurities.  
Use the mortar within 30 minutes after the ingredients are mixed with 
water.

2.6.3   Precast Concrete Segmental Blocks

Provide precast concrete segmental block conforming to ASTM C139, not more 
than  200 mm  8 inches  thick, not less than  200 mm  8 inches  long, and of 
such shape that joints can be sealed effectively and bonded with cement 
mortar.

2.6.4   Brick

Provide brick conforming to ASTM C62, Grade SW; ASTM C55, Grade S-I or 
S-II; or ASTM C32, Grade MS.  Provide mortar for jointing and plastering 
consisting of one part portland cement and two parts fine sand.  Lime may 
be added to the mortar in a quantity not more than 25 percent of the 
volume of cement.  Provide joints that arecompletely filled and that are 
smooth and free from surplus mortar on the inside of the structure.  
Plaster brick structures with  13 mm  1/2 inch  of mortar over the entire 
outside surface of the walls.  Lay brick in stretcher courses with a 
header course every sixth course for square or rectangular structures.  
Lay brick radially with every sixth course a stretcher course for round 
structures.

2.6.5   Precast Reinforced Concrete Manholes

**************************************************************************
NOTE:   Rubber - t ype gasket  j oi nt s shoul d be speci f i ed 
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onl y wher e wat er t i ght ness i s essent i al .
**************************************************************************

Provide precast reinforced concrete manholes conforming to ASTM C478/C478M .  
Provide joints between precast concrete risers and tops that are 
[full-bedded in cement mortar and smoothed to a uniform surface on both 
interior and exterior of the structure] [or] [made with flexible 
watertight, rubber-type gaskets meeting the requirements of paragraph PIPE 
JOINTS].

2.6.6   Frame and Cover or Gratings

**************************************************************************
NOTE:   Consi der  t he l i kel i hood of  bi cycl e t r af f i c  
when sel ect i ng t he t ype of  i nl et  gr at e conf i gur at i on.

**************************************************************************

[Submit certification on the ability of frame and cover or gratings  to 
carry the imposed live load indicated on the drawings.]  Provide frame and 
cover or gratings made of cast gray iron, ASTM A48/A48M, Class 35B; cast 
ductile iron, ASTM A536, Grade 65-45-12; or cast aluminum, ASTM B26/B26M, 
Alloy 356.0-T6.  [Provide curb inlet grates conforming to the weight, 
shape, size, and waterway openings indicated on the plans.  ]Stamp or cast 
the word "Storm Sewer" into covers so that it is plainly visible.

2.6.7   Steel Ladder

Provide a steel ladder where the depth of the storm drainage structure 
exceeds  3.66 m  12 feet .  Provide ladders not less than  406 mm  16 inches  in 
width, with  19 mm  3/4 inch  diameter rungs spaced  305 mm  12 inches  apart.  
Provide two stringers that are a minimum  10 mm  3/8 inch  thick and  63 mm  
2-1/2 inches  wide.  Galvanize ladders and inserts after fabrication in 
conformance with ASTM A123/A123M .

2.6.8   Resilient Connectors

**************************************************************************
NOTE:   Del et e t he r equi r ement  f or  r esi l i ent  
connect or s when a wat er t i ght  connect i on bet ween pi pe 
and manhol es and i nl et s i s not  r equi r ed.

**************************************************************************

Provide flexible, watertight connectors conforming to ASTM C923/C923M  for 
connecting pipe to manholes and inlets.

2.6.9   Flared End Sections

2.6.9.1   Metal Flared End Sections

Provide sections of a standard design fabricated from zinc or aluminum 
(Type 2) coated steel sheets meeting requirements of ASTM A929/A929M .

2.6.9.2   Concrete Flared End Sections

Provide sections of a standard design fabricated with reinforced concrete.

2.6.10   Modular Trench Drains

Provide modular trench drains consisting of [plastic] [or] [precast 
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concrete] sections.  Provide trench with width and invert slope as 
indicated on the drawings.  Provide trench drain sections and grates rated 
for DIN Class [____].

2.6.10.1   Plastic Sections

Provide polyethylene, polypropylene, polyester, PVC or HDPE sections with 
UV inhibitors and interlocking tongue and groove joints.  Provide channels 
with [ductile iron] [cast iron] frames.

2.6.10.2   Precast Concrete Sections

Provide concrete sections made of fiber reinforced concrete or polyester 
polymer concrete with male/female connections between channel sections.  
Provide channels with [ductile iron] [or] [galvanized steel] [or] 
[stainless steel] edge rails.

2.6.10.3   Grates

Utilize [ductile iron] [cast iron] [galvanized steel] [stainless steel] 
trench grates.  Attach trench grates to sections as recommended by the 
manufacturer.

2.6.11   Corrugated Steel Pipe Slotted Drain

**************************************************************************
NOTE:   Sl ot t ed dr ai n f abr i cat ed f r om Type I R 
cor r ugat ed st eel  pi pe i s avai l abl e f r om some 
manufacturers.

**************************************************************************

Provide slotted drain consisting of galvanized steel grate welded in a 
continuous slot cut in the top of a corrugated steel pipe.  Use Type I 
corrugated steel pipe conforming to ASTM A760/A760M  with zinc coated 
[____] gage steel sheet and helical  68 by 13 mm  2-2/3 by 1/2 inch  
corrugations.  Provide grates with a  45 mm  1-3/4 inch  wide top opening and 
a [uniform height of  [64 mm]  [2-1/2 inches]  [150 mm]  [6 inches]  [_____] mm  
[_____] inches ] [variable height as indicated].  Fabricate grating using 
two [straight] [trapezoidal] sided  4.8 mm  3/16 inch  thick steel bearing 
bars with  4.8 mm  3/16 inch  thick steel solid web spacers spaced at  150 mm  
6 inch  centers.  Fabricate grating using steel conforming to 
ASTM A1011/A1011M , grade 36.  Galvanize steel grating in accordance with 
ASTM A123/A123M .  Fillet weld grate to the corrugated steel pipe on each 
side of the grate at every other corrugation.  Join pipe sections with 
coupling bands.

2.6.12   Downspout Boots

**************************************************************************
NOTE:   Del et e par agr aph when downspout  boot s ar e not  
used t o connect  bui l di ng downspout s t o t he st or m 
dr ai nage syst em.

**************************************************************************

Use boots  conforming to ASTM A48/A48M, Class 30B or 35B of the size and 
shape indicated for connecting exterior downspouts to the storm-drainage 
system.
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2.6.13   Flap Gates

Provide [medium] [or] [heavy]-duty flap gates with [circular] 
[rectangular] openings that are double-hinged.  [Provide top pivot points 
that are adjustable.]  Provide one-piece cast iron seats with a raised 
section around the perimeter of the waterway opening to provide the 
seating face.  Provide [cast iron] [bronze] [stainless steel] [neoprene] 
seating face.  Provide one-piece cast iron covers with necessary 
reinforcing rib, lifting eye for manual operation, and bosses to provide a 
pivot point connection with the links.  Provide [cast iron] [bronze] 
[stainless steel] [neoprene] seating face on the cover.  Provide cast or 
ductile iron links and hinge arms.  Provide bronze bushings in the holes 
of pivot points.  Provide fasteners that are either galvanized steel, 
bronze or stainless steel.

2.7   TESTS, INSPECTIONS, AND VERIFICATIONS

2.7.1   Hydrostatic Test on Watertight Joints

**************************************************************************
NOTE:   The hydr ost at i c t est s speci f i ed i n t hi s 
par agr aph ar e per f or med on a sampl e j oi nt  at  t he 
pi pe manuf act ur er ' s pl ant  or  and i ndependent  
l abor at or y t o demonst r at e t hat  t he pr oposed j oi nt  
wi l l  be wat er t i ght  i f  pr oper l y i nst al l ed.

Ret ai n t hi s par agr aph f or  pi pe used i n l evees and 
ot her  appl i cat i ons wher e wat er t i ght  j oi nt s ar e 
required.

**************************************************************************

Perform a hydrostatic test on the watertight joint types as proposed.  
This test will be conducted at the plant or by an independent laboratory.  
Only one sample joint of each type needs testing; however, if the sample 
joint fails because of faulty design or workmanship, an additional sample 
joint may be tested.

2.7.1.1   Concrete, Clay, PVC, PE, SRPE and PP Pipe

Provide joints in reinforced and nonreinforced concrete pipe meeting the 
performance requirements in ASTM C990M ASTM C990 or ASTM C443M ASTM C443.  
Provide joints in clay pipe meeting the test requirements in ASTM C425.  
Provide joints in PVC, PE, SRPE, and PP plastic pipe meeting the test 
requirements in ASTM D3212.

2.7.1.2   Corrugated Steel and Aluminum Pipe

Perform a hydrostatic pressure test on the proposed joining system in 
accordance with ASTM A760/A760M .  The joining system must not leak when 
subjected to an internal hydrostatic pressure of  69 kPa  10 psi  for a 10 
minute period

PART 3   EXECUTION

3.1   EXCAVATION FOR PIPE CULVERTS, BOX CULVERTS, STORM DRAINS, AND DRAINAGE 
STRUCTURES

**************************************************************************
NOTE:   Ref er ence shoul d be made t o ot her  sect i ons of  
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t he pr oj ect  speci f i cat i ons,  as appl i cabl e,  or  
per t i nent  r equi r ement s may be i ncl uded i n t hi s 
section.

**************************************************************************

Excavate trenches, excavate for appurtenances and backfill for culverts 
and storm drains, in accordance with the applicable portions of Section 
31 00 00  EARTHWORK 31 23 00.00 20  EXCAVATION AND FILL  and the requirements 
specified below.

3.1.1   Trenching

**************************************************************************
NOTE:   The ear t h l oad on r i gi d pi pe i s dependent  on 
t he i nst al l at i on t ype ( t r ench,  posi t i ve pr oj ect i ng,  
and negat i ve pr oj ect i ng) .   The ear t h l oad on a r i gi d 
pi pe i nst al l ed i n a t r ench i s dependent  on t he wi dt h 
of  t he t r ench.   The ear t h l oad i n a t r ench can be 
r educed by mi ni mi zi ng t he wi dt h of  t he t r ench.   
However ,  i f  t he t r ench wal l s ar e over excvat ed dur i ng 
const r uct i on and t he t r ench wi dt h i s gr eat er  t han 
t hat  used f or  desi gn,  t he ear t h l oad on t he pi pe may 
exceed t he st r engt h of  t he pi pe.   Ther ef or e,  i t  i s  
r ecommended t hat  al l  r i gi d pi pe f or  bot h embankment  
and t r ench condi t i ons be desi gned f or  post i ve 
pr oj ect i on,  embankment  condi t i ons.

**************************************************************************

Excavate trenches to the width indicated on the drawings or as specified 
herein.  Trench width should permit satisfactory jointing and thorough 
tamping of the bedding material under and around the pipe.  Place sheeting 
and bracing, where required, within the trench width as specified, without 
any overexcavation.

3.1.2   Removal of Rock

**************************************************************************
NOTE:   Unl ess ot her wi se speci f i ed,  mat er i al  used t o 
r epl ace unst abl e mat er i al  or  r ock excavat i on shoul d 
be compact ed t o a mi ni mum densi t y of  90 per cent  f or  
cohesi ve soi l s and 95 per cent  f or  noncohesi ve soi l s,  
as det er mi ned by ASTM D1557.

**************************************************************************

Replace rock in either ledge or boulder formation with suitable materials 
to provide a compacted earth cushion.  Provide a compacted earth cushion 
between unremoved rock and the pipe with a thickness of at least  200 mm  8 
inches  or  13 mm  1/2 inch  for each  meter  foot  of fill over the top of the 
pipe, whichever is greater, but not more than three-fourths the nominal 
diameter of the pipe.  Maintain the cushion under the bell as well as 
under the straight portion of the pipe where bell-and-spigot pipe is 
used.  Provide a compacted earth cushion between unremoved rock and the 
box culvert of at least  200 mm  8 inches  in thickness for concrete box 
culverts.  Excavate rock as specified and defined in Section 31 00 00  
EARTHWORK 31 23 00.00 20  EXCAVATION AND FILL .

3.1.3   Removal of Unstable Material

**************************************************************************
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NOTE:   Coor di nat e wi t h pr ecedi ng par agr aph.
**************************************************************************

Where wet or otherwise unstable soil incapable of properly supporting the 
pipe or box culvert, as determined by the Contracting Officer, is 
unexpectedly encountered in the bottom of a trench, remove such material 
to the depth required and replace with select granular material to the 
proper grade.  Compact select granular material as specified in paragraph 
FINAL BACKFILL.  When removal of unstable material is due to the fault or 
neglect of the Contractor while performing shoring and sheeting, water 
removal, or other specified requirements, perform such removal and 
replacement at no additional cost to the Government.

3.2   BEDDING AND INITIAL BACKFILL

**************************************************************************
NOTE:   Pi pe cover  r equi r ement s ar e di f f er ent  f or  
di f f er ent  t ypes of  beddi ng.

**************************************************************************

Provide a firm bedding foundation of uniform density throughout the entire 
length of the pipe or box culvert.

3.2.1   Concrete Pipe

**************************************************************************
NOTE:   See Sect i on 16 of  t he AASHTO Br i dge 
Speci f i cat i ons or  t he Amer i can Concr et e Pi pe 
Associ at i on " Concr et e Pi pe Desi gn Manual "  f or  pi pe 
i nst al l at i on det ai l s.

**************************************************************************

Use select granular material conforming to Section 31 00 00  EARTHWORK 
31 23 00.00 20  EXCAVATION AND FILL  for haunch and bedding material.  
Compact haunch and outer bedding to at least [____] [90] percent 
laboratory maximum density and place in layers not exceeding  150 mm  6 inch  
loose thickness for compaction by hand-operated compactors and 200 mm 8 
inches for other than hand-operated machines.  Loosely place middle 
bedding and do not compact.  After the pipe has been properly bedded, 
place haunch material, at a moisture content that will facilitate 
compaction, evenly along both sides of the pipe and thoroughly compact 
each layer with mechanical tampers or rammers to the springline of the 
pipe.  Thoroughly compact the haunch material under the haunches of the 
pipe.  For bell and spigot pipe, form a depression in bedding material for 
bells so entire barrel of pipe is uniformly supported.  Minimize the 
length, depth, and width of bell depressions to that required for properly 
making the particular type of joint.

3.2.1.1   Trenches

After the pipe has been properly bedded and haunch material placed to the 
midpoint (springline) of the pipe, backfill and compact the remainder of 
the trench by spreading and rolling or compacting by mechanical rammers or 
tampers in layers not exceeding  150 mm  6 inches .  Test for density as 
necessary to ensure conformance to the compaction requirements specified 
below.  [Where it is necessary, in the opinion of the Contracting Officer, 
that sheeting or portions of bracing used be left in place, the contract 
will be adjusted accordingly.]  Leave untreated sheeting in place beneath 
structures or pavements.
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3.2.1.2   Fill Sections

For pipe placed in fill sections, uniformly spread fill material 
longitudinally on both sides of the pipe in layers not exceeding  150 mm  6 
inches  in compacted depth, and compact by rolling parallel with pipe or by 
mechanical tamping or ramming.  Prior to commencing normal filling 
operations, the crown width of the fill at a height of  300 mm  12 inches  
above the top of the pipe must extend a distance of not less than twice 
the outside pipe diameter on each side of the pipe or  4 m  12 feet , 
whichever is less.  After the backfill has reached at least  300 mm  12 
inches  above the top of the pipe, place and thoroughly compact the 
remainder of the fill in layers not exceeding  200 mm  8 inches .

3.2.2   Clay Pipe

Provide bedding for clay pipe as specified by ASTM C12.

3.2.3   Corrugated Steel and Aluminum Pipe

Provide bedding and structural backfill for corrugated steel and aluminum 
pipe and pipe arch in accordance with ASTM A798/A798M .  It is not required 
to shape the bedding to the pipe geometry.  However, for pipe arches, 
either shape the bedding to the relatively flat bottom arc or fine grade 
the foundation to a shallow v-shape.  Structural backfill material 
consists of materials classified by ASTM D2487 as either GW, GM, GP-GM, 
GW-GM, GC, GP-GC or SW.  Provide bedding for corrugated structural plate 
pipe meeting the requirements of ASTM A807/A807M .

3.2.4   Ductile Iron Pipe

Provide bedding for ductile iron pipe as shown on the drawings.

3.2.5   Plastic Pipe

Provide bedding for PVC, PE, SRPE and PP pipe meeting the requirements of 
ASTM D2321.  Use Class IB or II material for PVC, PE, SRPE pipe bedding, 
haunching, and initial backfill.  Use Class I, II, or III material for PP 
pipe bedding, haunching and initial backfill.

3.2.6   Precast Reinforced Box Culvert

Use granular material a minimum of  150 mm  6 inches  in depth for bedding 
precast concrete box culverts in trenches with soil foundation.  Provide 
granular bedding in trenches with rock foundation that is  13 mm  1/2 inch  
in depth per  300 mm  foot  of depth of fill.  The minimum depth of bedding 
will be  200 mm  8 inch  up to a maximum depth of  600 mm  24 inches .  Loosely 
place the granular bedding.  Provide uniform support along the entire 
length of box culvert.

3.2.6.1   Trenches

After the box culvert has been properly bedded, place selected material 
from excavation or borrow, at a moisture content that will facilitate 
compaction, along both sides of box culvert in layers not exceeding  150 mm  
6 inches  in compacted depth.  Bring the backfill up evenly on both sides 
of box culvert for the full length box culvert.  Thoroughly compact each 
layer with mechanical tampers or rammers.  Continue this method of filling 
and compacting until the fill has reached an elevation equal to the top of 
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the box culvert.  Backfill and compact the remainder of the trench by 
spreading and rolling or by compacting with mechanical rammers or tampers 
in layers not exceeding [_____]  mm inches .  Test density as necessary to 
ensure conformance to the compaction requirements specified below.  [Where 
it is necessary, in the opinion of the Contracting Officer, that sheeting 
or portions of bracing used be left in place, the contract will be 
adjusted accordingly.]  Leave untreated sheeting in place beneath 
structures or pavements.

3.2.6.2   Fill Sections

Use backfill material and placement and compaction procedures for box 
culvert placed in fill sections as specified below.  Uniformly spread the 
fill material longitudinally on both sides of the box in layers not 
exceeding  150 mm  6 inches  in compacted depth.  Compacted by rolling 
parallel with pipe or by using mechanical tamping or ramming.  Prior to 
commencing normal filling operations, the width of the fill at a height of  
300 mm 12 inches  above the top of the box must extend a distance of not 
less than twice the outside width of the box culvert on each side of the 
box or  4 m  12 feet , whichever is less.  After the backfill has reached at 
least  300 mm  12 inches  above the top of the box, place and thoroughly 
compacte the remainder of the fill in layers not exceeding [_____]  mm 
inches .

3.3   PLACING PIPE AND BOX CULVERT

**************************************************************************
NOTE:   The Cont r act or  shoul d be r equi r ed t o per f or m 
def l ect i on t est i ng when war r ant ed by t he scope and 
si ze of  t he pr oj ect .

**************************************************************************

Submit printed copies of the pipe or box culvert manufacturer's 
recommended pipe or box culvert installation procedures prior to 
installation.  Thoroughly examine each section of pipe or box culvert 
before being laid; do not use defective or damaged pipe.  Protect plastic 
pipe, excluding SRPE pipe, from exposure to direct sunlight prior to 
laying, if necessary to maintain adequate pipe stiffness and meet 
installation deflection requirements.  Lay pipelines to the grades and 
alignment indicated.  Provide proper facilities for lowering sections of 
pipe into trenches.  [Place lifting lugs in vertically elongated 
corrugated steel or aluminum pipe in the same vertical plane as the major 
axis of the pipe.]  Do not lay pipe in water or when trench conditions or 
weather are unsuitable for such work.  Divert drainage or dewater trenches 
during construction as necessary.  Deflection of installed flexible pipe 
must not exceed the following limits:

TYPE OF PIPE MAXIMUM ALLOWABLE
DEFLECTION (percent)

Corrugated Steel and Aluminum 5

Ductile Iron Culvert 3
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TYPE OF PIPE MAXIMUM ALLOWABLE
DEFLECTION (percent)

Plastic (PVC, HDPE, SRPE, and PP) 5

3.3.1   Concrete, Clay, PVC, Ribbed PVC, Ductile Iron Pipe

Lay pipe proceeding upgrade with spigot ends of bell-and-spigot pipe and 
tongue ends of tongue-and-groove pipe pointing in the direction of the 
flow.

3.3.2   Elliptical and Elliptical Reinforced Concrete Pipe

Place pipe so that the manufacturer's reference lines, designating the top 
of the pipe, are within 5 degrees of a vertical plane through the 
longitudinal axis of the pipe.  Prevent damage to or misalignment of the 
pipe during backfilling operations.

3.3.3   PE, SRPE, and Dual Wall and Triple Wall PP Pipe

Lay on a bed shaped to line and grade and joint sections together in 
accordance with manufacturer's guidelines.

3.3.4   Corrugated Steel and Aluminum Pipe and Pipe Arch

**************************************************************************
NOTE:   Coor di nat e wi t h par agr aph Cor r ugat ed St eel  
Pipe.

**************************************************************************

Lay pipe with the separate sections joined firmly together, with the 
outside laps of circumferential joints pointing upstream, and with 
longitudinal laps on the sides.  Install part paved pipe so that the 
centerline of bituminous pavement in the pipe, indicated by suitable 
markings on the top at each end of the pipe sections, coincides with the 
specified alignment of pipe.  Provide fully paved steel pipe or pipe arch 
with the sheet thickness of the pipe or pipe arch painted or otherwise 
indicated on a label applied on the inside of the pipe or pipe arch.  Coat 
any unprotected metal in the joints with bituminous material as specified 
in AASHTO M 190 or AASHTO M 243.  Protect interior coating against damage 
from insertion or removal of struts or tie wires.  Use lifting lugs to 
facilitate moving pipe without damage to exterior or interior coatings.  
Handle pipe or pipe arch and coupling bands during transportation and 
installation with care to preclude damage to the coating, paving or 
lining.  Repair damaged coatings, pavings and linings in accordance with 
the manufacturer's recommendations prior to placing backfill.  Remove and 
replace pipe on with coating, paving or lining that has been damaged to 
such an extent that satisfactory field repairs cannot be made.  Accomplish 
vertical elongation, where indicated, in the factory.  Provide suitable 
markings or properly placed lifting lugs to ensure placement of factory 
elongated pipe in a vertical plane.

3.3.5   Structural-Plate Steel

Install structural plate in accordance with ASTM A807/A807M .  Assemble 
structural plate in accordance with instructions furnished by the 
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manufacturer.  Instructions must show the position of each plate and the 
order of assembly.  Tighten bolts progressively and uniformly, starting at 
one end of the structure after all plates are in place.  Repeat the 
operation to ensure that all bolts are tightened to meet the torque 
requirements of  270 Newton meters  200 foot-pounds  plus or minus  68 Newton 
meters  50 foot-pounds .  Check power wrenches used by the use of hand 
torque wrenches or long-handled socket or structural wrenches for amount 
of torque produced.  Check and adjust power wrenches frequently as needed, 
according to type or condition, to ensure proper adjustment to supply the 
required torque.

3.3.6   Structural-Plate Aluminum

Assemble structural plate in accordance with instructions furnished by the 
manufacturer.  Instructions must show the position of each plate and the 
order of assembly.  Tighten bolts progressively and uniformly, starting at 
one end of the structure after all plates are in place.  Repeat the 
operation to ensure that all bolts are torqued to a minimum of  136 Newton 
meters  100 foot-pounds  on aluminum alloy bolts and a minimum of  203 Newton 
meters  150 foot-pounds  on galvanized steel bolts.  Check power wrenches 
used by the use of hand torque wrenches or long-handled socket or 
structural wrenches for the amount of torque produced.  Check and adjust 
power wrenches as frequently as needed, according to type or condition, to 
ensure that they are in proper adjustment to supply the required torque.

3.3.7   Multiple Culverts

**************************************************************************
NOTE:   Wher e encasement  or  ot her  speci al  condi t i ons 
ar e speci f i ed,  mi ni mum spaci ng as speci f i ed i n t hi s 
par agr aph shoul d not  appl y.

**************************************************************************

Where multiple lines of pipe are installed, adjacent sides of pipe must be 
at least half the nominal pipe diameter or  1 meter  3 feet  apart, whichever 
is less.

3.3.8   Jacking Reinforced Concrete Pipe

Install jacking pipe and operate jacking equipment in accordance with 
Section 33 05 23  TRENCHLESS UTILITY INSTALLATION.

3.3.9   Precast Reinforced Concrete Box Culvert

Proceed upgrade with laying of sections and point tongue ends of 
tongue-and-groove box culvert section in the direction of flow.

3.4   JOINTING

**************************************************************************
NOTE:   Wher e wat er t i ght ness i s not  r equi r ed,  
wat er t i ght  and at  l east  one ot her  t ype of  j oi nt  
shoul d be i ncl uded f or  each t ype of  pi pe r equi r ed.

**************************************************************************

3.4.1   Concrete and Clay Pipe

**************************************************************************
NOTE:   Wher e wat er t i ght ness i s essent i al ,  del et e 
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par agr aph Pl ast i c Seal i ng Compound Joi nt s f or  
Tongue- and- Gr ooved Pi pe and Box Cul ver t s bel ow.

**************************************************************************

3.4.1.1   Plastic Sealing Compound Joints for Tongue-and-Grooved Pipe and 
Box Culverts

Follow the recommendation of the particular manufacturer in regard to 
sealing compound special installation requirements.  When lubricants, 
primers, or adhesives are used, only apply on surfaces that are dry and 
clean.  Affix sealing compounds to the pipe or box culvert not more than 3 
hours prior to installation of the pipe or box culvert.  Protect sealing 
compounds  from the sun, blowing dust, and other deleterious agents at all 
times.  Inspect sealing compounds before installation of the pipe or box 
culvert, and remove and replace any loose or improperly affixed sealing 
compound.  Align the pipe or box culvert with the previously installed 
pipe or box culvert, and pull the joint together.  

3.4.1.2   Flexible Watertight Joints

Use lubricants, cements, adhesives, and other special installation 
requirements for gaskets and jointing materials as recommended by the 
manufacturer.  When lubricants, cements, or adhesives are used, only apply 
on surfaces that are clean and dry.  Affix gaskets and jointing materials 
to the pipe not more than 24 hours prior to the installation of the pipe, 
and protect from the sun, blowing dust, and other deleterious agents at 
all times.  Inspect gaskets and jointing materials before installing the 
pipe; remove and replace any loose or improperly affixed gaskets and 
jointing materials.  Align the pipe with the previously installed pipe, 
and push the joint home.  If the gasket becomes visibly dislocated when 
joining sections of pipe, remove the pipe and remake the joint.

3.4.2   Corrugated Steel and Aluminum Pipe

3.4.2.1   Field Joints

**************************************************************************
NOTE:   Del et e t hi s par agr aph wher e wat er t i ght ness i s 
essential.

I n t he t ext  bel ow,  del et e br acket ed sent ence,  
r egar di ng f i l l i ng of  annul ar  space,  except  when pi pe 
750 mm 30 i nches i n di amet er  and l ar ger  i s i ncl uded 
i n t he pr oj ect .   Del et e r ef er ence t o pi pe si ze 
except  when necessar y t o di f f er ent i at e f r om 
cor r ugat ed met al  pi pe of  l ess t han 750 mm ( 30 i nch)  
di amet er  whi ch i s al so i ncl uded i n t he pr oj ect .

**************************************************************************

Provide transverse field joints designed so that the successive connection 
of pipe sections will form a continuous line free of appreciable 
irregularities in the flow line.  Provide joints meeting the general 
performance requirements described in ASTM A798/A798M .  Suitable 
transverse field joints which satisfy the requirements for one or more of 
the joint performance categories can be obtained with the following types 
of connecting bands furnished with suitable band-end fastening devices:  
corrugated bands, bands with projections, flat bands, and bands of special 
design that engage factory reformed ends of corrugated pipe.  Keep the 
space between the pipe and connecting bands free from dirt and grit so 
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that corrugations fit snugly.  While being tightened, tap the connecting 
band with a soft-head mallet of wood, rubber or plastic, to take up slack 
and ensure a tight joint.  [Fill the annular space between abutting 
sections of part paved, and fully paved pipe and pipe arch, in sizes  750 mm
 30 inches  or larger, with a bituminous material after jointing.]  Provide 
field joints for each type of corrugated metal pipe that maintain pipe 
alignment during construction and prevent infiltration of fill material 
during the life of the installations.  [Provide bands of the type, size, 
and sheet thickness indicated.  Provide angles or lugs and bolts of the 
size indicated.]  [Provide bands and angles or lugs and bolts as specified 
in the applicable standards or specifications for the pipe.]

3.4.2.2   Flexible Watertight, Gasketed Joints

Use lubricants or cements and other special installation requirements as 
recommended by the gasket manufacturer.  Where sleeve type gaskets are 
used, place the gasket over one end of a section of pipe for half the 
width of the gasket.  Then double over the other half over the end of the 
same pipe.  When the adjoining section of pipe is in place, roll the 
doubled-over half of the gasket over the adjoining section.  Correct any 
unevenness in overlap so that the gasket covers the end of pipe sections 
equally.  Center connecting bands over adjoining sections of pipe, and 
place rods or bolts in position and tighten nuts.  Band Tightening:  
Tighten the band evenly, keep even tension on the rods or bolts, and the 
gasket; properly seat the gasket in the corrugations.  Keep watertight 
joints uncovered for a period of time designated by the Contracting 
Officer.  Before covering joints, measure the tightness of the nuts with a 
torque wrench.  If the nut has tended to loosen its grip on the bolts or 
rods, retighten the nut with a torque wrench and keep uncovered until a 
tight, permanent joint is assured.

3.5   DRAINAGE STRUCTURES

**************************************************************************
NOTE:   Coor di nat e wi t h par agr aph MI SCELLANEOUS 
MATERIALS.

**************************************************************************

3.5.1   Manholes and Inlets

**************************************************************************
NOTE:   Pr epar e t he r equi r ed par agr aph or  sect i on 
cover i ng t he essent i al  r equi r ement s f or  r ei nf or ced 
concr et e i nl et  const r uct i on and i nser t  t he r equi r ed 
r ef er ence t o t he par agr aph or  sect i on pr epar ed t o 
cover  t hese i t ems.

Del et e t he r equi r ement  f or  f l exi bl e wat er t i ght  
connect or s ( l ast  sent ence)  when a wat er t i ght  
connect i on bet ween pi pe and manhol es and i nl et s i s 
not  r equi r ed.

Const r uct  new manhol es and i nl et s of  r ei nf or ced 
concr et e.   Br i ck or  pr ecast  concr et e segment al  bl ock 
shoul d t ypi cal l y not  be used t o const r uct  new 
manholes.

**************************************************************************

Construct manholes of precast reinforced concrete.  Construct inlets of 
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[precast] [or] [cast in place] reinforced concrete. Provide manholes and 
inlets complete with frames and covers or gratings[; and with fixed 
galvanized steel ladders] as indicated.  [The wall along the line where 
steel ladders are installed must be vertical for its entire length.  
Adequately anchor ladders to the wall by means of steel inserts spaced not 
more than  1.83 m  6 feet  vertically, and install to provide at least  150 mm  
6 inches  of space between the wall and the rungs.] [Make pipe connections 
to concrete manholes and inlets with flexible, watertight connectors.]

3.5.2   Walls and Headwalls

**************************************************************************
NOTE:   Dr y- st one masonr y may be speci f i ed and used 
f or  cr i b const r uct i on and/ or  s l opi ng r et ai ni ng wal l s 
t hat  wi l l  sust ai n l i t t l e or  no ear t h pr essur e.

**************************************************************************

Construct [walls] [headwalls] as indicated.

3.6   INSTALLATION OF TRACER WIRE AND WARNING TAPE

**************************************************************************
NOTE:   Del et e par agr aph when t r acer  wi r e or  war ni ng 
t ape i s not  i nst al l ed above st or m dr ai n pi pe.

**************************************************************************

[Install a continous length of tracer wire for the full length of each run 
of nonmetallic pipe in accordance with Section 31 00 00  EARTHWORK 
31 23 00.00 20  EXCAVATION AND FILL .  Attach wire to top of pipe in such a 
manner that it will not be displaced during construction operations.]  
[Install warning tape above all storm drain pipe in accordance with 
Section 31 00 00  EARTHWORK 31 23 00.00 20  EXCAVATION AND FILL .]

3.7   UNDERGROUND STORMWATER RETENTION/DETENTION SYSTEM

Install [pipe] [and] [collection chambers] as recommended by the 
manufacturer.  Place foundation and embedment stone as recommended by the 
manufacturer of the [pipe] [collection chambers].  Begin compaction of 
initial fill after  300 mm  12 inches  of material have been placed over the 
[pipe] [chambers].  Compact initial fill in  150 mm  6 inch  thick layers to 
90 percent maximum density.  Use roller with a gross vehicle weight not 
exceeding  53 kN  12,000 lbs  and a dynamic force not exceeding  89 kN  20,000 
lbs .

3.8   FINAL BACKFILL

**************************************************************************
NOTE:   The t hi ckness of  l ayer s of  backf i l l  and t he 
degr ee of  compact i on r equi r ed t o pr event  undesi r abl e 
set t l ement  shoul d be det er mi ned by soi l  condi t i ons 
and t he j ob compact i on r equi r ement s.

**************************************************************************

Backfill trenches with satisfactory material deposited in layers of a 
maximum of  200 mm   8 inches  loose thickness and compacted to 90 percent of 
maximum density for cohesive soils and 95 percent of maximum density for 
cohesionless soils in accordance with Section 31 00 00  EARTHWORK 
31 23 00.00 20  EXCAVATION AND FILL .  Testing is the responsibility of the 
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Contractor and will be performed at no additional cost to the Government.  
Unless otherwise specified, determine field in-place density of final 
backfill at a frequency of one test per  15 linear meters  50 linear feet , 
or fraction thereof, of each lift of backfill.  Submit test results in 
accordance with Section 31 00 00  EARTHWORK 31 23 00.00 20  EXCAVATION AND 
FILL .  Do not displace or damage pipe or box when compacting final 
backfill by rolling or operating heavy equipment parallel with the pipe or 
box.  Movement of construction machinery over a culvert or storm drain at 
any stage of construction will be at the Contractor's risk.  Repair or 
replace any damaged pipe.  Protect concrete pipes with a minimum of  1 meter
 3 feet  of cover prior to permitting heavy construction equipment to pass 
over them during construction.  Provide the minimum cover for construction 
loads over corrugated steel pipes as specified in Section 26, Division II 
of AASHTO HB-17.  Provide minimum cover for construction loads over 
plastic pipes as specified in ASTM D2321.  

3.9   FIELD QUALITY CONTROL

3.9.1   Tests

Testing is the responsibility of the Contractor.  Perform all testing and 
retesting at no additional cost to the Government.

[ 3.9.1.1   Leakage Test

**************************************************************************
NOTE:   Leakage t est s can be per f or med t o ver i f y t hat  
wat er t i ght  j oi nt s wer e i nst al l ed cor r ect l y dur i ng 
pl acement  of  t he pi pe.   Most  pr oj ect s wi l l  not  
war r ant  t he use of  a l eakage t est .

Fi el d- t est  j oi nt s i n pi pe i nst al l ed t hr ough l evees 
f or  wat er t i ght ness i n accor dance wi t h EM 1110- 2- 2902.

Del et e par agr aph when wat er t i ght  j oi nt s ar e not  
r equi r ed.   Al so,  del et e t he par agr aph when 
wat er t i ght  j oi nt s ar e r equi r ed,  but  t he quant i t y of  
pi pe r equi r ed f or  a pr oj ect  ( except  l evees)  i s so 
smal l  t hat  t he pr ovi s i ons f or  t est i ng and 
cer t i f i cat i on of  wat er t i ght ness of  j oi nt s i s 
economi cal l y unf easi bl e.   Fi el d t est i ng of  j oi nt s i n 
pi pe t hr ough l evees f or  wat er t i ght ness i s r equi r ed 
r egar dl ess of  t he s i ze of  t he pr oj ect .

**************************************************************************

Test pipe lines for leakage prior to completing backfill by performing 
either an exfiltration test, low pressure air pipeline test or by 
individual pipe joint testing.  Submit leakage test results to the 
Contracting Officer.

3.9.1.1.1   Exfiltration Test

**************************************************************************
NOTE:   Exf i l t r at i on t est s can be di f f i cul t  t o 
per f or m,  expeci al l y wi t h l ar ger  di amet er  pi pes.

Sel ect  appr opr i at e l eakage r at e.
**************************************************************************
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Prior to exfiltration tests, backfill the trench up to at least the lower 
half of the pipe.  If required, place sufficient additional backfill to 
prevent pipe movement during testing, leaving the joints uncovered to 
permit inspection.  When the water table is  600 mm  2 feet  or more above 
the top of the pipe at the upper end of the pipeline section to be tested, 
measure infiltration using a suitable weir or other device acceptable to 
the Contracting Officer.  Perform exfiltration test by filling the line to 
be tested with water so that a head of at least  600 mm  2 feet  is provided 
above both the water table and the top of the pipe at the upper end of the 
pipeline to be tested.  Allow the filled line to stand until the pipe has 
reached its maximum absorption, but not less than 4 hours.  After 
absorption, reestablish the head.  Measure the amount of water required to 
maintain this water level during a 2-hour test period.  Leakage as 
measured by the exfiltration test must not exceed [ 23 liters per mm in 
diameter per kilometer 250 gallons per inch in diameter per mile  of 
pipeline per day] [ 98 mL per mm in diameter per 100 meters 0.2 gallons per 
inch in diameter per 100 feet  of pipeline per hour].  Correct visible 
leaks encountered regardless of leakage test results.

3.9.1.1.2   Low Pressure Air Pipeline Tests

**************************************************************************
NOTE:   The i nt egr i t y of  j oi nt s i n i nst al l ed pi pes 
can be det er mi ned by pr essur i ng i sol at ed segment s of  
pi pe wi t h ai r  and measur i ng pr essur e l oss.

**************************************************************************

Perform low pressure air testing for vitrified clay pipes in accordance 
with ASTM C828.  Perform low pressure air testing for plastic pipe in 
accordance with ASTM F1417.  Perform low pressure air testing procedures 
for other pipe materials using the pressures and testing times prescribed 
in ASTM C828, after consultation with the pipe manufacturer.  

3.9.1.1.3   Individual Pipe Joint Testing

**************************************************************************
NOTE:   The i nt egr i t y of  j oi nt s i n l ar ge ( 675 mm
27-inch  and l ar ger  di amet er )  i nst al l ed pi pes can be 
det er mi ned by t est i ng each j oi nt  f or  l eakage usi ng 
ai r  or  wat er .

**************************************************************************

Testing of individual joints for leakage by low pressure air or water must 
conform to ASTM C1103M ASTM C1103.

][ 3.9.1.2   Deflection Testing

**************************************************************************
NOTE:   Speci f y l aser  pr of i l er  or  mandr el  i nspect i on 
of  f l exi bl e pi pes onl y when war r ant ed by scope or  
s i ze of  pr oj ect  or  when wat er t i ght ness i s r equi r ed.

Do not  use l aser  pr of i l er  i nspect i ons f or  Navy 
projects.

Del et e t hi s par agr aph when no f l exi bl e pi pi ng has 
been al l owed f or  t he pr oj ect .

**************************************************************************
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Conduct deflection test no sooner than 30 days after completion of final 
backfill and compaction testing.  Clean or flush all lines prior to 
testing.  Perform a deflection test on entire length of installed flexible 
pipeline upon completion of work adjacent to and over the pipeline, 
including backfilling, placement of fill, grading, paving, placement of 
concrete, and any other superimposed loads.  Deflection of pipe in the 
installed pipeline under external loads must not exceed the limits in 
paragraph PLACING PIPE AND BOX CULVERT above as percent of the average 
inside diameter of pipe.  Use a [laser profiler or] mandrel to determine 
if allowable deflection has been exceeded.

[ 3.9.1.2.1   Laser Profiler

**************************************************************************
NOTE:   Del et e l ast  sent ence i n br acket s i f  pi pes 
l ar ger  t han 1200 mm 48 i nches ar e not  i ncl uded i n 
t he pr oj ect .

**************************************************************************

Inspect pipe interior with laser profiling equipment.  Utilize low barrel 
distortion video equipment in accordance with UFGS 33 01 30.16  TV 
INSPECTION OF SEWER LINES for pipe diameters  1200 mm  48 inches  or less.  
[For initial post installation inspections for pipe diameters larger than  
1200 mm 48 inches , perform a visual inspection of the pipe interior.]

][ 3.9.1.2.2   Mandrel

Pass the mandrel through each run of pipe by pulling it by hand.  If 
deflection readings in excess of the allowable deflection of average 
inside diameter of pipe are obtained, stop and begin test from the 
opposite direction.  The mandrel must meet the pipe manufacturer's 
recommendations and the following requirements.  Provide a mandrel that is 
rigid, nonadjustable, has a minimum of 9 fins, pulling rings at each end, 
and is engraved with the nominal pipe size and mandrel outside diameter.  
The mandrel must be 5 percent less that the ceritified-actual pipe 
diameter for plastic pipe, 5 percent less than the certified-actual pipe 
diameter for corrugated steel and aluminum, 3 percent less than the 
certified-actual pipe diameter for ductile iron culvert pipe.  The 
Government will verify the outside diameter (OD) of the Contractor 
provided mandrell through the use of Contractor provided proving rings.

] ] 3.9.1.3   Tracer Wire Continuity

**************************************************************************
NOTE:   Del et e t hi s par agr aph when t r acer  wi r e i s not  
bei ng i nst al l ed above st or m dr ai n pi pe.

**************************************************************************

Test tracer wire for continuity after initial and final backfilling of 
pipes.  Verify that tracer wire is locatable with electronic utility 
location equipement.  Repair breaks or separations and re-test for 
continuity.

3.9.2   Inspection

[ 3.9.2.1   Post-Installation Inspection

**************************************************************************
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NOTE:   Del et e t he r equi r ement  f or  a 
post - i nst al l at i on CCTV i nspect i on of  pi pes when t he 
quant i t y of  pi pe r equi r ed f or  a pr oj ect  i s  so smal l  
t hat  i t  i s  economi cal l y unf easi bl e.

**************************************************************************

[Perform a CCTV inspection and video recording of pipes with diameters  
1200 mm 48 inches  or less in accordance with UFGS 33 01 30.16  TV 
INSPECTION OF SEWER LINES.  Visually inspect pipes with diameters larger 
than  1200 mm  48 inches .]  Inspect each segment of pipe for alignment, 
settlement, joint separations, soil migration through the joint, cracks, 
buckling, bulging and deflection.  An engineer must evaluate all defects 
to determine if any remediation or repair is required.

[ 3.9.2.1.1   Concrete Pipe

An engineer must evaluate all pipes with cracks with a width greater than 
0.25 mm 0.01 inches, but less than  2.5 mm  0.10 inches  to determine if any 
remediation or repair is required.

][ 3.9.2.1.2   Flexible Pipe

Check each flexible pipe (PE, PVC, PP, corrugated steel and aluminum) for 
rips, tears, joint separations, soil migration throught the joint, cracks, 
localized buckling, bulges, settlement and alignment.

][ 3.9.2.1.3   Post-Installation Inspection Report

The deflection results and final post installation inspection report must 
include: [a copy of all video taken,] pipe location identification, 
equipment used for inspection, inspector name, deviation from design, 
grade, deviation from line, deflection and deformation of flexible pipe, 
inspector notes, condition of joints, condition of pipe wall (e.g. 
distress, cracking, wall damage dents, bulges, creases, tears, holes, 
etc.).

] ] 3.9.2.2   Low Impact Development Inspection

**************************************************************************
NOTE:   For  Navy,  i ncl ude a Low I mpact  Devel opment  
( LI D)  i nspect i on t o compl y wi t h UFC 3- 210- 10 and FC 
1- 300- 09N Navy and Mar i ne Cor ps Desi gn Pr ocedur es.

Navy pol i cy r equi r es LI D dat a t o be r epor t ed 
annual l y.   The LID Verification Report  must  be 
downl oaded f r om t he Whol e Bui l di ng Desi gn Gui de 
( WBDG)  and at t ached t o t hi s speci f i cat i on sect i on.   
The Desi gner  of  Recor d ( DoR)  i s r esponsi bl e f or  
compl et i ng t he desi gn por t i on of  t he r epor t  pr i or  t o 
at t achi ng i t  t o t hi s speci f i cat i on.

Gover nment  appr oval  was added t o ensur e t hat  t he 
submi t t al  i s  del i ver ed t o t he Gover nment  and not  t he 
Cont r act or ' s DoR f or  Desi gn Bui l d pr oj ect s.

The LI D Ver i f i cat i on Repor t  r ef er enced i n t hi s 
sect i on i s onl y l i s t ed as an at t achment  on t he 
Sect i on Tabl e of  Cont ent s dur i ng Pr ocess 
Pr i nt / Publ i sh.   The LI D Ver i f i cat i on Repor t  must  be 

SECTION 33 40 00  Page 44



manual l y i nser t ed t o t he pr i nt ed Job or  added t o t he 
PDF usi ng Adobe Acr obat  f eat ur es.

**************************************************************************

Inspect Low Impact Development (LID) features indicated on the design 
portion of the LID Verification Report .  Certify LID features were 
constructed according to plans and specifications or by submitting 
as-built drawings in accordance with UFGS 01 78 00  Closeout Submittals.  
When as-built drawings show deviations to the LID features, document the 
deviations on the LID Verification Report.

3.9.3   Repair of Defects

3.9.3.1   Leakage Test

When leakage exceeds the maximum amount specified, correct source of 
excess leakage by replacing damaged pipe and gaskets and retest.

3.9.3.2   Deflection Testing

When deflection readings are in excess of the allowable deflection of 
average inside diamater of pipe are obtained, remove pipe which has 
excessive deflection and replace with new pipe.  Retest 30 days after 
completing backfill, leakage testing and compaction testing.

3.9.3.3   Inspection

Replace pipe or repair defects indicated in the Post-Installation 
Inspection Report.

3.9.3.3.1   Concrete Pipe

Replace pipes having cracks with a width greater than  2.5 mm  0.1 inches .

3.9.3.3.2   Flexible Pipe

Replace pipes having cracks or splits.

3.10   PROTECTION

Protect storm drainage piping and adjacent areas from superimposed and 
external loads during construction.

3.11   WARRANTY PERIOD

Pipe segments found to have defects during the warranty period must be 
replaced with new pipe and retested.

        -- End of Section --
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