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UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref er ences ar e i n agr eement  wi t h UMRL dat ed Apr i l  2024
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HEATER SCARI FYI NG OF ASPHALT PAVI NG
02/ 17

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  heat er  scar i f i er  pr ocedur es f or  
bi t umi nous pavement s i n connect i on wi t h sur f ace 
t r eat ment s or  asphal t  over l ays.

Adher e t o UFC 1- 300- 02 Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
pr esent .

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Cr i t er i a Change Request  ( CCR) .

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

PART 1   GENERAL

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Exper i ence and dat a i ndi cat e t hat  scar i f y i ng 
i s f easi bl e onl y on exi st i ng asphal t  concr et e 
pavement s whi ch ar e st r uct ur al l y sound but  i n need 
of  sur f ace l evel i ng or  seal i ng,  f or  exampl e,  
pavement s di st ur bed f or  ut i l i t y  t r enches or  ot her  
openi ngs or  wher e pat ches have set t l ed and sur f ace 
det er i or at i on exi st s.   Thi s speci f i cat i on cover s t he 
use of  heat er  scar i f i er s f or  t he mai nt enance of  
bi t umi nous pavement s.   Heat er  scar i f i cat i on shoul d 
not  be used on ai r f i el ds but  i s usef ul  f or  
r el at i vel y l ow vol ume r oads when appl y i ng sur f ace 
t r eat ment s or  t hi n over l ays.   Heat er  scar i f y i ng i s 
t o be used i n conj unct i on wi t h sur f ace t r eat ment s 
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and asphal t  over l ays;  t her ef or e,  a sur f ace t r eat ment  
or  asphal t  over l ay sect i on shoul d be i ncl uded i n t he 
pr oj ect  speci f i cat i ons.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

1. 1   UNI T PRI CES

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   When ot her  met hods of  measur ement  ar e desi r ed 
or  ar e necessar y,  t hi s par agr aph wi l l  be modi f i ed 
accor di ngl y.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

1. 1. 1   Measur ement

Det er mi ne quant i t i es of  [ bi t umi nous mat er i al ]  [ r ecycl i ng agent ]  appl i ed 
and ar ea of  pavement  t r eat ed i n t he accept ed wor k by t he f ol l owi ng met hods.

1. 1. 1. 1   Bi t umi nous Mat er i al  and Recycl i ng Agent

The quant i t y of  [ bi t umi nous mat er i al ]  [ r ecycl i ng agent ]  t o be pai d f or  
wi l l  be t he number  of  l i t er s gal l ons used i n t he accept ed wor k as 
det er mi ned by t he Cont r act i ng Of f i cer ,  cor r ect ed t o l i t er s at  15. 6 degr ees 
C gal l ons at  60 degr ees F i n accor dance wi t h ASTM D1250 and usi ng a 
coef f i c i ent  of  expansi on of  0. 00045 per  degr ee C 0. 00025 per  degr ee F f or  
asphal t  emul si on.

1. 1. 1. 2   Tr eat ed Pavement

The quant i t y of  pavement  t r eat ed wi t h [ bi t umi nous mat er i al ]  [ r ecycl i ng 
agent ]  i s  t he number  of  squar e met er s yar ds compl et ed and accept ed as 
det er mi ned by t he Cont r act i ng Of f i cer .   Det er mi ne t he number  of  squar e 
met er s yar ds of  t r eat ed pavement  by measur i ng t he l engt h and wi dt h of  t he 
speci f i ed wor k ar ea.   Take measur ement s t o det er mi ne t he number  of  squar e 
met er s yar ds al ong t he sur f ace of  t he pavement  and t o t he c l osest  mm i nch 
f or  wi dt h and t he cl osest  met er  f oot  f or  l engt h.

1. 1. 1. 3   Heat er  Scar i f y i ng

The quant i t y of  heat er  scar i f y i ng of  bi t umi nous concr et e sur f aces i s t he 
number  of  squar e met er s yar ds compl et ed and accept ed,  as det er mi ned by t he 
Cont r act i ng Of f i cer .   Det er mi ne t he number  of  squar e met er s yar ds of  
scar i f i ed pavement  by measur i ng t he l engt h and wi dt h of  t he speci f i ed wor k 
ar ea.   Take measur ement s al ong t he sur f ace of  t he pavement .

1. 1. 2   Payment

Quant i t i es of  heat er  scar i f y i ng,  t r eat ed pavement  and [ bi t umi nous 
mat er i al ]  [ r ecycl i ng agent ]  wi l l  be pai d f or  at  r espect i ve cont r act  uni t  
pr i ces.

1. 2   REFERENCES

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.  The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
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and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

The publ i cat i ons l i s t ed bel ow f or m a par t  of  t hi s speci f i cat i on t o t he 
ext ent  r ef er enced.   The publ i cat i ons ar e r ef er r ed t o wi t hi n t he t ext  by 
t he basi c desi gnat i on onl y.

AMERI CAN ASSOCI ATI ON OF STATE HI GHWAY AND TRANSPORTATI ON OFFI CI ALS 
( AASHTO)

AASHTO T 102 ( 2009;  R 2013)  St andar d Met hod of  Test  f or  
Spot  Test  of  Asphal t i c  Mat er i al s

ASTM I NTERNATI ONAL ( ASTM)

ASTM D92 ( 2012a)  St andar d Test  Met hod f or  Fl ash and 
Fi r e Poi nt s by Cl evel and Open Cup Test er

ASTM D140/ D140M ( 2016)  St andar d Pr act i ce f or  Sampl i ng 
Asphal t  Mat er i al s

ASTM D244 ( 2009;  R 2017)  St andar d Test  Met hods and 
Pr act i ces f or  Emul si f i ed Asphal t s

ASTM D977 ( 2020)  St andar d Speci f i cat i on f or  
Emul si f i ed Asphal t

ASTM D1250 ( 2019;  E 2020)  St andar d Gui de f or  Use of  
t he Joi nt  API  and ASTM Adj unct  f or  
Temper at ur e and Pr essur e Vol ume Cor r ect i on 
Fact or s f or  Gener al i zed Cr ude Oi l s,  
Ref i ned Pr oduct s,  and Lubr i cat i ng Oi l s:   
API  MPMS Chapt er  11. 1

ASTM D2170/ D2170M ( 2018)  St andar d Test  Met hod f or  Ki nemat i c 
Vi scosi t y of  Asphal t s ( Bi t umens)

ASTM D2397/ D2397M ( 2020)  St andar d Speci f i cat i on f or  Cat i oni c 
Emul si f i ed Asphal t

1. 3   SUBMI TTALS

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
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r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy 
and Ai r  For ce pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy and Ai r  
For ce pr oj ect s,  or  choose t he second br acket ed i t em 
f or  Ar my pr oj ect s.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

Gover nment  appr oval  i s  r equi r ed f or  submi t t al s wi t h a " G"  or  " S"  
c l assi f i cat i on.   Submi t t al s not  havi ng a " G"  or  " S"  c l assi f i cat i on ar e 
[ f or  Cont r act or  Qual i t y Cont r ol  appr oval . ] [ f or  i nf or mat i on onl y.   When 
used,  a code f ol l owi ng t he " G"  c l assi f i cat i on i dent i f i es t he of f i ce t hat  
wi l l  r evi ew t he submi t t al  f or  t he Gover nment . ]   Submi t  t he f ol l owi ng i n 
accor dance wi t h Sect i on 01 33 00 SUBMI TTAL PROCEDURES:

SD- 04 Sampl es

Mat er i al s;  G[ ,  [ _____] ]

SD- 06 Test  Repor t s

Test i ng

1. 4   EQUI PMENT,  TOOLS,  AND MACHI NES

Mai nt ai n equi pment ,  t ool s,  and machi nes used i n t he per f or mance of  t he 
wor k i n a sat i sf act or y wor ki ng condi t i on at  al l  t i mes and conf or mi ng t o 
appl i cabl e gover ni ng r egul at i ons f or  l ocal  ai r  pol l ut i on cont r ol s.

1. 4. 1   Heat er  Scar i f i er

Pr ovi de a heat er  scar i f i er  t hat  i s :   1)  a sel f - pr opel l ed machi ne havi ng,  
i n combi nat i on,  t he means of  heat i ng and scar i f y i ng t he exi st i ng asphal t  
concr et e sur f ace and spr eadi ng t he scar i f i ed mat er i al  i n a uni f or m l ayer .   
2)  capabl e of  pr oduci ng a mi ni mum t hi ckness of  19 mm 3/ 4 i nch of  
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uncompact ed r ecl ai med mi x wi t hout  damagi ng t he asphal t  bi nder  or  v i ol at i ng 
pol l ut i on st andar ds of  t he ar ea.   3)  capabl e of  wor ki ng at  a r at e of  speed 
t hat  al l ows heat i ng and scar i f y i ng t he pavement  t o meet  t he speci f i ed 
r equi r ement s.   Pr ovi de a machi ne t hat  heat s,  scar i f ys,  and spr eads 
mat er i al  i n equal  wi dt hs.

1. 4. 2   Bi t umi nous Di st r i but or

Pr ovi de a bi t umi nous di st r i but or  mount ed on pneumat i c t i r es of  such si ze 
and number  t o pr event  r ut t i ng,  shovi ng,  or  ot her  damage t o t he base,  
sur f ace,  or  ot her  l ayer s i n t he pavement  st r uct ur e.   Desi gn and equi p t he 
bi t umi nous di st r i but or  t o spr ay t he bi t umi nous mat er i al  i n a uni f or m 
doubl e or  t r i pl e l ap at  t he t emper at ur e r ecommended by t he manuf act ur er ,  
at  var i abl e wi dt hs up t o at  l east  3. 7 met er  12 f eet ,  and at  r eadi l y 
det er mi ned and cont r ol l ed r at es f r om 0. 09 t o 2. 3 L/ squar e met er  0. 02 t o 
0. 5 gal l on/ squar e yar d wi t h an al l owabl e var i at i on f r om t he speci f i ed r at e 
of  not  mor e t han pl us or  mi nus 5 per cent .   I ncl ude wi t h t he di st r i but or  
equi pment  a separ at e power  uni t  f or  t he bi t umen pump,  f ul l  c i r cul at i on 
spr ay bar s,  t achomet er ,  pr essur e gauges,  vol ume measur i ng devi ces,  
adequat e heat er s f or  heat i ng of  mat er i al s t o t he pr oper  appl i cat i on 
t emper at ur e,  a t her momet er  f or  r eadi ng t he t emper at ur e of  t ank cont ent s,  
and a hand hose at t achment  sui t abl e f or  appl y i ng bi t umi nous mat er i al  t o 
ar eas i naccessi bl e t o t he di st r i but or .   Equi p t he di st r i but or  t o c i r cul at e 
and agi t at e t he bi t umi nous mat er i al  dur i ng t he heat i ng pr ocess.

1. 4. 3   Cl eani ng Equi pment

Use power  br ooms,  power  bl ower s,  and power  vacuumi ng equi pment  sui t abl e 
f or  c l eani ng t he sur f ace and cr acks i n t he exi st i ng pavement  pr i or  t o 
t r eat ment .

1. 5   ENVI RONMENTAL REQUI REMENTS

Per f or m heat er  scar i f y i ng pr ocedur es onl y when t he exi st i ng pavement  i s 
dr y and t he pavement  sur f ace t emper at ur e i s above 15 degr ees C 60 degr ees F.

PART 2   PRODUCTS

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Desi gner  wi l l  speci f y ei t her  bi t umi nous 
asphal t  emul si on or  r ecycl i ng agent  t o be used f or  
t r eat i ng t he scar i f i ed sur f ace,  and wi l l  del et e t he 
i nappl i cabl e par agr aph and r enumber  al l  subsequent  
par agr aphs accor di ngl y.   When bi t umi nous asphal t  
emul si on i s t o be used,  gr ade SS- 1 or  CSS- 1 asphal t  
emul si on shoul d be speci f i ed i n moder at e or  col d 
c l i mat es and gr ade SS- 1h or  CSS- 1h shoul d be 
speci f i ed i n hot t er  c l i mat es such as t he sout her n or  
sout hwest er n ar eas of  t he Uni t ed St at es.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

2. 1   BI TUMI NOUS MATERI AL

Pr ovi de an emul si f i ed asphal t ,  Gr ade [ _____] ,  conf or mi ng t o [ ASTM D977]  [
ASTM D2397/ D2397M] .   The asphal t  f r om whi ch emul si on i s r equi r ed t o have a 
negat i ve spot  when t est ed i n accor dance wi t h AASHTO T 102.
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2. 2   RECYCLI NG AGENTS

Pr ovi de r ecycl i ng agent s composed of  a pet r ol eum base oi l  uni f or ml y 
emul si f i ed wi t h wat er ,  conf or mi ng t o t he r equi r ement s of  t he t abl e bel ow,  
and havi ng a pr oven r ecor d of  sat i sf act or y ser vi ce f or  at  l east  t wo year s 
pr i or  t o use i n t hi s cont r act .

RECYCLI NG AGENT

Pr oper t y Requi r ement Test  Met hod

Resi due,  per cent 55 mi ni mum ASTM D244 ( 1)

Vi scosi t y at  60 degr ees C,  sq mm/ sec  
140 degr ees F,  80- 500 cent i st okes  ( 2)

80- 500 ASTM D2170/ D2170M

Fl ash Poi nt  ( 3)  Cl evel and Open Cup 
( COC) ,  degr ees C F

350 mi ni mum ASTM D92

( 1)   Modi f y ASTM D244 evapor at i on t est  f or  per cent  r esi due by heat i ng 50- gr am sampl es 
t o 148 degr ees C 300 degr ees F unt i l  f oami ng ceases;  t hen cool  i mmedi at el y and 
cal cul at e r esul t s.

( 2)   Vi scosi t y on t he r esi due obt ai ned f r om evapor at i on t est .

( 3)   Fl ash poi nt  on r esi due f r om evapor at i on t est .

2. 3   SAMPLI NG AND TESTI NG

2. 3. 1   Sampl i ng

Take al l  sampl es of  [ bi t umi nous mat er i al ]  [ r ecycl i ng agent ]  i n accor dance 
wi t h t he r equi r ement s of  ASTM D140/ D140M,  unl ess ot her wi se speci f i ed.   Al l  
mat er i al s wi l l  be subj ect  t o appr oval  bef or e use.   Submi t  sampl es of  
pr oper  s i ze f or  appr oval ,  not  l ess t han [ _____]  days bef or e commenci ng t he 
wor k.   Fur ni sh addi t i onal  sampl es of  mat er i al s as r equi r ed dur i ng 
const r uct i on.

2. 3. 2   Test i ng

Test i ng [ wi l l  be t he Gover nment ' s r esponsi bi l i t y ]  [ i s  t he r esponsi bi l i t y  
of  t he Cont r act or .  Per f or m t est i ng usi ng an appr oved commer ci al  t est i ng 
l abor at or y or  by t he Cont r act or ' s t est i ng l abor at or y,  subj ect  t o t he 
appr oval  of  t he Cont r act i ng Of f i cer ] .   Test  t he mat er i al s t o est abl i sh 
compl i ance wi t h t he speci f i ed r equi r ement s.   Bef or e del i ver y of  mat er i al s,  
submi t  cer t i f i ed copi es of  t he t est  r epor t s est abl i shi ng compl i ance wi t h 
speci f i cat i ons det ai l ed her ei n and i n r ef er enced publ i cat i ons.   Submi t  
t est  r esul t s on mat er i al s pr i or  t o and dur i ng const r uct i on.

PART 3   EXECUTI ON

3. 1   PREPARATI ON OF SURFACE

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
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NOTE:   I f  t he sur f ace t o be t r eat ed cont ai ns ut i l i t y  
accesses,  dr ai nage syst ems,  et c. ,  whi ch r equi r e 
r epai r s,  t he met hod of  r epai r s and ext ent  of  wor k 
i nvol ved shoul d be shown on pl ans and descr i bed i n a 
separ at e sect i on of  t he speci f i cat i ons.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

Repai r  al l  pot hol es,  def ect i ve base ar eas,  ut i l i t y  cut s,  and l ar ge 
cr acks.   Adj ust  manhol e cover s,  val ve boxes,  and l i ke st r uct ur es t o t he 
desi r ed gr ade pr i or  t o pavement  sur f ace r epai r  oper at i ons.

3. 2   SCARI FYI NG OPERATI ON

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
NOTE:   Cont r ol  t he amount  of  heat  appl i ed t o t he 
pavement  so t hat  t he heat ed pavement  i s not  checked,  
char r ed,  or  ot her wi se damaged.   The scar i f i ed 
pavement  wi l l  not  be heat ed whi l e i n a l oosened,  
scar i f i ed condi t i on.   Exper i ence has i ndi cat ed t hat  
l oose mat er i al  on t he sur f ace t ends t o i nsul at e t he 
pavement ,  and t hus l ess heat  i s absor bed by t he 
pavement .   Excess heat  wi l l  bur n t he asphal t  bi nder ;  
however ,  suf f i c i ent  heat  shoul d be appl i ed t o hol d 
t he t emper at ur e of  t he scar i f i ed mat er i al  t o a 
mi ni mum of  90 degr ees C 200 degr ees F pr i or  t o t he 
appl i cat i on of  an over l ay.

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

Use a heat er  scar i f i er  t o scar i f y t he exi st i ng bi t umi nous sur f ace as 
shown.   The t emper at ur e at  whi ch t he wor k i s per f or med,  t he nat ur e and 
condi t i on of  t he equi pment ,  and t he manner  of  per f or mi ng t he wor k shoul d 
be such t hat  no pavement  damage occur s dur i ng t he heat i ng and scar i f y i ng 
oper at i on.   Accompl i sh heat i ng wi t h a uni t  or  uni t s t hat  uni f or ml y heat  
t he pavement  t o t he dept h t o be scar i f i ed.   Uni f or ml y spr ead t he scar i f i ed 
mat er i al  wi t h t he scar i f i er  uni t .   Scar i f y t he sur f ace t o a dept h of  at  
l east  19 mm 3/ 4 i nch.   Do not  heat  t he pavement  whi l e i n a l oosened,  
scar i f i ed condi t i on.

3. 3   APPLI CATI ON OF BI TUMI NOUS EMULSI ON AND RECYCLI NG AGENTS

Uni f or ml y appl y t he [ bi t umi nous emul si on]  [ r ecycl i ng agent ]  wi t h a 
bi t umi nous di st r i but or  or  ot her  appr oved equi pment  at  a t emper at ur e bet ween
 23 and 54 degr ees C75 and 130 degr ees F i n quant i t i es of  not  l ess t han 
0. 20,  nor  mor e t han 1. 40 L/ squar e met er  0. 05,  nor  mor e t han 0. 30 
gal l on/ squar e yar d.   The exact  quant i t i es,  whi ch may be var i ed t o sui t  
f i el d condi t i ons,  wi l l  be det er mi ned by t he Cont r act i ng Of f i cer .   Appl y 
t he [ emul si on]  [ r ecycl i ng mat er i al ]  whi l e t he scar i f i ed mat er i al  i s  hot .   
The bi t umi nous mat er i al  or  r ecycl i ng agent  shoul d be added af t er  t he 
heat i ng pr ocess and bef or e t he scar i f i cat i on pr ocess.

3. 4   COMPACTI ON

When a sur f ace t r eat ment  i s t o be added,  compact  t he scar i f i ed sur f ace t o 
pr ovi de a densi t y t hat  r esul t s i n l ess t han 8% ai r  voi ds.   When a t hi n 
asphal t  over l ay i s t o be appl i ed t he over l ay asphal t  mat er i al  wi l l  be 
added on t op of  t he scar i f i ed sur f ace behi nd t he scar i f i er .   Thi s can be 
pl aced pr i or  t o compact i on of  t he scar i f i ed mat er i al  and al l  mat er i al  
compact ed t oget her  or  i t  can be added af t er  t he scar i f i ed mat er i al  has 
been compact ed.   Compact  t he ent i r e ar ea i ncl udi ng t he over l ay and 
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scar i f i ed mat er i al  t o a densi t y t hat  pr ovi des l ess t han 7% ai r  voi ds.

3. 5   COMPLETI ON OF PAVEMENT

Af t er  appl i cat i on of  [ bi t umi nous emul si on]  [ r ecycl i ng agent s]  compl et e 
pavement  const r uct i on.

        - -  End of  Sect i on - -
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