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Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification covers the
requirenents for nmetal and wood casework for nedica
and dental facilities.

Adhere to UFC 1-300-02 Unified Facilities CGuide
Speci fications (UFGS) Format Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate informtion.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

EE R R R S I R R R I R S R R R R R S I R R R R R R R S R R R

PART 1 GENERAL

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This specification covers netal and wood
casework, nornally preassenbled, for installation as
fixed or built-in elenents in nedical and denta
facilities. The "casework" includes: Cabinets,
singularly or in assenblies; treatment roomunits
war dr obes; deck units; reagent racks; countertops
and sink; plus their conponents; hardware and
service fixture trim Al casework nust be shown on
t he draw ngs.

A schedul e of casework, shown in al pha-nuneri cal
order, will be included on the draw ngs. Schedul es
will include the Joint Schedul e Nunber (JSN)

desi gnator, and di nensions. The schedul e or
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el evations should indicate the nunber of shelves
required. Joint Schedul e Nunbers (JSN) or the

Nati onal Stock Numbers are specified in

M L- STD-1691. Any additional specially required
casework itens which are not covered by ML-STD 1691
shoul d be described herein and identified on the
drawi ngs and schedul e.

On the draw ngs, show

1. Sizes and spacing of casework units, plunbing
fixtures and utility outlets.

2. Schedul e of casework including all conponent
parts and accessories.

3. Details of connections and anchorage where
special conditions exist. Size and spacing of
anchors.

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

1.1 REFERENCES

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (R D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

AMERI CAN FOREST FOUNDATI ON ( AFF)

ATFS STANDARDS (2015) Anerican Tree Farm System St andar ds
of Sustainability 2015-2020

ASTM | NTERNATI ONAL (ASTM

ASTM C920 (2018) Standard Specification for
El astoneric Joint Seal ants
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1.

CALI FORNI A Al R RESOURCES BOARD ( CARB)

CARB 93120 (2007) Airborne Toxic Control Measure
(ATCM) to Reduce Fornmal dehyde Eni ssions
from Conposite Wod Products

CSA CGROUP (CSA)
CSA 7809- 08 (R2013) Sust ai nabl e Forest Managenent
FOREST STEWARDSHI P COUNCI L ( FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest
St ewar dshi p

PROGRAMVE FOR ENDORSEMENT OF FOREST CERTI FI CATI ON ( PEFC)

PEFC ST 2002: 2013 (2015) PEFC International Standard Chain
of Custody of Forest Based Products
Requi renent s

SUSTAI NABLE FOREST | NI TI ATI VE ( SFI)

SFI 2015- 2019 (2015) Standards, Rules for Label Use,
Procedur es and CGui dance

U. S. DEPARTMENT OF DEFENSE ( DOD)

M L- STD- 1691 (1994; Rev F) Construction and Materi al
Schedule for MIlitary Medical and Dental
Facilities

U.S. NATI ONAL ARCH VES AND RECCRDS ADM NI STRATI ON ( NARA)

40 CFR 770 For mal dehyde Standards for Conposite Wod
Product s

2 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng subnittal
items in the text, to reflect only the subnmittals
required for the project. The CGuide Specification
techni cal editors have classified those itens that
requi re Government approval, due to their conplexity
or criticality, with a "G" GCenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G’ to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO' for District Ofice
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(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates subnmittals required
as proof of conpliance for sustainability CQuiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCCEDURES.

Choose the first bracketed itemfor Navy and Air

Force projects, or choose the second bracketed item
for Arny projects.

Rk Ik Sk kR IR R R O O Ok e S S R AR Ik R R O o O R O I S bk b R

Covernment approval is required for submttals with a "G' or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Government.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:
SD- 02 Shop Drawi ngs
Detail Drawings; C[, [ 11
SD- 03 Product Data
Casewor k
Recycl ed Content for Baked Enanel Carbon Steel Medical Casework; S
Recycl ed Content for Corrosion Resisting Steel Mdical Casework; S
Recycl ed Content for Wod Core Medical Casework; S
Recycl ed Content for Carbon Steel Medical Casework; S
Recycl ed Content for Wod Core Dental Casework; S
Recycl ed Content for Carbon Steel Dental Casework; S

Recycl ed Content for Baked Enanmel Carbon Steel Dental Prosthetics
Casework; S

Recycl ed Content for Corrosion Resisting Steel Dental Prosthetics
Casework; S

Recycl ed Content for Corrosion Resisting Steel Countertops; S
Recycl ed Wod Content for Plastic Lam nate Countertops; S

SD- 04 Sanpl es
Casework; C[, [ 11

vall Hung Cabinets; ¢, [ 1]
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1

1

Fl oor Mounted Cabinets; G, [ 11
Countertops; G, [ 11
Lam nated Plastic Sheets; ¢, [_ 11
SD-07 Certificates
Certified Sustainably Harvested Wod for Mdical Casework; S

Certified Sustainably Harvested Wod for Countertops; S

Indoor Air Quality for Conposite Wod and Agrifiber Products Used

In Countertops; S
SD- 08 Manufacturer's Instructions
Installation
3  CERTI FI CATI ONS

3.1 Certified Sustainably Harvested Wod

EE R I R R S I R R I R I R I R S R R R R S I R R I R R R S S R S R R

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Sust ai nably Harvested Whod is a product which cones
froma third-party Forestry Certification Program
and thus carries certain characteristics: 1)
Protection of biodiversity, species at risk and

wi I dlife habitat, sustainable harvest |evels,
protection of water quality, and pronpt regeneration
(e.g., replanting and reforestation); 2) Third-party
certification audits performed by accredited
certification bodies; 3) Publicly avail abl e
certification audit summaries; 4) Milti-stakehol der

i nvol venent in a standards devel opment process; 5)
Conpl ai nts and appeal s process.

Verify suitability, availability within the region
cost effectiveness and adequate conpetition before
speci fyi ng these sustainably harvested wood
certifications - if these conditions are verified
for the project locale, include the follow ng
section. For projects pursuing LEED, delete
certifications other than FSC, for all other
projects pursuing third-party certification allow
the entire list of third party certifications.

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

Provi de wood certified as sustainably harvested by FSC STD 01 001[,

ATFS STANDARDS, CSA 7809-08, SFI 2015-2019, or other third party program

certified by PEFC ST 2002: 2013]. Provide a letter of Certification of
Sust ai nabl y Harvested Wod signed by the wood supplier. ldentify
certifying organization and their third party program nane and i ndicate

conpliance with chain-of-custody programrequirenents. Subnit sustainable
wood certification data; identify each certified product on a line item

basis. Submit copies of invoices bearing certification nunbers.
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[1.3.2 Indoor Air Quality Certification

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Include this subparagraph when conposite wood
or agrifiber products are included in project.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

For purposes of this specification, conposite wood and agrifiber products
i ncl ude particl eboard, nediumdensity fiberboard (MDF), wheatboard,

st rawboard, panel substrates, and door cores. Provide products certified
to neet requirenents of both 40 CFR 770 and CARB 93120. Provide current
product certification docunentation fromcertification body.

11.4 DELI VERY, STORAGE, AND HANDLI NG

Del i ver casework to the jobsite in the original individual containers,
conplete with screws, keys, and instructions. Mark each container wth
the manufacturer's nanme and catal og nunber. Store casework in an
adequately ventilated, dry location that is free of dust, water, or other
contam nates and in a manner to permt access for inspection and
handl i ng. Handl e casework carefully to prevent damage to the surfaces.
Repl ace danaged itens that cannot be restored to |ike-new condition.

PART 2 PRODUCTS

2.1 CASEWORK

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Joint schedul e nunbers used in ML-STD 1691
provide the Mlitary Medical Services a uniform
basis for identifying casework itens in nmedical and
dental facilities. Any itens required which are not
covered by ML-STD 1691 shoul d be descri bed
appropriately and identified on the drawings with a
new assi gned nunber.

Tenpered or high-density hardboard is suitable for
drawer bottons. In plastic |amnate covered

cabi nets, back doors with plastic-Iani nate backing
sheet s.

Require non-ferrous netal fasteners, fittings, and
har dwar e wherever possible, especially in high

hum dity areas of facilities.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Submit for approval Drawi ngs show ng | ayout of casework at 1:20 3/4 inch
equal s one foot scale. Indicate details of construction and rough-in
requi renents. Indicate whether cabinets are netal or wood, whether
countertop is corrosion-resisting steel or plastic |amnate, and whet her
sink is coated with [nodified epoxy resin] [polypropyl ene] [polyethylene]
or corrosion-resisting steel. Al wood products nmust be formal dehyde
free. Verify job condition affecting the work and obtain accurate field
neasurenents for incorporation into drawings. Locate structural nenbers,
required utilities and services provided by other sections of this
specification. Submt details and information necessary for fabrication
and installation, manufacturer's printed data, catal og cuts, and
instructions for installation and cl eaning. Provide casework as schedul ed
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on the detail drawi ngs. Factory fabricate of nanufacturer's standard
sizes and finishes and conformto ML-STD 1691, and the requirenents
specified bel ow Supplenentary ordering data are as follows: |
Casework itens are identified on drawings with nunbers preceded by the

letters "C' and "D'. These nunbers are Joint Schedul e Nunbers in
M L-STD-1691.[ Provide naterial finish and color [in accordance with
Section 09 06 00 SCHEDULES FOR FI NI SHES] [ 1.1

1.1 Medi cal Casewor k

Rk Ik kR IR Rk O kO e S S R ARk Rk R R R e I O O R SRR I b S R R

NOTE: Plastic |am nated casework may be used in non
corrosive areas such as hospital roons and nursing
stations. Corrosion resisting steel should be
specified for areas, such as |aboratories, where

hi ghly corrosive chem cals are handl ed. Enanel ed
carbon steel casework should be utilized to the

maxi mum practicable extent in lieu of
corrosion-resi stant steel

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

Provi de nmedi cal casework of [baked enanel carbon steel] [corrosion
resisting steel] [wood core or carbon steel covered with |am nated plastic
sheets]. Color of finish | ] [in accordance with col or schedul e as

i ndi cated] [selected by the Contracting Officer fromthe nanufacturer's
standard col ors].

.1.1.1 Recycl ed Cont ent

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is comonly avail abl e
above the m nimumrecycled content percentages shown
bel ow. However, higher percentages nay be

avai | abl e. Based on research, insert desired m ninmm
percentages into the enpty set of brackets.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

[ Baked enanel carbon steel must contain a mninmumof [40][ ] percent
recycled content. Provide data identifying percentage of recycled content
for baked enanel carbon steel nedical casework.] [Corrosion resisting
steel nust contain a mnimum of [40]] ] percent recycled content.
Provi de data identifying percentage of recycled content for corrosion
resisting steel nedical casework.] [Wod core rmust contain a m ni num of
[50] [ ] percent recycled content. Provide data identifying percentage
of recycled content for wood core nedical casework.] [Carbon steel covered
with |amnated plastic sheets nmust contain a mnimum of [40]] ]
recycled content. Provide data identifying percentage of recycled content
for carbon steel nedical caseworKk.]
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2.1.1.2 Sust ai nabl y Harvested Wod

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Verify suitability, availability within the region
cost effectiveness, and adequate conpetition before
specifying this certification

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Whod materials must contain a mni num of [50]][ ] percent wood that is
certified sustainably harvested. Provide docunentation that certified
sust ai nably harvested wood for nedical casework is used and identify

per cent age.

2.1.2 Dent al Casewor k

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: When selection is to be nade from
manuf acturer's standard sanpl es, specify whet her
solids or woodgrains are required.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provi de dental operator casework of [wood core] [carbon steel] covered
with lam nated plastic sheets. Pattern, color and finish of decorative

| am nated plastic for exteriors of casework [ ] [in accordance with
col or schedule as indicated] [selected by the Contracting Oficer fromthe
manuf acturer's standard [col or] [woodgrain] sanples].]

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is comonly avail abl e
above the m nimumrecycled content percentages shown
bel ow. However, higher percentages nay be
avai | abl e. Based on research, insert desired m ninmm
percentages into the enpty set of brackets.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

Wbod core covered | aminated plastic sheets must contain a m ni mum of
[50] [ ] percent recycled wood content. Provide data identifying
percentage of recycled content for wood core dental casework.] [ Carbon
steel covered | am nated plastic sheets must contain a m ni num of

[40] ] percent recycled steel content. Provide data identifying
percent age of recycled content for carbon steel dental casework.]

2.1.3 Dental Prosthetics Casework

Provi de dental prosthetics casework of [baked enanel carbon steel]
[corrosion resisting steel]. Color of finish | ] [in accordance with
col or schedule as indicated] [selected by the Contracting Officer fromthe
manuf acturer's standard colors].|
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2.

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is commonly avail abl e
above the m ni mumrecycled content percentages shown
bel ow. However, higher percentages nay be

avail abl e. Based on research, insert desired m nimm
percentages into the enpty set of brackets.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Baked enanel carbon steel nust contain a m ni mum of [40]] ] percent
recycled steel content. Provide data identifying percentage of recycled
content for baked enanel carbon steel dental prosthetics casework.]
[Corrosion resisting steel nmust contain a mninumof [40]][ ] percent
recycled steel content. Provide data identifying percentage of recycled
content for corrosion resisting steel dental prosthetics casework.]

1.4 Count ert ops

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R

NOTE: Do not specify countertops constructed of
particle board for high hunmidity |ocations or
project locations with Environnmental Severity
Classifications (ESC) of C3 thru C5. See UFC
1-200-01 for deternination of ESC for project

| ocati ons.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provi de countertops of [corrosion-resisting steel] [plastic | am nate
covered plywood] [plastic |am nate covered particl eboard] [nodified epoxy
resin] [or] [resin coated | am nated pressed wood fiber]. 1In lieu of

i ndi vi dual sanples, conplete mninumsize casework may be submitted as
sanmpl es. Mock-up units are not acceptable. Provide sanples of sufficient
size to show color, pattern, and nethod of assenbly. Sone requirenents
are:

Countertop and backspl ash One section, containing both

Door and drawer front One of each, w th hardware nounted
Mel ami ne plastic color sanples approx 50 X 75 mm 2 X 3 inch size
St ai n/ col or sanpl es approx 50 by 75 nm 2 by 3 inch size

[2.1.4.1 Recycl ed Cont ent

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
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bracket ed percentages included in this guide
speci fication) before specifying product recycled
content requirenents.

Research shows the product is comonly avail abl e
above the m nimumrecycled content percentages shown
bel ow. However, higher percentages nay be

avail abl e. Based on research, insert desired m nimm

percentages into the enpty set of brackets.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

[ Corrosion-resisting steel nust have a m ni mum of [40]] ] percent
recycled steel content. Provide data identifying percentage of recycled
content for corrosion resisting steel countertops.] [Plastic Lam nate
(pl ywood or particleboard) must have a m ni mum of [50]] ] percent
recycled wood content. Provide data identifying percentage of recycled
wood content for plastic |am nate countertops.]

12.1.4.2 Sust ai nabl y Harvested Wod

Whod materials must contain a mni num of [50]][ ] percent wood that is
certified sustainably harvested. Provide docunentation that certified
sustai nably harvested wood for countertops is used and identify percentage.

.1.4.3 I ndoor Air Quality Requirenents

Provide certification of indoor air quality for composite wood and
agrifiber products used in countertops.

.2 PLUMBI NG FI XTURES

Provi de faucet, trap and drain fittings, gas, air and vacuum cocks as
requi red. Provide connection conformng to the requirements specified in
Section 22 00 70 PLUMBI NG, HEALTHCARE FACI LI TI ES

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Install casework in a manner that does not damage the work of other
trades. Secure the casework in place in true alignment, level, and
plunmb. Secure units with screws through backs to cleats that have been
anchored to building structure with toggle or expansion bolts.

Do not install building construction materials that show visual evidence
of bi ol ogi cal growt h.

1.1 Wal | Hung Cabi nets

Install wall-hung cabinets to support the weight of the cabinets plus the
normal |y expected wei ght of the contents of the cabinets. Space fasteners
300 mr 12 inch on center using at least three bolts in each 900 or 1200 nm
3 or 4 foot unit width. Join adjacent cabinets in an assenbly together at
top and bottomw th i nconspicuous bolts or clips. Seal joints between the
casework and wall surfaces which are not larger than the joints between
casework sections with sealant conforming to ASTM C920, Type M G ade NS
Class 25, Use NT. Cose larger joints with filler strips of the sane
material and finish as adjacent casework. Cut filler strips to the
contour of the wall surface and secure to the casework with conceal ed
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nails or screws. Use filler strips no wider than 150 mr 6 inch
. 1.2 Fl oor Mount ed Cabi nets

Set floor-mounted netal cabinets on a common netal base or integral base,
in assenblies up to 1800 mr 6 feet in length in roonms having concrete or
resilient flooring. Bolt cabinets to bases at cabinet corners. Face
netal bases with resilient material to nmatch wall base in space where the
cabinets are | ocated. Fasten together adjoining cabinets at top and
bottom of front and back with bolts placed i nconspi cuously inside
cabinets. Set netal cabinets in roons having terrazzo or ceranmic-tile
floors on concrete or nasonry bases with exposed faces finished the sane
as other bases in the room Seal flush openings between cabi net and wal
surfaces, due to irregularity of surfaces, with Type S or M G ade NS
Class 12.5, use NI, conformng to ASTM C920. Cl ose exposed-to-vi ew
openings larger than joints in tile work with filler or scribing strip of
the sane material and finish as adjacent casework. Cut filler to contour
of wall surface and secure to casework with conceal ed sheet-netal screws.
Use m ni mum wi dth and nunber of fillers consistent with need and do not
use filler exceeding 150 mm 6 inch in width.

.1.3 Count ert ops

Hei ght of counter tops as indicated. Where required, provide toe space at
front of cabinets by installing front face of cabinets 75 nmr 3 inch in
front of face of base. Where toe space is not required, face of base and
cabi nets nust be flush. Bases nmust have a height of approximtely 100 mr
4 inch. Install all itens as required for proper operation in accordance
with the manufacturer's directions.

.2 | NSPECTI ON AND CLEANI NG

I nspect placed itens for proper |ocation, fastening, connection to
utilities, operation, and for damage which may have occurred during
installation. Put each iteminto service to prove proper operation
Correct defects disclosed during inspection. C ean cabinets and
countertops in accordance with manufacturer's instructions.

-- End of Section --
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