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SECTION 12 61 13

UPHOLSTERED AUDI ENCE SEATI NG
08/ 20

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification covers the
requi renents for uphol stered fixed seating.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenments by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate informtion.

Renove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

EE R I R R S I R I R I R I R S R R R I R S R I R I R R R R R S R R R R

PART 1 GENERAL

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: On the draw ngs, show. (1) Seating |layout,
i ncluding row I ength and | ocations for wheel chair
seating and ADA arnrests as required by
Architectural & Transportation Barriers Conpliance
Board, "ADA Title Il1l, Americans with Disabilities
Act - Buildings and Facilities"; and (2) Row and
seat nunber identification

Desi gn nust conply with all applicable fire and
el ectrical codes, to include NFPA Life Safety Codes.

Coordi nate aisle lighting, comunication and
electrical requirements with El ectrical Engineer
Add requirenents as appropriate for the project.

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R
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1.1 REFERENCES

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's

Ref erence Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci fication when you choose to reconcile

references in the publish print process.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

AVERI CAN FOREST FOUNDATI ON ( AFF)

ATFS STANDARDS (2015) Anerican Tree Farm System St andards
of Sustainability 2015-2020

ASTM | NTERNATI ONAL ( ASTM

ASTM A48/ A48M (2003; R 2021) Standard Specification for
Gray lron Castings

ASTM A513/ A513M (2020a) Standard Specification for
El ectri c- Resi st ance- Wl ded Car bon and
Al'l oy Steel Mechanical Tubing

ASTM A1011/ A1011M (2023) Standard Specification for Steel
Sheet and Strip, Hot-Rolled, Carbon,
Structural, H gh-Strength Low Al l oy,
Hi gh-Strength Low Alloy with | nproved
Formability, and Utra-H gh Strength

ASTM D4157 (2013; R 2017) Standard Test Method for
Abr asi on Resi stance of Textile Fabrics
(Cscillatory Cylinder Method)

ASTM F851 (1987; R 2020) Standard Test Method for
Sel f-Ri si ng Seat Mechani sns

CALI FORNI A Al R RESOQURCES BOARD ( CARB)

CARB Regul ati on Ai rborne Toxic Control Measure to Reduce
For mal dehyde Enmi ssions from Conposite Wod
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Pr oduct s
CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)

CDPH SECTI ON 01350 (2017; Version 1.2) Standard Method for
the Testing and Eval uation of Volatile
Organi ¢ Chemical Em ssions from | ndoor
Sour ces using Environnental Chanbers

CSA GROUP ( CSA)
CSA Z809- 08 (R2013) Sust ai nabl e Forest Managenent
FOREST STEWARDSHI P COUNCI L ( FSQ)

FSC STD 01 001 (2015) Principles and Criteria for Forest
St ewar dshi p

HARDWOCD PLYWOCD AND VENEER ASSCCI ATl ON ( HPVA)

HPVA HP- 1 (2020) Anmerican National Standard for
Har dwood and Decorative Pl ywood

NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMVA)

ANSI / NEMA LD 3 (2005) Standard for Hi gh-Pressure
Decorative Lam nates

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)
NFPA 101 (2021; TIA 21-1) Life Safety Code
PROGRAMVE FOR ENDORSEMENT OF FOREST CERTI FI CATI ON ( PEFC)

PEFC ST 2002: 2013 (2015) PEFC International Standard Chain
of Custody of Forest Based Products
Requi renent s

STATE OF CALI FORNI A, DEPARTMENT OF CONSUMER AFFAIRS, BUREAU OF
HOVE FURNI SHI NGS AND THERMAL | NSULATI ON ( CTB)

CTB 117-2000 Requi renents, Test Procedure and Apparatus
for Testing the Flane Retardance of
Resilient Filling Materials Used in
Uphol stered Furniture

CTB 117-2013 Requi renents, Test Procedure and Apparatus
for Snol der Resistance of Materials Used
i n Uphol stered Furniture
SUSTAI NABLE FOREST | NI TI ATI VE ( SFI)

SFI 2015- 2019 (2015) Standards, Rules for Label Use,
Procedur es and CGui dance

U S. DEPARTMENT OF COMMERCE ( DOC)

DOC CS 191 Conmmer ci al Standard for the Flanmability
of Cothing Textiles
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U. S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

16 CFR 1610 Standard for the Flanmability of C othing
Textiles

1.2 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng subnittal
items in the text, to reflect only the subnmttals
required for the project. The Guide Specification
techni cal editors have classified those itens that
requi re Government approval, due to their conplexity
or criticality, with a "G" Cenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G’ to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arnmy projects using the

Resi dent Managenent System (RVMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates submttals required
as proof of conpliance for sustainability Quiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCCEDURES.

Choose the first bracketed itemfor Navy and Air
Force projects, or choose the second bracketed item
for Arny projects.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

Covernment approval is required for submittals with a "G or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Governnment.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Detail ed Drawi ngs; C[, [
SD- 03 Product Data

Seating System; G, |
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11

11
11

11

1.3

Recycl ed Content for uphol stered audi ence seating;

No added Urea-formal dehyde for Conposite Wod or Agrifiber

S
SD- 04 Sanpl es
Seating System; ¢, |
SD-06 Test Reports
Fire Test Response Characteristics; ¢, [ 11
Doubl e Rub Tests; ¢, [ 11
SD-07 Certificates
Installer's Qualifications

Certified Sustainably Harvested plywood; S

S

Pr oduct s;

Certified Sustainably Harvested solid hardwod and wood veneer; S

I ndoor Air Quality for uphol stered audi ence seati ng;

I ndoor Air Quality for fabrics; S

I ndoor Air Quality for composite wood and agrifi ber

SD-10 Operation and Mai ntenance Data
Assenbly Manual s, Data Package 1; C[, [__ 11
SD-11 d oseout Submittals

Seating System, Data Package 1; C[, |

Submit Data Package 1 for uphol stered audi ence seating in

products; S

accordance with Section 01 78 23 OPERATI ONS AND MAI NTENANCE DATA.

CERTI FI CATI ONS

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: Use certified sustainably harvested wood

where suitable for application and cost effective.

Sust ai nably Harvested Whod is a product which cones

froma third-party Forestry Certification Program

and thus carries certain characteristics: 1)

Protection of biodiversity, species at risk and

wildlife habitat, sustainable harvest |evels,

protection of water quality, and pronpt regeneration
(e.g., replanting and reforestation); 2) Third-party

certification audits performed by accredited
certification bodies; 3) Publicly avail abl e

certification audit summaries; 4) Milti-stakehol der
5)

i nvol venent in a standards devel opnent process;
Conpl ai nts and appeal s process.

Verify suitability, availability within the region
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cost effectiveness and adequate conpetition before
speci fyi ng these sustai nably harvested wood
certifications - if these conditions are verified
for the project locale, include the follow ng
section. For projects pursuing LEED, delete
certifications other than FSC, for all other
projects allowthe entire list of third party

certifications.
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

[1.3.1 Certified Sustainably Harvested Wod

Provi de wood certified as sustainably harvested by FSC STD 01 001[,

ATFS STANDARDS, CSA 7809-08, SFI 2015-2019, or other third party program
certified by PEFC ST 2002: 2013]. Provide a letter of Certification of
Sust ai nabl y Harvested Wod signed by the wood supplier. ldentify
certifying organization and their third party program nane and i ndi cate
conpliance with chai n-of-custody programrequirenents. Subnit sustainable
wood certification data; identify each certified product on a line item
basis. Submit copies of invoices bearing certification nunbers.

1]1.3.2 Indoor Air Quality Certifications
R S I b Sk S I I R S S I R R S S I

NOTE: The Government's preference is for use of
products that have been certified for indoor air
quality by third-party organi zati ons such as
Greenguard or SCS G obal Services. However, verify
there is a certified product available that is both
cost effective and appropriate for the project.

Research has shown that manufacturer's that

out -source their fabric because of custoner's
demands cannot obtain a third-party certification
for the assenbly. Wen out-sourcing is deened
necessary, consider requiring Indoor Air Quality for
fabrics and conposite wood separately. Choose

par agraph entitled "Seating System Products" if
out-sourcing is not identified as a problem Choose
par agraphs entitled "Fabrics" and "Low Emtting
Conposite Wod or Agrifiber Products" in lieu of

par agraph entitled "Seating System Products" if
outsourcing is identified as an issue.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

[1.3.2.1 Seating System Products

Provi de products certified to nmeet indoor air quality requirenments by UL
2818 (Greenguard) Gold, SCS d obal Services |ndoor Advantage Gold or
provide certification or validation by other third-party programthat
products nmeet the requirenments of this Section. Provide current product
certification docunmentation fromcertification body.

1[1.3.2.2 Fabrics
Provi de products certified to meet indoor air quality requirements by UL

2818 (Greenguard) Gold, SCS d obal Services |Indoor Advantage Gold or
provide certification or validation by other third-party programthat
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products nmeet the requirenents of this Section. Provide current product
certification docunmentation fromcertification body.

1[1.3.2.3 Conposite Wod or Agrifiber Products

For purposes of this specification, conposite wood and agrifiber products
i ncl ude particl eboard, nediumdensity fiberboard (MDF), wheatboard,

st rawboard, panel substrates, and door cores. Provide current product
certification docunmentation fromcertification body.

1[21.3.3 Installer's Qualifications

When recommended by the nmanufacturer, deliver and install seating by an
aut horized dealer with a certified installation crew Conplete al
hardwi ring by a licensed electrician

11.4 DELI VERY, STORAGE, AND HANDLI NG

Del i ver conponents to the site in unopened containers clearly |abeled with
the manufacturer's nane and container contents. Store materials in a
safe, dry, and clean, well ventilated area (100 percent outside air

supply, mnimmof 1.5 air changes per hour, and no recircul ation),
protected from damage, soiling, and noisture, and strong contam nant
sources and residues, maintained at a tenperature above 16 degrees C 60
degrees F for 2 days prior to installation. Do not s with naterials which
have hi gh em ssions of volatile organic conpounds (VOC s) or other

contam nants, including [ ]. Do not store seating near materials that
may offgas or emit harnful fumes, such as kerosene heaters, fresh paint,
or adhesives. Handle the itenms in a manner that will protect the

materi al s from damage.

.5 WARRANTY

Provi de manufacturer's warranty to repair or replace defective materials
and wor kmanship for specified warranty periods fromdate of fina
acceptance of the work as follows:

1.5.1 Warranty Peri ods
a. Structural: |[5 years][10 years][___ ]
b. Plastic, Wod and Paint Components: [3 years][__ ]
[ c. Electrical Conponents: [5 years][_ ]
][d. Operating Mechanism [5 years][__ ]
] e. Fabric: [1 year][3 years][___ ]

PART 2 PRODUCTS

2.

1 MATERI ALS
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O
NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition before specifying product
recycled content requirements. A resource that can
be used to identify products with recycled content
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is the "Conprehensive Procurenent Guidelines (CPG
page within the EPA's website at
http://ww. epa. gov. O her products with recycl ed
content are al so acceptabl e when neeting al

requi renents of this specification

Research shows the product is avail abl e anbng US
nati onal manufacturers above the m ni mumrecycl ed

cont ent shown.
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

[ Provi de Uphol stered Audi ence Seating with a mininum of 20 percent
recycled content. Provide data identifying percentage of recycled content

for uphol stered audi ence seating.]
EE IR R I Sk S S I S S S R R Rk I I S kS R R Rk I S Rk I S I R Sk I O

NOTE: For manufacturers outsourcing fabrics, delete
the bracketed sentence bel ow.

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

[Provide certification of indoor air quality for Uphol stered Audi ence
Seating. ]

2.2 PERFORVANCE REQUI REMENTS

2.2.1 Fire Test Response Characteristics

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Specify "Fabric and Paddi ng" paragraph where
required by authorities having jurisdiction

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

2.2.1.1 Fabric and Paddi ng

Provide fabric that is flame and snolder ignition resistant, and

sel f-extingui shing, Class 1 fabric according to DOC CS 191 or 16 CFR 1610,
as applicable per authorities having jurisdiction, tested according to
California Technical Bulletin CIB 117-2000. Provide padding that conplies
with California Technical Bulletin CIB 117-2000. Provide fabric and
paddi ng that conply with NFPA 101

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: Specify "Uphol stery Assenbly" paragraph where
required by authorities having jurisdiction. This

test is required in California.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

[2.2.1.2 Uphol stery Assenbly

Conply with conponent-testing requirements of California Technica
Bulletin CIB 117-2013.

12.3 VATERI ALS

2.3.1 Uphol stery Fabric

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Consider the followi ng when sel ecting
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2.

uphol stery fabric:

- frequency of use

- length of use

doubl e rub or performance testing
- pilling

are food and drink to be all owed

Add i nformation on recycled material or natura
fibers as applicable for the project.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provide fabric neeting specified fire test response characteristics which

is a [plain][decorative]] ] weave, fiber content of [100 percent

pol ypropyl ene] [ 100 percent pol yester][100 percent nylon]]| ] treated to
resist staining and soiling. Provide fabric upholstery for seating with

[ mi ni rum [ 55, 000] [ 75, 000] [ ] double rub tests according to ASTM D4157.]

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Retain the bracketed sentences bel ow when the
manuf act urer outsources their fabrics due to
cust oner demands.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[Provide fabrics nmeeting enissions requirenments of CDPH SECTI ON 01350
(limt requirenents for either office or classroom spaces regardl ess of
space type). Provide certification of indoor air quality for fabrics.]

.3.2 Pol yur et hane Foam Paddi ng

Provi de pol yuret hane foam paddi ng neeting specified fire test response
characteristics which is nonhardeni ng, non-oxidizing and has a high
resistance to alkalies, oils, grease, soaps, abrasions, noisture, mldew,
and tearing.

.3.3 Sub Title

Provi de pl ywood conforming to HPVA HP-1, made of hardwood and of
crossbanded construction. Provide face veneers for exposed surfaces of
Grade A hardwood, vertical grain, [maple][oak][cherry][ ] with

manuf acturer's standard finish. Provide unexposed veneers of sound grade
har dwood or Grade A fir.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Verify suitability, availability with the region
cost effectiveness, and adequate conpetition before
speci fying these certifications.

EE R I R R S I R R I R I R I R S R R R O S I R R R R R S R R S R R R

[Provide certified sustainably harvested pl ywood. ]
3.4 Solid Hardwood and Wod Veneer
Provi de solid hardwood and wood veneer of first grade

[ mapl e] [ oak] [cherry] | ]. Finish exposed wood with nanufacturers
standard fi nish.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Verify suitability, availability with the region
cost effectiveness, and adequate conpetition before
speci fying these certifications.

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

[Provide certified sustai nably harvested solid hardwood and wood veneer. ]
2.3.5 Conposite Wod or Agrifiber Products

For purposes of this specification, conposite wood and agrifiber products
i ncl ude particl eboard, nediumdensity fiberboard (MDF), wheatboard,
st rawboard, panel substrates, and door cores.

Provi de products contai ning no added urea-formal dehyde resins. Provide
current product literature showi ng no added urea-formal dehyde for
conposite wood or agrifiber products.

[Provide products certified to neet emni ssions requirenents of either
CARB Regul ation or CDPH SECTION 01350 (limt requirements for either
of fice or classroom spaces regardl ess of space type). Provide
certification of indoor air quality for Conposite wood and agrifi ber
products. ]

2.3.6 Pl astic Lam nate

Plastic | am nate conforns to ANSI/NEVA LD 3, Horizontal CGeneral Purpose
Standard (HGS) Grade, 1.22 mm (plus or minus 0.127 nm 0.048 inches (plus
or mnus 0.005 inches) in thickness.

2.3.7 Pl astic

Plastic has built-in inhibitors to retard fading and anti-static conmpounds
to retard dirt attraction. Pigment quality elimnates need to paint
plastic parts. Conponent surfaces have a textured finish. Color is
integral to the plastic.

2.3.8 Cast Ilron
Cast iron conplies with ASTM A48/ A48N. Finish is [powder coat]] ].
2.3.9 Steel

Steel conplies with ASTM A513/ A513N or ASTM A1011/ A1011N. Finish is
[ powder coat][ ].

2.4 SEATI NG SYSTEM

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

NOTE: Determ ne on project by project basis if

sanmpl e chair is required
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Construct conponents and assenbly free from objectionabl e projections or
irregularities. Make corners and edges snooth and rounded. Unless

ot herwi se noted, bolts, nuts, and other fastenings are conceal ed where
possible. Steel is well-forned to shape and size required. Connections
of menmbers are by welding, riveting, or interlocking. Casting is fine
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textured, sound, and free of pits, blow holes, and fins. Lines are true,
accurate, and true-to-pattern with excess netal or inperfections renoved.
Submit Assenbly Manual s, manufacturer's descriptive data, catalog cuts,
installation instructions and the foll ow ng:

a. Mninmun 152 by 150 nmr 6 by 6 inches sanpl es of uphol stery, exposed
pl ywood, plastic |am nate, wood, identification plate, paint, arnrest
and plastic finish materials. Furnish fabric sanples of sufficient
size to show col or range, pattern, and finish.

b. Two conplete sets of certificates attesting that the proposed seating
system neets specified requirenents. Date the certificate after the
award of contract, include nane of the project and a list of specific
requi renents being certified. Three sets of assenbly manual s
descri bi ng assenbly procedures.

c. One conplete chair that neets requirenents specified. Chair sanple
may be incorporated into the installation, provided the sanple is
approved and its location is noted.

2.4.1 Backs

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The option of an uphol stered steel, plywood
or pol ypropyl ene inner panel should renain since
manuf acturers use such a variety of nmaterials for
t he i nner panel.

Speci fication of hard surface backs is recomended
for durability and nai ntenance reasons. Although
fully uphol stered backs are avail abl e and may be
substituted as appropriate to neet project

requi renents.

To achieve a certain aesthetic, it nay be determ ned
t hat hardware be visible. Edit to nmeet desired
appearance. Exanple: It nmay be desired or
acceptabl e that screws and bolts be visible on units
conposed of seat backs with exposed plywood.

Rocker type nmechanismis an option but not avail able
fromall nanufacturers. |If required, research
avail ability.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

Provi de back assembly of the fixed type and consisting of [a hard

i njection nolded surface rear panel with an uphol stered i nner panel] [an
exposed plywood front and rear panel]. Attach back assenbly to standards
with 14 gauge steel wi ngs/back brackets; wi ngs/back brackets have back

pitch adjustability option, back assenbly I ength is between [508] [ ]
and [724] | ] my [20] | ] and [28-1/2] | ] inches for a total
hei ght of [762] [ ] to [914] | ] mr [30] [ ] to [36] | ]

i nches above the floor neasured parallel to the back. Rear panel extends
bel ow the seat unit to conpletely conceal and protect the seat assenbly.

2.4.1.1 Pl asti c Rear Panel s

Panel s are one-piece injection nolded high inpact resistant pol ypropyl ene
or polyethylene with textured outer surface. Panel is formed to encl ose
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and protect the edges of the inner upholstery panel at the top and sides.
2.4.1.2 [Plastic Lam nate Finish][Wod] Rear Panels

Panel s are fabricated frommninum[5 ply, 8 mm 5/16 inch] [7 ply, 16 nm
5/8 inch] thick plywod. [Exposed back surface is plastic |am nate.]
Rear panel is formed on the sanme radi us as the uphol stered inner panel
Sand smoot h exposed wood edges.[ Exposed bolts, fasteners or other
hardware are not acceptable.]

2.4.1.3 Uphol stered I nner Panel s

Fabricate uphol stered inner panels from5 ply, 11 mr 7/16 inch m ni mum

t hi ck pl ywood, conpound steel or conpound curved 20 percent glass filled
pol ypropyl ene with deep web reinforcing. Cushion consists of [51 mr 2 inch
11 ] thick pol yurethane foam paddi ng and have an uphol stery cover
Paddi ng is cenented to plywood inner panel. Upholstery cover is securely
stapled to the i nner plywod panel or held in place with draw strings for
ease of re-upholstering. Upholstery cover cannot be attached with the use
of nails, tacks, or screws.

2.4.1.4 Exposed Pl ywood Front & Rear Panel [Plastic Lam nate Finish]

Back is fabricated frommninum[5-ply, 11 my 7/16 inch] [7-ply, 19 mr 3/4
i nch] thick contour nolded plywood. [Exposed back and front surfaces are
finished with plastic lam nate.] Snpothly sand and finish all exposed
edges.

2.4.2 Seat s

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: To achieve a certain aesthetic it nay be
determ ned that hardware be visible. Edit to neet
desired appearance. Exanple: It may be desired or
acceptabl e that screws and bolts be visible on units
conposed of seats with exposed plywood.

An acoustical or perforated seat bottomis avail able
fromsome manufacturers. |f needed to neet project
requi renents, research availability and add

requi renent to specification

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

Provi de foundation for upholstered seats free fromvisible screws, bolts,
open hol es, and projections on the bottom front, and sides. [The front
center edge of each seat has an identification plate. The area to receive
the plate is recessed to prevent wear and abrasion. Method of attachnent
is tanper-resistant.] The seat unit is renovable w thout disturbing the
standards, and the uphol stered seat cover is easily renpvabl e w thout
renoving the seat unit. The fabric covering is fastened to the franme in a
manner that will permt easy reuphol stering.

2.4.2.1 Pol ypr opyl ene Seat Unit

Provi de foundation consisting of a one-piece, injection nol ded

pol ypropyl ene foundation fabricated with a mni num 25 percent glass-filled
pol ypropyl ene or an inner structural panel constructed of 20 percent

gl ass-filled pol ypropyl ene with deep web reinforcing and a w aparound

pol ypropyl ene shell outer panel. Polypropyl ene foundation seat is

SECTION 12 61 13 Page 14



serpentine spring or ergononic seat cushion. Serpentine spring cushion
contains at |east five serpentine design springs spanning an injection

nol ded plastic frane with nol ded pol yuret hane foam padding fitting firmy
on springs. Franme and spring assenbly are covered with a chafing barrier
to protect foam paddi ng from abrasion. Ergononic seat cushion consists of
a 5 mr 3/16 inch thick contoured pol ypropyl ene substrate supporting a

pol yur et hane foam pad. Seat unit consisting of an inner structural pane
has padding that is a nol ded pol yurethane foam pad and has a mini num

t hi ckness of 76 mr 3 inches at the center, 38 mr 1-1/2 inches at the front
with an overall thickness of 51 mr 2 inches. Upholstery cover fits the
cushion size, is fastened with drawstring closure or staples for ease of
re-uphol stering, and does not have welts. Upholstery cover cannot be
attached with the use of nails, tacks, or screws.

2.4.3 Hi nges

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Three quarter fold is recomended for safety
reasons; it is easier to open when hands are ful
and opens to 100 percent when additional pressure is

applied to seat.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Hi nges are a counterwei ght nmechani smusing gravity to return to the

upri ght position, conpensating type or spring lift mechanism conpletely
enclosed in the seat assenbly, totally i ndependent, free and easy in
operation, and capable of conpensating for circular installation
variation in installation conditions, and unevenness of floors. Each

hi nge has a noi sel ess, self-rising seat device, rises automatically to a
uni form safety position of 3/4 fold at all tines, and folds 100 percent
when additional pressure is applied, to provide additional clearance.
Seat hi nge mechani smconplies with ASTM F851 and requires no adj ustnent
after installation. The conpensating type and spring lift nmechani sm hi nge
is self-lubricating requiring no mai ntenance. Cushion both the up and
down stops on the seat to reduce noi se.

2.4. 4 St andar ds

Provi de standards which are mnimunr 1.9 mv 14 gauge tubul ar or sheet stee
or one integral piece of cast iron. Steel standards are wel ded.

St andards with ADA hinged arnrests are provided with a | abel displaying

t he handi capped synbol and | ocated and installed as shown on draw ngs.

2.4.4.1 Fl oor St andards

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Not all manufacturers produce both steel and
cast iron standards; it is reconmended that both
options be left in the specification

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

Form fl oor standards to fit the floor incline so that the standards w ||

be vertical and the hinge point will be at a height that will maintain

proper relation of seat to floor. Formthe feet to elininate tripping

hazards, with a minimumof two holes for bolt attachnent to the floor
2.4.4.2 Ri ser Standards

Formriser standards to approach the riser face at an angle to all ow
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maxi mum cl earance, formed to fit the riser so that the standards will be
vertical and the hinge point will be at a height that will naintain proper
relation of seat to floor. Projection of the standard is not pernmitted in
order to avoid a stunbling hazard or interfere with sweeping and

cleaning. Provide riser attachment through a 6 mr 1/4 inch steel plate
wel ded to the standard or on an integrally cast foundation. Provide
securely attached standard to the riser without the use of shins or filler
strips and attach at a mninumof 2 points.

2.4.4.3 [Aisle] [and] [End] Standards

[Aisle] [and] [end] standard conplies with standard specifications and
have a [nol ded plastic] [plastic |amnate] [uphol stered] [solid hardwood

or wood veneer] | ] decorator panel. [Shape of decorator panel is
[open] [tapered] [rectangular] [radius on |ower edge] | ].] Decorator
panel s are not required for standards that have the ADA arnrest. |nstal

all decorator panels with conceal ed hardware.

2.4.5 Arnrests

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Specification of hard surface arnrests are
recommended for durability and nmai ntenance reasons.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

Armrests are [solid hardwood with [rounded corners] | ] and
manuf acturer's standard finish] [with cup holder] [wood with | ani nated
plastic] [plastic] [plastic with cup holder] [ ]. Provide ADA arnrest

in locations as shown on drawi ngs. ADA arnrest is hinged at rear to allow
easy access for limted nmobility occupants.

2.4.6 Tabl et Arm

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: There are varying sizes of tablet arms, but
not all manufacturers offer all sizes. Sone only
have one size. |If size other than standard is
requi red, add requirenents to paragraph. Note sone
manuf acturer have a size that acconmobdates a | aptop
conput er.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Equi p each chair with a fold-away tablet armassenbly. Tablet armwll
automatically return to the stored position when raised manually to a
vertical position in one notion and fall to the stored position by force
of gravity, fold smoothly and quietly, store conpletely out of the way and
be easily accessi bl e when needed by the occupant w thout bendi ng or
reaching. Tablet armis fabricated using bal anced construction and is
conposed of nanufacturer's standard core naterial faced with plastic

| am nate on the witing surface and supported by a mininunm 3 nr 11 gauge
steel bracket. Al edges are rounded. Wen in a witing position, the
armlocks firmy in place so that it cannot be accidentally di sengaged.

[ Tablet arni{ is capable of supporting a |laptop conputer][ and is a m nimm
of [ 53548 square mr 83 square inches][ 64516 square nmmr 100 square inches]]|
77419 square nmmr 120 square inches][ 84516 square nm 131 square inches]|
97419 square nmm 151 square inches.]]] Provide both |eft and right handed
tabl et arns as show.
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2.4.7 Sub Title

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Some manufacturers offer power, data or USB
connection. If this option is selected, coordinate
el ectrical requirenments. Wen power and data
nodul es are included as an option, end panels are

requi red on aisle ends.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

Provi de power [and data] to each seat in a location that is convenient to
the occupant. Include a 120 Volt wiring with duplex receptacle [and a

t el econmuni cations and data port] per seat. Provide power [and data] from
t he buil di ng power source and insure that all power [and data] components
are UL listed and conformto Article No. 604 of the National Electric Code.

Connect all chairs in a rowwith a forned al um numraceway w th [ nol ded]
[or] [extruded] polyner covers to conceal power [and data] wiring [in the
armrest] [on raceway beneath the seating] [in fully enclosed wi reways].
Provide 120 Volt, A C electrical power throughout the row [ by nmeans of a
[two circuit, 4 wire systemto power up to 16 chairs] [three circuit, 5
wWire systemto power up to 24 chairs][with a doubled sized neutral]].
[Use a separate nol ded pol ymer nodul e to accommodat e owner supplied

et hernet, USB, phone and HDM wiring.]

12.4.8 Identification Plates

2.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Identify row and seat nunbering system on
dr awi ngs.

Addr ess pl acenent of identification plates when seat
unit is fully uphol stered.

Del et e paragraph if not required.

EE R I R R S I R R I R I R I R S R R R R S R R I R R R I R R R R O

Provi de seating with nunber and letter plates for seat and row
designations. Plates are constructed of nmanufacturer's standard [brass or
bronze] [ cl ear anodi zed al um num | ] finish and have bl ack letters and
nunbers. Provide [tanper resistant] hardware with finish conpatible with
plates. Provide text font and seat nunbering system[per manufacturer's
standard.][as indicated.]

4.9 Ai sl e Lighting

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Determine if aisle lighting is required to
neet project requirenents. Delete paragraph if not
required.

Coordi nate design requirenents with electrica
engi neer.

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

Provide [aisle] [and] [end] standard panels with [conceal ed] [surface
mount ed] | ] LED aisle lights. Aisle lights are |ow voltage, 12 Volt,
D.C., systemw th manufacture's voltage reducti on device housed in safety
encl osure equi pped with fuses, term nal blocks, and safety di sconnect.
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Aisle lighting is prewired, UL approved and wiring is routed through
conceal ed casing into floor. Provide |ow heat generating lighting fixture
conponents that are easily accessible for replacenment. Aisle light wring
is hardwired to the building electric distribution system The
installation, proper safe nounting, and connection of the voltage
reduction device, is the responsibility of a certified electrician

[2.4.10 El ectrical [and Tel ecomuni cations] Wrk

Provide electrical materials conforming to the requirenents of Section
26 20 00 I NTERI OR DI STRI BUTI ON SYSTEM and tel ecomruni cati ons material s
conforming to the requirenents of Section 27 10 00 BU LDI NG
TELECOVMUNI CATI ONS SYSTEM . .

]2.5 COLOR

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Editing of color reference sentence(s) nust
be coordinated with the Government. Generally
Section 09 06 00 SCHEDULES FOR FI NI SHES or draw ng

i s used when the project is designed by an Architect
or Interior designer. Color nmust be selected from
manuf acturers standard colors or identified as a
manuf acturers color in this specification only when
the project is very sinple and has nmininmal finishes.

VWen the CGovernment directs that color be located in
the drawi ngs, a note nmust be added that states:
"Where color is shown as being specific to one

manuf acturer, an equi val ent col or by another

manuf acturer nay be submtted for approval.

Manuf acturers and naterials specified are not
intended to limt the selection of equal colors from
ot her manufacturers. The word "color" as used
herei n includes surface color and pattern.™

Prior to specifying a customcolor finish, research
to determine if additional cost and lead tinme is
feasible. Note there is often a m ni num order
requirenent; this requirement will also affect
future orders.

When a manufacturer's nane, stock number, pattern
and color is used, be certain that the product

conforms to this specification, as edited.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Provide colors [as specified in Section 09 06 00 SCHEDULES FOR
FINISHES.][as indicated; colors listed are not intended to limt the
sel ection of equal colors fromother manufacturers.]

PART 3 EXECUTI ON

3.

1 EXAM NATI ON

Exami ne floor, riser, and other adjacent work and conditions prior to
l ayout and installation. Verify conpliance with requirenents and ot her
conditions affecting performance of the work. [Verify that electrica
connections are properly located.][Verify HVAC air-distribution |ocations
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3.

are correct.] Proceed with installation only after unsatisfactory
condi ti ons have been corrected.

2 PLACEMENT OF STANDARDS

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

NOTE: Cenerally, the width of seat units should be
533 or 559 mMmwith 508 mr 21 or 22 inches with 20
inch wide units restricted to the exit seat |ocation

if needed to neet specific dinension requirenents.
EE IR I Sk S I I S S S I R R R Rk I I S kS kR Sk Ik S S I R Sk I O

The system pernits the standards to be installed on radial lines froma
comon center for which concentric circles are determned with each row of
units utilizing conmon m ddl e standards. Standards in each row are placed
laterally so the aisle-end standards will be in alignment as indicated on
seating layout drawi ng. The angle of inclination of backs adjusted for
variations in sightlines. Mechanical attachment of conponents is of
sufficient flexibility so that when permanently assenbled they will
conpensate for the changing dinensions |laterally between standards caused
by convergence toward the center. Seat and back attachments absorb

i naccuracies in |lateral spacing of standards at point of attachment caused
by unevenness of floor. Varying |ateral dimensions of backs and seats are
in accordance with approved seating |ayout. Mninumw dth of seating unit
is 508 mr 20 inches and may be used only to conplete a specific row

di mensi on.

.3 | NSTALLATI ON

Do not install building construction materials that show visual evidence
of bi ol ogi cal growth.

Installation of the seating systemis in accordance with the approved
detail ed drawi ngs and manufacturer's reconmended installation
instructions. Subnit seating plans dinensi oned and showi ng row spaci ng,
row |l engths, the varying lateral spacing at backs and seats, back pitch
and seat widths for the various section |lengths, placenent of standards,
floor pitch, and riser height, where applicable. Submt draw ngs

i ndi cating nmetal thickness, fastenings, details of hinge nechanism seat
and back di mensi ons, and proposed finish.

.4 CLEANI NG

Clean and polish all products and | eave the area in a clean and neat
condition upon conpletion of installation. Repair any defects in material
and installation and replace damaged products that cannot be
satisfactorily repaired.

-- End of Section --
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