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NOTE: This guide specification covers the

requi renents for renoval and reclanmation of used
carpet, including EPA Affirmative Procurenent
requi renents and Carpet America Recovery Efforts
( CARE)

Adhere to UFC 1-300-02 Unified Facilities Cuide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

PART 1 GENERAL

1.1 REFERENCES

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature

when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically
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pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci fication when you choose to reconcile

references in the publish print process.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

AVERI CAN SOCI ETY OF SAFETY PROFESSI ONALS ( ASSP)

ASSP Al0. 6 (2006) Safety & Health Program
Requi renents for Denolition Operations -
Anerican National Standard for
Construction and Denplition Operations

U.S. ENVI RONVENTAL PROTECTI ON AGENCY ( EPA)

EPA 340/ 1-90/018 (1990) Asbest os/ NESHAP Regul at ed Asbest os
Cont ai ni ng Materials Qui dance

EPA AP- 42 (1995) Compilation of Air Pollution
Em ssion Factors

U.S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)
40 CFR 61- SUBPART M Nati onal Em ssion Standard for Asbestos

40 CFR 247 Conpr ehensi ve Procurement Guideline for
Products Contai ni ng Recovered Materials

1.2 SUMVARY

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Recycled materials are listed in the EPA's
Conpr ehensi ve Procurement Guidelines (CPG
http://ww. epa. gov/cpg/. Quidelines are stated for
t he recommended recycling of Building Mterials,

Pai nt, and ot her m scellaneous naterial s.

If the Architect/Engi neer/ Contracting O ficer

determ nes that the sal vage val ue of certain
materials neeting the CPG guidelines is insufficient
in quantity to nerit recycling, or if due to

geogr aphi cal considerations inmpractical to

i mpl enent, a waiver may be initiated for the
project.[ Witten justification nay be submitted on
a Request for Waiver Formto the[ ]

Envi ronnental Program Manager for approval.]

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

Furni sh a contract for used carpet reclamation, including planned
procedures for renmoval and reclamation of used carpet.
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Refer to related Section 09 68 00 CARPETI NG for floor preparation prior to
installation of new carpet.

.3 SUBM TTALS

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng submttal
items in the text, to reflect only the submttals
required for the project. The CGuide Specification
technical editors have classified those itens that
requi re Governnent approval, due to their conplexity
or criticality, with a "G" GCenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

Use the "S" Cassification only in SD-11 d oseout
Submittals. The "S" classification indicates
submttals required as proof of conpliance for
sustainability Quiding Principles Validation or
Third Party Certification and as described in
Section 01 33 00 SUBM TTAL PROCEDURES.

Choose the first bracketed itemfor Navy and Air

Force projects, or choose the second bracketed item
for Arny projects.

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

Covernment approval is required for submttals with a "G' or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Governnment.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnittals

Dust-Control Measures; G, [ ]]

Packi ng and Transportation Measures; G, [ 1]

Schedul e of Carpet Reclamation Activities; C, [ 1]

Car pet Reclamation Agency Records; C[, [ 1]
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1.4 QUALITY CONTRCL
1.4.1 Car pet Recl amati on Agency
Provi de docunentation of being a Carpet Anerica Recovery Efforts (CARE)
approved carpet renmpval contractor (or designated agent firn) providing
used carpet recycling under the nost current EPA recogni zed Carpet
Recl amati on Program or equivalent fromalternate recycling agent.
1.4.2 Car pet Renopver Requirenents
Submit details for the foll ow ng:
dust-control measures
packi ng and transportati on measures

1.4.3 Car pet Recl anation Agency Subnmitta

Submit a copy of carpet reclamation agency records verifying receipt and
di sposition of used carpet.

1.4.4 Regul at ory Requi renents
Conply with governing regul ations; including, but not limted to:
a. EPA 340/ 1-90/018
b. EPA AP-42
c. 40 CFR 61- SUBPART M
d. ASSP Al0.6
e. 40 CFR 247
Conply with hauling and disposal regulations of authorities having
jurisdiction. Record and maintain records of all off-site renoval of

debris and materi al s.

Provide the following infornmation regarding the renoved materials within
t he schedul e of carpet reclamation activities:

a. Tine and Date of Renoval.
b. Type of Material.
c. Wight and Quantity of Materials.
d. Final Destination of Materials.
1.4.4.1 Car pet Recl amati on Agency and Carpet Renmpver Certification
Certify in witing that used carpet was renoved and recycl ed in accordance

with the current EPA recogni zed Carpet Reclamation Program Do not place
renoved carpet and associated materials in a landfill.
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1

1

5 PRQIECT/ SI TE CONDI Tl ONS
5.1 Envi ronnent al Requi renents

ot ai n approval of Oawner before perform ng operati ons which generate
cont ami nants.

PART 2 PRODUCTS

2.

2.

1  SYSTEM DESCRI PTI ON
1.1 Car pet Recl anmati on Agency

The current approved recl amati on agency is Carpet America Recovery Effort
( CARE)

1.2 Car pet Renovers

Submit docurentation of being a CARE approved carpet renoval contractor

.2 MATERI ALS

2.1 Adhesi ve Renpval Sol vents

Conply with Carpet and Rug Institute Publication 104.

. 2.2 Used Car pet

Mai nt ai n possessi on of renoved used carpet. |Inmrediately renove fromsite
and place in container or trailer

Carefully renove, store, and protect designated materials and equi pnent
for re-installation under other Sections or for retention by Omer.

. 2.3 Car pet Pad

Provi de recycling of carpet padding where | ocally avail able or as
desi gnat ed by Carpet Recl anmation Agency.

PART 3 EXECUTI ON

3.

3.

1 EXAM NATI ON
1.1 Verification of Conditions
Exam ne areas and conditions under which work is to be perforned.

Identify conditions detrimental to proper or tinely conpletion. Do not
proceed until unsatisfactory conditions have been corrected.

3.2 PREPARATI ON

Provi de, erect, and maintain barricades, lighting, and guardrails as
required to protect general public, workers, and adjoining property.

Vacuum used carpet before renoval.
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3.

3.

3  APPLI CATI ON
3.1 Car pet Renoval

Renove used carpets in large pieces, roll tightly, and pack neatly in
contai ner. Include carpet scrap and waste fromnew installation.

Deposit only clean, dry carpet in containers. "Clean" is defined as free
fromdenolition debris, asbestos contani nation, garbage, and tack strips.

Renove adhesi ve according to recomendati ons of the Carpet and Rug
Institute (CRI).

. 3.2 Cont ai ner Di sposa

Pl ace used carpet in fully-enclosed, front [end] |oading 30 cubic m
40-yard contai ner supplied by Carpet Recl amati on Agency. Place only used
conmercial carpeting in collection container. Keep container |ocked or
supervi sed

Use effective packing techniques to naxim ze the amount of material in the
container. On average, a container holds 1700-2500 square n 2, 000-3, 000
square yards. Neatly stack carpet tiles or repack in cardboard boxes
before placing in container.

When container is full, contact Carpet Reclamation Agency to coordinate
pi ckup and drop-off of replacement container. |If container is |ocked for
security purposes, remove | ock before pickup

.3.3 Truck Trailer Disposa

Pl ace used carpet in a 16 nm 53 foot trailer supplied by Carpet Reclamation
Agency. Place only used comrercial carpeting in trailer. Keep trailer
| ocked or supervi sed.

Use effective packing techniques to naxinmze the anmount of material in the
trailer. Conmply with Departnent of Transportation regulations for weight
limts. Typical maxi mum wei ght of used carpet on trailers is 20,000 kg
45, 000 pounds.

Neatly stack carpet tiles or repack in cardboard boxes before placing in
trailer. Do not stack higher than 2 nm 6 feet. Wen trailer is full,
contact Carpet Reclanation Agency to coordi nate pickup and drop-off of
repl acenent trailer. |If trailer is |ocked for security purposes, renove
| ock before pickup.

.3.4 Interior Operations

Seal doors and other openings with duct tape at heads, janbs, and sills to
contain contanminants fromwork which occurs within a single room

Use wi ndow exhaust systens to establish negative pressure in
cont am nant - produci ng work areas, ensuring continuous flow of air into
wor k area.

Do not open windows in work area except when an exhaust fan is used.

Cl ose wi ndows at end of each work shift. Seal exhaust system ductwork
whi ch mght |leak into building or nechanical systens.
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Danp nop hard surface floors in work area daily to mininize tracking of
contam nants fromwork area. In carpeted areas, protect carpet with
pl astic and plywod. Provide hard-surfaced area at entrances for daily

danp noppi ng.

-- End of Section --
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