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SECTION 09 64 23

WOOD PARQUET FLOCRI NG
08/16, CHG 3: 11/18

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification covers the
requi renents for wood parquet flooring systens.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenments by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate informtion.

Renove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

EE R I R R S I R I R I R I R S R R R I R S R I R I R R R R R S R R R R

PART 1 GENERAL

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: On the draw ngs, show.
1. Location and extent of wood parquet flooring.

2. \ere flooring is to be installed on concrete
slab, indicate elevation of the top(s) of concrete
sl ab.

3. Locations of equipnent, colums, and other
per manent obstructions adjoining flooring and around
which flooring is to be |aid.

4. Floor pattern that differs from conventiona

checkerboard pattern and is not defined by file
sanpl e.
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5. Profile of shoe nold.
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

1.1 REFERENCES

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

AMERI CAN FOREST FOUNDATI ON ( AFF)

ATFS STANDARDS (2015) Anerican Tree Farm System St andar ds
of Sustainability 2015-2020

APA - THE ENGQ NEERED WOOD ASSOCI ATl ON ( APA)
APA E30 (2016) Engi neered Wod Construction CGui de
ASTM | NTERNATI ONAL ( ASTM
ASTM D226/ D226 M (2017) Standard Specification for
Asphal t - Saturated Organic Felt Used in
Roofi ng and Wat er proofi ng
ASTM E648 (2023) Standard Test Method for Critica
Radi ant Fl ux of Fl oor-Covering Systens
Usi ng a Radi ant Heat Energy Source
CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)
CDPH SECTI ON 01350 (2017; Version 1.2) Standard Method for
the Testing and Eval uation of Volatile

Organi ¢ Chemical Em ssions from | ndoor
Sour ces using Environnental Chanbers
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1.

CSA CGROUP (CSA)
CSA 7809- 08 (R2013) Sust ai nabl e Forest Managenent
FOREST STEWARDSHI P COUNCI L ( FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest
St ewar dshi p

HARDWOCD PLYWOCD AND VENEER ASSCOCI ATI ON ( HPVA)

HPVA EF (2020) Anerican National Standard for
Engi neered Wod Fl oori ng

NATI ONAL WOOD FLOORI NG ASSOCI ATI ON ( NWFA) (fornerly NOFMA)
NOFMA Gradi ng Rul es (1999) O ficial Flooring Gading Rules
PROGRAMVE FOR ENDORSEMENT OF FOREST CERTI FI CATI ON ( PEFC)
PEFC ST 2002: 2013 (2015) PEFC International Standard Chain
of Custody of Forest Based Products
Requi renent s
RESI LI ENT FLOOR COVERI NG | NSTI TUTE ( RFCl)
FLOORSCORE FLOORSCORE | AQ Certification
SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)
SCs SCS d obal Services (SCS) | ndoor Advantage
SOUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)
SCAQVWD Rul e 1113 (2016) Architectural Coatings
SCAQWD Rul e 1168 (2017) Adhesive and Seal ant Applications
SUSTAI NABLE FOREST | NI TI ATI VE ( SFI)

SFI 2015- 2019 (2015) Standards, Rules for Label Use,
Procedur es and Gui dance

UNDERWRI TERS LABORATORI ES (UL)

UL 2818 (2022) GREENGUARD Certification Program
For Chem cal Emi ssions For Building
Mat erial s, Finishes And Furni shings

2 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng subnittal

items in the text, to reflect only the subnmttals
required for the project. The CGuide Specification
techni cal editors have classified those itens that
requi re Government approval, due to their conplexity
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or criticality, with a "G" GCenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident Ofice; and "PO'" for Project Ofice. Codes
following the "G typically are not used for Navy
and Air Force projects.

The "S" classification indicates subnmittals required
as proof of conpliance for sustainability Quiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCCEDURES.

Choose the first bracketed itemfor Navy and Air

Force projects, or choose the second bracketed item
for Arny projects.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Covernment approval is required for submttals with a "G' or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Government.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:
SD- 03 Product Data
Har dwood Par quet Fl oori ng
SD- 04 Sanpl es
Har dwood Par quet Fl oori ng
SD-07 Certificates
Certified Sustainably Harvested Hardwood Parquet Flooring; S
I ndoor Air Quality for Hardwood Parquet Flooring; S
I ndoor Air Quality for Priner; S
I ndoor Air Quality for Adhesive; S
SD- 08 Manufacturer's Instructions

Accessories and Supporting Materials

Adhesi ve
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Fi ni sh

Prenol ded Cork Strips

Pol yur et hane Coati ng

Wax Fi ni sh
SD-10 Operation and Mai ntenance Data

Flooring Materials; ¢, [ 11
SD-11 Cl oseout Submittals

Warranty

1.3  CERTI FI CATI ONS
R I S Sk S S I R S I

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Sust ai nably Harvested Whod is a product which cones
froma third-party Forestry Certification Program
and thus carries certain characteristics: 1)
Protection of biodiversity, species at risk and
wi I dlife habitat, sustainable harvest |evels,
protection of water quality, and pronpt regeneration
(e.g., replanting and reforestation); 2) Third-party
certification audits performed by accredited
certification bodies; 3) Publicly avail abl e
certification audit summaries; 4) Milti-stakehol der
i nvol venent in a standards devel opment process; 5)
Conpl ai nts and appeal s process.

Verify suitability, availability within the region
cost effectiveness and adequate conpetition before
speci fyi ng these sustai nably harvested wood
certifications - if these conditions are verified
for the project locale, include the follow ng
section. For projects pursuing LEED, delete
certifications other than FSC, for all other
projects pursuing third-party certification allow
the entire list of third party certifications.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

[1.3.1 Certified Sustainably Harvested Wod

Provi de wood certified as sustainably harvested by FSC STD 01 001[,

ATFS STANDARDS, CSA Z809-08, SFI 2015-2019, or other third party program
certified by PEFC ST 2002: 2013]. Provide a letter of Certification of
Sust ai nabl y Harvested Wod signed by the wood supplier. ldentify
certifying organization and their third party program nane and indicate
conpliance with chain-of-custody programrequirenents. Subnit sustainable
wood certification data; identify each certified product on a line item
basis. Submit copies of invoices bearing certification nunbers.

1]1.3.2 Indoor Air Quality Certifications

Submit required indoor air quality certifications in one submttal package.
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NOTE: Include this subpart requiring | ow VOC
content products when product will be located in

offices or classroons
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

[1.3.2.1 Fl oor Covering Materials

Provi de hardwood parquet flooring product certified to neet indoor air
quality requirenments by FLOORSCORE, UL 2818 (GreenCuard) Gold, SCS d oba
Servi ces I ndoor Advantage Gold or provide certification or validation by
other third-party programthat products neet the requirenents of this
Section. Provide current product certification docunentation from
certification body. VWhen product does not have certification, provide
validation that product neets the indoor air quality product requirenents
cited herein.

11.3.2.2 Pai nts and Coati ngs

1

Provide primer product certified to neet indoor air quality requirenents
by UL 2818 (Greenguard) CGold, SCS G obal Services |Indoor Advantage Gold or
provide certification or validation by other third-party programthat
products nmeet the requirenments of this Section. Provide current product
certification docunentation fromcertification body. Wen product does
not have certification, provide validation that product neets the indoor
air quality product requirements cited herein

.3.2.3 Adhesi ves and Seal ants

Provi de products certified to nmeet indoor air quality requirenents by
UL 2818 (Greenguard) Gold, SCS d obal Services |Indoor Advantage Gold or
provide certification or validation by other third-party programthat
products nmeet the requirenments of this Section. Provide current product
certification docunmentation fromcertification body. Wen product does
not have certification, provide validation that product neets the indoor
air quality product requirenments cited herein

.4 DELI VERY, STORAGE, AND HANDLI NG

Deliver materials to the building site in original, unopened packages,
bundl es, or containers. Protect materials agai nst danpness during

shi prent and after delivery. Store nmaterials under cover in a wel
ventilated buil ding where naterials will not be exposed to extrenme changes
of temperature and humidity. Do not store materials in buildings under
construction until all wet-applied building materials are dry. Do not
open packages, bundles, or containers until the flooring is to be
installed. Renove rejected material from Government property. Keep
material s wapped and separated from of f-gassing materials, such as paints
and adhesives. Do not use naterials that have visible noisture or

bi ol ogi cal grow h.

5 ENVI RONVENTAL REQUI REMENTS

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

NOTE: Control of tenperature and humidity prior to
laying flooring is necessary to prevent buckling and
cupping. Since climatic conditions vary due to
geogr aphi cal | ocation and the trend is toward
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natural ventilation for energy conservation, it is
i nperative to check with flooring nanufacturer and
local installers to determ ne correct tenperature
and humidity ranges for the project area.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Store the parquet flooring in the building or space where the parquet
flooring is to be laid for a m nimum of 3 days to all ow absorbed noi sture
to evaporate. Separate the wood parquet so that all pieces are exposed to
the air during this 3-day period to allow uniformacclimtion. Miintain

the tenperature of the building or space between [21 and 10] [] ] and
[ ]] degrees C [70 and 50] [] ] and [ ]] degrees F, and
maintain the relative humdity between [30 and 65] [][ ] and [ 11

percent. Mintain the preceding tenmperatures and hum dity conditions
t hroughout the installation period.

1.6 SCHEDULI NG

Schedul e parquet flooring work after conpletion of any other work which
woul d raise the noisture content of the flooring or damage the fini shed
surface of the flooring. See PART 3 for additional scheduling

requi renents.

1.7 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
ext end beyond a one-year period.

PART 2 PRODUCTS

2.1 FLOORI NG MATERI ALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select the type of flooring to be used on the
appropriate project design requirenents,
availability, and relative cost. The nethod of
specifying the pattern is optional, but the "file
sanpl e" is recommended for projects for which the
design is sensitive

Acrylic inpregnated hardwood fl oors are recomended
for comercial type facilities. Prefinished

uret hane and stain/wax prefinishes are nornally for
residential or |ight comrercial usage.

Choice of critical radiant flux level as it applies
to building type and area of application will be
made in accordance with the |latest edition of UFC
3-600-01 or NFPA 101. \herever the use of Cass |
(0.22 watts) finish is required, Cass | (0.45
watts) will be permtted.

Critical radiant flux will be a mni num average of
0.45 watts when used in corridors in bachel or
enlisted quarters, bachelor officer quarters,
hospital, child care centers, tenporary | odging
facilities, and new construction detention and
correctional facilities. Generally the critica
radiant flux will be a mnimmof 0.22 for corridors
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of other type facilities. \Were an approved
automatic sprinkler systemis installed, Cass |
interior floor finish may be used where C ass |
floor finish is required, and where Class Il is
required, no critical radiant flux rating is
required. OQmt sentence if not applicable.

Use certified sustainably harvested wood where
suitable for application and cost effective. Verify
availability within the region, cost effectiveness,
and adequate conpetition before specifying this
certification.

Include | ast bracketed sentences requiring
certification for indoor air quality when product
will be located in offices or classroons.

In termte-prone areas, wood should be ternite
treated. Verify with nanufacturers on availability

and effect on finishes.
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

Provi de hardwood parquet flooring conformng to NOFVMA G ading Rules. [The
flooring nust natch the color and pattern of the sanmple on file at the
office of the Contracting Officer.] [Pattern nust be [ ] [as
i ndicated].] Hardwood flooring in corridors and exits must have a m ni num
average critical radiant flux of [0.22] [0.45] watts per square centinmeter
when tested in accordance with ASTM E648. Provide wood products with no
added urea-formal dehyde resins. Subnit manufacturer's descriptive data,
docunent ati on stating physical characteristics and flane resistance,
installation instructions and [two] [ ] sanples of each type of
parquet flooring. Provide sanples, mnimmr 300 x 300 nmr 12 x 12 inches.
Submit statenent fromthe manufacturer attesting that the materials neet
the specified requirements. The statenent nust be dated after the award
of the contract, stating the Contractor's nanme and address, show ng the
nane of the project and | ocation, and listing the specific requirenents
being certified. Submt Data Package 1 in accordance with Section 01 78 23
OPERATI ON AND MAI NTENANCE DATA.[ Provide a product treated for
resistance to termte damage.] [Provide certified sustainably harvested
har dwood parquet flooring.]][

Product nust neet enissions requirenents of CDPH SECTI ON 01350. Provide
certification or validation of indoor air quality for hardwood parquet
flooring.]

.11 Lam nated Bl ock Fl ooring

EE R I R R S R I R I R I R S R R R R R S R I R I R I R R S R S R R R S

NOTE: The species are listed in descending order of
wear resistance and hardness. Limt the species,
based on quality required and conpatibility with
color desired or selected for the file sanple. Size
of units will depend on pattern sel ected and shoul d
be stated.

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

HPVA EF, plain face, factory finished. Fabricate face veneer of each
bl ock from[hard maple,] [red oak,] [white oak,] [birch,] [ash,] [beech,]
[wal nut,] [or] [cherry]. Provide [ ] mr inches by | ] mr inches
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flooring units.

2.1.2 Sl at Bl ock Flooring

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The species are listed in descending order of
wear resistance and hardness. Limt the species,
based on quality required and conpatibility with
color desired or selected for the file sanple. Size
of units will depend on pattern sel ected and shoul d
be st at ed.

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

APA E30, unfinished, Select and Better Grade, fabricated from|[hard
mapl e,] [teak,] [red oak,] [white oak,] [ash,] [walnut,] [or] [cherry].
Provide finishing at the site as specified herein. Provide [ ] m
i nches by [ ] mminches flooring units.

2.1.3 Solid Block Flooring
2.1.3.1 Gradi ng

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The species are listed in descending order of
wear resistance and hardness. Limt the species,
based on quality required and conpatibility with
color desired or selected for the file sanple. Size
of units will depend on pattern sel ected and shoul d
be st at ed.

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

[[Red oak] [or] [white oak] fabricated into [prime] [Standard and Better]]
[or] [[hard maple,] [beech,] [or] [birch] fabricated into [First] [Second
and Better]] Grade blocks, free fromdefects and di scolorations. G ade

bl ocks in accordance with the rules of the association governing the
gradi ng of the species used.

2.1.3.2 Construction

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Quarter-sawn oak and edge-grain nmaple wear
better, but the plain-sawn and flat-grain cuts are
adequat e and shoul d be all owed for nopst projects.

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

[ Cak nust be quarter-sawn [or plain-sawn].] [Mple nust be edge-grain [or
flat-grain].] Fasten the strips conposing each bl ock together tightly in
a manner that will maintain the integrity of the block. Each block mnust
have a standard fl ooring tongue or correspondi ng natching grooves on each
of the four edges, so arranged that the blocks can be laid in the
conventional checkerboard pattern with the strips of each block at right
angles to the strips of the adjacent blocks. The back of each strip in
the bl ock may be flat or channeled. Face edges of blocks nust not be
bevel ed.

2.1.3.3 Di mensi ons

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: \When red or white oak is specified, specify
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tol erances of plus or mnus 0.80 mr 1/32 inch in
I ength and plus or minus 0.40 mm 1/64 inch in
wi dt h. Wen ot her species are specified, use first

bracket ed phrase.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Bl ocks nust be 228.6 mr 9 inches square [plus or mnus 0.40 nmr 1/64 inch
in length and width] [plus or minus0.80 mv 1/32 inch in length and plus or
m nus 0.40 mr 1/64 inch in width] and rmust be not |ess than 19 mr 3/4-inch
thick. The length of the face diagonals of each bl ock must be within 0.80
mr 1/ 32 inch to ensure squareness.

.1.3.4 Misture Content
Not less than 5 percent or nore than 12 percent at time of shipment.
.1.3.5 Fi ni sh

[Apply finish at the factory.] [Ship flooring to the site with a snmooth
surface without applied finish. Provide finish specified herein at the
site.]

1.4 Prenol ded Cork Strips

Cork strips nust be the sane depth as the flooring and of width
recommended by fl ooring manuf acturer

. 1.5 Accessories and Supporting Materials

Submit nmanufacturer's safety data sheets for adhesives, finishes, and
other materials which may be considered hazardous because of toxicity,
flammability, VOC's, or reactivity.

.1.5.1 Wax Fini sh

As recomended by fl ooring manufacturer
.1.5.2 Asphalt Saturated Felt

ASTM D226/ D226.

.1.5.3 Adhesive

Wat er proof, suitable for use with [subflooring] [underlaynment] used, and
as reconmended by flooring manufacturer. Provide non-aerosol adhesive
products used on the interior of the building (defined as inside of the
weat her proofing systen) that are certified to meet either em ssions

requi renents of CDPH SECTION 01350 (limt requirenents for either office
or classroom spaces regardl ess of space type) or VOC content requirenents
of SCAQWD Rul e 1168. Provide certification or validation of indoor air
quality for adhesive.

.1.5.4 Pri mer

Provi de prinmer recommended by flooring nanufacturer. Provide priner
product certified to nmeet either em ssions requirenents of

CDPH SECTI ON 01350 (limt requirenents for either office or classroom
spaces regardl ess of space type) or VOC content requirenents of
SCAQVD Rul e 1113. Provide certificationor validation of Indoor Air
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Quality for Priner.
2.1.5.5 Shoe Mol ds

[Hard maple,] [red oak,] [white oak,] [ash,] [beech,] [birch,] [wal nut,]
[or] [cherry]. Shape and size as indicated. Prefinish shoe nolds to
mat ch fl oori ng.

2.2 FLOORI NG SYSTEMS

Rk Ik kR IR Rk O kO e S S R ARk Rk R R R e I O O R SRR I b S R R

NOTE: Select flooring systemto be used.

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

2.2.1 Fl oori ng on Concrete Sl abs

The system consists of the application of block flooring on concrete slabs
by nmeans of adhesive.

2.2.2 Fl oori ng on [ Subfl ooring] [Underlaynment]

The system consists of the application of block flooring on [subflooring]
[underl ayment]. The provision of [subflooring] [underlaynent] is
specified in Section | ]. The application of block flooring nmust be
by means of [nails] [adhesive].

PART 3 EXECUTI ON

3.1 PREPARATI ON OF SURFACES
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NOTE: If flooring is to be applied on
sl ab- on-ground construction, site grading and
drai nage shoul d be such that water will not coll ect
under slab. A polyethyl ene vapor barrier of not
less than 0.15 mm 6 mils thick and at |east 150 nm 6
i nches of porous fill consisting of clean, washed
gravel graded from 19 to 38 mr 3/4 inch to 1-1/2 inch
sizes should be specified in Division 3. A
single-ply, asphalt-saturated felt or 0.15 nmr 6 m |
pol yethyl ene filmset in asphalt may be applied to
top of slab if acceptable to flooring manufacturer
Add to this paragraph, if warranted.
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3.1.1 Concrete Sl abs

Do not install flooring on surfaces that are unsuitable for proper
installation. Before work is begun, correct defects such as rough or
scaling concrete, |ow spots and hi gh spots, uneven surfaces, and al
damaged portions of concrete slabs. |If concrete curing conpounds or
surface seal ers have been applied to the concrete slabs, renove the
conpounds and sealers fromthe slabs by an approved nmet hod. Concrete

sl abs nust be level [within tolerance specified in the Section 03 30 00
CAST-1 N- PLACE CONCRETE] [within a tolerance of 2 nmneter 0.25 inch per 10
feet.]
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3.1.2 [ Under |l ayment] [ Subfl oori ng]

Repai r damaged portions, and replace defective boards with sound boards;
renail |oose or warped boards, and drive protruding or |oose nails flush.

3.1.3 Adhesi ve- Appl i ed Wbod Fl ooring on Concrete Sl ab

Clean concrete floor slabs that are to receive flooring. Renove spots of
[paint,] [plaster,] [masonry droppings,] grease, dirt, and other foreign
matter.

3.1. 4 Nai | ed Whbod Fl ooring on [ Subflooring] [Underlaynent]

Cover [subflooring] [underlaynent] over which nailed wood flooring is to
be laid with a | ayer of asphalt saturated felt. Lap all edges at |east 50
mr 2 inches.

3.1.5 Adhesi ve- Appl i ed Wbod Fl ooring on [ Subfl ooring] [Underlaynent]

Prepare [subflooring] [underlaynent] in accordance with the printed
i nstructions of the flooring manufacturer

3.2 | NSTALLATI ON

Do not install flooring until other work that m ght cause damage to
flooring has been conpleted, until all wet work is conpleted and has cured
for [14] [ ] days, and until exterior openings are closed. Cure new
concrete slabs to receive flooring a mni num of 60-days before application
of flooring. Performflooring installation, including sanding and
finishing, in conformance with manufacturer's printed instructions.
Provi de nechani cal ventilation of area receiving flooring as required to
mai ntai n concentrations of toxic gases and expl osive vapors bel ow

perm ssible | evel s.

Do not install building construction materials that show visual evidence
of bi ol ogi cal growth.

3.2.1 Fl oori ng on Concrete Sl abs

Apply bl ock flooring on concrete slabs in accordance with the flooring
manuf acturer's printed instructions.

3.2.2 Fl oori ng on [ Subfl ooring] [Underlaynment]
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NOTE: Wbod or plywood subfl ooring or hardboard
under | aynment shoul d be specified in Section 06 10 00
ROUGH CARPENTRY of the project specifications.
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[In appl ying wood bl ocks with nails, lay blocks with close joints when
nailing to [subflooring] [underlaynent]. Drive blocks firmy together

and blind-nail each block.] [In applying block flooring with an adhesi ve,
use the materials and follow the nethods stipulated in the manufacturer's
printed instructions.]

3.2.3 Expansi on Spaces

Provi de expansi on spaces at walls and partitions. Size expansion spaces
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as reconmended by flooring manufacturer. |Install prenolded cork strips in
expansi on spaces in accordance with flooring manufacturer's directions.

[3.2.4 Shoe Mol ds

Nai | shoe nolds to baseboards. [Baseboards are specified in Section

[ 1.]

13.3 SANDI NG AND FI NI SHI NG [ SLAT] [SOLI D] BLOCK FLOORI NG

3.
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NOTE: Coordi nate these requirenents with Section
09 90 00 PAI NTS AND COATI NGS of the project
speci fications.

If prefinished flooring is used, delete this
par agr aph.
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3.1 Sandi ng

Sand and buff floors to snooth and | evel surface, free of sanding marks
and in proper condition to receive the finish specified. After fina
sandi ng and buffing, vacuumor tack floors in accordance with finish
manuf acturer's recommendati ons. Wpe off foot marks.

. 3.2 Fi ni shi ng

After final sanding and buffing have been conpleted, apply two coats of
finish; use polyurethane coating recomended by fl ooring manufacturer for
type and specie of wood flooring specified. Wen floors are dry, apply
two coats of wax, unless otherw se recommended in witing by nanufacturer
of flooring. Spread at rate of 0.07 L/10 square neters one gallon per
1,500 square feet. Wthin 15 to 30 minutes after wax application, polish
floors with weighted floor brush or electric polisher

.4 PROTECTI ON

After conpletion of laying [and the finishing and drying] of floors, cover
flooring i mMmediately with nonstaining kraft building paper. Lap and tape
edges of paper. At project conpletion and acceptance, carefully take up
and renove the protective paper.

-- End of Section --
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