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SECTI ON 01 45 35

SPECI AL | NSPECTI ONS
05/ 24

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification covers the
requi renents for special inspections where required
by UFC 3-301-01.

Adhere to UFC 1-300-02 Unified Facilities CGuide
Speci fications (UFGS) Format Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenments by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate informtion.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification includes tailoring
for DESI G\N-BI D-BUI LD, DESI GN-BUI LD, ARMY and NAVY
projects. Wiuere an Editor's Note states a paragraph
is tailored for a Service or project type, the
content of the paragraph, or a portion of the

par agraph, is suited specifically to be included

only for that Service or project type.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

PART 1 GENERAL

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This guide specification is applicable to
both new structures and rehabilitati on of existing
structures designed according to UFC 3-301-01
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STRUCTURAL ENG NEERI NG

In addition to the required Special |nspections, a
regi stered desi gn professional nust perform
"structural observations" during construction where
required by UFC 3-301-01 or UFC 3-301-02. All
observed deficiencies will be inmrediately reported
to the Contracting Oficer. The registered design
pr of essi onal perform ng these observations nmust be a
representative of the Structural Engineer of Record
(SER) for the structure being constructed.

Structural observations are required for the
foll owi ng project conditions according to the
rel evant UFCs and | CC | BC Chapter 17:

1) The structure is classified as Ri sk Category
[, 1V, or Vin accordance with Table 2-2 of UFC
3-301-01.

2) The structure is a high-rise building, which is
defined in the 2024 IBC as a building with an
occupi ed fl oor or occupied roof |ocated nore than
22860 mr 75 feet above the | owest level of fire
department vehicl e access.

3) The structure is assigned to Seism c Design
Category E, and is greater than two stories above
t he grade pl ane.

4) \Were specifically required by the Engi neer of
Record responsible for the structural design. This
is recomended for |arge-magnitude or critica
projects where additional quality control is
war r ant ed.

5) Where specifically required by the Authority
Havi ng Juri sdicti on.

For Design-Build projects, the Structural Engi neer
on the Prime Contractor's Design Teamw ||l serve as
the Structural Engineer of Record (SER) and provide
Structural Cbservations. For Design-Bid-Build
projects, the Structural Engineer of Record (SER) of
the project or a representative of the SER will
performthe Structural Observations.

Speci al | nspections are mninum Quality Assurance
requirenents that are in addition to Structura
observations and Contractor Quality Control

requi renents defined in Section 01 45 00 QUALITY
CONTROL.

The requirenents for Special Inspections, the
special inspector, and related testing will be used
where required by UFC 3-301-01 and UFC 4-023-03.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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1.1 REFERENCES

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci fication when you choose to reconcile

references in the publish print process.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.
AMERI CAN SOCI ETY OF ClVIL ENG NEERS ( ASCE)
ASCE 7-22 (2022; Supp 1 2023; Supp 2 2023) M ni mum
Desi gn Loads and Associated Criteria for
Bui | di ngs and Ot her Structures
| NTERNATI ONAL CODE COUNCI L (1 CC)
I CC IBC (2024) International Building Code

U S. DEPARTMENT OF DEFENSE ( DOD)

UFC 3-301-01 (2023; with Change 1, 2023) Structura
Engi neeri ng

UFC 3-301-02 (2023) Design of Risk Category V
Structures, National Strategic Mlitary
Asset s

1.2 GENERAL REQUI REMENTS

Perform Speci al I nspections in accordance with the Statenment of Speci al

I nspections, Schedul e of Special |nspections, Chapter 17 of | CC |IBC, and
UFC 3-301-01. The Statement of Special |nspections and Schedul e of
Speci al I nspections are included as an attachment to this specification
Speci al I nspections are to be perfornmed by an independent third party and
are intended to ensure that the work of the Prine Contractor is in
accordance with the Contract Docunents and applicabl e buil ding codes.
Speci al inspections do not take the place of the three phases of control

i nspections perforned by the Contractor's QC Manager or any testing and

i nspections required by other sections of the specifications.
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[ Structural observations will be perfornmed by the Structural Engi neer of
Record (SER). The Contractor must provide notification to the Contracting
O ficer and Structural Engi neer of Record (SER) 14 days prior to the
foll owi ng points of construction to allow for structural observation

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

NOTE: Define the points in construction that

structural observations need to occur
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

]11.3 DEFI NI TI ONS
1.3.1 Conti nuous Speci al | nspections

Cont i nuous Special Inspections is the constant nmonitoring of specific
tasks by a special inspector. These inspections nmust be carried out
continuously over the duration of the particul ar tasks.

1.3.2 Perform

Performthese tasks for each weld, fastener or bolted connection, and
noted required verification

1.3.3 Cbserve

observe these itens randomy during the course of each work day to insure
that applicable requirements are being net. bserve these Speci al

I nspections items on a periodic daily basis. Operations need not be

del ayed pendi ng these inspections.

1.3.4 Speci al | nspector (SI)
A qualified person retained by the Contractor and approved by the
Contracting Oficer as having the conpetence necessary to inspect a
particul ar type of construction requiring Special Inspections. The Sl
nmust be an i ndependent third party hired directly by the Prime Contractor
1.3.5 Associ ate Speci al I nspector (ASl)
A qualified person who assists the SI in perform ng Special Inspections
but who nmust performinspection under the direct supervision of the SI and
who cannot performinspections without the SI on site.
1.3.6 Third Party

A Speci al inspector rmust not be an enpl oyee of the Contractor or of any
Sub- Contractor performng the work to be inspected.

[1.3.7 Speci al | nspector of Record (SIOR

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The Special |nspector of Record is required
for the followi ng project conditions in accordance
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11.3.8

1.

with UFC 3-301-01:

1) The structure is classified as a R sk Category
[, 1v, or W

2) The structure is a high-rise building, which is
defined in the 2024 IBC as a building with an
occupi ed fl oor or occupied roof |ocated nore than
22860 mr 75 ft above the | owest level of fire
department vehicl e access.

3) The structure is assigned to Seismc Design
Category E, and is greater than two stories above
t he grade pl ane.

4) \Were specifically required by the Engi neer of
Record responsible for the structural design. This
is recomended for |arge-magnitude or critical
projects where additional quality control is
war r ant ed.

5) \Where specifically required by the Authority
Havi ng Juri sdicti on.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

A licensed professional engineer in responsible charge of supervision of
al |

speci al inspectors for the project and approved by the Contracting
Oficer.

The SI OR nust be an i ndependent third-party entity hired

directly by the Prime Contractor.

Contracting Oficer

The Government official having overall authority for admnistrative
contracting actions. Certain contracting actions may be del egated to the
Contracting O ficer's Representative (COR).

3.

9

Quality Control (QC) Manager

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: For Design-Bid-Build projects, include
Section 01 45 00 QUALITY CONTROL for Army and Navy
proj ects.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

An individual retained by the Prime Contractor and qualified in accordance

with the Section 01 45 00 QUALITY CONTROL having the overall
responsibility for the Contractor's QC organization.

1.3.10 Structural Engi neer of Record (SER)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The foll owi ng paragraph includes tailoring
for DESI G\N-BI D-BU LD and DESI G\N-BUI LD projects. For
Desi gn-Bi d-Buil d projects, select either "enpl oyed
by the Governnent" or "contracted by the Gover nnent
as an A/E" based on how these services are being
contracted for the project. For Design-Build
projects, select "retained by the Prime Contractor".

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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A regi stered design professional|[ enployed by the Governnent][ contracted
by the Governnent as an A/E] retained by the Prinme Contractor responsible
for the overall design and review of submttal docunents prepared by
others. The SER is registered or licensed to practice their respective
desi gn profession as defined by the statutory requirenments of the
professional registration laws in the state in which the design

prof essional works. The SER is also referred to as the Engi neer of Record
(EOR) in design docunents.

1.3.11 St atement of Special |nspections (SSI)

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

NOTE: The Statement of Special |nspections will be
devel oped by the SER and nust cover the follow ng
items:

1) List of the Architectural Components that are
part of the Designated Seisnic System
a. These components are in or attached to a Risk
Category IV or V structure and are needed
for continued operation of the facility or
their failure could inmpair the continued
operation of the facility.

2) List of the Mechanical Conponents that are

part of the Designated Seisnic System

a. For Seismic Design Category C or Risk
Category V, list the follow ng:

i. Heating, ventilation and air-conditioning
(HVYAC) ductwork contai ni ng hazardous
mat eri al s and anchorage of such ductwork
ii. Piping systens and nechanical units
cont ai ni ng fl ammabl e, conbustible or
highly toxic material s.

b. For Seismic Design Category D, E, or F or Risk
Category V list nechani cal conponents that
neet one of the follow ng:

i. Life safety components required to
function after an earthquake
ii. Components that contain hazardous content
iii. Al components in an essential facility
needed for continued operation after an
ear t hquake

3) List of the Electrical Conmponents that are

part of the Designated Seismc System

a. For Seismic Design Category C or Risk
Category V list the foll ow ng:

i. Anchorage of electrical equipnment used for
ener gency or standby power systens.

b. For Seismic Design Category D, E, or F list
el ectrical components that neet one of the
fol | owi ng:

i. Life safety components required to
function after an earthquake
ii. Conmponents that contain hazardous content
iii. Al components in an essential facility
needed for continued operation after an
ear t hquake
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4) Define the periodic wal k-down inspections
requi red by UFC 3-301-01 or UFC 3-301-02.

The Statenent of Special |nspections and the
Schedul e of Special Inspections nust be included as
an attachnent to this specification

EE R R R S I R I R I R I R S R R R R O S R R I R R R S R R R R O

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: A tenmplate for the Statenent of Special

I nspections can be found on the Wol e Building

Desi gn Gui de website at www wbdg. org/ffc/dod/
unified-facilities-guide-specifications-ufgs/ufgs-01-45-35

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

A docunent devel oped by the SER identifying the materials, systens,
conponents and work required to have Special |nspections. This statenent
is included at the end of this specification

1.3.12 Schedul e of Special Inspections (SSI)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: A tenplate for the Schedul e of Speci al

I nspections can be found on the Wol e Building

Desi gn Gui de website at www wbdg. org/ffc/dod/

uni fied-facilities-guide-specifications-ufgs/ufgs-01-45-35

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

A schedul e which lists each of the required Special Inspections, the
extent to which each Special Inspectionis to be performed, and the
requi red frequency for each in accordance with | CC | BC Chapter 17. This
schedul e is included at the end of this specification

[1.3.13 Desi gnhat ed Sei sm c Systens (DSS)

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: Include this paragraph where Designated
Seism c Systens are required in accordance with UFCs
3-301-01 and 3-301-02 (as applicable) and are
identified in the Statenent of Special Inspections.

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

Those nonstructural conponents that require design in accordance with
ASCE 7-22 Chapter 13 and for which the conmponent inportance factor, Ip, is
greater than 1.0. This designation applies to systens that are required
to be operational follow ng the Design Earthquake for RC | - IV structures
and following the MCER for RC V structures. Al systens in RCV
facilities designated as MC-1 in accordance with UFC 3-301-02 are

consi dered part of the Designated Seism c Systens.

11.3.14 Def i nabl e Feature of Wrk (DFOW

An inspection group that is separate and distinct from other inspection
groups, having inspection requirenents or inspectors that are unique.

1.4 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng submttal
items in the text, to reflect only the submttals
required for the project. The CGuide Specification
technical editors have classified those itens that
requi re Governnent approval, due to their conplexity
or criticality, with a "G" GCenerally, other
submttal items can be reviewed by the Contractor's
Quality Control System Only add a "G' to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates subnmittals required
as proof of conpliance for sustainability Guiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PROCEDURES.

Choose the first bracketed itemfor Navy and Air
Force projects, or choose the second bracketed item
for Arny projects.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

R R I R R I R R I I R R R R R R I R R I R R R R R I R R I O

NOTE: For Navy Design-Build projects, delete
Section 01 33 00 SUBM TTAL PROCEDURES, and repl ace
with UFGS 01 33 00.05 20 CONSTRUCTI ON SUBM TTAL
PROCEDURES and UFGS 01 33 10.05 20 DESI GN SUBM TTAL
PROCEDURES.

R R R I R I R R I R I R R R R I R I R R R R R R I R I R O O

Covernment approval is required for submittals with a "G or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Governnment.] Subnit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

NOTE: For projects in the NAVFAC PAC Area of
Qperation, the submttal (s) identified as SD-01
Preconstruction Submittal for this specification
section, select the "G' designation requiring
Gover nnent approval .
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EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

SIOR Letter of Acceptance; C[, [ 11
Speci al | nspections Project Manual; ¢, [ 11

Speci al | nspections Agency's Witten NDT Practices with nethod and
evi dence of regul ar equi pnent calibration where applicable

SD-06 Test Reports
Speci al | nspection Daily Reports
Speci al | nspection Biweekly Reports

SD-07 Certificates

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: The followi ng certifications are required.

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

Al SC Certified Steel Fabricator

Steel Truss Plant Quality Assurance Program

Wbod Truss Plant Quality Assurance Program

ACA72 Accreditation

Precast Concrete Institute (PCl) Certified Plant
Certificate of Conpliance

Speci al I nspector of Record Qualifications; ¢, |
Speci al | nspector Qualifications; C[, |
Qualification Records for Nondestructive Testing Technicians

SD- 11 Cl oseout Submttals

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

NOTE: Include this submttal for |arge conpl ex

proj ects.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

InterimReport of Special Inspections fromeach DFON C[, [ 11
Conprehensive Final Report of Special Inspections; C, [ 11

Fi nal Report of Structural Cbservations where required; ([,

1.5 SPECI AL | NSPECTOR QUALI FI CATI ONS

EE R R R S R R I R R I R S R R R R S R R I R I R R S R R R R O

NOTE: The foll owi ng paragraphs and subparagraphs
i ncl ude special inspector qualification requirenents
for a variety of building or site conmponents. Not
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all conmponents are included on every project.

Del ete building or site conponent paragraphs and
correspondi ng subm ttal requirements where they are
not applicable on a particular project. In order to
qualify as a Special |Inspector or Special |nspector
of Record, one can either subnit the certifications
listed bel ow or equivalent alternate certification
as approved by the Contracting Oficer

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Submit qualifications for each special inspector[ and the specia
i nspector of record] according to the follow ng certification
requi renents. The CGovernnent will consider alternate equival ent
certification upon request. Wthout witten acceptance deviations to the
followi ng qualifications are not approved.

1.5.1 Steel Construction and High Strength Bolting

1.5.1.1 Speci al | nspector

a. |ICC Structural Steel and Bolting Special Inspector certificate with
one year of related experience, or

b. Registered Professional Engineer with 3 years of related experience
1.5.1.2 Associ ate Speci al I nspector

Engi neer-1n-Training with one year of related experience.
1.5.2 Wel di ng Structural Stee

1.5.2.1 Speci al | nspector

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: For highly conplex steel projects use only
AWS Certified Welding I nspectors.

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

a. |ICC Structural Welding Special Inspector certificate with one year of
rel ated experience, or

b. AW Certified Wl ding Inspector
1.5.2.2 Associ ate Speci al I nspector

AWS Certified Associate Wl di ng | nspector
1.5.3 Nondestructive Testing of Welds
1.5.3.1 Speci al | nspector

NDT Level I11 Certificate
1.5.3.2 Associ ate Speci al | nspector

NDT Level 11 Certificate plus one year of related experience
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C.

. 5.

.4

4.

4.

Cold Forned Steel Fram ng
1 Speci al | nspector

| CC Structural Steel and Bolting Special |Inspector certificate with
one year of related experience, or

| CC Conmmercial Building Inspector with one year of experience, or
Regi st ered Prof essional Engineer with 3 years rel ated experience

2 Associ ate Speci al | nspector

Engi neer-1n-Training with one year of related experience.

. 5.

. 5.

a.

5

5.

Concrete Construction
1 Speci al | nspector

| CC Rei nforced Concrete Special Inspector Certificate with one year of
rel ated experience, or

ACl Concrete Construction Special Inspector, or

Regi st ered Professional Engineer with 3 years of related experience

.2 Associ at e Speci al I nspector

ACl Concrete Construction Special |nspector-in-Training, or
Engi neer-In-Training with one year of related experience

Prestressed Concrete Construction

.1 Speci al | nspector

| CC Prestressed Concrete Special |Inspector Certificate with one year
of rel ated experience, or

PCl Quality Control Technician/lnspector Level Il Certificate with one
year of related experience, or

Regi st ered Professional Engineer with 3 years of related experience

.2 Associ ate Speci al I nspector

PCl Quality Control Technician/lnspector Level | Certificate with one
year of related experience, or

Engi neer-In-Training with one year of related experience

Post -t ensi oned Concrete Construction

.1 Speci al | nspector

PTI Level 2 Unbonded PT |Inspector Certificate, or

Regi st ered Professional Engineer with 3 years of related experience
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1.5.7.2 Associ ate Speci al | nspector

a. PTI Level 1 Unbonded PT Inspector Certificate with one year of rel ated
experience, or

b. Engineer-In-Training with one year of related experience
1.5.8 Masonry Construction
1.5.8.1 Speci al | nspector

a. |ICC Structural Msonry Special Inspector Certificate with one year of
rel ated experience, or

b. Registered Professional Engineer with 3 years of related experience
1.5.8.2 Associ ate Speci al I nspector

Engi neer-1n-Training with one year of related experience.
1.5.9 Wbod
1.5.9.1 Speci al | nspector

a. |CC Comrercial Building Inspector Certificate with one year of rel ated
experi ence, or

b. ICC Residential Building Inspector with one year of experience, or

c. Registered Professional Engineer with 3 years of related experience
1.5.9.2 Associ ate Speci al I nspector

Engi neer-1n-Training with one year of related experience.

1.5.10 Verification of Site Soil Condition, Fill Placenent and
Load- Beari ng Requirenents

1.5.10.1 Speci al | nspector

a. |1CC Soils Special Inspector Certificate with one year of related
experi ence, or

b. National Institute for Certification in Engineering Technol ogi es
(NI CET) Soils Technician Level Il Certificate in Construction Mterial
Testing, or

c. GCeologist-In-Training with 3 years of rel ated experience, or

d. Registered Professional Engineer with 3 years of related experience

1.5.10.2 Associ ate Speci al I nspector

a. NI CET Soils Technician Level | Certificate in Construction Mteri al
Testing with one year of rel ated experience, or

b. Engineer-In-Training with one year of related experience
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.5.11 Deep Foundati ons

.5.11.1 Speci al | nspector

a. NCET Soils Technician Level |l Certificate in Construction Materi al

Testi ng,

or

b. GCeologist-In-Training with 3 years of rel ated experience, or

c. Registered Professional Engineer with 3 years of related experience

.5.11.2 Associ ate Speci al | nspector

a. NI CET Soils Technician Level | Certificate in Construction Mteri al
Testing with one year of rel ated experience, or

b. NI CET Geotechnical Engineering Technician Level | Construction or
Ceneralist Certificate with one year of related experience, or

c. Engineer-In-Training with one year of related experience

.5.12 Sprayed Fire-Resistive Mteri al

.5.12.1 Speci al | nspector

a. |CC Spray-applied Fireproofing Special Inspector Certificate, or

b. ICCFire Inspector | Certificate with one year of rel ated experience,

or

c. Registered Professional Engineer or Architect with rel ated experience

.5.12.2 Associ at e Speci al I nspector

Engi neer-1n-Training with one year of related experience

.5.13 I ntunmescent Fire-Resistive Coatings

.5.13.1 Speci al | nspector

a. |CC Spray-applied Fireproofing Special Inspector Certificate, or

b. ICCFire Inspector | Certificate with one year of rel ated experience,

or

c. Registered Professional Engineer or Architect with rel ated experience

.5.13.2 Associ ate Speci al I nspector

Engi neer-1n-Training with one year of rel ated experience.

.5.14 Exterior Insulation and Finish System (ElFS)

.5.14.1 Speci al | nspector

a. Association of the Wall and Ceiling Industry (AW ) EIFS I nspector
Certificate, or

b. Exterior

Design Institute Certificate, or
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c. Registered Professional Engineer or Architect with rel ated experience
1.5.14.2 Associ at e Speci al I nspector
Engi neer-1n-Training with one year of related experience.
1.5.15 Fi re- Resi stant Penetrations and Joints
1.5.15.1 Speci al | nspector
a. Passed the UL Firestop Examwith one year of rel ated experience, or
b. Passed the FM Firestop Examw th one year of related experience, or

c. Passed the International Firestop Council Examw th one year of
rel ated experience, or

d. Registered Professional Engineer with rel ated experience
1.5.15.2 Associ at e Speci al I nspector

Engi neer-1n-Training with one year of related experience.
1.5.16  Snoke Control
1.5.16.1 Speci al | nspector

a. Associated Air Bal ance Council (AABC) Technician Certification with
one year of related experience, or

b. Registered Professional Engineer with rel ated experience
1.5.16.2 Associ ate Speci al I nspector

Engi neer-1n-Training with one year of rel ated experience.
[1.5.17 Speci al | nspector of Record (SIOR

Regi st ered Professional Engineer with 5 years of rel ated experience.
]PART 2 PRODUCTS
2.1 SPECI AL | NSPECTI ON OF FABRI CATED | TEMS

Speci al I nspection of fabricator's work perforned in the fabricator's shop
is required to be inspected in accordance with the Statement of Speci al

I nspections and the Schedul e of Special I|nspections unless the fabricator
is certified by the approved agency to perform such work wi thout Special

I nspections. Subnmit the following[ certification][ certifications] to the
Contracting Officer for information to allow work performed in the
fabricator's shop to not be subjected to Special |nspections.

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

NOTE: The following certifications neet the
requi renents for fabricator approval in accordance
wi t h paragraph 1704.2.5.1 of |1BC

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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[ Al SC Certified Steel Fabricator

11 Truss Plate Institute (TPlI) steel truss plant quality assurance program
certification.

11 Truss Plate Institute (TPI) wood truss plant quality assurance progran
certification.

] Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: ACA72 Accreditation is the accreditation
criteria for inspection prograns for manufacturers
of nmetal building systens.

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

[ International Accreditation Service, ACA72 Accreditation

11 Precast Concrete Institute (PCl) Certified Plant, Group C - Conmercia
(Structural) Products

] At the conpletion of fabrication, submt a certificate of conpliance, to
be included with the conprehensive final report of Special I|Inspections,
stating that the materials supplied and work perfornmed by the fabricator
are in accordance with the construction docunents.

PART 3 EXECUTI ON
3.1 RESPONSI BI LI TI ES

[3.1.1 Speci al | nspector of Record

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Include this paragraph where the SIOR is
required.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

a. Supervise all Special |Inspectors required by the Contract Docunents
and the | BC

b. Submit an SIOR Letter of Acceptance to the Contracting O ficer
attesting to acceptance of the duties of SIOR, signed and seal ed by
the SIOR

c. Verify the qualifications of all of the Special |nspectors.

d. Verify the qualifications of fabricators.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Include the follow ng bracketed requirenents
when the structural design is required to foll ow
Al SC 341 for seisnmic design of steel structures.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[ e. Submit Special Inspection agency's witten NDT practices for the
noni toring and control of the agency's operations to include the
fol | owi ng:

(1) The agency's procedures for the selection and adninistration of

i nspecti on personnel, describing the training, experience and
exam nation requirenments for qualification and certification of
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]

h

i nspecti on personnel

(2) The agency's inspection procedures, including general inspection
material controls, and visual welding inspection

Submit Qualification Records for Nondestructive Testing Technicians
for nondestructive testing (NDT) technicians designated for the
pr oj ect.

Submit NDT procedures and equi prent calibration records for NDT to be
performed and equi pment to be used for the project.

Prepare a Special |nspections Project Manual, which nust cover the
fol | owi ng:

(1) Roles and responsibilities of the follow ng individuals during
Speci al Inspections: SIOR, SI, ASI, General Contractor's QC
Manager and SER

(2) Organizational chart or comunication plan, indicating |ines of
comuni cat i on.

(3) Contractor's internal plan for scheduling inspections. Address
itenms such as tineliness of inspection requests, whomto contact
for inspection requests, and availability of alternate inspectors.

(4) Indicate the Governnent reporting requirenments.

(5) Propose forns or tenplates to be used by SI and SIOR to documnent
i nspecti ons.

(6) Indicate procedures for tracking nonconform ng work and
verification that corrective work is conplete.

(7) Indicate howthe SIOR and SI will participate in weekly QC
neeti ngs.

(8) Indicate how Special Inspections of shop fabricated items will be
handl ed when the fabricator's shop is not certified in accordance
wi t h paragraph SPECI AL | NSPECTI ON OF FABRI CATED | TEMS

(9) Include a section in the manual that covers each specific item
requiring Special Inspections that is indicated on the Schedul e of
Speci al | nspections. Provide nanmes and qualifications of each
speci al inspector who will be perform ng the Special |nspections
for each specific item Provide details on how the Speci al
I nspections are to be carried out for each itemso that the
expectations are clear for the General Contractor and the
Subcontractor perforning the work.

Make a copy of the Special |nspections Project Manual avail able on the
job site during construction. Submt a copy of the Special
| nspections Project Manual for approval.

Attend coordi nati on and nutual understandi ng neeting where the
infornmation in the Special |nspections Project Manual will be revi ewed
to verify that all parties have a clear understanding of the Special

I nspection provisions and the individual duties and responsibilities
of each party.
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j. Maintain a 3-ring binder for the Special |Inspector's daily and specia
i nspection biweekly reports and the Special Inspections Project

Manual . This binder must be |l ocated in a conspicuous place in the
project trailer/office to allow review by the Contracting Oficer and
t he SER

k. Submit a copy of the Special Inspector's special inspection daily
reports to the QC Manager.

|. Discrepancies that are observed during Special |Inspections nmust be
reported to the QC Manager for correction. |If discrepancies are not
corrected before the Special |nspector |eaves the site, the observed
di screpanci es nmust be docunented in the daily report.

m Submit a biweekly Special Inspections report until all work requiring
Speci al I nspections is conplete. Areport is required for each
bi weekly period in which Special Inspection activity occurs; the
report nust include the follow ng:

(1) A brief summary of the work performed during the reporting tine
frame.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

NOTE: Include the bracketed portion of the
followi ng |line when there are nechani cal and
el ectrical components that are part of the

desi gnated seisnic system
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

(2) Changes from and di screpancies with the draw ngs, specifications|
and nechani cal or electrical conponent certification] that were
observed during the reporting period.

(3) Discrepancies which were resol ved or corrected.
(4) Alist of nonconforming itens requiring resolution

(5) Al applicable test results including nondestructive testing
reports.

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

NOTE: Include the follow ng subparagraph on | arge

conpl ex projects.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

n. At the conpletion of each Definable Feature of Wrk (DFON requiring
Speci al | nspections, submit an interimreport that docunents the
Speci al | nspections conpleted for that DFOW including corrections of
all discrepancies noted in the daily reports. Interimreports of
Speci al | nspections nust be signed and dated by the SIOR

0. At the conpletion of the project submt a conprehensive final report
of Special |nspections that documents the Special |nspections
conpl eted for the project including corrections of all discrepancies
noted in the daily reports. The conprehensive final report of Special
I nspections nmust be signed, dated and seal ed by the SIOR
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13.1.2 Quality Control Manager

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: I nclude the bracketed itens where there is no
SI OR

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

[ a. Supervise all Special Inspectors required by the Contract Docunents
and the | BC

b. Verify the qualifications of all the Special Inspectors.
c. Verify the qualifications of all fabricators.

d. Mintain a 3-ring binder for the Special Inspector's special
i nspection daily reports and special inspection biweekly reports.
Thi s binder must be | ocated in a conspicuous place in the project
trailer/office to allow review by the Contracting Oficer and the SER

] [a.][e.] Maintain a rework itens list that includes discrepanci es noted
on the Special Inspector's daily report.

3.1.3 Speci al | nspectors

a. Inspect all elenments of the project which the special inspector is
qualified to i nspect and which are identified in the Schedul e of
Speci al | nspecti ons.

b. Attend preparatory phase neetings related to the Definable Feature of
Work (DFOW which the Special |Inspector is qualified to inspect.

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

NOTE: I nclude subparagraphs "c" through "j" when
the SIOR is NOT required.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: I nclude subparagraphs "c" through "e"

requi renents when the structural design is required
to follow Al SC 341 for seisnmic design of stee
structures.

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

[ c. Submit Special Inspection agency's witten NDT practices for the
nmoni toring and control of the agency's operations, to include the
fol | owi ng:

(1) The agency's procedures for the selection and adninistration of
i nspection personnel, describing the training, experience and
exam nation requirements for qualification and certification of
i nspecti on personnel

(2) The agency's inspection procedures, including general inspection
material controls, and visual welding inspection

d. Submit Qualification Records for Nondestructive Testing Technicians

for nondestructive testing (NDT) technicians designated for the
proj ect.
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]

e. Subnit NDT procedures and equi pnment calibration records for NDT to be
perfornmed and equi pnment to be used for the project.

f. Submt a copy of the special inspection daily reports to the QC
Manager .

g. Report discrepancies that are observed during Special |nspections to
the QC Manager for correction. |If discrepancies are not corrected
bef ore the special inspector |eaves the site the observed
di screpanci es must be docunmented in the daily report.

h. Submt a biweekly Special |Inspection Report until all inspections are
conplete. Areport is required for each biweekly period in which
Speci al | nspections activity occurs, and nust include the follow ng:

(1) A brief summary of the work performed during the reporting tine
frame.

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

NOTE: Include the bracketed portion when there are
nmechani cal and el ectrical conponents that are part
of the designated seismc system

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

(2) Changes from and di screpancies with the draw ngs, specifications|
and nechani cal or electrical conponent certification] that were
observed during the reporting period.

(3) Discrepancies which were resol ved or corrected.
(4) Alist of nonconforming itens requiring resolution

(5) Al applicable test result, including nondestructive testing
reports.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O
NOTE: Include the follow ng subparagraph for |arge
conpl ex projects.

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

i. At the conpletion of each DFOWNrequiring Special |nspections, submt
an interimreport of Special |nspections that documents the Speci al
I nspections conpleted for that DFON Ildentify the inspector
responsi ble for each iteminspected and corrections of al
di screpancies noted in the daily reports. The interimreport of
Speci al | nspections nust be signed and dated and it mnust indicate the
certification of the Special |nspector qualifying themto conduct the
i nspection.

j. At the conpletion of the project, submt a conprehensive final report
of Special |nspections that documents the Special |nspections
conpl eted for the project and corrections of all discrepancies noted
in the daily reports. The conprehensive final report of Special
I nspections nmust be signed and dated and it must indicate the
certification of the Special |nspector qualifying themto conduct the
i nspection.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Include the follow ng requirenent when the
SIOR i s required.
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EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

[ k. Submt special inspection daily reports to the SIOR

1[3.1.4 Structural Engi neer of Record (SER)

EE R R R S I R R I I R I R R R R R I R S I R R R I R I R R R R R I R

NOTE: This paragraph is tailored for DESI G\BU LD
projects. |Include this paragraph on Design-Build
projects when the SER is retained by the Prine
Contractor.

EE R I R R S I R R I I R R I R I R I R R I R S I R I R I R I R R I R R R R R R R

a. Develop the Statenent of Special |nspections and the Schedul e of
Speci al I nspections as defined in Chapter 17 of ICC IBC. Submt the
Statement of Special |nspections and the Schedul e of Speci al
I nspections for approval by the Contracting O ficer

The Statenent of Special I|nspections nust include the follow ng
i nformation:

(1) List of Architectural Conponents that are part of the Designated
Seism c System

(2) List of Mechanical Conponents that are part of the Designated
Seism ¢ System

(3) List of the Electrical Conponents that are part of the Designated
Seism c System

(4) List of periodic wal k-down inspections required by UFC 3-301-01

(5) List of elenents that are part of the progressive coll apse
resisting system

Devel op Schedul e of Special Inspections using the tenplate |ocated on
t he Whol e Buil di ng Design Gui de website at: www. whdg. org/ffc/dod/
uni fied-facilities-guide-specifications-ufgs/ufgs-01-45-35

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: Include the follow ng subparagraphs when the
project conditions according to the UFC s and | CC
| BC Chapter 17 are net and structural observations

are required.
ER R IR I I R R R R R I I R R R R R I I I R R R S I I R R R R R S S I R R S I I I R O I R I I I R R R R S I I I I

[ b. Prior to the start of structural observations submt a witten
statenment identifying the frequency and extent of structura
observati ons.

c. At the conclusion of the structural observations submit a final report
of structural observations indicating that the structural observation
site visits have been nade and identify any reported deficiencies
which, to the best of the structural observer's know edge, have not
been resol ved.

] Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: Include the follow ng subparagraphs when the
project includes mechanical and el ectrica
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conponents that are part of the designated seisnic
system for mechani cal and el ectrical conmponents in
accordance with UFC 3-301-01.

I ncl ude the Nonstructural Conmponent Design Review
Panel for Risk Category V structures in accordance
with UFC 3-301-02

R R I R I R I R R I R R R I R R R I R R I R R R I R R I R O

[ d. Performa final wal k-down inspection of the nmechanical and electrica
conponents that are part of the designated seismic systen]f with the
Nonstructural Conponent Design Review Panel] to ensure that the
nonstructural conponents satisfy |ife safety nounting requirenents as
defined in the Statenent of Special |nspections.

e. Subnmit a report of the final wal k-down inspection that includes the
fol |l owi ng:

(1) Record of/observations fromfinal site visit.

(2) Docunentation that all required inspections were perforned in
accordance with the Statenent of Special |nspections.

(3) Docunentation that the Designated Seismc Systens were installed
in accordance with the constructi on docunents and the requirenents
of 1CC IBC Chapter 17, as nodified by UFC 3-301-01 or UFC 3-301-02.
113.2 DEFECTI VE WORK
Check work as it progresses, but failure to detect any defective work or
materials nust in no way prevent later rejection if defective work or
materials are discovered, nor obligate the Contracting Oficer to accept
the defective work or materials.

-- End of Section --
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