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SECTI ON 01 58 00

PROJECT | DENTI FI CATI ON
08/ 09
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NOTE: This gui de specification covers the
requi renents for tenporary signs for project
i dentification.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Commrent s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of

techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS shoul d be subnmitted as
a Criteria Change Request (CCR)

This gui de specification includes tailoring options
for AIR FORCE, AVIANO (Aviano Air Base Iltaly),
NAVFAC Atlantic, and USACE. Sel ection or desel ection

of a tailoring option will include or exclude that
option in the section, but editing the resulting
section to fit the project is still required.
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NOTE: Include the followi ng on project draw ngs:

1. Location of project sign.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN WOOD PROTECTI ON ASSCOCI ATI ON ( AWPA)

AVWPA C1 (2003) Al Tinber Products - Preservative
Treatment by Pressure Processes

AWPA C2 (2003) Lumnber, Tinmber, Bridge Ties and
Mne Ties - Preservative Treatnent by
Pressure Processes

U S. ARMY CORPS OF ENG NEERS ( USACE)

EP 310-1-6a (2006) Sign Standards Manual, VOL 1
EP 310-1-6b (2006) Sign Standards Manual, VOL 2,
Appendi ces
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NOTE: Include the followi ng Submittal and Quality
Assurance paragraphs in all design-build projects
and on other applicable projects where the
Contractor must provide the rendering.
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1.2 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality control

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G" if the subnittal itemis not
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conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the subnmittal for
the Governnment.] The follow ng shall be submitted in accordance with
Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Prelimnary one line drawi ngs of project rendering[; CI[; G

prelimnary drawi ng indicating |ayout and text content[; C[; G

Sign Legend Orders[; C[; G |

SD- 04 Sanpl es

Final rendering sample[; C[; G [___ 11
Final framed rendering and copies[; C[; G [___ 11
[ Facility Recognition Plaque[; Cl[; G [_____ 111

[1.3  QUALITY ASSURANCE
1.3.1 Render i ng

Provide the project rendering in accordance with the foll owi ng draw ng
stages as required in paragraph entitled "Submttals". The follow ng
submittal data is required to properly identify the appropriate view and
approve the final rendering of the facility. The final painted rendering
will be used to produce the inage for the signboard and framed phot ographic
copies provided to the Contracting O ficer.
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1.3.1.1 Prelim nary One Line Draw ngs

Provide three different views of the facility in a prelimnary single |line
drawi ng (bl ack and white) format. These three views will represent the
best angles at which to view the proposed facility showi ng the [ ][ best
design features] and the three dinensional character of the facility.

1.3.1.2 Fi nal Rendering Sanple

Provi de a phot ographic copy (200 by 250 mllimeters 8 by 10 inches m ni mum
size) of final rendering for approval of color, |andscaping, and
f or egr ound/ background devel opnent prior to final submttal.

1.3.1.3 Fi nal Framed Rendering and Copies
Provide final full color rendering of the proposed facility as specified.

1[1.3.2 Facility Recognition Plaque
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NOTE: Include this paragraph for new people
oriented/ people occupied MCOVYMLCOM facilities
such as: BEQ Administration, Child Care Centers,
Fitness Centers, and other appropriate |andmark or
unique facilities. Confirmthe decision to use this
pl ague with the Project Manager. Provide design
details and specifications on the contract docunents
for this plaque. Coordinate the nanes and

organi zations that will be identified on the plaque
with the Project Manager. Refer to UFC 1-300- 09N,

Desi gn Procedures for further plaque requirenents.
BRI R I I R R R R R I I R R R R R S I R R R R S I R R R R I S S I I R R R I I I R O S I R R kS I I I

Submit full size drawing of Facility Recognition Plaque for approval
Contractor shall confirmthe content (message), location and nmounting with
Contracting Oficer prior to fabrication. The nanmes on the plaque shall be
determ ned at the end of the project duration to assure that current
participants can be identified and recognized on the plaque

1[1.4 PRQJECT SIGN
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NOTE: TO DOWNLOAD UFGS GRAPHICS CGo to
htt p: // ww. wbdg. or g/ ccbh/ NAVGRAPH gr apht oc. pdf .
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NOTE: Provide project signboard on all MLCON and
other significant facility projects for CNIC and
NAVFAC in accordance with Plates 1, 3, and 4 of
attached sketches. For USMC and NAVFAC proj ects,
provi de signboard in accordance with Plates 1MC, 3
and 4 of attached sketches. Significant projects
are those projects, greater than $1, 000, 000, that
are located in an area visible to | arge nunbers of
people; will provide visual construction activities;
will be of sufficient size and scope; or of high
interest to the using activity. Unless waived by
gover nnent project nmanagenent, provide project
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signboard with rendering for all MLCON and ot her
significant projects. Signboard with rendering
details for CNIC and NAVFAC are indicated in
accordance with Plates 2, 3, 4 and 5 of attached
sketches. Signboard with rendering details for USMC
and NAVFAC are indicated in accordance with Pl ates
2MC, 3, 4 and 5 of attached sketches. Signs are
generally not required for projects located in
renote areas; projects involving all interior work;
parking lot and utilities projects whether overhead
or underground; etc. Discuss the necessity of a
sign with the using Activity.
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NOTE: The 1220 nm (4'-0") by 2440 mm (8'-0") size
of the signboard depicted in Plates 1 and 2 is a
m ni mum si ze requirenent. Adjust size to suit,
massi ng, distance fromnost travel ed roads, traffic
and speed. Wen a size larger than the mnimmis
war r ant ed, provi de adequate support and bracing
based on soil and wind conditions and increase
lettering size in proportion to the dinensions of
t he sign.
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NOTE: For design-build projects elimnate the
bracketed option stating that the Governnent will
provide a tenporary rendering and include the |ast
bracketed option for Contractor to provide a col or
renderi ng.
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Prior to initiating any work on site, provide [one][__ ] project
identification sign at the location [indicated][designated]. Construct the
sign in accordance with project sign detail attached at the end of this
section. Maintain sign throughout the life of the project. Upon

compl etion of the project, renove the sign fromthe site.[ The Governnent
will tenporarily supply the Contractor a copy of the rendering to use in
the production of the final signboard artwork.][ Provide color rendering
of the project. Reproduce the rendering on the signboard or enclose a copy
of the rendering under a water-proof, transparent cover, and caul k for

weat her protection.]
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NOTE: For NAVFAC Atlantic and NAVFAC Europe projects
in ltaly, add the foll owi ng paragraph. btain the
current nane of the Design Safety Coordinator from
NAVFAC Atlantic or NAVFAC Europe project manager and
insert below. Cbtain the current nanme of the
Resident O ficer in Charge of Construction from
NAVFAC Atlantic or NAVFAC Europe project manager and
insert as the Construction Safety Oficer

EE IR IR R R I I R R I I O R R R R Ik S R Sk I R I Rk I R R I I

[On the project sign, provide points of contact for the Design Safety
Coordi nator and the Construction Safety O ficer in accordance with Italian
Law as follows: "Design Safety Coordinator-[_ ], CEC, U S. Navy,
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Conmandi ng Officer, Engineering Field Activity Mediterranean" "Construction
Safety Oficer - [__ ], CEC, U S. Navy, Resident Oficer in Charge of
Construction".]

[1.4.1

Project ldentification Signboard (Navy)
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NOTE: Use the follow ng paragraph for all NAVY
projects and include the appropriate project
identification signboard plates at the end of this
section. Signboard Plates are grouped for CNI C and
NAVFAC wi t hout rendering, USMC and NAVFAC wi t hout
rendering, CNIC and NAVFAC with rendering, and USMC
and NAVFAC with rendering. Delete this paragraph for
Air Force projects and utilize the Air Force

par agr aph
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A project identification signboard shall be provided in accordance with
attached Plates [1, 3, and 4][1MC, 3, and 4][2, 3, 4, and 5][2MC, 3, 4, and

5] .

Provide prelimnary drawi ng indicating |ayout and text content. The

si gnboard shall be provided at a conspicuous |location on the job site where
directed by the Contracting O ficer.

a.

The field of the sign shall consist of a 1200 by 2400 mr 4 by 8 foot
sheet of grade B-B nedium density overlaid exterior plywood.

Lunber shall be B or better Southern pine, pressure-preservative
treated in accordance with AWPA Cl1 and AWPA C2. Nails shall be
al um num or gal vani zed st eel

The entire signboard and supports shall be given one coat of exterior
al kyd priner and two coats of exterior alkyd enanel paint. The
lettering and sign work shall be perforned by a skilled sign painter
using paint known in the trade as bulletin colors. The colors,
lettering sizes, and lettering styles shall be as indicated. Were
preservative-treated |unber is required, utilize only cured
pressure-treated wood whi ch has had the chemcals | eached fromthe
surface of the wood prior to painting.

Use spray applied autonotive quality high gloss acrylic white enanel
pai nt as background for the NAVFAC | ogo. NAVFAC | ogo shall be an
applied 2 mllinmeter filmsticker/decal with either transparent or
whi t e background or paint the logo by stencil onto the sign. The

weat her resistant sticker/decal filmshall be rated for a m ni mum of
2-year exterior vertical exposure. The self-adhering sticker shall be
nounted to the sign with pressure sensitive, permanent acrylic
adhesi ve. Shop cut sticker/decal to rectangul ar shape and provide
pul | -of f backi ng sheet on adhesive side of design sticker for shipping.

Sign paint colors (manufacturer's nunbers/types listed bel ow for col or
identification only)

(1) Blue = To match dark blue color in the NAVFAC | ogo.
(2) Wiite = To match Brilliant Wiite color in the NAVFAC | ogo

NAVFAC | ogo nmust retain proportions and design integrity. NAVFAC | ogos
in electronic format nay be obtai ned fromthe NAVFAC web portal via the
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followi ng Iink:
https://portal.navfac. navy. m |/ portal/page?_pagei d=181, 3465071& dad=portal & schema=p
Use the followi ng to choose col or values for the paint to be used:

(1) Dark Blue = equivalent to CMyK val ues 100, 72, 0, 8 .
(2) Light Blue = equivalent to CMYK val ues 69, 34, 0, O.
(3) Cyan = equivalent to CMyK val ues 100, 9, 0, 6.

(4) Yellow = equivalent to CMYK val ues 0.9, 94, O.
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NOTE: Use the foll ow ng paragraph when a rendering
is required on the signboard.
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[g. Final signboard artwork (rendering) nay be either nounted under
pl exi glass as indicated in attached Plates 2 and 5, or at the
Contractor's option nay be electrostatically printed on 4 ml
sel f-adhering, weather resistant, glossy vinyl filmand nounted to
signboard. Provide filmthat is capable of full color reproduction of
the building rendering and cover it with an ultra-violet protection
film Lanminate the 2 nil satin gloss clear protection filmto the
white 4 mil vinyl image film Utilize pressure sensitive "controltac"
adhesive to attach rendering to signboard and smooth out surface wth
hand pressure tools in accordance with manufacturer's recomrendati ons.
Shop cut sticker to size required and provide pull-off backing sheet on
adhesive side of filmfor shipping. Provide the rendering on filmthat
is rated for a mninmumof 2 years exterior vertical exposure.]

[1.4.1.1 Proj ect Renderi ng
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NOTE: Use the follow ng paragraph for projects that
require the Contractor to provide the rendering.
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Provide a full color rendering of the proposed facility as specified bel ow

a. Provide rendering by a conpany that regularly does this work as a mmjor
conponent of their nornmal business.

b. Colors used on rendering shall match the exterior color schene
indicated in the contract docunent.

c. The rendering shall be a full vignette/fully devel oped, on heavy
illustration board. Approximte finished size shall be 610 by 760 mr
24 by 30 inches with mninmuminside mat di nension of 406 by 508 mr 16
by 20 inches. Draw the rendering at [human eye][roof][bird' s
eye] [ ] level view, painted with Case-in Tenpera
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NOTE: Use contract award date for fully designed
projects and prelimnary design approval for Design
Bui Il d projects.
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d. Provide three prelimnary single line black and white perspectives
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prior to proceeding with the color rendering. Provide these
prelimnary perspectives within 30 days after [prelim nary design
approval ][ contract award] for evaluation by the Contracting O ficer.
The view sel ected by the Contracting Oficer shall be devel oped into
the final rendering.

e. Provide the final rendering sanple photograph within 30 days after
approval of prelimnary single Iine drawings. Provide this sanple
phot ograph for evaluation by the Contracting Oficer

f. Provide final original color rendering, two (2) full size photographic
reproductions of the original rendering, and the photographic
negative. Oiginal and reproductions shall be nounted on acid free
board, double-matted (acid free matting) with appropriate col ored board
and franed in contenporary netal franes, using non-glare glass.
Proj ect nane, |location, Architect/Engineer firms nane shall be printed
on the matting. On the back of the renderings and reproductions,
i ndi cated the project nanme, the | ocation, the contract nunber, and the
dat e of reproduction.

Rk Rk Sk R IR R Sk S kSR S A R S S S O o O Rk S O S R R o

NOTE: Insert into the blank the address of the
EFD/ EFA Proj ect Manager of the project design.
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g. The rendering, the photographic copies, and the negative shall be
shipped in resilient packaging to ensure damage-free delivery.

Del i ver to: [ ]

h. Provide copy of rendering to be used for the signboard that has been
protected from UV damage as per specifications.

11[1.4.2 Proj ect Signboard (Air Force)
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NOTE: Use the followi ng paragraph for all Air Force
projects. The host Activity provides sign colors
and details to the Governnent in the project book
submi ttal
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Furni sh the sign, nmaintain the sign during construction, and renove the
sign fromthe job site upon conpletion of the project. Details of sign
graphi cs and construction are indicated in Plates 6 and 7 of sketches
attached to this section.
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NOTE: Confirmw th Contracting O ficer for each
project as to whether the Contractor or CGovernnment
will provide the applied Air Force | ogo. NAVFAC

| ogos shall not be provided by the Governnent. |f
the Governnent will provide Air Force stickers

del ete the follow ng requirenent.
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[ The 450 mr 18 inch maxi mum wi dth and height for Air Force and rectangul ar
hei ght for NAVFAC applied stickers shall be created in the design
indicated, and printed on a 2 mllineter transparent film The weat her
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resistant, self adhering filmshall be rated for a mnimumof 2 year
exterior vertical exposure and be nmounted to sign with pressure sensitive,
per manent acrylic adhesive. Shop cut sticker to square shape and provide
pul | -of f backi ng sheet on adhesive side of sticker for shipping.]
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NOTE: Use this paragraph for projects at Aviano Air
Base, Aviano, ltaly only.
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[ Move the "PLANNED COVPLETI ON DATE" to the sign |left edge and add to the
sign right side "EMERGENCY RESPONSE (ERP) COORDI NATES: [ 1". These
coordi nates, which are used to | ocate base energencies, will be provided by
the RO CC. ]
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NOTE: For Air Force projects on Guam add the
par agr aph bel ow.
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[On the project sign, list two points of contact by name and tel ephone
nunber for a Navy representative and an Air Force representative, which
will be provided by the Contracting O ficer.]

111.4.3 Construction Project Signs (USACE)
Furni sh the construction project sign package, maintain the signs during
construction, and renove the signs fromthe job site upon conpletion of the
project. The construction project sign package consists of two signs: one
for project identification and the other to show the on-the-job safety
performance of the contractor. The package shall conformto the
requi rements of EP 310-1-6a and EP 310-1-6b, specifically Section 16.
Submit the sign | egend orders as described in Section 16 of EP 310-1-6a
prior to erecting the signs.

PART 2 PRODUCTS
Not Used

PART 3 EXECUTI ON
Not Used

-- End of Section --
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