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NOTE: This gui de specification provides an exanple
of the appropriate formto be used in devel oping a
proj ect specification covering |unp sum schedul e
paynent itens and unit price schedul e paynent itens.
This section is recommended to be included in al
Cvil Wrks projects. Parts of this section are
shown for illustration purposes only and the section
nmust be extensively edited to fit the job.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of

techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS shoul d be subnmitted as
a Criteria Change Request (CCR

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

PART 1 GENERAL

1.1 REFERENCES

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.
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1.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's

Ref er ence
ref erence

Article to automatically place the
in the Reference Article. Also use the

Ref erence Wzard's Check Reference feature to update
the issue dates.
Ref erences not used in the text will automatically

be deleted fromthis section of the project
speci ficati on when you choose to reconcile
references in the publish print process.

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

The publications listed below forma part of this specification to the
extent referenced.
basi ¢ designation only.

The publications are referred to within the text by the

ASTM | NTERNATI ONAL (ASTM

ASTM A 615/ A 615M

ASTM C 127

ASTM C 128

ASTM D 1250

2

SUBM TTALS

(2009) Standard Specification for Deforned
and Pl ain Carbon-Steel Bars for Concrete
Rei nf or cenent

(2007) Standard Test Method for Density,
Rel ative Density (Specific Gravity), and
Absor ption of Coarse Aggregate

(2007a) Standard Test Method for Density,
Rel ative Density (Specific Gavity), and
Absorption of Fine Aggregate

(2008) Standard Guide for Use of the
Pet r ol eum Measur enent Tabl es

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the

subm ttal

requi res Governnent approval. Sone

submittals are already marked with a “G'. Only
delete an existing “G" if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the

subm ttal

is sufficiently inportant or conplex in

context of the project.

For submittals requiring Governnent approval on Arny

proj ects,

a code of up to three characters within

the subnmittal tags nay be used followi ng the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice
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1.

1

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Contro
approval .][information only. Wen used, a designation following the "G'
designation identifies the office that will review the submttal for the
Government.] The followi ng shall be submitted in accordance with Section
01 33 00 SUBM TTAL PROCEDURES

SD- 03 Product Data
Weight Certificates

Submit certified weight certificates for M 90 R 200 R prap

.3 LUVP SUM PAYMENT | TEMS

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

NOTE: The nunber and identification of [unp sum
paynent itens is primarily a Construction Division
concern. Generally, it is better to keep the nunber
of lunp sum paynent itenms to a mininum The
description of the work included in a paynent item

i s unique for each job and nust be devel oped for
each construction contract.

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

Payment items for the work of this contract for which contract |unmp sum
paynments will be nmade are listed in the BIDDI NG SCHEDULE and descri bed
below. Al costs for itens of work, which are not specifically nentioned
to be included in a particular lunp sumor unit price paynent item shal
be included in the listed lunp sumitem nost closely associated with the
work involved. The lunp sum price and paynent nade for each itemlisted
shall constitute full conpensation for furnishing all plant, |abor,
materi al s, and equi prment, and perform ng any associated Contractor quality
control, environmental protection, neeting safety requirements, tests and
reports, and for performng all work required for which separate paynent is
not ot herw se provided.

3.1 Mobi |i zati on and Denobilization

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

NOTE: |If nobilization and denobilization costs are
expected to be a ninor cost under the contract, this
cl ause and paynent item should be del et ed.

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

.3.1.1 Payment

Payment will be nmade for costs associated with nobilization and
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1.

1.

. 3.

. 3.

. 3.

. 3.

. 3.

. 3.

. 3.

denpbi li zati on,
DEMOBI LI ZATI ON.
1.

2 Unit of

Unit of measure:

2 Structure

2.1 Paynment
Payment will be
construction of
2.

2 Unit of

Unit of mneasure:

3 Structure

3.1 Payment

Payment will be
construction of

3.2 Unit of
Unit of measure:

4

as defined in Special Cause PAYMENT FOR MOBI LI ZATI ON AND

Measur e
[ unp sum

No. 1

nade for costs associated with operations necessary for
the structure at Station XX+XX

Measur e
[ unp sum

No. 2

nade for costs associated with operations necessary for
the structure at Station YY+YY.

Measur e

[ unp sum

UNI T PRI CE PAYMENT | TEMS

Rk Ik Sk kR IR R R I O O e S S R Rk Rk S R Rk Ok kS I O I b R R Rk

NOTE:;
wher e

Acqui sition Regulation (FAR) Part 36 -

Unit price paynent itenms should be used only
appropriate under the gui dance of Federal
Construction

and Architect-Engi neer Contracts paragraph 36.207.

The Unit Price paynment
illustration purposes only.

itens shown bel ow are for

Unit price payment item

| anguage nmust be witten specifically for each

j ob.
for

Unit price paynent item | anguage appropriate

i nclusion below is contained in guide

speci fication sections and nust be noved to this

section to develop the pay itens for the project.

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

Payment itens for the work of this contract on which the contract unit
price paynents will be nmade are listed in the Bl DDI NG SCHEDULE and
described below. The unit price and paynent nade for each itemlisted

shal |l constitute full conpensation for furnishing all plant, |abor,

materi al s, and equi prment, and perform ng any associated Contractor quality
control, environmental protection, neeting safety requirenents, tests and
reports, and for performng all work required for each of the unit price
itens.

4.1 Excavati on

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: Since there is no UFGS Gui de Specification
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for Cvil Wrks "Excavation", this exanple was taken

froma job specification.
EE IR I Sk S S I S S S S R R R Rk S I S Sk S I I R S Ik S I R Sk I S O R

1.4.1.1 Payment

Paynment will be nmade for costs associated with excavation for the channe
and for the structure, which includes perfornm ng required excavation and
ot her operations incidental thereto, Contractor-furnished di sposal area(s)
and di sposition of excess excavated material and unsuitable and frozen
material s.

1.4.1.2 Measur enent

The total quantity of excavated material for which payment will be made
will be the theoretical quantity between the ground surface as determ ned
by a survey and the grade and sl ope of the theoretical cross sections
indicated. No allowance will be nade for overdepth excavation or for the
renoval of any material outside the required slope |lines unless authorized.

1.4.1.3 Unit of Measure
Unit of neasure: cubic neter yard.

1.4.2 M 90R 200 Ri prap

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

NOTE: This exanple was taken from Section 35 31 19
STONE, CHANNEL, SHORELI NE/ COASTAL PROTECTI ON FOR
STRUCTURES.

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

1.4.2.1 Payment

Payment will be made for costs associated with furnishing, transporting,
stockpiling (if applicable), placing, and constructing the stone protection
as specified.

1.4.2.2 Measur ement

Riprap will be neasured for paynent by the ton (netric) (2,000 pounds) by
wei ghi ng each truckload to the nearest 0.1 ton, and the final quantity of

[each truckl oad] [the whole sum will be rounded to the nearest whol e ton.
The riprap will be neasured for paynent by bei ng wei ghed on approved scal es
bef ore being placed in the work. Quarry weights will not be accepted.

Scal es shall be of sufficient length to permt sinultaneous weighing all
axl e | oads and shall be inspected, tested and sealed as directed to assure
accuracy with 0.5 percent throughout the range of the scales. The scal es,
| ocated at the site of the work, shall be certified as to accuracy by an
accept abl e scal es conpany representative prior to weighing any riprap.

Scales will be checked and certified before riprap hauling and rechecked
and recertified whenever a variance is suspected. The Contractor shal
furnish the scales. |If comrercial scales are readily available in close

proximty 15 kiloneters 10 miles of site of work, the Contracting O ficer
may approve the use of the scales. The riprap shall be weighed in the
presence of the Governnent representative. The Contracting O ficer may
el ect to accept certified weight certificates furnished by a public

wei ghmaster in lieu of scale weights at the jobsite.
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1.4.2.3 Unit of Measure
Unit of neasure: ton (netric) (2,000 pounds).

1.4.3 Deformed Steel Bars for Concrete Reinforcenent

EE R R R I I R R R I I O R R R O R R R I R R I O R I O

NOTE: This exanple was taken from Section 03 20 02
STEEL BARS AND WELDED W RE FABRI C FOR CONCRETE.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

1.4.3.1 Paynment

Payment will be made for costs associated with furnishing, transporting,
delivering, and placing deformed steel bars for concrete reinforcenent,
whi ch includes steel in laps as indicated or as required. No paynent will
be made for the additional steel in |aps which are authorized for the
conveni ence of the Contractor. No separate paynent will be nade for
accessories and paynent shall be included in the contract unit price for
the items of work to which the accessories are incidental.

1.4.3.2 Measur enent

The neasured | engths of deformed steel bars for concrete reinforcenent will
be converted to weights for the size of bars listed by the use of the
nom nal wei ghts per lineal nmeter foot specified in ASTM A 615/ A 615N

1.4.3.3 Unit of Measure
Unit of measure: per kil ogram pound in place.

1.4.4 Bi t um nous Base Cour se

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Paragraph UNIT PRI CES of Section 32 11 26
Bl TUM NOUS BASE COURSE was edited to develop this

exanpl e.
EE IR R I Sk S b I S I I R R R Rk I S Sk S Ik I kSR Ik S S I S R Sk I S O

1.4.4. 1 Paynment

Payment will be made for costs associated with bitum nous base course,

whi ch includes preparing and reconditioning the underlying |ayer, and other
incidental s necessary to conplete the work required by Section 32 11 26

Bl TUM NOUS BASE COURSE. No paynent will be nade for defective areas unti
corrected.

1.4.4.2 Measur enent

Bi tum nous Base Course will be neasured for paynent based upon the numnber
of tons (netric) (2,000 pounds) of bitum nous m xture used in the accepted
work. Bitumi nous mxture shall be weighed after m xing, and no deductions
will be nmade for the weight of bitum nous material incorporated in the

mx. Quantities of paving mixtures called for in bid schedule are based on
aggregates having a specific gravity of 2.65 as determ ned according to
apparent specific gravity paragraphs in ASTM C 127 and ASTM C 128.
Correction in the tonnage of bitum nous base course m xtures shall be made
to conpensate for the difference in the tonnage of mxtures used in the
proj ect, when specific gravities of aggregates used are nore than 2.70 and
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| ess than 2.60. The tonnage paid for shall be the nunber of tons used,
proportionately corrected for specific gravities using 2.65 as the base
correctional factor.

1.4.4.3 Unit of Measure
Unit of neasure: ton (netric) (2,000 pounds).

1.4.5 Bi t um nous Materials

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

NOTE: Paragraph UNIT PRI CES of Section 32 11 26
Bl TUM NOUS BASE COURSE was edited to develop this

exanpl e.
EE IR R I Sk S S I S I S S R R R Rk I I S Sk S I I R R Ik S I R Sk I O

1.4.5.1 Payment
Payment will be made for costs associated with bitum nous materials.

1.4.5.2 Measur ement
Bi tum nous materials will be neasured for paynment based upon the nunber of |
liters gallons of the material used in the accepted work, corrected to
[ ] liters gallons at 15 degrees C 60 degrees F in accordance with
ASTM D 1250.][tons (netric) 2,000 pounds of the material used in the
accepted work.]

1.4.5.3 Unit of Measure
Unit of neasure: [liters gallons][ tons (nmetric) (2,000 pounds)].

PART 2 PRODUCTS (Not Applicable)

PART 3 EXECUTI ON ( Not Applicabl e)

-- End of Section --
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