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NOTE: This gui de specification covers the
requirenents for termticide treatnent neasures for
subterranean ternite control

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)
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PART 1 GENERAL
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NOTE: Termite infestation exists throughout the
United States and overseas areas with the exception
of Alaska. Soil treatnent will be specified for al
types of construction where termtes are likely to
est abli sh col oni es and make conceal ed access to wood
construction, including wod doors, w ndows, finish
and trim or to wood-product, cloth, or cellulose
storage in buildings. Soil treatnent will also be
required for structures constructed of or containing
wood- preservative-treated itens. However, soi
treatment is not required for power plants,

central -heating plants, water- or sewer-treatnment

pl ants, incinerators, punp houses, and structures of
simlar nature which have neither wood in their
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construction nor wood or cellulose itens stored
wi thin, and which have little chance of conversion
to alternative uses.

Modi fication of this section, including naterials,
concentrations, or rates of application, considered
necessary because of climatic conditions, porosity
of soil to be treated, type of ternmite, or heavy
infestation of termites, will be as recommended by
the certified installation pest nanagenent
coordinator. The nodification will be in accordance
wi th the guidance contained in the installation pest
managenent program Arny Regul ation 210-50, Housing
Managenent, paragraph SPECI AL CONDI TI ONS, prohibits
termticide treatnment through or under concrete

sl abs where HVAC ducts or vents are within or
beneath the slab. Information is also available
fromstate and |l ocal agriculture agencies and from
the EPA National Pesticide Tel ephone Network at

1- 800- 858- 7378.

When termites are known to be present on the project
site, any crawl space on the ground | evel designed
in a building needs to be designed for a concrete
cover to be placed over the soil after treatnment by
atermticide. Since the craw space remains
accessible to people and animals, it requires the
concrete cover and signage.

For maxinumtermte protection, new structures
shoul d be designed and constructed using CCA- or
borate-treated | unber, especially for foundation
menbers. Untreated |unmber in existing structures
may be treated using rods of CCA or borate salts
whi ch can be inserted into non-treated wood and
di ssolved with water for absorption by the wood.
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1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

U. S. ENVI RONVENTAL PROTECTI ON AGENCY ( EPA)

7 USC Section 136 Federal Insecticide, Fungicide, and
Rodenti ci de Act

1.2 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation following the "G
designation identifies the office that will review the submttal for the
Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 03 Product Data
Termticide Application Plan[; C[; G |

Term ticide application plan with proposed sequence of treatnent

SECTION 31 31 16 Page 5



work with dates and tinmes. Include the termiticide trade nane,
EPA regi stration nunber, chem cal conposition, formnulation
concentration of original and diluted naterial, application rate
of active ingredients, nethod of application, areal/volune treated,
anount applied; and the nane and state |icense nunber of the state
certified applicator.

Term ticides

Manufacturer's |abel and Material Safety Data Sheet (MSDS) for
termticides proposed for use.

Foundati on Exterior

Witten verification that other site work will not disturb the
treat nent.

Uilities and Vents
Witten verification that utilities and vents have been | ocat ed.
Crawl and Pl enum Ai r Spaces

Witten verification that crawl spaces and pl enum air spaces
have been | ocat ed.

Verification of Measurenent

Witten verification that the volune of termticide used neets
the application rate.

Appl i cati on Equi prent
A listing of equipnent to be used.
Warranty
Copy of Contractor's warranty.
SD- 04 Sanpl es
Term ticides
Sanmpl es of the pesticides used in this work. The Contracting
Oficer may draw, at any tine and without prior notice, from
stocks at the job site; should analysis, perforned by the
Covernnent, indicate such sanples to contain |ess than the anount
of active ingredient specified on the |abel, work perforned with
such products shall be repeated, with pesticides conformng to
this specification, at no additional cost to the Government.
SD-06 Test Reports

Equi pnrent Cali brati on and Tank Measurement

Certification of calibration tests conducted on the equi prent
used in the termticide application

Soi |l Mbisture
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Qual ity Assurance

Pest Managenent Report and copies of daily records signed by an
of ficer of the Contractor.

SD-07 Certificates
Qualifications

1.3 QUALI TY ASSURANCE

Conmply with 7 USC Section 136 for requirenments on Contractor's |icensing,
certification, and record keeping. Maintain daily records using Pest
Management Mai nt enance Record, DD Form 1532-1 and submit copies of records

when requested by the Contracting Oficer. These forns may be obtai ned
fromthe min web site:

http://ww. dtic.m|/whs/directives/infongt/fornms/ddfornsl1500-1999. ht m

Upon conpletion of this work, submt Pest Management Report DD Form 1532
identifying target pest, type of operation, brand name and manufacturer of
pesticide, formulation, concentration or rate of application used.

1.3.1 Qualifications
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NOTE: For projects located in North Carolina, add
the text enclosed in brackets to the end of this
par agr aph.

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

For the application of pesticides, use the services of a subcontractor
whose principal business is pest control. The subcontractor shall be
licensed and certified in the state where the work is to be perforned.
Termiticide applicators shall also be certified in the U S. Environnental
Protection Agency (EPA) pesticide applicator category which includes
structural pest control. Submit the qualifications and state |icense
nunber of the termticide applicator.

[ The subcontractor shall:

a. Have personnel with a state of North Carolina certification as required
by Pesticide Law of 1971 as anended.

b. Check in with insect vectors personnel prior to application of
pesticide and herbicides for projects |located at Canp Lejeune.

c. Provide a submittal with the following information to the Contracting
Oficer:

(1) Quantity of pesticide used.
(2) Rate of dispersion.

(3) Percent of use.

(4) Total anount used.]

1.3.2 Saf ety Requirenents

Formul ate, treat, and dispose of termticides and their containers in
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accordance with | abel directions. Draw water for fornulating only from

sites designated by the Contracting Oficer, and fit the filling hose with
a backfl ow preventer meeting |ocal plunbing codes or standards. The
filling operation shall be under the direct and conti nuous observation of a

contractor's representative to prevent overflow. Secure pesticides and
rel ated materials under | ock and key when unattended. Ensure that proper
protective clothing and equi prent are worn and used during all phases of
termticide application. Dispose of used pesticide containers off

Gover nnment property.

.4 DELI VERY, STORAGE, AND HANDLI NG
4.1 Del i very

Deliver termticide material to the site in the original unopened
containers bearing legible | abels indicating the EPA registrati on nunber
and manufacturer's registered uses. Al other materials, to be used on
site for the purpose of termte control, shall be delivered in new or

ot herwi se good condition as supplied by the manufacturer or fornmulator.

.4.2 | nspection

I nspect terniticides upon arrival at the job site for conformty to type
and quality in accordance with paragraph TERM TI Cl DES. Each | abel shal

bear evidence of registration under the Federal |nsecticide, Fungicide, and
Rodenti ci de Act (FIFRA), as anmended or under appropriate regulations of the
host county. Oher materials shall be inspected for conformance with
specified requirenents. Renbve unacceptable materials fromthe job site.

.4.3 St or age

Store materials in designated areas and in accordance with manufacturer's
| abels. Termiticides and related materials shall be kept under |ock and
key when unatt ended.

4.4 Handl i ng

nserve manuf acturer's warni ngs and precautions. Termticides shall be
handl ed i n accordance with manufacturer's | abels, preventing contam nation
by dirt, water, and organic material. Protect termticides fromsunlight
as recommended by the nmanufacturer.

.5 SITE CONDI TI ONS
The following conditions will determine the time of application.
.5.1 Soil Misture

Soils to be treated shall be tested i mediately before application. Test
soil noisture content to a mninmumdepth of 75 mr 3 inches. The soi

noi sture shall be as recommended by the termiticide manufacturer. The
termticide will not be applied when soil noisture exceeds manufacturer's
recomendat i ons because terniticides do not adhere to the soil particles in
saturated soils.

.5.2 Runoff and Wnd Drift

Do not apply termticide during or imrediately foll owi ng heavy rains.
Applications shall not be performed when conditions nmay cause runoff or
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create an environnental hazard. Applications shall not be performed when
average wi nd speed exceeds 16 km 10 nmiles per hour. The termticide shal
not be allowed to enter water systens, aquifers, or endanger humans or

ani nal s.

.5.2.1 Vapor Barriers and Waterproof Menbranes

Termiticide shall be applied prior to placenent of a vapor barrier or
wat er pr oof nenbr ane.

.5.2.2 Uilities and Vents

Prior to application, HVAC ducts and vents located in treatnment area shal
be turned off and bl ocked to protect people and animals fromtermticide.

.5.3 Pl acemrent of Concrete

Pl ace concrete covering treated soils as soon as the terniticide has
reached maxi num penetration into the soil. Tinme for maximum penetration
shal | be as recomended by the manufacturer.

6 WARRANTY
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NOTE: Use 5 years in tenperate regions and 3 years
in tropical and subtropical regions. Warranty
period and the Contractor's responsibilities during
the warranty period may be nodified to be consistent
with prevailing state or local practices. For Navy
proj ects, nodifications nust be approved by the
cogni zant EFD applied biologist. NAVFACENGCOM
Headquarters point of contact is the Assistant for
Applied Biology Policy, Code 13411, tel ephone (703)
325-8183.

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

The Contractor shall provide a [3] [5] [___ ] -year witten warranty

agai nst infestations or reinfestations by subterranean termtes of the
bui I di ngs or building additions constructed under this contract. Warranty
shal | include annual inspections of the buildings or building additions.

If live subterranean termte infestation or subterranean termite damage is
di scovered during the warranty period, and the soil and building conditions
have not been altered in the interim the Contractor shall

a. Retreat the soil and performother treatment as may be necessary
for elimnation of subterranean termite infestation;

b. Repair danage caused by ternite infestation; and

c. Reinspect the building approxi mately 180 days after the retreatnent.

PART 2 PRODUCTS

2.

1 TERM TI Cl DES

Provide termticides currently registered by the EPA or approved for such
use by the appropriate agency of the host county. Select non-repell ant
termticide for maxi numeffectiveness and duration after application. The
sel ected terniticide shall be suitable for the soil and clinmatic conditions
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at the project site.

PART 3 EXECUTI ON

3.

1 VERI FI CATI ON OF MEASUREMENT

Once termticide application has been conpl eted, neasure tank contents to
determ ne the remaining volume. The total volume neasurenent of used
contents for the application shall equal the established application rate
for the project site conditions. Provide witten verification of the
nmeasur enent s.

.2 TECHNI CAL REPRESENTATI VE

The certified installati on pest managenent coordinator shall be the
technical representative, shall be present at all neetings concerning
treatnment nmeasures for subterranean termtes, and nay be present during
treatnment application. The command Pest Control Coordi nator shall be
contacted prior to starting work.

.3 SI TE PREPARATI ON

Site preparation shall be in accordance with Sections 31 11 00 CLEARI NG AND
GRUBBI NG, 31 00 00 EARTHWORK, 32 92 19 SEEDI NG 32 92 23 SODDI NG, 32 92 26
SPRI GG NG and 32 93 00 EXTERI OR PLANTS. Wirk related to final grades,

| andscape pl antings, foundations, or any other alterations to finished
construction which mght alter the condition of treated soils, shall be
coordinated with this specification.

. 3.1 Ground Preparation

Food sources shall be elimnated by renoving debris fromclearing and
grubbi ng and post constructi on wood scraps such as ground stakes, form
boards, and scrap lunber fromthe site, before termticide application
begi ns.

.3.2 Verification

Before work starts, verify that final grades are as indicated and snooth
gradi ng has been conpleted in accordance with Section 31 00 00 EARTHWORK.
Soil particles shall be finely graded with particles no larger than 25 mm 1
inch and conpacted to elimnate soil novenent to the greatest degree.

.3.3 Foundati on Exteri or

Provide witten verification that final grading and | andscape planting
operations will not disturb treatnment of the soil on the exterior sides of
foundation walls, grade beans, and simlar structures.

.3.4 Uilities and Vents

Provide witten verification that the location and identity of HVAC ducts
and vents, water and sewer |ines, and plunbing have been acconplished prior
to the termiticide application.

.3.5 Craw and Pl enum Air Spaces

Provide witten verification that the location and identity of craw and
pl enum ai r spaces have been acconplished prior to the terniticide
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appl i cati on.
.3.6 Application Plan

Subnmit a Termticide Application Plan for approval before starting the
specified treatnent.

.4  TERM TI Cl DE TREATMENT
4.1 Equi pnent Cali bration and Tank Measurenent

| mredi ately prior to commencenent of ternmiticide application, calibration
tests shall be conducted on the application equiprment to be used and the
application tank shall be measured to determ ne the volume and contents.
These tests shall confirmthat the application equipnment is operating
within the manufacturer's specifications and will neet the specified
requirenents. Provide witten certification of the equipnent calibration
test results within 1 week of testing.

.4.2 M xi ng and Application

Formul ati ng, m xing, and application shall be perforned in the presence of
the Contracting Oficer or the technical representative. A closed system
is reconmended as it prevents the termiticide fromcoming into contact with
the applicator or other persons. Water for fornulating shall only come

from designated | ocations. Filling hoses shall be fitted with a backfl ow
preventer neeting | ocal plunmbing codes or standards. Overflow shall be
prevented during the filling operation. Prior to each day of use, the

equi prent used for applying termiticides shall be inspected for |eaks,
cl ogging, wear, or damage. Any repairs are to be perforned i medi ately.

.4.3 Tr eat nent Met hod
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NOTE: Application shall be as a surface spray
and/ or by roddi ng and trenchi ng.
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For areas to be treated, establish conplete and unbroken vertical and/or
hori zontal soil poison barriers between the soil and all portions of the

i ntended structure which may allow termte access to wood and wood rel ated
products. Application shall not be nade to areas which serve as craw
spaces or for use as a plenumair space.

.4.3.1 Surface Application

Use surface application for establishing horizontal barriers. Surface
applicants shall be applied as a coarse spray and provide uniform

di stribution over the soil surface. Terniticide shall penetrate a m nimnmm
of 25 mr 1 inch into the soil, or as recommended by the manufacturer.

.4.3.2 Roddi ng and Trenchi ng

Use rodding and trenching for establishing vertical soil barriers.

Trenching shall be to the depth of the foundation footing. Wdth of trench
shal | be as recomended by the manufacturer, or as indicated. Rodding or

ot her approved met hod may be inplenmented for saturating the base of the
trench with termticide. Immediately after termticide has reached maxi mum
penetration as recommended by the manufacturer, backfilling of the trench
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shal | commence. Backfilling shall be in 150 my 6 inch rises or |ayers.
Each rise shall be treated with termiticide.

4.4 Sanpl i ng

The Contracting Oficer may draw from stocks at the job site, at any tine
and wi thout prior notice, take sanples of the terniticides used to
determine if the anmount of active ingredient specified on the |abel is
bei ng appli ed.

.5 CLEAN UP, DI SPCSAL, AND PROTECTI ON

Once application has been conpl eted, proceed with clean up and protection
of the site without del ay.

.5.1 Cean Up

The site shall be cleaned of all material associated with the treatnment
nmeasures, according to |abel instructions, and as indicated. Excess and
waste material shall be renoved and di sposed off site.

.5.2 Di sposal of Termticide

Di spose of residual termticides and containers off Governnent property,
and in accordance with | abel instructions and EPA criteria.

.5.3 Protection of Treated Area

I mredi ately after the application, the area shall be protected from other
use by erecting barricades and providi ng signage as required or directed.
Si gnage shall be in accordance with Section 10 14 01 EXTERI OR S| GNAGE

Si gnage shall be placed inside the entrances to crawl spaces and shal
identify the space as treated with termticide and not safe for children
and ani mal s.

. 6 CONDI TI ONS FOR SATI SFACTORY TREATMENT

.6.1 Equi prent Cal i brati ons and Measurenents

VWhere results fromthe equipnent calibration and tank neasurenents tests
are unsatisfactory, re-treatnment will be required.

.6.2 Testing

Shoul d an analysis, performed by a third party, indicate that the sanples
of the applied termticide contain | ess than the anount of active

i ngredi ent specified on the label, and/or if soils are treated to a depth
| ess than specified or approved, re-treatnent will be required.

.6.3 Di st urbance of Treated Soils

Soil and fill material disturbed after treatnment shall be re-treated before
pl acement of slabs or other covering structures.

.6.4 Termtes Found Wthin the Warranty Peri od

If live subterranean ternmite infestation or termte damage is discovered
during the warranty period, re-treat the site.
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3.7 RE- TREATMENT

VWere re-treatnment is required, conply with the requirenents specified in
par agr aph WARRANTY.

-- End of Section --
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