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NOTE: This guide specification includes the

requi renents for gypsum board, cenentitious backer
units, and accessories intended for use in drywal
constructi on.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Comrent s and suggestion on this specification are

wel cone and shoul d be directed to the technica
proponent of the specification. A listing of
Techni cal Proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnitted as
a Criteria Change Request (CCR)

Ref erence Section 05 40 00 COLD- FORMED METAL FRAM NG
for | oad bearing studwork. Reference Section

09 22 00 SUPPCRTS FOR PLASTER AND GYPSUM BOARD f or
non- | oadbearing studs, furring and ceiling
suspensi on systens.
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NOTE: On the draw ngs, show

1. Locations of each type of gypsum board, backing
board and cenentitious backer units, using sane
term nology as in the specification

2. Locations and UL or GA design nunbers for fire
rated gypsum board and cenentitious backer unit
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assenbl i es.

3. Locations of asphalt inpregnated building felt
i f gypsum sheathing is used or if cenentitious
backer units are used in wet areas.

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI A108. 11 (1992; Reaffirmed 2005) Specifications for
Interior Installation of Cenentitious
Backer Units

ANS|I A108/ A118/ A136. 1 (2009) Anerican National Standards for the
Installation of Ceramic Tile

ASTM | NTERNATI ONAL ( ASTM

ASTM C 1002 (2007) Standard Specification for Stee
Sel f-Pi ercing Tapping Screws for the
Application of Gypsum Panel Products or
Metal Pl aster Bases to Wod Studs or Stee
St uds

ASTM C 1047 (2009) Standard Specification for
Accessories for Gypsum WAl | board and
Gypsum Veneer Base

ASTM C 1177/ C 1177M (2008) Standard Specification for d ass
Mat Gypsum Substrate for Use as Sheat hi ng
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ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

ASTM D

ASTM D

ASTM D

ASTM D

ASTM D

ASTM D

ASTM D

ASTM E

ASTM E

1178/ C 1178M

1396/ C 1396M

475/ C 475M

514

557

840

954

1037

1149

226/ D 226M

2394

412

5420

624

2129

695

(2008) Standard Specification for @ ass
Mat Wat er - Resi st ant Gypsum Backi ng Pane

(2009a) Standard Specification for Gypsum
Boar d

(2002; R 2007) Joint Conpound and Joi nt
Tape for Finishing Gypsum Board

(2004; R 2009el) Standard Specification
for Nails for the Application of Gypsum
Boar d

(2003; R 2009e1) Adhesives for Fastening
Gypsum W4l | board to Whod Frani ng

(2008) Application and Finishing of Gypsum
Boar d

(2007) Steel Drill Screws for the
Application of Gypsum Panel Products or
Metal Plaster Bases to Steel Studs from
0.033 in. (0.84 mm to 0.112 in. (2.84 nm
i n Thi ckness

(2006a) Evaluating Properties of Wod-Base
Fi ber and Particle Panel Mterials

(2007) Standard Test Method for Rubber
Deterioration - Surface Ozone Cracking in
a Chanber

(2009) Standard Specification for
Asphal t-Saturated Organic Felt Used in
Roof i ng and Wt er proofing

(2005e1) Sinmul ated Service Testing of Wod
and Whod- Base Finish Flooring

(2006ae2) Standard Test Met hods for
Vul cani zed Rubber and Thernopl astic
El astonmers - Tension

(2004) Inmpact Resistance of Flat, Rigid
Pl astic Speci nen by Means of a Strike
| npacted by a Falling Wight (Gardner

| mpact)

(2000; R 2007) Tear Strength of
Conventi onal Wul cani zed Rubber and
Ther nopl astic El astoners

(2005) Standard Practice for Data
Coll ection for Sustainability Assessnent
of Buil ding Products

(2003; R 2009) Measuring Relative
Resi stance of Wall, Floor, and Roof
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1.

Construction to | npact Loading

ASTM E 84 (2010) Standard Test Method for Surface

Burni ng Characteristics of Building
Materi al s

GREENGUARD ENVI RONMENTAL | NSTI TUTE (GEl)

CGEl Greenguard Standards for Low Emitting
Product s
GYPSUM ASSOCI ATI ON (&A)
GA 214 (2007) Recommended Level s of Gypsum Board
Fi ni sh
GA 216 (2007) Application and Finishing of Gypsum
Panel Products
GA 224 (2008) Installation of Predecorated Gypsum
Boar d
GA 253 (2007) Application of Gypsum Sheat hi ng
GA 600 (2009) Fire Resistance Design Manual
SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)
SCS Scientific Certification Systens
(SCS) I ndoor Advant age
U. S. GREEN BU LDI NG COUNCI L (USGBC)
LEED (2002; R 2005) Leadership in Energy and
Envi ronmental Design(tm G een Building
Rati ng System for New Construction
(LEED- NC)
UNDERWRI TERS LABORATORI ES (UL)
UL Fire Resistance (2010) Fire Resistance Directory

2 SUBM TTALS

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

NOTE: Review Submttal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.
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For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Management System (RMB) are: "AE" for
Architect-Engineer; "DO for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force

and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:
SD- 03 Product Data

Cenentitious backer units

d ass Mat Water-Resi stant Gypsum Til e Backi ng Board

Wat er - Resi st ant Gypsum Backi ng Board

d ass Mat Covered or Reinforced Gypsum Sheat hi ng

d ass Mat Covered or Reinforced Gypsum Sheat hi ng Seal ant

| mpact Resi stant Gypsum Board

Accessori es

Submit for each type of gypsum board and for cenentitious backer
units.

Certification
Gypsum Board; (LEED)

Subnit docunentation indicating percentage of post-industrial
and post-consuner recycled content per unit of product. Indicate
relative dollar value of recycled content products to total dollar

val ue of products included in project.

Adhesi ves; (LEED)
Joint Treatnent Materials

Submt manufacturer's product data, indicating VOC content. ]
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[ Local / Regi onal Materials; (LEED)

Docunent ati on i ndi cating di stance between manufacturing facility
and the project site. Indicate distance of raw material origin
fromthe project site. Indicate relative dollar value of
| ocal /regional materials to total dollar value of products
included in project.]

[ Envi ronment al Dat a]

SD- 04 Sanpl es
Predecorated gypsumboard[; C[; G [___ 11
Submit for each color and pattern of predecorated gypsum board.
Where colors are not indicated, subnit color selection sanples of
not |ess than eight of the manufacturer's standard col ors.

SD-07 Certificates
Asbestos Free Materials[; C[; G [___ 11
Certify that gypsum board types, gypsum backi ng board types,
cenmentitious backer units, and joint treating naterials do not
cont ai n asbest os.

SD- 08 Manufacturer's Instructions
Mat erial Safety Data Sheets

SD- 10 Operation and Mi ntenance Data
Manuf act urer nai ntenance instructions
Wast e Managenent

SD- 11 d oseout Subnmittals
Local / Regi onal Materials; (LEED)

LEED docunentation relative to local/regional materials credit
in accordance with LEED Reference Cuide. Include in LEED
Docunent ati on Not ebook.

Gypsum Boar d; (LEED)

LEED docunentation relative to recycled content credit in
accordance with LEED Reference Guide. Include in LEED
Docunent ati on Not ebook.

Adhesi ves; (LEED)

LEED docunentation relative to low emtting materials credit in
accordance with LEED Reference Guide. Include in LEED
Docunent ati on Not ebook.

[1.3 SUSTAI NABLE DESI GN CERTI FI CATI ON

Product shall be third party certified by GEl G eenguard Indoor Air Quality
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Certified, SCS Scientific Certification Systens |ndoor Advantage or equal
Certification shall be performed annually and shall be current.]

1.4  DELIVERY, STORAGE, AND HANDLI NG
1.4.1 Del i very

Deliver materials in the original packages, containers, or bundles with
each bearing the brand name, applicable standard designation, and nane of
manuf acturer, or supplier.

1.4.2 St or age

Rk Ik kR IR R R Sk O e S R R AR R Rk Rk O o O Rk S I O O R o A

NOTE: Gypsum board provides a sink for adsorbing
hi gh short-term em ssions of VOCs, fornaldehyde,
particul ates, or other air-borne conpounds.
Materials with high short-term enissions include,
but are not limted to: adhesives, sealants and
gl azi ng compounds (specifically those with
petrochem cal vehicles or carriers); paint, wood
preservatives, and finishes; control and/or
expansion joint fillers; hard finishes requiring
adhesive installation; gypsum board (wth associ ated
finish processes and products); and conposite or

engi neered wood products with fornal dehyde bi nders.
EE IR I Sk S S I S S I O R R R Rk I I S Sk S Ik I Sk I S R R R Rk S S I kS kI S O R I

Keep materials dry by storing inside a sheltered building. Were necessary
to store gypsum board and cenentitious backer units outside, store off the
ground, properly supported on a level platform and protected fromdirect
exposure to rain, snow, sunlight, and other extreme weather conditions.
Provi de adequate ventilation to prevent condensation. Store per

manuf acturer's recommendations for allowable tenperature and humdity
range. Gypsum wal | board shall not be stored with materials which have high
em ssions of volatile organic conpounds (VOCs) or other contam nants,
including [ ]. Do not store panels near nmaterials that may offgas or
emt harnful fumes, such as kerosene heaters, fresh paint, or adhesives.

1.4.3 Handl i ng

Neatly stack gypsum board and cenentitious backer units flat to prevent
saggi ng or damage to the edges, ends, and surfaces.

1.5 ENVI RONMENTAL CONDI Tl ONS

1.5.1 Tenperat ure
Maintain a uniformtenperature of not |less than 10 degrees C 50 degrees F
in the structure for at |east 48 hours prior to, during, and follow ng the
application of gypsum board, cenentitious backer units, and joint treatnent
materials, or the bonding of adhesives.

1.5.2 Exposure to \Weat her

Protect gypsum board and cenentitious backer unit products from direct
exposure to rain, snow, sunlight, and other extreme weather conditions.

SECTION 09 29 00 Page 10



1.5.3 Tenporary Ventil ation
Provide tenporary ventilation for work of this section.
1.6  SUSTAI NABLE DESI GN REQUI REMENTS

1.6.1 Local / Regi onal Materials

Rk bk b R IR R R O kO b S O R Rk Rk R ok O S O R R R Ik kS I O I b Rk R

NOTE: Using local materials can help mninze
transportation inpacts, including fossil fue
consunption, air pollution, and labor. Using
materi al s harvested and nmanufactured within a 500
mle radius fromthe project site contributes to the
followi ng LEED credit: MR5. Coordinate with Section
01 33 29 LEED(tn) DOCUMENTATION. Use second option
if Contractor is choosing local nmaterials in
accordance with Section 01 33 29 LEED(tm
DOCUMENTATI ON.  First option shall not be used for
USACE projects. Arny projects shall include second
option only if pursuing this LEED credit.

IR R R R SRR EEEEEREEEEEEREEEREEEREREEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

[Use naterials or products extracted, harvested, or recovered, as well as
manuf actured, within a [800][ ] kiloneter [500][__ ] mle radius from
the project site, if available froma mninumof three sources.][ See
Section 01 33 29 LEED(tn) DOCUMENTATI ON for cunul ative total local nmateria
requirenents. Gypsum board naterials may be locally avail abl e.]

1.6.2 Envi ronnent al Dat a

EE SRR I Ik S S I S I S S I Sk S I Sk I Ik S R Sk Ik S S I kR Sk I

NOTE: ASTM E 2129 provides for detailed
docunentation of the sustainability aspects of
products used in the project. This |evel of detai
may be useful to the Contractor, Governnent,
bui | di ng occupants, or the public in assessing the
sustai nability of these products.

R IR I Sk S S I S S S I I Rk S R Rk S Ik Sk I S R Rk kS S I kS S S Sk O S

[Submit Table 1 of ASTM E 2129 for the followi ng products: [__ 1.1
1.7 QUALI FI CATI ONS

Furni sh type of gypsum board work specialized by the installer with a
m ni mumof [3] [ ] years of docunented successful experience.

1.8 SCHEDULI NG

EE SRR I Ik S S I S S S R R Sk S S kR kI S R Ik kI S I R R kI S S

NOTE: One or both of the follow ng procedures shal
be used to mnimze the exposure of gypsum wal | board
to materials or finishes which have high short-term
em ssions of VOCs, fornal dehyde, particul ates, or

ot her air-borne conpounds.

EE IR I Sk S S I S I S S S R Sk kR Sk I S Ik kI S S kR Sk I

[ The gypsum wal | board shall be taped, spackled and prinmed before the
installation of the highly-emtting materials, including [___ 1.1 [The
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gypsum wal | board shall be installed after the installation and ventilation
period of the highly-emitting materials, including [ 1.1

PART 2 PRODUCTS

2.1 VATERI ALS

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

NOTE: Check ASTM C 840, GA 216 and ANSI A108.11 for
details of materials, fasteners, and application

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

Conformto specifications, standards and requirenments specified. Provide
gypsum board types, gypsum backi ng board types, cenentitious backing units,
and joint treating materials manufactured from asbestos free materials only.

Submit Material Safety Data Sheets and manufacturer maintenance
instructions for gypsum materials including adhesi ves.

2.1.1 Gypsum Board

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

Use of materials with recycled content, cal cul ated
on the basis of post-industrial and post-consuner
percentage content, contributes to the foll ow ng
LEED credit: M. Designer nust verify
suitability, availability and adequate conpetition
(including verification of bracketed percentages
included in this guide specification) before

speci fying product recycl ed content requirenents.
Use last option if Contractor is choosing recycled
content products in accordance with Section 01 33 29
LEED(t m) DOCUMENTATI ON. Arny projects shall specify
recycled content only if pursuing this LEED credit

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

ASTM C 1396/ C 1396N. [Gypsum board shall contain a m ni num of
[5][10][___ ] percent post-consumer recycled content, or a mnimm of
[20][40][ ] percent post-industrial recycled content.] [Paper facings
shall contain [100][__ ] percent post-consuner recycled paper content.
Gypsum cores shall contain a mninumof [95][ ] percent post-industri al
recycled gypsumcontent.][ See Section 01 33 29 LEED(tm DOCUMENTATI ON for
cunmul ative total recycled content requirements. Gypsum board may contain
post - consuner or post-industrial recycled content.]

2.1.1.1 Regul ar

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

NOTE: Use tapered and featured edge gypsum board
wi th enbeddi ng and fini shing conpounds when a very
flat surface is required, such as long walls with
lighting at the end of the wall and down or up
lighted walls.

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

1200 mr 48 inch wide, [12.7] [15.9] nmr [1/2] [5/8] inch thick, [tapered][,
tapered and featured] edges. [Provide tapered and featured edge gypsum
board [in Rooms ] [as indicated].]
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2.1.1.2 Foi | - Backed

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, [tapered]
[tapered and featured] edges.

2.1.1.3 Type X (Special Fire-Resistant)

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, [tapered]
[tapered and featured] edges.

2.1.2 Gypsum Backi ng Board

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

NOTE: Wen thicker board is needed, replace the term
"backi ng board" with "coreboard", and change
dimension to 19.05 to 25.4 mr 3/4" to 1", depending
on system used.

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

ASTM C 1396/ C 1396l, gypsum backi ng board shall be used as a base in a
multil ayer system

2.1.2.1 Regul ar

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, square
edges.

2.1.2.2 Foi | - Backed

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, square
edges.

2.1.2.3 Type X (Special Fire-Resistant)

1200 mm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, square
edges.

2.1.3 Regul ar Wat er - Resi stant Gypsum Backi ng Board

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: For adhesive applied ceranmic tile in wet
areas (tubs, shower enclosures, saunas, steam roons,
gang shower roons, etc.), use cementitious backer
units (ANSI A108/ A118/ A136.1) as a substrate.
Specify ASTM C 1396/ C 1396M or ASTM C 1178/ C 1178M
for all other tiled areas including areas where only
ceramic or quarry tile base is to be installed, and
for ceilings in humid areas. Wen using

wat er -resi stant gypsum backi ng board at tile
applications, the metal studs should not be spaced
nmore than 406 mm 16 inches o.c. Specify noisture
resi stant gypsum board ASTM C 1396/ C 1396M for huni d
areas that are not exposed to direct noisture.

Wien using noi sture resistant board on ceilings,
spaci ng of supports should be no nore than 305 mr 12
inch on center.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS
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NOTE: Additives used to produce water-resistant
gypsum board ("green board") may include VCOCs.
Water-resistant types may be difficult to recycle.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

ASTM C 1396/ C 1396M
2.1.3.1 Regul ar

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, tapered
edges.

2.1.3.2 Type X (Special Fire-Resistant)

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, tapered
edges.

2.1. 4 d ass Mat Water-Resistant Gypsum Til e Backi ng Board
ASTM C 1178/ C 1178M
2.1.4.1 Regul ar

1200 nm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, square
edges.

2.1.4.2 Type X (Special Fire-Resistant)

1200 mm 48 inch wide, [12.7] [15.9] mr [1/2] [5/8] inch thick, square
edges.

[2.1.5 @ ass Mat Covered or Reinforced Gypsum Sheat hi ng

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

NOTE: This section should be used where exterior
gypsum sheathing with water resistance is required
(i.e. cavity sheathing over netal studs with brick
veneer or as substrate for EIFS systens). Al ways
use asphalt inpregnated felt paper for sheathing
protection. For additional protection or if
recomended by the manufacturer, choose the

par agraph for sheat hing seal ant.

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o
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NOTE: d ass-fiber reinforced types may be difficult
to recycle.

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

Exceeds physical properties of ASTM C 1396/ C 1396\ and ASTM C 1177/ C 1177V
Provide [12.7] [15.9,] mr [1/2][5/8] inch, gypsum sheathing. Provide
gypsum board of with a nonconbustible water-resistant core, with glass nat
surfaces enbedded to the gypsum core or reinforcing enbedded throughout the
gypsum core. Warrant gypsum sheathing board for at |east twelve nonths

agai nst del am nation due to direct weather exposure. Provide continuous,
asphalt inpregnated, building felt to cover exterior face of sheathing.

Seal [all joints, seans, and penetrations with conpatible seal ant.]
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[2.1.5.1 d ass Mat Covered or Reinforced Gypsum Sheat hi ng Seal ant

Provi de seal ant conpatible with gypsum sheat hi ng, rubber washers for
masonry veneer anchors, and ot her associated cavity wall conmponents such as
anchors and through wall flashing. Provide sealants for gypsum sheat hi ng
board edge seans and veneer anchor penetrations recommended by the gypsum
sheat hi ng manuf acturer and have the foll owi ng performance requirenents:

a. ASTM D 412: Tensile Strength, 551 kil opascals 80 ps

b. ASTM D 412: Utimte Tensile Strength (nmaxi mum el ongation), 1172
ki | opascal s 170 ps

c. ASTM D 624: Tear Strength, dieB, 4.7 kN m 27 pp

d. ASTM D 1149: Joint Mvenent Capability after 14 Days cure, plus or
m nus 50 percent.

11[2.1.6 | npact Resi stant Gypsum Board

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

Not e: | npact Resistant Gypsum Board Shoul d Be Used
When Abuse Or Vandalism O Walls |Is Anticipated And
Gypsum Board |Is The Only Wall Material Alternative
Feasi bl e. Consult Manufacture For Use Restrictions
O I npact Resistant Gypsum Board On Exterior Walls.
This Product Requires A Mninmum O 20 Gauge Meta
Fram ng As Support, Coordinate with Section 09 22 00
SUPPORTS FOR PLASTER AND GYPSUM BQARD.

Sonme products rely on | exan backing for penetration
resi stance. The inpervious layer will act as a vapor
barrier which may not be desirable in certain wal
systens and cli mates.

None of the paper faced gypsum products have high

resi stance to abrasion. Designer should consider

hi gh strength veneer plaster on wall systens using
i mpact resistant gypsum wal | board, coordinate with
Section 09 26 00 VENEER PLASTER

Rk Ik Sk kR IR R R I kO e S O R R Rk Rk kO R AR Ik I kS I S I b R R R o

1200 nmr 48 inchwide, 15.9 nmr 5/8 inch thick, tapered edges.

Rei nf orced gypsum panel with inbedded fiber nesh or |exan backing testing
in accordance with the following tests. Provide fasteners that neet
manuf acturer requirenents and specifications stated within this section.

| mpact resistant gypsum board, when tested in accordance with ASTM E 84,
have [a flame spread rating of 25 or | ess and a snoke devel oped rating of
50 or less for [ ]] [and] [a flame spread rating of 75 or less and a
snoke devel oped rating of 100 or less for [ 11.

2.1.6.1 Structural Failure Test

ASTM E 695 or ASTM D 2394 for structural failure (drop penetration).

ASTM E 695 using a 27.2 kg 60 Ib sand filled | eather bag, resisting no | ess
than 407 N-n 300 ft. |b. cumul ative inpact energy before failure or

ASTM D 2394 using 139.7 mr 5.5 inch henispherical projectile resisting no

| ess than 357 N 264 ft. |Ib. before failure. Provide test specinen stud
spacing a mninmunr 406 nr 16 i nch on center.
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2.1.6.2 | ndent ati on Test

ASTM D 5420 or ASTM D 1037 for indentation resistance. ASTM D 5420 using a .907
kg 32 oz weight with a 16 nr 5/8 inch hem spherical inpacting head dropped

once 915 nmr 3 feet creating not nore than 3.5 mr 0. 137 inch indentation or

ASTM D 1037 using no less than 213 kg 470 | b weight applied to the 11.13 mv
0.438 inch dianeter ball to create not nmore than a 0.5 mr 0.0197 inch

i ndent ati on dept h.

12.1.7 Predecorat ed Gypsum Boar d

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Predecorated gypsumboard is available only in
1200 nmr 48 inch wide panels. Interior finish
materials for exits, hospitals, individual roons
with capacity for 5 or nore persons nust have a
flanme spread rating of 25 or |ess and snoked

devel oped rating of 50 or less. Interior finish
materials for other |ocations nust have flane spread
rating of 75 or | ess and snoke devel oped rating of
100 or less. Flanme spread rating greater than 75
and snoke devel oped rating greater than 100 are not
permitted. Refer to UFC 3-600-01, "Fire Protection
Engi neering for Facilities," for further gui dance on
speci fying flane spread and snoke devel oped ratings.

Rk Rk kIR Rk S S O e S S S AR Rk R O R Rk Ik kS I O R SRR o

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

NOTE: |If the optional phrase "as sel ected" is not
used to designate a color (and pattern), insert a
manuf acturer's name and col or (and pattern)
designation in the blank and add the following to
the end of this paragraph "The manufacturer's name
and catal og designation are provided in order to
describe the color (and pattern) desired. O her
manuf acturer's products having a sinmlar color (and
pattern) will be acceptable."

Rk Ik Sk kR IR R R I kO e S O R R Rk Rk kO R AR Ik I kS I S I b R R R o

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: |Insert designations of roonms or areas in
which different flame spread and snoke devel oped
ratings are required.

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

ASTM C 1396/ C 13960, [regular] [Type X gypsum board, 1200 mr 48 inch w de,
[12.7] [15.9] mm [1/2] [5/8] inch thick, with a decorative wall covering
(Class |) [or coating (Class I1)] applied in-plant by the gypsum board
manuf acturer. The color [and pattern] of wall covering shall be [ ]
[as selected]. Provide [__ ] color [and pattern] wall covering sel ected.
[ Furni sh gypsum board with square edges, and a slight bevel to produce a
shal | ow vee joint. Wap all coverings around edges.] Furnish a
predecorat ed gypsum board with [a flanme spread rating of 25 or less and a
snoke devel oped rating of 50 or less for [ 1] [and] [a flanme spread
rating of 75 or less and a snoke devel oped rating of 100 or less for
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2.

2.

1.8 Cenentitious Backer Units

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: For adhesive applied ceramic tile in wet areas
(tubs, shower enclosures, saunas, steam roons, gang
shower roons), specify only cenentitious backer

uni ts.
Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

ANSI A108/ A118/ A136. 1.

1.9 Joint Treatnent Materials

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkhhkk hkrhk hkhhkhkhkhkk kk kkihkikkhk khkk kkikki*x*%

NOTE: VOCs may be emitted from tapi ng conpounds and
finishes during the curing process.

R R R I R I I R R I R R I R R I R I R R I R R R R R R R I R O O O

ASTM C 475/ C 475N. [Use all purpose joint and texturing conpound
containing inert fillers and natural binders, including |ine conpound.
Pre-m xed compounds shall be free of antifreeze, vinyl adhesives,
preservatives, biocides and other slow rel easi ng conpounds. ]

.1.9.1 Enmbeddi ng Conpound

Specifically formul ated and nmanufactured for use in enbedding tape at
gypsum board joints and conpatible with tape, substrate and fasteners.

.1.9.2 Fi ni shi ng or Toppi ng Conpound
Specifically formul ated and manufactured for use as a finishing conpound.
.1.9.3 Al | - Pur pose Conpound

Specifically formul ated and nanufactured to serve as both a taping and a
finishing conmpound and conpatible with tape, substrate and fasteners.

.1.9.4 Setting or Hardening Type Conpound
Specifically formul ated and nanufactured for use with fiber glass nmesh tape.
.1.9.5 Joi nt Tape

Use cross-| am nated, tapered edge, reinforced paper, or fiber glass nesh
tape recomrended by the manufacturer.

.1.10 Fast eners

.1.10.1 Nai | s

ASTM C 514. [For predecorated gypsum board provide special nails with
factory coated heads of color to match wall covering materials as
recomended by the predecorated gypsum board manufacturer. ]

.1.10.2 Screws

ASTM C 1002, Type "G', Type "S" or Type "W steel drill screws for

fasteni ng gypsum board to gypsum board, wood fram ng nenbers and stee
fram ng nenbers less than 0.84 mr 0.033 inch thick. ASTM C 954 steel dril
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screws for fastening gypsumboard to steel fram ng nmenbers 0.84 to 2.84 mr
0.033 to 0.112 inch thick. Provide cenmentitious backer unit screws with a
pol yner coati ng.

2.1.10.3 St apl es
1.5 mmthick No. 16 USS gagefl attened gal vanized wire staples with 11.1 nm

7/ 16 inch wi de crown outside nmeasurenent and divergent point for base ply
of two-ply gypsum board application. Use as foll ows:

Length of Legs (nm Thi ckness of Gypsum Board (nm
28.6 12.7
31.8 15.9

Length of Legs (inch) Thi ckness of Gypsum Board (inch)
11/8 1/2
11/4 5/ 8

2.1.11 Adhesi ves

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

Using interior |ow VOC products contributes to the
following LEED credit: EQ. Include VOC submittal
if pursuing this LEED credit. Coordinate with
Section 01 33 29 LEED(tm) DOCUMENTATI ON. Desi gner
nmust verify suitability, availability and adequate
conmpetition (including verification of bracketed
VOCs included in this guide specification) before
speci fyi ng product VOC requirenents. Army projects
shal | specify bracketed LEED VOC option only if
pursuing this LEED credit and all owi ng adhesi ve
attachnent.

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

Do not use adhesive contai ning benzene, carbon tetrachloride, or

trichl oroethyl ene.[ Adhesive shall contain a maxi nrum VOC content of 50
granms per liter.][ Adhesive nmust neet the requirements of LEED | ow
emtting materials credit.]

2.1.11.1 Adhesi ve for Fastening Gypsum Board to Metal Fram ng

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

NOTE: Use adhesive only where screw type fastener
attachnent to netal framng is not possible to avoid
difficulty with future gypsumrecycling.

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

[Not pernmitted.][ Type reconmended by gypsum board manufacturer.]

2.1.11.2 Adhesi ve for Fastening Gypsum Board to Whod Fram ng

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

NOTE: Use adhesive only where screw type fastener
attachnment to wood framng is not possible to avoid
difficulty with future gypsum recycling.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS
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[Not pernitted.][ASTM C 557. ]

2.1.11.3 Adhesi ve for Lam nating

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

NOTE: Use adhesive only where screw type fastener
attachnent is not possible to avoid difficulty with
future gypsumrecycling.

Rk bk b R IR R R O kO b S O R Rk Rk R ok O S O R R R Ik kS I O I b Rk R

[Not permitted.][ Adhesive attachnment is not pernmitted for multi-|ayer
gypsum boards. For | am nating gypsum studs to face panels, provide
adhesi ve recommended by gypsum board nmanufacturer.]

2.1.12 Gypsum St uds

Provide 25 mr one inch minimum thickness and 150 mr 6 inch m ni num wi dt h.
Studs may be of 25 mr one inch thick gypsumboard or nultilayers fastened
to required thickness. Conformto ASTM C 1396/ C 1396l for materi al .

2.1.13 Shaftwal | Li ner Pane

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Shaftwall panels are typically used for

el evators, stairwells and nechani cal chases that
penetrate rated floor systenms. Wen using shaftwall
system edit Section 09 22 00 SUPPORTS FOR PLASTER
AND GYPSUM BOARD to include shaftwall |iner panel
netal studs.

EE R R R S I R I R I I R R S R R R R R R S R R I R I R R R R S R R R

ASTM C 1396/ C 1396N. Conformto the UL Fire Resistance for the Design
Nunbers(s) indicated for shaftwall |iner panels. Mnufacture |iner pane
for cavity shaftwall system with water-resistant paper faces, bevel edges,
single lengths to fit required conditions, [25.4 mm] [19.05 mm] [1"] [3/4"]
thick, by 610 mr 24" wi de.

2.1.14 Accessori es

ASTM C 1047. Fabricate fromcorrosion protected steel or plastic designed
for intended use. Accessories manufactured with paper flanges are not
acceptable. Flanges shall be free of dirt, grease, and other materials
that may adversely affect bond of joint treatnent. Provide prefinished or
job decorated materials. [For predecorated gypsum board provide
prefinished netal or plastic trimto match predecorated gypsum board. ]

2.1.15 Asphal t | npregnated Buil ding Felt
Provide a 6.7 kg 15 I b asphalt noisture barrier over gypsum sheat hi ng.
Conformng to ASTM D 226/ D 226 Type 1 (No. 15) for asphalt inpregnated
building felt.

2.1.16 \Wat er

Provi de clean, fresh, and potable water.
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PART 3 EXECUTI ON

3.

3.

1 EXAM NATI ON
1.1 Fram ng and Furring

Verify that framing and furring are securely attached and of sizes and
spacing to provide a suitable substrate to receive gypsum board and
cementitious backer units. Verify that all blocking, headers and supports
are in place to support plunbing fixtures and to receive soap dishes, grab
bars, towel racks, and simlar itenms. Do not proceed with work unti
frami ng and furring are acceptable for application of gypsum board and
cenentitious backer units.

1.2 [ Gypsum Board] [and] [Fram ng]

Verify that surfaces of [gypsum board] [and] [framing] to be bonded with an
adhesive are free of dust, dirt, grease, and any other foreign matter. Do
not proceed with work until surfaces are acceptable for application of
gypsum board wi th adhesi ve.

1.3 [ Masonry] [and] [Concrete] Walls

Verify that surfaces of [masonry] [and] [concrete] walls to receive gypsum
board applied with adhesive are dry, free of dust, oil, formrelease
agents, protrusions and voids, and any other foreign natter. Do not
proceed with work until surfaces are acceptable for application of gypsum
board with adhesi ve.

.2  APPLI CATI ON OF GYPSUM BOARD

Rk Ik Sk kR IR R R I O O e S S R Rk Rk S R Rk Ok kS I O I b R R Rk

NOTE: Coordinate with the drawi ngs to ensure that
all types of gypsum board specified are indicated.
Term nol ogy on the drawi ngs should be identical to
that in the specifications.

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O
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NOTE: Al |l ow adhesi ve bondi ng of gypsum board and
substrate menbers only when required for proper
installation.

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I
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NOTE: Use of special clips designed to provide
support at wall corners and wall-ceiling
intersections in lieu of backup studs or bl ocking
mnimzes fram ng, and is approved except where not
permtted in fire rated assenblies. |nclude gypsum
or ceiling board over fram ng sentence when
appropriate with design and neets industry gui dance
and requirenents for fire rated assenblies.
Ceilings insulated with heavy or conpressed

i nsulation (such as cellul ose, nineral wool, or
conpressed fiberglass batts) may require 16 mr 5/ 8
i nch gypsum board.

LR R R R R R R R R R R R EREEEEREEEREEEEEEEREEEEREEEEEEREEEEREEEEEEEEEEEEEEEEEEEEERE]
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Apply gypsum board to frami ng and furring nenbers in accordance with

ASTM C 840 or GA 216 and the requirenments specified. Apply gypsum board
with separate panels in noderate contact; do not force in place. Stagger
end joints of adjoining panels. Neatly fit abutting end and edge joints.
Use gypsum board of maxi mum practical |ength; select panel sizes to
mnimze waste. Cut out gypsum board to make neat, close, and tight joints
around openings. In vertical application of gypsum board, provide panels
in lengths required to reach full height of vertical surfaces in one
continuous piece. Lay out panels to mnimze waste; reuse cutoffs whenever
feasible. Surfaces of gypsum board and substrate nenbers may [not ]be
bonded together with an adhesive[, except where prohibited by fire
rating(s)]. Treat edges of cutouts for plunbing pipes, screwheads, and
joints with water-resistant conmpound as reconmended by the gypsum board
manufacturer. Mnimze framng by floating corners with single studs and
drywall clips. [lnstall [16 mMm5/8 inch J[_ ] gypsumor [13 mm 1/2 inch
171 ] ceiling board over framing at [610 nm 24 inches |[_ ] on
center.] Provide type of gypsum board for use in each system specified
herein as indicated.

3.2.1 Application of Single-Ply Gypsum Board to Whod Fram ng
Apply in accordance with ASTM C 840, System| or GA 216.
3.2.2 Application of Two-Ply Gypsum Board to Whod Fram ng
Apply in accordance with ASTM C 840, System Il or GA 216.
3.2.3 Adhesi ve Nail-On Application to Wod Fram ng

Apply in accordance with ASTM C 840, System|Ill or GA 216. This nmethod may
be used in lieu of ASTM C 840, System | at the option of the Contractor.

3.2.4 Sem -Solid Gypsum Board Partitions
Provide in accordance with ASTM C 840, System |V or GA 216
3.2.5 Solid Gypsum Board Partitions
Provide in accordance with ASTM C 840, SystemV or GA 216.
3.2.6 Adhesi ve Application to Interior Masonry or Concrete Walls
Apply in accordance with ASTM C 840, System VI or GA 216.
3.2.7 Application of Gypsum Board to Steel Fram ng and Furring
Apply in accordance with ASTM C 840, System VIII or GA 216.
3.2.8 Arches and Bendi ng Radi
Apply gypsum board in accordance with ASTM C 840, System | X or GA 216.

3.2.9 Gypsum Board for Wall Tile or Tile Base Applied with Adhesive

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: For adhesive applied ceramic tile in wet areas
(tubs, shower enclosures, saunas, steam roons, gang
shower roons), specify cenentitious backer board
(ANSI A108/ A118/ A136.1) as the substrate; specify
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ASTM C 1178/ C 1178M gl ass mat wat er-resi st ant
backi ng board or ASTM C 1396/ C 1396M wat er - r esi st ant
gypsum backi ng board for other tiled areas including
areas where only ceramc or quarry tile base is to
be install ed.

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

In dry areas (areas other than tubs, shower enclosures, saunas, steam
roonms, gang shower roons), apply glass mat water-resistant gypsumtile

backi ng board [or water-resistant gypsum backi ng board] in accordance wth
ASTM C 840, System X or GA 216.

3.2.10 Exterior Application

Apply exterior gypsum board (such as at soffits) in accordance with
ASTM C 840, System XI or GA 216.

3.2.11 d ass Mat Covered or Fiber Reinforced Gypsum Sheat hi ng

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: Choose the bracketed option below if seal ant
will be applied to sheathing joints and penetrations
in addition to the asphalt inpregnated building felt.

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

Apply gypsum sheat hing in accordance to gypsum associ ati on publications

GA 253. Fol |l ow gypsum sheat hi ng manufacturer's requirements of design
details for joints and fasteners and be properly installed to protect the
substrate from nmoisture intrusion. Do not |eave exposed surfaces of the
gypsum sheat hi ng beyond the manufacturer's recomendati on without a weat her
barrier cladding. Provide continuous asphalt inpregnated building felt
over sheathing surface in shingle fashion with edges and ends | apped a

m ni mum of 150 nm 6 inch. Property flash the openings. [Seal all joints,
seans, and penetrations with a conpatible silicone sealant.]

3.2.12 Floating Interior Angles

Rk Ik Sk kR IR R R I kO e S O R R Rk Rk kO R AR Ik I kS I S I b R R R o

NOTE: Use of special clips designed to provide
support at wall corners and wall-ceiling
intersections in lieu of backup studs or bl ocki ng
mnimzes framng, and is approved except where not
permitted in fire rated assenblies. |Include gypsum
or ceiling board over frani ng sentence when
appropriate for design and neets industry gui dance
and requirenments for fire rated assenbli es.

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

Mnim ze framng by floating corners with single studs and drywall clips.
Locate the attachnment fasteners adjacent to ceiling and wall intersections
in accordance with ASTM C 840, System XI| or GA 216, for [single-ply] [and]
[two-ply] applications of gypsum board to wood fram ng.

3.2.13 Control Joints

Install expansion and contraction joints in ceilings and walls in
accordance with ASTM C 840, System Xl Il or GA 216. Fill control joints
between studs in fire-rated construction with firesafing insulation to
match the fire-rating of construction
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3.2.14  Application of Foil-Backed Gypsum Board

Apply foil-backed gypsum board in accordance with ASTM C 840, System XIV or
GA 216.

3.2.15 Application of Predecorated Gypsum Board

Apply predecorated gypsum board in accordance with GA 224. Attach
predecor at ed gypsum board wi th adhesive and fasteners as recommended by the
manuf acturer. Conceal fasteners in the finished work.

3.2.16 Application of |npact Resistant Gypsum Board

Apply in accordance with applicable systemof ASTM C 840 as specified or
GA 216. Fol l ow manuf acturers witten instructions on howto cut, drill and
attach board.

3.3  APPLI CATI ON OF CEMENTI TI QUS BACKER UNI TS
3.3.1 Application

In wet areas (tubs, shower enclosures, saunas, steamroons, gang shower
roons), apply cenentitious backer units in accordance with ANSI A108.11
Place a 7.6 kg 15 | b asphalt inpregnated, continuous felt paper menbrane
behi nd cenentitious backer units, between backer units and studs or base

| ayer of gypsum board. Place nmenbrane with a mnimun 150 mr 6 i nch overl ap
of sheets laid shingle style.

3.3.2 Joi nt Treat nent
ANS| A108. 11.
3.4 FI NI SHI NG OF GYPSUM BOARD

Tape and finish gypsumboard in accordance with ASTM C 840, GA 214 and

GA 216. Finish plenum areas above ceilings to Level 1 in accordance with
GA 214. Finish water resistant gypsum backi ng board, ASTM C 1396/ C 1396,
to receive ceramc tile to Level 2 in accordance with GA 214. Finish walls
and ceilings to receive a heavy-grade wall covering or heave textured
finish before painting to Level 3 in accordance with GA 214. Finish walls
and ceilings without critical lighting to receive flat paints, |ight
textures, or wall coverings to Level 4 in accordance with GA 214. Unless
ot herwi se specified, finish all gypsumboard walls, partitions and ceilings
to Level 5 in accordance with GA 214. Provide joint, fastener depression
and corner treatnment. Tool joints as snmoothly as possible to mnimze
sandi ng and dust. Do not use fiber glass nmesh tape with conventiona

drying type joint conpounds; use setting or hardening type conpounds only.
Provide treatnent for water-resistant gypsum board as reconmended by the
gypsum board manufacturer. Protect workers, building occupants, and HVAC
systens from gypsum dust.

3.4.1 Uni form Surface

Wher ever gypsum board is to receive eggshell, sem gl oss or gloss paint
finish, or where severe, up or down lighting conditions occur, finish
gypsum wal | surface in accordance to GA 214 Level 5. 1In accordance with

GA 214 Level 5, apply a thin skimcoat of joint conpound to the entire
gypsum board surface, after the two-coat joint and fastener treatnment is
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conpl ete and dry.
[3.4.2 Metal Trimfor Predecorated Gypsum Board

Fi ni sh edges, ends, and joints of predecorated gypsum board, except
prefinished vee joints and nonolithic type joints, with netal or plastic
trimselected to match the gypsum board finish

13.5 SEALI NG

Seal openings around pipes, fixtures, and other itens projecting through
gypsum board and cenentitious backer units as specified in Section 07 92 00
JO NT SEALANTS Apply material with exposed surface flush with gypsum board
or cementitious backer units.

[3.5.1 Sealing for dass Mat or Reinforced Gypsum Board Sheat hi ng

Apply silicone sealant in a 9.5 nr 3/8 inch bead to all joints and trowel
flat. Apply enough of the sane sealant to all fasteners penetrating through
the gl ass mat gypsum board surface to conpletely cover the penetrati on when
troweled flat. Do not place [construction and materials behi nd sheat hi ng
until a visual inspection of sealed joints during daylight hours has been
conpl eted by Contracting Oficer.]

13.6 FI RE- RESI STANT ASSEMBLI ES
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NOTE: Coordinate with the drawi ngs to ensure that
UL or GA design nunbers are indicated for

fire-resistant assenblies. |f review of building
code requires pressurized enclosures, include the
fol | owi ng:

Pressurized fire-rated gypsum board encl osures shal
al | ow the nechanical and electrical life-safety
systens to operate in accordance with the design
intent. Air pressure within elevator shaft shall be
360 Pa. 7.5 psf. Air pressure within stair shaft
shal | be 240 Pa. 5.0 psf. Maxi mum m d-span

defl ection shall be L/360.
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Wherever fire-rated construction is indicated, provide materials and
application nethods, including types and spacing of fasteners,[ wall[ and
ceiling] fram ng] in accordance with the specifications contained in |

UL Fire Resistance for the Design Nunber(s) indicated], [or] [GA 600 for
the File Nunber(s) indicated]. Joints of fire-rated gypsum board

encl osures shall be closed and sealed in accordance with UL test

requi renents or GA requirenents. Seal penetrations through rated
partitions and ceilings tight in accordance with tested systens.

3.7 PATCHI NG
Patch surface defects in gypsumboard to a snooth, uniform appearance,

ready to receive finishes. [Renove predecorated gypsum board which cannot
be restored to |Iike-new condition. Provide new predecorated gypsum board.]
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3.8 SHAFTWALL FRAM NG

Install the shaftwall systemin accordance with the system manufacturer's
publ i shed instructions. Coordinate bucks, anchors, bl ocking and ot her
itenms placed in or behind shaftwall framng with electrical and nechanica
work. Patch or replace fireproofing materials which are damaged or renoved
during shaftwall construction.

3.9 WASTE MANAGEMENT
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NOTE: Diverting waste fromthe landfill contributes
to the following LEED credit: MR2. Coordinate with
Section 01 74 19 CONSTRUCTI ON AND DEMCLI TI ON WASTE
MANAGEMENT. Desi gner shall verify that itens are
abl e to be disposed of as specified. Arny projects
i nclude bracketed text only if pursuing this credit.
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As specified in Waste Managenment Plan and as follows. Separate clean waste
gypsum products from contam nants. Do not include wood, plastic, netal
asphal t-i npregnat ed gypsum board, or any gypsum board coated with gl ass
fiber, vinyl, decorative paper, or other finish. Place in designated area
and protect fromnoisture and contami nation. Coordinate with Section

32 05 33 LANDSCAPE ESTABLI SHVENT to identify requirenments for gypsum soi
anendnent and to prepare scrap gypsum board for use as soil anendnent.
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NOTE: Take-back prograns refer to prograns in which
t he product manufacturer "takes-back" scrap nmateria
and/ or packagi ng associated with its product.
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[ Identify manufacturer's policy for collection or return of renaining
[construction scrap,] [unused material,] [denblition scrap,] and [ packagi ng
material]. |Institute denmplition and construction recycling to take
advant age of manufacturer's progranms. Wen such a service is not
avai l abl e, seek local recyclers to reclaimthe materials.]

-- End of Section --
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