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PREPARATI ON OF HI STCRI C WOOD AND METAL SURFACES FOR PAI NTI NG
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NOTE: This gui de specification covers the
requi renents for preparation for painting wood and
netal surfaces in historic structures.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
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t he i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN CONFERENCE OF GOVERNMENTAL | NDUSTRI AL HYd ENI STS (ACA H)

ACGA H 0100Doc (2005) Documentation of the Threshold
Limt Values and Biological Exposure
I ndi ces

ASTM | NTERNATI ONAL (ASTM

ASTM D 1730 (2009) Standard Practices for Preparation
of Al um num and Al um num Al | oy Surfaces
for Painting

ASTM D 1731 (2009) Preparation of Hot-Dip Al um num
Surfaces for Painting

ASTM D 3274 (2009e1) Eval uating Degree of Surface
Di sfigurenment of Paint Filns by Mcrobia
(Fungal or Algal) Gowh or Soil and Dirt
Accurnul ati on

ASTM D 3359 (2009) Measuring Adhesion by Tape Test

ASTM D 4214 (2007) Standard Test Method for Eval uating
t he Degree of Chal king of Exterior Paint
Films

THE SOCI ETY FOR PROTECTI VE COATI NGS ( SSPC)

SSPC PA Guide 5 (2002; E 2004) Guide to Mintenance
Coating of Steel Structures in Atnospheric
Servi ce

SSPC SP 1 (1982; E 2004) Sol vent d eaning

SSPC SP 10/ NACE No. 2 (2007) Near-Wite Blast O eaning

SSPC SP 2 (1982; E 2004) Hand Tool d eaning

SSPC SP 3 (1982; E 2004) Power Tool d eaning

SSPC SP 5/ NACE No. 1 (2007) White Metal Blast d eaning

SSPC SP 6/ NACE No. 3 (2007) Commercial Blast C eaning

SSPC SP 7/ NACE No. 4 (2007) Brush-Of Blast d eaning
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1

2 SYSTEM DESCRI PTI ON
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NOTE: The Federal Clean Air Act requires each state
to neet the National Anbient Air Quality Standards.
In addition, each state or |ocal governnent nmay

i mpose nore restrictive requirenents. States with
areas identified as exceedi ng EPA standards for
ozone nust adopt limts on the volatile organic
conpound (VOC) content of paint renovers, wood
preservatives, solvents and other chem ca
preparation materials. Therefore, the designer
shoul d determnmine the |local restrictions and
elimnate prohibited materials. It may be necessary
to specify locally avail able comercial products

whi ch have been devel oped to neet |ocal restrictions.

The requirenents for Contractor test report
responsibilities should be nodified regardi ng exenpt

materi al s.
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The procedures proposed for the acconplishrment of the work shall provide
for safe conduct of the work, careful renmpval and disposition of naterials
specified to be sal vaged, protection of property which is to renmain

undi sturbed, and coordination with other work in progress. Submit the
nanes, quantity represented, and intended use for proprietary brands of
materials proposed to be substituted for the specified materials when the
required quantity of a particular batch is 200 l[iters 50 gallons or |ess.
Submit nmanufacturer's current printed product description, nmaterial safety
data sheets (MSDS) and technical data sheets for each product. Detail ed

m xi ng, thinning and application instructions, nnimmand maxi mum
application tenperature, and curing and drying tines shall be provided for
each product submitted. Include in the work plan a Safety and Health pl an
descri bi ng procedures for handling nonitoring, and disposition of VOCs and
ot her hazardous and toxic materials. Submt [one copy] [[___ ] copies] of
the Work Plan and a certificate stating that products proposed for use neet
the VOC regul ations of the local Air Pollution Control Districts having
jurisdiction over the geographical area in which the project is |ocated.
The procedures shall include a detail ed description of the nmethods and

equi pnment to be used for each operation, and the sequence of operations.
Test the naterials designated by the Contracting Oficer.

3 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnittals
required for the project. Submittals should be kept
to the mninumrequired for adequate quality control

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
subnittals are already marked with a “G'. Only
delete an existing “G if the subnmittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
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context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO' for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE IR R R I R R I I R R R I I O R R R R Ok S R R R R R I R I I O R O

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government.] Subnit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 03 Product Data

Work Plan[; CQ[; G [_____ 1]
Mat erial s
Qual i fications

SD-07 Certificates
Work Pl an
.4 QUALI TY ASSURANCE

Work shall conply with the ACCI DENT PREVENTI ON PLAN, including the Activity
Hazard Anal ysis as specified in the CONTRACT CLAUSES. The Activity Hazard
Anal ysi s shall include anal yses of the potential inpact of surface
preparati on operations on personnel and on others involved in and adjacent
to the work zone.

4.1 Wor ker Exposures

Exposure of workers to chenical substances shall not exceed limts as
established by ACE H 0100Doc.

.4.2 Trai ni ng

I nform wor kers, having access to an affected work area, of the contents of
the applicable material data safety sheets (MSDS) and of potential health
and safety hazard and protective controls associated with materials used on
the project. An affected work area is one which may receive dust, msts,
and odors fromthe surface preparation operations. W rkers involved in
surface preparation and clean-up shall be trained in the safe handling and
application, and the exposure Iimt, for each material which the worker
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will use in the project. Instruct personnel having a need to use
respirators and masks in the use and mai nt enance of such equi pnent.

1.4.3 Coor di nati on

Coordinate work to mninmze exposure of building occupants, other
Contractor personnel, and visitors to mists and odors from surface
preparati on and cl eani ng operati ons.

1.4.4 Qualifications

Provide qualified workers trained and experienced in the preparation for
pai nting of wood and netal surfaces in historic structures, subnit
docunentati on of 5 consecutive years of work of this type and a statenent
certified by the Contractor attesting that the experience and
qualifications of the workers (journeynen) conply with the
specifications.. Provide a list of sinmlar jobs identifying when, where,
and for whomthe work was done and a current point-of-contact for
identified references.

1.5 DELI VERY, STORAGE, AND HANDLI NG

Del i ver paint renovers, solvents, and other chemicals, used for surface
preparation, in sealed containers that |egibly show the designated nane,
formula or specification nunber, quantity, date of manufacture,

manuf acturer's fornul ati on nunber, manufacturer's directions including any
war ni ngs and speci al precautions, and nane of manufacturer. Furnish such
materials in containers not larger than 20 L 5 gallons; store themin
accordance with the manufacturer's witten directions; and, as a mni mum
store them off the ground, under cover, with sufficient ventilation to
prevent the buildup of flammable vapors and at tenperatures between 4 and
35 degrees C 40 and 95 degrees F

1.6 ENVI RONVENTAL REQUI REMENTS

Unl ess ot herwi se reconmended by the product manufacturer, the anbient
tenperature shall be between 7 and 35 degrees C 45 and 95 degrees F when
appl yi ng paint renovers, solvents, or other preparation materials.

PART 2 PRODUCTS
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NOTE: When the required quantity of a particular
material is 200 liters (50 gallons) or less, the
factors of time, value of material versus cost of
testing, and the end use of material may justify
acceptance on the basis of manufacturer's data.

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

2.1 PAI NT REMOVERS

Chemi cal paint renovers shall be a commercial itemspecifically
manuf actured for the type of paint to be renoved.

2.2 EPOXY CONSCLI DANTS
2.2.1 Li qui d Consol i dant

Provide liquid wood consolidant consisting of a 2-part, |owviscosity
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l'iquid epoxy that neets the criteria of Table 1.
. 2.2 Epoxy Paste

Provi de epoxy paste consisting of a 2-part, thixotropic paste that neets
the criteria of Table 1.

TABLE 1
LI QUI D CONSOLI DANT EPOXY PASTE
Properties Low Vi scosity Liquid No- Sl unp, Thi xotropic Paste
Toxicity Low Very Low
Toxicity Cured Non- Toxi ¢ Non- Toxi ¢
Rat i os 1: 1 by Vol une 1: 1 by Vol une
Pot Life @
Room Tenp. 30 minutes mn. 50 minutes mn.
Har deni ng @
Room Tenp. 1 hr. or longer 1 hr. or |onger
Har deni ng @
60 deg. C 16 min. or less 18 min. or less
Vi scosity Poi ses
@22 deg. C 4.7 max. Thi xotropi ¢ paste
Sol i ds 95 percent mn. 98 percent mn.
Tensile Strength 27.6 MPa 17.25 MPa
El ongati on 50 percent 4 percent
Conpressive Strength
Fail ure 131 MPa
Yield 24 MPa 38 MPa
TABLE 1
LI QUI D CONSOLI DANT EPOXY PASTE
Properties Low Vi scosity Liquid No- Sl unp, Thi xotropic Paste
Toxicity Low Very Low
Toxicity Cured Non- Toxi ¢ Non- Toxi ¢
Rat i os 1: 1 by Vol une 1:1 by Vol une
Pot Life @
Room Tenp. 30 minutes mn. 50 minutes mn.
Har deni ng @
Room Tenp. 1 hr. or longer 1 hr. or |onger
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TABLE 1

LI QUI D CONSOLI DANT EPOXY PASTE

Har deni ng @
140 deg. F 16 min. or |less 18 min. or less
Vi scosity Poises
@72 deg. F 4.7 max. Thi xot ropi ¢ paste
Sol i ds 95 percent mn. 98 percent mn.
Tensile Strength 4000 psi 2500 ps
El ongati on 50 percent 4 percent
Conpressive Strength

Fail ure 19000 psi ---

Yield 3500 psi 5500 ps

PART 3 EXECUTI ON

3.

1 GENERAL REQUI REMENTS

Use nethods for preparation of historic wood and netal surfaces for

pai nti ng which are the gentlest possible to achieve the desired results.

Hi storic substrate materials shall not be danaged or marred in the process
of surface preparations. Collect and anal yze sanpl es of the existing paint
finishes for the purpose of docunentation or natching, if [so directed by
the Contracting O ficer] [required by the contract docunents.] Material
and application requirements for paints are covered in Section 09 90 00

PAI NTS AND COATI NGS

.2 VENTI LATI ON

Ventilate interior work zones, having a volune of 280 cubic neters 10, 000
cubic feet or less, at a mininmumof 2 air exchanges per hour. Mintain
ventilation in |larger work zones by means of nechani cal exhaust. Sol vent
vapors shall be exhausted outdoors, away fromair intakes and workers.
Tenporarily seal return air inlets in the work zone bhefore start of work
until the prepared surfaces have dried. Operators and personnel in the
vicinity of paint renoval processes involving chemicals or nechanica
action (sanding or blasting) shall wear respirators.

.3 PROTECTI ON OF AREAS NOT TO BE PAI NTED

Renove or protect itens not to be painted, which are in contact with or

adj acent to painted surfaces, prior to surface preparation and painting
operations. Replace itens renoved prior to painting when painting is

compl eted. Foll owing conpletion of painting, workers skilled in the trades
i nvol ved shall reinstall renoved itens. Surfaces contam nated by
preparation materials shall be restored to original condition.

.4 CLEANI NG OF SURFACES

Surfaces to be painted shall be clean and free of grease, dirt, dust and
other foreign matter before application of paint or surface treatnents.
After cleaning, surfaces shall exhibit a surface disfigurenent rating of 7
or greater when evaluated in accordance with ASTM D 3274. Dirt and surface
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contam nants shall be cl eaned by brush with solutions of water and
detergent or trisodium phosphate, then rinsed clean with water and | et
dry. Surfaces on which m|dew or other m crobiological growmh is present
shal |l be cleaned with a detergent solution containing househol d bl each.
Ol and grease shall be renmpbved with clean cloths and cl eaning sol vents
prior to nechanical cleaning. Ceaning solvents shall be of lowtoxicity
with a flashpoint in excess of 38 degrees C 100 degrees F. d eaning shal
be programmed so that dust and other contaminants will not fall on newy
prepared or newy painted surfaces.

.5 EXI STI NG PAI NT

Exi sting paint shall be tested for adhesion to substrate in accordance with
ASTM D 3359, Test Method A and shall obtain a rating of 4 or better in
order to be considered sound. Existing paint meeting this requirenent nmay
be considered a satisfactory base for repainting.

.6 PAI NT REMOVAL

Renove fl aking, cracking, blistering, peeling or otherw se deteriorated
pai nt by scraping with hand scrapers. After scraping, renoval of |arge
areas of paint or paint on architectural details shall be acconplished
usi ng sanders, heat guns or heat plates, or chemical paint renovers. Paint
shal |l be renoved to bare substrate or first sound paint |ayer. Open flane
heat devices shall not be used. Mechanical paint renpval shall not danage
or mar the substrate material.

.6.1 Chem cal Paint Renobvers

Use chemical paint renovers in accordance with nmanufacturer's
recommendations. |If chemical strippers are used, substrate shall be
neutralized after stripping to a pHof 5 to 8.5.

.6.2 Lead Pai nt

In preparation of |ead-based painted surfaces for repainting, followthe
procedures described in Section 02 83 19.00 10 LEAD BASED PAI NT HAZARD
ABATEMENT, TARGET HOUSI NG & CHI LD OCCUPI ED FACI LI TI ES

.7 SURFACE PREPARATI ON

After cleaning and renoval of deteriorated paint, edges of renaining

chi pped paint shall be feather-edged and sanded snooth. Repair danaged
areas such as, but not Iimted to, nail holes, cracks, chips, and spalls
with suitable material to match adjacent undanaged areas. Slick surfaces
shal | be roughened. Cean rusty nmetal surfaces in accordance with |

SSPC SP 1] [SSPC SP 2] [SSPC SP 3] [SSPC SP 5/ NACE No. 1] [

SSPC SP 6/ NACE No. 3] [SSPC SP 7/ NACE No. 4] [SSPC SP 10/ NACE No. 2]. Renobve
chal k so that when tested in accordance with ASTM D 4214, the chal k
resistance rating is no less than 8. New, proposed coatings shall be
compatible with existing coatings. |If existing surfaces are gl ossy, the
gl oss shall be reduced.

.8  WOOD SURFACES
Whod surfaces shall be cleaned of foreign matter. Wod surfaces adjacent
to surfaces to receive water-thinned paints shall be prinmed and/or touched

up before applying water-thinned paints. Small, dry seasoned knots shal
be scraped, cleaned, and given a thin coat of comercial knot seal er before
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application of the primng coat. Pitch on |arge, open, unseasoned knots
and all other beads or streaks of pitch shall be scraped off, or, if it is
still soft, renoved with nmineral spirits or turpentine, and the resinous
area shall be thinly coated with knot sealer.

.8.1 Interior Whod Sur f aces

Interior wood surfaces to receive stain shall be sanded. Gak and ot her
open-grain wood to receive stain shall be given a coat of wood filler
recomended by the finish manufacturer not |ess than 8 hours before the
application of stain; excess filler shall be renoved and the surface sanded
snmoot h. Sandi ng of wood floors is specified in Section 09 64 29 WOOD STRIP
FLOORI NG. Moisture content of the wood shall not exceed 12 percent as
measured by a noisture neter, unless otherw se authorized.

.8.2 Wbod Repair

Renove and repair badly decayed areas. Replace areas and pi eces decayed
beyond repair with new pieces that match originals in all respects.
Moder at el y decayed areas, weathered, or gouged wood shall be patched with
approved patchi ng conpounds, and shall be sanded snmooth. The source or
cause of wood decay shall be identified and corrected prior to application
of patching materials. Wt wood shall be conpletely dried to a noisture
content not exceeding 12 percent, as neasured by a noisture neter, to its
full depth before patching, unless otherw se authorized. Wod that is to
be patched shall be clean of dust, grease, and | oose paint.

.8.2.1 Epoxy Wod Repair

Epoxy wood repair materials shall be applied in accordance with

manuf acturer's witten instructions. Health and safety instructions shal
be followed in accordance with the manufacturer's instructions. C ean

m xi ng equi prrent shall be used to avoid contam nation. M x and proportions
shall be as directed by the manufacturer. Batches shall be only |arge
enough to conplete the specific job intended. Patching materials shall be
conpl etely cured before painting or reinstallation of patched pieces.

.8.2.2 Epoxy Consol i dant and Epoxy Paste

Epoxy liquid wood consolidant shall be used: 1) to penetrate and

i npregnate deteriorated wood sections in order to reinforce wood fibers
that have beconme softened or absorbent. 2) as a priner for areas that are
to receive epoxy paste filler. Epoxy paste shall be used to fill areas
where portions of wood are nissing such as hol es, cracks, gaps, gouges, and
ot her voi ds.

.8.3 Exposed Ferrous Metals

Exposed ferrous netals such as nail heads on or in contact with wood
surfaces to be painted with water-thinned paints, shall be spot-primed with
a suitable corrosion-inhibitive prinmer capable of preventing flash rusting
and conpatible with the coating specified for the adjacent areas.

.8.4 Fi ni shing Nails
Fi ni shing nails shall be set, and all holes and surface inperfections shal
be primed. After primng, holes and inperfections in finish surfaces shal

be filled with putty or plastic wood filler, colored to match the finish
coat if natural finish is required, allowed to dry, and sanded snooth
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Putty or wood filler shall be conpatible with subsequent coatings.

.8.5 Wod Preservative

Areas of bare wood in exterior |ocations prone to excessive noisture or
standing water shall be treated with a comercial, fungicide, paintable
wat er repellant/preservative. Wter repellant/preservatives shall not be
used on interior surfaces.

.9 METAL SURFACES

Metal surfaces shall be cleaned of foreign matter. Prograns for
preparati on of netal shall be in accordance with SSPC PA Guide 5. G ease,

oil, and other soluble contam nants shall be renoved by solvent cleaning in
accordance with SSPC SP 1. Surfaces shall be free fromsoils and
corrosion; e.g. grease, oil, solder flux, welding flux, weld spatter, sand,

rust, scale, and other contanminants that mght interfere with the
application of the new finish. d eaning nmethods shall be the gentl est
possible to achieve the desired result. Metals which are soft, thin, or
exhibit fine detail shall not be abrasively cleaned. Evidence of corrosion
or contam nation on a previously cleaned surface shall be cause for
recleaning prior to painting.

.9.1 Ferrous Surfaces

Ferrous surfaces that contain | oose rust, loose mll scale, and other
forei gn substances shall be cl eaned mechanically with hand tools according
to SSPC SP 2, power tools according to SSPC SP 3 or by blast cleaning
according to [ SSPC SP 5/ NACE No. 1], [SSPC SP 6/ NACE No. 3], |

SSPC SP 7/ NACE No. 4], [SSPC SP 10/ NACE No. 2]. Shop-coated ferrous
surfaces shall be protected fromcorrosion by treating and touching up
corroded areas i medi ately upon detecti on.

.9.2 Nonferrous Metallic Surfaces

Gal vani zed, al umi num and al um numal |l oy, |ead, copper, and other nonferrous
netal surfaces shall be solvent-cleaned in accordance with SSPC SP 1.

.9.2.1 Al um num

Al um num surfaces shall be treated in accordance with ASTM D 1730 or
ASTM D 1731. Steel wool, steel brushes and uni nhibited caustic etching
sol utions, such as sodi um hydroxi de, shall not be used on al um num

.9.2.2 Zi nc

Zinc surfaces including zinc-coated substrates, shall be cleaned prior to
painting as follows: degrease, soak in a nmld and inhibited al kaline

cl eaner, rinse with clean overflowing water, clean anodically in an acid
(e.g. 0.25 to 0.75 percent sulfuric acid), and rinse with clean overfl ow ng
wat er .

.10 TIMNG

Surfaces that have been cl eaned, pretreated, and otherw se prepared for
pai nti ng shall be given a coat of the specified first coat as soon as
practical after such pretreatment has been conpl eted, but prior to any
deterioration of the prepared surface. Unless otherw se directed, the
first coat primer shall be applied within 48 hours of surface preparation.
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3.11 SURFACES TO BE PREPARED FOR PAI NTI NG

Surfaces shall be prepared as specified and as shown in the painting
schedule [in Section 09 90 00 PAINTS AND COATI NGS] [on the draw ngs].

3.12 CLEANI NG

Pl ace cloths, cotton waste and other debris, that mght constitute a fire
hazard, in closed netal containers for renoval at the end of each day.
Contai ners shall be renoved fromthe site or destroyed in an approved
manner. Preparation materials and other deposits on adjacent surfaces
shall be removed and the entire job left clean and ready for painting.

-- End of Section --
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