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NOTE: This gui de specification covers the
requi renents for countertops.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).

*kkkkkkkkk

PART 1

*kkk
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GENERAL

1.1 REFERENCES

*kkk
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard's Check Reference feature
to update the issue dates.
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Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AVERI CAN FOREST FOUNDATI ON ( AFF)

ATFS STANDARDS (2015) Anerican Tree Farm System St andards
of Sustainability 2015-2020

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI )

ANSI Al161.2 (1998) Decorative Lam nate Countertops,
Perf ormance Standards for Fabricated High
Pressure

ASME | NTERNATI ONAL ( ASMVE)
ASME B18.6.1 (2016) Wbod Screws (Inch Series)
ASTM | NTERNATI ONAL ( ASTM

ASTM A1008/ A1008M (2016) Standard Specification for Steel,
Sheet, Col d-Rol I ed, Carbon, Structural,
H gh-Strength Low Al l oy, High-Strength
Low-Alloy with I nproved Fornmability,
Sol uti on Hardened, and Bake Hardenabl e

ASTM Al167 (2011) Standard Specification for
St ai nl ess and Heat - Resi sting
Chrom um Ni ckel Steel Plate, Sheet, and
Strip

ASTM A325 (2014) Standard Specification for

Structural Bolts, Steel, Heat Treated,
120/ 105 ksi M nimum Tensile Strength

ASTM A325M (2014) Standard Specification for
Structural Bolts, Steel, Heat Treated, 830
MPa M ninum Tensile Strength (Metric)

ASTM D13 (2002) Standard Specification for Spirits
of Turpentine

ASTM D2583 (2013a) Indentation Hardness of Rigid
Pl astics by Means of a Barcol |npressor

ASTM D4689 (2012) Standard Specification for
Adhesi ve, Casein-Type

ASTM D4690 (2012) Standard Specification for Urea
For mal dehyde Resin Adhesives

ASTM D570 (1998; E 2010; R 2010) Standard Test

SECTION 12 36 00 Page 4



Met hod for Water Absorption of Plastics

ASTM D638 (2014) Standard Test Method for Tensile
Properties of Plastics

ASTM E84 (2018) Standard Test Method for Surface
Burni ng Characteristics of Building
Materials

ASTM F594 (2009; E 2015) Standard Specification for
Stainless Steel Nuts

ASTM F836M (2016, E 2018) Standard Specification for
Style 1 Stainless Steel Metric Nuts
(Metric)

CALI FORNI A Al R RESOURCES BOARD ( CARB)

CARB 93120 (2007) Airborne Toxic Control Measure
(ATCM to Reduce Fornmal dehyde Emi ssions
from Conposite Whod Products

CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)

CDPH SECTI ON 01350 (2010; Version 1.1) Standard Method for
the Testing and Evaluation of Volatile
Organi ¢ Chemical Enissions from | ndoor
Sour ces using Environmental Chanbers

COVPCOSI TE PANEL ASSOCI ATI ON ( CPA)

CPA A208.1 (2016) Particl eboard
CSA GROUP (CSA)

CSA Z809- 08 (R2013) Sust ai nabl e Forest Managenent
FOREST STEWARDSHI P COUNCI L ( FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest
Stewardship

| NTERNATI ONAL ASSCCI ATI ON OF PLUMBI NG AND MECHANI CAL OFFI CI ALS
(IAPMO)

| APMO 7124. 3 (2005) Plastic Lavatories
| NTERNATI ONAL CODE COUNCI L (1 CCQ)

ICC I PC (2018) International Plunmbing Code
KI TCHEN CABI NET MANUFACTURERS ASSCCI ATI ON ( KCVR)

KCVA Al61.1 (2017) Performance & Construction
Standards for Kitchen and Vanity Cabinets

MASTER PAI NTERS | NSTI TUTE (MPI)

MPl 28 (2012) Vvarnish, Marine Spar, Exterior,
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A oss (MPI d oss Level 6)
MPI 91 (2012) Paste, Wod Filler
NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)

ANSI / NEMA LD 3 (2005) Standard for Hi gh-Pressure
Decorative Lam nates

PROGRAMVE FOR ENDORSEMENT OF FOREST CERTI FI CATI ON ( PEFC)
PEFC ST 2002: 2013 (2015) PEFC International Standard Chain
of Custody of Forest Based Products
Requirements
SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)
SCS SCS d obal Services (SCS) | ndoor Advantage
SCI ENTI FI C EQUI PMENT AND FURNI TURE ASSOCI ATI ON ( SEFA)

SEFA 7 (2007) Recommended Practice for Laboratory
and Hospital Fixtures

SOUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)
SCAQVD Rul e 1168 (2017) Adhesive and Seal ant Applications
SUSTAI NABLE FOREST | NI TI ATl VE ( SFI)

SFI 2015- 2019 (2015) Standards, Rules for Label Use,
Procedures and Gui dance

U S. CGENERAL SERVI CES ADM NI STRATI ON ( GSA)

Cl D A- A-59295 Corrosion Preventive Conpounds, Cold
Application(For New And Fi el ded Mot or
Vehicles And Trail ers)

FS FF- S- 325 (Basic; Int And 3; Notices 3, 4) Shield,
Expansi on; Nail, Expansion; and Nail,
Drive Screw (Devices, Anchoring, Masonry)

FS M\ L- 736 (Rev D; Notice 1) Lunber; Hardwood

FS TT-C 490 (Rev F; Am 3) d eaning Methods for Ferrous
Surfaces and Pretreatnents for O ganic
Coatings

FS WV P- 541 (Rev E; Am 1; Notice 1) Plunbing Fixtures

U. S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

40 CFR 770 For nal dehyde St andards for Conposite Wod
Products

UNDERWRI TERS LABORATORI ES (UL)

UL 2818 (2013) GREENGUARD Certification Program
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For Chemi cal Em ssions For Buil ding
Materi al s, Finishes And Furni shings

1.2 SUBMITTALS

NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the submttal
is sufficiently inmportant or conplex in context of

t he project.

For subnmittals requiring Government approval on Arny
projects, a code of up to three characters within
the submttal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenent System (RMS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

An "S" following a submittal itemindicates that the
submittal is required for the Sustainability

eNot ebook to fulfill federally mandat ed sustai nabl e
requirenents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed

itemfor Arny projects.

*% *% *% *% *%

Gover nnent approval

*% *% *% *%%

is required for subnmittals with a "G' designati on;

submittals not having a "G' designation are [for Contractor Quality Control

approval . ][for infor

mation only. \Wen used, a designation follow ng the

"G' designation identifies the office that will review the submttal for
the Governnment.] Submittals with an "S" are for inclusion in the
Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY

REPORTI NG.  Submit t

he following in accordance with Section 01 33 00

SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Fabrication; C[, | 11
Installation Drawings; ¢, [___ 1]
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SD- 03 Product Data
Plywood; C[, [___ ]]
Har dwood; C[, [___ 1]
Ganite; ¢, [__ 1]
Marble; G, [__ 1]
Synthetic Resin; ¢, [___ 1]
Stainless Steel; ¢, [___ 1]
Recycl ed Content for Stainless Steel Countertops; S
Tile; ¢, [___1]
FRP, C[, [____11]
Adhesives; ¢, [___ 1]
Filler Material; ¢, [___ 1]
Particle Board; C[, [__ 1]
Recycl ed Content for Particleboard; S
Turpentine; ¢, [___ 1]

Varni sh; Q, [ 11

Fasteners; C[, [ 11
Stainless Steel Sinks; G, [___ 1]
Service Fixtures; ¢, [___ 1]

Joint Sealants; ¢, [___ ]]
Sof twoods; C[, [___ 1]
Plastic Lam nate; C[, [___ 1]
Indoor Air Quality for Lami nate and Wod Menber Adhesi ves;
Indoor Air Quality for Munting and Stone Adhesives; S
Indoor Air Quality for Joint Sealants; S
SD- 04 Sanpl es
Countertop; C[, [___ 1]
Backspl ash; ¢, [___ 1]
Manuf acturer's Standard Color Charts; ¢, [__ 1]

SD-07 Certificates

SECTION 12 36 00 Page 8
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Certified Sustainably Harvested Wod; S
I ndoor Air Quality for Countertop Products; S

I ndoor Air Quality for Particleboard; S

] SD- 08 Manufacturer's Instructions

Manuf acturer's Instructions

1.3 CERTIFICATIONS

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkkkkkkkkkkkkkkhkhkhkkkkkkkkkkkkkkkhkkk

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Sust ai nably Harvested Wod is a product which cones
froma third-party Forestry Certification Program
and thus carries certain characteristics: 1)
Protection of biodiversity, species at risk and
wildlife habitat, sustainable harvest |evels,
protection of water quality, and pronpt regeneration
(e.g., replanting and reforestation); 2) Third-party
certification audits performed by accredited
certification bodies; 3) Publicly avail able
certification audit summaries; 4) Milti-stakehol der

i nvol venent in a standards devel opnment process; 5)
Conpl ai nts and appeal s process.

Verify suitability, availability within the region
cost effectiveness and adequate conpetition before
speci fyi ng these sustai nably harvested wood
certifications - if these conditions are verified
for the project locale, include the follow ng
section. For projects pursuing LEED, delete
certifications other than FSC, for all other
projects pursuing third-party certification allow
the entire list of third party certifications.

*kkkkkkkkk

[1.3.1

Provi de wood certified as sustainably harvested by FSC STD 01 001],

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkkkhkhkk

Certified Sustainably Harvested Waod

ATFS STANDARDS, CSA 7809-08, SFI 2015-2019, or other third party program

certified by PEFC ST 2002: 2013] .

Sust ai nably Harvested Wod signed by the wood supplier. Ildentify
certifying organization and their third party program nane and indicate

conpliance with chain-of-custody programrequirenents.

wood certification data; identify each certified product on a line item

basi s.
1]1.3.2

Submi t

Submit copies of invoices bearing certification nunbers.
Indoor Air Quality Certification

required indoor air quality certifications in one submitta

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkkkkkkkkkkkkkkkhkhkhkkkkkkkkkkkkkkhkhkkk

NOTE: The Government's preference is for use of
products that have been certified for indoor air
quality by a third-party organi zation such as

SECTION 12 36 00 Page 9
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Greenguard or SCS d obal Services. However, it nust
be verified there is a certified product avail able
that is both cost effective and appropriate for the
project. Retain the Section bel ow when the designer
of record confirms |ocal/regional availability of
Greenguard or SCS products that does not inmpact cost
effectiveness.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

[1.3.2.1 Countertop Products

Il

Provi de countertop products certified to neet indoor air quality
requirenents by UL 2818 (G eenguard) Gold, SCS d obal Services |ndoor
Advant age Gold or provide certification or validation by other third-party
program that products neet the requirenents of this Section. Provide
current product certification docunentation fromcertification body. When
product does not have certification, provide validation that product neets
the indoor air quality product requirenents cited herein.

1.3.2.2 Conposite Wod, Wod Structural Panel and Agrifiber Products

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Include this section when particleboard is
i ncluded in project.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

For purposes of this specification, conposite wood and agrifiber products
i nclude particl eboard, nedium density fiberboard (MDF), wheatboard,
strawboard, panel substrates, and door cores. Provide products certified
to neet em ssions requirenents of both 40 CFR 770 and CARB 93120. Provide
current product certification docunentation fromcertification body.

11.4 DELI VERY, STORAGE, AND HANDLI NG

Deliver, store, and handle countertops [and backsplash] in a manner that
wi |l prevent danmage and di sfigurenent.

Provi de tenporary skids under units weighing nore than |
pounds.

] kil ogram

PART 2 PRODUCTS

2.

1 SYSTEM DESCRI PTI ON

Provi de the manufacturer's standard type countertops or as indicated on the
drawi ngs. Acconplish fastenings to pernit renoval and repl acement of
i ndi vi dual countertops w thout affecting the remai nder of the installation

Submit manufacturer's instructions for countertops including specia
provisions required to install equi pnrent conponents and system packages.
Include all special notices detailing inpedances, hazards and safety
precautions

Submit manufacturer's standard color charts for countertops show ng the
manuf acturer's recomended col or and finish sel ections.

Provi de countertop products certified to meet the emnissions requirenments of

CDPH SECTI ON 01350 (limt requirenents for either office or classroom
spaces regardl ess of space type). Provide certification or validation of

SECTION 12 36 00 Page 10
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indoor air quality for countertop products.

101 Design

Provide factory fabricated, prefinished [wood] [nmarble] [stainless steel]
[ ] countertops in the manufacturer's standard sizes and fini shes of
the type, design, and configuration indicated. Provide countertops as
specified and neet the requirenents of KCVA A161.1. Acconplish fastenings
to pernit renmoval and repl acenent of individual units wthout affecting the
remai nder of the installation. Provide counters with watertight sink rim
when indicated. Include renovable drawers equi pped with position stops to
avoi d accidental conplete wthdrawals.

.2 FABRICATION

2.1 Countertop And Backspl ash

Provi de countertops and backspl ash of [plywod] [wood] [particle board] |
Ganite][Marble][Synthetic resin][Stainless steel ][Tile][FRPI[___ ]
covered with a [shop-applied plastic lanminate] [stainless steel] [an
integral stainless steel top wthout backing][ according to ANSI A161. 2].

Provide a water-resistant type plywod, G ade B-D Douglas fir plywod, wth
a mninmumthickness of 20 mm 3/4-inch.[ Provide [plywood] [hardwood]
[Ganite][Marbl e][Synthetic resin][Stainless steel] [Tile] [FRP] [__ ]
backspl ash 20 mm 3/4-inch thick by the height indicated[, according to

ANSI A161. 2]]

Provide particle board with a m ninumthickness of 20 mm 3/4-inch. Build
up edges and opening around sink rimw th hardwood strips. Provide
backspl ash of simlar construction, a mninmmof 20 nm 3/4-inch|
by the hei ght indicated.

]t hi ck

Provide steel no lighter than 0.85 nmillineter 22-gage stainless steel for
backed construction and not lighter than 1.3 mllineter 18-gage stainless
steel for integral construction. Reinforce steel tops on edges and around
sink-rimopening. Provide counters of one-piece construction; where
stainless steel sink bows are provided, weld and polish snooth al

joints. Make joints between sink, countertop, and backsplash watertight.
Provi de backspl ash of the sane material as countertop and formw th square
edges, and height as indicated.

Provi de continuous sheet |aminate of the |longest |length practicable and of
the design and col or selected. Provide joints in the surface sheeting that
are tight and flush, and held to a practical m ninmum nunber.

Edging and trim

a. For plastic-lam nate-covered countertops and backspl ash, provi de edging
and trimconsisting of:

(1) Strips of laminate cut and fitted to exposed edges with contact
adhesive

(2) Stainless steel nolding applied to exposed edges and at the
i ntersection of the top and backsplash with a conceal ed fastening
system

(3) For stainless steel countertops and backspl ash, formthe edgi ng

SECTION 12 36 00 Page 11



and trimas an integral part of the top

Provide sink rins which are the standard products of a manufacturer
regularly producing this type of equipnent, fabricated fromstainless stee
of the size necessary to receive the sinks.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select the appropriate statement fromthe
foll owi ng paragraph for the type of choppi ng bl ock
desired.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

[ I'nclude chopping block of the size and in the location indicated on the

drawi ngs, [portable type, of solid edge-grain clear [maple] [__ 1,
m ni mum 20 mm 3/ 4-inch thick, sized to fit on a suitable rack for
storage][stationery type or built-up, edge-grain clear [maple] [__ ],

mnimum40 mllinmeter 1-1/2-inches thick, installed in a countertop].
12.2.1.1 H gh- Pressure Lani nated Plastic Cl ad Countertops

Provi de clad countertop and backsplash of[ 20 mm 3/4-inch thick plywod]
[or][ 20 mm 3/4-inch thick, 20 kg 44 pound density particle board core],

[ post fornmed cove type] [or] [fully forned type]. [Provide single unit
cove type unit with self-edging and plastic | aninate coved at the juncture
of the countertop and backsplash.] [Provide fully forned type or square
edge unit with shaped edges using wood nose nol di ng at counter edge,

i ncludi ng a separate backsplash not Iess than 90 nm 3-1/2-inch high.]
Provide edging and trimthat consists of plastic laminate cut and fitted to
al | exposed edges. Supply end spl ashes constructed of 20 nm 3/4-inch

pl ywood or 20 mm 3/4-inch thick, 20 kg 44 pound density particle board
core. Provide continuous sheets of |ongest |lengths practicable. Mke all
joints in surface sheeting tight and flush. Wen the countertop and
backspl ash are two separate units, use GP50 plastic |am nate. Wen the
countertop and backsplash are one unit, use PF42 plastic | anm nate. Provide
plastic lanminate confornming to the requirements of ANSI/NEMA LD 3, with
contact type plastic |am nate adhesive applied to both surfaces. For fully
formed and cove type countertops, the post-form ng plastic | am nate cannot
be bent to a radius smaller than the linmt reconmended by the plastic
manufacturer.

2.2.1.2 Solid Polymer Countertops

Provi de countertop and backsplash [with integral [sink] [and] [|avatory]]
[of sheet material for sink/lavatory cutout]; as shown, with [12.7] [19]
[ ] mm[1/2] [3/4] [___ ]-inch material thickness, cast, and filled
nonporous solid surfacing conposed of acrylic polynmer, mineral fillers, and
pignents. Repair superficial danmage, a depth of no nore than 0.25 mm
0.010-inch, by sanding or polishing. Use material conformng to the
fol |l owi ng perfornance requirenents:

a. Tensile Strength; 18.3 N nm? 4100 psi, when tested in accordance with
ASTM D638.

b. Hardness; Barcol |nmpressor 50 when tested in accordance with ASTM D2583.

c. Flammbility; rated Class | with a flame spread of 25 maxi mum and a
snoke devel oped of 100 maxi mum when tested in accordance with ASTM E84.

d. Boiling water resistance; no effect when tested in accordance with
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ANSI / NEMA LD 3.

e. High tenperature; no effect when tested in accordance with
ANSI / NEMA LD 3.

f. Liquid absorption; 0.06 percent maxi num (24 hours) when tested in
accordance wi th ASTM D570.

g. Sanitation; National Sanitation Foundation approval for food contact in
accordance with Standard 51 and approval for food area applications.

h. Inpact resistance; no failure for ball drop when tested in accordance
with  ANSI / NEMA LD 3.

2.2.1.3 Solid Polyester Resin Cultured Marble Countertops

Provi de countertop and backsplash [with integral [sink] [and] [|avatory]]
[of sheet material for sink/lavatory cutout]; as shown. Use nmaterial of
[12.7] [19] [___ ] mm[1/2] [3/4] [ ]-inch thickness m ninum cast,
and filled nonporous solid surfacing conposed of polyester resin crushed
marbl e, glass frit, mineral fillers and pignents. Material is to comply
with | APMO Z124. 3 and the foll owi ng performance requirenment; Flamability:
Class |, flane spread of 25 maxi rum snoke devel oped of 100 naxi mum when
tested in accordance with ASTM E84.

2.2.2 Col or, Texture, and Pattern

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: Coordinate editing of color reference
sentence(s) with the Government. Generally, Section
09 06 00 SCHEDULES FOR FI NI SHES or drawing is used
when the project is designed by an Architect or
Interior designer. Select color from manufacturers
standard colors or identified as a manufacturers
color in this specification only when the project is
very sinple and has mninmal finishes.

When the Government directs that color be located in
the drawi ngs add a note that states: "Where col or
is shown as being specific to one manufacturer, an
equi val ent col or by another manufacturer may be
submitted for approval. Manufacturers and naterials
specified are not intended to limt the selection of
equal colors fromother manufacturers. The word
"color" as used herein includes surface col or and
pattern.'

Prior to specifying a customcolor finish, research
to determine if additional cost and lead tine is
feasible. Note there is often a m ni num order

requi renment; this requirement will also affect
future orders.

When a manufacturer's nane, stock number, pattern
and color is used, be certain that the product
conforms to this specification, as edited

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Sel ect color [in accordance with Section 09 06 00 SCHEDULES FOR FI NI SHES. ]
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[

[as indicated on the drawings.] [ from manufacturers standard col ors. ]
[ ] Color listed is not intended to Iint the selection of equa
colors from ot her manufacturers

3 MATERIALS

NOTE: Use nmaterials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide
specification) before specifying product recycled
content requirenents.

Research shows the product is commonly avail able
above the m nimumrecycled content percentages shown
bel ow. However, higher percentages nay be

avai l abl e. Based on research, insert desired m nimum
percentages into the enpty set of brackets.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkhkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Provi de stainless steel confornmng to ASTM A1008/ A1008N and ASTM Al167, Type
[302] [304] [316] Finish 4. [Stainless steel countertops and backspl ashes
must contain a mninmumof [40][__ ] percent recycled content. Provide
data identifying percentage of recycled content for stainless stee
countertops.]

Provi de [Douglas-fir] | ] plywood conforning to ICC I PC, exterior type
ful ly waterproof bond.

Use thernosetting urea-resin Type ||l Adhesives for application of plastic

| aminate conform ng to ASTM D4690 as recommended by the manufacturer of the
| ami nate. Use adhesive for wood nenbers conformng to ASTM D4689. Provi de
| am nate and wood nmenber adhesives neeting either em ssions requirenents of
CDPH SECTI ON 01350 (limt requirenents for either office or classroom
spaces regardl ess of space type) or VOC content requirenents of

SCAQWD Rul e 1168. Provide validation of indoor air quality for |aminate
and wood menber adhesi ves.

Use filler material conform ng to MPI 91.

Provi de hardwood conformng to FS MM L-736, standard hardwood | unber, S2S
and hardwood pl ywood conformng to I CC | PC

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhkhkhkkkkkkkkkkk

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Verify suitability, availability within the region
cost effectiveness, and adequate conpetition before
specifying this certification.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

Wod materials nust contain a mninumof [50][ ] percent certified
sust ai nably harvested wood. Provide docunentation that certified
sust ai nably harvested wood is used and identify percentage.]

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkk

NOTE: Use nmaterials with recycled content where
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appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is commonly avail able
above the mininumrecycled content percentages shown
bel ow. However, higher percentages nay be

avai l abl e. Based on research, insert desired mnimm
percentages into the enpty set of brackets.

*% *% *% *% *% *% *% *% *%%

]l Provide particle board confornming to CPA A208.1, Type 1, Grade Mor medium
density. Particleboard nust contain a mninmumof [50][___ ] percent
recycled content. Provide data identifying percentage of recycled content
for particleboard. Particle board products nmust contain no added
urea-formal dehyde resins. Provide certification of indoor air quality for
particleboard.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Review ANSI/NEMA LD 3 and insert style, type,
grade, class, and finish as required.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

[ ], Gade [__ ], dass [__ ], Finish |
Provi de softwoods conform ng to Voluntary Product Standard PS-20.

Provi de turpentine conformng to ASTM D13.

Provi de varnish conforming to MPI 28.

Provi de fasteners conformng to the foll ow ng:

a. Screws: ASME B18.6.1, G oup, Type and C ass as applicable

b. Anchoring Devices: FS FF-S-325, Goup, Type, and C ass as applicable
c. Toggle Bolts:

(1) Wngs are two sheet-netal parts of "U' or channel shape. The
Wi ngs are pivoted either on trunnion nuts or pins and are held
normal ly in open position by a spring or springs placed inside the
W ng groove.

(2) Wng pivots are integral with the trunnion nuts used with the
machi ne screw or threaded stud. Ensure the nut engages not |ess
than two full threads of its screw or stud except in toggle bolts
where the wing parts close on the bolt and lock it while being
tightened, in which case one full thread engagenent is
perm ssible. The trunnion nuts are inserted in place with the
pi vots passed through the eyes in the wi ngs.

d. Nuts: ASTM F594, stainless steel

e. Bolts: ASTM A325, heavy, hexagon head bolts stainless steel
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f. Nuts: ASTM F836l, stainless steel

g. Bolts: ASTM A325l, heavy, hexagon head bolts stainless steel

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Specify sink for inset-type installation in
Section 22 00 00 PLUMBI NG GENERAL PURPCSE.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkik

St ai nl ess Steel Sinks:

a. 1.3 millineter 18-gage stainless steel, integral with
corrosion-resi stant steel countertop

b. 1.3 millinmeter 18-gage stainless steel, nonintegral, self-rinmng
c. Drain holes in center of bow

d. Underside coated with 3 millimeter 1/8-inch thick sound deadener
e. Die-form seanless, raised edges at front and ends

f. Cove corners to 13 mllineter 1/2-inch radius

g. Equip with strainers and tail pieces

Sound deadening: Conformto ClID A-A-59295.

Provide service fixtures conformng to the follow ng requirenents:

a. Fixtures: 1In accordance with the water conservation policy as stated
in the Standard Pl unmbi ng Codes, Appendi x J.

b. Faucets: Splashback mounted, cast brass, chronme plated, FS WWMP-541
c. Faucets: Deck mounted, cast brass, chronme plated, FS WWMP-541

d. Gs, air, and vacuum distilled water, steam and de-ionized water
cocks: Cast brass, chrome plated, ground key type

e. Drains, strainers, and taps: Brass, chrone plated, FS WV P-541
f. Index buttons: Plastic, color codes in accordance with SEFA 7

g. Special itenms: N pples and |ocknuts with each fixture will be as
directed.

NOTE: Delete any of the follow ng types that are
not appli cabl e.

Type |, zinc phosphate
Type 11, iron phosphate

Type 11, organic-paint, varnish, |acquer

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkk
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h. Metal pretreatnent coatings: FS TT-C 490, Type

T i. Metal pretreatnment coatings: FS TT-C-490, Type |

T j. Metal pretreatnent coatings: FS TT-C-490, Type ||

I k. Enanel: Baked enanel

12.4 MIXES

2.4.1 Adhesives

Provi de nounting and stone adhesives neeting either em ssions requirenents
of CDPH SECTI ON 01350 (limit requirements for either office or classroom
spaces regardl ess of space type) or VOC content requirenents of

SCAQWD Rul e 1168. Provide validation of indoor air quality for mounting
and stone adhesi ves.

.4.1.1 Mounti ng Adhesi ves

Provi de structural -grade silicone or epoxy adhesives of type reconmended by
manuf acturer for application and conditions of use.

Provi de spacers, if required, of type recommended by adhesive manufacturer.

.4.1.2 St one Adhesi ve

Provi de epoxy or pol yester adhesive of type recommend by nanufacturer for
application and conditions of use.

I f adhesive will be visible in finished work, tint adhesive to match
surfacing.

. 4.2 Joi nt Seal ants

Use clear silicone sealant of type recomended by nanufacturer for
application and conditions of use. Provide joint sealant products neeting
ei ther enissions requirenents of CDPH SECTI ON 01350 (limt requirenents for
either office or classroom spaces regardl ess of space type) or VOC content
requi renents of SCAQWD Rule 1168. Provide validation of indoor air quality
for joint seal ants.

Provide anti-bacterial type in [[toilet][and][bath] roons,][food
preparation areas,][and][___ ].

PART 3 EXECUTI ON

3.

1 INSTALLATION

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

NOTE: Include Section 22 00 00 PLUVBI NG GENERAL
PURPCSE for the installation of sinks requirenments.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

I nspect material for defects prior to installation. Ensure materials

t hroughout bear |abels with the sane batch nunber. Visually inspect

mat eri al s used for adjacent pieces to assure acceptable col or nmatch.
Inspect in lighting conditions sinmilar to those on the project. Repair or
repl ace danmaged nmterial s.
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Install countertops plunb with cabinetry level to within 1 mllimeter in
3000 millineter 1/16-inch in 10-feet. Level base cabinets by adjusting
| eveling screws. Scribe and fit scribe strips to irregularities of
adj acent surfaces. Gap openings exceeding 0.63 mllineter 0.025-inch are
not accept abl e.
Secure countertops to cabinetry and wall construction using[ 6 mllineter
1/ 4-inch dianmeter masonry anchors][__ ], spaced[ 760 millinmeter 30-inches
1 ] maxi mum on center
Subnmit installation drawings for countertops. Ensure draw ngs include
| ocation of cabinets, details of cabinets related and di mensi ona
positions, and |ocations for roughing in plunbing, including sinks,
faucets, strainers and cocks.

3.1.1 Prelimnary Installation and Adj ustnent

Install materials in accordance to manufacturer's recommendati ons. Lift
and pl ace to avoi d breakage.

Position materials to verify that materials are correctly sized and
prepared. Make necessary adjustnents.

If jobsite cutting, grinding, or polishing is required, use water-cooled
tools. Protect jobsite and surfaces against dust and water. Perform work
away frominstallation site if possible.

[ Gpsumdrywall back walls [which are not [fire][or][acoustically] rated]
may be routed up to half the thickness of the drywall to allow countertop
to fit.

I Shimcountertop drainage [adjacent to sinks][and][where drainage is
required], slightly to insure positive drai nage.

13.1.2 Surfacing
3.1.2.1 Lam nated Plastic Surfacing

Lam nate plastic sheeting to faces and exposed edges of particle board at
138 kil opascal and 85 degrees C 20 pounds per square inch and 185 degrees F.

Apply backing sheet to conceal ed faces.
3.1.2.2 Stai nl ess Steel Surfacing

Form counters and work surfaces of 1.6 mllineter 16-gage sheets with
exposed edges returned.

Use hat-shaped channels, 1.6 nillineter 16-gage, for reinforcenent, spaced
760 mllimeter 30-inches on center

Equi p surfaces with wood strips under edges for fastening to cabinets.
Cove internal corners to 15 mllinmeter 1/2-inch radius.
Coat underside with 3 mllineter 1/8-inch thick sound deadener.

Electrically weld all joints, grind snooth, and polish to match adj acent
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finish.
[3.1.2.3 Wyod Countertop Finish

Provide factory applied [stained wood] [clear coated natural finish] [or]
[HPDL] finish [as indicated] on all internal and external surfaces.

[ a. Stained Wod Finish

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Manufacturers use a variety of wood species
in the production of kitchen cabinets. To specify a
singl e species would be cost prohibitive and/or
restrict conpetition. \When indicating finishes,
such as "light oak," "nediumwalnut," etc., a wood
speci es should be included in the finish designation
for use as a guide to the wood grain character and
appearance.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

[As selected frommanufacturer's standard fini shes] [As indicated].
Internal surfaces need to receive at | east one coat of finish materi al

Il b. HPDL Finish

Pattern and color: [ As selected frommanufacturer's standard finishes][ As
indicated].

113.1.3 Per manent Installation
After verifying fit, renove quartz surfacing from position, clean
substrates of dust and contami nation, and clean quartz surfacing back side

and joints with solvent.

Apply sufficient quantity of nounting adhesive in accordance w th adhesive
manuf acturer's recomendati ons to provide pernmanent, secure installation

Spaci ng of nounting adhesive will not exceed:

a. Horizontal Surfaces: | ] mm [ ]-inch on center

b. Vertical Surfaces: | ] mm| ]-inch on center; provide
tenporary shinms until adhesive cures.

[Fasteners][Gout][Hardware]: [__ ]

Install surfacing plunb, level, and square and flat to within 1.6 mMmin 3
meters 1/6-inch in 10-feet.

3.1. 4 Joints
Ensure joints between adjacent pieces of quartz surfacing are:
a. Flush, tight fitting, level, and neat.

b. Securely joined with stone adhesive. Fill joints level with quartz
surfacing.

Clanp or brace quartz surfacing in position until adhesive sets.
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Seal joints [between backspl ashes and countertops][and][around
[tub] [ and] [ shower] enclosures] with silicone sealer.

.2 FI ELD QUALI TY CONTROL
Exam ne casework grounds and supports for adequate anchorage, foreign
mat eri al, noisture, and unevenness that could prevent quality casework

installation.

Ensure that electrical and plunbing rough-ins for casework are conpl ete.
Do not proceed with installation until defects are corrected.

.3 ADJUSTI NG AND CLEANI NG
.3.1 Solvent

Use a product recommended by adhesive manufacturer to clean surface of
quartz surfacing to assure adhesi on of adhesives [and seal ants].

.3.2 Cl eani ng Agents

Use non-abrasive, soft-scrub type kitchen cleaners.

. 3.3 Cleaning

On conpl etion of cabinet installation, touch up marred or abraded fini shed
surfaces. Renove crating and packing nmaterials fromprem ses. W pe down

surfaces to renove fingerprints and markings and | eave in clean condition.

-- End of Section --
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