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NOTE: This gui de specification covers the
requi renents for fabric covered acoustical wal
panel systens.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).

*%

PART 1

1.1

*%

*% *% *% *% *% *% *% *% *% *% *%%

GENERAL

REFERENCES

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
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to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN ASSOCI ATI ON OF TEXTI LE CHEM STS AND COLORI STS ( AATCC)

AATCC 16 (2004; E 2008; E 2010) Col orfastness to
Light

AMERI CAN FOREST FOUNDATI ON ( AFF)

ATFS STANDARDS (2015) Anerican Tree Farm System St andards
of Sustainability 2015-2020

ASTM | NTERNATI ONAL ( ASTM

ASTM C423 (2009a) Sound Absorption and Sound
Absorption Coefficients by the
Rever berati on Room Met hod

ASTM D5034 (2009; R 2017) Standard Test Method for
Breaki ng Strength and El ongati on of
Textile Fabrics (G ab Test)

ASTM E84 (2018) Standard Test Method for Surface
Bur ni ng Characteristics of Building
Materials

CALI FORNI A Al R RESOURCES BQOARD ( CARB)

CARB 93120 (2007) Airborne Toxic Control Measure
(ATCM to Reduce Fornmal dehyde Enmi ssions
from Conposite Wod Products

CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)

CDPH SECTI ON 01350 (2010; Version 1.1) Standard Method for
the Testing and Evaluation of Volatile
Organi ¢ Chemi cal Em ssions from | ndoor
Sour ces using Environnental Chanbers

CSA GROUP (CSA)
CSA 7809- 08 (R2013) Sustai nabl e Forest Managenent
FOREST STEWARDSHI P COUNCI L ( FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest
Stewardship
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1.

| NTERNATI ONAL CODE COUNCI L (1 CC)

I CC I BC

(2018) International Building Code

PROGRAMVE FOR ENDORSEMENT OF FOREST CERTI FI CATI ON ( PEFC)

PEFC ST 2002: 2013

(2015) PEFC International Standard Chain
of Custody of Forest Based Products
Requirements

SUSTAI NABLE FOREST | NI TI ATI VE ( SFI)

SFI 2015- 2019

2 SUBMITTALS

(2015) Standards, Rules for Label Use,
Procedures and Gui dance

NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.

The Guide Specification technical editors have
designated those itens that require Government

approval ,

due to their conplexity or criticality,

with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System

Only add a “G’ to an item if the submttal

is sufficiently inmportant or conplex in context of
t he project.

For subnmittals requiring Government approval on Arny

proj ects,

a code of up to three characters within

the submttal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenent System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,

Air Force,

and NASA proj ects.

The "S" following a submittal itemindicates that
the submittal is required for the Sustainability
eNot ebook to fulfill federally mandat ed sustai nabl e
requirenents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG Locate the "S" subnittal
under the SD nunber that best describes the

submi ttal

item

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

kkkkkkkkkkkkkkkkkkkkkkkkhhkhkk

Gover nrent approval
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is required for submttals with a "G' designati on;

SECTION 09 84 20 Page 5



submittals not having a "G' designation are for [Contractor Quality Control

approval .] [information only. Wen used, a designation followi ng the "G

designation identifies the office that will review the submttal for the

Government.] Submittals with an "S" are for inclusion in the

Sust ai nabil ity eNot ebook,

REPORTI NG. Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

[1.3

1.3.1

SD- 02 Shop Drawi ngs
Approved Detail Drawings; C[, [__ 1]
SD- 03 Product Data
Installation
Acoustical wall Panels; ¢, [ 1]
Recycl ed Content for Wod Panels; S
Recycl ed Content for Fabric Panels; S
Indoor Air Quality for Conposite Wod and Agrifiber Products;
SD- 04 Sanpl es
Acoustical Wall Panels; ¢, [___ 1]
SD-07 Certificates
Acoustical Wall Panels
Certified Sustainably Harvested Wod; S
SD-11 C oseout Submittals
Warranty
CERTIFICATIONS

Certified Sustainably Harvested Wod

*%

*% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Sust ai nably Harvested Wod is a product which cones
froma third-party Forestry Certification Program
and thus carries certain characteristics: 1)
Protection of biodiversity, species at risk and
wildlife habitat, sustainable harvest |evels,
protection of water quality, and pronpt regeneration
(e.qg., replanting and reforestation); 2) Third-party
certification audits performed by accredited
certification bodies; 3) Publicly avail able
certification audit summaries; 4) Milti-stakehol der

i nvol venent in a standards devel opnent process; 5)
Conpl ai nts and appeal s process.

Verify suitability, availability within the region
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cost effectiveness and adequate conpetition before
speci fyi ng these sustai nably harvested wood
certifications - if these conditions are verified
for the project locale, include the follow ng
section. For projects pursuing LEED, delete
certifications other than FSC, for all other
projects pursuing third-party certification allow
the entire list of third party certifications.

kkkkkkkkkkkkkkkkkkkkkkkkkkhkkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkkkkkx *k%

Provi de wood certified as sustainably harvested by FSC STD 01 001],

ATFS STANDARDS, CSA Z809-08, SFI 2015-2019s, or other third party program
certified by PEFC ST 2002: 2013]. Provide a letter of Certification of
Sust ai nably Harvested Wod signed by the wood supplier. Ildentify
certifying organization and their third party program nane and indicate
compliance with chain-of-custody programrequirenents. Subnit sustainable
wood certification data; identify each certified product on a line item
basis. Subnit copies of invoices bearing certification nunbers.

11.4 DELI VERY, STORAGE, AND HANDLI NG

Protect materials delivered and placed in storage fromthe weat her,
hum dity and tenperature variations, dirt, dust, or other contam nants.

1.5 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
extend beyond a one year period.

PART 2 PRODUCTS

2.1 SYSTEM DESCRI PTI ON

2.1.1 Design
Provi de [wood][fabric wapped mneral / glass-fiber core] acoustical wall
panel materials in the manufacturer's standard sizes and finishes of the

type, design and configuration indicated.

[2.1.1.1 Wod Recycl ed Content

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use naterials with recycled content,

cal cul ated on the basis of post-industrial and
post - consuner percentage content where appropriate
for use. Verify suitability, availability within
the region, cost effectiveness and adequate
conpetition (including verification of bracketed
percentages included in this guide specification)
bef ore specifying product recycled content
requirements.

Research shows wood panels are avail able from US
nati onal manufacturers above the m ni mumrecycl ed
content percentages shown bel ow. Sonme nanufacturers
and regi ons have hi gher percentages. Based on
research, insert desired m ni mum percentages into
the enpty set of brackets.

*% *% *% *% *% *% *% *% *%%

SECTI ON 09 84 20 Page 7



Wbod Panel s nmust contain a nminimmof [50][__ ] percent recycled

content. Provide data identifying percentage of recycled content for wood
panels.

I21.12 Sust ai nably Harvested Wod

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

NOTE: Use certified sustainably harvested wood
where suitable for application and cost effective.
Verify suitability, availability within the region
cost effectiveness, and adequate conpetition before
specifying this certification.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

Wbod Panel s nmust contain a nminimumof [50][__ ] percent certified
sust ai nably harvested wood. Provide docunentation that certified
sust ai nably harvested wood is used and identify percentage.

2113 Fabric Recycl ed Content

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Use naterials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Based on research, recycled content percentages of
fabric panels varies anong national manufacturers.
Desi gner mnust research acceptabl e products and

i nsert m ni mum percentage in the enpty bracket bel ow

*% *% *% *% *% *% *% *% *% *%

*%%

Fabric Panels nust contain a minimumof [ ] percent recycled conten
Provi de data identifying percentage of recycled content for fabric panels.

Conposite wood and agrifiber products nust contain no added

urea-formal dehyde resins. Products containing conposite wood and agrifi ber
conponents nust neet em ssions requirenents of either CARB 93120 or

CDPH SECTI ON 01350 (limt requirenents for either office or classroom
spaces regardl ess of space type). Provide validation of indoor air quality
for conposite wood and agrifiber products.

12.2 FABRI C COVERED ACOUSTI CAL WALL PANELS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Drawi ngs nust show | ocations and di mensi ons
of acoustical panels, details of joints, base, head,
and nmounting details.

The sane or sinilar acoustical benefits can possibly
be obtai ned by other nmeans such as wall covering,
etc.

Onit the following itens that do not neet project
requirements.
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Provi de acoustical wall panels consisting of prefinished, factory
assenbl ed, seanl ess fabric covered, fiber glass or nmineral fiber core
system as descri bed bel ow manufactured to the di nensions and configurations
shown on the approved detail draw ngs; submit draw ngs showi ng plan

| ocations, elevations and details of nethod of anchorage, |ocation of doors
and ot her openings, base detail and shape and thickness of materials.

Peri meter edges nust be [non-reinforced.] [reinforced by either an al um num
franme or a formul ated resin edge hardener.] Acoustical wall panels
installed in non-sprinklered areas nmust conply with the requirenments of

ICC IBC, Standard 42-2. Submit manufacturer's descriptive data and catal og
cuts; fabric and vinyl swatches, mninmm 450 nm 18 i nches wi de by 600 mm 24
inches long [3] [___ ] samples of each col or range specified; and
certificates of conpliance from an independent |aboratory accredited by the
Nati onal Laboratory Accreditation Program of the National Institute of
Standards. A label or listing fromthe testing |laboratory will be
acceptabl e evidence of conpliance. Wall panels nust conformto the

following:

.2.1 Panel W dth

[Wdths nust be [600] [750] [1200] [1500] nm[24] [30] [48] [60] inches]
[End panels may vary in width as necessary to cover wall] [Panel w dth nust
be as detailed.]

. 2.2 Panel Hei ght

[ Hei ghts nust be [2400] [2700] [3000] mm [96] [108] [120] inches.] [[Field
measures panels for customfit to ceiling.] [Tol erance at floor as
detailed].] [Panel height nust be as detailed.]

. 2.3 Thickness
[ Panel thickness as required to neet the indicated NRC range] [__ ].
. 2.4 Fabric Covering

Seamnl ess [ non-woven, enbossed texture, needl e punched 100 percent
pol yester, mininum0.034 kg/linear neter 11 ounces/linear yard. Tear
strength a mnimum 110 N 25 pounds nmachine direction and m ninum 178 N 40
pounds cross-nmachine direction. Tensile strength a mninmm 220 N 50 pounds
machi ne direction and mni nrum 330 N 75 pounds cross-nachine direction in
accordance with ASTM D5034.] [plain woven 2-ply 100 percent pol yester
m ni mum 0. 47 kg/linear neter 15 ounces/linear yard. Tear strength a m ni nmum
129 N 29 pounds. Tensile strength 667 N 150 pounds mi ni numin accordance
with  ASTM D5034.] [perforated vinyl covering with fabric backing, m ninmm
0.62 kg/linear meter 20 ounces/linear yard total weight.] Stretch fabric
covering free of winkles and then bond to the edges and back or bond
directly to the panel face, edges, and back of panel a m ni mum di stance
standard with the manufacturer. Light fastness (fadeoneter) approximtely
40 hours in accordance with AATCC 16

. 2.5 Fire Rating for the Conplete Conposite System

Class A 200 or less snmoke density and flame spread | ess than 25, when
tested in accordance with ASTM E84.
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2.2.6 Substrate
Fi ber glass or mineral fiber
2.2.7 Noi se Reduction Coefficient (NRC) Range

[0.50-0.60] [0.80-0.90] [ ] ASTM C423

2.2.8 Edge Det ai

[Hal f bevel] [Bevel] [Radius] [Square] [Mtered] |
wr apped on all four sides.

] edge with fabric

2.2.9 Core Type

[ Standard acoustical] [Hi gh inpact acoustical] [Acoustical/tackabl e]

2.2.10 Mounti ng Acoustical Panels
Mount acoustical panels by manufacturer's standard [conceal ed spline]
[ mechani cal fasteners] [magnetic fasteners] [hook and | oop] [adhesive
mounting] [

2.3 COLOR

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkik

NOTE: Editing of color reference sentence(s) mnust
be coordinated with the Government. Generally
Section 09 06 00 SCHEDULES FOR FI NI SHES or draw ng
is used when the project is designed by an Architect
or Interior designer. Select color from

manuf acturers standard colors or identified as a
manuf acturers color in this specification only when
the project is very sinple and has ninimal finishes.

When the Governnent directs that color be located in
the drawi ngs add a note that states: "Where col or
is shown as being specific to one manufacturer, an
equi val ent col or by another manufacturer may be
submitted for approval. Manufacturers and naterials
specified are not intended to limt the selection of
equal colors fromother manufacturers. The word
"color" as used herein includes surface col or and
pattern.'

Prior to specifying a customcolor finish, research
to deternmine if additional cost and lead tinme is
feasible. Note there is often a m ni mum order
requirenent; this requirement will also affect
future orders.

When a manufacturer's nane, stock number, pattern
and color is used, be certain that the product
conforms to this specification, as edited.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

[In accordance with Section 09 06 00 SCHEDULES FOR FI Nl SHES] [ As indi cat ed]
[ Sel ected from manufacturers standard colors] [[__ ]. Color listed is
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not intended to limt the selection of equal colors from other
manufacturers.]

PART 3 EXECUTI ON

3.1 SURFACE CONDI TI ONS

nmustshal | be clean, snmooth, oil free and prepared in accordance with pane
manuf acturer's instructions. Do not begin installation until all wet work,
such as, plastering, painting, and concrete are conpletely dry.

.2 INSTALLATION

Panel installation nmust be by personnel fanmiliar with and nornmally engaged
in installation of acoustical wall panels. Apply panels in accordance with
the manufacturer's installation instructions. Subnit manufacturer's
installation instructions and recomrended cl eani ng i nstructions.

.3 CLEANING

Foll owi ng installation, clean dirty or stained panel surfaces in accordance
with manufacturer's instructions and | eave free fromdefects. Renove and
repl ace panel s that are damaged, discolored, or inproperly installed.

-- End of Section --
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