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SECTION 11 74 00

DENTAL EQUI PMENT
04/06

NOTE: This gui de specification covers the
requi renents for dental equi prment including denta
operating lights and sinmilar related dental equipnent.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submitted as a Criteria Change Request (CCR).
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NOTE: TO DOMLOAD UFGS GRAPHI CS
Go to http://www.wbdg.org/FFC/NAVGRAPH/graphtoc.pdf
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
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1.

when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM A568/ A568M (2017a) Standard Specification for Steel,
Sheet, Carbon, Structural, and
Hi gh- Strength, Low Al loy, Hot-Rolled and
Col d-Rol | ed, CGeneral Requirements for

ASTM B221 (2014) Standard Specification for Al um num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes

ASTM B221M (2013) Standard Specification for Al umi num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes (Metric)

ASTM E308 (2017) Standard Practice for Conputing the
Colors of bjects by Using the CIE System

COVWPRESSED GAS ASSOCI ATI ON ( CGA)

CAA G 10.1 (2008) Comodity Specification for
Nitrogen; 7th Edition

CGA G7.1 (2011) Commodity Specification for Air;
5th Edition

.2 RELATED WORK SPECI FI ED I N OTHER SECTI ONS

Conformto the provisions of Section 11 70 00 GENERAL REQUI REMENTS FOR

MEDI CAL AND DENTAL EQUI PMENT. Provide final utility connections and
utility service to equi pnent under Sections 23 03 00.00 20 BASI C MECHANI CAL
MATERI ALS AND METHODS, 22 00 00 PLUMBI NG SYSTEMS, 22 60 70 GAS AND VACUUM
SYSTEMS FOR HEALTHCARE FACI LITIES, 26 00 00.00 20 BASI C ELECTRI CAL

MATERI ALS AND METHODS, and 26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM "

3 SUBMITTALS

NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.
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The Guide Specification technical editors have
designated those itens that require Governnent
val, due to their conmplexity or criticality,

appro
Wi th

a"G'.

General ly, other subnmittal itens can be

reviewed by the Contractor's Quality Control

m Only add a “G’ to an item if the

ttal is sufficiently inportant or conplex in
context of the project.

Syste
submi

For subnmittals requiring Government approval on Arny

proje

cts, a

code of up to three characters within

the submttal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
orce, and NASA projects.

Ar F

The "S" following a submttal itemindicates that
the submittal is required for the Sustainability
eNot ebook to fulfill federally mandated sustai nabl e
requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG Locate the "S" subnittal
the SD nunber that best describes the

under
subm

ttal it

em

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

*kkkkkkkkkkkkkkkkkkkkkkk
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Governnent approval is
submittals not having a "G' designation are [for Contractor Quality Control
approval . ][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00

SUBM TTAL PROCEDURES:

t he Governnent. ]
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required for submittals with a "G' designation;

Conformto the submittal provisions of Section 11 70 00 GENERAL
REQUI REMENTS FOR MEDI CAL AND DENTAL EQUI PMENT.

SD- 02 Shop Drawi ngs

Schedul e of Dental Equiprent itemns

SD- 03 Product Data

Dust Col | ector Base Pedestal; ¢, [___ 1]
Air Conpressor, Dental; ¢, [____ 1]
Light, Dental Qperating; ¢, [___ 1]
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Uility Service Center; ¢, [ 11
PART 2 PRODUCTS
2.1 MATERIALS
2.1.1 St ai nl ess Stee
Class 301, 302, or 304. Exposed surfaces shall have a No. 4 finish
2.1.2 Al um num Al | oy

ASTM B221N ASTM B221; provide alloy equivalent in ultinmate tensile, yield,
and shear strengths to Alloy 6063-T5 or 6063-T6, as applicable.

2.1.3 Car bon St ee

ASTM A568/ A568l; cold-rolled, stretcher level sheets 1.5 mmthick 16 gage
and lighter with a commercial bright finish.

2.2 ITEMS

2.2.1 Special Items

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Insert a description of the itemin the first
two bl anks, as sufficient to deternine the type of
product required. Avoid repetition of detailed

i nformati on which appears in the salient features
listed thereafter.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

[Item] 1. [ 11: The unit shall be [___ ]. Include the follow ng:

la. [____ 1]
2.2.2 Dust Col | ector, Base Pedesta

Provi de a cabinet-encl osed, floor-nounted type suitable for use with
grinding and polishing hoods in dental |aboratories. Include the foll ow ng:

a. A capacity for at |east four hoods.

b. A self-contained, 220-volt, 60 hertz (Hz), 750 watt one-horsepower (hp)
el ectric notor.

c. Overall dinensions: Approximtely 625 nm 25 inches high by 1050 nmm 42
i nches long by 375 mm 15 i nches wi de.

d. Filters: Pernmanent (cleanable) type; 99 percent-high efficiency.

e. Cabinet design: Renopvable snap-on panels for easy access to filters;
equi pped with a footpedal shaker on the outside.

f. Ductwork fromcollector unit to hoods: Include flexible |links, branch
connectors, and end caps.

g. Exhaust: Vented to the exterior of the buil ding.
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2.2.3 Air Conpressor, Denta

Provide an air conpressor capable of providing conpressed air and neeting
the followi ng criteria:

*% *% *% *% *% *% *% *% *% *% *% *% *%

NOTE: Specify sufficient cfmof conpressed air to
satisfy the flow requirenents of the conbi ned
equi prent served under operational conditions.
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a. Capacity: Capable of providing [ ] liters per minute (I pm cubic
feet per minute (cfn) of conpressed air at a residual pressure of 650
kil opascal s 80 pounds per square inch (psi).

b. Isolation: Munt punps and similar vibrating and noi se-produci ng
conponents on the isolator.

c. Electrical service characteristics: [120/208 volts, [single]
[three]-phase] [240 volts, [single] [three]-phase], [60] [50] Hz.

d. Quality of air:

CONTAMINANT LIMIT

Water Dry to a pressure dewpoint of 2 degrees C at a m ni num
of 720 kil opascals (CGA G 7.1)

Condensed hydr ocar bons A maxi mum of 0.1 part per mllion (ppm) by weight or
0.1 mlligramper liter (CGA G 10.1)

Per manent particul ates Less than 1.0 ppmby weight or 1.0 milligramper liter (
CGA G 10.1)

CONTAMINANT LIMIT

Water Dry to a pressure dewpoint of 35 degrees F at a mini mum

of 90 pounds per square inch gage (psig) (CGA G7.1)

Condensed hydr ocar bons A maxi mum of 0.1 part per mllion (ppm by weight or
0.1 mlligramper liter (CGA G 10.1)

Per manent particul ates Less than 1.0 ppmby weight or 1.0 milligramper liter (
CGA G 10.1)

2.2. 4 Li ght, Dental Operating
Provide a twin | anphead (open reflector-type) suspended on a
count erbal anced arm from a corrosi on-resistant finish carriage that rides
on a ceiling track. Include the follow ng:

a. Ceiling track: For surface mounting to a finished ceiling. The track
shal | be approximately 1980 nm 78 i nches | ong.
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Carriage: Track-nounted; to travel silently and snmoothly along ceiling
track length without binding and to stop without drifting.

Li ght bul b: Quartz-hal ogen; 12 volt; rated to exceed a 1,800 hour
lifespan.

On/of f switch: Yoke-nounted; el ongated bar, toggle-type.

Li ghthead: The lighthead shall be light in weight and shall be easily
positioned. The lighthead shall feature a multifaceted reflector or
other suitable neans of sinulating a multipoint |light source to
mnimze the effect of bl ocking shadows. The |ighthead shall be
adjustable to illumnate all areas of the oral cavity. The I|ighthead
shall be capabl e of being positioned at all points within the base of a
spherical segment whose radius is equal to a 90 degree solid angle

| ocated at the imagi nary center of the oral cavity and whose axis is
coincident with a sagittal axis through the imginary center with the
patient reclined in a dental chair (chair back positioned at 45
degrees).

Illumination intensity: The Iight shall feature a mininmmof three
intensity settings. The lowest intensity shall be 8600 to 12,900 | ux
800 to 1,200 footcandles, and the highest intensity shall be a mninum
of 21,500 lux 2,000 footcandles at the specified optinumfocal |ength
bet ween 625 and 800 nm 25 and 32 inches fromthe oral cavity.

Col or properties: The Iight shall be capable of providing a
color-corrected natural white light suitable for critical shade

di scrimnation characterized by a correlated color tenperature in the
range from 3,800 to 5,500 degrees Kelvin (K) with a broad spectrum

out put containing all visible wavel engths. The emtted |ight shal

have ASTM E308 color within an area described by a rectangle on the CIE
diagramw th the range of coordinates describing the rectangle defined
by the following Uand V prime (') val ues.

s

0.2350

0.4975

0.2250

0.5225

0.1998

0.4925

0.2158

0.4700

Li ght bulb replacenment: The light bulb shall be field replaceable

wi thout tools or with a tool supplied by the manufacturer of the

light. |If a tool is supplied by the manufacturer of the |ight, there
shal |l be a means of attaching the tool to the control armof the Iight.

El ectrical characteristics: 120 volts; single-phase; 60 Hz.

Enanel ed conponents: Finish enanel ed conponents in a |ight
manuf acturer's standard col or.

Mounting hardware: Include all nounting hardware to ensure that the
track and light are securely nounted.
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2.2.5 Uility Service Center
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NOTE: Uility Service Center shall be used in
conjunction with Item D8255, Dental Delivery System
a Government-furni shed and -installed item Transfer
the tenplate to the project draw ngs; in doing so,
del ete the words "Sketch No. 11744-1," but retain
the title of the tenplate.
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Install utilities indicated on "Dental Delivery System Utility Connection
Tenpl ate D7090 - Utility, Center Dental." Provide nanual shutoff valves,
one each for the air and water supply. Both valves shall be conpatible
with the specified inlet pipes, and both valves shall have a 20 nm 3/8 inch
conmpression fitting on the outlet.

PART 3 EXECUTI ON

3.1 INSTALLATION

Conformto the installation provisions of Section 11 70 00 GENERAL
REQUI REMENTS FOR MEDI CAL AND DENTAL EQUI PMENT, for the itens specified
herein. Install the itens specified herein at the |ocations indicated on
t he draw ngs.
3.2 FI ELD QUALI TY CONTROL
3.2.1 Inspection
Exam ne each item for visual defects and confornmance to specifications.
3.2.2 Tests

Test each itemto ensure that the equipnent is operational and conforns to
specifications.

-- End of Section --
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