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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  gypsum pl ank syst ems f or  f i r e r at ed 
f l oor  decks.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   SUMMARY

**************************************************************************
NOTE:   Gypsum pl ank deck syst ems may be used f or  
ser vi ce f l oor s,  l ocat ed bet ween mai n f l oor s of  
hospi t al s or  ot her  bui l di ngs of  s i mi l ar  
const r uct i on,  t o access mechani cal  or  el ect r i cal  
equi pment .   Thi s t ype of  decki ng wi l l  be speci f i ed 
ONLY as a Cont r act or ' s opt i on t o ot her  t ypes of  
decki ng si nce i t  i s  a pr opr i et ar y pr oduct .   Opt i onal  
syst ems wi l l  be speci f i ed i n ot her  Sect i ons and may 
be cast - i n- pl ace gypsum,  l i ght  wei ght  concr et e,  
expanded met al ,  or  ot her  compet i t i ve mat er i al  
sui t abl e t o t he pr oj ect .

Gypsum pl ank decki ng i s sui t abl e f or  moder at e 
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t emper at ur e and humi di t y condi t i ons,  as r ecommended 
by t he manuf act ur er .   Thi s t ype of  decki ng i s 
i nt ended onl y f or  wal k i ng and f or  l i ght  const r uct i on 
l i ve l oads.   The maxi mum al l owabl e super i mposed l oad 
on t he pl ank i s 2. 4 kPa 50 psf .   Ser vi ced equi pment  
wi l l  be suppor t ed by st r uct ur al  f r ami ng member s.   
Gypsum pl ank decki ng i s not  t o be used f or  mat er i al  
st or age.   Cei l i ng suspended under  pl ank decks wi l l  
be hung f r om t he st eel  f r ame or  subpur l i ns,  not  f r om 
t he pl ank i t sel f .

Desi gner  shoul d r equi r e mat er i al s,  pr oduct s and 
i nnovat i ve const r uct i on met hods and t echni ques whi ch 
ar e envi r onment al l y sensi t i ve,  t ake advant age of  
r ecycl i ng and conser ve nat ur al  r esour ces.

**************************************************************************

The gypsum plank deck system specified in this Section is a Contractor's 
option to other systems specified in Sections [_____].  Provide gypsum 
plank deck systems which are the products of one manufacturer.  Perform 
the work specified through experienced, qualified installers.  Design of 
the decking system shall be for the dead load conditions and spans 
indicated; and a maximum allowable superimposed load on the plank of  2.4 
kPa 50 psf , to include live load and loads imposed by openings; work of 
other trades; and all loading and restraining conditions from fabrication, 
handling, and erection.  Support equipment and ceiling by structural 
framing not from gypsum planks.  Deflection shall not exceed L/240 of 
span.  Provide floor decks that are 2 hour fire rating in accordance with 
ASTM E119 fire test conditions.

1.2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
 
Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.
 
Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.  

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.
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AMERICAN WELDING SOCIETY (AWS)

AWS D1.1/D1.1M (2015; Errata 1 2015; Errata 2 2016) 
Structural Welding Code - Steel

ASTM INTERNATIONAL (ASTM)

ASTM A36/A36M (2014) Standard Specification for Carbon 
Structural Steel

ASTM A499 (2015) Standard Specification for Steel 
Bars and Shapes, Carbon Rolled from "T" 
Rails

ASTM A568/A568M (2017a) Standard Specification for Steel, 
Sheet, Carbon, Structural, and 
High-Strength, Low-Alloy, Hot-Rolled and 
Cold-Rolled, General Requirements for

ASTM A653/A653M (2018) Standard Specification for Steel 
Sheet, Zinc-Coated (Galvanized) or 
Zinc-Iron Alloy-Coated (Galvannealed) by 
the Hot-Dip Process

ASTM A1064/A1064M (2017) Standard Specification for 
Carbon-Steel Wire and Welded Wire 
Reinforcement, Plain and Deformed, for 
Concrete

ASTM C317/C317M (2000; R 2010) Gypsum Concrete

ASTM C1396/C1396M (2017) Standard Specification for Gypsum 
Board

ASTM E119 (2018c; E 2018) Standard Test Methods for 
Fire Tests of Building Construction and 
Materials

1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y or  cr i t i cal i t y,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
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Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for [Contractor Quality 
Control approval.] [information only.  When used, a designation following 
the "G" designation identifies the office that will review the submittal 
for the Government.]  Submittals with an "S" are for inclusion in the 
Sustainability eNotebook, in conformance to Section 01 33 29  
SUSTAINABILITY REPORTING.  Submit the following in accordance with Section 
01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Installation ; G[, [_____]]

SD-03 Product Data

Structural Steel Tee Subpurlins

SD-07 Certificates

Fire Rated Decks

1.4   DELIVERY, STORAGE, AND HANDLING

Deliver materials in original packages, containers, or bundles with the 
brand name and name of the manufacturer shown on accompanying bills of 
lading.  Store materials in a manner that prevents damage before use.  
When stored under tarpaulins, provide adequate ventilation to prevent 
condensation.  Handle and stack gypsum plank avoiding damage to face, ends 
and edges; and store off the ground and keep dry until used.  Store gypsum 
concrete off the ground and keep dry until used.
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PART 2   PRODUCTS

2.1   DECK UNITS

2.1.1   Gypsum Deck Plank

Provide gypsum deck plank  [50] [65] mm  [2] [2-5/8] inch  nominal thickness 
by  610 mm  24 inches  by required length, enough to span two main purlin 
spans where possible, with offset edges encased in water resistant paper 
in accordance with ASTM C1396/C1396M .

2.1.2   Gypsum Deck Panels

**************************************************************************
NOTE:   Gypsum deck panel s ar e r equi r ed f or  al l  
i nt er st i t i al  decks.

**************************************************************************

ASTM C1396/C1396M , Type X, 15 by 610 mm  5/8 by 24 inches  by required 
length.

2.1.3   Gypsum Concrete

ASTM C317/C317M, Class A, 3.5 MPa  500 psi  compressive strength.

2.1.4   Cross-Tees

When required, provide Cross-Tees cold formed, fabricated from sheet steel 
conforming to ASTM A653/A653M  or ASTM A568/A568M , size  32 by 13 by 0.584 mm
 1-1/4 by 1/2 by 0.023 inch  thick by  610 mm  24 inch  long.  Galvanize or 
factory coat tees with manufacturer's standard primer.

2.1.5   Miscellaneous Materials

Adhesives, mastics, cements, tapes and primers shall be as recommended by 
the gypsum plank manufacturer and be compatible with the material to which 
they are to be bonded.

2.2   STRUCTURAL STEEL TEE SUBPURLINS

**************************************************************************
NOTE:   Sel ect  st r uct ur al  suppor t  r equi r ed by deck 
t ype,  desi gn l oads,  spans,  and f i r e r at i ng.   Del et e 
ot her  subpar agr aphs.

**************************************************************************

Flanges shall provide  15 mm  5/8 inch  minimum bearing for gypsum deck 
panels.  Galvanize or factory coat tees with manufacturer's standard 
primer.  Submit load tables for subpurlins; fire tests results; 
manufacturer's literature on each item specified and current printed 
installation instructions.

2.2.1   Open Web Truss

ASTM A1064/A1064M  cold formed steel wire.

2.2.2   Hot-rolled Bulb

Rail shaped hot-rolled steel conforming to ASTM A36/A36M or ASTM A499.
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2.2.3   Folded Sheet Metal Tees

Sheet metal conforming to ASTM A568/A568M .

PART 3   EXECUTION

3.1   INSTALLATION

Perform installation in accordance with the approved drawings.  Make 
field-cut openings for utilities penetrations in accordance with the 
manufacturer's recommendations.  Perform welding in accordance with 
AWS D1.1/D1.1M .  Submit detail drawings showing decking installation, 
including framing at all openings for support of the units.  Accompany the 
detail drawings by setting details and design calculations showing that 
the decking installation meets material and design requirements.

3.1.1   Subpurlins

Align subpurlins to the required spacing, bearing evenly on structural 
framing members.  End bearings shall be a minimum of  25 mm  1 inch .  
Subpurlin ends shall have at least  3 mm  1/8 inch  clearance to allow for 
expansion.  Provide  19 mm  3/4 inch  fillet welds on both sides of 
subpurlins at each support.  Touch up welds with same type of 
rust-inhibitive paint used for primer.

3.1.2   Fire Rated Decks

For fire rated decks gypsum deck, place panels on bottom flanges of 
subpurlins.  Place gypsum deck planks over gypsum deck panels in 
accordance with manufacturer's directions for fire rated system.  Place 
planks with offset edges "up" to form a "T" receptacle for gypsum 
concrete.  Submit certification, based on fire test results, 
substantiating that the decking furnished complies with fire rating 
requirements.

3.1.3   Gypsum Concrete

Thoroughly mix gypsum concrete using a minimum amount of water to form a 
thick, pourable mixture.  Fill edge joints to slight excess with single 
pour at subpurlins.  Grout end joints on single span system steel 
framing.  After initial set, strike off excess grout to form smooth, flush 
joint.  Patch any surface damage to gypsum plank with grout and smooth.  
Remove and replace planks damaged beyond repair.

3.2   CLEANING AND PROTECTION

Protect the installed decking units from damage by weather and 
construction operations.  Keep the complete decking clean and free of 
damaged or defaced units, and left ready to receive painting.  Surfaces to 
be painted shall be dry and free of grease and oil.  Place a paint sealer 
on the top surface; traffic areas shall receive a second coat of floor 
paint.

        -- End of Section --
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