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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  t oi l et  accessor i es sui t abl e f or  a 
wi de var i et y of  appl i cat i ons.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   For  Ar my const r uct i on,  bui l di ngs not  excl uded 
by t he TI  800- 01 Desi gn Cr i t er i a wi l l  be accessi bl e 
i n accor dance wi t h 36 CFR,  Par t  1191,  Amer i cans wi t h 
Di sabi l i t i es Act  ( ADA)  Accessi bi l i t y  Gui del i nes f or  
Bui l di ngs and Faci l i t i es.

Dr awi ngs wi l l  i ndi cat e l ocat i on,  di mensi ons,  
el evat i ons,  schedul es,  det ai l s,  and such ot her  
i nf or mat i on as r equi r ed t o i ndi cat e t he ext ent  of  
t he wor k.

Pr oduct  sel ect i ons wi l l  be based on est het i c val ues 
and cost  as r el at ed t o pr oj ect  needs.

**************************************************************************
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1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a RI D out si de of  t he Sect i on' s 
Ref er ence Ar t i c l e t o aut omat i cal l y pl ace t he 
r ef er ence i n t he Ref er ence Ar t i c l e.   Al so use t he 
Ref er ence Wi zar d' s Check Ref er ence f eat ur e t o updat e 
t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z535.4 (2011) Product Safety Signs and Labels

ASTM INTERNATIONAL (ASTM)

ASTM C1036 (2016) Standard Specification for Flat 
Glass

ASTM F2285 (2004; R 2016; E 2016) Standard Consumer 
Safety Performance Specification for 
Diaper Changing Tables for Commercial Use

ASTM G21 (2015) Standard Practice for Determining 
Resistance of Synthetic Polymeric 
Materials to Fungi

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y or  cr i t i cal i t y,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
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i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

**************************************************************************
NOTE:   I nser t  t he cer t i f i cat i on bel ow f or  baby 
changi ng st at i ons i f  baby changi ng st at i ons ar e 
i ncl uded i n t he pr oj ect .

**************************************************************************

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for [Contractor Quality 
Control approval.] [information only.  When used, a designation following 
the "G" designation identifies the office that will review the submittal 
for the Government.]  Submittals with an "S" are for inclusion in the 
Sustainability eNotebook, in conformance to Section 01 33 29  
SUSTAINABILITY REPORTING.  Submit the following in accordance with Section 
01 33 00  SUBMITTAL PROCEDURES:

SD-03 Product Data

Finishes ; G[, [_____]]

Accessory Items ; G[, [_____]]

[ Recycled content for stainless steel toilet accessories ; S]

SD-04 Samples

Finishes ; G[, [_____]]

Accessory Items

SD-07 Certificates
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Accessory Items

Baby Changing Stations

SD-10 Operation and Maintenance Data

Electric Hand Dryer ; G[, [_____]]

**************************************************************************
NOTE:   I f  baby changi ng st at i ons ar e i ncl ude i n t he 
pr oj ect ,  pr ovi de t he f ol l owi ng cer t i f i cat i ons

**************************************************************************

[ 1.3   CERTIFICATIONS

1.3.1   Baby Changing Stations

Provide certification that baby changing stations meet the performance 
criteria of ASTM F2285.

Provide certification that baby changing stations meet the requirements of 
ANSI Z535.4  Product Safety Signs and Labels.

Provide certification that baby changing stations meet the requirements of 
ASTM G21 Standard Practice for Determining Resistance of Synthetic 
Polymeric Materials to Fungi.

] 1.4   DELIVERY, STORAGE, AND HANDLING

Wrap toilet accessories for shipment and storage, then deliver to the 
jobsite in manufacturer's original packaging, and store in a clean, dry 
area protected from construction damage and vandalism.

1.5   WARRANTY

Provide manufacturer's standard performance guarantees or warranties that 
extend beyond a 1 year period.

PART 2   PRODUCTS

**************************************************************************
NOTE:   Onl y t hose accessor i es and f i ni shes nor mal l y 
sui t abl e f or  mi l i t ar y const r uct i on ar e i ncl uded i n 
t hi s gui de speci f i cat i on.   When ot her  accessor i es 
and f i ni shes ar e r equi r ed t o meet  t he needs of  t he 
pr oj ect ,  t he speci f i er  must  add t hem.   Maxi mum use 
shoul d be made of  r ecessed accessor i es i n ar eas of  
har d usage.

**************************************************************************

2.1   MANUFACTURED UNITS
**************************************************************************

NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on bef or e speci f y i ng pr oduct  
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r ecycl ed cont ent  r equi r ement s.

Resear ch shows t hese pr oduct s ar e avai l abl e among US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.

**************************************************************************

Provide toilet accessories where indicated in accordance with paragraph 
SCHEDULE.  Porcelain type, tile-wall accessories are specified in Section 
09 30 10  CEMENT TILING, QUARRY TILING, AND PAVER TILING.  Provide each 
accessory item complete with the necessary mounting plates of sturdy 
construction with corrosion resistant surface.

Provide stainless steel products listed herein manufactured from materials 
containing a minimum of 50 percent recycled content.  Provide data 
identifying percentage of recycled content for stainless steel toilet 
accessories .

2.1.1   Anchors and Fasteners

**************************************************************************
NOTE:   Tamper pr oof  f ast ener s wi l l  be speci f i ed f or  
accessor i es whi ch have exposed f ast ener s i n ar eas 
used by neur opsychi at r i c pat i ent s or  pr i soner s and 
wher e t hef t  or  vandal i sm woul d be a pr obl em.   Thi s 
gui de speci f i cat i on pl aces t he r esponsi bi l i t y  wi t h 
t he Cont r act or  f or  pr ovi di ng,  subj ect  t o Gover nment  
appr oval ,  f ast ener s and anchor s of  t he t ype,  s i ze 
and number  r equi r ed t o adequat el y secur e t he 
accessor y i t ems.   Speci f i c  r equi r ement s f or  cr i t i cal  
or  unusual  appl i cat i ons may r ef er  t o det ai l s on t he 
dr awi ngs,  or  t he speci f i cat i ons may be expanded t o 
i ncl ude t he necessar y r equi r ement s.

**************************************************************************

Provide anchors and fasteners capable of developing a restraining force 
commensurate with the strength of the accessory to be mounted and suited 
for use with the supporting construction.  Provide [tamperproof design] 
[oval heads] exposed fasteners with finish to match the accessory.

2.1.2   Finishes

Except where noted otherwise, provide the following finishes on metal:

Metal Finish

Stainless steel No. 4 satin finish

Carbon steel, copper alloy, and brass Chromium plated, bright

2.2   ACCESSORY ITEMS

**************************************************************************
NOTE:   Dr awi ngs wi l l  show l ocat i on,  wi dt hs and 
hei ght s,  and ver t i cal  hei ght  above f i ni shed f l oor ,  
as r equi r ed,  f or  accessor y i t ems.
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Onl y t hose accessor y i t ems t o be used wi l l  be 
r et ai ned.   I dent i f y i ng abbr evi at i on i n par ent heses 
wi l l  be r et ai ned f or  t hose i t ems t o be used and 
shown on t he dr awi ngs.   The var i ous accessor y i t ems 
wi l l  gener al l y be used i n t he f ol l owi ng l ocat i ons:

DCS:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs i n accor dance wi t h t he r equi r ement s 
of  t he usi ng ser vi ce.

EHD:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs upon speci f i c  wr i t t en r equest  by t he 
usi ng ser vi ce.

FTD:   Pr i vat e bat hr ooms used by women.   
Pr i vat e/ semi - pr i vat e bat hr ooms i n guest / t r ansi ent  
quar t er s.   Li mi t  t o one per  bat hr oom.

GB:   Bat hr ooms t hat  wi l l  be used by handi capped or  
peopl e i n a weakened condi t i on,  such as i n 
hospi t al s.   Ver t i cal  gr ab bar s shoul d be consi der ed 
i n pr i vat e bat hr ooms wher e a soap and gr ab bar  
combi nat i on ( SGR)  accessor y i s not  pr ovi ded.   For ms 
and l engt hs wi l l  be shown on t he dr awi ngs.

MC:   Pr i vat e bat hr ooms wher e st or age of  per sonal  
i t ems i n t he bat hr oom i s desi r abl e.   Li mi t  t o one 
per  bat hr oom.

MG:   Pr i vat e bat hr ooms wher e a medi ci ne cabi net  i s 
not  pr ovi ded,  i n gener al - use t oi l et s,  and hand 
washi ng ar eas.   Mi r r or  450 mm 18 i nches by 750 mm 30 
inch  wi l l  be speci f i ed i n Sect i on 08 81 00 GLAZI NG.   
Li mi t  t o not  mor e t han one per  l avat or y.   Adj ust abl e 
t i l t  mi r r or  wi l l  be pr ovi ded i n ar eas t o be used by 
wheel chai r  handi capped.

MM:   Ar eas used by neur opsychi at r i c pat i ent s or  
pr i soner s and wher e vandal i sm woul d be a pr obl em.   
Li mi t  t o one per  t oi l et  i n s i ngl e l avat or y 
installation.

PTD:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs i n accor dance wi t h t he r equi r ement s 
of  t he usi ng ser vi ce.   Li mi t  t o not  mor e t han one 
per  t wo l avat or i es,  except  one per  t oi l et  i n s i ngl e 
l avat or y i nst al l at i on.

PTDWR:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs i n ar eas whi ch have r egul ar l y 
schedul ed wast e r emoval .   Li mi t  t o one per  t wo 
l avat or i es except  one per  t oi l et  i n s i ngl e l avat or y 
installation.

SND:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs used by women.   Di sposer  wi l l  be 
mount ed i n t he t oi l et  compar t ment s.   Each t oi l et  
compar t ment  must  be accessi bl e t o a di sposal  uni t .
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SNTD:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs used by women.   Use of  r ecessed uni t s 
wi l l  be consi der ed f or  i nst al l at i ons whi ch ar e 
r equi r ed t o pr esent  an excel l ent  appear ance.   Li mi t  
t o one per  t oi l et .

SC & SCR:   I nst al l at i ons wi t h combi nat i on bat ht ub 
and shower  SCR uni t s whi ch i ncl ude r ai l s and 
cur t ai ns.   One per  shower - t ub i nst al l at i on and one 
per  i ndi v i dual  shower  i nst al l at i on.

SD:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs unl ess i ncl uded wi t h paper  t owel  
di spenser .   Li mi t  t o one per  l avat or y.

SH:   Pr i vat e t oi l et s wi t h l avat or y unl ess soap 
di spenser  i s speci f i ed.   Li mi t  t o one per  pr i vat e 
toilet.

SMHD:   Tr oop f aci l i t i es and ot her  ar eas subj ect  t o 
r ough usage.   I nst al l at i on wi l l  be det ai l ed on t he 
drawings.

SMLD:   Pr i vat e bat hr ooms wher e a gl ass shel f  or  
medi ci ne cabi net  i s not  pr ovi ded.

SGR:   I nst al l at i ons wi t h bat ht ub or  shower .   Li mi t  
t o one per  bat ht ub or  shower - t ub i nst al l at i on and 
one per  separ at e shower head.

TB:   Pr i vat e bat hr ooms.   Li mi t  t o t wo per  bat hr oom.   
For  saf et y pur poses i n wet  ar eas consi der  usi ng a 
hor i zont al  gr ab bar  i n l i eu of  t owel  bar .

TSCD:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs i n accor dance wi t h t he r equi r ement s 
of  t he usi ng ser vi ce.

TP:   Pr i vat e bat hr ooms wher e a shower  i s pr ovi ded i n 
l i eu of  a bat ht ub.   Li mi t  t o one per  bat hr oom.

TTD:   Al l  t oi l et  ar eas.   Li mi t  t o one per  wat er  
closet.

TTH:   Pr i vat e bat hr ooms.   Li mi t  t o one per  l avat or y.

WR:   Publ i c t oi l et s and t oi l et s i n nondomi ci l i ar y 
t ype bui l di ngs when r equest ed by t he usi ng ser vi ce.   
Li mi t  t o not  mor e t han one per  t wo paper  t owel  
di spenser s.   Use of  r ecessed combi nat i on uni t s wi l l  
be consi der ed f or  i nst al l at i ons whi ch have f r equent  
schedul ed t r ash r emoval  ser vi ce.

**************************************************************************

Conform to the requirements for accessory items specified below.  Submit 
fasteners proposed for use for each type of wall construction, mounting, 
operation, and cleaning instructions and one sample of each other 
accessory proposed for use.  Incorporate approved samples into the 

SECTION 10 28 13  Page 9



finished work, provided they are identified and their locations noted.  
Submit certificate for each type of accessory specified, attesting that 
the items meet the specified requirements.

2.2.1   Facial Tissue Dispenser (FTD)

Provide [surface] [recessed] mounted facial tissue dispenser, Type 304 
stainless steel face, [satin finish] [bright polished finish].  Secure 
face of recessed dispenser by friction with suitable spring steel clips.  
Provide a minimum capacity of [150] [200] [300] two-ply tissues for 
dispenser.

2.2.2   Grab Bar (GB)

Provide an 18 gauge, 32 mm 1-1/4 inch  grab bar OD Type 304 stainless 
steel.  Provide form and length for grab bar as indicated.  Provide 
[concealed] [exposed] mounting flange.  Provide grab with [satin finish] 
[peened non-slip surface].  Furnish installed bars capable of withstanding 
a 2.225 kN  500 pound  vertical load without coming loose from the 
fastenings and without obvious permanent deformation.  Allow  38 mm  1-1/2 
inch  space between wall and grab bar.

2.2.3   Medicine Cabinet (MC)

Construct medicine cabinet with cold-rolled carbon steel sheet of minimum  
0.76 mm  0.03 inch  thickness, formed from a single sheet of steel or 
mechanically formed and spot welded.  Provide width, height and depth of 
cabinet in accordance with paragraph SCHEDULE.

2.2.3.1   Sliding Door Cabinet, Class 1

Provide [surface mounted vanity] [recessed cabinet] sliding door cabinet 
assembly with design and lighting arrangement as indicated.  Provide a 
minimum of 2 shelves per cabinet.  Provide [a wide] [a narrow] [no] frame 
mirror.

2.2.3.2   Swinging Door Cabinet, Class 2

Provide swinging door cabinet assembly, including the lighting 
arrangement, as indicated.  Provide [surface] [recess] mounted assembly.  
Locate cabinet centrally behind the door with a minimum of two shelves.  
Provide stainless steel or carbon steel door hinges.  Provide permanent 
type magnets used in door catches.  Provide doors [with] [without] a 
mirror.

2.2.4   Mirrors, Glass (MG)

Provide Type I transparent flat type, Class 1-clear glass for mirrors.  
Glazing Quality q1  6 mm  1/4 inch  thick conforming to ASTM C1036.  Coat 
glass on one surface with silver coating, copper protective coating, and 
mirror backing paint.  Provide highly adhesive pure silver coating of a 
thickness which provides reflectivity of 83 percent or more of incident 
light when viewed through  6 mm  1/4 inch  thick glass, free of pinholes or 
other defects.  Provide copper protective coating with pure bright 
reflective copper, homogeneous without sludge, pinholes or other defects, 
of proper thickness to prevent "adhesion pull" by mirror backing paint.  
Provide mirror backing paint with two coats of special scratch and 
abrasion-resistant paint and baked in uniform thickness to provide a 
protection for silver and copper coatings which will permit normal cutting 
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and edge fabrication.

2.2.5   Mirror, Metal (MM)

Provide a brightly polished stainless steel metal mirror of 0.94 mm  0.037 
inch  minimum thickness, edges turned back  6 mm  1/4 inch  and recess fitted 
with tempered hardboard backing, and theft-proof fasteners.  Provide size 
in accordance with paragraph SCHEDULE.

2.2.6   Mirror, Tilt (MT)

**************************************************************************
NOTE:   Mount i ng hei ght  of  mi r r or  must  be shown on 
t he dr awi ngs.

**************************************************************************

Provide surface mounted tilt mirror with full visibility for persons in a 
wheelchair.  Furnish [adjustable] [fixed] tilt mirror, extending at least  
100 mm 4 inch  from the wall at the top and tapering to  25 mm  1 inch  at the 
bottom.  Provide size in accordance with [paragraph SCHEDULE] [the 
drawings] [_____].  Conform to ASTM C1036 and paragraph Glass Mirrors.

2.2.7   Paper Towel Dispenser (PTD)

**************************************************************************
NOTE:   A t umbl er  key l ock i s t he st andar d l ocki ng 
mechani sm f or  manuf act ur er s and push but t on or  
t wi st - t ype l ocks ar e nor mal l y a speci al t y,  
ext r a- cost  i t em,  i f  avai l abl e.

**************************************************************************

Provide [_____] paper towel dispenser constructed of a minimum [22 gauge 
carbon steel] [ 0.7 mm 0.03 inch  Type 304 stainless steel], [surface] 
[recessed] mounted.  Provide a towel compartment and a [mirror door] [and] 
[liquid soap dispenser] for each dispenser.  Furnish [tumbler key lock] 
[concealed tumbler key lock] locking mechanism.

2.2.8   Combination Paper Towel Dispenser/Waste Receptacle (PTDWR)

Provide [recessed] [semi-recessed] dispenser/receptacle with a capacity of 
[400] [600] [_____] sheets of C-fold, single-fold, or quarter-fold towel.  
Design waste receptacle to be locked in unit and removable for service.  
Provide tumbler key locking mechanism.  Provide waste receptacle capacity 
of  [45] [68] [_____] L  [12] [18] [_____] gallons .  Fabricate a minimum  0.7 
mm 0.03 inch  stainless steel welded construction unit with all exposed 
surfaces having a satin finish.  Provide waste receptacle that accepts 
reusable liner standard for unit manufacturer.

2.2.9   Sanitary Napkin Disposer (SND)

Construct a Type 304 stainless steel sanitary napkin disposal with 
removable leak-proof receptacle for disposable liners.  Provide [fifty] 
[_____] disposable liners of the type standard with the manufacturer.  
Retain receptacle in cabinet by tumbler lock.  Provide disposer with a 
door for inserting disposed napkins, [recessed] [partition mounted, double 
access] [surface mounted].
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2.2.10   Sanitary Napkin and Tampon Dispenser (SNTD)

**************************************************************************
NOTE:   Speci f y sani t ar y napki n and t ampon di spenser s 
onl y when t hey ar e speci f i cal l y r equest ed,  i n 
wr i t i ng,  by t he Usi ng Agency.

**************************************************************************

Provide sanitary napkin and tampon dispenser [surface mounted] 
[recessed].  Dispenser, including door of Type 304 stainless steel that 
dispense both napkins and tampons with a minimum capacity of 20 each.  
Furnish dispensing mechanism for [complimentary] [coin] operation.  
Provide coin mechanisms with minimum denominations of 10 cents, 25 cents, 
50 cents, [_____] [free].  Hang doors with a full-length 
corrosion-resistant steel piano hinge and secure with a tumbler lock.  
Provide keys for coin box different from the door keys.

2.2.11   Shower Curtain (SC)

Provide [_____] shower curtain, size to suit conditions.  Provide 
anti-bacterial nylon/vinyl fabric curtain.  Furnish [_____] color [as 
shown in Section 09 06 00  SCHEDULES FOR FINISHES].

2.2.12   Shower Curtain Rods (SCR)

Provide Type 304 stainless steel shower curtain rods  32 mm  1-1/4 inch  OD by
 1.24 mm  0.049 inch  minimum [straight] [bent as required] to meet 
installation conditions.

2.2.13   Soap Dispenser (SD)

**************************************************************************
NOTE:   Powder ed soap di spenser  shoul d be i ncl uded 
f or  a shop or  i ndust r i al  ar ea.   Edi t  t o meet  pr oj ect  
requirements.

**************************************************************************

Provide soap dispenser [surface mounted, liquid type consisting of a 
vertical Type 304 stainless steel tank with holding capacity of  1.2 L  40 
fluid ounces  with a corrosion-resistant all-purpose valve that dispenses 
liquid soaps, lotions, detergents and antiseptic soaps.] [surface mounted, 
powder type constructed of stainless steel or chromium plated zinc die 
casting, containing a swap feed mechanism and an agitator designed to 
break up powdered soap, with a minimum capacity of  0.94 L  32 ounces .] 
[lavatory mounted, liquid type consisting of a polyethylene tank with a 
minimum  0.94 L  32 fluid ounces  holding capacity and a [ 100 mm 4 inch ] [ 150 
mm 6 inch ] spout length.]

2.2.14   Soap Holder (SH)

Provide [surface mounted] [recessed] Type 304 stainless steel soap 
holder.  Provide stainless steel separate supports.

2.2.15   Shelf, Metal, Heavy Duty (SMHD)

**************************************************************************
NOTE:   Wher e r ough usage i s ant i c i pat ed,  shel f  
suppor t  br acket s and t hr ough- bol t i ng of  accessor i es 
shoul d be r equi r ed and i ndi cat ed on t he pr oj ect  
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drawings.
**************************************************************************

Furnish a minimum 18 gauge stainless steel heavy duty metal shelf with 
hemmed edges.  Provide shelves over  750 mm  30 inch  with intermediate 
supports.  Provide minimum of 16 gauge supports, welded to the shelf, and 
spaced no more than  750 mm  30 inch  apart.

2.2.16   Shelf, Metal, Light Duty (SMLD)

Support light duty metal shelf between brackets or on brackets.  Purpose 
of brackets is to prevent lateral movement of the shelf.  Furnish [ 450 mm 
18 inch ] [ 600 mm 24 inch ] long shelf.  Provide stainless steel shelf and 
brackets.

2.2.17   Soap and Grab Bar Combination, Recessed (SGR)

Provide recessed type, Type 304 stainless steel soap and grab bar 
combination [bright polished finish] [satin finish].

2.2.18   Hand Sanitizer Dispenser (HSD)

Provide hand sanitizer dispensers complete with mounting brackets, 
batteries as recommended by manufacturer, sanitizer solution, and one 
bottle of refill sanitizer solution for each dispenser installed.  
Dispenser properties and characteristics:

a.  Wall mounted
b.  Battery operated
c.  Automatic, touchless type that dispenses sanitizer when a hand is 

placed in proximity of a sensor
d.  Integral tray below the dispensing portal to catch wasted sanitizer
e.  Operated using standard size batteries such as AA cells

2.2.19   Towel Bar (TB)

Provide stainless steel towel bar with a minimum thickness of  0.38 mm  
0.015 inch .  Provide minimum  19 mm  3/4 inch  diameter bar, or  16 mm  5/8 inch
 square.  Provide [bright polish] [satin] finish.

2.2.20   Towel Pin (TP)

Provide towel pin with concealed wall fastenings, and a pin integral with 
or permanently fastened to wall flange with maximum projection of  100 mm  4 
inch .  Provide [bright polish] [satin] finish.

2.2.21   Toilet Tissue Dispenser (TTD)

Furnish [Type II - surface mounted] [Type III - recess mounted] toilet 
tissue holder with two rolls of standard tissue [mounted horizontally] 
[stacked vertically].  Provide [carbon steel, bright chromium plated] 
[stainless steel, satin] finish cabinet.

2.2.22   Toilet Tissue Dispenser, Jumbo (TTDJ)

Provide surface mounted toilet tissue dispenser with 2 rolls of jumbo 
tissue.  Fabricate cabinet of [Type 304, 18 gauge stainless steel with 
Type 304, 20 gauge stainless steel door] [high-impact plastic body and 
transparent plastic front cover].  Provide cover with key lock.
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2.2.23   Toothbrush and Tumbler Holder (TTH)

Provide stainless steel, surface mounted toothbrush and tumbler holder.  
Furnish holder to hold a minimum of four toothbrushes in a vertical 
position.  Provide  57 plus or minus 3 mm  2-1/4 plus or minus 1/8 inch  in 
diameter size of hole for securing tumbler.

2.2.24   Waste Receptacle (WR)

**************************************************************************
NOTE:   Locks ar e t ypi cal l y pr ovi ded on r ecessed and 
semi - r ecessed r ecept acl es.

**************************************************************************

Provide Type 304 stainless steel waste receptacle, designed for [recessed] 
[surface] mounting.  Provide reusable liner, of the type standard with the 
receptacle manufacturer.  Provide a minimum [_____]  cubic meters  cubic feet
 capacity.  Provide receptacles with push doors and doors for access to 
the waste compartment with continuous hinges.  Furnish [tumbler key lock] 
[_____] locking mechanism.

2.2.25   Toilet Seat Cover Dispenser (TSCD)

Provide Type 304 stainless steel with [recessed mounted] [surface mounted] 
toilet seat cover dispensers.  Provide dispenser with a minimum capacity 
of 500 seat covers.

2.2.26   Toilet Seat Cover/Tissue Dispenser/Waste Receptacle (TSCTDWR)

Provide stainless steel and [partition mounted] [recessed mounted] 
[surface mounted] toilet seat cover, tissue dispenser, and waste 
receptacle combination.  Provide a minimum of 500 [seat covers] [seat 
covers per side] and [2] [4 (2 per side)] standard tissue rolls for each 
dispenser.  Provide a waste receptacle of the reusable liner of type 
standard with the receptacle manufacturer.  Provide receptacle with [_____]
 cubic meters  cubic feet  capacity.  Furnish [tumbler key lock] [_____] 
locking mechanism.

2.2.27   Electric Hand Dryer  (EHD)

**************************************************************************
NOTE:   Consi der  t he use of  el ect r i c hand dr i er s i n 
publ i c t oi l et  ar eas t hat  may not  r ecei ve dai l y 
cust odi an car e and i n ar eas wher e cl eanl i ness i s an 
i ssue such as f ood pr epar at i on,  di ni ng f aci l i t i es,  
and hospi t al s.

**************************************************************************

Provide wall mount and electric hand dryer designed to operate at 110/125 
volts, 60 cycle, single phase alternating current with a heating element 
core rating of a maximum 2100 watts.  Provide dryer housing of single 
piece construction and of [white porcelain enamel] [chrome plated steel] 
[baked electrostatically applied epoxy] [_____].  Submit [4] [_____] 
complete copies of maintenance instructions listing routine maintenance 
procedures and possible breakdowns.  Include repair instructions for 
simplified wiring and control diagrams and other information necessary for 
unit maintenance.
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2.2.28   Diaper Changing Station (DCS)

**************************************************************************
NOTE:   Omi t  r equi r ement  f or  i nt egr al  di spenser  f or  
sani t ar y l i ner s i f  not  r equi r ed.

**************************************************************************

Provide [recess mount] [surface mounted] diaper changing station 
fabricated of high impact plastic with no sharp edges.  Provide fold down 
platform concave to the child's shape, equipped with nylon and hook and 
loop safety straps and engineered to withstand a minimum static load of[  
155 kg  340 lb ] [  113 kg  250 lb ].  Provide an integral dispenser for 
sanitary liners for each unit.  Provide pictorial for universal use of 
safety graphics.  Provide stations that comply with these standards: 
ASTM F2285 Standard Safety Performance Specification for Diaper Changing 
tables for Diaper Changing Tables for Commercial Use; ANSI Z535.4  Product 
Safety Signs and Labels; and ASTM G21 Standard Practice for Determining 
Resistance of Synthetic Polymeric Materials to Fungi.  Furnish color 
[_____] [as shown in Section 09 06 00  SCHEDULES FOR FINISHES].

2.2.29   Folding Shower Seat (FSS)

Folding shower seat must have a frame constructed of type-304 satin finish 
stainless steel, 16-gauge, 32 mm 1-1/4 inch  square tubing, and 18-gauge,  
25 mm 1 inch  diameter seamless tubing.  Seat must be constructed of 
one-piece, 13 mm 1/2 inch  thick water-resistant, ivory colored solid 
phenolic with black edge.  Clearance between back of shower seat and wall 
must be  38 mm  1-1/2 inches  to comply with ADA Accessibility Guidelines 
(ADAAG).  Seat supports must not come into contact with the floor.  Seat 
must be able to lock in upright position when not in use.  Seat must be 
attached to wall by two  75 mm  3 inch  diameter mounting flanges constructed 
of type-304,  5 mm  3/16 inch  thick stainless steel with satin finish.  
Manufacturer's service and parts manual must be provided to building 
owner/manager upon completion of project.

2.2.30   Mop and Broom Holder (MH)

Stainless steel with grip jaw cam mechanism securing [3][4][5] mop or 
broom handles.  [Also includes [hooks][ and ][storage shelf].]

PART 3   EXECUTION

3.1   INSTALLATION

Do not install items that show visual evidence of biological growth.  
Provide the same finish for the surfaces of fastening devices exposed 
after installation as the attached accessory.  Provide oval exposed screw 
heads.  Install accessories at the location and height indicated.  Protect 
exposed surfaces of accessories with strippable plastic or by other means 
until the installation is accepted.  After acceptance of accessories, 
remove and dispose of strippable plastic protection.  Coordinate accessory 
manufacturer's mounting details with other trades as their work 
progresses.  [Use sealants for brackets, plates, anchoring devices and 
similar items in showers (a silicone or polysulfide sealant) as they are 
set to provide a watertight installation.]  After installation, thoroughly 
clean exposed surfaces and restore damaged work to its original condition 
or replace with new work.
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3.1.1   Recessed Accessories

Fasten accessories with wood screws to studs, blocking or rough frame in 
wood construction.  Set anchors in mortar in masonry construction.  Fasten 
to metal studs or framing with sheet metal screws in metal construction.

3.1.2   Surface Mounted Accessories

**************************************************************************
NOTE:   Shel f  suppor t  br acket s and t hr ough- bol t i ng of  
accessor i es shoul d be r equi r ed and i ndi cat ed on t he 
pr oj ect  dr awi ngs when r ough usage of  accessor i es i s 
ant i c i pat ed.   At t achment  by t hr ough- bol t i ng shoul d 
be i ndi cat ed f or  shel f  br acket s and mi r r or s.

**************************************************************************

Mount on concealed backplates, unless specified otherwise.  Conceal 
fasteners on accessories without backplates.  Install accessories with 
sheet metal screws or wood screws in lead-lined braided jute, PTFE or 
neoprene sleeves, or lead expansion shields, or with toggle bolts or other 
approved fasteners as required by the construction.  Install backplates in 
the same manner, or provide with lugs or anchors set in mortar, as 
required by the construction.  Fasten accessories mounted on gypsum board 
and plaster walls without solid backing into the metal or wood studs or to 
solid wood blocking secured between wood studs, or to metal backplates 
secured to metal studs.

3.2   CLEANING

Clean material in accordance with manufacturer's recommendations.  Do not 
use alkaline or abrasive agents.  Take precautions to avoid scratching or 
marring exposed surfaces.

3.3   SCHEDULE

**************************************************************************
NOTE:   A schedul e of  t he accessor i es r equi r ed wi l l  
be added.   For mat  f or  t he schedul e may be modi f i ed 
t o sui t  l ocal  pr ef er ence.   I n some cases i t  may be 
adequat e t o s i mpl y show t he l ocat i ons on t he 
dr awi ngs or  t o speci f y l ocat i ons i n t he 
speci f i cat i on t ext .

**************************************************************************

Accessories Required

Room or Space MG PTD SMLD SD SH TTD

[______] [______] [______] [______] [______] [______] [______]

         -- End of Section --
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