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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  f i r e pr ot ect i on appl i cat i ons of  
speci f i ed pl ast er  bases.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   Associ at ed wor k f ound i n ot her  sect i ons 
i ncl udes met al  f r ami ng,  f ur r i ng syst ems,  and met al  
l at h,  and st andar d gypsum pl ast er i ng appl i cat i ons.   
Show ar eas and l ocat i on of  appl i cat i on and 
i nst al l at i on det ai l s on dr awi ngs.

**************************************************************************

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
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and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E84 (2020) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

ASTM E119 (2019) Standard Test Methods for Fire 
Tests of Building Construction and 
Materials

ASTM E605 (1993; R 2011) Thickness and Density of 
Sprayed Fire-Resistive Material (SFRM) 
Applied to Structural Members

ASTM E736 (2000; R 2011) Cohesion/Adhesion of 
Sprayed Fire-Resistive Materials Applied 
to Structural Members

ASTM E761/E761M (1992; R 2020) Standard Test Method for 
Compressive Strength of Sprayed 
Fire-Resistive Material Applied to 
Structural Members

INTERNATIONAL CODE COUNCIL (ICC)

ICC IBC (2018) International Building Code

1.2   ADMINISTRATIVE REQUIREMENTS

1.2.1   Pre-Installation Meetings

Within [30] [_____] days of Contract Award, the Contracting Officer will 
schedule [a] Pre-Installation meeting[s].  Submit the following for review 
and approval at the Pre-Installation meeting:

a.   Installation Drawings

b.   Manufacturer's Catalog Data

c.   Fireproofing Plaster Sample

SECTION 09 23 82  Page 3



d.   Certificates of Conformance

[ e.   Special Provisions

] 1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y or  cr i t i cal i t y,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,   
Ai r  For ce,  and NASA pr oj ect s.

 An " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are [for Contractor Quality 
Control approval.][for information only.  When used, a designation 
following the "G" designation identifies the office that will review the 
submittal for the Government.]  Submittals with an "S" are for inclusion 
in the Sustainability eNotebook, in conformance to Section 01 33 29  
SUSTAINABILITY REPORTING.  Submit the following in accordance with Section 
01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
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Installation Drawings [; G[, [____]] ]

SD-03 Product Data

Manufacturer's Catalog Data [; G[, [____]] ]

SD-04 Samples

Fireproofing Plaster Sample [; G[, [____]] ]

Mockups [; G[, [____]] ]

SD-07 Certificates

Certificates of Conformance [; G[, [____]] ]

SD-08 Manufacturer's Instructions

Manufacturer's Instructions [; G[, [____]] ]

Special Provisions [; G[, [____]] ]

1.4   DELIVERY, STORAGE, AND HANDLING

Deliver materials in original unopened packages bearing the name of the 
product, manufacturer's name, and the Underwriters Laboratories, Inc. 
label.

Store materials off the ground, under cover, and away from damp surfaces 
and keep dry until ready to use.  Discard all materials that have been 
exposed to water before use.

1.5   QUALITY CONTROL

1.5.1   Catalog Data

Submit manufacturer's catalog data  for fireproof plaster showing 
applicable flame spread classification, fuel contribution, and smoke 
developed.

1.5.2   Plaster Sample

Submit no less than  0.2 kilogram  1/2 pound  of Fireproofing Plaster Sample  
for review and approval.

1.5.3   Drawing Requirements

Submit installation drawings  indicating the fireproof plaster, framing and 
furring as indicated and specified.  Ensure components of the installation 
drawings meet the requirements of indicated and specified fireproofing.

**************************************************************************
NOTE:   Coor di nat e wi t h dr awi ngs f or  t he appr opr i at e 
hour  r at i ng assembl y.

**************************************************************************

1.5.4   Four Hour Fire Rated Construction

Prior to the commencement of work, submit certificates of conformance  for 
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fireproof plaster showing conformance with the ICC IBC , "International 
Building Code", "Requirements for Four-Hour Construction".  Submit 
manufacturer's instructions  for Fireproof Plaster[ including special 
provisions  required to install equipment components and system packages].  
Indicate all detail impedances, hazards and safety precautions on drawings.

[ 1.5.5   Mockups

Build mockups to demonstrate aesthetic effects and to set quality 
standards for materials and execution.

] PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Fireproof Plaster

Provide gypsum-vermiculite fireproof plaster mix, consisting of one part 
gypsum to two parts vermiculite, conforming to ICC IBC , "Requirements for 
4-Hour Construction".

Ensure cohesion of the dry set material is such that the fireproofing coat 
will not crack or delaminate when the structural [steel ]element is 
subjected to a downward deflection of 1/120 of the span, and the minimum 
compressive strength requirement in accordance with ASTM E761/E761M  is not 
less than  485 kilopascal  70 pounds per square inch .

Provide set and dried material, which when tested in accordance with 
ASTM E84, yields the following characteristics:

a.  Flame spread      10

b.  Fuel contributed   5

c.  Smoke developed    0

2.1.2   Water

Use only potable water for mixing.

PART 3   EXECUTION

3.1   INSTALLATION

Apply fireproofing plaster as specified to those areas indicated on 
drawings.  Install per details as indicated on drawings.

3.1.1   Application

Provide [pneumatic] [or] [and] [trowelled] application of fireproofing 
plaster in accordance with material manufacturer's written recommendations 
and ASTM E736.  Provide thickness of application as indicated and in 
compliance with ASTM E605 and the applicable fire and local codes to 
provide rated fireproofing when tested in accordance with ASTM E119.

Provide framing  and furring that meets the requirements of [ 09 22 00 ][
09 22 36 ], and [as recommended by manufacturer for the installation of the 
fireproofing plaster thickness required][as indicated in the drawings].
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3.2   ADJUSTING AND CLEANING

After completion of fireproofing work, remove all application equipment.  
Clean all areas of ceilings, walls, and floors, adjacent or exposed to the 
operations of application of the fireproofing material, and other surfaces 
and finishes that may have been soiled by fireproofing materials.

Remove any damaged or unacceptable portions of the fireproofing plaster 
and replace with new work at no additional cost to the Government.

        -- End of Section --
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