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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  syst ems t o t r ansf er  or gani c 
cont ami nant s f r om wat er  t o act i vat ed car bon 
adsor pt i on medi a.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   UNIT PRICES

**************************************************************************
NOTE:   I f  Sect i on 01 22 00. 00 10 PRI CE AND PAYMENT 
PROCEDURES i s i ncl uded i n t he pr oj ect  
speci f i cat i ons,  t hi s par agr aph t i t l e ( UNI T PRI CES)  
shoul d be del et ed f r om t hi s sect i on and t he 
r emai ni ng appr opr i at el y edi t ed subpar agr aphs bel ow 
shoul d be i nser t ed i nt o Sect i on 01 22 00. 00 10.

**************************************************************************

The Payment Schedule included with the Bid Form describes how treated 
water is paid.  Unit payment for each modular activated carbon unit 
includes delivery, installation and placement in service.  Unit payment 
for [reactivation][disposal] and replacement of the activated carbon 
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includes placement of the spare unit in service, disconnection of the 
exhausted unit, drainage and treatment of the free water, transport of the 
activated carbon [to and from reactivation][to the disposal] facility, 
[reactivation][disposal and replacement] of the activated carbon and 
placement of the fresh carbon filled unit in the spare position.

1.2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN SOCIETY OF MECHANICAL ENGINEERS (ASME)

ASME B1.1 (2003; R 2018) Unified Inch Screw Threads 
(UN and UNR Thread Form)

ASME B40.100 (2013) Pressure Gauges and Gauge 
Attachments

ASME BPVC SEC VIII D1 (2019) BPVC Section VIII-Rules for 
Construction of Pressure Vessels Division 1

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA 10084 (2017) Standard Methods for the 
Examination of Water and Wastewater

AWWA B600 (2016) Powdered Activated Carbon

AWWA B604 (2018) Granular Activated Carbon

AWWA B605 (2013) Reactivation of Granular Activated 
Carbon

AWWA C504 (2015) Standard for Rubber-Seated 
Butterfly Valves
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AWWA C509 (2015) Resilient-Seated Gate Valves for 
Water Supply Service

AWWA C700 (2015) Cold-Water Meters - Displacement 
Type, Metal Alloy Main Case

AWWA C701 (2015) Cold-Water Meters - Turbine Type 
for Customer Service

AWWA D100 (2011) Welded Steel Tanks for Water Storage

AWWA D102 (2017) Coating Steel Water-Storage Tanks

AWWA D120 (2019) Thermosetting Fiberglass-Reinforced 
Plastic Tanks

ASTM INTERNATIONAL (ASTM)

ASTM A123/A123M (2017) Standard Specification for Zinc 
(Hot-Dip Galvanized) Coatings on Iron and 
Steel Products

ASTM A153/A153M (2016a) Standard Specification for Zinc 
Coating (Hot-Dip) on Iron and Steel 
Hardware

ASTM A312/A312M (2019) Standard Specification for 
Seamless, Welded, and Heavily Cold Worked 
Austenitic Stainless Steel Pipes

ASTM A530/A530M (2012) Standard Specification for General 
Requirements for Specialized Carbon and 
Alloy Steel Pipe

ASTM A666 (2015) Standard Specification for Annealed 
or Cold-Worked Austenitic Stainless Steel 
Sheet, Strip, Plate and Flat Bar

ASTM D1785 (2015; E 2018) Standard Specification for 
Poly(Vinyl Chloride) (PVC), Plastic Pipe, 
Schedules 40, 80, and 120

ASTM D1998 (2013) Polyethylene Upright Storage Tanks

ASTM D2241 (2015) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Pressure-Rated 
Pipe (SDR Series)

ASTM D2652 (2011; R 2020) Activated Carbon

ASTM D2854 (2009; R 2019) Standard Test Method for 
Apparent Density of Activated Carbon

ASTM D2862 (2016) Standard Test Method for Particle 
Size Distribution of Granular Activated 
Carbon

ASTM D3299 (2010) Filament-Wound 
Glass-Fiber-Reinforced Thermoset Resin 
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Corrosion-Resistant Tanks

ASTM D3860 (1998; R 2014) Determination of Adsorptive 
Capacity of Activated Carbon by Aqueous 
Phase Isotherm Technique

ASTM D4607 (2014) Determination of Iodine Number of 
Activated Carbon

ASTM D5158 (1998; R 2013) Determination of the 
Particle Size of Powdered Activated Carbon 
by Air Jet Sieving

ASTM D5421 (2015) Contact Molded "Fiberglass" 
(Glass-Fiber-Reinforced Thermosetting 
Resin) Flanges

ASTM E1067/E1067M (2018) Standard Practice for Acoustic 
Emission Examination of Fiberglass 
Reinforced Plastic Resin (FRP) 
Tanks/Vessels

ASTM F593 (2017) Standard Specification for 
Stainless Steel Bolts, Hex Cap Screws, and 
Studs

MANUFACTURERS STANDARDIZATION SOCIETY OF THE VALVE AND FITTINGS 
INDUSTRY (MSS)

MSS SP-70 (2011) Gray Iron Gate Valves, Flanged and 
Threaded Ends

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA ICS 1 (2000; R 2015) Standard for Industrial 
Control and Systems: General Requirements

NEMA ICS 6 (1993; R 2016) Industrial Control and 
Systems:  Enclosures

NEMA MG 1 (2018) Motors and Generators

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2020; ERTA 20-1 2020; ERTA 20-2 2020; TIA 
20-1; TIA 20-2; TIA 20-3; TIA 20-4) 
National Electrical Code

U.S. DEPARTMENT OF DEFENSE (DOD)

UFC 3-301-01 (2019) Structural Engineering

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910 Occupational Safety and Health Standards
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1.3   ADMINISTRATIVE REQUIREMENTS

1.3.1   Pre-Installation Meeting

**************************************************************************
NOTE:   Remove t hi s par agr aph when meet i ng i s not  
required.

**************************************************************************

[Partnering][Pre-installation] meeting isrequired.  Ensure that involved 
subcontractors, suppliers, and manufacturers are [notified][represented].  
Furnish the date and time of the meeting to the Contracting Officer for 
approval.

1.4   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y or  cr i t i cal i t y,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for [Contractor Quality 
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Control approval.][information only.  When used, a designation following 
the "G" designation identifies the office that will review the submittal 
for the Government.]  Submittals with an "S" are for inclusion in the 
Sustainability eNotebook, in conformance to Section 01 33 29  
SUSTAINABILITY REPORTING.  Submit the following in accordance with Section 
01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Adsorption Battery Components

Backwash System

Carbon Storage and Transfer System

SD-03 Product Data

Activated Carbon Adsorption Units

Activated Carbon ; G[, [_____]]

Safety Data Sheet

Adsorption Battery Components ; G[, [_____]]

Posting Framed Instructions

Delivery, Storage, and Handling

Discharge

Iodine Number

Backwash System

SD-05 Design Data

Activated Carbon Adsorption Units ; G[, [_____]]

Activated Carbon ; G[, [_____]]

Total Head Loss

SD-06 Test Reports

Activated Carbon

Adsorption Battery components

Backwash System

Carbon Storage and Transfer System

Granular Activated Carbon

Factory Pressure Test Reports

Discharge Permit Compliance
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SD-07 Certificates

Activated Carbon

Shells and Tanks

Shell and Tank Foundations

Motors

Manufacturer's Certificates

SD-10 Operation and Maintenance Data

Activated Carbon Adsorption System ; G[, [_____]]

  Operation and Maintenance Data in accordance with Section 
01 78 23  OPERATION MAINTENANCE DATA, Data Package [2][3].

Preventive Maintenance Plan And Schedule

1.5   MAINTENANCE MATERIAL SUBMITTALS

Provide special tools necessary for adjustment, operation, maintenance, 
and disassembly for each type of equipment furnished; a lever type grease 
gun or other lubricating device for each type of grease required; and one 
or more steel cases mounted on the wall complete with flat key locks, two 
keys, and clips or hooks to hold each tool in a convenient location.  
Provide tools that are high-grade, smooth, forged, alloy, tool steel.  
Deliver tools at the same time as the equipment and hand over on 
completion of the work.

1.6   QUALITY CONTROL

1.6.1   Regulatory Requirements

Provide pressure rated adsorption shells bearing the ASME BPVC SEC VIII D1  
code stamp.

1.6.2   Qualifications

1.6.2.1   Constructor

Requires a cumulative minimum of [2][3][5][_____] years of experience in 
the construction of water treatment plants, wastewater treatment plants, 
industrial wastewater treatment plants, or industrial wastewater 
pretreatment plants.

1.6.2.2   Single Source Supplier

Assign full responsibility for the furnishing of the adsorption system to 
a single supplier.  The designated single supplier coordinates the 
selection, assembly, installation, and testing of the entire system as 
specified herein.  The designated single supplier need not manufacture the 
entire system.

1.6.2.3   Manufacturer's Representative

Provide the services of a manufacturer's field service representative 
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experienced in the installation, adjustment, and operation of the 
equipment furnished and who possesses complete knowledge of the proper 
operation and maintenance of the system.

1.6.2.4   Welding

Provide documentation including welding procedures, lists of welders, and 
qualifications of welding operators in accordance with Sections 8.2 and 
8.8 of AWWA D100.

1.6.2.5   Reactivation Facility

Provide qualifications of reactivation facility procedures and operation 
in accordance with AWWA B605.

1.7   DELIVERY, STORAGE, AND HANDLING

Submit instructions for any required sampling, preparation and shipping of 
activated carbon to reactivation or disposal facility.  Submit a copy of 
the safety data sheet  along with [materials] [materials and each chemical] 
delivered to the site.  Submit the safety data sheet in conformance with 
29 CFR 1910  Section 1200(g) for [activated carbon][activated carbon and 
each chemical].

1.7.1   Granular Activated Carbon

Package, mark, and ship granular activated carbon for potable water 
treatment in accordance with [ AWWA B604, ][ AWWA B604 and AWWA B605].

1.7.2   Powdered Activated Carbon

Package, mark, and ship powdered activated carbon for potable water 
treatment in accordance with AWWA B600.

1.7.3   Equipment and Accessories

Protect equipment delivered and placed in storage from the weather, 
humidity and temperature variations, dirt and dust, or other contaminants.

PART 2   PRODUCTS

2.1   SYSTEM DESCRIPTION

Provide an activated carbon adsorption units  system as a complete process 
for removal of organic and inorganic contaminants from water as specified 
herein.  Provided equipment to include, but not be limited to, vessels 
containing activated carbon, supporting equipment and accessories.  
Terminology is in conformance with ASTM D2652.

2.1.1   System Submittals

Submit the following data:

a.  Process flow diagrams and instrumentation diagrams(s) showing all 
major pieces of process equipment with controls.  Show on the drawings 
complete piping, wiring and schematic diagrams and any other details 
required to demonstrate that the system has been coordinated and 
properly functions as a unit.  Also show proposed layout and anchorage 
of equipment and appurtenances; equipment relationship to other parts 
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of the work; clearances for maintenance and operation; and shop and 
erection details, including cuts, copes, connections, holes, bolts, 
and welds.

b.  List of Federal, State, and local laws, regulations, and permits 
concerning activated carbon adsorption units that are applicable to  
operations and the requirements imposed by those laws, regulations, 
and permits.

c.  Instrumentation and controls; capacities and pressure drop; make and 
model; complete list of equipment and materials, including 
manufacturer's descriptive and technical literature; performance 
charts and curves; catalog cuts; and installation instructions.

d.  A complete list of parts, supplies and recommended spare parts for 
each different item of material and equipment specified, with current 
unit prices and source of supply, and a list of the parts recommended 
by the manufacturer to be replaced after [1] and [3] year(s) of 
service.

e.  Structural calculations for the adsorber shells, tanks and mounting 
and support details.  Verification from a Registered Professional 
Engineer, licensed to practice mechanical or structural engineering, 
as appropriate, in the State in which the system was fabricated, 
stating that the fabrication drawings and pressure calculations for 
the shells and tanks  were designed for the listed conditions in 
accordance with the appropriate codes and standards.

f.  Designs for foundations, footings and supports.  Verification from a 
Registered Professional Engineer, licensed to practice mechanical or 
structural engineering, as appropriate, in the State in which the 
system was fabricated, stating that the erection drawings for the 
shell and tank foundations  and supports were designed for the listed 
conditions in accordance with the appropriate codes and standards.

g.  Submit removal and replacement instructions including handling and 
reactivation of spent activated carbon in accordance with AWWA B605.

2.1.2   Design Requirements

**************************************************************************
NOTE:   Det er mi ne wi nd speed f r om ASCE 7- 16,  Chapt er  
1.   Pr ovi de sei smi c r equi r ement s,  i f  a Gover nment  
desi gner  ( ei t her  Cor ps of f i ce or  A/ E)  i s t he 
Engi neer  of  Recor d,  and show on t he dr awi ngs.   
Del et e t he br acket ed phr ase i n t he f i r st  par agr aph 
i f  sei smi c det ai l s ar e not  pr ovi ded.   Per t i nent  
por t i ons of  UFC 3- 301- 01 and Sect i on 13 48 73 
SEI SMI C CONTROL FOR MECHANI CAL EQUI PMENT,  pr oper l y 
edi t ed,  must  be i ncl uded i n t he cont r act  document s.

**************************************************************************

Provide seismic details in accordance with UFC 3-301-01  and [Section 
13 48 73  SEISMIC CONTROL FOR MECHANICAL EQUIPMENT][ as indicated].

Minimum design life, modular unit [_____] years
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Minimum design life, other equipment [_____] years

Adsorption system dimensions

Maximum vertical projection [_____]  m ft

Maximum ground surface coverage [_____] by [_____]  m ft

Soil bearing capacity [_____]  MPa psf

Seismic parameters [_____]

Wind speed (maximum) [_____]  km/h  mph

Ground snow load [_____]  kPa  psf

Ambient air temperature

Maximum [_____]degrees  C  F

Minimum [_____]degrees  C  F

2.1.3   Influent Chemical Conditions

**************************************************************************
NOTE:   Obt ai n an anal ysi s of  t he wat er  t o be t r eat ed 
gi v i ng appr opr i at e i nf or mat i on t o be i nser t ed i n t he 
bl ank spaces.   Pr ovi de al l  t he avai l abl e 
i nf or mat i on.   Aver age val ues f or  i nor gani c 
const i t uent s may be adequat e i f  addi t i onal  
i nf or mat i on i s not  avai l abl e.

Use of  act i vat ed car bon f or  f i l t r at i on i s r ar el y 
cost  ef f ect i ve.   Pl ai n or  enhanced sedi ment at i on i s 
t he pr ef er r ed met hod f or  r emoval  of  suspended 
sol i ds.   Lengt h of  r uns bet ween backwash cycl es and 
t he medi a capaci t y may be r educed by bi ol ogi cal  
act i v i t y or  physi cal  pl uggi ng whi ch may r esul t  f r om 
cont i nuous appl i cat i on of  i r on bear i ng or  bi oact i ve 
t ur bi d wat er s t o t he adsor pt i on uni t .   Act i vat ed 
car bon i s f oul ed by gr owt h on t he medi a and 
f or mat i on of  deposi t s on t he car bon sur f ace.   I r on 
i n t he f er r ous st at e may pass t hr ough t he syst em.   
Fer r i c compounds ar e i nsol ubl e over  a pH r ange of  
about  3 t o 8,  t he pH r ange of  most  wat er  suppl i es.   
Manganese i s i nsol ubl e at  a pH of  9 or  gr eat er .   
Pr et r eat ment  shoul d be eval uat ed i f  i r on exceeds 0. 2 
mg/ L,  manganese exceeds 0. 1 mg/ L,  cal c i um exceeds 80 
mg/ L or  magnesi um exceeds 40 mg/ L.

Lower i ng t he pH by addi t i on of  mi ner al  aci ds has 
been used t o decr ease t he hydr ogen bondi ng of  
di ssol ved or gani cs and t o i ncr ease met al  sol ubi l i t y .

Raw wat er  shoul d be coagul at ed and f i l t er ed i f  t he 
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suspended sol i ds exceed 5 mg/ L ( ppm)  or  i f  t he 
t ur bi di t y exceeds 2. 5 NTU.   Pr ef i l t r at i on may ai d i n 
r educi ng  deposi t i on of  i r on or  manganese.

Oxi di z i ng agent s,  commonl y  chl or i ne or  oxygen,  may 
r esul t  i n a l oss of  vol ume capaci t y and mor e 
f r equent  r epl acement  of  t he medi a.   Sour ces of  
oxi di z i ng agent s shoul d be r emoved wher e f easi bl e.

**************************************************************************

Influent inorganic chemical concentrations of [waste water][water from 
surface impoundment][ground water] are as determined by the AWWA 10084 
method for each.

Influent Characteristic Minimum Average Maximum

pH [_____] [_____] [_____]

Conductivity (mho) [_____] [_____] [_____]

Total hardness (mg/L as CaCO3) [_____] [_____] [_____]

Total Iron (mg/L) [_____] [_____] [_____]

Ferric Iron (mg/L) [_____] [_____] [_____]

Ferrous Iron (mg/L) [_____] [_____] [_____]

Total Manganese (mg/L) [_____] [_____] [_____]

Soluble Manganese (mg/L) [-----] [_____] [_____]

Calcium (mg/L) [_____] [_____] [_____]

Magnesium (mg/L) [_____] [_____] [_____]

Sodium (mg/L) [_____] [_____] [_____]

Potassium (mg/L) [_____] [_____] [_____]

Copper (mg/L) [_____] [_____] [_____]

Total alkalinity (mg/L as CaCO3) [_____] [_____] [_____]

Hydroxide alkalinity (mg/L as CaCO3) [_____] [_____] [_____]

Carbonate (mg/L as CaCO3) [_____] [_____] [_____]

Bicarbonate (mg/L as CaCO3) [_____] [_____] [_____]

Sulfate (mg/L) [_____] [_____] [_____]

SECTION 43 31 13.13 10  Page 14



Influent Characteristic Minimum Average Maximum

Nitrate (mg/L) [_____] [_____] [_____]

Chloride (mg/L) [_____] [_____] [_____]

Fluoride (mg/L) [_____] [_____] [_____]

Free Carbon Dioxide as CaC03 (mg/L) [_____] [_____] [_____]

Dissolved Oxygen (mg/L) [_____] [_____] [_____]

Free Chlorine Residual (mg/L) [_____] [_____] [_____]

Silica (mg/L) [_____] [_____] [_____]

Total Solids (mg/L) [_____] [_____] [_____]

Total Dissolved Solids (mg/L) [_____] [_____] [_____]

Total Suspended Solids (mg/L) [_____] [_____] [_____]

Turbidity/Nephelometric Turbidity units 
(NTU)

[_____] [_____] [_____]

Color by Platinum Standard Comparison [_____] [_____] [_____]

2.1.4   Performance Requirements

2.1.4.1   Flow Rate

Minimum  [_____]  L/second  gpm
Average  [_____]  L/second  gpm
Maximum  [_____]  L/second  gpm

2.1.4.2   Water Temperature

Minimum  [_____]  degrees C  degrees F
Average  [_____]  degrees C  degrees F
Maximum  [_____]  degrees C  degrees F

2.1.5   Bench Scale Data

**************************************************************************
NOTE:   I ncl ude r esul t s,  r equi r e  per f or mance of  
t est s or  bot h.

**************************************************************************

2.1.5.1   Isotherm Data

[Results of isotherm tests, as determined by ASTM D3860, are as follows: 
[_____].]  [Carry out the isotherm test data with activated carbon similar 
to that to be supplied for use.  If applicable, use 
reprocessed/reactivated carbon typical of the type to be supplied in the 
isotherm tests, including the same type of manufacture if from processed 
coal, coconut shell, wood, etc.]
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2.1.5.2   Operating Performance Data

Results of operating performance tests are as follows:  [_____].

2.1.5.3   Carbon Equivalency Test Data

Results of carbon equivalency tests are as follows:  [_____].

2.1.6   Organic Contaminant Concentrations

**************************************************************************
NOTE:   Wat er  t r eat ed f or  pot abl e use shoul d meet  t he 
maxi mum cont ami nant  l evel  goal s ( MCLGs)  of  40 CFR 
141 f or  each i dent i f i ed or gani c cont ami nant .   
Addi t i onal  r equi r ement s f or  pot abl e wat er  may be 
i mposed by  r egul at or s or  t he Ar my Cent er  f or  Heal t h 
Pr omot i on and Pr event i ve Medi ci ne.   Because 
concent r at ed or gani c sol ut i ons ar e mor e r eadi l y 
t r eat ed t han di l ut e sol ut i ons,  over st at ement  of  t he 
i nf l uent  concent r at i ons of  or gani c chemi cal s usual l y 
l eads t o pr obl ems.   I t  i s  mor e pr udent  t o i ncr ease 
t he cont act  r equi r ement  i n Par agr aph:   ADSORPTI ON 
BATTERY COMPONENTS and not  appl y saf et y f act or s her e.

**************************************************************************

Organic Contaminant

Influent Concentration ( µg/L
ppb

                        
            

Maximum Effluent
Concentration ( µg/L ppb )

Percent Removal Requirement

Total Organic Carbon (TOC)

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]
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Organic Contaminant

Influent Concentration ( µg/L
ppb

                        
            

Maximum Effluent
Concentration ( µg/L ppb )

Percent Removal Requirement

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

Determine removal percentage as follows:

100% x (Influent concentration - Effluent concentration)
________________________________________________________

Influent concentration

2.1.7   Inorganic Contaminant Concentrations

**************************************************************************
NOTE:   Act i vat ed car bon t r eat ment  of  i nor gani cs i s 
speci al i zed.   Tr y t o f i nd mor e t han one manuf act ur er  
of  act i vat ed car bon t hat  can t r eat  t he cont ami nant s.

**************************************************************************

Inorganic Contaminant

Influent Concentration ( µg/L
ppb )

Maximum Effluent
Concentration ( µg/L ppb )

Percent Removal Requirement

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

[_____]

Maximum [_____] [_____] NA
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Inorganic Contaminant

Influent Concentration ( µg/L
ppb )

Maximum Effluent
Concentration ( µg/L ppb )

Percent Removal Requirement

Average [_____] NA NA

Minimum [_____] NA [_____]

[_____]

Maximum [_____] [_____] NA

Average [_____] NA NA

Minimum [_____] NA [_____]

Determine removal percentage as follows:

100% x (Influent concentration - Effluent concentration)
________________________________________________________

Influent concentration

2.2   EQUIPMENT

**************************************************************************
NOTE:   Compl et eness of  st eam r egener at i on i s 
pr essur e/ t emper at ur e dependent .

**************************************************************************

Provide new and unused materials and equipment with the exceptions noted 
for reprocessed activated carbon, reprocessed materials and modular 
treatment units.  Provide an estimate or analysis of the pre-existing 
"heel" and the nature of any residual with the supply documentation if 
reprocessed carbon is to be supplied.  The Contracting Officer reserves 
the option to refuse delivery of reprocessed carbon if, in the opinion of 
the Contracting Officer, the quality might interfere with accomplishment 
or verification of the treatment.

2.2.1   Activated Carbon

**************************************************************************
NOTE:   To det er mi ne t he wor ki ng capaci t y of  a 
speci f i c  br and of  act i vat ed car bon:   Det er mi ne t he 
cont act  t i me ( i nver se of  r eact i on r at e)  f or  t he 
par t i cul ar  br and of  car bon at  t he known t ot al  
vol at i l e or gani c cont ent  i n t he i nf l uent  wat er  and 
det er mi ne t he amount  of  car bon r equi r ed ( i sot her ms)  
t o obt ai n t he r educt i on of  t he known vol at i l e 
or gani c car bon cont ent  i n t he i nf l uent  wat er .

Ut i l i ze r api d smal l - scal e col umn t est  pr ocedur es t o 
ver i f y pr oper t i es of  act i vat ed car bon bei ng used.

Desi gner  shoul d al so eval uat e wi t h gover nment  
whet her  f ul l - scal e col umn t est i ng i s war r ant ed based 
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on pr oj ect  s i ze,  f l ow r at e,  economi cs,  et c.  i n an 
ef f or t  t o ensur e t he Gover nment  i s get t i ng t he 
opt i mum GAC and not  wast i ng.

Act i vat ed car bon used i n t r eat ment  of  wat er  f or  
pot abl e use shoul d conf or m t o  AWWA r equi r ement s.   
Wast ewat er  car bon i s not  manuf act ur ed t o AWWA 
st andar ds.   Remove or  r ewor d t hi s par agr aph when 
car bon i s not  r equi r ed t o conf or m t o AWWA.

Act i vat ed car bon shoul d be i n accor dance wi t h AWWA 
i f  t he t r eat ed wat er  goes i nt o a pot abl e wat er  
syst em.   Ver i f y wi t h t he appr opr i at e aut hor i t i es 
t hat  wast ewat er  car bon i s accept abl e f or  wat er  t hat  
i s  t o be di schar ged or  r e- i nj ect ed.

**************************************************************************

Provide material free from impurities that affect the serviceability and 
appearance of the finished product.  Provided activated carbon  that does 
not require dosing or addition of a chemical mixture or solution to the 
water to be treated or to the water used for backwashing.  Furnish the 
following quantity: [[_____]  cubic meters  cubic feet ][[_____]  kg  pounds ] 
of processed and graded activated carbon for [potable] [waste] water 
treatment.  Submit design calculations indicating removals of each of the 
listed compounds in the carbon bed.  Material must conform to the 
following:

a.  Adsorptive capacity, iodine number as determined by ASTM D4607, not 
less than [500][650][900][950][1,000][_____] milligrams per gram.  
Submit the iodine number ; isotherm and column test data.

b.  Apparent density, as determined by [ ASTM D2854][ ASTM D5158], [0.4 to 
0.6][_____] grams per cc [25 to 37][_____] lb. per cu. ft , corrected 
for moisture.

c.  Effective size  [0.35 to 1.30][_____] mm  [0.14 to 0.5][_____] inches  
and uniformity coefficient not greater than [2.1][_____], as 
determined by ASTM D2862, with the following gradation:

SIEVE PERCENT PASSING

2.36 mm  No. 8 [90] [_____]

2.00 mm  No. 10 [_____]

1.70 mm  No. 12 [85] [_____]

1.40 mm  No. 14 [_____]

1.18 mm  No. 16 [_____]

0.85 mm  No. 20 [_____]

0.60 mm  No. 30 [4] [_____]
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SIEVE PERCENT PASSING

0.42 mm  No. 40 [4] [_____]

0.30 mm  No. 50 [4] [_____]

d.  Submit manufacturer's certificates , including the name and address of 
the production facility, attesting that the activated carbon furnished 
meets the specified requirements.  Submit certification of the 
activated carbon [supplier][transporter][reactivation facility in 
accordance with AWWA B605].  Submit copies of the Department of 
Transportation licenses of carbon reactivation service

2.2.1.1   Powdered Activated Carbon

Provide powdered activated carbon for potable water service in conformance 
with AWWA B600.

2.2.1.2   Granular Activated Carbon

Provide clean and hard granules.

2.2.1.2.1   Potable Water Service

Provide granular activated carbon for potable water service conforming to [
AWWA B604][ AWWA B604 and AWWA B605],as appropriate.  Submit reports of 
testing granular activated carbon  in accordance with AWWA B604.

2.2.1.2.2   Waste Water Service

Provide granular activated carbon for waste water service [reprocessed 
from previous as long as it meets the specified requirements][of a type 
suitable for reactivation] and supported by services for transportation of 
[shell][and spent carbon] and reactivation[ of spent carbon].  Submit 
documentation and copies of licenses to the Contracting Officer.

2.2.2   Adsorption Battery Components

**************************************************************************
NOTE:   See EM 1110- 1- 4008 Li qui d Pr ocess Pi pi ng f or  
compat i bi l i t y  of  mat er i al s wi t h t he sol ut i on bei ng 
t r eat ed.   Gener al  r ul es f or  conf i gur at i on of  a 
l i qui d phase act i vat ed car bon syst em ar e as f ol l ows:

a.   Two st age ser i al  oper at i on t o pr ovi de l onger  
cont act  and mor e compl et e exhaust i on of  t he car bon 
i s pr ef er r ed,  par t i cul ar l y when  ant i c i pat ed car bon 
consumpt i on i s hi gh,  r equi r ed bed dept hs exceed 4. 5 
meters  15 f eet  and/ or  cont act  t i mes i n excess of  30 
mi nut es ar e r equi r ed f or  cont ami nant  r educt i on.   I n 
ser i al  oper at i on,  t he uni t  wi t h t he f r eshest  car bon 
at  any gi ven t i me shoul d be i n t he l ag posi t i on.   
For  cr i t i cal  oper at i ons,  l ead,  l ag and st andby uni t s 
shoul d be pr ovi ded.

b.   Mul t i pl e uni t s i n par al l el  oper at i on ar e 
f r equent l y used f or  hi gh f l ows wi t h l ow 
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cont ami nat i on l evel s when shor t  cont act  t i mes ar e 
adequat e.   Si ngl e uni t s shoul d be used onl y i n 
i nst al l at i ons i n whi ch t he syst em can be shut  down 
f or  change out  of  t he act i vat ed car bon adsor pt i on 
medi a.   Mul t i pl e smal l er  uni t s ar e al ways pr ef er abl e 
t o s i ngl e l ar ge uni t s cont ai ni ng t he same amount  of  
car bon and pr ovi di ng equal  cont act .

c.   Upf l ow pul sed bed oper at i on shoul d be consi der ed 
i n l i eu of  mul t i pl e uni t s i n ser i es.

d.   An appr opr i at e pi pi ng conf i gur at i on ar r angement  
can adapt  t he uni t s f or  ser i al  or  par al l el  
oper at i on.   Ar r angement s t hat  al l ow conver si on f r om 
par al l el  t o ser i es and t he r ever se,  pr ovi de t he 
f l exi bi l i t y  t o r espond t o di f f er i ng condi t i ons.

e.   Desi gn sur f ace l oadi ngs r ange bet ween 0. 7 and 4 
l i t er s per  second per  squar e met er  1 and 6 gpm/ sq f t .   
Lower  sur f ace l oadi ngs r esul t  i n l onger  r uns bet ween 
backwashes and hi gher  backwash f l ow r at e 
requirements.

f .   Mi ni mum bed dept h i s based on t he cont act  t i me 
r equi r ed t o achi eve t he r equi r ed r emoval .   
Addi t i onal  bed vol ume al l ows t i me bet ween car bon 
changes.   The mi ni mum bed dept h speci f i ed shoul d not  
be l ess t han 0. 75 m 30 i nches t o avoi d shor t  
c i r cui t i ng.   Mi ni mum f r eeboar d above t he bed shal l  
be not  l ess t han 25 per cent  of  bed dept h.   At  
l oadi ng r at es bet ween 3. 4 and 4 l i t er s per  second 
per  squar e met er  5 and 6 gpm/ sq f t  t he mi ni mum bed 
dept h shoul d be i ncr eased f r om 0. 75 m 30 i nches t o 1 
m 36 i nches i n pr opor t i on t o t he sur f ace l oadi ng t o 
mai nt ai n t he vol umet r i c l oadi ng bel ow 4. 5 l i t er s per  
second per  cubi c met er  2 gpm per  cubi c f oot .

g.   Coor di nat e number  and l ocat i on of  uni t s wi t h t he 
appr opr i at e dr awi ngs.

**************************************************************************

Provide adsorption batteries consisting of [_____] units.  Performance 
specified refers to each unit and not to the battery as a whole.  Provide 
a downflow liquid adsorption unit, having a capacity to treat [_____]  
liters  gallons  of water at a flow rate not exceeding [_____]  L/second  gpm  
with a maximum influent total organic carbon concentration of [_____] 
[milligrams][micrograms] per liter during the interval between carbon 
replacements to a maximum effluent total organic carbon concentration of 
[_____] [milligrams][micrograms] per liter.  Ensure carbon replacement 
intervals are not less than [_____] days.

2.2.2.1   Head Loss

**************************************************************************
NOTE:   Compar e sever al  manuf act ur er s dat a and sel ect  
a r easonabl e number .

**************************************************************************

Head loss in each unit at rated flow must not exceed  [2][3][7][30][60] 
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[_____] kPa  [0.3][0.44][1][4][8][_____] psig  when filled with fresh 
media.  Submit demonstration of, or design calculations for, the total 
head loss  through the carbon, adsorbers and appurtenant piping.

2.2.2.2   Adsorption Shell

**************************************************************************
NOTE:   Avoi d pr essur i z i ng shel l s t hat  do not  conf or m 
t o ASME BPVC SEC VI I I .

**************************************************************************

Ensure adsorber shells have a minimum effective cross sectional area of 
[_____]  square meters  square feet  with a minimum straight shell (tangent 
line to tangent line) height of [_____]  meters  feet .

2.2.2.2.1   Modular units

**************************************************************************
NOTE:   Tr anspor t abl e uni t s shoul d be consi der ed f or  
uni t s cont ai ni ng l ess t han 900 kg 2000 pounds of  
act i vat ed car bon and t he r equi r ed hydr aul i c capaci t y 
i s l ess t han 600 l i t er s per  second 10, 000 gpm or  t he 
appr opr i at e conf i gur at i on i s a st andar d pr oduct  of  a 
near by suppl i er .   Spar e uni t s ar e used f or  
r epl acement  of  exhaust ed uni t s,  whi ch ar e r et ur ned 
t o t he car bon manuf act ur er  f or  r eact i vat i on of  t he 
act i vat ed car bon.   Dr um st y l e cont ai ner s may be used 
f or  ver y smal l  amount s of  car bon.

**************************************************************************

Modular units need not be new if pressure rating and all other 
requirements of this section are met.  Provide factory assembled units 
secured to a structural frame suitable for shipment or transport with a 
forklift and set on a level area for operation.  Prepare unit for 
connection to on-site pipelines.  Mount shell on skid supports of 
cast-iron or steel to support the weight of the units, carbon and water 
while in service without point bearing on the floor slab.  Fabricate skid 
mountings and shells for the live and dead loads of the shell full of 
water.  Provide assembly structure that is adequate to provide support to 
the units during transport.  Provide connectors for connection of modular 
tank inlets and outlets to the permanent piping system.  Provide modular 
units in compliance with [ AWWA B605][Section 02 81 00  TRANSPORTATION AND 
DISPOSAL OF HAZARDOUS MATERIALS] for transport of spent carbon.

2.2.2.2.2   Permanent Units

Design, fabricate, and erect adsorption shells not equipped with an open 
vent of steel in accordance with ASME BPVC SEC VIII D1  for a gage working 
pressure of  [8.8][_____] MPa  [125][_____] psi .  Stamp working pressure on 
shell.  Fiberglass or polyethylene adsorption shells are acceptable if 
equipped with an open vent or overflow.  Ensure fiberglass shells comply 
with AWWA D120 or with ASTM D3299 with nozzle flanges in accordance with 
ASTM D5421.  Ensure polyethylene shells conform to ASTM D1998.  Line steel 
shell and both sides of false bottom with nontoxic epoxy, vinyl ester or 
rubber.  Supply shells with cast-iron or steel supports.  Fabricate 
supporting structures and shells for the seismic and wind loads listed in 
the design requirements, plus live and dead loads of the shell full of 
water.
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2.2.2.2.3   Connections

Provide a vent and a rupture disc on the influent of each adsorber.  
Provide each adsorber with a means for carbon fill and removal and with 
permanent connections for water inlet, outlet, and backwash.

2.2.2.2.4   Openings

**************************************************************************
NOTE:   Access openi ngs 100 by 150 mm 4 x 6 i nches or  
l ar ger  wi l l  be pr ovi ded i n upper  head of  shel l s l ess 
than  0. 9 met er  36 i nches i n di amet er ;  access openi ngs
 275 by 400 mm 11 x 15 i nches or  l ar ger  wi l l  be 
pr ovi ded f or  shel l s 0. 9 met er s 36 i nches i n di amet er  
and l ar ger .

**************************************************************************

Provide each shell with an access opening  [100 x 150][275 x 375][_____] mm  
[4 x 6][11 x 15][_____] inches  or larger.  Provide openings with closure 
and positive seal adequate for the tank pressure rating.

2.2.2.2.5   Hardware

Provide stainless steel bolts and attaching hardware conforming with 
ASTM F593.

2.2.2.3   Collection/Underdrain System

**************************************************************************
NOTE:   Sel ect  appr opr i at e syst em and r emove 
subpar agr aphs descr i bi ng syst ems not  needed i n t he 
project.

**************************************************************************

Provide an underdrain system within the shell for collecting treated water 
as specified below and to distribute the backwash water uniformly over the 
entire bed cross-section at velocities that prevent channeling of the 
carbon bed.  Under actual operating conditions do not wash the activated 
carbon out of the apparatus regardless of the change of demand rate up to 
the maximum on the apparatus.

2.2.2.3.1   Nozzle Type

Provide a collector/backwash nozzle for each  [93,000][_____] square mm  
[1][_____] square foot  of carbon surface area.

2.2.2.3.2   Deflector-Plate Type

**************************************************************************
NOTE:   Shel l s smal l er  t han 1500 mm 60 i nches i n 
di amet er  wi l l  be equi pped wi t h nozzl es or  
def l ect or - pl at e col l ect or  syst em.

**************************************************************************

Provide a deflector-plate made of [cast-iron][or][steel], and 
[rubber][or][nontoxic epoxy] lined, fastened to the bottom of the shell, 
and arranged for discharge through radial slots.  Provide pipe connections 
for treated water outlet or backwash inlet on the underside between the 
deflector and the shell bottom.
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2.2.2.3.3   False Bottom Type

**************************************************************************
NOTE:   Shel l s l ar ger  t han 1500 mm 60 i nches i n 
di amet er  may be equi pped wi t h f al se- bot t om or  
header - l at er al - di st r i but or  t ype col l ect or  syst em.

**************************************************************************

Provide a false bottom with attached strainers constructed of stainless 
steel strainers and fasteners.

2.2.2.3.4   Header-Lateral-Distributor Head Type

**************************************************************************
NOTE:   The f al se bot t om or  
header - l at er al - di st r i but or  head t ype wi l l  be al l owed 
f or  al l  shel l s 900 mm 36 i nches i n di amet er  or  
larger.

**************************************************************************

Provide a header-lateral-distributor head consisting of a circular, square 
or branched manifold or header, connected to laterals provided with 
strainer heads or strainers with openings placed radically so as to 
discharge horizontally or downward.  Provide [stainless steel, conforming 
to ASTM A312/A312M  and ASTM A530/A530M ][polyvinyl chloride, conforming to 
ASTM D1785 or ASTM D2241] headers and laterals.  Manufacture strainer 
heads and strainers of materials compatible with the header-lateral 
system, (polyethylene, polypropylene, polyvinyl chloride or stainless 
steel).  Ensure laterals and strainer heads, after being placed, do not 
protrude into the header or laterals.  Support system by [a steel plate or 
steel angles conforming to ASTM A666 with [vinyl ester][nontoxic epoxy][ 
or rubber] linings][ or by][ concrete fill][ or][ directly on the bottom 
of the shell].

2.2.3   Mode of Operation

2.2.3.1   Serial Operation

Provide valves on the influent, effluent and backwash connections of each 
unit to allow any unit to operate and function as the lead or lag unit or 
stand-by as required.

2.2.3.2   Parallel Operation

Provide valves on the influent, effluent and backwash connections on each 
of the parallel units adequate to allow the unit to be taken out of 
service to backwash or change out the activated carbon in the unit without 
affecting the operation of the other units.

2.2.3.3   Parallel or Serial Operation

Provide units designated for use in either series or parallel operation 
with valves on the connections that allow switching between modes of 
operation without disconnecting any of the piping.

2.2.4   Total Organic Carbon Analyzer

**************************************************************************
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NOTE:   Opt i mum oper at i on f or  ser i al  oper at i on woul d 
be f or  t he l ead col umn t o be oper at ed unt i l  t he 
i nf l uent  and ef f l uent  ar e of  equal  concent r at i on and 
t he car bon bed i s compl et el y spent .   The combi nat i on 
of  a pr edi ct abl e i nf l uent  and a wel l  devel oped 
sampl i ng pr ogr am woul d el i mi nat e t he need f or  t he 
on- l i ne anal yzer .

**************************************************************************

Provide a wall mounted analyzer for automatically testing the total 
organic carbon content of the water in the effluent line leading from each 
adsorption unit.  Provide analyzer capable of carrying out intermittent 
tests on the effluent and giving visual warning that the residual organic 
carbon present exceeds a predetermined limit.  Equip the analyzer with 
necessary wiring and [controls for automatic alternation of units][an 
alarm device to give notice] when the total organic carbon in the water 
delivered by the lead adsorption unit exceeds [_____]  
[milligrams][micrograms] per liter  [ppm][ppb] .

2.2.5   Water Meter

Provide each adsorption unit with a displacement or turbine-type water 
meter reading in [_____]  liters  gallons , conforming to AWWA C700 or 
AWWA C701 as appropriate.  Provide meter in the adsorption unit [influent 
line][effluent line] and locate to be readily accessible for reading and 
setting.  Provide infinitely adjustable meter contacts over the range of 
the meter to permit setting to suit actual total organic carbon content of 
the water being treated.  Equip meter with necessary wiring and electric 
controls for automatic backwashing or an alarm device to give notice when 
the adsorber has delivered [_____]  liters  gallons  of water.

2.2.6   Differential Pressure Sensor

Provide differential pressure sensor capable of measuring plus or minus 5 
percent variation in the pressure drop across the media.  Equip sensor 
with necessary wiring and controls for automatic backwashing or an alarm 
device to give notice when the pressure differential exceeds the set point.

2.2.7   Interlocks and Alarms

Provide interlock system to prevent backwashing of more than one unit at a 
time and to prevent backwashing when the waste backwash tank capacity is 
inadequate to contain any additional backwash.  Provide a manual-reset 
alarm timer on the backwash control panel for timing backwash cycles.  
Locate alarm lights on the local control panel and duplicate on a panel in 
the main control room.  Locate audible annunciator above the appropriate 
vessel with an automatically resetting waterproof manual shut-off located 
with no obstructions to access  [_____][1.2] m  [_____][4] feet  above grade.

2.2.8   Pressure Gauges and Sampling Cocks

2.2.8.1   Pressure Gauges

Provide pressure gauges connected to the influent and effluent to indicate 
the pressure loss through the adsorber and its pipe, valve, and fitting 
assembly for each adsorption unit.  Provide precision type gauges with 
bronze Bourdon tube and phenolic case and an accuracy of plus or minus 1/2 
percent conforming to ASME B40.100 .
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2.2.8.2   Sampling Cocks and Valves

Provide [steel, ][PVC][ or ][brass], ground key, lever handle, faucet type 
sampling cocks or ball valves upstream of the adsorbers and on the 
downstream side of each unit for sampling the influent and the effluent of 
each of the individual adsorbers.

2.2.9   Valves

**************************************************************************
NOTE:   Del et e t he i nappl i cabl e t ypes of  oper at i on.

**************************************************************************

Ensure the design of the valve operators and mechanisms avoids initial 
surges and sudden inrushes of influent or backwash by gradually allowing 
flows to increase as ports are opened.  Provide a dial pointer to indicate 
each step of the operation.

2.2.9.1   Butterfly Valves

Provide butterfly valves  75 through 1,800 mm  3 through 72 inches  
conforming to AWWA C504.

2.2.9.2   Gate Valves

Provide gate valves less than  75 mm  3 inches  in diameter made of bronze 
with screwed ends, conforming to MSS SP-70  and valves  75 mm  3 inches  or 
larger must conform to AWWA C509.  Provide valves that open in counter 
clockwise direction, with an operating wheel having an arrow, cast in the 
metal, indicating the direction of opening.

2.2.9.3   Package-Type Valve Nest

Provide package-type valve nest consisting of a pilot valve connected with 
fittings as may be required to each one of a nest of valves hydraulically 
or pneumatically operated.  Connect the nest of valves to raw water inlet, 
treated water outlet, backwash inlet and outlet, and activated carbon 
refill inlet and outlet.

2.2.9.4   Ball Valves

Provide full port stainless steel ball valves on carbon fill and discharge 
lines.

2.2.10   Isolation Joints

2.2.10.1   Dielectric Fittings

Provide dielectric fittings between threaded ferrous and nonferrous 
metallic pipe, fittings and valves, to prevent metal-to-metal contact of 
dissimilar metallic piping elements. Ensure fittings are suitable for the 
required working pressure.

2.2.10.2   Isolation Joints

Provide isolation joints between nonthreaded ferrous and nonferrous 
metallic pipe, fittings and valves.  Provide isolation joints consisting 
of a sandwich-type flange isolation gasket of the dielectric type, 
isolation washers, and isolation sleeves for flange bolts.  Provide full 
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faced isolation gaskets with outside diameter equal to the flange outside 
diameter.  Bolt isolation sleeves must be full length.  Provide units 
shaped to prevent metal-to-metal contact of dissimilar metallic piping 
elements.

2.2.10.2.1   Sleeve-type Couplings

Use sleeve-type couplings for joining plain end pipe sections.  Provide 
couplings consisting of one steel middle ring, two steel followers, two 
gaskets, and the necessary steel bolts and nuts to compress the gaskets.

2.2.10.2.2   Split-sleeve Type Couplings

Use split-sleeve type couplings in aboveground installations when approved 
in special situations; consisting of gaskets and a housing in two or more 
sections with the necessary bolts and nuts.

2.2.11   Pipe and Fittings

Provide pipe hangers and supports with Section 40 05 13  PIPELINES, LIQUID 
PROCESS PIPING.  Provide pipe, valves and fittings for liquids in 
accordance with Section 40 05 13  PIPELINES, LIQUID PROCESS PIPING.  
Provide pipe, valves and fittings for compressed air in accordance with 
Section 22 00 00  PLUMBING, GENERAL PURPOSE.

2.2.12   Bolts, Nuts, and Fasteners

Unless otherwise indicated, furnish galvanized bolts, anchor bolts, nuts, 
washers, plates, bolt sleeves, and all other types of supports necessary 
for the installation of the equipment with the equipment.

a.  Where indicated, specified, or required, provide anchor bolts with 
square plates at least  100 by 100 by 9 mm  4 by 4 by 3/8 inch  thick or 
with square heads and washers set in the concrete forms with suitable 
sleeves.

b.  Provide expansion bolts with malleable-iron and lead composition 
elements.

c.  Unless otherwise specified, provide stud, tap, and machine bolts of 
refined bar iron, with threads conforming to ASME B1.1 .

d.  Zinc coat bolts, anchor bolts, nuts, and washers specified to be 
galvanized after being threaded, by the hot-dip process in conformity 
with ASTM A123/A123M  or ASTM A153/A153M .  Provide Type 316 stainless 
steel bolts, anchor bolts, nuts, and washers indicated to be stainless 
steel.

2.2.13   Electrical Work

**************************************************************************
NOTE:   Car bon dust  i s conduct i ve and i gni t abl e and 
can f or m expl osi ve mi xt ur es wi t h ai r .   Coor di nat e 
hazar d ar eas wi t h Sect i on 26 20 00 I NTERI OR 
DI STRI BUTI ON SYSTEM and t he dr awi ngs.   AWWA cal l s 
f or  wat er  t i ght  encl osur es.

**************************************************************************

Implement indicated hazard classifications in accordance with NFPA 70 .  
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Perform electrical work in accordance with Section 26 20 00  INTERIOR 
DISTRIBUTION SYSTEM.

2.2.13.1   Motors

Provide electrical motor-driven equipment complete with starters and 
alternating current motors conforming to NEMA MG 1.  Provide single-phase 
115-volt 60 cycle fractional horsepower electric motors.  Provide 
three-phase 60 cycle integral horsepower electric motors.  Provide motor 
starters complete with properly sized thermal overload protection and 
other appurtenances necessary for the motor specified.  Design each motor 
for operation in a  40 degree C  104 degree F  ambient temperature.

2.2.13.2   Controls and Panels

Provide manual or automatic controls and protective or signal devices 
required for the operation specified, and any control wiring required for 
controls and devices.  Ensure motor controls conform to NEMA ICS 1  and 
enclosures for power and control panels conform to NEMA ICS 6 .

2.2.14   Storage Tanks

Fabricate each tank from steel conforming to ASTM A666 not less than  5 mm  
3/16 inch  thick, lined with enamel, or of fiber glass filament-wound 
reinforced plastic construction, conforming to ASTM D3299.

2.2.15   Backwash System

**************************************************************************
NOTE:   The backwash syst em i s a maj or  syst em t hat  
shoul d be shown on t he dr awi ngs.   Four  or  mor e 
adsor ber s i n par al l el  may have suf f i c i ent  ef f l uent  
f l ow f or  backwashi ng because t he backwash f l ow 
r equi r ement  f or  a s i ngl e adsor ber  i s appr oxi mat el y 
equal  t o t hr ee t i mes t he ef f l uent  f l ow.   Backwash 
suppl y t ankage and backwash pumps mi ght  not  be 
r equi r ed i f  t he di schar ge pr essur e i s adequat e.  
El i mi nat i on of  wast e backwash t ankage i s r ar el y 
feasible.

**************************************************************************

Initiate backwash operation via [fully automatic differential pressure 
sensors or timers][semiautomatic push button switch in response to an 
alarm connected to a water meter][manual in response to an alarm connected 
to a water meter].

2.2.15.1   Backwash Flow Controller

Install an adjustable flow control valve on the backwash supply header to 
regulate the flow at any set point between [_____] and [_____]  L/second  gpm
 to the backwashing adsorber regardless of variations in upstream head 
conditions.

2.2.15.2   Backwash Initiation and Return to Service

[Ensure automatic and semiautomatic controls permit backwashing to proceed 
automatically with no manual assistance. ][Control manual backwash and 
return to service manually by the operator by turning the multiport valve 
or pilot valve. ] Controls are subject to convenient and accurate manual 
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adjustment designed for manual operation in the event of failure of the 
electrical equipment.

2.2.15.3   Backwash Supply Tankage

**************************************************************************
NOTE:   Each f i l t er  i s  backwashed at  appr oxi mat el y 
10. 2 l i t er s per  second per  squar e met er  15 gal l ons 
per  mi nut e per  squar e f oot  t o pr ovi de 25 t o 50 
per cent  bed expansi on.   Backwash suppl y 10. 2 l i t er s 
per  second x 900 seconds x 2 backwashes f or  each 
squar e met er  15 gpm x 15 mi nut es x 2 backwashes f or  
each squar e f oot  of  act i vat ed car bon bed sur f ace 
area.

**************************************************************************

Provide backwash supply system with a minimum effective capacity to 
provide storage of [_____]  liters  gallons .

2.2.15.4   Backwash Waste Holding Tankage

**************************************************************************
NOTE:   To pr ovi de t i me f or  backwash wast i ng or  
r ecycl i ng,  t he mi ni mum wast e backwash hol di ng 
capaci t y i s 1. 5 t o 2 t i mes t he backwash suppl y 
hol di ng capaci t y.

**************************************************************************

Provide waste backwash system holding tank having a minimum capacity to 
provide storage of [_____]  liters  gallons .

2.2.15.5   Valves, Switches, and Sensors

Equip each tank with a [float][ or ][solenoid] operated inlet valve.  
Activate solenoid-operated valve by a [probe, ][a float-operated switch][ 
or ][a timer together with a float switch] to automatically shut off the 
incoming flow in the event of failure of the timing mechanism.  Mount 
water inlet valves and switches externally.  Mount floats and probes 
internally or externally, as long as the rapid evacuation of the tank does 
not interfere with their operation.

2.2.15.6   Pumps

Provide backwash pump in accordance with Section 23 21 23  HYDRONIC PUMPS.  
Provide waste backwash return pump in accordance with Section 23 21 23  
HYDRONIC PUMPS.

2.2.16   Carbon Storage and Transfer System

**************************************************************************
NOTE:   Most  vessel s ar e pneumat i cal l y char ged 
di r ect l y f r om t he car bon del i ver y t r uck.   On- si t e 
st or age and t r ansf er  i s pr ovi ded f or  r emot e and 
l ar ge syst ems.   The t r ansf er  syst em i s a maj or  
syst em t hat  shoul d be shown on t he dr awi ngs.   
Act i vat ed car bon st or age gui del i nes f or  medi um t o 
l ar ge syst ems:   f r esh car bon st or age shoul d al l ow 
f or  1 t r uck + 1 t ank of  44, 000 kg 20, 000 l bs and 
spent  car bon st or age shoul d al l ow f or  1 t r uck + 2 
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tanks.
**************************************************************************

2.2.16.1   Fresh Carbon Storage Tanks

Provide a fresh carbon storage system with a minimum capacity of the 
system provides storage of [_____]  kg  pounds  of dry carbon at a bulk 
density of [_____]  kg per cubic meter  pounds per cubic foot .

2.2.16.2   Spent Carbon Storage Tanks

Provide a spent carbon storage supply system with a minimum  capacity to 
store [_____]  kg  pounds  of wet carbon saturated with organics.

2.2.16.3   Carbon Slurry Transfer Pump

Provide carbon slurry transfer pump in accordance with Section 23 21 23  
HYDRONIC PUMPS.

2.3   TESTS, INSPECTIONS, AND VERIFICATIONS

Assemble the adsorption system equipment in the shop to the maximum 
practical extent.  Conduct a factory pressure test at [125][250][_____] 
percent of the rated pressure of the equipment.  Examine fiberglass tanks 
in accordance with ASTM E1067/E1067M .  [Furnish test reports with the 
equipment][Submit factory pressure test reports  to the Contracting Officer 
prior to shipment of the equipment].

PART 3   EXECUTION

3.1   EXAMINATION

After becoming familiar with all details of the work, verify all 
dimensions in the field, and advise the Contracting Officer of any 
discrepancy before performing the work.

3.2   INSTALLATION

3.2.1   Equipment Installation

**************************************************************************
NOTE:   Pump bases and f oot i ngs f or  adsor ber s shoul d 
be l ocat ed and det ai l ed on t he dr awi ngs.

**************************************************************************

Mount each adsorber shell or tank [by anchoring to a footing isolated from 
the floor slab][on a skid base].  Provide anchor brackets, anchor rods or 
straps to hold the shell to anchors in the footing.  Fabricate skids from 
[cast iron][ or ][steel] channels and design to support the equipment and 
to distribute the weight in transit and in service filled with water 
without point loading on the tank or concrete slab.

3.2.2   Pipe, Valves, Fittings and Appurtenances

Install piping, including cleaning, cutting, threading and jointing, in 
accordance with Section 40 05 13  PIPELINES, LIQUID PROCESS PIPING or 
Section 22 00 00  PLUMBING, GENERAL PURPOSE, as appropriate to the 
application.  Provide differing metals with isolation devices.
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3.2.2.1   Strainers

**************************************************************************
NOTE:   Thi s par agr aph i s needed onl y f or  
header - l at er al - di st r i but or  col l ect or s.

**************************************************************************

Protect strainer heads and strainers during placement of concrete fill 
provided for support of the header-lateral-distributor head.

3.2.2.2   Heat Trace and Insulation

Provide exterior pipe and appurtenances with an electrical heat trace and 
insulate in accordance with Section 23 07 00  THERMAL INSULATION FOR 
MECHANICAL SYSTEMS.

3.2.3   Electrical Work

Perform electrical work as specified in Section 26 20 00  INTERIOR 
DISTRIBUTION SYSTEM.

Transfer

3.2.4   Onsite

**************************************************************************
NOTE:   The f l ow r at e i s usual l y based on a 50 mm 2 
inch  pi pe di amet er .   Aver age vel oci t y i n t he pi pe 
dur i ng t r ansf er  shoul d be bet ween 0. 9 and 2. 1 met er s 
3 and 7 f eet  per  second t o mai nt ai n t he car bon i n 
suspensi on.   Desi gn vel oci t i es above 3 met er s 10 f eet
 per  second r esul t  i n excessi ve head l osses and 
unst abl e oper at i on.   The sl ur r y car r i es bet ween 0. 1 
and 0. 4 kg car bon per  l i t er  0. 7 and 3 l bs.  car bon 
per  gal l on of  wat er .

**************************************************************************

Unload spent media from and load new media in permanently mounted 
adsorbers.  Transfer carbon slurry between vessels at a rate between 
[_____] and [_____]  L/second  gpm .

3.2.5   Offsite Reactivation of Modular Units

Remove modular units from service, disconnect from the permanent piping, 
drain of free water and return to the supplier for reactivation.

3.3   FIELD QC

3.3.1   Sequencing and Scheduling

**************************************************************************
NOTE:   Head condi t i ons f or  t he i nf l uent  pumps,  
backwash pumps and car bon sl ur r y t r ansf er  pumps 
speci f i ed i n Sect i on 23 21 23 HYDRONI C PUMPS depend 
on t he head l osses encount er ed i n t he equi pment  
speci f i ed i n t hi s Sect i on.

**************************************************************************

Perform sampling and analyses to demonstrate system performance and 
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effluent compliance.

3.3.2   Tests

Carefully inspect all products for defects in workmanship and material; 
clean debris and foreign matter out of valve openings and seats; operate 
all operating mechanisms to check their proper functioning; and check all 
nuts and bolts for tightness.  Repair or replace valves and other 
equipment which do not operate easily or are otherwise defective.

3.3.2.1   Hydrostatic Tests

**************************************************************************
NOTE:   Di s i nf ect i on of  vessel s t hat  ar e suppl i ed 
pr ef i l l ed wi t h car bon i s not  f easi bl e.   The t est  
pr essur e f or  vessel s suppl i ed wi t h car bon shoul d not  
exceed t he r at ed pr essur e.   Test i ng of  pi pe and 
f i t t i ngs shoul d be speci f i ed i n t he same sect i on 
t hat  t he pi pe i s speci f i ed i n.

**************************************************************************

After installation, test all tanks for water tightness.  Include testing 
plugs or caps, all necessary pressure pumps, pipe connections, gauges, 
other equipment, and all labor.  Test at a pressure of  [[_____]  kPa  psi
][as indicated in the schedule].  Isolate the piping systems from the 
tanks for pressure testing at the specified test pressures.

3.3.2.2   Performance Tests

**************************************************************************
NOTE:   The appr oxi mat e const ant  f l ow r at e f or  t he 
oper at i ng capaci t y t est  wi l l  be i nser t ed i n t he 
bl ank spaces pr ovi ded.   For  some adsor pt i on uni t s,  
t he t est s may be modi f i ed as necessar y wher e hi gh 
capaci t y act i vat ed car bons ar e used and t he t ot al  
or gani c car bon i s such t hat  compl et e t est s woul d 
r equi r e abnor mal l y ext ended per i ods of  t i me.   I n 
such cases t hi s par agr aph wi l l  be sui t abl y r ewr i t t en.

**************************************************************************

After installation of the activated carbon adsorption system , carry out 
operating tests to assure that the system operates properly.  If any 
deficiencies are revealed during any tests, correct such deficiencies and 
repeat the tests.  Put [each][a typical] adsorption unit through a 
complete cycle of operation [at a constant flow rate][to exhaustion at a 
constant flow rate] of approximately [_____]  L/second  gpm  for the capacity 
test.  Document a complete log of each test run, with the following data:  
date, time of readings and sampling, total backwash, and total water 
treated.  Determine total organic carbon removed by analyses of the 
influent at such intervals as gives a representative organic carbon 
content.  When the required quantity of water, [_____]  liters  gallons , has 
been run through the adsorber, take samples of the effluent for analysis.  
Use results of the tests in determining the capacity and performance of 
the adsorption unit.

3.3.2.3   Liquid Sampling and Analyses

Collect, mark, preserve and analyze influent and effluent samples .
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3.3.2.4   Activated Carbon Sampling and Analyses

Perform sampling and analyses of the activated carbon media in accordance 
with [requirements for spent carbon transport and requirements of AWWA B605
 and of the reactivation facility][requirements of the RCRA permitted 
treatment, storage and disposal facility].

3.3.2.5   Discharge

During the capacity test, store treated water as necessary to maintain the 
required flow rate.  Submit reports for discharge permit compliance .

3.3.2.6   Utilities

The contractor is responsible for obtaining water, electric power and 
other utility items as well as the disposal of water drainage during 
testing.

3.3.3   Manufacturer Field Service

Provide the services of a representative of the manufacturer experienced 
in the installation, adjustment, and operation of the equipment specified 
to supervise the installation, adjustment, and testing of equipment.

3.3.4   Posting Framed Instructions

Post framed instructions containing wiring and control diagrams showing 
the complete layout of the system where directed.  Prepare, in typed form, 
condensed operating instructions explaining preventive maintenance 
procedures, methods of checking the system for normal safe operation, and 
procedures for safely starting and stopping the system, frame and post 
beside the diagrams.  Submit wiring and control diagrams, systems layouts 
and isometrics, instructions, and other sheets, prior to posting.  Post 
the framed instructions before acceptance testing of the systems.

3.4   CLOSEOUT ACTIVITIES

3.4.1   Painting/Corrosion Prevention

Coat or paint all ferrous surfaces.

3.4.1.1   Exterior Surfaces

Solvent-clean factory primed surfaces before painting.  Prepare and prime 
surfaces that have not been factory primed in accordance with the paint 
manufacturer's recommendations.  Apply the paint system to the outside of 
the tank in accordance with Section 09 90 00  PAINTS AND COATINGS.  Provide 
color as indicated on the paint schedule or as otherwise approved.

3.4.1.2   Interior Surfaces

**************************************************************************
NOTE:   Some st at e and l ocal  heal t h agenci es have 
l i s t i ngs of  accept abl e pai nt  mat er i al s f or  t he 
i nt er i or  of  pot abl e wat er  t anks.   Cont act  t he 
appr opr i at e st at e and l ocal  aut hor i t i es t o det er mi ne 
i f  t he pai nt  syst ems ar e accept abl e.   I f  t hese 
syst ems ar e not  accept abl e,  det er mi ne t he best  
accept abl e syst em and r evi se t hi s speci f i cat i on 
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accor di ngl y.   Some st at es r equi r e NSF appr oval  f or  
coat i ngs i n cont act  wi t h pot abl e wat er .   The zi nc 
coat i ng syst em speci f i ed i n Sect i on 3. 8 of  AWWA D102 
i s not  accept abl e.

**************************************************************************

Coat tank interior surfaces with the coating conforming to Section 3.2, 
3.3, 3.4, 3.5, 3.6, or 3.7 of AWWA D102.  System of three coats, 0.10 - 
0.15 mm  3.9 - 5.9 mils  dry film thickness (DFT) per coat, for total of  
0.30 - 0.45 mm  11.7 - 17.7 mils  minimum DFT.

3.4.1.3   Touch-Up Painting

Touch up factory painted items as needed.  Factory painted items requiring 
touching up in the field must be thoroughly cleaned of all foreign 
material, primed and top-coated with the manufacturer's standard factory 
finish.

3.4.1.4   Field Painting

Paint equipment which did not receive a factory finish as specified in 
Section 09 90 00  PAINTS AND COATINGS.

3.4.1.5   Corrosion Resistant Metals

Painting of corrosion resistant materials such as copper, brass, bronze, 
copper-nickel, and stainless steel is not required unless otherwise 
specified.

3.4.2   Field Training

Conduct a training course for designated operating, maintenance and 
support staff members.  The training period, for a total of 
[8][12][16][_____] hours of normal working time, must start after the 
system is functionally completed but prior to final acceptance tests.  
Field training must cover each item contained in the operating and 
maintenance data.

3.5   MAINTENANCE

Submit a preventive maintenance plan and schedule  including routine 
recommended chemical preventive measures for handling 
contaminant/biofouling of the carbon adsorption unit under conditions of 
the application including strong acid/alkali/alternative chemical soaks 
and instructions for storage and handling of treatment chemicals and waste 
products.

        -- End of Section --
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