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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  v i sual  communi cat i ons speci al t i es.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a RI D out si de of  t he Sect i on' s 
Ref er ence Ar t i c l e t o aut omat i cal l y pl ace t he 
r ef er ence i n t he Ref er ence Ar t i c l e.   Al so use t he 
Ref er ence Wi zar d' s Check Ref er ence f eat ur e t o updat e 
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t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z97.1 (2015) Safety Glazing Materials Used in 
Buildings - Safety Performance 
Specifications and Methods of Test

ASTM INTERNATIONAL (ASTM)

ASTM B221 (2020) Standard Specification for Aluminum 
and Aluminum-Alloy Extruded Bars, Rods, 
Wire, Profiles, and Tubes

ASTM B221M (2013) Standard Specification for Aluminum 
and Aluminum-Alloy Extruded Bars, Rods, 
Wire, Profiles, and Tubes (Metric)

ASTM C1048 (2018) Standard Specification for 
Heat-Strengthened and Fully Tempered Flat 
Glass

ASTM E84 (2020) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

ASTM F148 (2013) Binder Durability of Cork 
Composition Gasket Materials

ASTM F152 (1995; R 2009) Tension Testing of 
Nonmetallic Gasket Materials

ASTM F793/F793M (2020) Standard Classification of Wall 
Coverings by Use Characteristics

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2010; Version 1.1) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

SCIENTIFIC CERTIFICATION SYSTEMS (SCS)

SCS SCS Global Services (SCS) Indoor Advantage

UNDERWRITERS LABORATORIES (UL)

UL 2818 (2013) GREENGUARD Certification Program 
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For Chemical Emissions For Building 
Materials, Finishes And Furnishings

1.2   DEFINITIONS

**************************************************************************
NOTE:   The desi gner  has t he opt i on t o r equi r e t hat  
v i sual  di spl ay uni t s f or  a pr oj ect  be pr ovi ded by 
one manuf act ur er  when appr opr i at e.   I t  i s  t he 
desi gner ' s r esponsi bi l i t y  t o det er mi ne i f  al l  
pr oduct s bei ng speci f i ed f or  a pr oj ect  ar e avai l abl e 
f r om a mi ni mum of  t hr ee manuf act ur er s.   Not  al l  
manuf act ur er s pr oduce t he var i et y of  v i sual  di spl ay 
uni t s of f er ed i n t hi s speci f i cat i on.

Al t er nat e f r ame met hods such as:  sel f - edge f or  
f abr i c or  v i nyl  cover ed t ackboar ds,  v i nyl  edge on 
t ackboar ds,  and mar ker boar ds ar e opt i ons but  ar e not  
avai l abl e f r om al l  manuf act ur er s.   Desi gner  must  
r esear ch avai l abl e sour ces.

**************************************************************************

The term visual display unit  when used herein includes presentation 
boards, markerboards, tackboards, board cases, display track systems, 
horizontal sliding units, copyboards, interactive whiteboards, and 
projection screens; submit manufacturer's descriptive data and catalog 
cuts plus manufacturer's installation instructions, and cleaning and 
maintenance instructions.  Provide visual display units from 
manufacturer's standard product line.  Submit certificate of compliance  
signed by Contractor attesting that visual display units conform to the 
requirements specified.

1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.
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The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Placement Schedule ; G[, [_____]]

SD-03 Product Data

Visual Display Unit ; G[, [_____]]

Projection Screen ; G[, [_____]]

SD-04 Samples

Aluminum ; G[, [_____]]

Hardwood ; G[, [_____]]

Porcelain Enamel ; G[, [_____]]

Cork ; G[, [_____]]

Fabric ; G[, [_____]]

Vinyl Wall Covering ; G[, [_____]]

Glass ; G[, [_____]]

SD-07 Certificates

[ Indoor air quality for markerboards ; S

][ Indoor air quality for tackboards ; S

][ Indoor air quality for projection screen ; S

] Certificate of Compliance

SD-08 Manufacturer's Instructions

Manufacturer's Cleaning Instructions
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Manufacturer's Printed Installation Instructions

SD-10 Operation and Maintenance Data

Visual Display Units, Data Package 1; G[, [_____]]

1.4   CERTIFICATIONS

1.4.1   Indoor Air Quality

1.4.1.1   Indoor Air Quality for Visual Display Products
**************************************************************************

NOTE:   The Gover nment ' s pr ef er ence i s f or  use of  
pr oduct s t hat  have been cer t i f i ed f or  i ndoor  ai r  
qual i t y by a t hi r d- par t y or gani zat i on such as 
Gr eenguar d or  SCS Gl obal  Ser vi ces.   However ,  i t  must  
be ver i f i ed t her e i s a cer t i f i ed pr oduct  avai l abl e 
t hat  i s  bot h cost  ef f ect i ve and appr opr i at e f or  t he 
pr oj ect .   The r equi r ement s of  t hi s par agr aph ar e 
i nvoked when t he desi gner  of  r ecor d conf i r ms 
l ocal / r egi onal  avai l abi l i t y  of  Gr eenguar d or  SCS 
pr oduct s and i ncl udes t he br acket ed r equi r ement s f or  
i ndoor  ai r  qual i t y cer t i f i ed pr oduct s i n Par t  2 of  
t hi s Sect i on.

**************************************************************************

Provide products certified to meet indoor air quality requirements by 
UL 2818  (Greenguard) Gold, SCS Global Services Indoor Advantage Gold or 
provide certification or validation by other third-party program that 
products meet the requirements of this Section.  Provide current product 
certification documentation from certification body. When  product does 
not have certification, provide validation that product meets the indoor 
air quality product requirements cited herein.

1.5   DELIVERY, STORAGE, AND HANDLING

Deliver materials to the building site in the manufacturer's original 
unopened containers and store them in a clean dry area with temperature 
maintained above  10 degrees C  50 degrees F .  Stack materials according to 
manufacturer's recommendations.  Allow visual display units to acclimate 
to the building temperature for 24 hours prior to installation.

1.6   WARRANTY

Provide manufacturer's warranty to repair or replace defective materials 
and workmanship for period of [one year][_____][ years] from date of final 
acceptance of the work.

PART 2   PRODUCTS

2.1   MATERIALS

For each type, submit a section of core material and backing showing the 
lamination of porcelain enamel coating on steel, colored cork, natural 
cork, woven fabric, non-woven fabric, or vinyl wall covering, as 
applicable.  Submit a sample of hardwood, plastic laminate finish, or 
glass type, as applicable.  Provide minimum  102 by 102 mm  4 by 4 inch  
samples, or larger, showing range of color.
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Submit manufacturers' descriptive product data for [each type of] visual 
display unit  indicated.  Include manufacturers' literature, finishes, 
profiles and thicknesses of materials.

Submit manufacturers' operations and maintenance data for [each type of] 
visual display unit in accordance with Section 01 78 23 OPERATIONS AND 
MAINTENANCE DATA.

2.1.1   Porcelain Enamel

Provide markerboard writing surface composed of porcelain enamel fused to 
a nominal  0.378 mm  28 gauge  thick steel, laminated to a minimum  6 mm  1/4 
inch  thick core material with a steel or foil backing sheet.  Writing 
surface must be capable of supporting paper by means of magnets.  
Markerboard surface for display track system may be a powder paint dry 
erase surface adhered to a nominal  1.214 mm  18 gauge  thick steel.

2.1.2   Cork

Provide a continuous resilient sheet made from soft, clean, granulated 
cork relatively free from hardback and dust and bonded with a binder 
suitable for the purpose intended; wearing surface to be free from 
streaks, spots, cracks or other imperfections that would impair its 
usefulness or appearance.  Provide seasoned material and a clean cut made 
not less than  13 mm  1/2 inch  from the edge and must show no evidence of 
soft sticky binder.

2.1.2.1   Colored Cork

Provide colored cork composed of pure cork and natural color pigments that 
are combined under heat and pressure with linseed oil.  Colored cork must 
be colored throughout and be washable.  The burlap backing must be deeply 
imbedded and keyed to the work sheet being partially concealed in it and 
meeting the requirements of ASTM F148.

2.1.2.2   Natural Cork

Provide a light tan natural cork composed of a single layer of pure grain 
natural cork without backing or facing.  Cork sheets must have a tensile 
strength of not less than  275 kPa  40 psi  when tested in accordance with 
ASTM F152.

2.1.3   Woven Fabric

**************************************************************************
NOTE:   A mul t i - col or ed,  pat t er ned,  t ext ur ed f abr i c 
wi l l  ai d i n hi di ng pi n and t ack hol es.

Fabr i c ot her  t han manuf act ur er ' s st andar d may be 
used;  however  t her e may be an upchar ge cost  and 
mi ni mum quant i t y r equi r ement s.   Pr ovi de mi ni mum 
gener i c speci f i cat i ons t o obt ai n f abr i c r equi r ed.

**************************************************************************

Provide [plain][_____] weave fabric with [100 percent polyester] [_____] 
fiber content and[  496 grams plus or minus 16 grams per linear meter  16 
oz. plus or minus 0.5 oz. per lineal yard ] for  1524 mm  60 inch  wide fabric 
[_____] minimum total weight.  Fabric must have a Class A flame spread 
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rating of 0-50 and smoke development rating of 0-450 in accordance with 
ASTM E84.

2.1.4   Non-Woven Fabric

Provide a non-woven, hooktape compatible fabric with a [backed] [100 
percent polyester][,][100 percent polyolefin][or][100 percent nylon] 
[_____] fiber content and[ 341 grams plus or minus 14 grams per linear meter
 11 oz. plus or minus 0.5 oz. per lineal yard  for  1524 mm  60 inch  wide 
fabric] [_____] minimum total weight.  Fabric must have a Class A flame 
spread rating of 0-50 and smoke development rating of 0-450 in accordance 
with ASTM E84.

2.1.5   Vinyl Wall Covering

**************************************************************************
NOTE:   A mul t i - col or ed,  t ext ur ed,  v i nyl  wal l  
cover i ng wi l l  ai d i n hi di ng pi n and t ack hol es.

Vi nyl  wal l  cover i ng ot her  t han manuf act ur er ' s 
st andar d may be used;  however ,  t her e may be an 
upchar ge cost  and mi ni mum quant i t y r equi r ement s.   
Pr ovi de mi ni mum gener i c speci f i cat i ons t o obt ai n 
f abr i c r equi r ed.

**************************************************************************

Provide vinyl wall covering conforming to ASTM F793/F793M , Category V with 
a Class A flame spread rating of 0-50 and smoke development rating of 
0-450 in accordance with ASTM E84.

2.1.6   Aluminum

Provide a minimum  1.5 mm  0.06 inch  thick, 6063-T5 or 6063-T6 aluminum 
alloy frame extrusion conforming to  ASTM B221M ASTM B221.  Exposed 
aluminum must have [anodized, satin finish][_____].  Use straight, single 
lengths wherever possible and keep joints to a minimum.  Provide mitered 
corners with a hairline closure.  Submit sections of frame, map rail, and 
marker rail, and [two] [_____] map hooks.

2.1.7   Hardwood

Provide exposed oak, walnut or mahogany hardwood with manufacturer's 
standard durable factory-applied stain and lacquer finish for frames, 
cabinets, and cases.

2.1.8   Glass

Provide tempered glass in accordance with ANSI Z97.1  and ASTM C1048, Kind 
FT (fully tempered), Condition A (uncoated), Type I, Class I (clear), 
thickness as specified.

2.1.8.1   Glass with Interlayer Color Coating

Provide glass markerboard writing surface composed of tempered, low-iron, 
extra clear, safety writing glass with polished edges. Provide glass with 
an interlayer color coating with a durable paint/glass bond that is fade 
resistant, water resistant, and heat resistant.
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2.1.8.2   Magnetic Glass

Provide magnetic glass markerboard writing surface composed of tempered, 
low-iron, extra clear, safety writing glass with polished edges and steel 
backing permanently adhered to the back of the glass.

2.2   PRESENTATION BOARD

**************************************************************************
NOTE:   A pr esent at i on boar d wi t h an i nt egr al  pul l  
down pr oj ect i on scr een i s r ecommended i f  pr oj ect i on 
sur f ace i s r equi r ed.   Some uni t s ar e not  avai l abl e 
wi t h pr oj ect i on scr eens.   Hot  spot s may occur  i f  
wr i t i ng sur f ace i s used as a pr oj ect i on sur f ace.

The t ype of  door s,  doubl e or  s i ngl e,  i s  dependent  on 
t he si ze of  t he pr esent at i on boar d.

**************************************************************************

Provide wall hung cabinet presentation board with lockable [double doors] 
[single door] [with] [without] a projection screen [that pulls down over 
the markerboard writing surface in the cabinet interior].  Attach doors to 
cabinet with piano hinges and include a catch or closure to keep doors 
closed when not in use.  Provide a porcelain enamel markerboard writing 
surface on the interior of the cabinet with marker rail, a flip chart that 
can be hung on an interior door panel, and fabric covered tack surface on 
the interior door panels.  Provide cabinet of [oak hardwood] [walnut 
hardwood] [mahogany hardwood] [plastic laminate] [_____], with 
[rectilinear] [bullnose or radius] [traditional] [_____] edge detailing.  
Dry erase markings must be removable with a felt eraser or dry cloth 
without ghosting.  Provide each unit with an eraser and four different 
color compatible dry erase markers, and two keys.

2.3   MARKERBOARD

**************************************************************************
NOTE:   Hot  spot s may occur  i f  t hi s pr oduct  i s used 
as a pr oj ect i on scr een.   A v i sual  di spl ay uni t  wi t h 
pul l  down pr oj ect i on scr een shoul d be speci f i ed i f  a 
pr oj ect i on sur f ace i s r equi r ed.

Not  al l  mar ker  r ai l s ar e avai l abl e i n t he same 
mat er i al  as t he f r ame,  det er mi ne i f  t hi s i s a 
r equi r ement  t o acqui r e desi r ed desi gn aest het i cs.

I ndi cat e i f  a f ul l  l engt h mar ker  r ai l  i s  needed t o 
meet  user  r equi r ement s.   A f ul l  l engt h mar ker  r ai l  
i s  not  avai l abl e f r om al l  manuf act ur er s.   Thi s 
r equi r ement  may i ncr ease t he cost  and add l ead 
t i me.   Gener al l y t he f ul l  l engt h mar ker  r ai l  i s  t he 
same l engt h mat er i al  as t he f r ame.

Speci f y t he map r ai l  i f  t her e i s a r equi r ement  t o 
di spl ay maps,  dr awi ngs,  or  l ar ge sheet s of  paper .   
Not  al l  mar ker boar ds ar e avai l abl e wi t h map r ai l  and 
map r ai l  accessor i es.

I f  necessar y,  add r equi r ement s f or  gr aphi cs.   
Gr aphi cs can i ncl ude such i t ems as a gr i d,  r ul ed 
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l i nes or  l ogo.

Ful l  wal l  appl i cat i on of  mar ker boar d wr i t i ng sur f ace 
i s an opt i on.   Desi gner  must  modi f y t he f ol l owi ng 
par agr aph t o meet  speci f i c  r equi r ement s and must  
ver i f y t hat  appl i cat i on i s i n compl i ance wi t h 
Nat i onal  Fi r e Pr ot ect i on Associ at i on ( NFPA)  Li f e 
Saf et y Code 101.

**************************************************************************

**************************************************************************
NOTE:   Ret ai n t he l ast  br acket ed sent ence r equi r i ng 
pr oduct s wi t h i ndoor  ai r  qual i t y cer t i f i cat i on when 
t he desi gner  of  r ecor d conf i r ms l ocal / r egi onal  
avai l abi l i t y  of  Gr eenguar d or  SCS pr oduct s t hat  does 
not  i mpact  cost  ef f ect i veness.

**************************************************************************

2.3.1   Porcelain Markerboard

Provide a factory assembled markerboard with a porcelain enamel[, 
magnetic] writing surface.  Unit to be comprised of one piece, without 
joints whenever possible.  When markerboard dimensions require delivery in 
separate sections, components must be prefit at the factory, disassembled 
for delivery and jointed at the site.  Provide [hardwood oak][hardwood 
walnut][hardwood mahogany][aluminum][_____] frame with marker rail 
[constructed of the same material as the frame] [and] [[extending the full 
length of the markerboard] [_____] inches long].  The markerboard [does 
not include a map rail.] [includes a map rail with a tackable insert 
extending the full length of the markerboard, map hooks and clips for 
holding sheets of paper.  Provide two map hooks for each  1219 mm  4 feet  of 
map rail.]  Dry erase markings must be removable with a felt eraser or dry 
cloth without ghosting.  Supply each unit with an eraser and four 
different color compatible dry erase markers.  [Provide magnetic glass 
markerboard with [10] [_____] rare each magnets.]  [Provide markerboards 
that meet the emissions requirements of CDPH SECTION 01350  (limit 
requirements for either office or classroom spaces regardless of space 
type).] [Provide certification of indoor air quality for markerboards .] 
[Provide surface applied [direct print][_____] graphics where required.  
Graphic type is [semivisible writing guidelines][penmanship 
lines][grid][horizontal lines] [_____][as indicated].]

2.3.2   Glass Markerboards with Interlayer Color Coating

Provide markerboard with a smooth finish[, magnetic glass] writing surface 
units to be comprised of one piece, without joints whenever possible.  
When markerboard dimensions require delivery in separate sections, 
components must be prefit at the factory, disassembled for delivery and 
jointed at the site.  [Extend marker rail the full length of the 
markerboard.]  [Marker rail is [____] inches long].  The markerboard [does 
not include a map rail.] [includes a map rail with a tackable insert 
extending the full length of the markerboard, map hooks and clips for 
holding sheets of paper. Provide two map hooks for each  1219 mm  4 feet  of 
map rail.]  Dry erase markings must be removable with a felt eraser or dry 
erase cloth without ghosting.  Supply each unit with an eraser and four 
different color compatible dry erase markers.  [Provide magnetic glass 
markerboard with [10][_____] rare earth magnets.] [Provide markerboards 
that meet the emissions requirements of CDPH SECTION 01350  (limit 
requirements for either office or classroom spaces regardless of space 
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type).] [Provide certification of indoor air quality for markerboards.]  
[Provide high resolution graphics[reverse surface applied][printed on 
paper for insert behind glass][surface applied, direct print][_____] where 
required.  Graphic type is [semivisible writing guidelines][penmanship 
lines][grid][horizontal lines][_____][as indicated].]

2.4   TACKBOARDS
**************************************************************************

NOTE:   Ret ai n t he l ast  sent ence bel ow r equi r i ng 
pr oduct s wi t h i ndoor  ai r  qual i t y cer t i f i cat i on when 
t he desi gner  of  r ecor d conf i r ms l ocal / r egi onal  
avai l abi l i t y  of  Gr eenguar d or  SCS pr oduct s t hat  does 
not  i mpact  cost  ef f ect i veness.

**************************************************************************

[Provide tackboards that meet the emissions requirements of 
CDPH SECTION 01350  (limit requirements for either office or classroom 
spaces regardless of space type).][  Provide certification or validation 
of indoor air quality for tackboards .]

2.4.1   Cork

**************************************************************************
NOTE:   Tackboar ds wi t h 6 mm 1/ 4 i nch t hi ck cor k ar e 
mor e dur abl e and hi gher  i n cost  t han t ackboar ds wi t h 
3 mm 1/ 8 i nch t hi ck cor k.   Tackboar ds const r uct ed 
wi t h i nsul at i on boar d or  f i ber boar d ar e gener al l y 
l ess dur abl e and l ess expensi ve t han t ackboar ds 
const r uct ed of  a har dboar d.   Cost  of  nat ur al  cor k 
t ackboar ds i s gener al l y l ess t han col or ed cor k 
tackboards.

**************************************************************************

Provide tackboard consisting of a minimum [ 3 mm 1/8 inch  thick colored 
cork with burlap backing laminated to a minimum  10 mm  3/8 inch  thick 
insulation board or fiber board] [ 6 mm 1/4 inch  thick colored cork with 
burlap backing laminated to a minimum  6 mm  1/4 inch  thick hardboard] [ 3 mm 
1/8 inch  thick natural cork laminated to a minimum  10 mm  3/8 inch  thick 
insulation board or fiber board] [ 6 mm 1/4 inch  thick natural cork 
laminated to a minimum  6 mm  1/4 inch  thick hardboard], and [a] [hardwood 
oak] [hardwood walnut] [hardwood mahogany] [an] [aluminum] [_____] frame.

2.4.2   Vinyl Covered

Provide tackboard consisting of vinyl wall covering laminated to a minimum 
[ 3 mm 1/8 inch  thick cork laminated to a minimum  10 mm  3/8 inch  thick 
insulation board or fiberboard] [ 6 mm 1/4 inch  thick cork laminated to a 
minimum  6 mm  1/4 inch  thick hardboard or particleboard] [ 13 mm 1/2 inch  
thick insulation board or fiberboard], and [a][hardwood oak] [hardwood 
walnut] [hardwood mahogany] [an] [aluminum] [_____] frame.

2.4.3   Fabric Covered

Provide tackboard consisting of a [woven] [non-woven] fabric covering 
laminated to a minimum [ 3 mm 1/8 inch  thick cork laminated to a minimum  10 
mm 3/8 inch  thick insulation board or fiberboard] [ 6 mm 1/4 inch  thick 
cork laminated to a minimum  6 mm  1/4 inch  thick hardboard or 
particleboard] [ 13 mm 1/2 inch  thick insulation board or fiberboard], and 
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[a][an] [hardwood oak] [hardwood walnut] [hardwood mahogany] [an] 
[aluminum] [_____] frame.

2.5   BOARD CASE

Provide [surface] [recess] mounted board case with [hinged minimum  5 mm  
3/16 inch  thick] [sliding minimum  6 mm  1/4 inch  thick] tempered glass 
doors that are lockable.  Provide [a][an] [aluminum][hardwood 
oak][hardwood walnut][hardwood mahogany][_____] case with mitered corners 
reinforced for rigidity.  Provide doors [equipped with continuous piano 
hinges.  Door glass framed with the case material, and reinforced at all 
corners.  Door framing does not depend upon the glass for rigidity.  
Multiple door cases with an elbow catch] [sliding aluminum "H" molding at 
top and bottom of case].  The interior side of the back panel is tackable 
and composed of [a minimum  6 mm  1/4 inch  colored cork] [a minimum  6 mm  1/4 
inch  natural cork] [a vinyl wall covering laminated to a minimum  6 mm  1/4 
inch  cork] [[_____] laminated to a minimum  6 mm  1/4 inch  fiberboard] 
[_____].  Provide two keys for each unit.

2.6   DISPLAY TRACK SYSTEM

**************************************************************************
NOTE:   Tr ack syst ems wi t h mor e t han one l evel  have 
i ncr eased component  capaci t y.   Not  al l  component s 
can be l ocat ed on al l  l evel s,  coor di nat e l ocat i ons 
wi t h manuf act ur er  r ecommendat i ons.

**************************************************************************

Method of display is a flexible and interchangeable system that consists 
of lightweight presentation components suspended from a wall mounted, 
linear, horizontal track.  Track has [one] [two] [_____] levels to attach 
components.  Track allows attached components to slide horizontally.  
Presentation components are capable of being lifted from the track and 
being relocated to allow for reconfiguration.  Components must be capable 
of being installed on the track without the use of tools for installation, 
removal, and reconfiguration.  The presentation components consist of a 
[retractable projection screen,] [tilted projection screen (top tilts 
forward),] [reversible panel with dry erase markerboard on both sides,] 
[reversible panel with markerboard on one side and woven fabric covered 
tack surface on the other,] [[1] [_____] [removable shelf],] [panel with 
adjustable flip chart,] [_____] and [display rail for setting presentation 
materials or a holder for displaying maps, presentation boards, drawings 
and other paper display materials up to a  [3] [6] mm  [1/8] [1/4] inch  
thickness].  Install and locate components on track in accordance with 
manufacturer's written recommendations.  Provide markerboards with a 
marker rail  Markerboard surface accepts magnets.  Dry erase markings are 
removable with a felt eraser or dry cloth without ghosting.  Provide each 
unit with an eraser and four different color compatible dry erase markers.

2.7   HORIZONTAL SLIDING UNITS

**************************************************************************
NOTE:   Speci f y t he number  and t ypes of  panel s.   
I dent i f y whi ch panel s must  be i nst al l ed i n whi ch 
track.

**************************************************************************

Provide horizontal sliding unit composed of a fixed back panel, sliding 
panels, an aluminum track assembly, map rail and marker rail.  Provide 
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unit with [2] [3] [4] [_____] tracks.  The fixed back panel is 
[markerboard] [tackboard].  Provide unit with [_____] markerboard sliding 
panel and [_____] tackboard sliding panel.  The track assembly and exposed 
members, including panel edging and marker rail, are made of extruded 
aluminum.  Reinforce frame assembly at corners.  Sliding panels are 
suspended from the top and slide over the aluminum track using molded 
nylon ball bearing rollers at the top of the track and nylon guide rollers 
at the bottom of the track to eliminate vibration and to provide quiet and 
smooth operation of the panels.  Sliding panels have finger pulls at each 
end.  Provide a map rail with a tackable insert extending the length of 
the horizontal sliding unit.  The map rail has map hooks with clips for 
holding sheets of paper.  Provide two map hooks for each  1220 mm  4 feet  of 
map rail.  Marker rail extends the full length of the horizontal sliding 
unit.  Dry erase markings are removable with a felt eraser or dry cloth 
without ghosting.  Provide each unit with an eraser and four different 
color compatible dry erase markers.

2.8   COPYBOARD

**************************************************************************
NOTE:   Model s ar e avai l abl e t hat  have copy f eat ur e 
onl y and do not  oper at e wi t h a PC.

Copyboar ds ar e used t o document  and pr i nt  
i nf or mat i on di r ect l y f r om t he wr i t i ng sur f ace.

Speci f y PC r eady or  PC i nt er f ace i f  r equi r ed.

Coor di nat e PC r equi r ement s f or  PC r eady and PC 
i nt er f ace uni t s wi t h user  t o assur e t he Gover nment  
f ur ni shed and Gover nment  i nst al l ed PC and pr i nt er  
wi l l  be compat i bl e wi t h copyboar d PC r equi r ement s.

Some model s t hat  have PC i nt er f ace do not  have a 
bui l t - i n pr i nt er  s i nce pr i nt er  capabi l i t y  i s  
obt ai ned t hr ough i nt er f aci ng wi t h t he PC and pr i nt er .

Coor di nat e copyboar d r equi r ement s and l ocat i ons wi t h 
el ect r i cal  engi neer  t o assur e t hat  el ect r i cal  
out l et s or  har dwi r i ng at  t he appr opr i at e l ocat i ons 
ar e i ncl uded i n t he desi gn.

**************************************************************************

Provide wall mounted copyboard, 120V, UL listed, with [2] [_____] sided 
rotating screens, and [a built-in printer that prints letter size copies] 
[and] [capability to save and print to a Government furnished and 
Government installed PC and printer].  Copyboard surface [has grid lines] 
[and] accepts dry erase markers.  Dry erase markings are removable with a 
felt eraser or dry cloth without ghosting.  [Copyboard [has PC interface] 
[or] [is PC ready].]  [Provide PC interface kit for each PC ready unit.]  
Copyboards [are hardwired] [have an electrical cord that plugs into an 
electrical wall outlet].  Comply with electrical work requirements in 
Section 26 20 00  INTERIOR DISTRIBUTION SYSTEM.  Provide each copyboard 
with an eraser and three different color compatible dry erase markers.

2.9   INTERACTIVE WHITEBOARDS

**************************************************************************
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NOTE:   Model s ar e i nt ended t o be a col l abor at i on 
syst em usi ng a t ouchscr een/ i nt er act i ve panel .

Coor di nat e connect i v i t y t o l ocal  ar ea net wor k ( LAN)  
and ver i f y wi t h t he Gover nment  t he need t o addr ess 
cyber secur i t y and Ri sk Management  Fr amewor k ( RMF) .

I ncl ude si ze,  r esol ut i on,  i nput / out put  r equi r ement s,  
aspect  r at i o,  t ouch poi nt s,  and ot her  sal i ent  poi nt s.

**************************************************************************

Provide interactive whiteboards are composed of a wall mounted interactive 
touch screen/panel with infrared touch technology.  System includes 
keyboard, conference camera, [short throw projector] [[connection to local 
area network (LAN)] and built-in wireless], remote control, pen, and 
audio.  [Provide a system compatible with Government furnished and 
Government installed PC and printer][Provide a system that includes a 
printer and that is compatible with a Government furnished and Government 
installed PC].  Interactive whiteboards [are hardwired] [have an 
electrical cord that plugs into an electrical wall outlet].  Comply with 
electrical work requirements in Section 26 20 00  INTERIOR DISTRIBUTION 
SYSTEM.

2.10   PROJECTION SCREEN

**************************************************************************
NOTE:   The desi gner  must  make appr opr i at e sel ect i ons 
based on t he t ype of  pr oj ect i on scr een r equi r ed.   
Not  al l  opt i ons ar e avai l abl e f or  al l  scr eens.   
Desi gner  must  r esear ch avai l abl e sour ces and edi t  
accordingly.

A sel ect i on needs t o be made bet ween a st andar d 
scr een and t ab t ensi oned scr een.   The t ab t ensi oned 
scr eens have bet t er  pi ct ur e qual i t y s i nce t he 
vi ewi ng scr een i s f l at ,  t hey ar e r ecommended when 
t he pr i mar y use f or  t he scr een i s f or  comput er  
gener at ed i mages.

I f  r equi r ed,  speci f y ext r a dr op t o l ower  pi ct ur e 
ar ea.   I dent i f y l engt h of  ext r a dr op and i f  ext r a 
dr op must  be whi t e or  bl ack.

Seams may be r equi r ed dependent  on si ze of  scr een.

Coor di nat e pr oj ect i on scr een r equi r ement s and 
l ocat i ons wi t h el ect r i cal  engi neer  t o assur e t hat  
el ect r i cal  out l et s and har dwi r i ng at  t he appr opr i at e 
l ocat i ons ar e i ncl uded i n t he desi gn.

**************************************************************************

**************************************************************************
NOTE:   Ret ai n t he l ast  br acket ed sent ence r equi r i ng 
pr oduct s wi t h i ndoor  ai r  qual i t y cer t i f i cat i on when 
t he desi gner  of  r ecor d conf i r ms l ocal / r egi onal  
avai l abi l i t y  of  Gr eenguar d or  SCS pr oduct s t hat  does 
not  i mpact  cost  ef f ect i veness.

**************************************************************************
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Provide [wall mounted] [ceiling mounted] [recessed mounted] motorized 
projection screen with 120V motor that is lubricated for life, quick 
reversal type, has overload protector, integral gears, and preset 
accessible limit switches.  [Provide recessed mounted projection screens 
with an operable closure door and access panel.]Provide flame retardant, 
mildew resistant, [glass beaded] [white matte] [_____] screen [with 
[white] [black] masking borders] [that is tab tensioned.  Tab tensioned 
screens have a vinyl surface that is stretchable].  Bottom of screen 
fabric is weighted with a metal rod.  Provide roller of rigid metal at 
least  [76] [127] [_____] mm  [3] [5] [_____] inches  in diameter mounted on 
sound absorbing supports.  Motor is [end mounted] [or] [motor-in-roller] 
design.  Provide screen with a 3 position control switch to stop or 
reverse screen at any point.  Install the switch in a flush electrical box 
with cover plate, location(s) as shown on the Electrical drawings.  All 
conduit and wiring from the control switch to the projection screen is 
furnished and installed by the Contractor.  [Provide ceiling recessed case 
of [extruded aluminum] [or] [wood with metal lined motor compartment]].  
[Provide [wall] [ceiling] mounted case of [aluminum] [or] [steel] [or] 
[wood.  Wood case is finished in [plastic laminate] [light oak] [medium 
oak] [walnut] [cherry] [mahogany] [_____]]].   Screen is UL listed.    
Comply with electrical work requirements in Section 26 20 00  INTERIOR 
DISTRIBUTION SYSTEM.  [Provide projection screens that meet the emissions 
requirements of CDPH SECTION 01350  (limit requirements for either office 
or classroom spaces regardless of space type).]

[Provide certification of indoor air quality for projection screen s.]

2.11   COLOR

**************************************************************************
NOTE:   Edi t i ng of  col or  r ef er ence sent ence( s)  must  
be coor di nat ed wi t h t he Gover nment .   Gener al l y,  
Section 09 06 00 SCHEDULES FOR FI NI SHES or  dr awi ng 
i s used when t he pr oj ect  i s  desi gned by an ar chi t ect  
or  i nt er i or  desi gner .   Col or  must  be sel ect ed f r om 
manuf act ur er s st andar d col or s or  i dent i f i ed as a 
manuf act ur er s col or  i n t hi s speci f i cat i on onl y when 
t he pr oj ect  i s  ver y s i mpl e and has mi ni mal  f i ni shes.

When t he Gover nment  di r ect s t hat  col or  be l ocat ed i n 
t he dr awi ngs a not e must  be added t hat  st at es:   
" Wher e col or  i s shown as bei ng speci f i c  t o one 
manuf act ur er ,  an equi val ent  col or  by anot her  
manuf act ur er  may be submi t t ed f or  appr oval .   
Manuf act ur er s and mat er i al s speci f i ed ar e not  
i nt ended t o l i mi t  t he sel ect i on of  equal  col or s f r om 
ot her  manuf act ur er s.   The wor d " col or "  as used 
her ei n i ncl udes sur f ace col or  and pat t er n. "

Pr i or  t o speci f y i ng a cust om col or  f i ni sh,  r esear ch 
t o det er mi ne i f  addi t i onal  cost  and l ead t i me i s 
f easi bl e.   Not e t her e i s of t en a mi ni mum or der  
r equi r ement ;  t hi s r equi r ement  wi l l  al so af f ect  
f ut ur e or der s.

When a manuf act ur er ' s name,  st ock number ,  pat t er n,  
and col or  i s used,  be cer t ai n t hat  t he pr oduct  
conf or ms t o t hi s speci f i cat i on,  as edi t ed.

**************************************************************************
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Provide finish colors for required items [as specified in Section 09 06 00  
SCHEDULES FOR FINISHES][as indicated; colors listed are not intended to 
limit the selection of equal colors from other manufacturers].

PART 3   EXECUTION

3.1   PLACEMENT SCHEDULE

**************************************************************************
NOTE:   I dent i f y l ocat i on and mount i ng hei ght  of  
v i sual  di spl ay uni t s.

I dent i f y s i ze and t ype of  v i sual  di spl ay uni t s onl y 
once i n t he cont r act  document s.

I ncl ude addi t i onal  i nf or mat i on f or  t he di spl ay t r ack 
syst em.   Speci f y t he l engt h of  t he wal l  t r ack,  and 
t ype and number  of  pr esent at i on component s r equi r ed 
per  r oom.

**************************************************************************

[Location, size and mounting height of visual display units as shown on 
the drawings.] [Provide visual display units as follows:

Room Name and 
Number

Board Type Board Size Wall Location Mounting Height

[_____] [_____] [_____] [_____] [_____]

]
Mounting height is defined as distance from finished floor to top of the 
visual display unit frame.

3.2   INSTALLATION

**************************************************************************
NOTE:   Pr ovi de r ei nf or ci ng at  par t i t i ons t o suppor t  
v i sual  di spl ay uni t s.

**************************************************************************

Do not install items that show visual evidence of biological growth.  
Perform installation and assembly in accordance with manufacturer's 
printed installation instructions .  Use concealed fasteners.  Attach 
visual display units to the walls with suitable devices to anchor each 
unit.  Furnish and install trim items, accessories and miscellaneous items 
in total, including but not limited to hardware, grounds, clips, backing 
materials, adhesives, brackets, and anchorages incidental to or necessary 
for a sound, secure, complete and finished installation.  Do not initiate 
installation until completion of room painting and finishing operations.  
Install visual display units in locations and at mounting heights 
indicated.  Install visual display units level and plumb, and if 
applicable align doors and adjust hardware.  Repair or replace damaged 
units as directed by the Contracting Officer.

3.3   CLEANING

Clean writing surfaces in accordance with manufacturer's cleaning 
instructions .
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        -- End of Section --
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