
**************************************************************************
USACE /  NAVFAC /  AFCEC /  NASA UFGS- 34 71 13. 16 ( Febr uar y 2015)

Change 1 -  05/ 17

------------------------------------

Pr epar i ng Act i v i t y:   USACE New

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref er ences ar e i n agr eement  wi t h UMRL dat ed Jul y 2021
**************************************************************************

SECTION TABLE OF CONTENTS

DIVISION 34 - TRANSPORTATION

SECTION 34 71 13.16

VEHICLE CRASH BARRIERS

02/ 15,  CHG 1:  05/ 17

PART 1   GENERAL

  1.1   REFERENCES
  1.2   SUBMITTALS

PART 2   PRODUCTS

  2.1   GUARDRAIL POSTS
    2.1.1   Sawn Wood Posts and Offset Blocks
    2.1.2   Steel Posts
    2.1.3   Polymer and Polymer Composite Offset Blocks
  2.2   W-BEAM GUARDRAIL
  2.3   "W' BEAM END SECTION
  2.4   GUARDRAIL HARDWARE
  2.5   TERMINAL FOR W-BEAM GUARDRAIL
  2.6   CABLE BARRIER
    2.6.1   Cable
    2.6.2   Cable Splices, Ends, Fittings
    2.6.3   Compensating Device
    2.6.4   Hook Bolts
    2.6.5   Steel Posts
      2.6.5.1   Structural Steel Posts
      2.6.5.2   Flanged Channel Posts
    2.6.6   Anchor Assembly
    2.6.7   Concrete
  2.7   CRASH CUSHION
  2.8   RETROREFLECTIVE SHEETING

PART 3   EXECUTION

  3.1   POSTS
  3.2   GUARDRAIL BEAM ELEMENTS
  3.3   GUARDRAIL DELINEATOR REFLECTOR TABS
  3.4   GUARDRAIL END ANCHORAGE

SECTION 34 71 13.16  Page 1



  3.5   THREE CABLE GUARDRAIL
    3.5.1   Posts
    3.5.2   Cable Splices, Compensating Devices and Turnbuckle Cable End 

Assemblies
    3.5.3   Pretension of Cable
  3.6   CRASH CUSHION

-- End of Section Table of Contents --

SECTION 34 71 13.16  Page 2



**************************************************************************
USACE /  NAVFAC /  AFCEC /  NASA UFGS- 34 71 13. 16 ( Febr uar y 2015)

Change 1 -  05/ 17

------------------------------------

Pr epar i ng Act i v i t y:   USACE New

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref er ences ar e i n agr eement  wi t h UMRL dat ed Jul y 2021
**************************************************************************

SECTION 34 71 13.16

VEHICLE CRASH BARRIERS
02/ 15,  CHG 1:  05/ 17

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  r oadsi de bar r i er s.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
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t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO M 30 (2002; R 2010) Standard Specification for 
Zinc-Coated Steel Wire Rope and Fittings 
for Highway Guardrail

AASHTO M 180 (2012; R 2017) Standard Specification for 
Corrugated Sheet Steel Beams for Highway 
Guardrail

AASHTO MASH (2016) Manual for Assessing Safety 
Hardware - Second Edition

ASTM INTERNATIONAL (ASTM)

ASTM A1 (2000; R 2018) Standard Specification for 
Carbon Steel Tee Rails

ASTM A27/A27M (2020) Standard Specification for Steel 
Castings, Carbon, for General Application

ASTM A36/A36M (2019) Standard Specification for Carbon 
Structural Steel

ASTM A47/A47M (1999; R 2018; E 2018) Standard 
Specification for Ferritic Malleable Iron 
Castings

ASTM A123/A123M (2017) Standard Specification for Zinc 
(Hot-Dip Galvanized) Coatings on Iron and 
Steel Products

ASTM A153/A153M (2016a) Standard Specification for Zinc 
Coating (Hot-Dip) on Iron and Steel 
Hardware

ASTM A242/A242M (2013; R 2018) Standard Specification for 
High-Strength Low-Alloy Structural Steel

ASTM A307 (2021) Standard Specification for Carbon 
Steel Bolts, Studs, and Threaded Rod 60 
000 PSI Tensile Strength

ASTM A449 (2014; R 2020) Standard Specification for 
Hex Cap Screws, Bolts, and Studs, Steel, 
Heat Treated, 120/105/90 ksi Minimum 
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Tensile Strength, General Use

ASTM A499 (2015, R 2020) Standard Specification for 
Steel Bars and Shapes, Carbon Rolled from 
"T" Rails

ASTM A563 (2015) Standard Specification for Carbon 
and Alloy Steel Nuts

ASTM A563M (2007; R 2013) Standard Specification for 
Carbon and Alloy Steel Nuts (Metric)

ASTM A568/A568M (2019a) Standard Specification for Steel, 
Sheet, Carbon, Structural, and 
High-Strength, Low-Alloy, Hot-Rolled and 
Cold-Rolled, General Requirements for

ASTM A588/A588M (2019) Standard Specification for 
High-Strength Low-Alloy Structural Steel, 
up to 50 ksi [345 MPa] Minimum Yield 
Point, with Atmospheric Corrosion 
Resistance

ASTM A615/A615M (2020) Standard Specification for Deformed 
and Plain Carbon-Steel Bars for Concrete 
Reinforcement

ASTM A706/A706M (2016) Standard Specification for 
Low-Alloy Steel Deformed and Plain Bars 
for Concrete Reinforcement

ASTM A709/A709M (2018) Standard Specification for 
Structural Steel for Bridges

ASTM A1035/A1035M (2020) Standard Specification for Deformed 
and Plain, Low-carbon, Chromium, Steel 
Bars for Concrete Reinforcement

ASTM B695 (2004; R 2016) Standard Specification for 
Coatings of Zinc Mechanically Deposited on 
Iron and Steel

ASTM C94/C94M (2021) Standard Specification for 
Ready-Mixed Concrete

ASTM D4956 (2013) Standard Specification for 
Retroreflective Sheeting for Traffic 
Control

ASTM F3125/F3125M (2019) Standard Specification for High 
Strength Structural Bolts and Assemblies, 
Steel and Alloy Steel, Heat Treated, Inch 
Dimensions 120 ksi and 150 ksi Minimum 
Tensile Strength, and Metric Dimensions 
830 MPa and 1040 MPa Minimum Tensile 
Strength
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U.S. FEDERAL HIGHWAY ADMINISTRATION (FHWA)

NCHRP 350 (1993) Recommended Procedures for the 
Safety Performance Evaluation of Highway 
Features

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-03 Product Data

FHWA Acceptance Letter

SD-08 Manufacturer's Instructions

End Anchorage
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  Submit at least 14 days prior to installation.

Crash Cushion

  Submit at least 14 days prior to installation.

PART 2   PRODUCTS

2.1   GUARDRAIL POSTS

Guardrail posts must be either wood or steel and of the dimensions 
indicated.  Unless otherwise indicated, use only one type of post 
throughout the project.

2.1.1   Sawn Wood Posts and Offset Blocks

**************************************************************************
NOTE:   I ncl ude r ef er ence t o appl i cabl e St at e DOT 
speci f i cat i on f or  wood post s and of f set  bl ocks.

**************************************************************************

Except as otherwise specified herein, provide wood posts and offset blocks 
as specified in [_____].  Posts and offset blocks must be of stress grade 
and capable of resisting a working stress of  11 MPa  1600 psi  on the 
extreme fibers when subjected to bending.  Posts and blocks must be double 
end trimmed with the mounting bolt hole in each being drilled  2 mm  1/16 
inch  oversize and within  13 mm  1/2 inch  of the specified location on 
either side of the post or block.  All wood posts and offset blocks must 
be rough, free of wane, squarecut, and fully sawn to the dimensions 
indicated.  Drill post bolt holes before preservative treatment is 
applied.  Unless otherwise approved, use only one preservative on the 
project.

2.1.2   Steel Posts

Fabricate "H" beam sections from steel conforming to either ASTM A36/A36M, 
ASTM A588/A588M  or ASTM A242/A242M  and conforming to the size, weight and 
dimensions indicated.  Use bolts must be of the diameters indicated.  
Bolts used with galvanized ASTM A36/A36M steel must conform to ASTM A307.  
ASTM F3125/F3125M , Type 3 bolts may be used with ASTM A588/A588M  or 
ASTM A242/A242M  steel without galvanizing.  Galvanize bolts, posts, and 
all necessary hardware fabricated from ASTM A36/A36M steel in accordance 
with ASTM A123/A123M .

2.1.3   Polymer and Polymer Composite Offset Blocks

Pprovide polymer and polymer composite offset blocks certified by the 
Federal Highway Administration (FHWA) to meet the requirements of either 
NCHRP 350 or AASHTO MASH.  Submit a copy of the FHWA Acceptance Letter .

2.2   W-BEAM GUARDRAIL

Provide galvanized steel beam guard rail elements and fittings of the 
indicated design and details.  The finished steel beam elements must be 
Class A (base metal nominal thickness  2.67 mm  0.105 inch  and conform to 
the requirements of AASHTO M 180.  Galvanizing of steel beam elements must 
be Type 1 (zinc coated  550 grams per square meter  1.80 ounces per square 
foot , minimum single spot) and must conform to the requirements of 
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AASHTO M 180.

2.3   "W' BEAM END SECTION

Provide "W" beam end sections of the same or greater thickness of metal 
and the same type as the beam to which it is attached.

2.4   GUARDRAIL HARDWARE

All fittings (bolts, nuts, washers, etc.) for guardrail must conform to 
the requirements of AASHTO M 180.

Bolt Use Bolt Size and Configuration

Rival Splices 16 mm 5/8 inch 
diameter

Button head type with oval shoulder 
conforming to alternative No. 1 or 2 
configuration of AASHTO M 180

Fastening Rail to Steel 
or Timber Blocks

16 mm 5/8 inch 
diameter

Button head type with oval shoulder 
conforming to alternative No. 1 or 2 
configuration of AASHTO M 180

Rail Splices 35 mm 1.25 inches 
long

Fastening Rail to Steel 
Block

50 mm 2 inches 
long

Minimum thread length of  45 mm  1.5 inches

Fastening Rail to 
Timber Block and Post

460 mm 18 inches 
long

Minimum thread length of  100 mm  2.5 inches

Fastening Steel Block 
to Post

50 mm 1.5 inches 
long

16 mm 5/8 inch diameter hex head type

2.5   TERMINAL FOR W-BEAM GUARDRAIL

**************************************************************************
NOTE:   Guar dr ai l  t er mi nal s must  meet  t he 
cr ashwor t hi ness cr i t er i a of  NCHRP 350 or  t he Manual  
f or  Assessi ng Saf et y of  Har dwar e ( MASH) .   FHWA 
accept ance l et t er s f or  var i ous end t r eat ment s ar e 
avai l abl e on t he FHWA Saf et y Pr ogr am webpage.

TL- 1,  TL- 2 and TL- 3 ar e conduct ed at  speeds of  50 
km/ h,  70 km/ h,  and 100 km/ h r espect i vel y.   The t est s 
conduct ed depend on whet her  t he t er mi nal  i s  a gat i ng 
or  nongat i ng devi ce.   A gat i ng devi ce i s one 
desi gned t o al l ow cont r ol l ed penet r at i on of  t he 
vehi c l e when i mpact ed bet ween t he end and t he 
begi nni ng of  t he l engt h of  need of  t he devi ce.   A 
nongat i ng devi ce i s desi gned t o cont ai n and r edi r ect  
a vehi c l e when i mpact ed downst r eam f r om t he end of  
t he devi ce.

**************************************************************************

Provide a [flared] [Eccentric Loader Terminal (ELT)] [Modified Eccentric 
Loader Terminal (SRT)] [Flared Energy-Absorbing Terminal (FLEAT)] [Slotted 
Rail Terminal (SRT-350)] [tangent] [Extruder Terminal (ET-Plus)] 
[Sequential Kinking Terminal (SKT-350)] terminal for w-beam guardrail.  
Provide  terminal certified by the Federal Highway Administration (FHWA) 
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to meet the requirements for Test Level [2] [3] of NCHRP 350 or AASHTO MASH.  
Submit a copy of the FHWA Acceptance Letter .

2.6   CABLE BARRIER

**************************************************************************
NOTE:   See t he AASHTO " Roadsi de Desi gn Gui de"  and 
NCHRP Repor t  711 " Gui dance f or  t he Sel ect i on,  Use,  
and Mai nt enance of  Cabl e Bar r i er  Syst ems"  f or  
i nf or mat i on on cabl e bar r i er  syst ems.

**************************************************************************

2.6.1   Cable

Provide  19 mm  3/4 inch , Type I, Class A coating in accordance with 
AASHTO M 30.

2.6.2   Cable Splices, Ends, Fittings

Design cable splices and ends capable of developing the full breaking 
strength of the cable  (110 kN)  (25,000 lbs) .  Cable ends must be cast 
steel or malleable iron.  Cable wedges must be malleable iron and  not be 
galvanized.  Conform cast steel fittings to ASTM A27/A27M, grade  485-250  
70-36 .  Conform maleable iron fittings to ASTM A47/A47M.  Galvanize cable 
splices, ends, and fittings in accordance with ASTM A123/A123M .

2.6.3   Compensating Device

Provide compensating devices with a spring rate of  78.8 newtons  450 lbs  
plus or minus  8.8 newtons  50 lbs  per  millimeter  inch  and a minimum total 
available travel of  150 mm  6 inches .  Galvanize all parts in accordance 
with ASTM A153/A153M .

2.6.4   Hook Bolts

Provide hook bolts conforming to ASTM A307 Grade A with a tensile strength 
of  400 MPa  60 ksi  and a yield strength of  240 MPa  36 ksi .  Provide 
corrosion-resistant bolts manufactured from ASTM F3125/F3125M  Type 3 
material, with a tensile strength of  830 MPa  120 ksi  and a yield strength 
of  660 MPA  92 ksi .  Hook bolts must develop an ultimate pull open 
strength, applied in a direction normal to the longitudinal axis of the 
post, from  2 to 4.5 kN  500 to 1000 pounds .  Use galvanized nuts conforming 
to  ASTM A563M Class 5  ASTM A563 Grade A .  Use corrosion-resistant nuts 
conforming to  ASTM A563M Grade 8S3  ASTM A563 Grade C3 .  Finish galvanized 
bolts and nuts according to ASTM A153/A153M  for Class C or ASTM B695 for 
Class 50.  If galvanized, overlap the threads as specified in ASTM A563M
ASTM A563.

2.6.5   Steel Posts

**************************************************************************
NOTE:   Cabl e guar dr ai l  desi gns t ypi cal l y i ncl ude 
ei t her  st r uct ur al  st eel  I  beam post s or  f l anged 
channel  st eel  post s.

**************************************************************************

2.6.5.1   Structural Steel Posts

Provide structural steel posts and anchor plates conforming to 
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ASTM A36/A36M.  Galvanize in accordance with ASTM A123/A123M .

2.6.5.2   Flanged Channel Posts

Fabricate flanged channel posts from rerolled rail steel bars conforming 
to ASTM A499, Grade  415  60  except that the minimum yield strength must be  
480 Mpa  70,000 psi .  The post must meet the chemical properties of ASTM A1 
for rails  44.56 kg/m  30 pounds per foot  and heavier.

2.6.6   Anchor Assembly

**************************************************************************
NOTE:   Cabl e i s t ypi cal l y anchor ed t o a concr et e 
f oundat i on wi t h st eel  r ods or  hook or  J bol t s.

**************************************************************************

Provide steel cable anchor brackets conforming to ASTM A709/A709M  Grade 250
36 or ASTM A36/A36M.[  Provide anchor posts and anchor post plates 
conforming to ASTM A36/A36M.]  Galvanize cable anchor brackets[, anchor 
posts, and anchor post plates] after fabrication in accordance with 
ASTM A123/A123M .  Provide steel [rods] [hook or J bolts] conforming to 
ASTM A449 or ASTM A568/A568M  and galvanize the top  150 mm  6 inches  in 
accordance with ASTM A123/A123M .  Provide hex nuts conforming to  ASTM A563M
 ASTM A563.

2.6.7   Concrete

ASTM C94/C94M, using  19 mm  3/4 inch  maximum aggregate, and having minimum 
compressive strength of  28 MPa  4000 psi  at 28 days.  Reinforcing steel 
must be deformed bars conforming to ASTM A615/A615M , ASTM A706/A706M , or 
ASTM A1035/A1035M  grade  280  40 .

2.7   CRASH CUSHION

Provide redirective, non-gating, bi-directional type crash cushion as 
indicated.  Crash cushion must be certified by the Federal Highway 
Administration (FHWA) to meet the requirements for Test Level [2] [3] of 
NCHRP 350 or AASHTO MASH.  Submit a copy of the FHWA Acceptance Letter .

2.8   RETROREFLECTIVE SHEETING

Provide retroreflective sheeting conforming to ASTM D4956, Type III, IV, 
V, VII, VIII, IX or XI.  All retroreflective sheeting must have a 
precoated adhesive which will permanently adhere to the metal surface.

PART 3   EXECUTION

3.1   POSTS

Posts may be placed by driving or by setting in excavated holes.  Post 
holes for guardrail posts must be round and at least  100 mm  4 inches  
larger, in diameter, than the greater dimensions (not the diagonal) of the 
posts, and must be backfilled around the posts with material removed or 
other suitable soil, placed in lifts not exceeding  100 mm  4 inches , each 
lift thoroughly tamped.  When placed by driving, drive the posts plumb, to 
the depth and in the position indicated.  Remove posts which are broomed, 
split or damaged in any other way and replace with a sound post.  Carry on 
driving operations in such manner that nearby structures, shoulders, or 
pavements are not damaged.  Cuts and abrasions in preservative-treated 
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posts and blocks must have the newly exposed surfaces treated with at 
least three applications of the same type of preservative with which the 
material was originally treated.  Each application must be reasonably dry 
before the succeeding coat is applied.  At the time a timber post is 
installed, any seasoning check which extends the full length of the piece 
cannot exceed  6 mm  1/4 inch  in width.  Adjust posts used for vertical 
transition in length so that a minimum of  1550 mm  60 inches  will be 
buried.  Where guardrail cross buried structures and  1550 mm  60 inches  of 
bury is not obtainable, install the guardrail post as deep as possible and 
with a  610 mm  24 inch  diameter concrete encasement for the full depth of 
bury.

3.2   GUARDRAIL BEAM ELEMENTS

Place and fasten the beam elements, fittings, and other parts of the 
guardrail as indicated.  Erect the elements to produce a smooth, even 
rail, closely conforming to a line and grade parallel to the pavement.  
Bolt the beam elements to each post, and make splices by lapping in the 
direction of traffic.  Splice only at posts.  Where the rail is on a 
curve, the beams at the splice must make contact throughout the area of 
the splice, forming a continuous beam before erection.  On curves of  45 m  
150 foot  radius or less, install shop bent beam elements, bent to the 
radius indicated.  Tighten all bolts in the finished rail.

3.3   GUARDRAIL DELINEATOR REFLECTOR TABS

**************************************************************************
NOTE:   Thi s par agr aph i s appl i cabl e f or  met al  
guar dr ai l  del i neat or  t abs wi t h r et r or ef l ect i ve 
sheet i ng.   Del et e par agr aph i f  ot her  t ypes of  
del i neat or s ar e used.

**************************************************************************

Clean, degrease and etch the face of metal tabs using methods recommended 
by the retroreflective sheeting manufacturer.  After cleaning and 
degreasing, apply retroreflective sheeting material to the metal tabs as 
recommended by the manufacturer.  Perform shearing, cutting and punching  
prior to preparing the blanks for application of reflective material.

3.4   GUARDRAIL END ANCHORAGE

Install flared and non-flared end anchorages in accordance with the 
manufacturer's instructions.  Submit a copy of the manufacturer's end 
anchorage  installation instructions prior to installation.

3.5   THREE CABLE GUARDRAIL

3.5.1   Posts

Set all posts plumb and firm and spaced as indicated. Posts may be power 
driven or set by hand.  Protect the top of steel posts by a suitable 
driving cap if power driven.

3.5.2   Cable Splices, Compensating Devices and Turnbuckle Cable End 
Assemblies

Stagger cable splices.  Provide a minimum of  6 m  20 feet  between any 
pair.  Provide a minimum of  30 m  100 feet  between cable splices on the 
same cable.  For length of cable runs up to  305 m  1000 feet , use a 
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compensating device on one end and a turnbuckle on the other end of each 
individual cable.  For length of cable runs from  305 m  1000 feet  to  610 m  
2000 feet , use a compensating device on the ends of each individual 
cable.  For length of cable runs over  610 m  2000 feet , start a new stretch 
by interlacing at the last parallel post.

3.5.3   Pretension of Cable

Install and tension the cable barrier as follows:

a.  Properly seat the spring in the compensator device and permanently 
mark the unloaded spring position on the compensator rod.

b.  Install spring end assemblies at one end of the barrier and secure to 
the anchor.

c.  With cable strung through the hook bolts, introduce tension into the 
cable at the opposite end of the barrier to compress the installed 
springs approximately  90 mm  3.5 inches .

d.  Clamp this tension in the cable while the end assemblies are installed 
at the second anchor.   

e.  Remove the slack between the clamp point and the second anchor by 
taking up the turnbuckle.  If springs are also used at this end, 
compress them approximately  90 mm  3.5 inches .

**************************************************************************
NOTE:   The cabl e bar r i er  det ai l  dr awi ng shoul d 
i ncl ude a t abl e i ndi cat i ng t he r equi r ed spr i ng 
compr essi on f r om t he unl oaded posi t i on f or  var i ous 
temperatures.

**************************************************************************

f.  After two weeks at this setting, reset the spring compression as 
indicated based on the temperature at the time of adjustment.

3.6   CRASH CUSHION

Assemble and install crash cushions as indicated and in accordance with 
the manufacturer's instructions.  Submit a copy of crash cushion  
manufacturer's installation instructions.

    -- End of Section --
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