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SECTION 32 13 43

PERVIOUS CONCRETE PAVING
05/20

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  Per vi ous Por t l and cement  concr et e 
pavi ng such as r oads,  st r eet s,  s i dewal ks,  and 
par ki ng l ot s.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
NOTE:   Per vi ous concr et e i s a near - zer o- sl ump,  
open- gr aded mat er i al  consi st i ng of  por t l and cement ,  
coar se aggr egat e,  l i t t l e or  no f i ne aggr egat e,  
admi xt ur es,  and wat er .   The combi nat i on of  t hese 
i ngr edi ent s pr oduces a har dened mat er i al  wi t h 
connect ed por es t hat  al l ow wat er  t o pass t hr ough 
easi l y.   Per vi ous concr et e i s r ecogni zed as a 
sust ai nabl e bui l di ng mat er i al ,  as i t  r educes st or m 
wat er  r unof f ,  i mpr oves st or m wat er  qual i t y,  may 
r echar ge gr oundwat er  suppl i es,  and can r educe t he 
i mpact  of  t he ur ban heat  i s l and ( al bedo)  ef f ect .

NOTE:   The ext ent  and l ocat i on of  t he wor k t o be 
accompl i shed shoul d be i ndi cat ed on t he pr oj ect  
dr awi ngs,  or  i ncl uded i n t he pr oj ect  
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speci f i cat i ons.   Per vi ous por t l and cement  pavement s 
f or  ai r f i el ds ar e not  i ncl uded i n t hi s speci f i cat i on.

Per vi ous concr et e pavi ng may be used on si t e 
pavement s,  pr ovi ded t her e i s document ed evi dence of  
successf ul  past  per f or mance f or  s i mi l ar  
appl i cat i ons.   Par ki ng l ot s ar e gener al l y good 
per vi ous pavement  appl i cat i ons.   Typi cal  t hi cknesses 
r ange f r om 150 t o 250 mm 6 t o 10 i nches.

Per meabl e pavement s may not  be used i n ar eas wher e 
t her e i s pot ent i al  t o cont ami nat e exi st i ng soi l s,  
such as f uel  ar eas,  i ndust r i al  st or age,  mar i na,  
vehi c l e mai nt enance or  ser vi ce ar eas.   Do not  
i nst al l  per vi ous pavement  syst ems i n ar eas subj ect  
t o hi gh wheel  l oads ( such as ai r cr af t ,  gr ound 
suppor t  equi pment ,  f or k l i f t s ,  and heavy t r uck 
t r af f i c)  or  t he speci al  mi l i t ar y vehi c l es l i s t ed i n 
UFC 3- 201- 01,  par agr aph 4- 1.

Consul t  i ndust r y pr act i ce f or  col d r egi ons,  ar i d 
r egi ons,  and r egi ons wi t h hi gh wi nd er osi on.   
Per vi ous concr et e i n f r eezi ng ar eas shoul d be 
desi gned wi t h adequat e base t hi ckness t o ensur e t hat  
wat er  does not  r emai n i n t he pavement  l ayer  dur i ng 
f r eezi ng condi t i ons.

**************************************************************************

PART 1   GENERAL

1.1   UNIT PRICES

**************************************************************************
NOTE:   Del et e t hi s par agr aph when t he wor k i s 
cover ed by a l ump- sum cont r act  pr i ce.

**************************************************************************

1.1.1   Measurement

Measure the quantity of pervious concrete paving, completed and accepted,in
 [square][cubic] meters  [square][cubic] yards .[  Determine the volume of 
pervious concrete paving, in place and accepted, by the average job 
thickness obtained in accordance with paragraph FIELD QUALITY CONTROL and 
the dimensions indicated.]

1.1.2   Payment

The quantity of completed and accepted pervious concrete paving will be 
paid for at the contract unit price, which will constitute full 
compensation for the construction and completion of the pervious concrete 
paving, including the test section, and the furnishing of all other 
necessary labor and incidentals.

1.2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
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t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN CONCRETE INSTITUTE (ACI)

ACI 305.1 (2014) Specification for Hot Weather 
Concreting

ACI 306.1 (1990; R 2002) Standard Specification for 
Cold Weather Concreting

ACI 522.1 (2013) Specification For Pervious Concrete 
Pavement

ASTM INTERNATIONAL (ASTM)

ASTM C33/C33M (2018) Standard Specification for Concrete 
Aggregates

ASTM C42/C42M (2020) Standard Test Method for Obtaining 
and Testing Drilled Cores and Sawed Beams 
of Concrete

ASTM C88 (2018) Standard Test Method for Soundness 
of Aggregates by Use of Sodium Sulfate or 
Magnesium Sulfate

ASTM C150/C150M (2021) Standard Specification for Portland 
Cement

ASTM C171 (2020) Standard Specification for Sheet 
Materials for Curing Concrete

ASTM C172/C172M (2017) Standard Practice for Sampling 
Freshly Mixed Concrete

ASTM C260/C260M (2010a; R 2016) Standard Specification for 
Air-Entraining Admixtures for Concrete

ASTM C494/C494M (2019) Standard Specification for Chemical 
Admixtures for Concrete
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ASTM C595/C595M (2021) Standard Specification for Blended 
Hydraulic Cements

ASTM C618 (2019) Standard Specification for Coal Fly 
Ash and Raw or Calcined Natural Pozzolan 
for Use in Concrete

ASTM C989/C989M (2018a) Standard Specification for Slag 
Cement for Use in Concrete and Mortars

ASTM C1077 (2017) Standard Practice for Agencies 
Testing Concrete and Concrete Aggregates 
for Use in Construction and Criteria for 
Testing Agency Evaluation

ASTM C1260 (2021) Standard Test Method for Potential 
Alkali Reactivity of Aggregates 
(Mortar-Bar Method)

ASTM C1542/C1542M (2019) Standard Test Method for Measuring 
Length of Concrete Cores

ASTM C1549 (2016) Standard Test Method for 
Determination of Solar Reflectance Near 
Ambient Temperature Using a Portable Solar 
Reflectometer

ASTM C1567 (2021) Standard Test Method for Potential 
Alkali-Silica Reactivity of Combinations 
of Cementitious Materials and Aggregate 
(Accelerated Mortar-Bar Method)

ASTM C1602/C1602M (2018) Standard Specification for Mixing 
Water Used in Production of Hydraulic 
Cement Concrete

ASTM C1688/C1688M (2014a) Standard Test Method For Density 
And Void Content Of Freshly Mixed Pervious 
Concrete

ASTM C1701/C1701M (2017a) Standard Test Method for 
Infiltration Rate of In Place Pervious 
Concrete

ASTM C1754/C1754M (2012) Standard Test Method for Density 
and Void Content of Hardened Pervious 
Concrete

ASTM D6155 (2019) Nontraditional Coarse Aggregate for 
Bituminous Paving Mixtures

NATIONAL READY MIXED CONCRETE ASSOCIATION (NRMCA)

NRMCA QC 3 (2015) Quality Control Manual: Section 3, 
Plant Certifications Checklist: 
Certification of Ready Mixed Concrete 
Production Facilities
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1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a " G"  t o an i t em 
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce,  
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-03 Product Data

Curing Materials

SD-04 Samples

Test Section

SD-05 Design Data

Mix Design Report ; G[, [_____]]

SD-06 Test Reports
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Concrete Density Tests

Field Infiltration Tests

Surface Smoothness

Core Thickness

Plan Grade

SD-07 Certificates

NRMCA Certificate Of Conformance

1.4   QUALITY CONTROL

1.4.1   NRMCA Certificate of Conformance

Provide a batching and mixing plant consisting of a stationary-type 
central mix plant, including permanent installations and portable or 
relocatable plants installed on stable foundations.  Provide a plant 
designed and operated to produce concrete within the specified tolerances, 
with a minimum capacity of  200 cubic meters  250 cubic yards  [_____] per 
hour.  Submit NRMCA Certificate of Conformance  that conforms to the 
requirements of NRMCA QC 3 including provisions addressing:

1.  Material Storage and Handling

2.  Batching Equipment

3.  Central Mixer

4.  Ticketing System

5.  Delivery System

1.4.2   Qualifications

1.4.2.1   Laboratory Accreditation

Perform sampling and testing using an approved commercial testing 
laboratory or on-site facility that is accredited in accordance with 
ASTM C1077. Maintain this certification for the duration of the project. 

1.4.2.2   Field Technicians

Provide field technicians meeting one of the following criteria:

a.  Provide at least one National Ready Mixed Concrete Association (NRMCA) 
certified pervious concrete craftsman on site, overseeing each 
placement crew during all concrete placement.

b.  Provide no less than three NRMCA certified pervious concrete 
installers on site working as members of each placement crew during 
all concrete placement.
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1.5   DELIVERY AND STORAGE

In accordance with ACI 522.1

1.6   ACCEPTANCE

1.6.1   Tolerances

Acceptance of pervious concrete paving is based on compliance with the 
tolerances presented in Table 1.  Remove and replace pervious concrete 
paving represented by the failing tests or submit repair plan for approval.

TABLE 1

Attribute Tolerance

TEST SECTION

Fresh Density plus/minus  80 kg/cm  5 lb/cf  of approved mix design value

Core Length (avg 3) plus  37.5 mm  1.5 inches
minus  10 mm  3/8 inch

Core Length (ind) minus  19 mm  3/4 inch

FRESH CONCRETE

Fresh Density plus/minus  80 kg/cm  5 lb/cf  of approved mix design value

FINISHED PAVEMENT

Core Length (avg 3) plus  37.5 mm  1.5 inches
minus  10 mm  3/8 inch

Core Length (ind) minus  19 mm  3/4 inch

Hardened Density plus/minus 5 percent of test section value

Grade plus/minus  15 mm  0.05 foot  from plan

Grade at
Drainage Structures

plus  3 to 6 mm  1/8 to 1/4 inch  above plan

Smoothness 6 mm1/4 inch  longitudinal and transverse

Surface Finish Free of irregularities, tears, and discontinuities

1.6.2   Test Section

Construct a minimum  37 square meters  400 square feet  test section  to 
demonstrate typical joints, surface finish, texture, color, infiltration 
rate, thickness, density, and standard of workmanship.  Place test section 
using the mixture proportions, materials, and equipment as proposed for 
the project.  Test in accordance with requirements in subpart FIELD 
QUALITY CONTROL.

When a test section does not meet one or more of the tolerances in Table 
1, remove and replace the test section. If the test section is acceptable, 
it may be incorporated into the project.

PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Cementitious Materials

**************************************************************************
NOTE:   Coal  f l y  ash and sl ag ar e EPA desi gnat ed 
r ecover ed pr oduct s t o be i ngr edi ent s i n concr et e and 
cement .   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
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appr opr i at e f or  use.   The f ol l owi ng sect i on al l ows a 
per cent age r ange of  suppl ement ar y cement i t i ous 
mat er i al s ( SCM) .   Consul t  agency Subj ect  Mat t er  
Exper t  ( SME)  f or  gui dance on choi ce.

Sel ect  f i r st  sent ence i n br acket s t o r equi r e t he use 
of  SCMs.   Sel ect  t he second opt i on i n br acket s t o 
per mi t  t he use of  SCMs.

**************************************************************************

[Provide cementitious materials in concrete mix with 20 to 50 percent 
non-portland cement pozzolanic materials by weight.] [Provide cementitious 
materials consisting of portland cement, [blended cement] or only portland 
cement in combination with supplementary cementitious materials (SCM), 
that conform to appropriate specifications listed below.  New submittals 
are required when the cementitious materials sources or types change.]

2.1.1.1   Portland Cement

ASTM C150/C150M, Type I or II [or V] [low alkali].

2.1.1.2   Blended Cement

Provide blended cement conforming to ASTM C595/C595M, Type IP or IS, 
including the optional requirement for mortar expansion [and sulfate 
soundness].  Provide pozzolan added to the Type IP blend consisting of 
ASTM C618 Class F or Class N and that is interground with the cement 
clinker.  Include in written statement from the manufacturer that the 
amount of pozzolan in the finished cement does not vary more than plus or 
minus 5 percent by mass of the finished cement from lot to lot or within a 
lot.  Do not permit the percentage and type of mineral admixture used in 
the blend  to change from that submitted for the aggregate evaluation and 
mixture proportioning.  The requirements of paragraph SUPPLEMENTARY 
CEMENTITIOUS MATERIALS (SCM) CONTENT do not apply to the SCM content of 
blended cement.

2.1.1.3   Fly Ash and Pozzolan

**************************************************************************
NOTE:   Cl ass C f l y ash i s not  per mi t t ed f or  pavi ng 
concr et e.   Use l oss on i gni t i on not  exceedi ng 3 
per cent  f or  f r ost  ar eas t o r educe car bon 
i nt er f er ence wi t h ai r  ent r ai ni ng admi xt ur e.

**************************************************************************

ASTM C618, Type F or N, including the optional requirement for uniformity, 
with a loss on ignition not exceeding [3] [6] percent.  Provide Class F 
fly ash for use in mitigating Alkali-Silica Reactivity with a total 
equivalent alkali content less than 3 percent.

2.1.1.4   Ultra Fine Fly Ash and Ultra Fine Pozzolan

Provide Ultra Fine Fly Ash (UFFA) and Ultra Fine Pozzolan (UFP) that 
conforms to ASTM C618, Class F or N, and the following additional 
requirements:

a.  The strength activity index at 28 days of age of at least 95 percent 
of the control specimens.
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b.  The average particle size not exceeding 6 microns.

2.1.1.5   Slag

ASTM C989/C989M, Slag Cement (formerly Ground Granulated Blast Furnace 
Slag) Grade 100 or 120.

2.1.1.6   Supplementary Cementitious Material (SCM) Content

**************************************************************************
NOTE:   Sel ect  f i r st  sent ence i n br acket s f or  
mandat or y use of  SCMs.   Sel ect  second sent ence i n 
br acket s of  opt i onal  use of  SCMs.   Consul t  agency 
SME f or  gui dance on choi ce.

**************************************************************************

[Provide a concrete mix that contains one of the SCMs listed in Table 2 
within the range specified therein, whether or not the aggregates are 
found to be reactive in accordance with paragraph ALKALI REACTIVITY TEST.] 
[Use of one of the SCMs listed below is optional, unless the SCM is 
required to mitigate ASR.]

TABLE 2
SUPPLEMENTARY CEMENTITIOUS MATERIALS CONTENT

Supplementary Cementitious Material Minimum Content
(percent)

Maximum Content
(percent)

Class N Pozzolan and Class F Fly Ash

   SiO2 + Al2O3 + Fe2O3 greater than 70 
percent

25 35

   SiO2 + A12O3 + Fe2O3 greater than 80 
percent

20 35

   SiO2 + A12O3 + Fe2O3 greater than 90 
percent

15 35

UFFA and UFP 7 16

Slag Cement 40 50

2.1.2   Water

Water conforming to ASTM C1602/C1602M .

2.1.3   Aggregates

2.1.3.1   Durability

Evaluate and test all aggregates to be used in all concrete for durability 
in accordance with ASTM C88.  Provide fine and coarse aggregates with a 
maximum of 18 percent loss when subjected to 5 cycles using Magnesium 
Sulfate or a maximum of 12 percent loss when subjected to 5 cycles using 
Sodium Sulfate.
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2.1.3.2   Alkali Reactivity Test

**************************************************************************
NOTE:   Document at i on of  al kal i  r eact i v i t y t est i ng i s 
r equi r ed f or  al l  aggr egat e sour ces.

**************************************************************************

Evaluate the fine and coarse aggregates separately, using ASTM C1260.  
Reject individual aggregates with test results that indicate an expansion 
of greater than 0.10 percent at 16 days after casting, or perform 
additional testing as follows: utilize the proposed low alkali portland 
cement, blended cement, and SCM in combination with each individual 
aggregate in accordance with ASTM C1567. Determine the quantity that meets 
all the requirements of these specifications and that lowers the expansion 
equal to or less than 0.10 percent at 16 days after casting.  Base the 
mixture proportioning on the highest percentage of SCM required to 
mitigate ASR-reactivity.  If any of the above options does not lower the 
expansion to less than 0.10 percent at 16 days after casting, reject the 
aggregate(s) and submit new aggregate sources for retesting.  Submit the 
results of testing for evaluation and acceptance.

2.1.3.3   Fine Aggregates

Provide fine aggregate conforming to the quality and grading requirements 
of ASTM C33/C33M.

2.1.3.4   Coarse Aggregates

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on ( i ncl udi ng ver i f i cat i on of  
br acket ed per cent ages i ncl uded i n t hi s gui de 
speci f i cat i on)  bef or e speci f y i ng pr oduct  r ecycl ed 
cont ent  r equi r ement s.

Sel ect  sent ence i n br acket s f or  mandat or y use of  
r ecycl ed mat er i al s.   Consul t  agency SME f or  gui dance.

**************************************************************************

Provide coarse aggregate consisting of crushed or uncrushed gravel, 
crushed stone, or a combination thereof meeting the requirements of 
ASTM C33/C33M[.][ and containing a minimum of [25][_____] percent recycled 
porcelain, concrete, stone, or other recycled material complying with 
ASTM D6155.]  Deliver aggregates to the mixers consisting of clean, hard, 
uncoated particles.  Wash aggregate sufficient to remove dust and other 
coatings.

**************************************************************************
NOTE:  For  per vi ous concr et e,  use No. 67 ( 19 mm t o 
4. 75 mm)  ( 3/ 4 i nch t o No. 4) ,  No.  7 ( 12. 5 mm t o 4. 75 
mm) ( 1/ 2 i nch t o No.  4) ,  No. 8 ( 9. 5 mm t o 1. 2 mm)  
( 3/ 8 i nch t o No. 16)  or  No. 89 ( 9. 5 mm t o 0. 30 mm)  
( 3/ 8 i nch t o No.  50)  t o pr ovi de 15 per cent  t o 20 
per cent  opt i mum voi d f act or  i n har dened concr et e.

Gr adat i ons No.  8 and No.  89 ar e commonl y used f or  
par ki ng l ot  and pedest r i an wal kway appl i cat i ons.   
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The l ar ger  aggr egat e ( No.  67)  pr ovi des a mor e 
per vi ous pavement  st r uct ur e,  but  wi t h a r ougher  
sur f ace f i ni sh and i s l ess sui t ed f or  pedest r i an 
ar eas.  Gr adat i on No 67 i s r ecommended f or  vehi c l e 
pavements.

**************************************************************************

a.  Gradation: ASTM C33/C33M,#67 [#7] [#8] [#89].

**************************************************************************
NOTE:   Sel ect  c l ass 4M f or  ext er i or  concr et e exposed 
t o f r equent  wet t i ng i n moder at e weat her i ng r egi ons.   
Sel ect  c l ass 4S f or  ext er i or  concr et e exposed t o 
f r equent  wet t i ng i n sever e weat her i ng r egi ons.

**************************************************************************

b.  Quality: ASTM C33/C33M, Class [4M] [4S].

2.1.4   Chemical Admixtures

2.1.4.1   Water Reducing and Retarding Admixtures

ASTM C494/C494M: Type A, water reducing; Type B, retarding; Type C, 
accelerating; Type D, water-reducing and retarding; and Type E, water 
reducing and accelerating. Acceptance is based on 28 day physical 
properties. Do not use calcium chloride admixtures.

2.1.4.2   Air Entraining Admixture

Air entraining admixture conforming to ASTM C260/C260M.

2.1.4.3   Hydration Retarding Admixture

Hydration retarding admixture conforming to ASTM C494/C494M, Type B, 
retarding, or Type D, water-reducing and retarding.

2.1.5   Curing Materials

2.1.5.1   Polyethylene Sheet

Provide curing materials  conforming to ASTM C171,  0.15 mm  0.006 inch  clear 
or white opaque polyethylene cut to a minimum of  600 mm  24 inches  wider 
than full placement width, for curing of pervious concrete.

2.1.6   Edge Restraints

Provide edge restraints consisting of concrete curb sections [_____].

2.1.7   Riser Strips

Provide wood strips of thickness to accommodate the initial strike off and 
consolidation of the pervious concrete.

2.2   MIX DESIGN

**************************************************************************
NOTE:   Per vi ous concr et e i s ai r - ent r ai ned per  
manuf act ur er ' s r ecommendat i ons f or  f r eeze t haw 
dur abi l i t y .   However ,  due t o t he open voi d st r uct ur e 
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of  t he mat er i al ,  ai r  cont ent  cannot  be measur ed by 
st andar d ASTM t est  pr ocedur es.

The ur ban heat  i s l and ef f ect  f or ms as veget at i on i s 
r epl aced by l ow r ef l ect i v i t y mat er i al s such as dar k 
col or ed pavi ng.   These sur f aces absor b,  r at her  t han 
r ef l ect ,  t he sun' s heat ,  causi ng sur f ace 
t emper at ur es and ur ban ambi ent  t emper at ur es t o be 
one t o 6 degr ees C 2 t o 10 degr ees F hot t er  t han 
sur r oundi ng r ur al  ar eas.

Mi t i gat i on of  heat  i s l and ef f ect  i s  not  r equi r ed by 
UFC 1- 200- 02 but  may be desi r ed f or  sust ai nabi l i t y  
r easons.   The al bedo r equi r ement s bel ow f or  r oads 
and par ki ng l ot  pavi ng ar e most  benef i c i al  i n ASHRAE 
cl i mat e zones 1 t hr ough 5.   Ret ai n t he br acket ed 
sent ence when needed t o i ncl ude sol ar  r ef l ect ance 
criteria.

**************************************************************************

Design pervious concrete mix in accordance with ACI 522.1  to meet the 
following criteria: the water/cementitious materials ratio within the 
range of 0.26-0.40 and the air voids of freshly mixed pervious concrete 
within the range of 18 to 22 percent, as measured in accordance with 
ASTM C1688/C1688M .  Provide air entrainment in freeze-thaw environments.[  
Provide system with a minimum initial Solar Reflectance of at least 0.33 
as tested in accordance with ASTM C1549.]

2.2.1   Mix Design Report

Perform trial design batches, mixture proportioning studies, testing, and 
include test results demonstrating that the proposed mixture proportions 
produce pervious concrete of the qualities indicated.  Submit test results 
in a mix design report  to include:

a.  Aggregate gradations and plots.

b.  Aggregate quality test results, including deleterious materials and 
ASR tests.

c.  Mill certificates for cement and supplemental cementitious materials.

d.  Certified test results for all admixtures.

e.  Recommended proportions and volumes for proposed mixture.

f.  Water/cementitious materials ratio and air voids.

g.  Narrative discussing methodology on how the mix design was developed.

2.2.2   Mix Verification

Mix verification tests may be performed by the Government.  Provide 
quantities of cementitious materials, aggregates and admixtures as 
requested.  Verification tests may be conducted on the proposed mix design 
proportions to confirm the fresh concrete air voids content.  An existing 
mix design may be submitted if developed within the previous 12 months.
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2.3   EQUIPMENT

All plant, equipment, and tools used in the performance of the work will 
be subject to approval before the work is started.  Maintain all plant, 
equipment, and tools in satisfactory working condition at all times.

2.3.1   Compaction Equipment

2.3.1.1   Pipe Roller

A steel pipe roller or a motorized or hydraulically actuated rotating tube 
screed spanning the width of the section placed.

2.3.1.2   Plate Compactor

Compact small areas using a standard soil plate compactor that has a base 
area of at least  0.2 square meters  two square feet  and exerts a minimum of  
69 kPa  10 psi  vertical pressure on the pavement surface (through a 
temporary cover of  19 mm  3/8 inch  thick plywood).

2.3.2   Vibratory Screed

Truss mounted vibratory screed, adjustable in length to span the paving 
lane.  Provide capability to adjust the vibration along the screed length 
and compact the full depth of the pervious concrete thickness.

2.3.3   Jointing Tool

Provide a jointing tool consisting of a "pizza cutter roller" to which a 
beveled fin with a minimum depth of 1/4 the thickness of the slab has been 
welded around the circumference of a steel roller.

2.3.4   Concrete Saw

Provide equipment for sawing joints and for other sawing of concrete 
consisting of standard diamond-type concrete saws mounted on a wheeled 
chassis which can be easily guided to follow the required alignment.  
Provide diamond tipped blades.  Provide spares as required to maintain the 
required sawing rate.

2.3.5   Straightedge

Furnish one  4 m  12 foot  straightedge constructed of aluminum or magnesium 
alloy, having blades of box or box-girder cross section with flat bottom, 
adequately reinforced to insure rigidity and accuracy.  Provide handles 
for operation on the pavement.

PART 3   EXECUTION

3.1   PREPARATION FOR PERVIOUS PAVING

Verify the underlying material, upon which pervious concrete is to be 
placed is clean, damp, and free from debris, waste concrete or cement, 
frost, ice, and standing or running water.  Correct soft, yielding areas 
and ruts or other irregularities in the surface.  Loosen material in the 
affected areas and remove unsatisfactory material.  Add approved select 
material where directed.  Shape the area to line, grade, and cross 
section, and compact to the specified density.[  Conform Subgrade to 
Section 31 00 00  EARTHWORK.][  Conform Base course to Section 32 11 20  
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[BASE COURSE FOR RIGID][ AND ][SUBBASE] [SELECT-MATERIAL] [FOR FLEXIBLE 
PAVING].]  Rework and compact any underlying material disturbed by 
construction operations to specified density immediately in front of the 
pervious concrete placement.

3.2   WEATHER LIMITATIONS

3.2.1   Inclement Weather

Do not commence placing operations when heavy rain or other damaging 
weather conditions appear imminent.  At all times when placing pervious 
concrete, maintain on-site sufficient waterproof cover and means to 
rapidly place it over all unhardened concrete or concrete that might be 
damaged by rain.  Suspend placement of concrete whenever rain, high winds, 
or other damaging weather commences to damage the surface or texture of 
the placed unhardened concrete, washes cement out of the concrete, or 
changes the water content of the surface concrete.  Immediately cover and 
protect all unhardened concrete from the rain or other damaging weather.  
Completely remove and replace any area damaged by rain or other weather 
full depth.

3.2.2   Cold Weather

Do not place concrete when ambient temperature is below  5 degrees C  40 
degrees F  or when concrete is likely to be subjected to freezing 
temperatures within 24 hours without approval.  If approval is granted, 
heat concrete materials so that the temperature of the concrete at 
placement is between  18 and 29 degrees C  65 and 80 degrees F .  Methods of 
heating materials are subject to approval.  Do not use heated mixing 
water.  Follow practices found in ACI 306.1 .

3.2.3   Hot Weather

Maintain required concrete temperature in accordance with ACI 305.1  to 
prevent evaporation rate from exceeding  0.98 kg of water per square meter  
0.2 pound of water per square foot  of exposed concrete per hour.  Cool 
ingredients before mixing or use other suitable means to control concrete 
temperature and prevent rapid drying of newly placed concrete.  After 
placement, use fog spray or other suitable means to reduce the evaporation 
rate.  Start curing within 20 minutes of concrete discharge.  Cool 
underlying material by sprinkling lightly with water before placing 
concrete.

3.3   CONCRETE PRODUCTION

Batch, mix, and deliver pervious concrete in accordance with ACI 522.1 .

3.4   PAVING

3.4.1   Paving Plan

Submit for approval a paving plan identifying the following items:

a.  A description of the placing and protection methods proposed when 
concrete is to be placed in or exposed to hot, cold, or rainy weather 
conditions.

b.  A detailed paving sequence plan and proposed paving pattern showing 
all planned construction joints.
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c.  Plan and equipment proposed to control alignment of formed or sawn 
joints within the specified tolerances.

3.4.2   Placing

Comply with guidelines set in ACI 522.1  for placement of pervious 
concrete, except as modified herein.  Do not exceed a free vertical drop of
 1.5 m  5 feet .  Deposit concrete either directly from the transporting 
equipment or by conveyor onto the pre-wetted subgrade or subbase, unless 
otherwise specified.  Do not place concrete on frozen subgrade or 
subbase.  Deposit the concrete between the forms to an approximately 
uniform height.  Do not allow foot traffic on the fresh concrete.  Place 
concrete continuously at a uniform rate, without damage to the grade and 
without unscheduled stops except for equipment failure or other 
emergencies.  If this occurs within  3 m  10 feet  of a previously placed 
expansion joint, remove concrete back to joint, repair any damage to 
grade, install a construction joint and continue placing concrete only 
after cause of the stop has been corrected.  Spread the concrete using a 
come-along, square ended shovel, or rake.  Strike off the concrete between 
forms using a vibrating screed.  Other strike off devices may be submitted 
for Government approval.  Remove riser strips immediately after strike off 
operations are complete.

3.4.3   Fixed Form Paving

Use steel forms, except that wood forms may be used for curves having a 
radius of  45 m  150 feet  or less, and for fillets.  Forms may be built up 
with metal or wood, added only to the base, to provide an increase in 
depth of not more than 25 percent.  Provide forms with the base width of 
the form not less than eight-tenths of the vertical height of the form, 
except that for forms  200 mm  8 inches  or less in vertical height, provide 
forms with a base width not less than the vertical height of the form.  
Provide wood forms for curves and fillets that are adequate in strength 
and rigidly braced.  Provide forms and anchors suitable to resist lateral 
pressures from compaction.  Set forms on firm material cut true to grade 
so that each form section when placed will be firmly in contact with the 
underlying layer for its entire base.  Do not set forms on blocks or on 
built-up spots of underlying material.[  Prior to setting forms for paving 
operations, demonstrate the proposed form setting procedures at an 
approved location and do not proceed further until the proposed method is 
approved.]  Maintain forms in place at least 12 hours after the concrete 
has been placed. Remove forms without damaging the concrete.

3.4.4   Operation

When paving between or adjacent to previously constructed pavement, make 
provisions to prevent damage to the previously constructed pavement, 
including keeping the existing pavement surface free of any debris.

3.4.5   Compaction

Automatically control surface vibration so that it stops immediately as 
forward motion ceases.  Do not permit excessive vibration.  Tamp concrete 
in small, odd-shaped slabs or in locations inaccessible to the paver 
mounted vibration equipment.  Do not use vibrators to transport or spread 
the concrete.  After initial compaction, further smooth and compact 
concrete by means of hand-operated longitudinal rollers.  Use rollers that 
are not less than  1.82 m  6 feet  long and  200 mm  8 inches  in diameter and 
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stiffened to prevent flexing and warping.  Operate the paving equipment to 
produce a thoroughly compacted concrete layer throughout, requiring no 
hand finishing, other than the use of jointing tools, except in very 
infrequent instances.

3.5   FINISHING CONCRETE

Start finishing operations immediately after placement of concrete.  Use 
finishing machine, except hand finishing may be used in emergencies and 
for concrete slabs in inaccessible locations or of such shapes or sizes 
that machine finishing is impracticable.  Finish pavement surface on both 
sides of a joint to the same grade.  Provide hand finishing equipment for 
use at all times.

3.5.1   Fixed Form Finishing

Strike off and screed concrete to the required [crown] [slope] and 
cross-section.  When using a static roller for consolidation, stiffen the 
roller to prevent flexing and warping.  Do not permit excessive operation 
over an area, which will result in an excess of mortar and water being 
brought to the surface.

3.5.1.1   Joint Finish

Before concrete is hardened, correct edge slump of pavement, exclusive of 
edge rounding, in excess of  6 mm  0.25 in .  Finish concrete surface on each 
side of construction joints to the same plane, and correct deviations 
before newly placed concrete has hardened.

3.5.2   Edging

Immediately after consolidation and jointing, carefully finish slab edges, 
including edges at formed joints, with an edge having a radius of not less 
than  6 mm  0.25 inch .  Clean by removing loose fragments and soupy mortar 
from corners or edges of slabs which have crumbled.[  Install edge 
restraints of pervious systems per the drawings and manufacturer's 
recommendations.]

3.5.3   Jointing

Construct joints at the locations, depths, and width dimensions indicated 
on the project drawings or the approved shop drawings.  Saw cut or use the 
jointing tool to form contraction joints in fresh concrete immediately 
after the concrete has been compacted to the specified depth and width.  
Extend expansion joints through the full depth of the pavement.  Cut 
expansion material flush to grade after concrete has fully hardened and 
provide joint filler material as indicated or as approved on the shop 
drawings.

3.6   CURING

Cure pervious concrete for a minimum of 7 days.  Protect concrete 
adequately from injurious action by sun, rain, flowing water, [frost,] 
mechanical injury, tire marks and oil stains, and do not allow it to dry 
out from the time it is placed until the expiration of the minimum curing 
periods specified herein.  Maintain temperature of air next to concrete 
above  5 degrees C  40 degrees F  for the full curing periods.
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3.6.1   White-Polyethylene Sheet

Begin curing within 20 minutes of concrete discharge unless longer working 
time is approved.  Lay sheets directly on concrete surface and overlap  300 
mm 12 inches .  Make sheeting not less than  600 mm  24 inches  wider than 
concrete surface to be cured, and weight down on the edges, without using 
soil or debris, and over the transverse laps to form closed joints.  
Repair or replace sheets when damaged during curing.  Check daily to 
assure sheets are soundly in place.  If moisture evaporates, re-saturate 
concrete and replace polyethylene on pavement (limit re-saturation and 
re-placing no longer than 10 minutes per sheet).

3.7   FIELD QUALITY CONTROL

3.7.1   Sampling

Collect samples of fresh concrete in accordance with ASTM C172/C172M 
during each working day as required to perform tests specified herein.

3.7.2   Consistency Tests

Conduct concrete density tests  on the fresh concrete in accordance with 
ASTM C1688/C1688M .  Take samples for density determination from concrete 
during placement.  Perform tests at the beginning of a concrete placement 
operation and for each batch (minimum) or every  40 cubic meters  50 cubic 
yards  (maximum) of concrete to ensure that specification requirements are 
met.

3.7.3   Sample Cores

After a minimum of seven days following each placement, take three cores 
at random locations.  Core hardened concrete panels in accordance with 
ASTM C42/C42M.  Test thickness and density of the cores in accordance with 
ASTM C1542/C1542M  and ASTM C1754/C1754M  Drying Method B, respectively.  
Compute the tolerance for core thickness  and density reported as the 
average of three cores of each test panel.  Fill core holes with regular 
concrete or pre-mixed grout.

3.7.4   Field Infiltration Tests

After the curing period is complete, determine the infiltration rate of 
the pervious concrete in accordance with ASTM C1701/C1701M .  Locate field 
infiltration tests  at three random locations for each  930 square meters  
10000 square feet  of pervious concrete surface area.  Determine the 
location of each test using GPS or other methods suitable to repeat 
testing during the life of the pavement.  Submit the test results For 
Information Only.

3.7.5   Surface Testing

**************************************************************************
NOTE:   Dr awi ngs shoul d c l ear l y show al l  pavement  
j oi nt  i nt er sect i on el evat i ons,  and speci f i c  r equi r ed 
devi at i ons f r om a pl ane sur f ace f or  such speci al  
f eat ur es as cr owns,  dr ai nage i nl et s,  et c.

**************************************************************************

Perform surface testing for surface smoothness  and plan grade  as indicated 
below.  Reference the measurements in accordance with paving lane 
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identification and stationing, and submit a report within 24 hours after 
measurement is made.  Upon conclusion of surface testing, submit a final 
report of surface testing, signed by a Registered Engineer, containing all 
surface measurements and a description of all actions taken to correct 
deficiencies.  Mechanically sweep pavement before testing hardened 
concrete for compliance tolerances.

3.7.5.1   Surface Smoothness Requirements

Provide the finished surfaces of the pavements with no abrupt change of  3 
mm 1/8 inch  or more, and within the tolerances specified in Table 1 when 
checked with a  4 meter  12 foot  straightedge.

3.7.5.2   Surface Smoothness Testing Method

Test the surface of the pavement with the straightedge to identify all 
surface irregularities exceeding the tolerances specified above.  Test the 
entire area of the pavement in both a longitudinal and a transverse 
direction on parallel lines approximately  4.5 m  15 feet  apart.  Hold the 
straightedge in contact with the surface and move ahead one-half the 
length of the straightedge for each successive measurement.  Determine the 
amount of surface irregularity by placing the straightedge on the pavement 
surface and allowing it to rest upon the two highest spots covered by its 
length and measuring the maximum gap between the straightedge and the 
pavement surface in the area between these two high points.  Make the 
measurement of the gap with a steel spacer bar of rectangular section the 
same thickness as the allowable gap, and width of four times the nominal 
maximum aggregate size.

3.7.6   Plan Grade Testing and Conformance

Check each pavement category for conformance with plan grade requirements 
by running lines of levels to determine the elevation at locations on the 
pavement surface  4.5 meters  15 feet  on center.

3.8   Pavement Protection

Protect the pavement against all damage prior to final acceptance of the 
work.  Do not stockpile aggregates, landscaping materials, or other 
construction materials on pervious concrete pavements.  Keep all new and 
existing pervious pavement carrying construction traffic or equipment 
completely clean, and clean up spillage of concrete or other materials 
immediately upon occurrence.  Remove dust, leaves and debris with a leaf 
blower or dry vacuum.

3.9   Open To Traffic

Do not open the pavement to vehicular traffic until the concrete has cured 
at least 7 uninterrupted days during which the ambient temperature has 
exceeded  13 deg C  55 deg F  or until the pavement is accepted.

        -- End of Section --
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