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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  br oadl oom car pet ,  modul ar  t i l e 
car pet ,  and ent r ance car pet .

Thi s sect i on i s i nt ended f or  f l oor  cover i ngs onl y,  
and shoul d not  be used t o speci f y car pet i ng 
i nst al l ed on wal l  or  cei l i ng sur f aces.   Wher e 
car pet i ng i s t o be used on sur f aces ot her  t han 
f l oor s,  r ef er  t o Sect i on 09 72 00 WALLCOVERI NGS.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
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Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN ASSOCIATION OF TEXTILE CHEMISTS AND COLORISTS (AATCC)

AATCC 16 (2004; E 2008; E 2010) Colorfastness to 
Light

AATCC 107 (2013) Colorfastness to Water

AATCC 134 (2016) Electrostatic Propensity of Carpets

AATCC 165 (2013) Colorfastness to Crocking:  Textile 
Floor Coverings - Crockmeter Method

AATCC 174 (2016) Antimicrobial Activity Assessment 
of New Carpets

ASTM INTERNATIONAL (ASTM)

ASTM D297 (2015; R 2019) Rubber Products - Chemical 
Analysis

ASTM D1335 (2017; E 2018) Standard Test Method for 
Tuft Bind of Pile Yarn Floor Coverings

ASTM D1667 (2022) Standard Specification for Flexible 
Cellular Materials - Poly (Vinyl Chloride) 
Foam (Closed-Cell)

ASTM D2859 (2016) Standard Test Method for Ignition 
Characteristics of Finished Textile Floor 
Covering Materials

ASTM D3278 (2021) Standard Test Methods for Flash 
Point of Liquids by Small Scale Closed-Cup 
Apparatus

ASTM D3574 (2017) Standard Test Methods for Flexible 
Cellular Materials—Slab, Bonded, and 
Molded Urethane Foams

ASTM D3676 (2013) Rubber Cellular Cushion Used for 
Carpet or Rug Underlay
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ASTM D5793 (2018) Standard Test Method for Binding 
Sites Per Unit Length or Width of Pile 
Yarn Floor Coverings

ASTM D5848 (2020) Standard Test Method for Mass Per 
Unit Area of Pile Yarn Floor Coverings

ASTM D6859 (2011) Standard Test Method for Pile 
Thickness of Finished Level Pile Yarn 
Floor Coverings

ASTM D7330 (2015) Standard Test Method for Assessment 
of Surface Appearance Change in Pile Floor 
Coverings Using Standard Reference Scales

ASTM E648 (2019a) Standard Test Method for Critical 
Radiant Flux of Floor-Covering Systems 
Using a Radiant Heat Energy Source

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2017; Version 1.2) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

CARPET AND RUG INSTITUTE (CRI)

CRI 104 (2015) Carpet Installation Standard for 
Commercial Carpet

CRI 105 (2015) Carpet Installation Standard for 
Residential Carpet

CRI GLP QM (2017) Green Label Plus Quality Manual

CRI Test Method 103 (2015) Standard Test Method for the 
Evaluation of Texture Appearance Retention 
of Carpet Standards Program

GREEN SEAL (GS)

GS-36 (2013) Adhesives for Commercial Use

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION (ISO)

ISO 2551 (2020) Textile Floor Coverings and Textile 
Floor Coverings in Tile Form- 
Determination of Dimensional Changes Due 
to the Effects of Varied Water and Heat 
Conditions and Distortion Out of Plane

SCIENTIFIC CERTIFICATION SYSTEMS (SCS)

SCS SCS Global Services (SCS) Indoor Advantage
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SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT (SCAQMD)

SCAQMD Rule 1113 (2016) Architectural Coatings

SCAQMD Rule 1168 (2017) Adhesive and Sealant Applications

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

16 CFR 1630 Standard for the Surface Flammability of 
Carpets and Rugs (FF 1-70)

UNDERWRITERS LABORATORIES (UL)

UL 2818 (2022) GREENGUARD Certification Program 
For Chemical Emissions For Building 
Materials, Finishes And Furnishings

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
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used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Installation Drawings ; G[, [_____]]

SD-03 Product Data

Carpet ; G[, [_____]]

Carpet Cushion ; G[, [_____]]

Recycled Content for Carpeting ; S

Recycled Content for Fiber Cushion ; S

Recycled Content for Rubber Cushion ; S

Recycled Content for Polyurethane-Foam Cushion ; S

Moldings ; G[, [_____]]

Indoor Air Quality for Aerosol Adhesives ; S

Indoor Air Quality for Non-Aerosol Adhesives ; S

Indoor Air Quality for Concrete Primer ; S

SD-04 Samples

Carpet ; G[, [_____]]

Moldings ; G[, [_____]]

Carpet Cushion ; G[, [_____]]

SD-06 Test Reports

Moisture and Alkalinity Tests ; G[, [_____]]

SD-07 Certificates

Indoor Air Quality for Carpet ; S

Indoor Air Quality for Fiber Cushion ; S

Indoor Air Quality for Rubber Cushion ; S

Indoor Air Quality for Polyurethane-Foam Cushion ; S

SD-08 Manufacturer's Instructions

Surface Preparation

SD-10 Operation and Maintenance Data

Cleaning and Protection
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Maintenance Service

SD-11 Closeout Submittals

Warranty

1.3   CERTIFICATIONS

1.3.1   Indoor Air Quality Certifications

1.3.1.1   Floor Covering Materials

Provide carpet and cushion products certified to meet indoor air quality 
requirements by UL 2818  (GreenGuard) Gold, SCS Global Services Indoor 
Advantage Gold, CRI GLP QM or provide certification or validation by other 
third-party program that products meet the requirements of this Section.  
Provide current product certification documentation from certification 
body.  When product does not have certification, provide validation that 
product meets the indoor air quality product requirements cited herein.

1.4   DELIVERY, STORAGE, AND HANDLING

Deliver materials to the site in the manufacturer's original wrappings and 
packages clearly labeled with the manufacturer's name, brand name, size, 
dye lot number, and related information.  Remove materials from packaging 
and store them in a clean, dry, well ventilated area (100 percent outside 
air supply, minimum of 1.5 air changes per hour, and no recirculation),
protected from damage, soiling, and moisture , and strong contaminant 
sources and residues , and maintain at a temperature above  16 degrees C  60 
degrees F  for 2 days prior to installation.  Do not store carpet or carpet 
tiles with materials which have high emissions of volatile organic 
compounds (VOCs) or other contaminants, including paints and adhesives.   
Do not store carpet near materials that may off gas or emit harmful fumes, 
such as kerosene heaters, fresh paint, or adhesives.

1.5   AMBIENT CONDITIONS

Maintain areas in which carpeting is to be installed at a temperature above
 16 degrees C  60 degrees F  and below  32 degrees C  90 degrees F  for 2 days 
before installation, during installation, and for 2 days after 
installation.  Provide temporary ventilation during work of this section.  
Maintain a minimum temperature of  13 degrees C  55 degrees F  thereafter for 
the duration of the contract.

1.6   WARRANTY

Provide manufacturer's standard performance guarantees or warranties 
including minimum ten year wear warranty, two year material and 
workmanship and ten year tuft bind and delamination.

PART 2   PRODUCTS

2.1   CARPET

**************************************************************************
NOTE:   I f  mor e t han one car pet  t ype i s r equi r ed f or  
a pr oj ect ,  use a separ at e par agr aph f or  each car pet  
t ype.   Desi gnat e each car pet  t ype wi t h a l et t er  or  

SECTION 09 68 00  Page 8



number  symbol .   Use t he same desi gnat i ons t o key 
car pet s t o l ocat i ons on t he dr awi ngs and i n Sect i on 
09 06 00 SCHEDULES FOR FI NI SHES.

ADA Requi r ement s:   Car pet  must  be secur el y at t ached;  
have a f i r m cushi on,  or  backi ng,  or  no cushi on;  and 
have a l evel  l oop,  t ext ur ed l oop,  l evel  cut  pi l e,  or  
l evel  cut / uncut  pi l e t ext ur e.   The maxi mum t hi ckness 
shoul d be 13 mm 1/ 2 i nch.   Fast en exposed edges of  
car pet  t o f l oor  sur f aces and have t r i m al ong t he 
ent i r e l engt h of  t he exposed edge.

Nyl on f i ber  i s t ypi cal l y abr asi on r esi st ant  and 
dur abl e i n al l  pi l e conf i gur at i ons usi ng f i l ament  
f i ber ,  has good st ai n r emoval  char act er i st i cs,  and 
i s r ecommended f or  commer ci al  i nst al l at i ons.

Tr i ext a ( PTT)  f i ber  i s r ecommended f or  r esi dent i al  
i nst al l at i ons.   Some PTT f i ber  made out si de t he US 
can be used i n commer ci al  appl i cat i ons,  but  
speci f i cat i on of  t hese pr oduct s must  compl y wi t h t he 
Buy Amer i ca Act  when appl i cabl e.   Tr i ext a i s 
mar ket ed as of f er i ng excel l ent  dur abi l i t y ,  
r esi l i ency and cr ush r esi st ance.   Per manent  st ai n 
r esi st ance,  bl each r esi st ance and col or f ast ness 
bui l t  i nt o t he f i ber  hel ps t o make t r i ext a car pet s 
easy t o c l ean and can ext end t he l i f e of  t he 
car pet .   I t  i s  i mpor t ant  t o not e t hat  l ong t er m 
per f or mance of  t r i ext a f i ber  has not  yet  been 
t est ed.   

Pol yet hyl ene t er epht hal at e ( PET)  r ecycl ed pol yest er  
f i ber  has per manent  f ade r esi st ance,  i s per manent l y 
col or f ast ,  has a per manent  st ai n r esi st ance whi ch i s 
hi gher  t han ot her  t ype f i ber s,  i s  i mper vi ous t o 
har sh chemi cal s,  and has t he l owest  st at i c bui l dup.   
PET t ype pol yest er  car pet ,  once cr ushed under  
cont i nued hi gh pr essur e,  i s  l ess l i kel y t han nyl on 
car pet  t o r ebound.   PET car pet  i s not  r ecommended 
f or  sever e and moder at e wear  l evel  ar eas and shoul d 
be l i mi t ed t o l i ght  wear  ar eas.

Wool  i s a nat ur al  f i ber ,  whi ch i s i nher ent l y f l ame 
r esi st ant ,  f or mi ng a char  t hat  wi l l  nei t her  mel t  nor  
dr i p.   Wool  i s al so r api dl y r enewabl e and r esi l i ent ,  
and due t o t he scal y char act er  of  i t s  f i ber  i t  
scat t er s opt i cal  l i ght ,  t hus r educi ng soi l i ng 
v i s i bi l i t y .   Wool  i s hi ghl y r ecommended f or  
shi pboar d use due t o i t  bei ng i nher ent l y f l ame 
resistant.

Wool ,  cot t on,  j ut e,  hemp and si sal  car pet s may not  
meet  accept ed per f or mance r equi r ement s of  commer ci al  
car pet .   Ver i f y sui t abi l i t y ,  avai l abi l i t y  and 
adequat e compet i t i on bef or e speci f y i ng t hese 
products.

Fl exi bl e and modul ar  component s,  l i ke car pet  t i l e,  
r educe t he l abor  and mat er i al s cost s r el at ed t o 
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oper at i ons and mai nt enance,  chur n,  and f ut ur e 
renovations.

Cont i nuous dye pr ocess uses t wo t o t hr ee t i mes l ess 
wat er  t han bat ch dyei ng dur i ng manuf act ur e.

**************************************************************************

Furnish first quality carpet that is free of visual blemishes, streaks, 
poorly dyed areas, fuzzing of pile yarn, spots or stains, and other 
physical and manufacturing defects.  Provide carpet materials and 
treatments as reasonably nonallergenic and free of other recognized health 
hazards.  Provide a static control construction on all grade carpets which 
gives adequate durability and performance.  Submit manufacturer's catalog 
data and printed documentation stating physical characteristics, 
durability, resistance to fading, and flame resistance characteristics for 
each type of carpet material and installation accessory.  Submit 
manufacturer's Product Data for 1) Carpet, 2) Moldings, and 3) Carpet 
Cushion.  Also, submit Samples of the following:

a.  Carpet:  [Two] [_____] "Production Quality" samples  450 by 450 mm  18 
by 18 inches  of each carpet proposed for use, showing quality, 
pattern, and color specified

b.  Moldings:  [Two] [_____] samples of each type minimum  300 mm  12 inches  
long

c.  Carpet Cushion:  [Two] [_____] samples minimum  150 by 150 mm  6 by 6 
inches  

2.1.1   Recycled Content

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.  Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on ( i ncl udi ng ver i f i cat i on of  
br acket ed per cent ages i ncl uded i n t hi s gui de 
speci f i cat i on)  bef or e speci f y i ng pr oduct  r ecycl ed 
cont ent  r equi r ement s.  A r esour ce t hat  can be used t o 
i dent i f y pr oduct s wi t h r ecycl ed cont ent  i s t he 
" Compr ehensi ve Pr ocur ement  Gui del i nes ( CPG) "  page 
wi t hi n t he EPA' s websi t e at  ht t p: / / www. epa. gov.  
Ot her  pr oduct s wi t h r ecycl ed cont ent  ar e al so 
accept abl e when meet i ng al l  r equi r ement s of  t hi s 
specification.

Resear ch shows t he pr oduct  i s avai l abl e f r om US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.   Some manuf act ur er s 
and r egi ons have hi gher  per cent ages.  Based on 
r esear ch,  i nser t  desi r ed mi ni mum per cent ages i nt o 
t he empt y set  of  br acket s.

**************************************************************************

Carpeting must contain a minimum of [20][40][_____] percent recycled 
content.  Provide data identifying percentage of recycled content for 
carpeting .
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2.1.2   Indoor Air Quality Requirements

Products must meet emissions requirements of CDPH SECTION 01350 .  Provide 
certification or validation of indoor air quality for carpet .

2.1.3   Physical Characteristics for [Broadloom][Modular Tile][Entrance] 
Carpet

**************************************************************************
NOTE:   Copy t hi s par agr aph i ncl udi ng subpar agr aphs 
i f  mor e t han one car pet  i s speci f i ed.   Desi gnat e 
each car pet  t ype wi t h a l et t er  or  number  symbol .   
Use t he same desi gnat i ons t o key car pet s t o 
l ocat i ons on t he dr awi ngs or  i n Sect i on 09 06 00 
SCHEDULES FOR FI NI SHES.

**************************************************************************

2.1.3.1   Carpet Construction

[Tufted] [Woven] [Bonded] [Needlebond] [Needle Felt] [_____]

2.1.3.2   Type

[Broadloom  [3.6] [1.8] m  [12] [6] feet  minimum usable carpet width [with 
exception of corridors] [and] [stairs] [_____].] [Modular tile  [450 by 450] 
[500 by 500] [600 by 600] [914 by 305] [1219 by 305] [_____] mm square  [18 
by 18] [20 by 20] [24 by 24] [36 by 12] [48 by 12] [_____] inch square  
with 0.15 percent growth/shrink rate in accordance with ISO 2551 .]   
[Entrance  [450 by 450] [_____] mm  [18 by 18] [_____] inch  square  [3.6] 
[1.8] m  [12] [6] feet  width [_____] mat size.]   [See Section [ 09 69 13  
RIGID GRID ACCESS FLOORING][  and  ][ 09 69 19  STRINGERLESS ACCESS 
FLOORING] for size required for a one to one alignment with raised access 
floor panels.]

2.1.3.3   Pile Type

[Level-loop] [Multilevel loop] [Cut and loop] [Frieze] [Cut pile] [Random 
sheared] [Level tip shear]

2.1.3.4   Pile Fiber

Commercial 100 percent branded (federally registered trademark) [nylon 
continuous filament] [nylon staple] [wool with Woolmark certification] 
[wool blend with Wool Bureau certification] [_____].

2.1.3.5   Gauge or Pitch

Minimum [_____]  mm inch  in accordance with ASTM D5793

2.1.3.6   Stitches or Rows/Wires

Minimum [_____] per  square meter  square inch

2.1.3.7   Surface Pile Weight

Minimum [_____]  kg/square meter  ounces per square yard .  This does not 
include weight of backings.  Determine weight in accordance with ASTM D5848.
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2.1.3.8   Pile Thickness

Minimum [_____]  mm inch  in accordance with ASTM D6859

2.1.3.9   Pile Density

**************************************************************************
NOTE:   Pi l e Densi t y = 36 x Pi l e Wei ght / Pi l e 
Thickness.

**************************************************************************

Minimum [_____]

2.1.3.10   Dye Method

[Solution dyed] [Stock dyed] [Yarn (or Skein) dyed] [Piece dyed] [Space 
dyed] [Continuous dyed]

2.1.3.11   Backing Materials

Provide primary backing materials like [those customarily used and 
accepted by the trade for each type of carpet] [polypropylene]  [synthetic 
material]   [rubber]  [jute] [cotton] [_____].  Provide secondary backing to 
suit project requirements of those customarily used and accepted by the 
trade for each type of carpet.

2.1.3.12   Attached Cushion

Provide an attached cushion [chemically frothed polyurethane with minimum 
weight of  0.610 kg/sq. m  18 oz/sq. yard , minimum density of  176 kg/cubic m  
11 lb/cubic foot ] [mechanically frothed polyurethane with minimum weight of
 0.745 kg/sq. m  22 oz/sq. yard , minimum density of  224 kg/cubic m  14 
lb/cubic foot , minimum thickness of  2.5 mm  0.100 inch , and maximum 
compression resistance of  34.5 kPa  5 psi , and compression set of 15 
percent in accordance with ASTM D3676].  Do not exceed the maximum ash 
content of 50 percent when tested in accordance with ASTM D297.  Pass the 
accelerated aging test in accordance with [ ASTM D3676] [ ASTM D1667] for 
the cushion.

2.2   PERFORMANCE REQUIREMENTS

2.2.1   Texture Appearance Retention Rating (TARR)

**************************************************************************
NOTE:   Use t he char t  bel ow t o i dent i f y t he 
r ecommended mi ni mum use TARR t r af f i c  l evel  
c l assi f i cat i on t hat  cor r esponds t o t he end- use 
appl i cat i on.   These cl assi f i cat i ons ar e based on 
t ypi cal  usage.   Use a hi gher  c l assi f i cat i on i f  
t r af f i c  exposur e i s expect ed t o be gr eat er  t han 
usual .   Pr ovi de a TARR t r af f i c  l evel  c l assi f i cat i on 
f or  each car pet  used on a pr oj ect .

END- USE CLASSI FI CATI ON CHART
  End-Use Application                   Minimum Use 
                                       Classification
BANKS/ CREDI T UNI ONS
  Ent r ances and cust omer  banki ng space        Sever e
  Open of f i ce space,  pr i vat e of f i ces           Heavy
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BOWLI NG ALLEYS
  Concour ses ( excl udi ng f ood ser vi ce,
   wor ki ng and st or age ar eas)                  Sever e

CHAPELS AND OTHER RELI GI OUS FACI LI TI ES
  Educat i onal  wi ng,  wor shi p ar eas              Heavy

CHI LD CARE CENTERS
  Al l  ar eas                                   Sever e

CLUBS
  Al l  ar eas                                   Sever e

HOUSING
  Single Family
  Fami l y r ooms, l i v i ng r ooms, di ni ng r ooms       Heavy
  Sl eepi ng r ooms                               Heavy
  Combi nat i on l i v i ng/ s l eepi ng r ooms            Heavy

  Multi-Family
  Common ar eas ( l obbi es, l ounges)               Sever e
  Cor r i dor s                                   Sever e
  Fami l y r ooms, l i v i ng r ooms, di ni ng r ooms       Heavy
  Mul t i - pur pose ar eas                         Sever e
  Sl eepi ng r ooms                               Heavy
  Combi nat i on l i v i ng/ s l eepi ng r ooms            Heavy

LABORATORY/ RESEARCH FACI LI TI ES
  Comput er  wor k ar eas                         Sever e
  Cl osed pr i vat e of f i ce                        Heavy
  Open wor k ar eas,  dr y l abs                   Sever e

LIBRARIES
  Conf er ence r ooms,  cor r i dor s                 Sever e

LODGI NG FACI LI TI ES/ DORMI TORI ES
  Conf er ence r ooms                            Sever e
  Combi nat i on l i v i ng/ s l eepi ng r ooms           Sever e
  Di ni ng f aci l i t i es                           Sever e
  Of f i ces                                      Heavy
  Publ i c ar eas( l obbi es, l ounges, TV r ooms,
   day r ooms)                                  Sever e
  Sl eepi ng r ooms                               Heavy

MEDI CAL FACI LI TI ES 
( excl udi ng pat i ent  t r eat ment  ar eas)
  Assi st ed l i v i ng ar eas, cl assr ooms             Heavy
  Chapel s,  consul t at i on r ooms                  Heavy
  Cl i ni cal  wai t i ng ar eas ( out pat i ent ,
   phar macy, anci l l ar y zone onl y)               Sever e
  Cor r i dor s, di ni ng ar eas, el evat or s            Sever e
  Ent r ance ar eas
   ( ent r y mat s shoul d be used)                 Sever e
  Li br ar i es                                    Heavy
  Lobbi es                                     Sever e
  Lounges                                      Heavy
  Of f i ces ( pr i vat e, semi - pr i vat e)               Sever e
  Pat i ent  r ooms                                Heavy
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  Pl ayr ooms ( OB/ GYN, Pedi at r i c c l i ni cs)         Sever e
  St af f  s l eepi ng and wat ch ar eas               Heavy

MI LI TARY HOUSI NG
  Family Housing
  Fl ag                                         Heavy
  Si ngl e uni t                                   Heavy
  Mul t i - uni t  ( cor r i dor s, s l eepi ng/ l i v i ng 
   r ooms)                                       Heavy
  Mul t i - uni t  ( publ i c ar eas, l obbi es, l ounges)    Sever e

  Bachelor Officer Quarters
  Sl eepi ng/ l i v i ng r ooms                        Heavy
  Publ i c ar eas ( l obbi es, l ounges)               Sever e
  Di ni ng Faci l i t i es                           Sever e
  Of f i ces                                      Heavy

  Bachelor Enlisted Quarters
  Sl eepi ng/ l i v i ng r ooms                       Sever e
  Publ i c ar eas ( l obbi es, l ounges)               Sever e
  Di ni ng Faci l i t i es                           Sever e
  Of f i ces                                      Heavy

MUSI C OR DRAMA CENTERS
  Al l  ar eas                                   Sever e

OFFI CES ( i ncl udi ng admi ni st r at i ve ar eas)
  Cl osed pr i vat e of f i ces                       Heavy
  Cor r i dor s                                   Sever e
  Conf er ence r ooms                             Heavy
  Open pl an of f i ce ( c i r cul at i on ar eas)         Sever e
  Open pl an of f i ce ( wor k ar eas)                 Heavy

RESTAURANTS ( excl udi ng wor k spaces)
  Di ni ng ar eas                                Sever e
  Caf et er i a- t ype di ni ng ar eas, enl i st ed 
   cant eens                                   Sever e
  Of f i ce ar eas                                 Heavy

RETAI L STORES
  Of f i ces                                      Heavy
  Rest aur ant  and caf et er i a di ni ng ar eas       Sever e
  Sal es ar eas                                 Sever e

THEATERS
  Al l  ar eas                                   Sever e

TRAI NI NG BUI LDI NGS/ EDUCATI ONAL FACI LI TI ES 
( i ncl udi ng dependent s '  school s)
  Cl assr ooms, cor r i dor s                        Sever e
  St af f / admi ni st r at i on of f i ces                 Heavy

YOUTH CENTERS
  Al l  ar eas                                   Sever e

**************************************************************************

Provide carpet with a greater than or equal to [3.0 (Heavy)] [3.5 
(Severe)] TARR traffic level classification in accordance with ASTM D7330 
or CRI Test Method 103 .
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2.2.2   Static Control

**************************************************************************
NOTE:   Speci f y st at i c cont r ol  t o meet  pr oj ect  
r equi r ement s.   I nst al l at i ons f or  cr i t i cal  ar eas such 
as comput er  r ooms wi l l  use t he 2. 0 kV r equi r ement s.   
St at i c pr ot ect ed car pet s f or  most  commer ci al  
i nst al l at i ons ar e nor mal l y r at ed at  3. 5 kV.

**************************************************************************

Provide static control to permanently regulate static buildup to less than 
[3.5] [2.0] [_____] kV when tested at 20 percent relative humidity and  21 
degrees C  70 degrees F  in accordance with AATCC 134.

2.2.3   Flammability and Critical Radiant Flux Requirements

**************************************************************************
NOTE:   Choi ce of  cr i t i cal  r adi ant  f l ux l evel  as i t  
appl i es t o bui l di ng t ype and ar ea of  appl i cat i on 
wi l l  be made i n accor dance wi t h t he l at est  edi t i on 
of  NFPA 101.   Wher ever  t he use of  Cl ass I I  ( 0. 22)  
wat t s f i ni sh i s r equi r ed,  Cl ass I  ( 0. 45)  wat t s wi l l  
be per mi t t ed.

**************************************************************************

Comply with 16 CFR 1630  or ASTM D2859.  Provide carpet in corridors and 
exits with a minimum average critical radiant flux of [0.22] [0.45] watts 
per square centimeter when tested in accordance with ASTM E648.

2.2.4   Tuft Bind

Comply with ASTM D1335 for tuft bind force required to pull a tuft or loop 
free from carpet backing with a minimum [ 40 N 10 pound average force for 
loop pile broadloom] [ 18 N 3 pound average force for cut pile broadloom] [
36 N 8 pound average force for modular carpet tile].

2.2.5   Colorfastness to Crocking

Comply dry and wet crocking with AATCC 165 and with a Class 4 minimum 
rating on the AATCC Color Transference Chart for all colors.

2.2.6   Colorfastness to Light

Comply colorfastness to light with AATCC 16, Test Option E "Water-Cooled 
Xenon-Arc Lamp, Continuous Light" and with a minimum 4 grey scale rating 
after 40 hours.

2.2.7   Colorfastness to Water

**************************************************************************
NOTE:   I ncl ude t hi s t est  when speci f y i ng car pet  
const r uct ed of  yar n dyed f i ber s.

**************************************************************************

Comply colorfastness to water with AATCC 107 and with a minimum 4.0 gray 
scale rating and a minimum 4.0 transfer scale rating.
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2.2.8   Delamination Strength

Provide delamination strength for tufted carpet with a secondary back of 
minimum  440 N/m  2.5 lbs/inch .

2.2.9   Antimicrobial

**************************************************************************
NOTE:   I ncl ude when r equi r ed f or  a speci f i c  use such 
as chi l d car e,  di ni ng f aci l i t i es or  hospi t al s.

**************************************************************************

Nontoxic antimicrobial treatment in accordance with AATCC 174 Part I 
(qualitative), guaranteed by the carpet manufacturer to last the life of 
the carpet.

2.3   CARPET CUSHION

**************************************************************************
NOTE:   Car pet  cushi ons ar e EPA desi gnat ed pr oduct s 
f or  r ecycl ed cont ent .   Use mat er i al s wi t h r ecycl ed 
cont ent  wher e appr opr i at e f or  use.   Ver i f y 
sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  cost  
ef f ect i veness and adequat e compet i t i on ( i ncl udi ng 
ver i f i cat i on of  br acket ed per cent ages i ncl uded i n 
t hi s gui de speci f i cat i on)  bef or e speci f y i ng pr oduct  
r ecycl ed cont ent  r equi r ement s.  A r esour ce t hat  can 
be used t o i dent i f y pr oduct s wi t h r ecycl e cont ent  i s 
t he " Compr ehensi ve Pr ocur ement  Gui del i nes ( CPG) "  
page wi t hi n t he EPA' s websi t e at  ht t p: / / www. epa. gov.  
Ot her  pr oduct s wi t h r ecycl ed cont ent  ar e al so 
accept abl e when meet i ng al l  r equi r ement s of  t hi s 
specification.

Resear ch shows t he pr oduct  i s avai l abl e f r om US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.   Some manuf act ur er s 
and r egi ons have hi gher  per cent ages.  Based on 
r esear ch,  i nser t  desi r ed mi ni mum per cent ages i nt o 
t he empt y set  of  br acket s.

**************************************************************************

**************************************************************************
NOTE:   Sel ect  t he appr opr i at e car pet  cushi on.

**************************************************************************

[ 2.3.1   Fiber Cushion

[Rubberized hair, mothproofed and sterilized] [Rubberized jute [with 
minimum 40 percent recycled content], mothproofed and sterilized] 
[Synthetic with minimum [___] percent recycled content] [Resinated, 
recycled textile].  [Provide data identifying percentage of recycled 
content for fiber cushion .

Products must meet emissions requirements of CDPH SECTION 01350 .  Provide 
certification or validation of indoor air quality for fiber cushion .]
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2.3.1.1   Weight

[_____] g/sq.m [_____] oz./sq. yd.

2.3.1.2   Thickness

[_____] mm [_____] inches  plus 5 percent maximum

2.3.1.3   Density

[_____] kg/cu.m [_____] lb/cu.ft.

][ 2.3.2   Rubber Cushion

[Flat][Rippled waffle][Textured flat][Reinforced][, with minimum 60 
percent recycled content.  Provide data identifying percentage of recycled 
content for rubber cushion .

Products must meet emissions requirements of CDPH SECTION 01350 .  Provide 
certification or validation of indoor air quality for rubber cushion .]

2.3.2.1   Weight

[_____] g/sq.m [_____] oz./sq. yd.

2.3.2.2   Thickness

[_____] mm [_____] inches  plus 5 percent maximum

2.3.2.3   Compression Resistance

[_____] kg/sq. mm [_____] lb/sq. in.  at [25][65] percent in accordance with 
ASTM D3574.

2.3.2.4   Density

[_____] kg/cu.m [_____] lb/cu.ft.

][ 2.3.3   Polyurethane-Foam Cushion

[Grafted prime] [Densified] [Bonded] [Mechanically frothed] [, with 
minimum 15 percent recycled content.  Provide data identifying percentage 
of recycled content for polyurethane-foam cushion .

Products must meet emissions requirements of CDPH SECTION 01350 .  Provide 
certification or validation of indoor air quality for polyurethane-foam 
cushion .]

2.3.3.1   Compression Force Deflection at 65 Percent

[_____] mm [_____] lb/sq.in.  of polymer density in accordance with 
ASTM D3574

2.3.3.2   Thickness

[_____] mm [_____] inches  plus 5 percent maximum
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2.3.3.3   Density

[_____] kg/cu.m [_____] lb/cu.ft.

] 2.3.4   Performance Requirements - Critical Radiant Flux

Provide carpet cushion in corridors and exits with a minimum average 
critical radiant flux of [0.22][0.45] watts per square centimeter when 
tested in accordance with ASTM E648.

2.4   ADHESIVES AND CONCRETE PRIMER

Comply with applicable regulations regarding toxic and hazardous 
materials.  Provide water resistant, mildew resistant, nonflammable, and 
nonstaining adhesives and concrete primers for carpet installation as 
required by the carpet manufacturer.  Provide release adhesive for modular 
tile carpet as recommended by the carpet manufacturer.  Provide adhesives 
flashpoint of minimum  60 degrees C  140 degrees F  in accordance with 
ASTM D3278.   Non-aerosol adhesive products used on the interior of the 
building (defined as inside of the weatherproofing system) must meet 
either emissions requirements of CDPH SECTION 01350  (limit requirements 
for either office or classroom spaces regardless of space type) or VOC 
content requirements of SCAQMD Rule 1168 .  Aerosol adhesive products used 
on the interior of the building (defined as inside of the weatherproofing 
system) must meet either emissions requirements of CDPH SECTION 01350  
(limit requirements for either office or classroom spaces regardless of 
space type) or VOC content requirements of GS-36.  Provide validation of 
indoor air quality for aerosol adhesives .  Provide validation of indoor 
air quality for non-aerosol adhesives .  Concrete primer products used on 
the interior of the building (defined as inside of the weatherproofing 
system) must meet either emissions requirements of CDPH SECTION 01350  
(limit requirements for either office or classroom spaces regardless of 
space type) or VOC content requirements of SCAQMD Rule 1113 .  Provide 
validation of indoor air quality for concrete primer .

2.5   MOLDINGS

Provide carpet moldings where floor covering material changes or carpet 
edge does not abut a vertical surface.  Provide [a heavy-duty [vinyl] 
[rubber] molding designed for the type of carpet being installed.  Provide 
floor flange of a minimum  [38 mm]  [1 1/2 inches]  wide.  Provide [_____] 
color to match [resilient base] [_____].] [an aluminum molding, pinless 
clamp-down type, designed for the type of carpet being installed.  Provide 
[natural color anodized] [prefinished color [_____] finish.  Provide a 
floor flange of a minimum  38 mm  1-1/2 inch  wide and face a minimum  16 mm  
5/8 inch  wide.]]

2.6   TAPE

Provide tape for seams as recommended by the carpet manufacturer for the 
type of seam used in broadloom installation.  Seam sealant must have a 
maximum VOC content of no more than 50 grams/liter.  Do not use sealants 
that contain 1,1,1-trichloroethane or toluene.

2.7   COLOR, TEXTURE, AND PATTERN

**************************************************************************
NOTE:  Coor di nat e edi t i ng of  col or  r ef er ence 
sent ence( s)  wi t h t he Gover nment .   Gener al l y t he 
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Section 09 06 00 SCHEDULES FOR FI NI SHES or  dr awi ngs 
ar e used when t he pr oj ect  i s  desi gned by an 
Ar chi t ect  or  I nt er i or  desi gner .   Sel ect  col or  f r om 
manuf act ur er ' s st andar d col or s or  i dent i f i ed i n t hi s 
speci f i cat i on onl y when t he pr oj ect  has mi ni mal  
finishes.

When t he gover nment  di r ect s t hat  col or  be l ocat ed i n 
t he dr awi ngs,  add a not e t hat  st at es:   " Wher e col or  
i s shown as bei ng speci f i c  t o one manuf act ur er ,  an 
equi val ent  col or  by anot her  manuf act ur er  may be 
submi t t ed f or  appr oval .   Manuf act ur er s and mat er i al s 
speci f i ed ar e not  i nt ended t o l i mi t  t he sel ect i on of  
equal  col or s f r om ot her  manuf act ur er s.   The wor d 
" col or "  as used her ei n i ncl udes sur f ace col or  and 
pattern."

When mor e t han one t ype,  pat t er n or  col or  i s 
speci f i ed i dent i f y l ocat i on.

When a manuf act ur er ' s name,  st ock number ,  pat t er n,  
and col or  i s speci f i ed f or  col or ,  be cer t ai n t hat  
t he pr oduct  conf or ms t o t he speci f i cat i on,  as 
edited. 

**************************************************************************

Provide color, texture, and pattern in accordance with [Section 09 06 00  
SCHEDULES FOR FINISHES] [the drawings] [_____].

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Do not install carpet on surfaces that are unsuitable and will prevent a 
proper installation.  Prepare subfloor in accordance with flooring 
manufacturer's recommended instructions.  Repair holes, cracks, 
depressions, or rough areas using material recommended by the carpet or 
adhesive manufacturer.  Free floor of any foreign materials and sweep 
clean.  Before beginning work, test subfloor with glue and carpet to 
determine "open time" and bond.  Submit [three] [_____] copies of the 
manufacturer's printed Installation instructions for the carpet, including 
Surface Preparation, seaming techniques, and recommended adhesives and 
tapes.

3.2   MOISTURE AND ALKALINITY TESTS

Test concrete slab for moisture content and excessive alkalinity in 
accordance with CRI 104 / CRI 105 .  Submit [three] [_____] copies of reports 
of 
Moisture and Alkalinity Tests including content of concrete slab stating 
date of test, person conducting the test, and the area tested.

3.3   PREPARATION OF CONCRETE SUBFLOOR

**************************************************************************
NOTE:   Coor di nat e need f or  seal i ng of  concr et e s l ab 
wi t h pr oj ect  r equi r ement s such as wet  condi t i ons 
whi ch mi ght  occur  i n hospi t al  car e.

**************************************************************************
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Do not commence installation of the carpeting until concrete substrate is 
at least 90 days old.  Prepare the concrete surfaces in accordance with 
the carpet manufacturer's instructions.  Match carpet, when required, and 
adhesives to prevent off-gassing to a type of curing compounds, leveling 
agents, and concrete sealer.

3.4   INSTALLATION

Isolate area of installation from rest of building.  Perform all work by 
manufacturer's approved installers.  Conduct installation in accordance 
with the manufacturer's printed instructions and CRI 104 / CRI 105 .  Protect 
edges of carpet meeting hard surface flooring with molding and install in 
accordance with the molding manufacturer's printed instructions.  Use 
autofoam mothproofing system for wool carpets. Follow ventilation, personal 
protection, and other safety precautions recommended by the adhesive 
manufacturer.  Continue ventilation during installation and for at least 
72 hours following installation.  Do not permit traffic or movement of 
furniture or equipment in carpeted area for 24 hours after installation.  
Complete other work which would damage the carpet prior to installation of 
carpet.  Submit [three] [_____] copies of Installation Drawings  for 1) 
Carpet, 2) Carpet Cushion, and 3) Moldings indicating areas receiving 
carpet, carpet types, patterns, direction of pile, location of seams, and 
locations of edge molding.

Do not install building construction materials that show visual evidence 
of biological growth.

3.4.1   Broadloom Installation

Install broadloom carpet [direct glue down] [pre-applied adhesive glue 
down] smooth, uniform, and secure, with a minimum of seams.  Apply 
regular, unnoticeable, and treated seams with a seam adhesive.  Run side 
seams toward the light, where practical, and where such layout does not 
increase the number of seams.  Install breadths parallel, with carpet pile 
in the same direction.  Match patterns accurately.  Neatly cut and fit 
cutouts, at door jambs, columns and ducts securely.  Locate seams at 
doorways parallel to and centered directly under doors.  Do not make seams 
perpendicular to doors or at pivot points.  Provide seams at changes in 
directions of corridors to follow the wall line parallel to the carpet 
direction.  Lay the carpet lengthwise down the corridors with widths less 
than  1.8 m  6 feet .

3.4.2   Modular Tile Installation

Install modular tiles with [releasable] [manufacturer approved adhesive 
tab system] [permanent vinyl-compatible] [_____] adhesive and snug 
joints.  Use [monolithic] [1/4 turn] [ashlar] [brick] [herringbone] 
[random] [_____] installation method.  Comply with manufacturer 
installation instructions for required drying time of releasable adhesive 
so it sets up properly.  Provide accessibility to the subfloor where 
required.  Carpet tile on stairs and sloped surfaces must be installed 
with a more permanent installation method in accordance with the 
manufacturer's instructions and with manufacturer recommended adhesives 
for this application.  [See Section [ 09 69 13  RIGID GRID ACCESS 
FLOORING][  and  ][ 09 69 19  STRINGERLESS ACCESS FLOORING] for installation 
method of carpet tile on access flooring.]
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3.4.3   Entrance Carpet Installation

[Install tiles with [permanent vinyl-compatible] [releasable] adhesive and 
snug joints.  Use [monolithic] [1/4 turn] [ashlar] [brick] [random] 
installation method.]  [Install roll goods [direct glue down] [pre-applied 
adhesive glue down] and smooth, uniform, and secure, with a minimum of 
seams.  Prepare regular, unnoticeable, and treated seams with a seam 
adhesive.  Install breadths parallel, with carpet pile in the same 
direction.  Match patterns accurately.  Neatly cut and fit, securely, 
cutouts at door jambs, columns, and ducts.  Locate seams at doorways 
parallel to and centered directly under doors.  Do not make seams 
perpendicular to doors or at pivot points.]  [Cut mats to specified size 
and finish them with a tapered vinyl edge that is glued and sewn on.]

[ 3.4.4   Stretch-in Installation

**************************************************************************
NOTE:   I nst al l at i on wi t h t ack st r i ps ( st r et ch i n 
met hod)  over  cushi on can avoi d pot ent i al  adhesi ve 
i nt er act i on wi t h car pet  backi ng.   I t  i s  appr opr i at e 
f or  r esi dent i al  and hospi t al i t y  set t i ngs,  i n whi ch 
r ooms ar e r el at i vel y smal l  and separ at e cushi on i s 
used;  but  not  f easi bl e i n l ar ge,  open spaces.

**************************************************************************

Provide carpet tack strips wherever carpeting abuts vertical surfaces.  
Install tackless carpet stripping by nailing.  Place carpet cushion 
face-up, as recommended by cushion manufacturer, over entire floor area to 
be carpeted with joints butted.  Do not use adhesives to attach carpet, 
cushion, or substrate.  Comply with carpet manufacturer's instructions for 
installation.  Attach rubber or metal edge strip to substrate with 
adhesive for transition when carpet meets other flooring materials or to 
finish carpet edge when required.

] 3.5   CLEANING AND PROTECTION

Submit [three] [_____] copies of carpet manufacturer's maintenance 
instructions describing recommended type of cleaning equipment and 
material, spotting and cleaning methods, and cleaning cycles.

3.5.1   Cleaning

As specified in Section 01 78 00  CLOSEOUT SUBMITTALS.  After installation 
of the carpet, remove debris, scraps, and other foreign matter.  Remove 
soiled spots and adhesive from the face of the carpet with appropriate 
spot remover.  Cut off and remove protruding face yarn.  Vacuum carpet 
clean  with a high-efficiency particulate air (HEPA) filtration vacuum .

3.5.2   Protection

Protect the installed carpet from soiling and damage with heavy, 
reinforced, nonstaining kraft paper, plywood, or hardboard sheets.  Lap 
and secure edges of kraft paper protection to provide a continuous cover.  
Restrict traffic for at least 48 hours.  Remove protective covering when 
directed by the Contracting Officer.

3.6   REMNANTS

Manage waste as specified in the Waste Management Plan.  [Provide remnants 
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remaining from the installation, consisting of scrap pieces more than  600 
mm 2 feet  in dimension with more than  0.6 square meters  6 square feet  
total [to the Government] [to local non-profit such as Habitat for 
Humanity as directed by the Government]].  [Set aside and return 
non-retained scraps to manufacturer for recycling into new product] 
[Remove non-retained scraps from site and recycle appropriately].

3.7   MAINTENANCE

3.7.1   Extra Materials

Provide extra material from same dye lot consisting of [full width 
continuous broadloom]  [and] [uncut carpet tiles] for future maintenance.  
Provide a minimum of [three] [_____] percent of total  square meters  square 
yards  of each carpet type, pattern, and color.  [Furnish [three] [____] 
percent extra of total adhesive tabs.]

3.7.2   Maintenance Service

**************************************************************************
NOTE:   Mai nt enance agr eement s ar e st andar d pr act i ce 
i n t he bui l di ng i ndust r y.   Under  a gr een l ease,  when 
t he cust omer  no l onger  r equi r es t he use of  t he 
par t i cul ar  pr oduct  or  r equi r es an updat ed model ,  t he 
manuf act ur er  i s obl i gat ed t o r ecl ai m i t  and 
r ef ur bi sh i t  or  di sassembl e i t  f or  r ecycl i ng as 
appropriate.

**************************************************************************

Collect information from the manufacturer about [maintenance agreement] 
[green lease] options, and submit to Contracting Officer.  Service must 
reclaim materials for recycling and/or reuse.  Service must not landfill 
or burn reclaimed materials.  When such a service is not available, seek 
local recyclers to reclaim the materials.  Submit documentation of 
manufacturer's [maintenance agreement] [take-back program] [green lease] 
for carpet.  Include contact information, summary of procedures, and the 
limitations and conditions applicable to the project.  Indicate 
manufacturer's commitment to reclaim materials for recycling and reuse.

        -- End of Section --
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