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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  dr aper i es,  dr aper y har dwar e,  and 
installation.

Not e:   Use Sect i on 12 21 00 f or  WI NDOW BLI NDS

Not e:   Use Sect i on 12 24 13 f or  ROLLER WI NDOW SHADES

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Thi s gui de speci f i cat i on i ncl udes t ai l or i ng opt i ons 
f or  Mot or i zed Dr aper y Rods.   Sel ect i on or  
desel ect i on of  a t ai l or i ng opt i on ( sel ect  
v i ew- t ai l or i ng opt i ons)  wi l l  i ncl ude or  excl ude t hat  
opt i on i n t he sect i on.   Speci f i c  pr oj ect  edi t i ng i s 
st i l l  r equi r ed f or  t he r esul t i ng sect i on.

Mot or i zed dr aper y syst ems must  be coor di nat ed wi t h 
el ect r i cal  and HVAC syst ems ( ener gy conser vat i on 
measur es) ,  as wel l  as t he dr aper y manuf act ur er  t o 
ver i f y wei ght  and r el at ed car r y i ng har dwar e.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
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NOTE:   On t he dr awi ngs,  show:

1.   Wi ndows and ot her  l ocat i ons r equi r i ng dr aper y.   
I ndi cat e whet her  dr aper y ext ends t o cei l i ng or  t o 
speci f i c  hei ght  above wi ndows.

2.   Locat i on of  each di f f er ent  dr aper y f abr i c when 
mor e t han one t ype,  pat t er n or  col or  i s t o be 
provided.

3.   Wi dt h of  wi ndow and wi dt h of  dr aper y ext ensi on 
i f  bay wi ndow.

4.   Locat i on of  sampl e wi ndow i nst al l at i on,  i f  
appropriate.

5.   I ndi cat e dr aw di r ect i on when one- way dr aw 
t r aver se r ods or  t r acks ar e t o be pr ovi ded.

6.   I ndi cat e mot or  l ocat i on and any i nt egr at ed 
component s or  accessor i es.

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM D3691/D3691M (2019) Standard Performance Specification 
for Woven, Lace, and Knit Household 
Curtain and Drapery Fabrics
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CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2017; Version 1.2) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 701 (2023; ERTA 1 2023) Standard Methods of 
Fire Tests for Flame Propagation of 
Textiles and Films

SCIENTIFIC CERTIFICATION SYSTEMS (SCS)

SCS SCS Global Services (SCS) Indoor Advantage

UNDERWRITERS LABORATORIES (UL)

UL 2818 (2022) GREENGUARD Certification Program 
For Chemical Emissions For Building 
Materials, Finishes And Furnishings

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a " G"  t o an i t em 
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce,  
and NASA pr oj ect s,  or  choose t he second br acket ed 
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i t em f or  Ar my pr oj ect s.
**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Drawings ; G[, [_____]]

SD-03 Product Data

Drapery System

SD-04 Samples

Drapery Fabric ; G[, [_____]]

  Submit a range of three samples,  900 by 900 mm  36 by 36 inches  
or larger, to match the fabric quality, weight, pattern, and color 
shown or specified.  Once selected, label approved samples to 
identify locations for their use in the project.  Maintain 
identification and approval markings until final acceptance of the 
work.

Motor and Controller ; G[, [_____]]

**************************************************************************
NOTE:   Coor di nat e wi t h t he dr aper y har dwar e 
speci f i ed f or  t he pr oj ect .   Shoul d t he desi gner  
choose t o i ndi cat e t he l ocat i on f or  t he sampl e 
wi ndow i nst al l at i on,  c l ear l y i ndi cat e t he l ocat i on 
on t he pr oj ect  dr awi ngs and edi t  t he par agr aph 
accordingly.

**************************************************************************

Finished Drapery

  Provide one full size window sample installation including 
hardware.  Install the finished drapery on a [stationary] 
[traverse] [rod] [or] [track] [at the location indicated].

SD-06 Test Reports

Flame Resistance

SD-07 Certificates

Indoor Air Quality for Fabrics ; S

SD-08 Manufacturer's Instructions

Drapery Hardware

Motor and Controller
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Special Fabrication

  Before fabrication, submit the manufacturer's printed 
instructions for fabrics requiring special fabrication methods.

SD-10 Operation and Maintenance Data

Drapery System , Data Package 1; G[, [_____]]

Motor and Controller

  Submit in accordance with Section 01 78 23  OPERATION AND 
MAINTENANCE DATA.

**************************************************************************
NOTE:   The Gover nment ' s pr ef er ence i s f or  use of  
pr oduct s t hat  have been cer t i f i ed f or  i ndoor  ai r  
qual i t y by a t hi r d- par t y or gani zat i on such as 
Gr eenguar d or  SCS Gl obal  Ser vi ces.   However ,  i t  must  
be ver i f i ed t her e i s a cer t i f i ed pr oduct  avai l abl e 
t hat  i s  bot h cost  ef f ect i ve and appr opr i at e f or  t he 
pr oj ect .   Ret ai n t he br acket ed sent ences when t he 
desi gner  of  r ecor d conf i r ms l ocal / r egi onal  
avai l abi l i t y  of  Gr eenguar d or  SCS pr oduct s t hat  does 
not  i mpact  cost  ef f ect i veness.   I n addi t i on,  when 
t hese sent ences ar e r et ai ned r equi r i ng Gr eenguar d or  
SCS pr oduct s,  al so i ncl ude t he I ndoor  Ai r  Qual i t y 
Cer t i f i cat es i n SD- 07 submi t t al s of  t hi s sect i on.

**************************************************************************
[ 1.3   CERTIFICATIONS

1.3.1   Indoor Air Quality Certifications

1.3.1.1   Fabrics

Provide products certified to meet indoor air quality requirements by 
UL 2818  (Greenguard) Gold, SCS Global Services Indoor Advantage Gold or 
provide certification orvalidation by other third-party program that 
products meet the requirements of this Section.  Provide current product 
certification documentation from certification body.  When product does 
not have certification, provide validation that product meets the indoor 
air quality product requirements cited herein.

] 1.4   DRAWINGS

Submit drawings indicating the following:

Windows and other locations requiring drapery extent of drapery, to 
ceiling or to specific height above windows; location of each different 
drapery fabric when more than one type, pattern or color is to be 
provided; width of window and width of drapery extension if bay window.  
Motor and Controller  location and any integrated components or accessories.

1.5   SYSTEM REQUIREMENTS

Submit data for completed drapery system  in accordance with Section 
01 78 23  OPERATION AND MAINTENANCE DATA.  Include laundering and dry 
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cleaning instructions for fabrics requiring special care.  Furnish 
separate instruction sheet for each material (one for fiberglass, one for 
Verel).  For fabrics which are not permanently or inherently flame 
resistant, furnish instruction to include frequency and process required 
for retreating the fabric to renew the effectiveness of the flame 
resistant treatment.  Head each sheet with name and number of room or 
rooms in which each material is hung.  In lieu of instruction sheets, 
provide instructions on small, permanent labels (either iron-on type or 
sewn-on) affixed to back of the heading of each panel.

1.6   DELIVERY, STORAGE, AND HANDLING

Deliver draperies and hardware to the site in sealed containers clearly 
labeled with manufacturer's name and contents.  Store in a safe, dry, 
clean, and well ventilated area.  Do not open containers until needed for 
installation, unless verification inspection is required.

PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Fabrics

Provide fabrics meeting the emissions requirements of CDPH SECTION 01350  
(limit requirements for either office or classroom spaces regardless of 
space type).  Provide certification or validation of indoor air quality 
for fabrics .

2.1.1.1   Drapery Fabric

**************************************************************************
NOTE:   Gener i c descr i pt i ons ar e pr ef er r ed i n or der  
t o pr omot e compet i t i on.   However ,  due t o var i et y of  
f abr i cs avai l abl e,  manuf act ur er ' s names and 
desi gnat i ons may be t he mor e pr act i cal  met hod of  
descr i bi ng desi r ed f abr i cs.   When a manuf act ur er ' s 
name and desi gnat i on ar e used,  add t he f ol l owi ng 
not e t o t ext :   " Manuf act ur er ' s name and f abr i c 
desi gnat i on ar e pr ovi ded t o i dent i f y t he f abr i c 
wei ght ,  pat t er n,  weave,  t ext ur e,  and col or  desi r ed.   
Ot her  manuf act ur er s '  pr oduct s meet i ng t he 
r equi r ement s speci f i ed and havi ng si mi l ar  f abr i c 
wei ght ,  pat t er n,  weave,  t ext ur e,  and col or  wi l l  be 
acceptable."

When pr oj ect  r equi r es mat chi ng a st andar d sampl e,  
i ncl ude l ast  sent ence.   Make f abr i c sampl e avai l abl e 
at  l ocat i on st at ed f or  i nspect i on by pr ospect i ve 
bi dder s when speci al  f abr i cs ar e r equi r ed.

I f  mor e t han one f abr i c i s r equi r ed,  r epeat  t he 
l i s t i ng as necessar y.

**************************************************************************

ASTM D3691/D3691M .  Provide fabric manufactured from [man-made] [or] 
[natural] fibers.  Fabric physical characteristics must be as [indicated.] 
[follows:]

a.  Finished fabric weight:  [_____] to [_____]  kilograms per square meter  
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ounces per square yard

b.  Pattern:  [Printed] [Woven] [_____]

c.  Weave:  [Open (25.1 to 50 percent)] [Semi-open (7.1 to 25 percent)] 
[Closed (0 to 7 percent)]

d.  Texture:  [Burlap] [Smooth] [Twill] [_____]

e.  Color:  [_____]

f.  Shading coefficient (single glass with drapery):  [_____]

[     A sample of each drapery fabric to be matched is on display at [_____].

] 2.1.1.2   Drapery Lining

**************************************************************************
NOTE:   Del et e t hi s par agr aph i f  unl i ned dr aper i es 
ar e speci f i ed.   Ot her  l i ni ng f abr i cs may be 
speci f i ed i n t he bl ank space pr ovi ded.   Speci f y 
l i ni ng col or .

**************************************************************************

[Insulated], [soft blackout,] [_____], color [_____] [as indicated].

2.1.1.3   Flame Resistance

**************************************************************************
NOTE:   NFPA 701 i ncl udes smal l  and l ar ge scal e t est  
pr ocedur es.   The l ar ge scal e t est  i s  mor e sever e 
t han t he smal l  scal e t est .   NFPA 701 pr ovi des f or  
opt i onal  use at  t he di scr et i on of  t he aut hor i t y 
havi ng j ur i sdi ct i on.   Nat i onal  Fi r e Pr ot ect i on 
Associ at i on 101,  " Code f or  Saf et y t o Li f e f r om Fi r e 
i n Bui l di ngs and St r uct ur es" ,  r equi r es bot h t est s 
f or  f abr i cs used i n assembl y,  educat i onal ,  heal t h 
car e,  det ent i on and cor r ect i onal ,  and r esi dent i al  
occupancies.

For  ot her  occupanci es,  t he l ar ge scal e t est  shoul d 
be speci f i ed onl y when st r i ngent  f l ame r esi st ance 
r equi r ement s ar e necessar y,  or  when t he nat ur e of  
t he f abr i c speci f i ed i s such t hat  excessi ve mel t i ng 
or  shr i nkage wi l l  r ender  t he smal l  scal e t est  
i nef f ect i ve.   Ot her wi se,  t he smal l  scal e t est  
r equi r ement s ar e adequat e i n most  cases.

A var i et y of  f l ame- r et ar dant  t r eat ment s ar e 
avai l abl e.   Gener al l y,  t hey f al l  i nt o t wo br oad 
cat egor i es:   ( 1)  per manent  t ype,  and ( 2)  t he l ess 
expensi ve,  r enewabl e t ype.   Per manent  t r eat ment s 
r et ai n t hei r  ef f ect i veness t hr ough a number  of  
c l eani ngs wi t hout  r eappl i cat i on.   Renewabl e 
t r eat ment s,  however ,  must  be r eappl i ed per i odi cal l y,  
f r equent l y af t er  each cl eani ng,  whi ch i mposes a 
cont i nui ng mai nt enance bur den.   Per manent  t r eat ment s 
can be successf ul l y appl i ed t o most  f abr i cs.   Onl y a 
f ew f i ber s or  f abr i cs ar e l i mi t ed t o r enewabl e 
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t r eat ment s.   Speci f y per manent  t r eat ment  except  
wher e t he f i ber  t ype or  ot her  f abr i c char act er i st i cs 
pr ohi bi t  use of  t hi s t ype.

**************************************************************************

NFPA 701 .  Drapery fabric and lining must pass the [small] [and] [large] 
scale test.  Treatment to enhance flame resistance must be [permanent] 
[renewable] type.  If treated, fabric must pass the [small] [and] [large] 
scale test after being subjected to the accelerated dry cleaning or 
laundering cycles specified in NFPA 701 .

2.1.2   Sewing Thread

Pre-shrunk mercerized cotton (50/3) or monofilament in equivalent size, 
except do not use monofilament in the heading.

2.1.3   Heading

2.1.3.1   Heading Hooks

Slip-in-type,[ bright zinc-plated][ chromium-plated,][ nickel-plated 
steel,] and of a size adequate to hold the heading upright.  Provide one 
hook for each pleat.   Provide 10 percent [_____] surplus hooks for 

possible lost or damaged hooks.

2.1.3.2   Snap-Tape System (Ripplefold)

Heavy vinyl or nylon tape with locking fasteners attached to tape to form 
desired pleat spaces and fullness.  Cut tapes to size and sew to drapery 
fabric to form the heading.

2.1.4   Drapery Hardware

**************************************************************************
NOTE:   Unl ess bot h st at i onar y and t r aver se r ods or  
t r acks ar e r equi r ed,  del et e t he t ype not  t o be used.  
When t r aver se,  i ndi cat e whet her  t wo or  one- way dr aw;  
when one- way,  sel ect  whet her  l ef t - t o- r i ght  or  
right-to-left.

**************************************************************************

**************************************************************************
NOTE:   Per mi t  Cont r act or ' s opt i on of  st eel  or  
al umi num r ods and t r acks unl ess t he desi r ed f i ni sh 
cannot  be pr ovi ded wi t h bot h mat er i al s or  t he 
i nst al l at i on di ct at es t he use of  one par t i cul ar  
material.

**************************************************************************

[Stationary] [and] [traverse] [wall-mounted rods] [and] [ceiling mounted
tracks] of heavy-duty type.[  Traverse rods or tracks must be [manually 
operated] [motorized] , [center close two-way] [one-way draw] 
[left-to-right] [right-to-left]].  Rods and tracks must be cold-rolled, 
commercial quality steel minimum  0.75 mm  0.030 inch  thick or extruded 
aluminum minimum  1.27 mm  0.050 inch  thick.  Rod and track cross section 
width and depth must be sufficient to carry the drapery without sagging.  
Track configuration (number of channels) must be such so as to permit 
drapery operation as specified or indicated.  Finish steel components with 
a [white] [_____] baked enamel, vinyl, or epoxy coating as standard with 
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the manufacturer.  Finish aluminum components with [an anodic [clear 
(natural)] [bronze] [_____] coating] [a baked enamel, vinyl, or epoxy 
coating] as standard with the manufacturer.  Provide smooth and 
non-sticking sliding surfaces.  Provide one-piece rod and track up to  4875 
mm 16 feet  long.  Provide steel brackets and intermediate supports.  
Provide one manufacturer's design throughout.

2.1.4.1   Track Sets

Include ceiling track, sliding or rolling carriers, and caps for 
stationary draperies; ceiling track, sliding or rolling carriers, master 
sliding or rolling carriers, ball bearing end pulleys, and traverse cord 
with cord [tassels] [tension pulleys] for traverse draperies.

2.1.4.2   Rod Sets

Include wall-hung rod, sliding or rolling carriers, brackets, and 
intermediate supports with  65 to 90 mm  2-1/2 to 3-1/2 inch  projection for 
stationary draperies; wall-hung rod, sliding or rolling carriers, master 
sliding or rolling carriers, ball bearing end pulleys, brackets, 
intermediate supports with  65 to 90 mm  2-1/2 to 3-1/2 inch  projection, and 
traverse cord with cord [tassels] [tension pulleys] for traverse draperies.

2.1.4.3   Traverse Cord

**************************************************************************
NOTE:   When t r aver se dr aper i es ar e r equi r ed,  sel ect  
cor d t assel s or  t ensi on pul l eys.

**************************************************************************

Size No. 4 with fiberglass center.  Provide cord [tassel with lead weight 
center and plastic coating] [tension pulley, metal tube type, with mounting
bracket, helical spring, and ball bearing pulley wheel].  Finish color, 
white or off-white.

2.1.4.4   Hand Traverse Cordless Track System

Extra heavy duty track assembly with baton on roomside of draperies where 
it is readily visible and easily used.  [Ceiling mounted] [side-wall 
mounted] in extruded aluminum track anodized in [clear (natural)] [bronze] 
[_____] finish.

2.1.4.5   Motor and Controller

Provide motor[s] for [single][double] track system, complete with remote 
controller and manufacturer's instructions for installation and 
operation.  Verify motor size is adequate for drapery system to be 
installed.  Coordinate with [existing][new] electrical system for power 
supply and location of motor mounting.[  Coordinate thermostatic setting 
instructions for automated systems.]

2.1.4.6   Snap-Tape System Track

Dovetail slots in clear folding linkage.  Provide one-piece molded plastic 
snap tab type carriers with snap-on components sewn to drapery heading.

2.1.5   Fasteners

Provide [zinc][cadmium][_____] plated.
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2.2   FABRICATION

Prior to cutting and fabrication, field measure each drapery location 
paying particular attention to field conditions affecting the work.

2.2.1   Drapery Fabrication

2.2.1.1   Panels

**************************************************************************
NOTE:   Sel ect  f ul l ness r equi r ed,  ent er  per cent age 
and edi t  f ul l ness def i ni t i on t o sui t  ( i . e.  200 
per cent  f ul l ness i s def i ned as 2 t i mes t he r od
wi dt h pl us over l aps and r et ur ns. )   Sel ect  
appr opr i at e l engt h.

**************************************************************************

Make from full or half widths of fabric to give a minimum of [200] [250] 
[300] [_____] percent fullness.  [_____] percent fullness is defined as 
[2] [2 1/2] [3] [_____] times the rod width plus overlaps and returns.  
Provide [conventional french pleats] [ripplefold].  Draperies must be 
[floor] [sill] [apron] length.  [Floor length draperies must hang  25 mm  1 
inch  above finish floors.]  [Sill length draperies must hang  13 mm  1/2 inch
 above window sills and heating-air conditioning units.] [Apron length 
draperies must hang  25 mm  1 inch  below bottom of window aprons.] Provide 
table-sized drapery panels with a plus or minus tolerance of  6 mm  1/4 inch  
accurately laid-out before cutting.  Cut fabric to allow for pleats and 
for outside ends to return to the walls.  For traverse draperies, allow 
for a minimum overlap of  75 mm  3 inches  at the center.  Accurately match 
patterned fabrics to provide identical designs horizontally and vertically 
on each window within each room.  Where variations in length or placement 
of windows occur in a room, match patterns horizontally.  When fabricating 
panels from fabrics which require special methods or instructions, conform 
to the workroom instructions provided by the fabric manufacturer.  Sew 
seams and hems using a firm interlocking stitch at a stitch rate per  
millimeter  inch  appropriate to fabric being sewn.  Sew with enough slack 
present so that thread shrinkage due to laundering and dry cleaning will 
not pucker seams and hems.  Do not expose seam and hem raw edges.

2.2.1.2   Headings

**************************************************************************
NOTE:   Thi s speci f i cat i on cover s convent i onal  t r i pl e 
f r ench pl eat  and r i ppl ef ol d const r uct i on and 
heavy- dut y r oddi ng.   Speci al  " ar chi t ect ur al "  t ype 
pat ent ed pl eat i ng syst ems ar e not  i ncl uded.   Wher e 
speci al  headi ng t r eat ment  i s r equi r ed,  appr opr i at e 
r equi r ement s shoul d be i ncor por at ed i nt o t he pr oj ect  
specification.

**************************************************************************

Pleat evenly to required widths.  Make headings  100 mm  4 inches  high with 
triple french pleats, and double fold.  Include permanent finish stiffener 
of buckram, crinoline, or pellon across entire heading.  Paper stiffening 
is not acceptable.  Machine stitch pleats for a depth of at least  95 
millimeters  3-3/4 inches .  Do not use horizontal stitching across the 
width of the heading.
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2.2.1.3   Seams

Join widths by serging, overlock, and safety stitch.  Retain selvage when 
practical.

2.2.1.4   Hems

**************************************************************************
NOTE:   When sheer  f abr i cs ar e used,  sui t abl e cot t on 
cover ed beaded t ape shoul d be speci f i ed i n l i eu of  
st andar d cover ed wei ght s f or  bet t er  appear ance.

**************************************************************************

Double fold hems (top and bottom) and blind stitch so as not to show on 
the panel face.  Make side seams  38 mm  1-1/2 inches  wide and bottom seams  
100 mm 4 inches  deep with weights sewn  13 mm  1/2 inch  above hem bottom.  
Provide weights at corners and each vertical seam.  When lining is 
attached to the drapery fabric, single fold heading is acceptable, 
however, double fold the bottom hem.

[ 2.2.2   Lining Fabrication

**************************************************************************
NOTE:   Del et e t hi s par agr aph i f  unl i ned dr aper i es 
ar e speci f i ed.

**************************************************************************

Lock stitch lining to the back of the fabric panel.  Hem fabric panel and 
lining panel separately at the bottom.

][ 2.2.3   Tie-Backs

**************************************************************************
NOTE:   Del et e t hi s par agr aph i f  dr aper y t i e- backs 
ar e not  r equi r ed.   Speci f y t i e- back mat er i al s,  i f  
ot her  t han same as dr aper i es.   Speci f y t i e- back 
wi dt h and l engt h,  i f  ot her  t han speci f i ed.

**************************************************************************

Make from [same material as draperies] [_____],  [75] [_____] millimeters 
wide by [750] [_____] millimeters  [3] [_____] inches wide by [30] [_____] 
inches  long.  Fabricate from a double thickness of fabric, press flat to 
provide specified width, and locate seam at the bottom fold so as to 
permit the tie-back to be reversible.  Provide bone or plastic ring end 
fastenings to loop over tie-back hooks.

][ 2.2.4   Valances

**************************************************************************
NOTE:   Del et e par agr aph i f  val ances not  r equi r ed.

**************************************************************************

[Rod-hung, fabricated in the same manner as draperies and of [same 
material] [_____].]  [Box-type, with sides and top constructed of  25 mm  1 
inch  thick [softwood pine] [_____], and  10 mm  3/8 inch  thick plywood 
front.  Cover front, sides and bottom edges of valance with batting, 
stretch fabric [and trim] evenly and neatly over valance exterior, and 
fasten to the inside.  Provide [same fabric as draperies] [_____]. Paint 
interior of valance.  Shape valance bottom front edge [straight] [_____].] 
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Make valance of required width to span the window, and [_____]  millimeters  
inches  high.  Make depth of valance adequate to ensure proper appearance 
and to permit proper operation of traverse draperies.

] PART 3   EXECUTION

3.1   EXAMINATION

Ensure that work of other trades and cleaning operations are completed.  
Test completed installation to ensure smooth and continuous operation of 
all draperies, hardware and accessories.

3.2   INSTALLATION

Install draperies in rooms and areas [indicated] [as scheduled herein].  
Include all material indicated, specified, or necessary for a complete 
finished drapery  installation.  Contractor is responsible for the required 
quantities of draperies and hardware.

Do not install building construction materials that show visual evidence 
of biological growth.

3.2.1   Hardware

Install in accordance with the manufacturer's printed instructions and as 
specified herein.  Install ceiling tracks parallel to walls and windows, 
fasten at each end, at  400 mm  16 inches  from each end and with additional 
intermediate fasteners spaced not more than  1200 mm  48 inches  apart.  
Install wall rods with end brackets and provide intermediate support 
brackets  600 mm  24 inches  from each end with additional intermediate 
support brackets spaced not more than  1200 mm  48 inches  apart.  Provide 
fasteners for installation as follows:

Fastener Structural Material

Wood or sheet metal screw Wood

Self tapping screw Metal

Case hardened, self-tapping sheet metal screw Sheet metal

Screw or bolt in expansion shield Solid masonry

Toggle or molly bolt Hollow masonry, wallboard, plaster

3.2.2   Draperies

Install with a minimum clearance of  6 mm  1/4 inch  between the ceiling and 
top of drapery heading.  Floor length draperies must hang  25 mm  1 inch  
above finished floors; sill length,  13 mm  1/2 inch  above window sills and 
heating-air conditioning units; and apron length,  25 mm  1 inch  below 
bottom of window aprons.  Insert heading hooks at rear of each pleat, 
placed to obtain the clearance specified.  Press well before hanging, 
except fiberglass.  Dress-down and adjust hung draperies to provide best 
form and appearance.  Traverse draperies must operate smoothly and easily 
over the full range of travel.  Remove incorrectly sized drapery and 
remake to correct size.  Remove damaged, spotted, or otherwise defective 
fabric and repair to original state or replace with new material.
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3.2.3   Valances

Install with top edge parallel to ceiling.

3.3   DRAPERY SCHEDULE

**************************************************************************
NOTE:   Some pr oj ect s r equi r e sever al  dr aper y 
t r eat ment s.   Wher e such var i at i ons exi st ,  a dr aper y 
schedul e made a par t  of  t hi s sect i on or  shoul d be 
i ncl uded i n t he dr awi ngs.  The schedul e and any 
necessar y det ai l ed dr awi ngs shoul d be 
cr oss- r ef er enced.   Schedul e and dr awi ng dat a shoul d 
i ncl ude al l  necessar y i nf or mat i on,  such as:   ar eas 
and r ooms t o r ecei ve dr aper i es;  s i ze and pl acement  
of  each;  t ype and l ocat i on of  r ods or  t r acks,  
( cei l i ng- hung,  st at i onar y,  cent er  c l ose t wo- way,  
et c. ) ;  dr aper y l engt h,  ( f l oor ,  s i l l ,  or  apr on) ;  
whet her  l i ned or  unl i ned;  f abr i c t ype,  col or ,  and 
pat t er n unl ess cover ed i n par agr aph FABRI CS.

**************************************************************************

[ All exterior windows include [_____].

][ Provide window covering as follows:

Room Number/Name Window Covering 
Type

Drapery Draw 
Type/Direction

Window Type Quantity

[_____] [_____] [_____] [_____] [_____]

] 3.3.1   IDENTIFICATION

**************************************************************************
NOTE:   Pr oj ect s r equi r i ng l ar ge quant i t i es of  wi ndow 
t r eat ment s or  a var i et y of  wi ndow t r eat ment  t ypes 
may need a number i ng pl an.

**************************************************************************

In accordance with the numbering plan, mark each opening and the 
corresponding window treatment with identical numbers.  For multiple 
windows separated by mullions, the space required by each blind must be 
numbered separately.  Use brass, aluminum, plastic, durable paper plates, 
or stamp to place corresponding numbers on unexposed surfaces of openings 
and inside or on top of the headrail track.

        -- End of Section --
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