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SECTION 10 22 26. 13

ACCCORDI ON FCLDI NG PARTI TI ONS
08/ 24
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NOTE: This guide specification covers the
requi renents for accordion fol ding partitions,
manual |y and/or electrically operated.

Accordion partitions are folding partitions with

i ndependent covers encl osing a dead-air space and
separated by an internal nechani sm operating
|aterally across the face of the opening to a stack
or closed position. Do not confuse accordion
partitions with serpentine folding partitions which
contain no internal operating nechani smor dead-air
space between independent covers.

Fol ding partitions nmay be a sight barrier
(noni nsul ated), or sound barrier (with sound liner),
or both. Accordion-folding partitions have fabric
covers which are joined to reflect a pantographic
noverent of the door surfaces when the door is
either manually or electrically operated.

This section does not include folding or operable
wal I s and partitions whose rigid panels are

i ndi vidual ly noved or hinged along their vertica
edges to fold in serpentine fashion

Associ ated work found in other sections includes:

St eel supporting nenbers or hanger rods,[ Section
05 50 13 M SCELLANEQUS METAL FABRI CATI ONS][ Section
05 51 33 METAL LADDERS][ Section 05 52 00 METAL
RAI LI NGS][ Section 05 51 00 METAL STAIRS].

Wbod bl ocki ng, rough bucks, and headers, Section
06 10 00 ROUGH CARPENTRY.

Wbod trim wood or hardboard ceiling guard, or
soffits, Section 06 20 00 FI NI SH CARPENTRY.

Lock cylinders, Section 08 71 00 DOOR HARDWARE
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Qperator field connections to power sources and
i nner connection to control sw tches, Division 26,
"Electrical ."

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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NOTE: The follow ng infornmation should be shown on
t he draw ngs:

1. Location, size, and folding area of accordion
partitions.

2. Direction of operation, header conditions
i ndi cating height, track anchorage, track channel
and janb conditions.

3. Partition supporting structure. The structura
support for the partition is not part of this
section; it must be indicated and specified
separatel y.

4. A schedule of partitions by type, sizes, and
stack space and identified by mark nunber or letter

5. For electrically operated partitions, show power

source and desired switch | ocation
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

PART 1 GENERAL

1.1 REFERENCES

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
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when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci fication when you choose to reconcile

references in the publish print process.
EIE IR R S Sk S I I kS I R I R Sk kI S Rk Sk kS R R I kS R I

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM A653/ A653M (2023) Standard Specification for Stee

ASTM B221

ASTM B221M

ASTM C423

ASTM D751

ASTM E84

ASTM E90

ASTM E336

ASTM E413

ASTM E557

Sheet, Zinc-Coated (Gal vani zed) or
Zinc-lron All oy-Coated (Gal vanneal ed) by
the Hot-Di p Process

(2021) Standard Specification for Al um num
and Al umi num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes

(2021) Standard Specification for Al um num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes (Metric)

(2023) Sound Absorption and Sound
Absorption Coefficients by the
Rever berati on Room Met hod

(2019) Standard Test Methods for Coated
Fabri cs

(2023) Standard Test Method for Surface
Burni ng Characteristics of Building
Material s

(2023) Standard Test Method for Laboratory
Measur enment of Airborne Sound Transm ssion
Loss of Building Partitions and El ements

(2023) Standard Test Method for
Measur enent of Airborne Sound Attenuation
bet ween Roons in Buil dings

(2022) dassification for Rating Sound
I nsul ation

(2012; R 2020) Standard Cuide for
Architectural Design and Installation
Practices for Sound Isolation between
Spaces Separated by Operable Partitions
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CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)

CDPH SECTI ON 01350 (2017; Version 1.2) Standard Method for
the Testing and Eval uation of Volatile
Organi ¢ Chemical Em ssions from | ndoor
Sour ces using Environnental Chanbers

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)

NFPA 70 (2023) National Electrical Code
NFPA 101 (2024) Life Safety Code
NFPA 286 (2024) Standard Met hods of Fire Tests for

Eval uating Contribution of Wall and
Ceiling Interior Finish to RoomFire G owh

SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)
SCs SCS d obal Services (SCS) | ndoor Advantage
UNDERWRI TERS LABORATORI ES (UL)

UL 10B (2008; Reprint May 2020) Fire Tests of
Door Assenblies

UL 2818 (2022) GREENGUARD Certification Program
For Chem cal Emi ssions For Buil ding
Mat eri al s, Finishes And Furni shings

WALLCOVERI NGS ASSOCI ATI ON (W)

VWA W 101 (2017) Quality Standard for Pol ymer Coated
Fabric Wall covering

1.2 SUBM TTALS

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng submttal
items in the text, to reflect only the subnmittals
required for the project. The Guide Specification
technical editors have classified those itens that
requi re Government approval, due to their conplexity
or criticality, with a "G" Cenerally, other
submttal items can be reviewed by the Contractor's
Quality Control System Only add a "G' to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arnmy projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO for Area Ofice; "RO for
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]

Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates submttals required
as proof of conpliance for sustainability Quiding
Principles Validation or Third Party Certification

and as described in Section 01 33 00 SUBM TTAL
PROCEDURES.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Covernment approval is required for submttals with a "G' or "S"
classification. Subnmittals not having a "G' or "S" classification are for
Contractor Quality Control approval. Subnittals not having a "G' or "S"
classification are for information only. Wen used, a code follow ng the
"G' classification identifies the office that will review the submttal
for the Governnent. Submit the follow ng in accordance with Section
01 33 00 SUBM TTAL PRCCEDURES:
SD-01 Preconstruction Subnittals
Manuf acturer's Qualifications; C, [ ]
Manuf acturer's Sanple Warranty
Statenment of Code Conpliance; G, | ]
Statement of Standards Conformity; C, [ ]
Verification of Field Measurenents; C, | ]
Exi sting Electrical Data
SD- 02 Shop Drawi ngs
Fabri cati on Draw ngs
Accordi on Folding Partitions
Install ati on Draw ngs
Accordi on Folding Partition Layouts; C, | ]

Suspension System; G, [ ]

Finish Hardware; G [__ ]

Jamb Panels; G [__ ]
Accessories; G [__ ]
[ El ectrical Operators; G [ ]
11 Wring Diagrams; G [__ |

]

SD- 03 Product Data

Fr amewor k
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Suspensi on System

[ Recycl ed Content for Al um num Components; S
11 Recycl ed Content for Steel Components; S
] Fi ni sh Har dwar e

Sound Seal s and Sweepstrips
Covering

Panel s

Ceiling @uard

Meeti ng Posts

Janmb Panel s

Rol I'i ng Post

Pull -1 n Latch

[ El ectrical Operator
11 Swi t ches
] SD- 04 Sanpl es

Covering; G, |
Har dware; G
SD-06 Test Reports
Laboratory Acoustical Requirenents
[ Acousti cal Test
11 SD-07 Certificates
Indoor Air Quality for Fabrics and Wall coverings; S
] SD-10 Operation and Mai ntenance Data
Fol ding Partitions, Data Package 1; C, |
[ El ectrical OQperators, Data Package 5; C [ ]
] SD-11 d oseout Submittals
Manuf acturer's Cuarantee

[1.3 CERTI FI CATI ONS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The CGovernment's preference is for use of
products that have been certified for indoor air
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quality by a third-party organization such as
Greenguard or SCS d obal Services. However, it nust
be verified there is a certified product avail able
that is both cost effective and appropriate for the
project. Retain the follow ng Section when the

desi gner of record confirns | ocal/regiona

avai lability of Greenguard or SCS products that does
not inpact cost effectiveness. |n addition, when
this Section is retained requiring G eenguard or SCS
products, also include the Indoor Air Quality
Certificates in SD-07 subnittals of this section

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

1.3.1 Indoor Air Quality Certification
1.3.1.1 I ndoor Air Quality for Fabrics and Wall coveri ngs
Provi de products certified to nmeet indoor air quality requirenents by
UL 2818 (Greenguard) Gold, SCS d obal Services |Indoor Advantage Gold or
provide certification or validation by other third-party programthat
products nmeet the requirenments of this Section. Provide current product
certification docunmentation fromcertification body. Wen product does
not have certification, provide validation that product neets the indoor
air quality product requirements cited herein.
11.4 PRE- | NSTALLATI ON REQUI REMENTS
1.4.1 Preconstructi on Requirenents
No | ess than 30 cal endar days prior to the schedul ed comrencenent of
installation of Accordion Folding Partitions, subnit the following to the
Contracting Oficer:
Manufacturer's Qualifications
Manuf acturer's Sanple Warranty
Statenment of Code Conpliance
Statement of Standards Conformty
Verification of Field Measurenents and Exi sting Electrical Data
Fabrication Drawi ngs and Installation Draw ngs
1.4.2 Product Data
Submit the following information for review
Fi ni sh Har dwar e
Jamb Panel s and Accessories
Sound Seal s and Sweepstrips

Ceiling Guard, Meeting Posts, Rolling Post

Pull -1 n Latch
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[ El ectrical Operator and Switches
11.4.3 Manuf acturer's QCuarant ee

Provi de Manufacturer's Guarantee for partitions against defects in

mat eri al and workmanship for a period of 2 years fromdate of
installation. In addition, provide 10 year guarantee for the pantographs,
trolleys and tracks fromdate of acceptance for beneficial use.

1.5 DELI VERY, HANDLI NG AND STORAGE

Deliver materials to project site in manufacturer's original, unopened,
and undanmaged packages with [ abels legible and intact. Labels nust

i ndi cate the nanufacturer, brand nanme, size, finish, and pl acenent
location. Store folding partitions and accessories in unopened packages
in a manner that will prevent damage. Handle partition materials in
accordance with manufacturer's instructions.

PART 2 PRODUCTS
2.1 FCOLDI NG PARTI Tl ONS

Provide full accordion type partitions, factory finished, supported from
overhead track w thout floor guides, and conplete with all hardware,

track, and accessories necessary for operation. Provide partition
framework with a nmechanismthat gives stability and mai ntains uniform
spaci ng of partition folds in all partition positions. Provide conpletely
conceal ed framework with a[ vinyl-coated fabric covering][ plastic

| am nat e panel covering] | ]. Provide partitions[ manually][ and]]
electrically] operated,[ bi-parting][ and][ one-way] type as indicated.
Provide patterns and colors of[ fabric] [ ][ approved by the

Contracting Oficer][ as indicated ].[ Provide manufacturer's standard
pendant pull on | eading edge of manually operated partitions over 3600 mr
12 feet high.] Submit[ three samples] [ ] of each covering and
exposed hardware item

2.2 MATERI ALS
2.2.1 Al um num Ext r usi ons

ASTM B221NVASTM B221, All oy 3003.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: Use nmaterials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is available from US

nati onal manufacturers above the m ni mumrecycl ed
content percentages shown below. Some nmanufacturers
and regi ons have hi gher percentages. Based on
research, select or insert desired m nimm

percentages into the enpty set of brackets.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O
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[ Provide alunm num conponents that contain a mninmumof[ 30] [ ] percent
recycled content. Provide data identifying percentage of recycled content
for al um num component s.

12.2.2 St eel Sheets

ASTM A653/ A653M, Z 180 (B0 coating designation].

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is available fromUS

nati onal manufacturers above the m ni mumrecycl ed
content percentages shown below. Some nmanufacturers
and regi ons have hi gher percentages. Based on
research, select or insert desired mninum
percentages into the enpty set of brackets.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

[ Provide steel conponents that contain a mninmumof[ 10] [ ] percent
recycled content. Provide data identifying percentage of recycled content
for steel conponents.

12.2.3 Fabric Covering

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

NOTE: Specify m nimumtotal weight and m ni num
coating weight for the fabric covering type sel ected
using the listing bel ow

Total Weight (kilograms per square neter): Type | -
0.237; Type Il - 0.442; Type IIl - 0.748 (ounces per
square yard): Type |l - 7; Type Il - 13; Type Il -

22

Coating Weight (kilograns per square neter): Type

- 0.170; Type Il - 0.237; Type IIl - 0.407 (ounces

per square yard): Type |l - 5; Type Il - 7; Type Il
12

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

WA W 101, Type II. Fabrics and wallcoverings nust neet eni ssions

requi renents of CDPH SECTION 01350 (limt requirenents for either office
or classroom spaces regardl ess of space type). Provide certification or
val idation of indoor air quality for fabrics and wall coverings. Provide
antimcrobial treatments proven to inhibit the growh of bacteria, fungi
and yeasts.

[2.2.4 Panel Covering

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Steel skin should be a mninmmof 0.6 mr 24
gage for 1219 mr 48 inch panels, and 0.8 nm 22 gage
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2.

2

2.

for 1372 nm 54 inches, or larger panels. 1219 mr 48
i nch panels are standard panel size and usually do
not exceed 1372 mr 54 inches due to limtations of
cladding finish materials. Gypsum board is used for
t ackabl e surfaces.

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

Provi de covering panels of plastic lanm nate faced[ fire retardant nedi um
density fiberboard]] ] mounted to conceal ed support fram ng. Low
profile hinges may not project nore than 6 mm 1/4 inch maxi mum from pane
edges. Each panel must be provided with manufacturer's standard
prefinished netal trim

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

NOTE: Use materials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition before specifying product
recycled content requirenents.

Research shows the product is avail abl e anbng US
nati onal manufacturers above the m ni mumrecycl ed
content percentages shown bel ow.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

2.2.5 Seal s and Sweepstrips

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Accordion partitions need a floor and ceiling
seal to avoid gaps that will |ower the advertised
sound transm ssion rating. For any partition that
requires a sound rating, use seals and ceiling
guards provided by the manufacturer of the
partition. Provide a baffle in the ceiling plenum
above the partition with a STC rating equal to the
partition. Provide a floor surface that will allow
the bottom sweep to nake a positive seal

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

Provi de perineter seals of manufacturer's standard product, w thout crack
or craze when subjected to severe usage. Seals include vinyl, neoprene,

or woven silica vertical seals; include top and bottom seals; and seals to
janmb conditions.[ Seals for fire-rated partitions nmust be products tested
to neet the fire[, snmoke][, and][ draft] ratings indicated.]

2.6 Cei ling Guards

Furni sh partitions with ceiling guards or integral track and ceiling
guards as recomended by the manufacturer

.3 PERFORMANCE REQUI REMENTS

3.1 Fi re Endurance

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

NOTE: Select flanme spread and snoke devel oped
criteria to suit project.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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For partitions nore than 5.6 square neters 60 square feet in area, provide
fabric and lining with flame spread rating of 25 or |ess, fue

contribution rating of 15 or |ess, snpoke generation of 50 or |ess when
tested in accordance with ASTM E84. Conpl ete assenbly nust al so neet or
surpass the requirenents of NFPA 101 and UL 10B.

2.3.2 PFOS/ PFOA Requi renents

Provide materials free from perfluorooctanesul fonic acid (PFGCS) or
perfl uorooctanoi c acid (PFQA).

2.3.3 Laboratory Acoustical Requirenments

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

NOTE: Specify sound transmi ssion class as

determ ned by project requirenments. The requested
rati ng shoul d be between 35 and 45 STC. 39 and 40
STC are widely available. If nore is required,
anot her type of noveable partition should be used.
Specify a panel weight of no less than 14 kg per
square nmeter 3 psf for STC of 35, 24 kg per square
neter 5 psf for STC of 45.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provide certificates verifying folding partitions have been tested in

accordance with ASTM C423 and ASTM E90 by a | aboratory accredited by the

U S. Bureau of Standards and have attained a sound transm ssion cl ass

(STC) of not less than[ 40] | ] ina fully extended position

Partition tested rmust be of the sane construction, materials, and node
nunber as the partition to be provided and be fully operable. Test

speci men nust be not less than [12 square neters in area] [4200 by 2700 nm
[126 square feet in area]l] [14 feet by 9 feet]. Panel weight nust be
[14][24] kg per square neter [3][5] |bs per square ft.

[2.4 ELECTRI CAL OPERATORS

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: Specify electrical operators for those
partitions whose size and wei ght preclude nmanua
operation. Refer to manufacturers' literature.

I ndicate those partitions requiring electrica
operation on the project drawings. Delete this

par agraph when el ectrically operated partitions are

not required in the project.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

Provi de manufacturer's recommended standard el ectrical operator for[ each
partition][ partitions indicated]. Provide wiring diagrans. Electrica
conponents nmust be listed and | abeled as required in NFPA 70 by a
gualified testing agency. Systens nust be narked for intended application
and conditi on.

]12.5 FABRI CATI ON
2.5.1 Fr amewor k
Fabricate framework, including posts, pantographs, hinges, hinge plates,

and rods fromeither extruded alumi numor ferrous metal. Arrange franes
requi ri ng pantographs for horizontal pantograph action w th pantographs
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| ocated at top and bottom of the frane. Provide pantographs spaced not
over 1200 mr 4 feet apart. Provide internediate pantograph at center of
doors less than 2400 mr 8 feet high unless the door has vertical neta

rei nforcing. The pantographs nmust operate snoothly with positive folding
action and have a control device to prevent flattening of the folds when
the panel is fully extended. Ferrous netal nust be either cadm um pl ated
or zinc coated. Posts, at the option of the door manufacturer, may have
phosphate treatnent and manufacturer's shop finish paint.

.5.2 Suspensi on System

Provi de a suspensi on system consisting of steel or alum numtrack and
troll eys designed to support the weight of the partition. Provide stee
track of 1.5 mr 16 gage m ni nrum phosphate treated and finished, or zinc
or cadm um coated. Provide extruded alum numtrack with mni mumthickness
of 3 mr 1/8 inch. Tracks may have an integral ceiling guard. Trolleys
must have at |east two ball bearing nylon or steel tired wheels spaced
according to manufacturer's design criteria and four at an end post.

.5.3 Covering

Covering fabrics nust conformto the requirenments of ASTM D751, NFPA 286,
and WA W 101.

Attach fabric to the franework with fasteners that permt easy renoval of
the cover but prevent sagging or separation. Position vertical seans in
the bottons of valleys and reinforce. Provide top and bottom edges of
cover fabrics with 12 mr 1/2 inch mni numturned hens.

.5.4 Sound I nsul ation

Provi de sound insul ation as necessary to achieve the specified sound
transm ssion class, conformng to ASTM E413.

.5.5 Air Rel ease

Provide an air release systemwhich allows trapped air within the
partition to be released during the stacking process.

.5.6 Seal s

Provi de perinmeter seals as necessary to produce the sound transm ssion
class specified[ and to pass the visual field test specified].

.5.7 Har dwar e

Provi de hardware of the heavy-duty type standard with the manufacturer
Provide pulls and latches for all partitions. Provide partitions with|
keyed | ocks][ privacy latches][ mmgnetic contact |atches][ foot bolts].

.5.8 Accessori es

Provide[ multiple neeting posts][ rolling posts][ switches][ ceiling
guards][ recessed tracks][ curved tracks] as indicated.
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PART 3 EXECUTI ON
3.1 | NSTALLATI ON

Do not install building construction materials that show visual evidence
of bi ol ogi cal growth.

3.1.1 Exi sting Work

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Show the structural support necessary to
accomodat e the size and wei ght of the partition
ASTM E557 has design as well as installation

criteri a.
R R R R R R R R R R

Check openi ngs schedul ed to receive accordion folding partitions for
correct di mensions.

Install partitions in accordance with the approved Accordi on Fol di ng
Partition Layouts, manufacturer's directions, and ASTM E557. Provide
structural support for the track support elements as indicated.

Submit to the Contracting Officer a certification of the follow ng:
Statenment of Code Conpliance for the conpleted partition installation
Statement of Standards Conformty

[3.1.2 El ectrical Operators

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

NOTE: Delete this paragraph when electrically

operated partitions are not required.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Conform El ectrical conponents and installation to the requirenents of

NFPA 70. Provide the partition nmanufacturer's standard drive and control
conponents required to operate the partition properly. Power source is as
i ndi cat ed.

13.1.3 Adj ust nment

[ Adj ust manual |y operated partitions to open and close fromany position
wi th a maxi mum hori zontal force of 130 N 30 pounds applied to pendant

pul I, box or handle.][ Adjust drive conponents and |imt switches of
electrically operated partitions to ensure the partitions operate properly
upon activation of the control swtch.]

3.2 FI ELD TESTS
3.2.1 Oper ational Test

Qperate partition at least three tines to denonstrate that partition is
capabl e of being noved fromthe stored position to the fully extended
position snoothly and quietly[ and w thout overloading the drive
conponents].[ Activate the enmergency rel ease nechani sm and denonstrate
proper operation of the partition in the manual node.] Adjust partitions
whi ch do not operate properly and retest.
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[3.2.2 Vi sual Test

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Delete this paragraph when |ight |eakage will
not be objectionable.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

Conduct visual field tests for light |eakage with all roomlights turned
on in the space on one side of the partition. Darken space on the other
side of the partition. Light |eakage fromthe |lighted space to the

dar kened space is not acceptable. |If |ight |eakage does occur, adjust the
partition to correct the problemand retest.

1[3.2.3 Acousti cal Test

ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I
NOTE: Delete this paragraph in projects requiring
STC ratings of less than 40. Noise Isolation Cass
(NIC) is a nunber that can neasured, and usually

runs up to 10 points below | aboratory results, i.e.
lab STC 40, field NIC 30. This test is rarely
necessary.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

Fi el d sound perfornance: provide partition testing by an independent
certified acoustical consultant in accordance with ASTM E336, and achi eve
a Noise Isolation Class (NIC) of [ ] plus or minus two. Adjust or
nodi fy partitions which do not conply, and retest.

13.3 CLEANING

Clean any soiled parts of the partition according to manufacturer's
i nstructions.

3.4 SUPPORT SERVI CE

Equi pnent and conponent nmi ntenance nust be supported by a service
organi zati on which is reasonably convenient to the site of installation

-- End of Section --
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