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NOTE: This guide specification covers the

requi renents for portable fire extinguishers,

i ncluding wal |l brackets, accessories, maintenance
servi cing and inspection taggi ng requirenents.

Portabl e fire extinguishers cannot be purchased by
mlitary construction contracts.

Associ ated work found in other sections includes
non-portable fire protection systens, alarns and
rel ated accessori es.

Consult with the local AH) (Authority Having
Jurisdiction) during design stage. |Indicate on
drawi ngs the | ocations for proper placenment and each
type of portable extinguisher |ocated within the
installation.

Adhere to UFC 1-300-02 Unified Facilities Cuide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

ASTM | NTERNATI ONAL (ASTM

ASTM E814 (2024) Standard Test Method for Fire Tests
of Penetration Firestop Systemns

NATI ONAL FI RE PROTECTI ON ASSCOCI ATl ON ( NFPA)

NFPA 1 (2021) Fire Code

NFPA 10 (2022; ERTA 1 2021) Standard for Portable
Fire Extinguishers

NFPA 99 (2024) Health Care Facilities Code

NFPA 101 (2024) Life Safety Code

NFPA 241 (2022) Standard for Safeguarding

Construction, Alteration, and Denolition
Qper ations

NFPA 303 (2021) Fire Protection Standards for
Mari nas and Boat yards

NFPA 385 (2022) Standard for Tank Vehicles for
Fl ammabl e and Conbusti bl e Li quids

NFPA 409 (2022) Standard on Aircraft Hangars

NFPA 418 (2024) Standard for Heliports
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1.

NFPA 505

29

29

UL

uL

UL

uL

uL

2
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(2024) Fire Safety Standard for Powered
I ndustrial Trucks Including Type

Desi gnati ons, Areas of Use, Conversions,
Mai nt enance, and Operations

U.S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

CFR 1910. 106 Fl ammabl e Li qui ds
CFR 1910. 157 (2003) Portable Fire Extinguishers
UNDERWRI TERS LABORATORI ES (UL)
8 (2016; Reprint Dec 2020) UL Standard for
Saf ety Water Based Agent Fire Extinguishers
154 (2005; Reprint May 2021) UL Standard for
Saf ety Carbon-Di oxi de Fire Extingui shers
299 (2012; May 2021) Dry Chenmical Fire
Exti ngui shers
626 (2005; Reprint May 2021) 2-1/2 Gallon
St ored- Pressure, Water-Type Fire
Exti ngui shers
2129 (2017; Reprint Apr 2021) UL Standard for
Saf ety Hal ocarbon C ean Agent Fire
Exti ngui shers
SUBM TTALS

NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng subnittal
items in the text, to reflect only the subnmttals
required for the project. The Guide Specification
techni cal editors have classified those itens that
requi re Government approval, due to their conplexity
or criticality, with a "G" Cenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G’ to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arnmy projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates submittals required
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as proof of conpliance for sustainability Quiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCCEDURES.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Covernment approval is required for submttals with a "G' or "S"
classification. Subnmittals not having a "G' or "S" classification are for
Contractor Quality Control approval. Submttals not having a "G' or "S"
classification are for information only. Wen used, a code follow ng the
"G' classification identifies the office that will review the submttal
for the Governnent. Submit the followi ng in accordance with Section
01 33 00 SUBM TTAL PRCCEDURES:
SD- 02 Shop Drawi ngs
Fire Extinguishers[; C |
Accessories[; G |
Cabinets[; C, |
val | Brackets[; G [_ 11
Schedule[; G [__ 11
SD- 03 Product Data

Fire Extinguishers[; C |

Accessories[; G [___ 1]

Cabinets[; G [__ 1]

val | Brackets[; C [__ 11

Repl acenent Parts List[; G [_ 11

SD- 04 Sanpl es
Equi prent Sanples[; C [__ 11
SD-07 Certificates
Fire Extinguishers Certifications[; C [__ 11
Manuf acturer's Warranty with Inspection Tag[; C, [__ 11
1.3  DELI VERY, STORAGE, AND HANDLI NG

Protect materials fromweather, soil, and danage during delivery, storage,
and construction.

Deliver materials in their original packages, containers, or bundles
bearing the brand nane and the nane and type of the naterial.

[ Provide portable fire extinguishers in conpliance with NFPA 505 for all

ancillary vehicles where Fire Safety Standard for Powered I ndustri al
Trucks, including type designations, special conditions relating to areas
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of use, conversions, nmintenance, or specific operations apply.

]1.3.1 Sanpl es

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Consi der requesting the sanples that are
critical only.

EE R R R S I R I R I R I R S R R R R O S R R I R R R S R R R R O

Provi de the followi ng equi pmrent sanples: One of each type of fire

ext i ngui sher being installed; one full-sized sanple of each type of
cabinet being installed; three sanples of wall brackets and accessories of
each type being used.

Use approved sanples for installation, with proper identification and
st or age.

1.4  WARRANTY

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

NOTE: Warranties for fire extinguishers are
typically 6 years.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

CGuarantee that Fire Extinguishers are free of defects in materials,
fabrication, finish, and installation and that they will remain so for a
period of not less than | ] years after conpletion

Submit the manufacturer's warranty with inspection tag.
1.5 PRQIECT SCHEDULE

For fire extinguishers. Coordinate final fire extingui sher schedule wth
fire protection cabinet schedule to ensure proper fit and function. Use
same designations indicated on Draw ngs.

PART 2 PRODUCTS

Submit fabrication drawi ngs consisting of fabrication and assenbly details
performed in the factory and product data for the following itenms: Fire
Exti ngui shers; Accessories, cabinets, Wall Brackets.

2.1 SYSTEM DESCRI PTI ON

2.1.1 Types

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Sel ect one or nore of the follow ng types of
pressurized fire extinguishers, as required:

Wat er and Foanm - Water extinguishers are for Class A
fires only (paper, wood, cloth).

Foam exti ngui shers are for Class A and B fires only
(common conbustibles, flamuable |iquids and gases).

Carbon Di oxi de - Carbon Di oxi de extingui shers can be
used on Class B and C fires (flammable |iquids and
gases, live electrical equipnent).
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Dry Chemical - Dry Chemical extinguishers can be
used on Class A, B, and C fires (all the above

el ements) (not recomended for conputers or
sensitive electrical equiprment - use clean agent or
Car bon Di oxi de) .

Wet Chemical - Wet Chenical extinguishers are
primarily for cooking nmedia fires (high tenperature
oils and fats) (some may al so be used on Class A
fires in comrercial kitchens).

Cl ean Agent - Newer Cl ean Agent extingui shers have
repl aced fornmer hal ogenated extinguishers with | ess
ozone depl eting hal ocarbon agents, for Class B and C
fires, with sone larger units available for use on
Class A B, and C fires.

Dry Powder - Dry Powder extinguishers are for d ass
D or conbustible nmetal fires only.

Water M st - Water M st extinguishers are primarily
for Class A fires, although they are also safe for
use in Class Cfires.

The International Fire Code is a good source for

expl anations of the various fire extinguishers

requi renents.
B R 2 R R R

Submit fire extinguishers certifications showing conpliance with |oca
codes and regul ati ons.

Provide fire extinguishers conformng to NFPA 10. Provide quantity and

pl acenent in conpliance with the applicable sections of NFPA 1, NFPA 101, [
NFPA 99], [NFPA 241], [NFPA 303], [NFPA 385], [NFPA 409], [NFPA 418],[

29 CFR 1910.106] and 29 CFR 1910. 157.

[ Provide [stored-pressure] [cartridge] [hand-punp] water type fire
ext i ngui shers.

][ Provide [foan] type fire extinguishers.

][ Provi de carbon-di oxide type fire extinguishers conpliant with UL 154,
][ Provide dry chemical type fire extinguishers conpliant with UL 299.
][ Provide wet chenical type fire extinguishers conmpliant with UL 8.

][ Provide clean agent type fire extinguishers conpliant with UL 2129.
][ Provide dry powder type fire extinguishers.

][ Provide water nist type fire extinguishers conpliant with UL 626.

12.1.2 Mat eri al

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Sel ect one or nore of the follow ng for the
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shell material. Check manufacturers to ensure that

the material and extinguisher type are conpati bl e.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

Provide [corrosion-resistant steel] [alumnun] [enaneled steel] | ]
ext i ngui sher shell.

2.1.3 Si ze

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Sel ect one or nore of the follow ng for the
size of the extinguisher. Size as indicated. The
heavi er the extinguisher, the nmore difficult it wll

be to lift and carry.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

[ 9.5 liter 2 1/2 gall ons extingui shers.
J[1.1 kilogram 2 1/2 pounds extingui shers.

J[[2.3] [4.5] [6.8] [9] [13.6] kilogram[5] [10] [15] [20] [30] pounds
ext i ngui shers.

12.1.4  Accessories

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R

NOTE: Select items as applicable. Indicate
appropriate UL rating.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[ Forged brass val ve

11 Fusi bl e pl ug

11 Safety rel ease
11 Antifreeze
11 Pressure gage

12.2 EQUI PVENT

2.2.1 Cabi net s

EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O
NOTE: Include the follow ng paragraphs if fire
extingui shers are designated as cabi net mounted. |f
fire extinguishers are to be hung on wall brackets
only, then del ete cabi net requirenents.

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

2.2.1.1 Mat eri al

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

NOTE: Select one of the following materials for

cabi nets.
EE IR I b R S I I I I IR I I I IR I I R S R I I I I R I R I I R R I I I I I I R R I S I S b E b I IR I R I R I S I I b b I b b I b I

Provi de [enanel ed steel] [corrosion-resistant steel] [alum num cabinets.
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2.2.1.2 Type

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Sel ect one of the follow ng types.

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

[ Provide [recessed] [trimess] [surface] type cabinets.

] [Provide sem -recessed cabinet for a [150] [100] millinmeter [6] [4] inch
wal |

][ Provide [recessed] [trimess] [surface] bubble type cabinets.

][Provide a fire rated cabinet, listed and | abeled to comply with ASTM E814
for fire resistance wall rating.]

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Coordi nate type and capacity of fire
extinguishers with fire protection cabinets to
ensure fit and function. According to NFPA 10,

maxi mum nmounti ng hei ght for fire extinguishers

wei ghing 18 kg 40 I|b or less is 1.5 neters 60 inches
fromfinished floor to top of extinguisher; for
those weighing nore, it is 1 neter 42 inches from

finished floor to top of extinguisher
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

2.2.1.3 Si ze
Di nensi on cabinets to acconmodate the specified fire extinguishers.

2.2.2 Wal | Brackets

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Del ete the paragraph headi ng and the
foll owi ng paragraphs if cabinets are specified.

Sel ect one of the follow ng.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

Provi de[ running-board][ spring-clip][ wall-hook] fire extinguisher wal
brackets.

Provi de wal |l bracket and accessories as approved.

2.2.2.1 Identification
Provide lettering conplying with authorities having jurisdiction for
letter style, size, spacing, and |ocation. Locate as indicated by the

dr awi ngs.

Identify bracket-mounted fire extinguishers with the words "FIRE
EXTINGUI SHER' in red letter decals applied to mounting surface.

Oientation: [Vertical][Horizontal].
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PART 3 EXECUTI ON

3.1 | NSTALLATI ON

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: For Class A light-hazard occupanci es, such as
of fice buildings, use a Cass A extinguisher within a
25 neter 75 foot travel distance with one unit of
1A rating for every 280 square neter 3,000 square
feet of floor area; ordinary hazard occupanci es such
as war ehouses and department stores: 25 neter 75
foot travel distance with one unit of 2A rating for
every 280 square neter 3,000 square feet; and extra
hazard occupanci es such as woodwor ki ng and spray
painting locations: 25 nmeter 75 foot travel
di stance with one unit of 3A rating for every 280
square neter 3,000 square feet.

For Class B light-hazard occupancies, use a Cass B
extingui sher within 15 neter 50 foot travel distance
with one unit of 4B rating; ordinary hazard
occupanci es: 15 neter 50 foot travel distance with
one unit of 8B rating; extra hazard occupancies: 15
neter 50 foot travel distance with one unit of 12B
rating. For deep-layer flammble-liquid fire
hazards such as dip tanks, one unit of Cass B

ext i ngui shing potential is required for each 0.1
square neter square foot of the |argest individua
hazard unl ess an approved automatic systemis
instal | ed.

Class C extinguishers, where there are electrica
hazards, are distributed on the sane basis as C ass
B exti ngui shers.

Coordi nate types and |l ocations with the Life Safety
Drawi ngs. Conply with ADA- ABA CGui del i nes, mounting

hei ght for fire extinguishers is not to exceed 1.2
neters 48 inches to the handl e.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Install Fire Extinguishers where indicated on the drawings. Verify exact
| ocations prior to installation.

Provi de extingui shers which are fully charged and ready for operation upon
installation. Provide extinguishers conplete with Manufacturer's Warranty
wi th I nspection Tag attached.

Install fire extinguishers in |locations indicated and in conpliance with
requi renents of authorities having jurisdiction

Conply with the manufacturer's recomendations for all installations.
3.2 PROTECTI ON
3.2.1 Repai ri ng

Renove and repl ace damaged and unacceptabl e portions of conpl eted work
with new work at no additional cost to the Covernnent.
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Submit replacenent parts list indicating specified itens replacenent part,
repl acenent cost, and name, address and contact for replacenent parts

di stributor.

. 2.2 C eani ng

Clean all surfaces of the work, and adjacent surfaces which are soiled as
aresult of the work. Renove fromthe site all construction equiprent,
tools, surplus materials and rubbish resulting fromthe work.

-- End of Section --

SECTION 10 44 16 Page 11



