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NOTE: This guide specification covers the
requi renents for detention furniture, and
accessories for use in brigs and detention facilities.

Adhere to UFC 1-300-02 Unified Facilities CGuide
Speci fications (UFGS) Format Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate informtion.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)
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NOTE: Show the follow ng information on the project
dr awi ngs:

1. Locations of each piece of furniture, equipnent,
and accessory item

2. Details of equi pnent and accessories to convey

design intent and coordinate any details with this
speci fication.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

ASTM | NTERNATI ONAL (ASTM

ASTM A36/ A36M (2019) Standard Specification for Carbon
Structural Steel

U.S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

16 CFR 1633 (2006) Standard for the Flammability (Open
Fl ame) of Mattress Sets

1.2 SUBM TTALS
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NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng submttal
items in the text, to reflect only the submttals
required for the project. The Guide Specification
technical editors have classified those itens that
requi re Governnent approval, due to their conplexity
or criticality, with a "G'. Cenerally, other
submttal items can be reviewed by the Contractor's
Quality Control System Only add a "G' to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arnmy projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO'" for Project Ofice. Codes

SECTION 12 55 00 Page 3



following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates submittals required
as proof of conpliance for sustainability Guiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PROCEDURES.
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Covernment approval is required for submittals with a "G or "S"
classification. Subnmittals not having a "G' or "S" classification are for
Contractor Quality Control approval. Subnittals not having a "G' or "S"
classification are for information only. Wen used, a code follow ng the
"G' classification identifies the office that will review the submttal
for the Governnent. Submit the follow ng in accordance with Section

01 33 00 SUBM TTAL PROCEDURES:
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NOTE: Specifier to confirmif sanples of |arge
items are needed and edit appropriately.
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SD- 02 Shop Drawi ngs

Mrrors; G [ ]

Pass Wndow, G [__ ]
Grab Bars; G [ |
Pistol Locker; G [__ ]
Saf ety Cl othes Hooks; G [__ ]
Key Cabinet; G [___ ]
Bunks; G [___ ]
Mattresses; G [_ ]
Desks; G [__ ]

Dining Table;, G [__ ]
Seats; G [__ ]

SD- 03 Product Data

Mrrors; G [__ ]

Pass Wndow, G [__ ]

Grab Bars; G [ |

Pistol Locker; G [__ ]

Saf ety Cl othes Hooks; G [__ ]
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Key Cabinet; G, [
Bunks; C, [
Mattresses; G, [ ]
Desks; C, [
Dining Table;, G [__ ]
Seats; G |
SD- 04 Sanpl es

Mrrors; G [ ]

Pistol Locker; G [__ ]
Key Cabinet; G, [
Desks; C, [
Dining Table; G [__ ]

Seats; G, |

3 DELI VERY, STORAGE, AND HANDLI NG

Deliver furniture and accessories in packaging to provide protection
during transit and job storage. Leave in unopened original containers,
clearly labeled for location of installation

.4 COORDI NATI ON

Coordi nate installation of anchorages for detention furniture. Provide
setting drawi ngs, tenplates, and directions for installing anchorages;

i ncludi ng sl eeves, concrete inserts, detention grade anchor bolts, and
items with integral anchors that are to be enbedded in adjacent
construction. Deliver such itens to project site in time for

installation. Coordinate size and location of recess in wall construction
to receive detention furniture

.5 QUALI TY ASSURANCE
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NOTE: If full size sanples are required, retain
par agraph below to allow sanples to remain on site
as part of the project.
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.5.1 Mock- ups

Prior to final approval of shop draw ngs, provide a full size sanple of
itens identified under sanples. Upon disapproval, renove rejected units
fromthe job site. Approved nock-ups may remain as part of the finished
wor k.
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PART 2 PRODUCTS

2.

1 MATERI AL

Steel plate, ASTM A36/ A36\.

.2 M RRORS

a. Provide mirrors with a minimunm 0.8 mr 0.031 inches thick sheet steel[
bri ght anneal ed][ polished to #8 mirror finish].

b. Provide a frame forned from|[16][18] gauge cold-finished steel with 8
nr 5/ 16 inch inner and outer flanges.

c. Provide mirror with a mninumoverall size of [203 by 254 nm[279 by
432 mm [8 by 10 inches][11 by 17 inches] | ].

d. Provide one framed mrror over lavatory in each prisoner housing area

e. Frane to be secured with stainless steel flat head security fasteners.

.3 PASS W NDOW

W ndow consi sts of a pass drawer bel ow a speaker panel with a security

gl azi ng panel above. The gl azing panel nust be the sane type as the

adj acent glazing. The pass drawer nust be 100 mm 4 i nches deep, 400 nm 16
i nches wide, 300 mr 12 inches long, and roll horizontally with an

i nterlocking hinged cover on both sides. The speaker panel nust be
constructed of perforated nmetal (T-304 stainless steel), 16 gauge, 5 mr

3/ 16 inch perforated holes,[ rectangular][ circular] in shape, with 14
gauge baffles to prevent direct line of sight fromone side to the other
Integrate this unit into the hollow nmetal of the adjacent unit.

.4 GRAB BARS

Provi de stainless steel security grab bars with safety gap filler between
the round tube bar and the wall. For standard grab bars, refer to Section
10 28 13 TO LET ACCESSORIES. Provide in |lengths and configurations

i ndi cat ed.

.5 PI STOL LOCKER UNI TS

Provi de an outer shell and conpartnent doors nmade up of [10][16] gauge
steel with continuous steel hinges. Wth[ Hinged][ Drop][ Tilt-out] door
conpartnents size at a mnimumof 350 nm w de by 90 mm deep by 150 nm hi gh
14 inches wide by 3-1/2 inches deep by 6 inches high lined with felt and

i ndi vidually keyed. Provide two naster keys per |ocker. Provide a powder
coat finish. Provide unit designed for recessed installation in nasonry.
Units have [3][6][9] conpartnents. Locate units as indicated.

.6 SAFETY CLOTHES HOOKS

Provi de[ single][ grouped] safety clothes hook[s] with a coll apsible bal
joint, encased in a [10][14] gauge stainless steel housing. Hook is
designed to col |l apse under a heavy |oad of a maxi mum of 18 kg 40 | bs.
Hook can be attached to wall plates or steel walls. Provide a brushed
stainl ess steel finish. Provide manufacturer standard flat head spanner
machi ne security screws to fit wi dely spaced hol es designed to resi st
abuse.
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2.7 BUNKS
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NOTE: Retain first option for floor mounted single
or doubl e bunks and retain second option for wal
nount ed bunks, but not both.
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[ Provide floor mounted][ single][ double] cell bunks. Each bunk frane
consi sts of a bunk pan made from [3.42][2.66] mr [0.134][0.105] inch stee
nmeasuring a mni mum of 689 mm wi de by 1930 mm | ong by 356 nm deep 27
i nches wide by 75 inches long by 14 inches deep with bunk pan 256 nm 10
i nches above floor. Turn up edges of [ back and sides and turn down edge
of front][ back, sides and front], with mninmn 51 mr 2 inch flanges.|
Provi de drawer m ni munr 533 mm wi de by 610 deep by 127 nm hi gh 21 inches
wi de by 24 inches deep by 5 inches high, formed from 3.42 nmr 0. 134 inch
nom nal thickness steel sheet.] Legs and franes forned from 51 by 51 by
4.8 mr 2 by 2 inches by 3/16 inch steel angle welded at connections to
each other and to bunk pan; provide four legs for each bunk. Munting
plates forned from 6 mr 1/4 inch thick, steel plate punched with one hole
for floor anchorage; provide one nmounting plate for each |eg.

][ Provide wall mounted single cell bunks. Each bunk frame consists of a
bunk pan made from [3.42][2.66] nm [0.134][0.105] inch steel neasuring a
m ni mum of 689 nm wi de by 1930 nm | ong by 356 mr 27 inches wide by 75
i nches long by 14 inches with bunk pan 256 mr 10 i nches above floor. Turn
up edges of [ back and sides and turn down edge of front][ back, sides and
front], with mninmunm 51 mr 2 inch flanges.[ Provide drawer mninunr 533 nm
wi de by 610 deep by 127 nm high 21 inches wi de by 24 inches deep by 5
i nches high, fornmed fronm 3.42 mr 0.134 inch nom nal thickness stee
sheet.] Conbination end panel and nounting plate is forned from 0.048 mr
3/ 16 inch thick steel sheet welded to a connection to bunk pan, with 51 nmr
2 inch flange for wall mounting. Provide two end panel and nounting
pl ates for each bunk

] Provide a] steel factory prine finish][ [baked enanel ][powder coat
]finish].

2.8 MATTRESSES

Provide mattress core consisting of[ Fire-resistive solid foam|
Fire-resistive densified polyester fiber][ Cotton, with 10 percent boric
acid treatnment, tufted to nylon netting to retain shape]. Mattress cover
to be vinyl bonded to nylon scrim Fabricate cover using[ all seal ed-seam
construction with radi o-frequency wel ded inverted seans][ four-corner box
construction with seans facing inside of detention nmattress except end

cl osing seam | ocated at foot of mattress; sewwith nylon thread in a

doubl e-lock stitch][, with integral pillow]. Cover to be[ Fire retardant
vinyl][ Fire retardant polyurethane coated]. Overall size to be mininun
738 nmm wi de by 1956 nm | ong by 102 mmthick 29 inches wi de by 77 inches
long by 4 inches thick. Conply with 16 CFR 1633 and California Technica
Bulletin 121 as determ ned by testing identical products by a testing and
i nspecting agency acceptable to authorities having jurisdiction. ldentify
materials with appropriate markings of applicable testing and inspecting
agency.
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2.

9 DETENTI ON DESKS

Provi de desk designed for wall nounting to masonry walls. Overall desk
hei ght to be no less than 762 mry 30 inches. Top size nust be m ninmumnr 457
mm wi de by 381 nm deep 18 inches wide by 15 inches deep; constructed of[
10 gauge mininum stainless steel, with mninumr 38 mr 1-1/2 inch flanged
edges for mounting to wall][ single piece, nolded high inpact polyethyl ene
with holes for concealed nounting to wall]. Provide a m ninum seat size of
300 mr 12 inch diameter; constructed of[ 10 gauge mini num stainless
steel and supported by steel tubing][ single piece, nolded high inmpact
pol yethyl ene]. Seat to be securely bolted to floor. Steel tubing to be
wel ded to desk top and mounting plate when desk top and seat are one
assenbly. Provide 6 nmr 1/4 inch thick steel nmounting plates punched with
hol es for fl oor anchorage.

.10 SEATS

I nclude details of frames, conditions of openings, details of
construction, location and installation requirenents of hardware and
rei nforcements, and details of joints and connections show ng sizes and
| ocations of welds. Indicate fabrication, erection, anchorage, and
accessori es.
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NOTE: Retain only one option dependi ng on seating

utilization
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Provi de floor nmounted stool m nimum seat 305 mr 12 inch dianmeter, formed
fronf 3.42 mr 0.134 inch nonminal-thickness steel][ 1.90 nm 0.075 inch

nom nal -t hi ckness steel][ 3.18 nm 0.125 inch thick, stainless steel][ 1.59
nr 0.062 inch thick, stainless steel] sheet; reinforced with 3.42 mr 0.134
inch thick steel sheet cut to interior dinension of seat, with mninur 38
mr 1-1/2 inch flanged edges. Seat support formed from steel pipe or 51 mm
OD by 1.90 mm 2 inch deep by 0.075 inch thick steel tubing welded to seat
rei nforcement and base plate for an overall stool height of not |ess than
457 mr 18 inches. Base plate ninimumr 152 by 6 mm 6 by 1/4 inch thick,]|
square][ round][ steel] punched with four holes for floor anchorage.

][ Provide wall mounted stool, seat mninur 305 mr 12 inch dianmeter, forned

fronf 3.42 mr 0.134 inch nom nal -thickness steel][ 1.90 nm 0.075 inch

nom nal thickness steel][ 3.18 nm 0.125 inch thick, stainless steel][ 1.98
nr 0.078 inch thick, stainless steel] sheet; reinforced with 3.42 mr 0.134
inch thick steel sheet cut to interior dinmension of seat, with m ninumr 38
mr 1-1/2 inch flanged edges. Seat support is forned from 25 by 51 by 1.90
mr 1 by 2 by 0.075 inch thick, steel tubing; 51 mm OD by 1.90 nm 2 inch
deep by 0.075 inch thick steel tubing; or 9.5 nm 3/8 inch thick stee

plate bar; welded to seat reinforcenent and wall bracket. Swi vel wal
bracket is a mnimunr 12.7 nr 1/2 inch pivot pin, with 9.5 mr 3/8 inch
thick steel plate[ for welding to enbedded steel plate][ for welding to
steel wall][ punched with four holes for wall anchorage].

]2.11 KEY CABI NET
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NOTE: Verify location of duplicate cabinet with the
Chi ef of Naval Personnel, PERS-84.
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Provide for detention |lock keys with a capacity of 1.75 tinmes the nunber
of door |ocks and a conplete dual-tag system Provide cabinet with
conceal ed-type hi nges, rounded sides, and panels wth individual hook and
| abel pockets formed as an integral part of the panel. Cabinet is made of
[10][ 14] gauge stainless steel. Provide tags of two types, one set for
per manent hol di ng of at |east four keys. Provide indexing to record

i nfornati on concerni ng | ocks and keys, al phabetically; hook, nunerically;
and naster key. Provide pernanent |loan registry to protect identity of
key borrowers. Provide receipt tabs to protect identity of key borrowers
and supply receipt tabs for tenporary loan. Provide one cabinet in the
mai n control center, one duplicate cabinet in the Station Security Ofice,
and one duplicate cabinet in the Commanding Oficer Ofice. Finishin
manuf acturer's standard powder coat finish.

.12 DI NIl NG TABLE

Provi de tabl e designed for institutional use that permits seating in
groups of four. Provide table top forned of mnimum]|[10][12] gauge
stainless steel, reinforced with steel plate. Cut corners at a 45 degree
angle. Provide top, seat, and |l eg supports with heavy wall square stee
tubing. Provide 300 mry 12 inch dianeter seats made of high strength
[14][ 16] gauge stainless steel. Provide a one piece table with seats,
wel ded assenbly, with welds neatly finished. Assenbly fram ng nust be
pai nted, except for stainless steel, with one shop coat of priner.
Provide a table top with a mininumtop dinension of 900 mm 36 inches in
the | east dimension. Provide as indicated on drawings in |ocation and
qgquantity indicated.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Provi de anchorage devices and fasteners where necessary for securing
detention furniture to in-place construction. |Include threaded fasteners
for[ concrete][ and][ nmasonry] inserts, security fasteners, and other
connectors. Set detention furniture accurately in location, alignment,
and el evation; with edges and surfaces |evel, plunb, true, and free of
rack; and neasured from established |ines and |evels. Provide tenporary
braci ng or anchors in formwmrk for items that are to be built into]
concrete][ or][ masonry] or simlar construction. Fit exposed connections
accurately together to formhairline joints. WlIld connections that are
not to be left as exposed joints but cannot be shop wel ded because of
shipping size limtations. |If field welding is necessary, use materials
and nethods that mninize distortion and devel op strength and corrosi on
resi stance of base metals. Obtain fusion w thout undercut or overlap
Renove wel ding flux imrediately. Finish exposed welds and surfaces snooth
and bl ended at exposed connections so that no roughness shows after
finishing and contour of welded surface natches that of adjacent surface.

.2 ADJUSTMENT

Adj ust items and conponents of itens specified in this section to ensure
proper operation.

Assenbl e detention furniture requiring field assenbly with security
fasteners with no exposed fasteners on exposed faces and frames. Anchor
furniture[ with security fasteners][ by welding][ as indicated on

Drawi ngs] to floors and walls at intervals required by expected | oads, but
not more than 305 nm 12 inches On Center. Install anchors through backup
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reinforcing plates where necessary to avoid netal distortion. Use
security fasteners with head styles appropriate for installation

requi renents, strength, and finish of adjacent materials, except that a
maxi mum of two different sets of tools nust be required to operate
security fasteners for Project.[ Provide stainless steel security
fasteners in painted materials.] Wld nuts onto cast-in-place anchors
after installation so as to be nonrenovabl e. Apply[ polyurethane][ epoxy]
security sealant at all exposed gaps between detention furniture and

adj acent construction greater than 1.6 mr 1/ 16 inch.

-- End of Section --

SECTION 12 55 00 Page 10



