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NOTE: This guide specification covers the

requi renents for the renoval and disposal of

pol ychl ori nat ed bi phenyls (PCBs) and the handling of
PCB contai ning naterial s.

Adhere to UFC 1-300-02 Unified Facilities CGuide
Speci fications (UFGS) Format Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenments by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate informtion.

Renove i nformation and requirenments not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

EE R R R S R R I R R I R S R R R R R R S R I R I R I R R S R R S R R O
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NOTE: This guide specification is intended for use
in projects where PCBs or naterials containing PCB
at concentrations of 50 parts per mllion (ppm and

above are to be renpved and di sposed of.
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I
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NOTE: A generator of PCB wastes who relinquishes
control over the wastes by transporting, or offering
for transport by his own vehicle or by a vehicle
owned by anot her person, or relinquishing for
commercial off-site storage or off-site disposa

nmust prepare a nmanifest on EPA Form 8700-22 in
accordance with 40 CFR 761, Part 207. The generator
nmust specify on the manifest:
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1. For each bulk |oad of PCBs, the identity of the
PCB waste, the earliest date of rempval from service
for disposal, and the weight in kilograms of the PCB
wast e.

2. For each PCB Article Container or PCB Container
t he uni que identifying nunber, type of PCB waste
(e.g., soil, debris, small capacitors), earliest
date of rempval from service for disposal, and

wei ght in kil ogranms of the PCB waste contained.

3. For each PCB Article not in a PCB Container or
PCB Article Container, the serial nunber if

avail able, or other identification if there is no
serial nunber, the date of renoval from service for
di sposal, and weight in kilograms of the PCB waste
in each PCB Article.

4. One off-site conmercial storage or disposa
facility approved for the comrercial storage or

di sposal of the PCBs and PCB Itens described on the
mani f est .

It is recoomended that 40 CFR 761, Subpart K be read
prior to the renoval of PCB waste. Note: Contractor

wi Il not accept PCB waste for storage or disposa
unless it is acconpanied by a signed mani fest by the
gener at or .

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.
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U. S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

29 CFR 1910. 145 Speci fications for Accident Prevention
Si gns and Tags

29 CFR 1910. 1000 Ai r Contam nants

40 CFR 761 Pol ychl ori nat ed Bi phenyl s (PCBs)

Manuf act uring, Processing, Distribution in
Conmer ce, and Use Prohibitions

49 CFR 171 CGeneral Information, Regul ations, and
Definitions
49 CFR 172 Hazardous Materials Table, Special

Provi si ons, Hazardous Materials
Conmuni cati ons, Energency Response
I nformation, and Trai ni ng Requirenents

49 CFR 173 Shi ppers - Ceneral Requirements for
Shi pnent s and Packagi ngs

49 CFR 174 Carriage by Rai

49 CFR 175 Carriage by Aircraft

49 CFR 176 Carriage by Vesse

49 CFR 177 Carriage by Public H ghway

49 CFR 178 Speci fications for Packagi ngs

49 CFR 179 Speci fications for Tank Cars

.2 REQUI REMENTS

The work includes the renpval and disposal of | ]. Performwork in
accordance with 40 CFR 761 and the requirements specified herein.

.3 DEFI NI TI ONS
.3.1 Leak

Leak or |eaking nmeans any instance in which a PCB Article, PCB Container
or PCB Equi pnrent has any PCBs on any portion of its external surface.

.3.2 PCBs

PCBs as used in this specification mean the sane as PCBs, PCB Article, PCB
Article Container, PCB Container, PCB Equi prent, PCB Item PCB
Transformer, PCB-Contaninated El ectrical Equi prent, as defined in

40 CFR 761, Section 3, Definitions.

.3.3 Spi ||

Spill means both intentional and unintentional spills, |eaks, and other

uncontrol | ed di scharges when the release results in any quantity of PCBs
runni ng off or about to run off the external surface of the equipnent or
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1

ot her PCB source, as well as the contanination resulting fromthose
rel eases.

.4 QUALI TY ASSURANCE

4.1 Trai ni ng

I nstruct enpl oyees on the dangers of PCB exposure, on respirator use,
decont anmi nati on, and applicable OSHA and EPA regul ati ons.

4.2 Certified Industrial Hygienist (ClH)

otain the services of an industrial hygienist certified by the American
Board of Industrial Hygiene to certify training, review and approve the
PCB renoval plan, including determ nation of the need for personne
protective equi prent (PPE) in perform ng PCB renoval work.

. 4.3 Regul ati on Docunents

Maintain at all tines one copy each at the office and one copy each in
view at the job site 29 CFR 1910.1000, 40 CFR 761, and Contractor work
practices for rempoval, storage and disposal of PCBs.

.4.4 Survei |l | ance Personne

Surveil |l ance personnel may enter PCB control areas for brief periods of
time provided they wear disposable polyethyl ene gl oves and di sposal

pol yet hyl ene foot covers, as a minimum Additional protective equi pnent
may be required if respiratory hazard is involved or if skin contact with
PCB is invol ved

5 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and corresponding subnitta

items in the text, to reflect only the subnmttals
required for the project. The CGuide Specification
techni cal editors have classified those itens that
requi re Government approval, due to their conplexity
or criticality, with a "G" GCenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a "G' to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.
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1.

1.

The "S" classification indicates subnmittals required
as proof of conpliance for sustainability CQuiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCOCEDURES.

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

Covernment approval is required for submittals with a "G' or "S"
classification. Submttals not having a "G or "S" classification are for
Contractor Quality Control approval. Submttals not having a "G' or "S"
classification are for information only. Wen used, a code follow ng the
"G' classification identifies the office that will review the subnittal
for the Governnent. Submit the followi ng in accordance with Section
01 33 00 SUBM TTAL PROCEDURES:
SD- 01 Preconstruction Submittals
PCB Renoval Work Pl an
PCB Di sposal Pl an
SD-07 Certificates
Training certification
Qualifications of CIH
Noti fication

Transporter Certification of notification to EPA of their PCB
waste activities and EPA | D nunbers

Certification of Decontam nation for PCB Spill
Post Cl eanup Sanpling Data
Certificate of Disposal

6  EQU PMENT

6.1 Speci al d ot hi ng

Work cl ot hes consist of PPE as required by OSHA regul ations, including,
but not Iinmted to the foll ow ng:

a. Disposable coveralls

b. doves (Disposable rubber gloves may be worn under these)
c. Disposable foot covers (polyethyl ene)

d. Chenical safety goggles

e. Half nmask cartridge respirator.

.6.2 Special dothing for Governnent Personnel

Provi de PPE specified in paragraph SPECIAL CLOTHI NG to the Contracting
Oficer as required for inspection of the work.
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1.6.3 PCB Spill Kit

Assenble a spill kit to include the follow ng itemns:
I TEM M Nl MUM QUANTI TY
1. Disposabl e gloves (polyethylene) 6 prs
2. doves with a high degree of inperneability to PCB 6 prs

3. Disposable coveralls with perneation resistance to PCB |4 ea

4. Chem cal safety goggl es 2 ea

5. Disposable foot covers (polyethylene) 6 prs
6. PCB Caution Sign: "PCB Spill--Authorized Personnel Only" |2 ea

7. Banner guard or equival ent banner materi al 30 m 100 feet
8. Absorbent materi al 5 bags
9. Blue polyethyl ene waste bags 5 ea
10. doth backed tape 1roll
11. Area access |logs, blank 10 ea
12. PBrattice cloth, 2 mx 2 m6'" x 6 1 piece
13. Rags 20 ea
14. Ball point pens 20 ea

15. Herculite, 1.5 mx 1.5 mand 3 mx 3 m4'" x 4' and 8 2 ea and 1 ea
x 8'

16. Blank nmetal signs and grease pencils 2 ea

17. Waste containers 208 liters 55 gallon drum may be [1] [____ ] ea
used as container for kit

1.7 QUALITY ASSURANCE

1.7.1 Training Certification
Submit certificates, prior to the start of work but after the nain
abatenment subnmittals, signed and dated by the CIH and by each enpl oyee

stating that the enpl oyee has received training. Organize certificates by
i ndi vi dual worker, not grouped by type of certificates.
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1

7.2 Qualifications of CIH

Submit the name, address, and tel ephone nunber of the Industrial Hygienist
selected to performthe duties in paragraph CERTIFI ED | NDUSTRI AL

HYA ENI ST. Submit proper docunentation that the Industrial Hygienist is
certified, including certification nunmber and date of
certification/recertification

.7.3 PCB Renpbval Work Pl an

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Edit renoval plan requirenents to suit the
project. Mdify or delete decon and change roons,
showers, and ventilation. Delete air sanpling
requi renents except for work at el evated
tenmperatures sufficient to vaporize PCB or for work
i nvol ving PCB cont ani nat ed dust or particul ate
generation such as grinding, saw ng, or sweeping.

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

Submit a detailed job-specific plan of the work procedures to be used in
t he renoval of PCB-containing materials, not to be conbined with other
hazar dous abatenent plans. Provide a Table of Contents for each abatenent
subm ttal which follows the sequence of requirenents in the contract.
Include in the plan a sketch showing the location, size, and details of
PCB control areas[, location and details of decontam nation roonms, change
roonms, shower facilities, and mechanical ventilation system. Include in
the plan, eating, drinking, snmoking and restroom procedures, interface of
trades, sequencing of PCB rel ated work, PCB disposal plan, respirators,
protective equi pnment, and a detail ed description of the nmethod of

contai nnent of the operation to ensure that PCB contam nation is not
spread or carried outside of the control area.[ |Include provisions to

ensure that airborne PCB concentrations of 0.50 milligrams per cubic neter
3.10 E-08 pound per cubic feet of air are not exceeded outside of the PCB
control area. Include air sanpling, training and strategy, sanpling

nmet hodol ogy, frequency, duration of sanpling, and qualifications of air
noni toring personnel in the air sanpling portion of the plan.] Obtain
approval of the plan prior to the start of PCB renmpval work.

.7.4 PCB Di sposal Pl an

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: Delete this paragraph if the Governnment is to
di spose of PCB waste. Verify that Governnent

di sposal is avail able and make arrangenents if so.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Submit a PCB Disposal Plan within 45 cal endar days after award of contract
for Contracting Officer's approval. Conply with applicable requirenents
of Federal, State, and | ocal PCB waste regul ati ons and address:

a. ldentification of PCB wastes associated with the work.

b. Estimated quantities of wastes to be generated and di sposed of.

c. Nanmes and qualifications of each contractor that will be transporting,

storing, treating, and disposing of the wastes. Include the facility
| ocation and a 24-hour point of contact. Furnish two copies of [EPA]
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[State] [and] [local] PCB waste [permt applications] [pernits] [and]
[ EPA I dentification nunbers].

d. Narmes and qualifications (experience and training) of personnel who
will be working on-site with PCB wastes.

e. List of waste handling equipnment to be used in performng the work, to
i ncl ude cl eani ng, volume reduction, and transport equi pnment.

f. Spill prevention, containment, and cl eanup contingency neasures to be
i mpl enent ed.

g. Wrk plan and schedul e for PCB waste contai nment, renoval and
di sposal. C ean up and containerize wastes daily.

1.7.5 Notification

Notify the Contracting Oficer 20 days prior to the start of PCB renoval
wor k.

PART 2  PRODUCTS
Not used.

PART 3  EXECUTI ON

3.1 PROTECTI ON

3.1.1 Decont am nati on Room Cl ean Room and Shower Facilities

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Include this paragraph only if work invol ves
cl eanup of large PCB spills or if airborne

contam nati on exists. Consult cognizant Industria
Hygi eni st for reconmendati ons.

EE R I R R S I R R I R I R I R S R R R R S R R I R R R I R R R R O

a. Provide material and |abor for construction of a decontam nation room
a clean room and shower facilities. Provide roonms with doors and
attach to the exit ways of PCB work areas. Provide roons of
sufficient size to accommpdate the Contractor's operation within.]|
Existing facilities with water closets, urinals, wash basins and
showers may be used if available.][ Provide portable toilet and
shower facilities. Locate shower facilities between the clean room
and decontam nation room] Provide separate clothing | ockers or
containers in each roomto prevent contam nation of street and work
cl ot hes.

b. Renove PCB-contam nated PPE in the decontani nati on room before
proceeding to showers. Wrkers nust shower before |unch and at the
end of each day's work. Hot water, towels, soap, and hygienic
conditions are the responsibility of the Contractor

3.1.2 PCB Control Area
| solate PCB control area by physical boundaries to prevent unauthorized

entry of personnel. Food, drink and snoking materials are not permitted
in areas where PCBs are handled or PCB itens are stored.
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.1.3 Personnel Protection

Wor kers nust wear and use PPE, as recommended by the Industrial Hygienist,
upon entering a PCB control area. |If PPE is not required per the CIH
specify in the PCB renmoval work plan

1.4 Foot wear

Work footwear remains inside work area until conpletion of the job

. 1.5 Perm ssi bl e Exposure Limts (PEL)

PEL for PCBs is 0.5 ng/nB 3.1 E-08 | b/cubic foot on an 8-hour tine
wei ght ed average basi s.

.1.6 Speci al Hazards

a. Do not expose PCBs to open flanmes or other high tenperature sources
since toxic deconposition by-products nay be produced.

b. Do not heat PCBs to tenperatures of 55 degrees C 135 degrees F or
hi gher wi thout Contracting O ficer's concurrence.

1.7 PCB Cauti on Labe

40 CFR 761, Subpart C. Affix labels to PCB waste contai ners and ot her
PCB- contaminated itenms. Provide label with sufficient print size to be
clearly legible, with bold print on a contrasting background, displaying
the follow ng: CAUTION: Contains PCBs (Polychlorinated Bi phenyls).

.1.8 PCB Caution Sign

29 CFR 1910. 145. Provide signs at approaches to PCB control areas.
Locate signs at such a distance that personnel may read the sign and take
t he necessary precautions before entering the area.

.2  WORK PROCEDURE

Furni sh | abor, materials, services, and equi pment necessary for the

conpl ete renmoval of PCBs |located at the site as indicated or specified in
accordance with local, State, or Federal regulations. Package and nmark
PCB as required by EPA and DOT regul ati ons and di spose of off Governnment
property in accordance with EPA, DOT, and | ocal regulations at a permtted
site.

2.1 No Sroki ng

Snmoking is not permitted within 15 nm 50 feet of the PCB control area.
Provi de "No Snoking" signs as directed by the Contracting O ficer.

. 2.2 Wor k Operati ons

Ensure that work operations or processes involving PCB or PCB-contam nated
materials are conducted in accordance with 40 CFR 761 and the applicable
requi renents of this section, including but not linted to:

a. Obtaining advance approval of PCB storage sites.

b. Notifying Contracting Oficer prior to commenci ng the operation

SECTION 02 84 33 Page 11



3.

3.

c. Reporting leaks and spills to the Contracting O ficer.
d. deaning up spills.

e. Mintaining an access | og of enployees working in a PCB control area
and providing a copy to the Contracting O ficer upon conpletion of the

operation.

f. Inspecting PCB and PCB-contanmi nated itens and waste containers for
| eaks and forwardi ng copi es of inspection reports to the Contracting
Oficer.

g. Mintaining a spill kit as specified in paragraph PCB SPILL KIT.

h. Maintaining inspection, inventory and spill records.

.3 PCB TRANSFORMERS

. 3.1 Drai ning of Transformer Liquid

Performwork in accordance with 49 CFR 171, 49 CFR 172, 49 CFR 173,

49 CFR 174, 49 CFR 175, 49 CFR 176, 49 CFR 177, 49 CFR 178, and 49 CFR 179,
Subchapter C and as specified herein. Drain the transfornmer, swtches,

and regulators of free flowing liquid prior to transportation. Place the
drained liquids in DoT Spec druns. The druns nust not contain nore than
190 liters 50 gallons of oil. If the equipnment cannot be drained, then
place it in DoT Spec drums. DoT drum specifications nmust nmeet UN 1A1/Y1.6
(steel drun) or UN 1H1/Y1.6 (plastic drum.

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Choose this option and subparagraphs if the

Contractor is to dispose of PCB waste.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

3.2 Mar ki ngs

Provi de druns and drai ned PCB-contam nated el ectrical equipnent with
caution | abel markings as specified in paragraph PCB CAUTI ON LABEL.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Choose this option and subparagraphs if PCB
wast e transportati on and di sposal has been arranged
wi th PWD PWC (Defense Logistics Agency Disposition
Services (DLA DS)).

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

3.3 Laboratory Anal ysis

Provide all transforners with a | aboratory analysis for turn-in. DLA DS
prefers a gas chromatograph test. The only two exceptions to this rule
are:

a. The transformer is hernetically sealed (solder sealed or fusion
seal ed. No access ports or openings).

b. The nane plate states that the transformer contains Pyranol,
Interteen, etc.
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Attach a copy of the lab analysis to both the DD 1348-1 and the
transformer itself.

.3.4 Mar ki ngs
.3.4.1 Transformers, Less Than 50 ppm

Add absorbent material to absorb residue oil renaining after draining.
Wite the date drained on the transforner. Turn in transfornmers to DLA DS.

.3.4.2 Transformers, 50-499 ppm

Sane procedure as transfornmers in the | ess than 50 ppm range.

.3.4.3 Transformers, Greater Than 500 ppm

Stencil date drained on the transformer. Turn in transforner to DLA DS.
.3.4. 4 Dr uns

Stencil on DOT-approved 208 liter 55 gallon drums containing PCB liquid
the foll ow ng:

a. ppm
b. Date drumfilled
c. Serial number of transformer liquid came from
d. National Stock Nunber
(1) "9999-00-AL" for <50 ppm
(2) "9999- 00- CONPCB" for 50-499 ppm
(3) "9999-00-PCBA L" for >500 ppm

Do not mx different ppns in the same drum Druns rmust have a 50 mmr 2 inch
ul |l age space fromthe top of the drum

.4 PCB REMOVAL

Sel ect PCB renpval procedure to mninize contam nation of work areas with
PCB or ot her PCB-contani nated debris/waste. Handle PCBs such that no skin
contact occurs. PCB renmpval process should be described in the work plan.

4.1 Confined Spaces

As feasible, do not carry out PCB handling operations in confined spaces.
A confined space neans a space having limted neans of egress and

i nadequat e cross ventilation.

4.2 Control Area

Establish a PCB control area around the PCB item as specified in paragraph

PCB CONTROL AREA. Only personnel briefed on the el enents in the paragraph
TRAI NI NG and on the handling precautions are allowed into the area.
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.4.3 Exhaust Ventil ation

I f used, discharge exhaust ventilation for PCB operations to the outside
and away from personnel

.4.4 Tenper at ures

As feasible, handle PCBs at anbient tenperatures and not at el evated
t emrper at ur es.

.4.5 Sol vent d eani ng

Cl ean contaminated tools, containers, etc., after use by rinsing three
times with an appropriate solvent or by wi ping down three tinmes with a
solvent wetted rag. Suggested solvents are Stoddard sol vent or hexane.

.4.6 Drip Pans

Drip pans are required under portable PCB transforners and rectifiers in
use or stored for use. Provide the pans with a contai nment vol unme of at
| east one and one-half tinmes the internal volune of PCBs in the item

4.7 Evacuati on Procedures

Provide witten procedures for evacuation of injured workers. Do not
delay aid for a seriously injured worker for reasons of decontamni nation

.5 PCB SPI LL CLEANUP REQUI REMENTS
.5.1 PCB Spills

| mredi ately report to the Contracting Officer any PCB spills on the ground
or in the water, PCB spills in drip pans, or PCB | eaks.

.5.2 PCB Spill Control Area

Rope off an area around the edges of a PCB leak or spill and post a "PCB
Spill Authorized Personnel Only" caution sign. Inmmediately transfer
leaking items to a drip pan or other container.

.5.3 PCB Spill d eanup

40 CFR 761, Subpart G Initiate cleanup of spills as soon as possibl e,
but no later than 48 hours of its discovery.[ To clean up spills,
personnel nust wear the PPE prescribed in paragraph SPECI AL CLOTHI NG of
this section.] |If msting, elevated tenperatures or open flanes are
present, or if the spill is situated in a confined space, notify the
Contracting O-ficer. Mp up the liquid with rags or other conventiona
absorbent. Properly contain and di spose of spent absorbent as solid PCB
wast e.

.5.4 Records and Certification
Docurent the cleanup with records of decontam nation in accordance with

40 CFR 761, Section 125, Requirenents for PCB Spill C eanup. Provide
certification of decontam nation
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3.5.5 Sanpl i ng Requi renents
Perf orm post cl eanup sanpling as required by 40 CFR 761, Section 130,
Sanpling Requirenments. Do not renove boundaries of the PCB control area
until site is determ ned satisfactorily clean by the Contracting Oficer
3.6 STORAGE FOR DI SPOSAL
3.6.1 St orage Contai ners for PCBs
49 CFR 178. Store liquid PCBs in Departnent of Transportation (DOT)
Specification 17E containers. Store nonliquid PCB m xtures, articles, or
equi pnrent in DOT Specification 5 5B, or 17C containers with renovabl e
heads.
3.6.2 Wast e Cont ai ners
Label with the foll ow ng:
a. "Solid (or Liquid) Waste Pol ychl orinated Bi phenyl s"
b. The PCB Caution Label, paragraph PCB CAUTI ON LABEL

c. The date the itemwas placed in storage and the nane of the cogni zant
activity/building.

3.6.3 PCB Articles and PCB-Contani nated Itens
Label with items b. through c. above.
3.6.4 Approval of Storage Site

ot ain in advance Contracting O ficer approval using the follow ng
criteria without exception.

a. Adequate roof and walls to prevent rainwater fromreaching the stored
PCBs.

b. An adequate floor which has continuous curbing with a mninur 150 nr 6
i nch high curb. Such floor and curbing rmust provide a contai nnent
vol ume equal to at least two tines the internal volune of the |argest
PCB article or PCB container stored therein or 25 percent of the total
i nternal volune of all PCB equi pnment or containers stored therein
whi chever is greater.

c. No drain valves, floor drains, expansion joints, sewer |ines, or other
openings that would permt liquids to flow fromthe curbed area.

d. Floors and curbing constructed of continuous snooth and i npervi ous
materials such as portland cenent, concrete or steel to prevent or
m ni mze penetrations of PCBs.

e. Not located at a site which is below the 100-year flood water
el evati on.

f. Post each storage site with the PCB Caution Sign, paragraph PCB
CAUTI ON SI GN.
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3.7 CLEANUP

Mai ntain surfaces of the PCB control area free of accumul ati ons of PCBs.
Restrict the spread of dust and debris; keep waste from being distributed
over work area

Do not renove the PCB control area and warning signs prior to the
Contracting Oficer's approval. Reclean areas show ng residual PCBs.

3.8 DI SPOSAL

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Federal regulations (40 CFR 761) require that
generators, transporters, comrercial storers, and

di sposers of PCB waste possess U. S. EPA
identification numbers. Verify that the activity
has a U. S. EPA generator identification nunber for
use on the Uniform Hazardous Waste Manifest. |If
not, the activity nust file and obtain an |.D
nunber with EPA prior to commencenent of renoval

wor k.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

EE R R R S I R I R I R I R S R R R R S R R I R R R R R S R R O

NOTE: Choose this option and subparagraphs if the
Contractor is to dispose of PCB waste.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Research State, regional, and | ocal |aws,
regul ati ons, and statutes.

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

Conply with di sposal requirenents and procedures outlined in 40 CFR 761
Do not accept PCB waste unless it is acconpanied by a manifest signed by
the Governnent. Before transporting the PCB waste, sign and date the
mani f est acknow edgi ng acceptance of the PCB waste fromthe Governnent.
Return a signed copy to the Governnent before |eaving the job site.
Ensure that the manifest acconpanies the PCB waste at all tinmes. Submt
transporter certification of notification to EPA of their PCB waste
activities.

3.8.1 Certificate of Disposa
40 CFR 761. Submit to the Government within 30 days of the date that the
di sposal of the PCB waste identified on the mani fest was conpl et ed.

Include in the certificate for the PCBs and PCB itens di sposed:

a. The identity of the disposal facility, by name, address, and EPA
identification nunber.

b. The identity of the PCB waste affected by the Certificate of D sposa
i ncluding reference to the mani fest nunber for the shipment.

c. A statement certifying the fact of disposal of the identified PCB
wast e, including the date(s) of disposal, and identifying the disposa
process used.

d. Acertification as defined in 40 CFR 761, Section 3.
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3.8.1.1 Payment Upon Furnishing Certificate of Disposal of PCBs

Payment will not be made until the certificate of disposal has been
furni shed to the Contracting O ficer.

3.8.2 Di sposal by the Government

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Choose this option and subparagraphs if PCB
wast e transportati on and di sposal has been arranged
with PWY PWC and PCB waste is to be delivered to
suitable storage site. Verify procedures with

PWD PWC. Onit paragraph when the Governnment will

pi ck up PCB waste at the project site.

Rk Ik Sk kR IR R R O O Ok e S S R AR Ik R R O o O R O I S bk b R

Coordi nate delivery of PCBs on-site with [ocal Environnental for
subsequent di sposal on DLA DS contracts. |If the primary | ] siteis
filled to capacity, contact the Public Wrks Center Hazardous Waste Branch
Envi ronnent al Engi neer at [ ] to determine an alternate storage site.
The transport distance to any storage site nmust not exceed the distance
between the project site and the DLA DS storage site at | ].

3.8.2.1 [Delivery] [Governnent Pick Up]

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Choose the option for Government pick up if
arrangenents have been made for the Governnment to
pick up the PCB waste at the project site. This
will be required when DLA DS does not have a
suitable storage site and the PCB waste nust be

pi cked up by the CGovernnent's PCB di sposal
contractor.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Contact DRMO at |east 5 working days in advance to nake arrangenents for
[delivery of the PCBs to the storage site.] [pick up of PCB waste by the
Government.] Phone: | ] or wite to:

Def ense Reutilization and Marketing Ofice

[ 1]

1]

3.8.2.2 DD Form 1348-1
Prepare DD Form 1348-1 Turn-in Docunent (TID), which will acconpany the
PCBs to the storage site. Ensure that a responsible person fromthe
activity that owns the PCBs signs the DD Form 1348-1.

3.8.2.3 Payment Upon Furni shing DD Form 1348-1

Paynment will not be nade until a conpleted DD Form 1348-1 has been
furnished to the Contracting O ficer.

-- End of Section --
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