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PART 1 GENERAL

1.1 SYSTEM DESCRI PTI ON
1.2 SUBM TTALS

PART 2 PRODUCTS

REFERENCE TO MANUFACTURER S COLOR

COLOR SCHEDULE

Exterior Wall s

1 Bri ck:

2 Mortar:

3 Concrete Masonry Units:

4 Pai nt :

5 Metal Wall Panels, Hardware, and Associated Trim
6 I nsul ati on and Fini sh System
7

8

9

1

1
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Precast Concrete:

Precast Stone:

d ass and d azing:
0 Cenent Board Siding and Trim
1 Cul tured Stone:
Exterior Trim
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2.1 St eel Doors and Door Franes:

2.2 Steel Wndows (nullion, muntin, sash, trim and sill):
2.3 Al umi num Doors and Door Franes:

2.4  Alum num Wndows (rmullion, nmuntin, sash, trim and sill):
2.5 Wod dad Wndows (rullion, nuntin, sash, trim and sill):
2.6 Wbod St ai n:

2.7 Fasci a:

2.8 Soffits and Ceilings:

2.9 Over hangs:

2.10 Downspouts, CQutters, Louvers, and Fl ashings:

2.11 Copi ng:

2.12 Precast Concrete [[Caps][.] [____ ] [and] [Sills]]:
2.13 Precast Stone [[Caps][.] [____ ] [and] [Sills]]:

2.14 Caul ki ng and Seal ant s:

2.15 Stringers and Stair Fram ng:
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16 Control Joints:

17 Expansi on Joi nt and/or Covers:
18 Handr ai | s:

19 Si gnage:

Ext eri or Roof

.1 Met al :

2 Shi ngl es:

3 EPDM

4 Penetrati ons:

Interior Floor Finishes

1 Car pet :

2 Carpet Tile:

3  Vinyl Conposition Tile:
4 Sheet Vinyl:

5 Rubber Tile:

6 Stair Treads, Kick Strips, and Risers:
7 Quarry Tile:

8 Ceramc Tile:

9 Porcelain Tile:

10 G out :

11 Pl astic Lam nate:

12 Wbod:

13 Static [Di ssipative][Conducti ve] Tile:
14 Concrete [Paint][Stain][
15 I ndustrial Floor Coating:
Interior Base Finishes

1 Resi |l i ent Base and Mol di ngs:
2 Quarry Tile:

3 Ceramc Tile:

4 Porcelain Tile:

5 G out:

6 Coved Sheet Vinyl:

7 d azed Structural Units:

8 Prefaced Concrete Masonry Units:
9 Brick:

10 Mort ar:

11 Pai nt :

.12 Wood:

Interior Wall Finishes

1 Pai nt :

2 Vi nyl Wall Covering:

3 Fabric Wall Covering:

4  Acoustical wvall Covering:

5 Ceramc Tile:

6 Ceramc Tile Gout:

7 Brick:

8 Mort ar:

9 Metal Liner Panels:

10 d azed Structural Units:

11 Prefaced Concrete Masonry Units:
.12 Col umms:

Interior Ceiling Finishes

.1 Acoustical Tile and Gid:

Pai nt :
Met al Deck:

nterior Trim
St eel Doors:
St eel Door Franes:

2

3
.4 Structural Fram ng:
I

1

2
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3 St eel W ndows:

4 Al um num Doors and Door Franes:
5 Al um num W ndows :

6 Wbod Doors:

7 Wbod St ai n:

8 W ndow Sil | s:

9 Fire Extingui sher Cabinets:

10 Handr ai | s:

11 Ladder s:

12 Metal Stairs:

13 Exposed Ductwork:

14 Cl oset Shel ving:

15 Benches:

I nteri or Wndow Tr eat nent

9.1 Hori zontal Bl i nds:

9.2 I ntegral Blinds:

9.3 Vertical Blinds:
9.4
9.5

© 00w

Drapery Har dwar e:
W ndow Shades:
nterior M scell aneous

I
10.1 Toilet Partitions and Urinal Screens:
10. 2 Pl astic Lam nate:
10. 3 Solid Surfacing Material:
10. 4 Casewor k:
10.5 Si gnage Message Col or:
10.6 Si gnage Background Col or:
10. 7 Qperabl e Partitions:
10.8 Acoustical Wall Panels:
9

Cor ner Quards:

10. 10 Wall Switch Handl es and Standard Receptacl e Bodies:
10. 11 El ectrical Device Cover Pl ates:

10. 12 El ectrical Panel s:

10. 13 Shower [ Curtai n][Doors]:

.10. 14 Shower Wall Kits, Trim and Shower Pan:

LACEMENT SCHEDULE
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2.3

PART 3 EXECUTI ON ( Not Appli cabl e)

-- End of Section Table of Contents --
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SECTI ON 09 06 90

COLOR SCHEDULE
05/ 09
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NOTE: This gui de specification covers the
requi renents for color of exterior and interior
mat eri al s and products.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Commrent s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of

techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS shoul d be subnmitted as
a Criteria Change Request (CCR

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

PART 1 GENERAL

1

1

1 SYSTEM DESCRI PTI ON

This section covers only the color of the exterior and interior materials
and products that are exposed to view in the finished construction. The
word "color", as used herein, includes surface color and pattern
Requirenments for quality and nethod of installation are covered in other
appropriate sections of the specifications. Specific |ocations where the
various materials are required are shown on the drawi ngs. Itenms not
designated for color in this section may be specified in other sections.
When color is not designated for itenms, the Contractor shall propose a
col or for approval.

2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
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in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO' for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA proj ects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G
designation identifies the office that will review the submittal for the
Government.] Subnit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 04 Sanpl es

Color Schedule[; Q[; G [_____ 1]

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

NOTE: Coordi nate requirenment for construction col or
board with governnent. Delete the color board
submittal when not required. Add addresses for
offices to receive color boards in paragraph e.

Cont act governnent Project Manager for addresses.
The submittal should be for information only since
mat eri al sanple approval is given in quality

speci fications.

Construction color boards are required for some Air

Force facilities.
EIR IR R b R S I I I I IR I I I I I R R S R I R I R I I I I R I S I I A I I I R b I S I b b E b I I I b I R I b I b I I S I I b I b b b I

[ ] sets of color boards, [ ] [120] days after the
Contractor is given Notice to proceed, conplying with the
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foll owi ng requirenents:

a. Color boards shall reflect all actual finish textures,
patterns, and colors required for this contract.

b. WMaterials shall be Iabeled with the finish type,
manuf acturer's name, pattern, and col or reference.

c. Sanples shall be on size 216 by 279 my 8-1/2 by 11 inch
boards with a maxi num spread of size 648 by 838 mr 25-1/2 by 33
i nches for foldouts.

d. Sanples for this color board are required in addition to
sanpl es requested in other specification sections.

e. Color boards shall be submtted to the followi ng addresses:

PART 2 PRODUCTS

2.

2.

1 REFERENCE TO MANUFACTURER S COLOR

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Where manufacturer's itens are referenced for
color, check to ensure that the referenced item
complies with the appropriate quality standards
specified in other sections.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

Where color is shown as being specific to one nmanufacturer, an equival ent
col or by another manufacturer nay be submtted for approval. Manufacturers
and materials specified are not intended to linmt the selection of equa

col ors from ot her manufacturers.

2 COLOR SCHEDULE

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Al interior and exterior finish colors are
to be included in this specification. Additiona
materials nay be added to the specification. Itens
not pertaining to the project will be deleted by the
designer. Include applicable nechanical, fire
protection, structural, architectural, site and
electrical itens that have an inpact on the
aesthetics of a facility. These nmay include the
followi ng exterior itens: diesel generator sets,
transforners, exhaust fans, condensing units, and
exterior paving materials. Interior considerations
may include itens such as exhaust grilles, fan coi
units, fin tube/convectors, sprinkler heads, marble
t hreshol ds, and buil di ng hardware. The col or for
these itens need to be coordinated with the
appropriate design discipline.

When this specification is utilized, reference will
be made in applicable guide specifications
clarifying that "color will be as specified in
Section 09 06 90 COLOR SCHEDULE. "
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Col or references indicated after finishes shown in
par agr aph COLOR SCHEDULE shoul d i ncl ude the

manuf acturer, pattern name (when applicable), and
col or nane of the finish (exanple: Vinyl
Conposition Tile: XYZ Co., Pattern Stonegate, Col or
Tourmal i ne #136). The Col or Schedul e may contain a
ref erence to another specification section where the
color is designated. (Exanple: Signage: See
Section 10 14 02 I NTERI OR SI GNAGE for color).

When multiple colors of the same naterial are
specified, add finish color codes and notes within
the color listing to identify location of different
material colors. For instance, Vinyl Conposition
Tile (VCT-1): XYZ Co., Pattern Stonegate, Col or
Shal e #18 shall be located in offices and Vinyl
Conposition Tile (VCT-2): XYZ Co., Pattern
Stonegate #39, Color Grey shall be located in
storage roons. To further clarify location of
finish colors used in floor and wall patterns or
other details, use the finish color code in the
specification and on the drawings as a
cross-reference tool

Wien the project is large or the design is
conplicated, this section may be used in conjunction
with the Room Fi ni sh Schedule Drawing. 1In this

i nstance, the designer can use the drawing to

i ndi cate placenent, using abbreviations such as C1
and C-2 (Carpet-1, Carpet-2). The designer nust

i nclude a statenent on the drawi ng clarifying that
"col or designations shall be as indicated in Section
09 06 90 COLOR SCHEDULE." Section 09 06 90 is then
utilized to specify a manufacturer's reference for
all exterior and interior finishes in the follow ng
manner: Carpet C-1: XYZ Co., pattern Pebbl eneave,
col or DF506-204 Vi enna Wods. The designer shoul d
then include a statement that the placenent of
flooring, base, wall, and ceiling finishes shall be
shown on the Room Fi ni sh Schedul e on the draw ngs
This method is desirable since it keeps al

manuf acturer's color references in one |ocation

Do not duplicate information that is specified in
t he individual specifications.

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

The col or
exterior

schedule lists the colors, patterns and textures required for

and interior finishes, including both factory applied

applied col ors.

2.2.1 Exterior Walls

Exterior wall colors shall apply to exterior wall surfaces inc
recesses at entrances and projecting vestibules. Conduit shal
to closely match the adjacent surface color. Wall col or shal
to match the colors listed bel ow
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2.2.1.3 Concrete Masonry Units:

[Integrally Col ored] [Rock/Split-Faced] [Ri bbed] [Burnished][

2.2.1. 4 Pai nt :

2.2.1.5 Metal Wall Panels, Hardware, and Associated Trim

2.2.1.10 Cenent Board Siding and Trim

2.2.1.11 Cul tured Stone:

2.2.2 Exterior Trim

Exterior trimshall be provided to match the colors |isted bel ow

2.2.2.1 St eel Doors and Door Franes:

2.2.2.2 Steel Wndows (mullion, muntin, sash, trim and sill):

2.2.2.3 Al um num Doors and Door Franes:

SECTION 09 06 90 Page 8



.10

11

.12

.13

.14

.15

.16

.17

Al um num W ndows ( nul

Wbod C ad Wndows (nullion

Downspouts, Cutters,

l[ion, muntin, sash, trim and sill):

Louvers,

muntin, sash, trim and sill):

and Fl ashi ngs:

Copi ng

[ ]

Precast Concrete [[Caps][,] [____ ] [and] [Sills]]
[ ]

Precast Stone [[Caps][.,] [____ ] [and] [Sills]]:

Stringers and Stair

Control Joints:

Fram ng
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2.2.2.18 Handr ai | s:

2.2.2.19 Si gnage:

2.2.3 Ext eri or Roof
Roof col or shall apply to exterior roof surfaces including sheet netal
fl ashi ngs and copi ngs, mechanical units, roof trim pipes, conduits,

el ectrical appurtenances, and simlar itenms. Provide roof color to match
the colors listed bel ow.

2.2.3.1 Met al

2.2.3.2 Shi ngl es:

2.2.3.3 EPDM

2.2.3.4 Penetrati ons:

[Shall match roof in color.] [

2.2.4 Interior Floor Finishes

Provide flooring materials to match the colors |isted bel ow.

2.2.4.1 Car pet :

2.2.4.3 Vi nyl Conposition Tile:

2.2.4.5 Rubber Til e:

2.2.4.6 Stair Treads, Kick Strips, and R sers:
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.2.4.7 Quarry Tile:

.2.4.15 I ndustrial Floor Coating:

.2.5 Interior Base Finishes

Provi de base naterials to match the colors |listed bel ow

.2.5.1 Resi |l i ent Base and Mol di ngs:

.2.5.2 Quarry Tile:

.2.5.3 Ceramc Tile:

.2.5.4 Porcelain Tile:

.2.5.5 G out:
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.2.5.6 Coved Sheet Vinyl:

.2.5.7 d azed Structural Units:

.2.6 Interior Wall Finishes

Interior wall color shall apply to the entire wall surface, including
reveals, vertical furred spaces, grilles, diffusers, electrical and access
panel s, and piping and conduit adjacent to wall surfaces unless otherw se
specified. Itens not specified in other paragraphs shall be painted to
mat ch adjacent wall surface. Provide wall materials to match the colors
i sted bel ow.

.2.6.1 Pai nt :

.2.6.2 Vi nyl Wall Covering:

.2.6.3 Fabric Wall Covering:

.2.6.4 Acoustical Wall Covering:

.2.6.5 Ceramc Tile:
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.2.6.6 Ceramic Tile Gout:

.2.6.9 Met al Li ner Panel s:

.2.6.10 d azed Structural Units:

.2.6.11 Prefaced Concrete Masonry Units:

2.7 Interior Ceiling Finishes

Ceiling colors shall apply to ceiling surfaces including soffits, furred
down areas, grilles, diffusers, registers, and access panels. Ceiling
color shall also apply to joist, underside of roof deck, and conduit and
pi ping where joists and deck are exposed and required to be painted.
Provide ceiling materials to match the colors |isted bel ow

.2.7.1 Acoustical Tile and Gid:

.2.7.2 Pai nt :

.2.7.3 Met al Deck:

.2.7. 4 Structural Fram ng:

.2.8 Interior Trim

Provide interior trimto match the colors |isted bel ow

2.2.8.1 St eel Doors:
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.10

11

.12

.13

.14

.15

St eel Door Franes:

St eel W ndows:

(rmull'ion, muntin,

sash, trim and stool) [

Al um num Doors and Door Franes:

Al um num W ndows :

(rmullion, nmuntin,

Wood Doors:

Metal Stairs:

sash, trim and sill) [ |
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2.

2.9 I nteri or Wndow Tr eat nent

Provi de wi ndow treatnments to match the colors |isted bel ow.

.2.9.1 Hori zontal Bl i nds:

.2.9.2 I ntegral Blinds:

.2.9.3 Vertical Blinds:

.2.9.4 Drapery Har dwar e:

.2.9.5 W ndow Shades:

.2.10 Interior M scell aneous

Provi de m scel |l aneous itens to match the colors |isted bel ow

.2.10.1 Toilet Partitions and Urinal Screens:

.2.10.5 Si gnage Message Col or

[ ] (excl udi ng handi capped si gnage)

.2.10.6 Si ghage Background Col or

[ ] (excl udi ng handi capped si gnage)

.2.10.7 Qperabl e Partitions:

.2.10.8 Acoustical Wall Panels:
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2.2.10.9 Cor ner QGuards:

2.2.10.10 wall Switch Handles and Standard Receptacl e Bodies:

2.2.10.11 El ectrical Device Cover Pl ates:

2.2.10.12 El ectrical Panel s:

2.2.10.13 Shower [ Curtain][Doors]:

2.2.10.14 Shower Wall Kits, Trim and Shower Pan:

2.3 PLACENMENT SCHEDULE
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NOTE: Coordi nate requirement for Placenent Schedul e
wi t h gover nnent.

When t he placenent schedule is used, create finish
color codes for each finish color and place code in
the appropriate colum. Exanples of codes are:

Pai nt Col or #123 by Manufacturer ABC, Code PNT-1

Pai nt Col or #456 by Manufacturer ABC, Code PNT-2
This code shall be the sane as the Col or Schedul e
code for cross-referencing purposes. Exanple:
Paragraph 2.6.1 Interior Wall Finish, Paragraph
2.6.1.1 Paint: (PNT-1) Manufacturer ABC, Col or #123

(PNT-2) Manufacturer ABC, Col or #456.

Use the term"Area" in place of "Rooni' when the
space being defined does not consist of a single
room

EE I I S I S I I I S I I I I R R I I R I S I R I S I S I I I I I R I S I b I I b I S I S I I I A I I I I b
Pl acenent of color shall be in accordance with the foll ow ng schedul e:

Base Fl oor N wal | S val | E wal | W wal | Cei ling

PART 3 EXECUTI ON ( Not Applicabl e)

-- End of Section --
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