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SECTI ON 09 30 10

CERAM C, QUARRY, AND GLASS TI LI NG
08/17
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NOTE: This gui de specification covers the
requirenents for a variety of types of ceramic tile
for walls and fl oors.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).

*%

PART 1

*%

*% *% *% *% *% *% *% *% *% *% *%%

GENERAL
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NOTE: Tile grouted with epoxy or furan resin is
included in this specification, but quarry tile

subj ect to severe chenical exposures is specified in
Section 09 35 16 CHEM CAL- RESI STANT QUARRY TI LI NG

Ensure draw ngs indicate |ocation, dinensions,

el evati ons, schedul es, content, details and such
other information as required to indicate the extent
of the work.

Base product selections on esthetic val ues,
function, type of facility, and cost as related to

*%

proj ect needs.

*% *% *% *% *% *% *% *% *%%
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1.

1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI Al136.1 (2008 [Reaffirnmed 2013]) Anerican Nati onal
Standard Specifications for O ganic
Adhesi ves for Installation of Ceramic Tile

ANSI Al137.1 (2012) Anmerican National Standards
Specifications for Ceramc Tile

ANS| Al137.2 (2012) Anerican National Standards
Specifications for Aass Tile

ASTM | NTERNATI ONAL ( ASTM

ASTM A1064/ A1064M (2017) Standard Specification for
Carbon-Steel Wre and Wl ded Wre
Rei nforcenent, Plain and Deforned, for
Concrete

ASTM C1026 (2013; R 2018) Standard Test Method for
Measuring the Resistance of Ceram c and
G ass Tile to Freeze-Thaw Cycling

ASTM C1027 (2009; R 2017) Standard Test Method for
Det erm ning Vi sible Abrasi on Resistance of
G azed Ceranmic Tile

ASTM C1178/ C1178M (2013) Standard Specification for d ass
Mat WAt er - Resi st ant Gypsum Backi ng Panel

ASTM Cl44 (2017) Standard Specification for
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ASTM C150/ C150M

ASTM C206

ASTM C207

ASTM C241/ C241M

ASTM C33/ C33M

ASTM C373

ASTM C648

ASTM C847

ASTM D2103

ASTM D226/ D226M

ASTM D4068

ASTM F446

Aggregate for Masonry Mortar

(2018) Standard Specification for Portland
Cement

(2014) Standard Specification for
Fi ni shing Hydrated Line

(2006; R 2011) Standard Specification for
Hydrated Linme for Masonry Purposes

(2015) Standard Specification for Abrasion
Resi stance of Stone Subjected to Foot
Traffic

(2018) Standard Specification for Concrete
Aggregates

(2018) Standard Test Methods for

Determinati on of Water Absorption and
Associ ated Properties by Vacuum Met hod for
Pressed Ceranmic Tiles and dass Tiles and
Boi |l Method for Extruded Ceramic Tiles and
Non-tile Fired Ceram c Witeware Products

(2004; R 2009) Breaking Strength of
Ceramic Tile

(2014a) Standard Specification for Metal
Lath

(2015) Standard Specification for
Pol yet hyl ene Fil m and Sheeti ng

(2017) Standard Specification for
Asphal t-Saturated Organic Felt Used in
Roof i ng and Wat er proofing

(2017) Standard Specification for
Chl ori nated Pol yet hyl ene (CPE) Sheeting
for Conceal ed WAt er- Cont ai nment Menbr ane

(1985; R 2009) Grab Bars and Accessories
Installed in the Bathing Area

CALI FORNI A DEPARTMENT OF PUBLI C HEALTH ( CDPH)

CDPH SECTI ON 01350

GREEN SEAL (GS)

GS-36

(2010; Version 1.1) Standard Method for
the Testing and Eval uation of Volatile

Organi ¢ Chemical Enissions from | ndoor

Sour ces using Environmental Chanbers

(2013) Adhesives for Conmercial Use

MARBLE | NSTI TUTE OF AMERI CA (M A)

M A Desi gn Manual

(2016) Di nension Stone Design Manual
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1.

SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)

SCS SCS d obal Services (SCS) | ndoor Advantage
SQUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)

SCAQVD Rul e 1168 (2017) Adhesive and Seal ant Applications
TILE COUNCI L OF NORTH AMERI CA ( TCNA)

TCNA Hdbk (2017) Handbook for Ceranmic, d ass, and
Stone Tile Installation

U.S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)
36 CFR 1191 Anericans with Disabilities Act (ADA)
Accessi bility Guidelines for Buildings and
Facilities; Architectural Barriers Act
(ABA) Accessibility Guidelines
UNDERWRI TERS LABORATORI ES (UL)
UL 2818 (2013) GREENGUARD Certification Program

For Chemi cal Em ssions For Buil ding
Materi al s, Finishes And Furni shings

2 SUBMITTALS

NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the submttal
is sufficiently inmportant or conplex in context of

t he project.

For subnmittals requiring Government approval on Arny
projects, a code of up to three characters within
the submttal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenent System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

The "S" following a submittal itemindicates that
the submittal is required for the Sustainability
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eNot ebook to fulfill federally mandat ed sustai nabl e
requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG Locate the "S" subnittal
under the SD nunber that best describes the
subnmittal item

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

Governnment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government.] Submittals with an "S" are for inclusion in the
Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 02 Shop Dr awi ngs

Detail Drawi ngs; C[, [ 1]

SD- 03 Product Data

Porcelain Tile;, ¢, [___ 1]
Recycl ed Content for Porcelain Tile; §]
Quarry Tile, d, [____ ]l
Recycl ed Content for Quarry Tile; S
Msaic Tile; |, [____ 1]
Recycl ed Content for Msaic Tile; §]
Qass Tile; d, [ 1]
Recycl ed Content for Aass Tile; S
dazed Vall Tile; F, [ 11
Recycl ed Content for d azed Wall Tile; S]
Setting-Bed; C[, [___ 1]
Mortar, Grout, and Adhesive; ¢, [___ 1]
Rei nforcing Wre Fabric

SD- 04 Sanpl es
Tile; ¢, [____1]

Accessories; G, [ 1]
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1

1

Transition Strips; ¢, [ 1]
Gout; ¢, [____1]]
SD-07 Certificates
Indoor Air Quality for Adhesives; S
Indoor Air Quality for Seal ants; S
SD- 08 Manufacturer's Instructions
Mai nt enance | nstructions
SD- 10 Operation and Mii ntenance Data
Installation; ¢, [___ 1]
3 CERTIFICATIONS
3.1 Indoor Air Quality Certifications
3.1.1 Adhesives and Seal ants
Provi de products certified to neet indoor air quality requirenments by
UL 2818 (G eenguard) Gold, SCS dobal Services Indoor Advantage Gold or
provide certification or validation by other third-party prograns that
products neet the requirenents of this Section. Provide current product
certification docunentation fromcertification body. Wen product does not

have certification, provide validation that product neets the indoor air
quality product requirnents cited in this Section

.4 QUALI TY ASSURANCE

Provide installers having a mnimum of two years experience with a conpany
specializing in perform ng the type of work described. Each type and col or
of tile to be provided froma single source. Each type and col or of
nmortar, adhesive, and grout to be provided fromthe sane source.

.5 DELI VERY, STORAGE, AND HANDLI NG

Ship tiles in seal ed packages and clearly nmarked with the grade, type of
tile, producer identification, and country of origin. Deliver materials to
the project site in manufacturer's original unopened containers with seals
unbroken and | abel s and hallmarks intact. Protect materials from weat her
and store them under cover in accordance with manufacturer's printed
instructions.

.6 ENVI RONVENTAL REQUI REMENTS

Do not performceramic tile work unless the substrate and amnbi ent
tenperature is at least 10 degrees C 50 degrees F and rising. Mintain
tenperature above 10 degrees C 50 degrees F while the work is being
performed and for at |east 7 days after conpletion of the work. Wen
tenporary heaters are used, ventilate the area to the outside to avoid
carbon di oxi de danage to new til ework

SECTION 09 30 10 Page 8



1.7 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
extend beyond a 1-year peri od.

1.8 EXTRA MATERI ALS

Supply an extra [2][
mar ked cartons.

] percent of each type tile used in clean and

PART 2 PRODUCTS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: The surface datumwi |l be established for the
top of the tile floors to indicate to other trades
the required elevation for the top of subfloor

*% *% *% *% *% *% *% *% *% *% *% *% *%%

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Check availability of tile colors in the
sizes specified before specifying color. Also,
check availability of tile thickness before

specifying.

*% *% *% *% *% *% *% *%%

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: Ceranic tile with | ow absorption rates are
easier to maintain because they are nore resistant
to staining. They do not readily absorb grease,

food or beverage spills, or other staining agents.

Not all tiles with a wet dynam c coefficient of
friction (DCOF) AcuTest value equal to or greater
than 0.42 are suitable for all level interior
spaces. Select tiles that are appropriate for
specific project conditions, considering by way of
exanple, but not in limtation, type of use,
traffic, drainage, howthe tiles are profiled or
structured, expected contam nants, expected

mai nt enance, expected wear, and nmanufacturers

gui del i nes and recomendations. Tiles with a wet
DCOF of less than 0.42, should only be installed
when the surface will be kept dry when wal ked upon
and proper safety procedures will be followed when
cleaning the tiles.

Per TCNA breaking strength is neasured in "I bf".
This specification uses "pounds" since this is how
nost manufacturers list the nmethod of measurenent.

Take into account expected foot traffic, building
and site conditions and mai nt enance during sel ection
of tile. In accordance with ANSI 137.1 the visible
abrasion classifications for floors are as foll ows:

Class 0 - Generally used on walls. Not recomended
for use on floors. This type of tile should not be
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exposed to wear, traffic or aggressive nmintenance.

Class | - Light Residential. Tile nay withstand
soft-soled foot traffic as long as dirt and/or other
abrasives are not present. Tile should not be used
in areas with direct access to the outside or in
areas with large anmounts of foot traffic.

Class Il - Residential. Tile nmay withstand
soft-sol ed and sone normal traffic with limted
quantities of dirt and/or other abrasives. Tile is
not reconmended in areas with direct access to the
outside or in areas with large amunts of foot
traffic.

Class Il - Heavy Residential or Light Conmercial.
Tile may withstand nornal footwear and regul ar
traffic with some dirt and/or other abrasives in
limted quantities. Tile nay be used in |ight
comercial facilities with limted foot traffic and
no direct access to the outside. Exanples:

resi dential kitchens and hallways with linited
outside traffic.

Class IV - Commercial. Tile may withstand heavier
amounts of traffic with nore dirt and abrasives.
Exanpl es: conmerci al kitchens and spaces with
regul ar outside traffic.

Class V - Heavy Conmercial. Tiles may w thstand
constant foot traffic with larger anounts of dirt
and/or other abrasives. Exanples: airports, nalls,
and ot her commercial wal kways subject to high

vol unes of foot traffic and constant traffic from

t he out si de.

Manuf acturers use the aesthetic classification to
identify the variation of color, texture, and
appearance within a particular line of tile. Delete
this requirenment if not necessary to express design
i ntent.

Provide tiles that conply with ANSI A137.1 and are standard grade tiles[,
the exception is glass tile. Furnish glass tiles that conply with

ANSI A137.2]. Provide a mininmumbreaking strength of 57 kg 125 I bs. for
wal |l tile and 113 kg 250 Ibs. for floor tile in accordance with ASTM C648.
Provide exterior building tile for cold clinmate projects that is approved
by the manufacturer for exterior use when tested in accordance with

ASTM C1026. Provide floor tiles with a wet dynami c coefficient of friction
(DCOF) value of [0.42][__ ] or greater when tested in accordance with
ANSI A137.1 requirenents. Provide glazed floor tile with a dass
[1l1-Heavy Residential or Light Commercial][lV-Comrercial][V-Heavy
Commercial ][ __ ] classification as rated by the manufacturer when tested
in accordance with ASTM C1027 for visible abrasion resistance as related to
foot traffic. For materials like tile, accessories, and transition strips
submit sanples of sufficient size to show col or range, pattern, type and
joints. Submit manufacturer's catal og data.
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2.

1.1 Porcelain Tile

Provide [[ungl azed][ or ][glazed],][ rectified] porcelain tile,
[cove][bul | nose] base and trim pieces[ with color extending unifornmy
through the body of the tile]. [Provide tile with a [VO][V1][V2][V3][ V4]
aesthetic classification. Blend tiles in factory and in a packages to have
sane col or range and conti nuous blend for installation.] Provide nonina
tile size(s) of [150 by 150][300 by 300][450 by 450][300 by 450] [
and [8][10][___ ] nm[6 by 6][12 by 12][18 by 18][12 by 24][
and [3/8][5/16][ ] inch thick. Provide a [0.50]]
wat er absorption in accordance with ASTM C373.

_____ ] inch
] percent maxi mum

Provide Porcelain Tiling Materials that contain a mininmmof 10 percent
recycled content. Provide data identifying percentage of recycled content
for porcelain tile.

1.2 Quarry Tile

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkkkkhkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Specify abrasive surface quarry tile for
vestibul es, kitchens, walk-in refrigerators, and
wor k spaces behind serving | anes. Consider abrasive
surface quarry tile for other areas which nmay becone
slippery due to grease or soapy water spillage or
for other reasons. Red quarry tile is the nost
economical color. |If other colors are desired, they
should be Iinmited to the darker shades.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Furni sh an ungl azed quarry tile, [cove][bullnose] base and trim pieces.
Provide tile with [snmooth][abrasive] surface. Provide nominal tile size(s)
of [150 by 150]1[__ ] mmand 13 mm[6 by 6][__ ] inch and 1/2 inch
thick. Provide a [0.30][___ ] percent maxi nrum wat er absorption in
accordance with ASTM C373.

Provide Quarry Tiling Materials that contain a m ni nrum of 10 percent
recycled content. Provide data identifying percentage of recycled content
for quarry tile.

.1.3 Mosaic Tile

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: d azed porcelain and natural clay nosaic
tiles are reconmended for walls only.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhkhkhkkkkkkkkkkk

Furni sh [ungl azed] [ gl azed], nosaic tile[, [cove][bullnose] base] and trim
conposed of [natural clay][porcelain]. [Provide tile with a
[VO][V1][V2][V3][V4] aesthetic classification. Blend tiles in factory and
in a packages to have same col or range and continuous blend for
installation.] Provide [nominal tile size(s) of [25 by 25][25 by 50][50
by 50][___ ] mm[1 by 1][1 by 2][2 by 2][___ ] inch][a mixture of
standard sizes in a stock pattern]. [Provide porcelain nosaics with a

wat er absorption up to 0.50 percent][Provide natural clay nosaics with a
wat er absorption up to [3.0][__ ] percent] when tested in accordance with
ASTM C373.

Provide Mosaic Tiling Materials that contain a m ni num of 3 percent
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2.

2.

recycled content. Provide data identifying percentage of recycled content
for nmosaic tile.

1.4 dass Tile

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Verify that tiles specified are made in the
USA. Many of these products are nade in countries
that do not conply with the Buy American Act.

Typically glass nosaic tiles are recomended for
wal I's only.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkik

NOTE: Use nmaterials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition before specifying product
recycled content requirenents.

Research shows the product is avail abl e among US
nati onal manufacturers above the m ni mumrecycl ed
cont ent shown.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Furni sh glass nosaic tile that conplies with ANSI A137.2. Provide noni na
tile size(s) of [25 by 25]] ] mm[1 by 1][ ] inch

Provide dass Tiling Materials that contain a minimumof [10][___ ]
percent recycled content. Provide data identifying percentage of recycled
content for glass tile.

.1.5 d azed Wall Tile

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: dazed wall tiles are reconmended for walls
only.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

Furni sh glazed wall tile that has cushioned edges and trimwith | ead-free
[bright][matte] finish. Provide nomnal tile size(s) of [106 by 106][ 106
by 150][150 by 150] mm [4-1/4 by 4-1/4][4-1/4 by 6][6 by 6] inch

Provide d azed Wall Tile Materials that contain a mininmumof 3 percent
recycled content. Provide data identifying percentage of recycled content
for glazed wall tile.

1.6 Accessories

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Whiere gl azed accessories are required, add
the color, style, and nunber to the accessories
table in this paragraph, unless other w se noted.

For Navy projects add a sentence stating that col or
is as indicated since they provide color infornmation
in the drawi ngs. Provide mounting heights for
accessories in the drawings. Coordinate this
paragraph with Section 10 28 13 TA LET ACCESSORI ES
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Provide built-in type accessories of the same materials and finish as the
wall tile. Provide accessories as follows:

Quantity Location
Recessed soap hol ders
Tunbl er hol ders
Combi nati on tunbl er and toot hbrush
holders
Towel bars, [stainless
steel][ceram c] [600] [750] nm [ 24]
[30] inch long, two towel posts
Robe hooks
Rol I paper hol der
Recessed soap hol der and hand hol d
conbi nati on: support static load in
conpliance with ASTM F446

.2 SETTING-BED

Submit nmanufacturer's catal og data. Conpose the setting-bed of the
foll owing materi al s:

2.1 Aggregate for Concrete Fill

Conformto ASTM C33/C33l for aggregate fill. Do not exceed one-half the
thi ckness of concrete fill for maxi mum size of coarse aggregate.

.2.2 Portl and Cenent

Conformto ASTM C150/ C150N for cenent, Type |, white for wall nortar and
gray for other uses.

.2.3 Sand

Conformto ASTM Cl44 for sand.

. 2.4 Hydrated Line

Conformto ASTM C206 for hydrated |line, Type S or ASTM C207, Type S.
.2.5 Metal Lath

Conformto ASTM C847 for flat expanded type netal |ath, and wei ghing a
m nimum 1.4 kg/ square meter 2.5 pound/square yard.
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2.2.6 Reinforcing Wre Fabric

Conformto ASTM A1064/ A1064N for wire fabric. Provide [50 by 50 nm2 by 2
inch mesh, 16/16 wire] [or] [38 by 50 mml-1/2 by 2 inch mesh, 16/13 wire].

2.3 WATER
Provi de potable water.

2.4 MORTAR, GROUT, AND ADHESI VE

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: For projects where these products are | ocated
on the interior of the building (defined as inside
of the weatherproofing systen), include the
bracketed sentences bel ow requiring products with

i ndoor air quality requirenents.

*% *% *% *% *% *% *% *% *% *%%

[ Provi de non-aerosol adhesive products used on the interior of the building
(defined as inside of the weatherproofing system neeting either emn ssions
requi renents of CDPH SECTION 01350 (limt requirenents for either office or
cl assroom spaces regardl ess of space type) or VOC content requirenents of
SCAQWD Rul e 1168. Provide aerosol adhesives used on the interior of the
bui l di ng neeting either em ssions requirenents of CDPH SECTION 01350 (limt
requirenents for either office or classroom spaces regardl ess of space
type) or VOC content requirenments of GS-36. Provide certification or
validation of indoor air quality for adhesives.]

2.4.1 Dry-Set Portland Cenent Mortar
TCNA Hdbk.

2.4.2 Lat ex- Port |l and Cenent Mortar
TCNA Hdbk.

2.4.3 Ceramic Tile Gout
TCNA Hdbk; petroleumfree and plastic-free [sand portland cerment grout]
[dry-set grout] [latex-portland cenent grout] [comrercial portland cenent
grout].

2.4.4 Oganic Adhesive
TCNA Hdbk, Type |I. Water-resistant. Conply with ANSI A136. 1.

2.4.5 Epoxy Resin Grout
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NOTE: Use resin grout only where chenical
resi stance i s required.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

TCNA Hdbk. Prohibited unless specifically indicated otherwi se.
2.4.6 Furan Resin G out

TCNA Hdbk and consist of an intimate mixture of furfuryl-alcohol resin with
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carbon filler and catalyst. Prohibited unless specifically indicated
otherwise.

4.7 Sealants

Conply with applicable regulations regarding toxic and hazardous materials
and as specified. Gout seal ant nust not change the color or alter the
appearance of the grout. Refer to Section 07 92 00 JO NT SEALANTS.

NOTE: For projects where these products are |ocated

on the interior of the building (defined as inside

of the weatherproofing systen), include the

bracketed sentences bel ow requiring products with

i ndoor air quality requirenents.
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[ Provide seal ants used on the interior of the building (defined as inside
of the weatherproofing systen) neeting either enissions requirenents of
CDPH SECTI ON 01350 (limt requirenents for either office or classroom
spaces regardl ess of space type) or VOC content requirenments of

SCAQWD Rul e 1168. Provide certification or validation of indoor air quality
for sealants.]

.5 SUBSTRATES
.5.1 Cenentitious Backer Board

Provi de cenentitious backer units, for use as tile substrate over wood
sub-floors, in accordance with TCNA Hdbk. Furnish [6.35][12.7] mm
[1/4][1/2] inch thick cementitious backer units.

.5.2 d ass Mat Gypsum Backer Pane
NOTE: Additives used to produce water-resistant
gypsum board ("green board") may include VOCs.
Water-resistant types may be difficult to recycle.
d ass-fiber reinforced types may be difficult to
recycle.
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Provi de glass mat water-resistant gypsum backer board, for use as tile
substrate over wood subfloors, in accordance with ASTM C1178/ C1178N
Provide [6.35][12.7] nm[1/4][1/2] inch thick glass mat gypsum backer board.

.6 TRANSI TI ON STRI PS

NOTE: Provide transition strips where the top of
tile floors will occur at a different elevation from
the top of finished floors in adjoining spaces and
to transition between different flooring nmaterials.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide [[clear][__ ] anodi zed aluninumtransitions between tile and
carpet or resilient flooring. Provide types as recomended by flooring
manuf acturer for both edges and transitions of flooring materials

specified][marbl e transitions appropriate for conditions. Categorize
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marble Goup A as classified by MA Design Manual. Provide a fine
sand-rubbed finish marble, [[white][pink][gray][beige] in color][, color as
specified in [Section 09 06 00 SCHEDULES FOR FI NI SHES] [t he drawi ngs]].

Provi de ninimum 12. 0 marbl e abrasi on when tested in accordance with

ASTM C241/ C241N] [solid surface transitions appropriate for conditions.

Ref erence SECTION 06 61 16 SOLI D SURFACI NG FABRI CATI ONS f or
specifications]. Provide transition strips that conply with 36 CFR 1191
requirements.

2.7 MEMBRANE MATERI ALS
Conformto ASTM D226/ D226V, Type 1 for 33 kg 15 pound wat er proofi ng
menbrane, asphalt-saturated building felt. Conformto [ASTM D2103] |
ASTM D4068] 0.0102 4 mi| for polyethylene film

2.8 COLOR, TEXTURE, AND PATTERN

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Editing of color reference sentence(s) nmnust
be coordinated with the Government. Generally
Section 09 06 00 SCHEDULES FOR FI NI SHES or drawi ng
is used when the project is designed by an Architect
or Interior designer. Color should be selected from
manufacturer's standard colors or identified in this
specification only when the project has m ninal
finishes.

When the government directs that color be located in
the drawi ngs add a note that states: "Where col or
is shown as being specific to one nmanufacturer, an
equi val ent col or by another manufacturer may be
subm tted for approval. Manuf act urers and
materials specified are not intended to limt the
sel ection of equal colors from other manufacturers.
The word "color" as used herein includes surface
color and pattern.™

When nore than one type, pattern or color is
specified identify location and extent of work for
each.

When a manufacturer's nane, stock number, pattern
and color is used, be certain that the product
conforms to this specification, as edited

NOTE: Drawi ngs are required for projects with floor
patterns.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide color, pattern and texture in accordance with [Section 09 06 00
SCHEDULES FOR FI NI SHES][as indicated][[___ ]. Color listed is not
intended to limt the selection of equal colors from other

manuf acturers].[ Provide floor patterns as specified on the draw ngs.]

PART 3 EXECUTI ON

3.1 PREPARATORY WORK AND WORKMANSHI P

SECTION 09 30 10 Page 16



3.

NOTE: When using the dry-set nethod to install tile
on concrete or masonry surfaces, coordinate Section
03 30 00.00 10 CAST-I N PLACE CONCRETE and Section

04 20 00 UNIT MASONRY, as applicable, to require (1)
steel trowel and fine broomfinished concrete floors
free of curing conpounds and waxes, (2) nasonry
surfaces that are level and plunb with struck joints
and squar e openi ngs.
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I nspect surface to receive tile in conformance to the requirenments of

TCNA Hdbk for surface conditions for the type setting bed specified and for
wor kmanshi p.  Provide variations of tiled surfaces that fall wthin maxi num
val ues shown bel ow

TYPE WALLS FLOORS

Dry-Set Mortar 3 mmin 2.4 neter1/8 inch 3.0 mMmin 3 neter1/8 inch
in8ft. in 10 ft.

Organi ¢ Adhesi ves 3 mmin 2.4 neter1/8 inch 1.5 mmin 1 neterl1/16 inch
in8ft. in3ft.

Latex Portland Cenent Mortar|{3 mmin 2.4 neter1/8 inch 3.0 min 3 neterl/8 inch
in8ft. in 10 ft.

Epoxy 3 mmin 2.4 neter1/8 inch 3.0 mMmin 3 neter1/8 inch
in8ft. in 10 ft.

.2 GENERAL | NSTALLATI ON REQUI REMENTS

Do not start tile work until roughing in for mechanical and el ectrical work
has been conpleted and tested, and built-in itens requiring nenbrane
wat er proofing have been installed and tested. C ose space, in which tile
is being set, to traffic and other work. Keep closed until tile is firmy
set. Do not start floor tile installation in spaces requiring wall tile
until after wall tile has been installed. Apply tile in colors and
patterns indicated in the area shown on the drawings. |Install tile with
the respective surfaces in true even planes to the elevations and grades
shown. Provide special shapes as required for sills, janbs, recesses,
of fsets, external corners, and other conditions to provide a conplete and
neatly finished installation. Solidly back tile bases and coves with
mortar. Do not walk or work on newy tiled floors w thout using kneeling
boards or equivalent protection of the tiled surface. Keep traffic off
hori zontal portland cenent nortar installations for at |east 72 hours.
Keep all traffic off epoxy installed floors for at |east 40 hours after
grouting, and heavy traffic off for at |least 7 days, unless otherw se
specifically authorized by manufacturer. Dinmension and draw detail draw ngs
at a minimumscale of 6 m= 300 mMm 1/4 inch = 1 foot. |nclude draw ngs
of pattern at inside corners, outside corners, termnation points and
| ocation of all equipnment itens such as thernostats, switch plates, mrrors
and toil et accessories nounted on surface. Subnit draw ngs show ng ceranic
tile pattern [elevations][ and J[floor plans]. Submt manufacturer's
preprinted installation instructions.

Do not install building construction materials that show visual evidence of
bi ol ogi cal grow h.

3 I NSTALLATI ON OF WALL TI LE
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NOTE: This paragraph covers three different nethods
of installing tile on walls: the nortar bed method
W11, W21, W22, We31l, and W241; direct to masonry
with dry-set nortar W202; and the organi c adhesive
net hod W23, and W242, 243 or 244. See TCNA Hdbk
for detail ed guidance.

CGeneral guidance is as follows:

Use the nortar bed nmethod or cenentitious backer
board nethod for all prol onged wet areas such as
showers. Use ceramic tile over gypsumboard only in
dry areas.

Dry-set nortar applied direct to masonry is suitable
for all but prolonged wet areas such as showers.

The organi c adhesive method will be limted to dry
areas and will generally be used over gypsum
wallboard.

Where nore than one nmethod is used for the sane
project, care nmust be taken to ensure that the
drawi ngs clearly indicate the various substrates and
where each nethod is used. Where only one nethod is
used on a project, clearly specify that method only.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhkkhkkkkkkkkkkkkkhkhkhkkkkkkkkk

Install wall tile in accordance with the TCNA Hdbk, nethod [ ] and with
grout joints [[as reconmended by the manufacturer for the type of tile][of
[ ] mmi[of [ ] inch]. [lInstall thinner wall tile flush with
thicker wall tile applied on same wall and provide installation materials
as recomended by the tile and setting materials manufacturer's to achi eve
flush installation.]]

.3.1 Wir kabl e or Cured Mortar Bed

Install tile over workable nortar bed or a cured nortar bed at the option
of the Contractor. Install a 0.102 mm4 nil polyethyl ene nenbrane, netal
lath, and scratch coat. Conformto TCNA Hdbk for workable nortar bed,
materials, and installation of tile. Conformto TCNA Hdbk for cured nortar
bed and materi al s.

.3.2 Dry-Set Mrtar and Latex-Portland Cenent Mortar

Use [Dry-set] [or] [Latex-Portland Cenent] to install tile in accordance
with  TCNA Hdbk. Use Latex Portland Cenent when installing porcelain
ceramc tile.

.3.3 Organi ¢ Adhesi ve

Conformto TCNA Hdbk for the organic adhesive installation of ceramic tile.
.3.4 Furan Mortar and G out

Conformto TCNA Hdbk for furan nortar and grout installation.
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3.3.5 Ceramic Tile Gout
Prepare and install ceramic tile grout in accordance with TCNA Hdbk
[ Provide and apply manufacturer's standard [__ ] product for sealing
grout joints in accordance with manufacturer's reconmendati ons.]

3.4 I NSTALLATI ON OF FLOOR TI LE
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NOTE: This paragraph covers two different methods
of installing tile on floors. The nortar bed nethod
F111, F112, F114, and F121 and direct to concrete
with dry-set nortar nmethod F113 and F115. See TCNA
Hdbk for detail ed gui dance.

CGeneral guidance is as follows:

Use the nortar bed nethod for areas having a floor
drain.

Dry-set nortar direct to concrete is suitable for
areas without a floor drain or when it is not
practical to recess the slab

Where nore than one nethod is used for the sane
project, care nmust be taken to ensure that the
drawi ngs clearly indicate the various substrates and
where each nethod is used. Where only one nethod is
used on a project, clearly specify that method only.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Install floor tile in accordance with TCNA Hdbk nethod [__ ] and with
grout joints [as recommended by the manufacturer for the type of tile][of
[ ] mmi[of [ ] inch]. Install shower receptors in accordance wth

TCNA Hdbk nethod [ B414] [B415].
3.4.1 Wor kabl e or Cured Mortar Bed

Install floor tile over a workable nortar bed or a cured nortar bed at the
option of the Contractor. Conformto TCNA Hdbk for workable nortar bed
materials and installation. Conformto TCNA Hdbk for cured nortar bed
materials and installation. Provide mnimm6.35 nmm 1/4 inch to nmaxi mum
9.53 mMm 3/8 inch joints in unifornmed w dth.

3.4.2 Dry-Set and Latex-Portland Cenent
Use [dry-set] [or] [Latex-Portland cenment] nortar to install tile directly
over properly cured, plane, clean concrete slabs in accordance with

TCNA Hdbk. Use Latex Portland cenent when installing porcelain ceranic
tile.

3.4.3 Resi nous G out

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use resin grout where chenical resistance is
required. For quarry tile subject to severe

cheni cal exposure conditions, use Section 09 35 16
CHEM CAL- RESI STANT QUARRY TI LI NG
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Ensure the areas to receive resin grout are clearly
i ndi cated on the drawi ngs or defined in the
specifications. Due to the higher cost of this
grout, its use will generally be limted to areas
such as:

a. Wthin the areas bounded by a line 600 nm 2 feet
out side of the trough areas for ranges, kettles, and
ovens.

b. Wthin the areas of pot washing and di sh
washing. In small kitchens where it nay be

i mpracticable to subdivide areas for grouting, resin
grout nmethod F114 or F133 may be used throughout.

For severe cheni cal exposure such as neat packing

pl ants and photo |abs, resin grout nmethod F134 will
be used throughout and a resin setting-bed will be
required. Werever resin setting-bed is used, the
concrete slab will be steel-troweled finished to the
final slope of the finished floor. Set tile in a 3
mm 1/ 8 inch thick layer of epoxy-or furan-resin
nortar. \When using furan resins, the concrete slab
will be neutralized or painted in accordance with
the resin manufacturer's directions.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk

When resinous grout is indicated, grout quarry tile with either furan or
epoxy resin grout. Rake and clean joints to the full depth of the tile and
neutralize when recomended by the resin nmanufacturer. Install epoxy resin
grout in conformance with TCNA Hdbk. Install resin grout in accordance
with manufacturer's printed installation instructions. Provide a coating
of wax applied fromthe manufacturer on all tile installed and furan

resin. Follow nmanufacturer's printed installation instructions of
installed resin grout for proportioning, nmixing, installing, and curing.

Mai ntain the recormended tenperature in the area and on the surface to be
grouted. Protect finished grout of grout stain.

3.4. 4 Ceranmic Tile Gout
Prepare and install ceramc tile grout in accordance with TCNA Hdbk
Provi de and apply manufacturer's standard [ ] product for sealing grout
joints in accordance with nanufacturer's recommendati ons.

3.4.5 Waterproofing
Shower pans are specified in Section 22 00 00 PLUVBI NG GENERAL PURPCSE
Conformto the requirenents of Section 07 12 00 BUILT-UP BI TUM NOUS
WATERPROOFI NG for wat er proofing under concrete fill.

3.4.6 Concrete Fil

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select the first sentence in areas to receive
conductive ceramc tile.
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Provide a 24.1 MPa 3500 psi concrete fill nmix to dry as consistency as
practicable. [Conpose concrete fill by volume of 1 part Portland cenent to
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3 parts fine aggregate to 4 parts coarse aggregate, and mx with water to
as dry a consistency as practicable.] Spread, tanmp, and screed concrete

fill to a true plane, and pitch to drains or |evels as shown. Thoroughly
damp concrete fill before applying setting-bed material. Reinforce
concrete fill with one layer of reinforcenment, with the uncut edges | apped

the width of one nmesh and the cut ends and edges | apped a m ni mrum 50 mm 2
inch. Tie laps together with 1.3 nm 18 gauge wire every 250 nm 10 inch
along the finished edges and every 150 mm 6 inch along the cut ends and
edges. Provide reinforcenent with support and secure in the centers of
concrete fills. Provide a continuous nesh; except where expansion joints
occur, cut nmesh and di scontinue across such joints. Provide reinforced
concrete fill under the setting-bed where the di stance between the
under-floor surface and the finished tiles floor surface is a mininmm of 50
mm 2 inches, and of the same thickness that the nortar setting-bed over the
concrete fill with the thickness required in the specified TCNA Hdbk net hod.

.5 I NSTALLATI ON OF TRANSI TI ON STRI PS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Where the top of tile floors will occur at a
different elevation fromthe top of finished floors
i n adj oi ni ng spaces, provision for marble threshol ds
or saddles will be edited appropriately.

*% *% *% *% *% *% *% *% *

Install transition strips where indicated, in a manner sinilar to that of
the ceramic tile floor and as recomrended by the manufacturer. Provide
thresholds full width of the opening. Install head joints at ends not
exceeding 6 Mm 1/4 inch in width and grouted full

.6 EXPANSI ON JO NTS

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

Note: Indicicate expansion-joint details on the
drawi ngs. Location of expansion joints should,

i nsofar as practical, be |located outside the areas
of tile finishes.
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Form and seal joints as specified in Section 07 92 00 JO NT SEALANTS.
.6.1 Walls

Provi de expansion joints at control joints in backing material. \Werever
backi ng material changes, install an expansion joint to separate the
different materials.

.6.2 Floors
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NOTE: Delete the second sentence for projects where
the use of tile is limted to small areas or |ong
narrow corridors or where chem cal resistant grouts
are used.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de expansion joints over construction joints, control joints, and
expansion joints in concrete slabs. Provide expansion joints where tile
abuts restraining surfaces such as perineter walls, curbs and col ums and
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at intervals of 7 to 11 m24 to 36 feet each way in large interior floor
areas and 3 to 5 m12 to 16 feet each way in |large exterior areas or areas
exposed to direct sunlight or noisture. Extend expansion joints through
setting-beds and fill.

LT CLEANI NG AND PROTECTI NG

Upon conpl etion, thoroughly clean tile surfaces in accordance with

manuf acturer's approved cl eaning instructions. Do not use acid for
cleaning glazed tile. Clean floor tile with resinous grout or with factory
m xed grout in accordance with printed instructions of the grout

manuf acturer. After the grout has set, provide a protective coat of a
noncorrosi ve soap or other approved nethod of protection for tile wal
surfaces. Cover tiled floor areas with building paper before foot traffic
is permitted over the finished tile floors. Provide board wal kways on
tiled floors that are to be continuously used as passageways by worknen.
Repl ace damaged or defective tiles. Submt copy of manufacturer's printed
mai nt enance i nstructions.

-- End of Section --
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