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NOTE: This gui de specification covers the
requi renents for steamtraps.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).
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PART 1 GENERAL

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: If Section 23 00 00 AlIR SUPPLY, DI STRI BUTI ON
VENTI LATI ON, AND EXHAUST SYSTEMS is not included in
the project specification, insert applicable

requi renents therefromand del ete the foll ow ng
paragraph.

*% *% *%

*% *% *% *% *% *% *% *%%

Section 23 00 00 AIR SUPPLY, DI STRIBUTI ON, VENTI LATI ON, AND EXHAUST SYSTEMS
applies to work specified in this section.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Show the schedul e of normal condensing rate
in the drawi ngs. Specify the equi pment and capacity
safety factor. Nunber each trap sequentially with
the prefix ST. Thernodynamic traps are not
accept abl e because of pressure linitations.
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1.

1.

1 REFERENCES

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi c designation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM A105/ A105M (2014) Standard Specification for Carbon
Steel Forgings for Piping Applications

ASTM A216/ A216M (2016) Standard Specification for Steel
Castings, Carbon, Suitable for Fusion
Wel di ng, for Hi gh-Tenperature Service

ASTM A278/ A278M (2015) Standard Specification for G ay
Iron Castings for Pressure-Containing
Parts for Tenperatures Up to 650 degrees F
(350 degrees C

2 SUBMITTALS
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NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project.

The @uide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" Generally, other submittal itens can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.
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For subnmittals requiring Government approval on Arny
projects, a code of up to three characters within
the subnmittal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

An "S" following a subnmittal itemindicates that
the submittal is required for the Sustainability
eNot ebook to fulfill federally mandat ed sustai nabl e
requirenents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG. Locate the "S" submittal
under the SD nunber that best describes the
submttal item

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arnmy projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submittals with an "S" are for inclusion in the
Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:
SD- 03 Product Data
Manufacturer's Catalog Data; C[, | 11
SD- 02 Shop Drawi ngs
Installation Drawi ngs; C[, | 1]
SD-07 Certificates
Li st of Product Installations; C[, | 1]
Steam Traps; ([, [ 1]
Trap Bodi es and Components; C[, [ 1]
.3 QUALI TY CONTROL

Subnmit a list of product installations for steamtraps, indicating at |east

[fivel[___ ] installed units, that are simlar to those proposed for use
and that have been in successful service for a mininumof [five][__ ]
years.
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PART 2 PRODUCTS

Submit the manufacturer's catalog data for steamtraps, show ng conformnmance
with referenced standards contained in this section.

.1 EQUIPMENT

.1.1  Trap Type And Construction

Provide trap bodi es and conponents with primary wsp ratings equal to or in
excess of the maxi num wsp of the steam systemto which they are appli ed.

Ensure that traps have pernanent external identification of service
indicating rating and orifice size.

Ensure that traps exposed to weather are freezeproof.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select the applicable type of trap and delete
those not used in project.
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[2.1.1.1 I nverted Bucket (IB) Type

Il

Provide IB-type traps with AISI 300 Series corrosion-resistant steel floats
and operating nechani sns; and 13-percent chrone corrosion-resistant,

har dened- st eel seats and val ves.

Provide binetallic-type thernostatic el enents.

Ensure that traps allow the renoval and replacenent of all operating and
wearing parts, w thout disturbing piping connections to the trap body.

Provide strainers as an integral part of the body.

Provi de bodies with plugged primng and drai ni ng openi ngs.

Provi de test cocks.

2.1.1.2 Fl oat and Thernostatic (F&T) Type

Provide F&T-type traps with AISI 300 series corrosion-resistant steel,

hel i arc-wel ded fl oats and operating nechani sns; and 13-percent chrone,
corrosion-resistant, hardened-steel seats and val ves.

Provide a thernostatic, bal anced-pressure type trap. Ensure that the trap
has a corrosion-resistant alloy bellow charged with a fluid that responds

rapidly to changes in tenperature.

Ensure that the bellows is suitable for service with condensate having a pH
of [6.0]]___ 1.

Ensure that traps allow the renoval and replacenent of all operating and
wearing parts, w thout disturbing piping connections to the trap body.

Fit trap bodies with drain plug.
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I21.13 Thernostatic Trap (T) Type

Provide a thernostatic, bal anced-pressure type trap. Ensure that the trap
has a corrosion-resistant alloy bellows charged with a fluid that responds
rapidly to changes in tenperature.

Ensure the bellows is suitable for service, with a condensate having a pH
of [6.01[___ ]. Shield the bellows from condensate and direct blasts of
steam.

Provi de hardened val ves and val ve seats nmade of 13-percent chrone
corrosion-resi stant steel.

12.2 MATERIALS

Submit certificates for steamtraps and trap bodi es and conponents, show ng
conformance with the referenced standards contained in this section.

Provide cast iron trap bodies for working steam pressures 860 kil opascal
(wsp), 125-psi wsp or less in accordance with ASTM A278/ A278N, d ass 30.

Provi de wel ded end-connection trap bodies of [cast steel, in accordance
with  ASTM A216/ A216N, Grade WCB] [forged carbon steel, in accordance with
ASTM A105/ A105M].

PART 3 EXECUTI ON
3.1 INSTALLATION

Subnmit installation drawings for steamtraps in accordance with the
manuf acturer's published instructions.

Install traps and trap components in accordance with the manufacturer's
instructions.

For F&T-type traps, install the bellows to allow renoval while hot without
overexpansion. Shield the bellows from condensate and direct blasts of
steam.

For T-type traps, install the bellows to allow the removal and repl acenent
of all operating and wearing parts, w thout disturbing piping connections
to the trap body.

3.1.1 Trap Application

SERVICE TRAP TYPE

Steam mai ns, risers, branches | B-Type, inverted bucket with thernpstatic
air vent where necessary.

Steam mai ns, risers, and branches, Refer to draw ngs
weat her - exposed and subject to freezing

Steam coil s associated with fans F&T- Type, float and thernpstatic
Steam coils not associated with fans and T-Type, thernostatic

not subject to freezing

Hot - wat er converter F&T- Type, float and thernpstatic
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SERVICE TRAP TYPE

Fl ash tank | B-Type, inverted bucket

3.

1.2 Trap Sizing Criteria

Trap safety factors are nminimal. Increase the follow ng safety factors
where necessary to ensure proper system drainage for a given application.
Do not decrease safety factors without witten approval of the Contracting
Officer.

Size traps in steammains, risers, and branches to provide an actua
capacity, under normal operating conditions, of not less than three tines
the nornmal condensing rate.

Size traps that drain underground steam mains to provide an actua
capacity, under normal operating conditions, of not |less than four tines
the normal condensing rate.

Size traps in steamnmains, risers, and branches that are weat her-exposed
and subject to freezing, to provide an actual capacity, under nornal
operating conditions, of two tinmes the nornmal condensing rate. Provide two
identical traps, sized appropriately at each drai nage point.

Si ze traps used for draining steamcoils under nodul ating control to (1)
provi de an actual capacity, under nornal operating conditions and including
3.5 kilopascal 1/2 psi coil pressure, of two tines the normal condensing
rate and (2) to be capable of opening at nmaxi num coil steam pressure.

Size traps for all other service conditions to provide an actual capacity,
under normal operating conditions, of three tines the nornmal condensing
rate.

-- End of Section --
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