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L1 Exterior Wall s

Brick
Mor t ar
Concrete Masonry Units ([Integrally

ored][Rock/SpIit—Faced][Ribbed][Burnished]| )

Metal Wall Panels, Hardware, and Associated Trim
I nsul ation and Fini sh System

Precast Concrete

Precast Stone

d ass and d azing

Pai nt

Cenent Board Siding and Trim

Cul tured Stone

Screen Wl |

Exterior Trim

St eel Doors and Door Franes
Steel Wndows (nullion, nmuntin, sash, trim and sill)
Al um num Doors and Door Franes
Al unmi num W ndows (rmul l'ion, nuntin, sash, trim and sill)
Wod d ad Wndows (rullion, muntin, sash, trim and sill)
W ndow Scr eens
Wod Stain
Fasci a
Sof fits and Ceilings
Over hangs
Downspouts and CGutters
Scuppers
Louvers
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Fl ashi ngs
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Caul ki ng and Seal ants
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Bol I ar ds
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Sun Shades

Control Joints
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Shi ngl es
EPDM

TPO
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nterior Floor Finishes

Car pet (Broadl oom
Carpet Tile
Static-Control Carpet
Vi nyl Conposition Tile
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Luxury Vinyl Tile
Cor k
Sheet Vi nyl
Rubber Tile
Static-Control Resilient Flooring ([Conductive Vinyl
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Flooring][Static-Dissipative Vinyl Tile][Static-Dissipative Rubber
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Stair Flooring

Stair Landi ngs

Porcelain Tile

Quarry Tile

Ceramic Tile

G out

[Marbl e][Solid Surface] [ Al um nun|
Entrance Mat

Pl astic Lani nate

Wod

Concrete ([Paint][Stain][Integrally Col ored][
Industrial Floor Coating

] Transition

Interior Base Finishes

Resi |l i ent Base and Mol di ngs
Porcelain Tile

Quarry Tile

Ceramic Tile

G out

I ntegral Cove Base

Brick

Mor t ar

Pai nt

Wod

terior Wall Fini shes

Pai nt

SECTION 09 06 00 Page 2



NN NWONNDNNNDONNNODNNNDNDN

MNP NNDONDNNNDDONNNNNDNNNDNDWNNDND WD

=)

WORRWWRRRWWRRRWRRRVWNRRDWD WL WL WEWHWLLWWTWEWWESEWHWEWWWL
<

e et

o101

oo oo

W0 W wWwwwwww

LR R RERSRT RO R RERORTR

NNNNNNNNNNNNSNNNNNNSNN

2 Vi nyl Wall Covering

3 Fabric Wall Covering

4  Acoustical Wall Covering
5 Porcelain Tile

6 Ceramc Tile

7 G out

8 Brick

9 Mor t ar

1

0 Met al Li ner Panel s

.11 Exposed Structural Col ums

Interior Ceiling Finishes

1 Acoustical Tile and Gid
2 Pai nt (Ceilings)
3 Paint (Soffits)

4 Met al Deck

5 Structural Fram ng
Interior Trim

1 St eel Doors

2 St eel Door Franes
3 Steel Wndows (nullion, muntin, sash, trim and stool)

4 Al umi num Doors and Door Franes

5  Alum num Wndows (nullion, muntin, sash, trim and stool)
6 Wyod Doors

7 Qper abl e W ndow Har dwar e

8 Wod Stain

.9 Fi re Extinguisher Cabinets
.10 Handrail s

11 Guardrails

.12 Ladders
.13 Metal Stairs[; includes [risers][and underside of stairs]

.14 Exposed Duct wor k

15 Bol | ar ds
Interior Wndow Tr eat ment

.1 Hori zontal Bl inds

Vertical Blinds

2
.3 W ndow Shades
4

Drapery Hardware
Interior Mscell aneous
1 Toilet Partitions and Urinal Screens
2 Casewor k
3 Pl astic Lam nate
4 Solid Surfacing Materi al
5 Wndow Sills ([Solid Surface][Plastic Lamnate][__ 1)
6 Qperabl e Partitions
7 Accordion Partitions
8 Acoustical Wall Panels

.9 Cor ner Quards

10 Protective Wall Coveri ng/ Panel
11 Chair Rail

12 Si ghage Message Col or

13 Si gnage Background Col or

14 Buil ding Directory

15 Bulletin Board

16 Mar ker boar d

17 Cl oset Shel vi ng

18 Lockers

19 Benches

20 Wall Switch Handl es and Standard Receptacl e Bodies
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SECTI ON 09 06 00

SCHEDULES FOR FI NI SHES
05/09

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: This gui de specification covers the
requi renents for color of exterior and interior
mat eri al s and products.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submitted as a Criteria Change Request (CCR).
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PART 1 GENERAL
1.1 SUMMARY

This section covers only the color of exterior and interior materials and
products that are exposed to view in the finished construction. The word
"color", as used herein, includes surface color and pattern. Requirenents
for quality, product specifications, and nethod of installation are covered
in other appropriate sections of the specifications. Specific |ocations
where the various materials are required are shown on the drawi ngs if not
identified in this specification. Itenms not designated for color in this
section may be specified in other sections. Wen color is not designated
for itens, propose a color for approval
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PART 2

2.

1

PRODUCTS

COLOR SCHEDULE

NOTE: Al interior and exterior finish colors are
to be included in this specification unless
otherwi se noted. Additional materials nmay be added
to the specification. Itens not pertaining to the
project are to be deleted by the designer. Include
appl i cabl e mechanical, fire protection, structural
architectural, site and electrical itens that have
an inpact on the aesthetics of a facility. These
may include the following exterior items: screen
wal | s, dunpsters, exhaust fans, condensing units,
and exterior paving materials. Interior

consi derations may include itens such as exhaust
grilles, fan coil wunits, fin tube/convectors,
sprinkl er heads, nmarble threshol ds, and buil di ng
hardware. The color for these itens need to be
coordi nated with the appropriate design discipline.

When this specification is utilized, reference wll
be nmade in the applicable guide specifications
clarifying that "color will be as specified in
Section 09 06 00 SCHEDULES FOR FINI SHES." If this
text is not currently included in the applicable
gui de specification the designer should add it.

Make changes as necessary so terninol ogy used for
product nanes is consistent in all specifications.

Col or references indicated after finishes shown in
par agraph COLOR SCHEDULE shoul d i ncl ude the

manuf acturer nane, pattern name (when applicable),
and col or nane of the finish (exanple: Vinyl
Conposition Tile: XYZ Co., Pattern ABC, Col or Bl ue
#1234). The Col or Schedule may contain a reference
to anot her specification section where the color is
desi gnated (exanple: Signhage: See Section

10 14 00. 10 EXTERI OR SI GNAGE for color).

When nultiple colors of the sane material are
specified, add finish color codes and notes within
the color listing to identify location of different
material colors. For instance:

Vi nyl Conposition Tile (VCT)

VCT-1: XYZ Co., Pattern ABC, Col or Bl ue #1234;
| ocate in offices.

VCT-2: XYZ Co., Pattern ABC, Color Red #2345;
| ocate in storage roons.

To further clarify location of finish colors used in
floor and wall patterns or other details, use the
finish color code in the specification and on the
drawi ngs as a cross-reference tool

When the project is large or the design is
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conplicated, this section may be used in conjunction
with the Room Finish Schedule Drawing. In this

i nstance, the designer can use the drawing to

i ndi cate placenment, using abbreviations such as
CPT-1 and CPT-2 (Carpet Tile-1, Carpet Tile-2).

When this is done add an abbreviation legend to the
drawi ng. The designer nust include a statenent on
the drawing clarifying that "col or designations are

indicated in Section 09 06 00 SCHEDULES FOR

FI NI SHES. " Section 09 06 00 is then utilized to
specify the nmanufacturer's information as covered
above. The designer should then include a statenent

that the placenent of flooring, base, wall,

and

ceiling finishes is indicated on the Room Fini sh
Schedul e in the drawings. This method is desirable
since it keeps all manufacturer's color references

in one | ocation.

Do not duplicate information that is specified in

t he individual specifications.

Where nmanufacturer's products are referenced for
col or, check to ensure that the referenced item
conplies with the appropriate quality standards

specified in other sections.

EDI TI NG TI PS:

1. An easy way to capture finish material
(exanpl e:

<SPT =2.2.1.1><TTL>2.2.1.1 Brick</TTL>

<I TV 1</1 T

t ext

</SPT =2.2.1.1>) is to place your cursor in the
title, double click and continue to double click
until it is highlighted frombegi nning tag (<SPT
=2.2.1.1>) to end tag (/<SPT =2.2.1.1>). Once this
has been done the highlighted portion can be del et ed
if not applicable or copied for further editing if

text for a new finish material is required

2. Add information inside I TEMtags (<ITM</I|TM)

to prevent text w apping problens (exanple:

2.3.1.2 Carpet Tile (CPT)

<| TM>CPT-1 - XYZ Co., Pattern ABC, Col or

#12354 Bl ue</| TM>

<ITM>CPT-2 - LPQ Co., Pattern JKL, Color

#78911</ITM>).

The col or schedul e information provided in the follow ng paragraphs lists
the colors, patterns and textures required for exterior and interior
finishes, including both factory applied and field applied colors. Were

color is shown as being specific to one manufacturer,

by anot her manufacturer may be submitted for approval

an equi val ent col or
Manuf acturers and

materials specified are not intended to limt the selection of equal colors
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fromother nmanufacturers. 1In the case of difference between the draw ngs
and specifications, colors identified in this specification govern

2.2 EXTERI OR FI NI SHES

NOTE: Exterior color information (exterior walls,
exterior trimand exterior roof) can be included in
this specification or on the exterior elevation
drawi ngs. If provided on the draw ngs include a
color legend that lists material, manufacturer
pattern and color. Also add a note to the draw ngs
that states "Where color is shown as being specific
to one manufacturer, an equival ent col or by another
manuf acturer may be submitted for approval.

Manuf acturers and materials specified are not
intended to limt the selection of equal colors from
ot her manufacturers." Wen this information is
added to the drawi ngs delete the applicable
paragraphs in this specification (paragraphs
EXTERI OR WALLS, EXTERI OR TRI M and EXTERI OR ROOF).

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhkhkhkhkkkkkkkkkkkkhkhkhkkkkkkkkk

[ Reference drawi ngs for manufacturer and col or information.]
[2.2.1 Exterior Valls

Exterior wall colors apply to exterior wall surfaces including recesses at
entrances and projecting vestibules. Wen applicable, paint conduit to
closely match the adjacent surface color. Provide wall colors to match the
colors listed bel ow

2.2.1.1 Brick
[

2.2.1.2 Mortar
L1

2.2.1.3 Concrete Masonry Units ([Integrally
Colored][Rock/Split-Faced][Ribbed][Burnished]] )

L1
2.2.1.4 Metal Wall Panels, Hardware, and Associated Trim

L]

2.2.1.5 I nsul ation and Finish System

L]

2.2.1.6 Precast Concrete

L]
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.2.1.8 d ass and d azi ng

|

|

.2.1.10 Cenment Board Siding and Trim

I

.2.1.11 Cul tured Stone

|

.2.1.12 Screen \Wal |

|

. 2.2 Exterior Trim
Provide exterior trimto match the colors |isted bel ow.

.2.2.1 St eel Doors and Door Franes

[

.2.2.2 Steel Wndows (mullion, muntin, sash, trim and sill)
[

.2.2.3  Alum num Doors and Door Franes
L1

2.2. 4 Al um num Wndows (mullion, nuntin, sash, trim and sill)
[

2.2.5 Wod dad Wndows (nullion, muntin, sash, trim and sill)
[

2.2.6 Wndow Screens

BRIkl
) ;
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. 2.

.10

11

.12

.13

.14

.15

.16

.17

.18

.19

. 20

.21

.22

Sof fits and Ceilings
L1

Overhangs

L]

Downspout s and Cutters

L]

Scuppers

I

Louvers

[ Match adj acent material in color.][
Flashings

[ Mat ch adjacent material in color.]]

Coping

I

N

N

Precast Concrete [[Caps][, ]I ][ and J[Sills]]

L]

Precast Stone [[Caps][ .,]1I ][ and J[Sills]]

L]

Handrails

L]

Guardrails

L1

Caul ki ng and Seal ants

[ Mat ch adjacent material in color.]]
Stringers and Stair Franing

L]

Bollards

L]

N
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2.2.2.23 Signage

L]

2.2.2.24 Sun Shades
[
2.2.2.25 Control Joints
[Match adjacent material in color.][__ ]
2.2.2.26 Expansi on Joi nt and/or Covers
[ Match adjacent material in color.J[__ ]
2.2.3 Exteri or Roof
Apply roof color to exterior roof surfaces including sheet netal flashings
and copi ngs, snow guards, nechanical units, mechanical penthouses, roof
trim pipes, conduits, electrical appurtenances, and sinilar itens.

Provi de roof color to match the colors |isted bel ow

2.2.3.1 Metal

I

2.2.3.2 Shingles

|

2.2.3.3 EPDM

2.2.3.4

3L

2.2.3.5 Penetrations
[Match roof in color.] [ ]
12.3 I NTERI OR FI NI SHES
2.3.1 Interior Floor Finishes
Provide flooring materials to match the colors |isted bel ow

2.3.1.1 Car pet (Broadl oom

I

2.3.1.2 Carpet Tile

L]
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.3.1.3 Static-Control Carpet

w
=
N
<|:

i nyl Conposition Tile

w
[
o
C
5
@
c
3

w
[N
(o]
-
c
X
c

ry Vinyl Tile

I

.3.1.7 Cork

|

.3.1.8 Sheet Vi nyl

|

.3.1.9 Rubber Tile

I

.3.1.10 Static-Control Resilient Flooring ([Conductive Vinyl
ile][Conductive Rubber Tile][Conductive Rubber Sheet
ooring][Static-Dissipative Vinyl Tile][Static-Dissipative Rubber Tile])

I

.3.1.11 Stair Flooring

|

.3.1.12 Stair Landi ngs

|

.3.1.13 Porcelain Tile

I

.3.1.14 Quarry Tile

|

.3.1.15 Ceramic Tile

|

.3.1.16 Grout

I
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.3.1.17 [Marbl e][Solid Surface] [ Al um nuni]| ] Transition

L 1

.3.1.18 Ent rance Mat
L 1]

.3.1.19 Pl astic Lam nate
L 1]

.3.1.20 Wood
L 1

.3.1.21 Concrete ([Paint][Stain][Integrally Colored]] 1)
L 1]

.3.1.22 I ndustrial Floor Coating
L 1]

.3.2 Interior Base Fini shes

Provi de base materials to match the colors |isted bel ow.

.3.2.1 Resi li ent Base and Ml di ngs

|

|

I

.3.2.4 Ceramc Tile

|

|

.3.2.6 I ntegral Cove Base

I

.3.2.7 Brick

|

|
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2.

2.

2.

3.2.9 Paint

I

3.2.10 Wood

I

3.3 Interior Wall Finishes

Apply interior wall color to the entire wall surface, including reveals,
vertical furred spaces and colums, grilles, diffusers, electrical and
access panel s, and piping and conduit adjacent to wall surfaces unless
otherw se specified. Paint itens not specified in other paragraphs to
mat ch adj acent wall surface. Provide wall materials to match the colors
|isted bel ow.

.3.3.1 Paint

w
w
N
] [:

i nyl Wall Covering

|

.3.3.3 Fabric wWall Covering

|

.3.3.4 Acoustical wall Covering

I

|

.3.3.6 Ceramic Tile

|

I

|

|

.3.3.10 Met al Liner Panels

I
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2.3.3.11 Exposed Structural Colums
L1
2.3. 4 Interior Ceiling Finishes
Apply ceiling colors to ceiling surfaces including soffits, furred down
areas, grilles, diffusers, registers, and access panels. In addition,
apply ceiling color to joists, underside of roof deck, and conduit and
pi pi ng where joists and deck are exposed and required to be painted.
Provide ceiling materials to match the colors listed bel ow
2.3.4.1 Acoustical Tile and Gid
[ Manuf acturers Standard Col or] [ ]

2.3.4.2 Pai nt (Ceilings)

|

2.3.4.3 Paint (Soffits)

Deck

.
N
&
c L

2.3.4.5 Structural Fram ng

|

2.3.5 Interior Trim
Provide interior trimto match the colors |isted bel ow

2.3.5.1 St eel Doors

L1

2.3.5.2 St eel Door Franes
[

2.3.5.3 Steel Wndows (nullion, muntin, sash, trim and stool)
[

2.3.5.4 A unmi num Doors and Door Franes

I

2.3.5.5 Al um num Wndows (mullion, nuntin, sash, trim and stool)

2.3.5.6

P
2
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.3.5.7 Oper abl e W ndow Har dwar e

w
o1
o

R
g
)
o
S

.3.5.9 Fire Extingui sher Cabinets

[
.3.5.10 Handrails
L1
.3.5.11 Guardrails
L1
.3.5.12 Ladders
[
.3.5.13 Metal Stairs[; includes [risers][and underside of stairs] only]
L1
.3.5.14 Exposed Duct wor k
L1
.3.5.15 Bollards
[
.3.6 Interior Wndow Treat nent

Provi de wi ndow treatnments to match the colors |isted bel ow.

.3.6.1 Hori zontal Blinds

I

.3.6.2 Vertical Blinds

|

.3.6.3 W ndow Shades

I

.3.6.4 Dr apery Hardware

I
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2.3.7 Interior Mscell aneous
Provi de m scellaneous itens to match the colors |isted bel ow.
2.3.7.1 Toil et Partitions and Urinal Screens

L1
2.3.7.2 Casework

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Add project requirenents for itens such as
cabi netry, countertops, backsplashes and toilet room
access panels, etc. and list the finish materials
for these items such as plastic | am nate, wood
finish, solid surface naterials, engineered quartz,
etc.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

L]

2.3.7.3 Pl astic Lam nate

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Delete this paragraph if all applicable
materials are listed under paragraph "Casework"
above.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

L1
2.3.7.4 Solid Surfacing Material

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

NOTE: Delete this paragraph if all applicable
materials are |listed under paragraph "Casework"
above.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkhkhhkhhkkkkkkkkkkik

I

2.3.7.5 Wndow Sills ([Solid Surface][Plastic Laminate][___ ])

L1
2.3.7.6 Operabl e Partitions

L]

2.3.7.7 Accordion Partitions

L1
2.3.7.8 Acoustical Wall Panels

L]
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.7.9 Cor ner Guards
L1

.7.10 Protective Wall Coveri ng/ Panel
[

7.11 Chair Rail

[

.7.12 Si gnage Message Col or
L1

.7.13 Si gnage Background Col or
[

.7.14 Bui I ding Directory

|

.7.15 Bul | etin Board

I

.7.16 Markerboard

|

.7.17 Cl oset Shel vi ng

|

.7.18 Lockers

I

.7.19 Benches

|

.7.20 Wall Switch Handl es and Standard Receptacl e Bodi es

|

.7.21 El ectrical Device Cover Plates

I

.7.22 El ectrical Panel s

|

.7.23 Fi n Tubes

|
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2.3.7.24 Shower [ Curtain][ Doors]

L1
2.3.7.25 Shower VIl Kits, Trimand Shower Pan

L1
[2.4  PLACEMENT SCHEDULE

NOTE: Coordi nate requirenent for Placenent Schedul e
with Governnent. Delete this paragraph if not used.

When the placenent schedule is used, create finish
col or codes for each finish color and place code in
the appropriate colum. Exanples of codes are:
Pai nt Col or #123 by Manufacturer ABC, Code PNT-1
Pai nt Col or #456 by Manufacturer ABC, Code PNT-2
This code to be the sanme as the Col or Schedul e code
for cross-referencing purposes. Exanple: Paragraph
2.6.1 Interior Wall Finish, Paragraph 2.6.1.1 Paint
(PNT) :
PNT-1 - Manufacturer ABC, Col or #123
PNT-2 - Manufacturer ABC, Col or #456.

Pl acenent of color to be in accordance with the follow ng schedul e:

ROOM # FLOOR BASE NORTH SOUTH EAST WALL |VEEST WALL | CEILING
AND NAME WALL WALL

REMARKS

] PART 3 EXECUTI ON
Not Used

-- End of Section --
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