
**************************************************************************
USACE /  NAVFAC /  AFCEC /  NASA                  UFGS- 01 58 00 ( August  2019)
                                               - - - - - - - - - - - - - - - - - - - - - - - - - - -
Pr epar i ng Act i v i t y:   NAVFAC                    Super sedi ng
                                               UFGS- 01 58 00 ( August  2009)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref er ences ar e i n agr eement  wi t h UMRL dat ed Oct ober  2019
**************************************************************************

SECTION TABLE OF CONTENTS

DIVISION 01 - GENERAL REQUIREMENTS

SECTION 01 58 00

PROJECT IDENTIFICATION

08/19

PART 1   GENERAL

  1.1   REFERENCES
  1.2   SUBMITTALS
  1.3   QUALITY CONTROL
    1.3.1   Rendering
      1.3.1.1   Preliminary One Line Drawings
      1.3.1.2   Final Rendering Sample
      1.3.1.3   Final Framed Rendering and Copies
    1.3.2   Facility Recognition Plaque
  1.4   PROJECT IDENTIFICATION SIGN
    1.4.1   Project Identification Signboard
      1.4.1.1   Project Rendering
    1.4.2   Project Signboard
    1.4.3   Construction Project Signs

PART 2   PRODUCTS

PART 3   EXECUTION

ATTACHMENTS:

project sign detail

-- End of Section Table of Contents --

SECTION 01 58 00  Page 1



**************************************************************************
USACE /  NAVFAC /  AFCEC /  NASA                  UFGS- 01 58 00 ( August  2019)
                                               - - - - - - - - - - - - - - - - - - - - - - - - - - -
Pr epar i ng Act i v i t y:   NAVFAC                    Super sedi ng
                                               UFGS- 01 58 00 ( August  2009)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref er ences ar e i n agr eement  wi t h UMRL dat ed Oct ober  2019
**************************************************************************

SECTION 01 58 00

PROJECT IDENTIFICATION
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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  t empor ar y s i gns f or  pr oj ect  
identification.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
NOTE:   I ncl ude t he f ol l owi ng on pr oj ect  dr awi ngs:

1.   Locat i on of  pr oj ect  s i gn.
**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
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when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN WOOD PROTECTION ASSOCIATION (AWPA)

AWPA C1 (2003) All Timber Products - Preservative 
Treatment by Pressure Processes

AWPA C2 (2003) Lumber, Timber, Bridge Ties and 
Mine Ties - Preservative Treatment by 
Pressure Processes

U.S. ARMY CORPS OF ENGINEERS (USACE)

EP 310-1-6a (2006) Sign Standards Manual, VOL 1

EP 310-1-6b (2006) Sign Standards Manual, VOL 2, 
Appendices

**************************************************************************
NOTE:  I ncl ude t he f ol l owi ng Submi t t al  and Qual i t y 
Assur ance par agr aphs i n al l  desi gn- bui l d pr oj ect s 
and on ot her  appl i cabl e pr oj ect s wher e t he 
Cont r act or  must  pr ovi de t he r ender i ng.

**************************************************************************
1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y or  cr i t i cal i t y,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a " G"  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
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desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are [for Contractor Quality 
Control approval.][for information only.  When used, a designation 
following the "G" designation identifies the office that will review the 
submittal for the Government.]  Submittals with an "S" are for inclusion 
in the Sustainability eNotebook, in conformance with Section 01 33 29  
SUSTAINABILITY REPORTING.  Submit the following in accordance with Section 
01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Preliminary One Line  Drawings Of Project Rendering; G[, [_____]]

Preliminary Drawing Indicating Layout And Text Content ; G[, 
[_____]]

Sign Legend Orders ; G[, [_____]]

SD-04 Samples

[ Final Rendering  Sample; G[, [_____]]

][ Final Framed Rendering  and Copies; G[, [_____]]

] Facility Recognition Plaque ; G[, [_____]]

1.3   QUALITY CONTROL

**************************************************************************
NOTE:   Use Qual i t y Cont r ol  par agr aph onl y i f  
submi t t al  of  a pr oj ect  r ender i ng i s a r equi r ement  of  
t he cont r act .   I f  pr oj ect  r ender i ng i s not  r equi r ed,  
del et e par agr aph.

**************************************************************************
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[ 1.3.1   Rendering

Provide the project rendering in accordance with the following drawing 
stages as required in the SUBMITTALS paragraph.  The following submittal 
data is required to properly identify the appropriate view and approve the 
final rendering of the facility.  The final painted rendering will be used 
to produce the image for the signboard and framed photographic copies 
provided to the Contracting Officer.

1.3.1.1   Preliminary One Line  Drawings

Provide three different views of the facility in a preliminary single line 
drawing (black and white) format.  These three views will represent the 
best angles at which to view the proposed facility showing the [_____] 
[best design features] and the three dimensional character of the facility.

1.3.1.2   Final Rendering  Sample

Provide a photographic copy ( 200 by 250 millimeters 8 by 10 inches  minimum 
size) of final rendering for approval of color, landscaping, and 
foreground/background development prior to final submittal.

1.3.1.3   Final Framed Rendering  and Copies

Provide final full color rendering of the proposed facility as specified.

] [ 1.3.2   Facility Recognition Plaque

**************************************************************************
NOTE:   I ncl ude t hi s par agr aph f or  new peopl e 
or i ent ed/  peopl e occupi ed MCON/ MI LCOM f aci l i t i es 
such as:  BEQ,  Admi ni st r at i on,  Chi l d Car e Cent er s,  
Fi t ness Cent er s,  and ot her  appr opr i at e l andmar k or  
uni que f aci l i t i es.   Conf i r m t he deci s i on t o use t hi s 
pl aque wi t h t he Pr oj ect  Manager .   Pr ovi de desi gn,  
det ai l s and speci f i cat i ons on t he cont r act  document s 
f or  t hi s pl aque.   Coor di nat e t he names and 
or gani zat i ons t hat  wi l l  be i dent i f i ed on t he pl aque 
wi t h t he Pr oj ect  Manager .   Ref er  t o UFC 1- 300- 09N,  
" Desi gn Pr ocedur es"  f or  f ur t her  pl aque r equi r ement s.

**************************************************************************

Submit full size drawing of Facility Recognition Plaque for approval.  
Confirm the content (message), location and mounting with Contracting 
Officer prior to fabrication.  The final names on the plaque will be 
determined at the end of the project duration to assure that current 
participants can be identified and recognized on the plaque.

] 1.4   PROJECT IDENTIFICATION SIGN

**************************************************************************
NOTE:   TO DOWNLOAD UFGS GRAPHI CS:
Go t o 
http://www.wbdg.org/ffc/dod/unified-facilities-guide-specifications-ufgs/forms-graphics-tables

**************************************************************************

**************************************************************************
NOTE:   Pr ovi de pr oj ect  s i gnboar d on al l  MI LCON and 
ot her  s i gni f i cant  f aci l i t y  pr oj ect s f or  CNI C and 
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NAVFAC i n accor dance wi t h Pl at es 1,  3,  and 4 of  
at t ached sket ches.   For  USMC and NAVFAC pr oj ect s,  
pr ovi de si gnboar d i n accor dance wi t h Pl at es 1MC,  3 
and 4 of  at t ached sket ches.   Si gni f i cant  pr oj ect s 
ar e t hose pr oj ect s,  gr eat er  t han $1, 000, 000,  t hat  
ar e l ocat ed i n an ar ea vi s i bl e t o l ar ge number s of  
peopl e;  wi l l  pr ovi de vi sual  const r uct i on act i v i t i es;  
wi l l  be of  suf f i c i ent  s i ze and scope;  or  of  hi gh 
i nt er est  t o t he usi ng act i v i t y.   Unl ess wai ved by 
gover nment  pr oj ect  management ,  pr ovi de pr oj ect  
s i gnboar d wi t h r ender i ng f or  al l  MI LCON and ot her  
s i gni f i cant  pr oj ect s.  Si gnboar d wi t h r ender i ng 
det ai l s f or  CNI C and NAVFAC ar e i ndi cat ed i n 
accor dance wi t h Pl at es 2,  3,  4 and 5 of  at t ached 
sket ches.   Si gnboar d wi t h r ender i ng det ai l s f or  USMC 
and NAVFAC ar e i ndi cat ed i n accor dance wi t h Pl at es 
2MC,  3,  4 and 5 of  at t ached sket ches.   Si gns ar e 
gener al l y not  r equi r ed f or  pr oj ect s l ocat ed i n 
r emot e ar eas;  pr oj ect s i nvol v i ng al l  i nt er i or  wor k;  
par ki ng l ot  and ut i l i t i es pr oj ect s whet her  over head 
or  under gr ound;  et c.   Di scuss t he necessi t y of  a 
s i gn wi t h t he usi ng Act i v i t y.

**************************************************************************

**************************************************************************
NOTE:   The 1220 mm by 2440 mm 4 f t  by 8 f t  s i ze of  
t he s i gnboar d depi ct ed i n Pl at es 1 and 2 i s a 
mi ni mum si ze r equi r ement .   Adj ust  s i ze t o sui t ,  
massi ng,  di st ance f r om most  t r avel ed r oads,  t r af f i c  
and speed.   When a s i ze l ar ger  t han t he mi ni mum i s 
war r ant ed,  pr ovi de adequat e suppor t  and br aci ng 
based on soi l  and wi nd condi t i ons and i ncr ease 
l et t er i ng s i ze i n pr opor t i on t o t he di mensi ons of  
t he s i gn.

**************************************************************************

**************************************************************************
NOTE:  For  desi gn- bui l d pr oj ect s el i mi nat e t he 
br acket ed opt i on st at i ng t hat  t he Gover nment  wi l l  
pr ovi de a t empor ar y r ender i ng and i ncl ude t he l ast  
br acket ed opt i on f or  Cont r act or  t o pr ovi de a col or  
rendering.

**************************************************************************

Prior to initiating any work on site, provide [one] [_____] project 
identification sign at the location [indicated] [designated].  Construct 
the sign in accordance with project sign detail, which can be downloaded 
at: 
http://www.wbdg.org/ffc/dod/unified-facilities-guide-specifications-ufgs/forms-graphics-tables
Maintain sign throughout the life of the project.  Upon completion of the 
project, remove the sign from the site.[  The Government will temporarily 
supply a copy of the rendering to use in the production of the final 
signboard artwork.][  Provide color rendering of the project.  Reproduce 
the rendering on the signboard or enclose a copy of the rendering under a 
water-proof, transparent cover, and caulk for weather protection.]

**************************************************************************
NOTE:  For  NAVFAC At l ant i c ( NAVFAC LANT)  and NAVFAC 
Eur ope pr oj ect s i n I t al y ( NAVFAC EURAFSWA) ,  add t he 
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f ol l owi ng par agr aph.   Obt ai n t he cur r ent  name of  t he 
Desi gn Saf et y Coor di nat or  f r om NAVFAC At l ant i c or  
NAVFAC Eur ope pr oj ect  manager  and i nser t  bel ow.  
Obt ai n t he cur r ent  name of  t he Resi dent  Of f i cer  i n 
Char ge of  Const r uct i on f r om NAVFAC At l ant i c or  
NAVFAC Eur ope pr oj ect  manager  and i nser t  as t he 
Const r uct i on Saf et y Of f i cer .  

**************************************************************************

[ On the project sign, provide points of contact for the Design Safety 
Coordinator and the Construction Safety Officer in accordance with Italian 
Law as follows:  "Design Safety Coordinator-[_____], CEC, U.S. Navy, 
Commanding Officer, Engineering Field Activity Mediterranean" 
"Construction Safety Officer - [_____], CEC, U.S. Navy, Resident Officer 
in Charge of Construction".

] 1.4.1   Project Identification Signboard

**************************************************************************
NOTE:   Use t he f ol l owi ng par agr aph f or  al l  NAVY 
pr oj ect s and i ncl ude t he appr opr i at e pr oj ect  
i dent i f i cat i on s i gnboar d pl at es at  t he end of  t hi s 
sect i on.   Si gnboar d Pl at es ar e gr ouped f or  CNI C and 
NAVFAC wi t hout  r ender i ng,  USMC and NAVFAC wi t hout  
r ender i ng,  CNI C and NAVFAC wi t h r ender i ng,  and USMC 
and NAVFAC wi t h r ender i ng.  Del et e t hi s par agr aph f or  
Ai r  For ce pr oj ect s and ut i l i ze t he Ai r  For ce 
paragraph.

**************************************************************************

Provide a project identification signboard in accordance with attached 
Plates [1, 3, and 4][1MC, 3, and 4][2, 3, 4, and 5][2MC, 3, 4, and 5].  
Provide a preliminary drawing indicating layout and text content .  Erect a 
signboard at a conspicuous location on the job site where directed by the 
Contracting Officer.

a.  The field of the sign consists of a  1200 by 2400 mm  4 by 8 foot  sheet 
of grade B-B medium density overlaid exterior plywood.

b.  Lumber is B or better Southern pine, pressure-preservative treated in 
accordance with AWPA C1 and AWPA C2.  Nails are aluminum or galvanized 
steel.

c.  Give one coat of exterior alkyd primer and two coats of exterior alkyd 
enamel paint to the entire signboard and supports.  Perform the 
lettering and sign work by a skilled sign painter using paint known in 
the trade as bulletin colors.  The colors, lettering sizes, and 
lettering styles are as indicated.  Where preservative-treated lumber 
is required, utilize only cured pressure-treated wood which has had 
the chemicals leached from the surface of the wood prior to painting.

d.  Use spray applied automotive quality high gloss acrylic white enamel 
paint as background for the NAVFAC logo.  NAVFAC logo is an applied  
0.0508 mm  2 mil  film sticker/decal with either transparent or white 
background or paint the logo by stencil onto the sign.  The weather 
resistant sticker/decal film is rated for a minimum of 2-year exterior 
vertical exposure.  Mount the self-adhering sticker to the sign with 
pressure sensitive, permanent acrylic adhesive.  Shop cut 
sticker/decal to rectangular shape and provide pull-off backing sheet 
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on adhesive side of design sticker for shipping.

e.  Sign paint colors (manufacturer's numbers/types listed below for color 
identification only)

(1) Blue = To match dark blue color in the NAVFAC logo.

(2) White = To match Brilliant White color in the NAVFAC logo.

f.  NAVFAC logo must retain proportions and design integrity.  NAVFAC 
logos in electronic format may be obtained from the NAVFAC web portal 
via the following link: 
https://www.navfac.navy.mil/about_us/logos_and_seals.html .  Use the 
following to choose color values for the paint to be used:

(1) Dark Blue = equivalent to CMYK values 100, 72, 0, 8.

(2) Light Blue = equivalent to CMYK values 69, 34, 0, 0.

(3) Cyan = equivalent to CMYK values 100, 9, 0, 6.

(4) Yellow = equivalent to CMYK values 0.9,94, 0.

**************************************************************************
NOTE:  Use t he f ol l owi ng par agr aph when a r ender i ng 
i s r equi r ed on t he si gnboar d.

**************************************************************************

[ g.  Final signboard artwork (rendering) may be either mounted under 
plexiglass as indicated in attached Plates 2 and 5, or may be 
electrostatically printed on  0.1016 mm  4 mil  self-adhering, weather 
resistant, glossy vinyl film and mounted to signboard.  Provide film 
that is capable of full color reproduction of the building rendering 
and cover it with an ultra-violet protection film.  Laminate the  
0.0508 mm  2 mil  satin gloss clear protection film to the white  0.1016 
mm 4 mil  vinyl image film.  Utilize pressure sensitive "controltac" 
adhesive to attach rendering to signboard and smooth out surface with 
hand pressure tools in accordance with manufacturer's 
recommendations.  Shop cut sticker to size required and provide 
pull-off backing sheet on adhesive side of film for shipping.  Provide 
the rendering on film that is rated for a minimum of 2-years exterior 
vertical exposure.

][ 1.4.1.1   Project Rendering

**************************************************************************
NOTE:  Use t he f ol l owi ng par agr aph f or  pr oj ect s t hat  
r equi r e t he Cont r act or  t o pr ovi de t he r ender i ng.

**************************************************************************

Provide a full color rendering of the proposed facility as follows:

a.  Provide rendering by a company that regularly does this work as a 
major component of their normal business.

b.  Colors used on the rendering to match the exterior color scheme 
indicated in the contract document.

c.  The rendering is a full vignette/fully developed, on heavy 
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illustration board.  Approximate finished size is  610 by 760 mm  24 by 
30 inches  with minimum inside mat dimension of  406 by 508 mm  16 by 20 
inches .  Draw the rendering at [human eye] [roof] [bird's eye] [_____] 
level view, painted with Case-in Tempera.

**************************************************************************
NOTE:  Use cont r act  awar d dat e f or  f ul l y  desi gned 
pr oj ect s and pr el i mi nar y desi gn appr oval  f or  Desi gn 
Bui l d pr oj ect s.

**************************************************************************

d.  Provide three preliminary single line black and white perspectives 
prior to proceeding with the color rendering.  Provide these 
preliminary perspectives within 30 days after [preliminary design 
approval] [contract award] for evaluation by the Contracting Officer.  
Develop the view selected by the Contracting Officer into the final 
rendering.

e.  Provide the final rendering sample photograph within 30 days after 
approval of preliminary single line drawings.  Provide this sample 
photograph for evaluation by the Contracting Officer.

f.  Provide final original color rendering, two full size photographic 
reproductions of the original rendering, and the photographic 
negative.  Mount the original and reproductions on acid free board, 
double-matted (acid free matting) with appropriate colored board and 
framed in contemporary metal frames, using non-glare glass.  Print on 
the matting the project name, location, and the Architect/Engineer 
firm's name.  On the back of the renderings and reproductions, 
indicated the project name, the location, the contract number, and the 
date of reproduction.

**************************************************************************
NOTE:  I nser t  i nt o t he bl ank t he addr ess of  t he 
EFD/ EFA Pr oj ect  Manager  of  t he pr oj ect  desi gn.

**************************************************************************

g.  Ship the rendering, the photographic copies, and the negative in 
resilient packaging to ensure damage-free delivery.

Deliver to:     [_____]

h.  Provide copy of rendering to be used for the signboard that has been 
protected from UV damage as per specifications.

] 1.4.2   Project Signboard

**************************************************************************
NOTE:   Use t he f ol l owi ng par agr aph f or  al l  Ai r  For ce 
pr oj ect s.   The host  Act i v i t y pr ovi des si gn col or s 
and det ai l s t o t he Gover nment  i n t he pr oj ect  book 
submittal.

**************************************************************************

Furnish the sign, maintain the sign during construction, and remove the 
sign from the job site upon completion of the project.  Details of sign 
graphics and construction are indicated in Plates 6 and 7 of sketches 
attached to this section.
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**************************************************************************
NOTE:   Conf i r m wi t h Cont r act i ng Of f i cer  f or  each 
pr oj ect  as t o whet her  t he Cont r act or  or  Gover nment  
wi l l  pr ovi de t he appl i ed Ai r  For ce l ogo.   The NAVFAC 
l ogos ar e not  pr ovi ded by t he Gover nment .   I f  t he 
Gover nment  wi l l  pr ovi de Ai r  For ce st i cker s del et e 
t he f ol l owi ng r equi r ement .

**************************************************************************

[ Created in the design indicated, the  450 mm  18 inch  maximum width and 
height for Air Force and rectangular height for NAVFAC applied stickers, 
and printed on a  0.0508 mm  2 mil  transparent film.  The weather resistant, 
self adhering film is rated for a minimum of 2-year exterior vertical 
exposure and be mounted to sign with pressure sensitive, permanent acrylic 
adhesive.  Shop cut sticker to square shape and provide pull-off backing 
sheet on adhesive side of sticker for shipping.

]
**************************************************************************

NOTE:   Use t hi s par agr aph f or  pr oj ect s at  Avi ano Ai r  
Base,  Avi ano,  I t al y ( NAVFAC EURAFSWA)  onl y.

**************************************************************************

[ Move the "PLANNED COMPLETION DATE" to the sign left edge and add to the 
sign right side "EMERGENCY RESPONSE (ERP) COORDINATES:  [_____]".  These 
coordinates, that are used to locate base emergencies, will be provided by 
the ROICC.

]
**************************************************************************

NOTE:   For  Ai r  For ce pr oj ect s on Guam,  add t he 
par agr aph bel ow.

**************************************************************************

[ On the project sign, list two points of contact by name and telephone 
number for a Navy representative and an Air Force representative, that 
will be provided by the Contracting Officer.

] 1.4.3   Construction Project Signs

**************************************************************************
NOTE:   Use t he f ol l owi ng par agr aph f or  al l  Ar my 
projects.

**************************************************************************

Furnish the construction project sign package, maintain the signs during 
construction, and remove the signs from the job site upon completion of 
the project.  The construction project sign package consists of two signs: 
one for project identification and the other to show the on-the-job safety 
performance of the contractor.  Ensure that the package conforms to the 
requirements of EP 310-1-6a  and EP 310-1-6b , specifically Section 16.  
Submit the sign legend orders  as described in Section 16 of EP 310-1-6a  
before erecting the signs.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used
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        -- End of Section --
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