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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  t oi l et  accessor i es sui t abl e f or  a 
wi de var i et y of  appl i cat i ons.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   For  Ar my const r uct i on,  bui l di ngs not  excl uded 
by t he TI  800- 01 Desi gn Cr i t er i a wi l l  be accessi bl e 
i n accor dance wi t h 36 CFR,  Par t  1191,  Amer i cans wi t h 
Di sabi l i t i es Act  ( ADA)  Accessi bi l i t y  Gui del i nes f or  
Bui l di ngs and Faci l i t i es.

Dr awi ngs wi l l  i ndi cat e l ocat i on,  di mensi ons,  
el evat i ons,  schedul es,  det ai l s,  and such ot her  
i nf or mat i on as r equi r ed t o i ndi cat e t he ext ent  of  
t he wor k.

Pr oduct  sel ect i ons wi l l  be based on aest het i c val ues 
and cost  as r el at ed t o pr oj ect  needs.

**************************************************************************
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1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a RI D out si de of  t he Sect i on' s 
Ref er ence Ar t i c l e t o aut omat i cal l y pl ace t he 
r ef er ence i n t he Ref er ence Ar t i c l e.   Al so use t he 
Ref er ence Wi zar d' s Check Ref er ence f eat ur e t o updat e 
t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z535.4 (2011) Product Safety Signs and Labels

ASTM INTERNATIONAL (ASTM)

ASTM F2285 (2004; R 2016; E 2016) Standard Consumer 
Safety Performance Specification for 
Diaper Changing Tables for Commercial Use

ASTM G21 (2015; R 2021; E 2021) Standard Practice 
for Determining Resistance of Synthetic 
Polymeric Materials to Fungi

U.S. DEPARTMENT OF DEFENSE (DOD)

MIL-STD-1691 (1994; Rev F) Construction and Material 
Schedule for Military Medical and Dental 
Facilities

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
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submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Product Schedule ; G[, [_____]]

Submit product Schedule indicating types, quantities, sizes, and 
installation locations by room for each toilet accessory item 
required.  Identify locations using room designations indicated on 
the drawings.

SD-03 Product Data

Recycled content for stainless steel toilet accessories ; S

[ Item A4995  Table, Diaper Changing, Wall Mounted; G[, [_____]]

][ Item A5030  Bench, Stall, Shower, Built In; G[, [_____]]

][ Item A5047  Cabinet, Medicine; G[, [_____]]

][ Item A5074  Soap Dish, Recessed, SS, Psychiatric; G[, [_____]]

][ Item A5080  Dispenser, Paper Towel, SS, Surface Mounted; G[, 
[_____]]
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][ Item A5081  Dispenser, Paper Towel, SS, Recessed, Psychiatric; G[, 
[_____]]

][ Item A5082  Dispenser, Paper Towel, Sensor, Hands Free; G[, [_____]]

][ Item A5083  Dispenser, Paper Towel, Recessed; G[, [_____]]

][ Item A5084  Dryer, Hands Free, Forced Air, Automatic; G[, [_____]]

][ Item A5090  Disposal, Sanitary Napkin, SS, Surface Mounted; G[, 
[_____]]

][ Item A5109  Grab Bar,  32 mm  1-1/4 inch  Dia., SS, 2 Wall, W/C 
Accessible; G[, [_____]]

][ Item A5110  Grab Bar,  32 mm  1-1/4 inch  Dia., SS, 2 Wall, Shower 
Use; G[, [_____]]

][ Item A5112  Grab Bar, Psychiatric; G[, [_____]]

][ Item A5115  Grab Bar, Flip-Up, Heavy Duty; G[, [_____]]

][ Item A5135  Shelf, Utility W/ Mop/Broom Holders, SS, Surf Mntd; G[, 
[_____]]

][ Item A5140  Hook, Garment, Security; G[, [_____]]

][ Item A5145  Hook, Garment, Double, SS, Surface Mounted; G[, [_____]]

][ Item A5150  Hook, Garment, Triple, Surface Mounted; G[, [_____]]

][ Item A5160  Shelf,  203 mm  8 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5162  Shelf, Fold Down, Stainless Steel; G[, [_____]]

][ Item A5165  Shelf,  127 mm  5 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5166  Shelf,  305 mm  12 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5170  Rod, Shower Curtain,  25 mm  1 inch  Diameter, W/Curtain & 
Hooks; G[, [_____]]

][ Item A5175  Soap Dish, With Bar, SS, Recessed; G[, [_____]]

][ Item A5195  Dispenser, Toilet Tissue, SS, 1-Roll, Surface Mntd; G[, 
[_____]]

][ Item A5196  Dispenser, Toilet Tissue, Psychiatric; G[, [_____]]

][ Item A5200  Dispenser, Toilet Tissue, SS, 2-Roll, Surface Mntd; G[, 
[_____]]

][ Item A5202  Dispenser, Toilet Paper w/Utility Shelf, SS, 2-Roll; G
[, [_____]]

][ Item A5205  Bar, Towel,  25 mm  1 inch  Diameter, SS, Surface Mounted; 
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G[, [_____]]

][ Item A5207  Bar, Towel,  25 mm  1 inch  Diameter, SS, Surface Mntd, 
Psych; G[, [_____]]

][ Item L1200  Cabinet, Specimen, Pass Thru, CRS; G[, [_____]]

] Submit catalog numbers, literature, data sheets, construction 
details, profiles, anchoring and mounting requirements [,including 
cutouts in other work and substrate preparation,] [,electrical 
characteristics,] and other pertinent data for each toilet 
accessory item to evaluate function, materials, dimensions and 
appearance.

SD-07 Certificates

Baby Changing Stations

SD-10 Operation and Maintenance Data

[ Item A4995  Table, Diaper Changing, Wall Mounted; G[, [_____]]

][ Item A5030  Bench, Stall, Shower, Built In; G[, [_____]]

][ Item A5047  Cabinet, Medicine; G[, [_____]]

][ Item A5074  Soap Dish, Recessed, SS, Psychiatric; G[, [_____]]

][ Item A5080  Dispenser, Paper Towel, SS, Surface Mounted; G[, 
[_____]]

][ Item A5081  Dispenser, Paper Towel, SS, Recessed, Psychiatric; G[, 
[_____]]

][ Item A5082  Dispenser, Paper Towel, Sensor, Hands Free; G[, [_____]]

][ Item A5083  Dispenser, Paper Towel, Recessed; G[, [_____]]

][ Item A5084  Dryer, Hands Free, Forced Air, Automatic; G[, [_____]]

][ Item A5090  Disposal, Sanitary Napkin, SS, Surface Mounted; G[, 
[_____]]

][ Item A5109  Grab Bar,  32 mm  1-1/4 inch  Dia., SS, 2 Wall, W/C 
Accessible; G[, [_____]]

][ Item A5110  Grab Bar,  32 mm  1-1/4 inch  Dia., SS, 2 Wall, Shower 
Use; G[, [_____]]

][ Item A5112  Grab Bar, Psychiatric; G[, [_____]]

][ Item A5115  Grab Bar, Flip-Up, Heavy Duty; G[, [_____]]

][ Item A5135  Shelf, Utility W/ Mop/Broom Holders, SS, Surf Mntd; G[, 
[_____]]

][ Item A5140  Hook, Garment, Security; G[, [_____]]

][ Item A5145  Hook, Garment, Double, SS, Surface Mounted; G[, [_____]]
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][ Item A5150  Hook, Garment, Triple, Surface Mounted; G[, [_____]]

][ Item A5160  Shelf,  203 mm  8 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5162  Shelf, Fold Down, Stainless Steel; G[, [_____]]

][ Item A5165  Shelf,  127 mm  5 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5166  Shelf,  305 mm  12 inch  Depth, SS, Surface Mounted; G[, 
[_____]]

][ Item A5170  Rod, Shower Curtain,  25 mm  1 inch  Diameter, W/Curtain & 
Hooks; G[, [_____]]

][ Item A5175  Soap Dish, With Bar, SS, Recessed; G[, [_____]]

][ Item A5195  Dispenser, Toilet Tissue, SS, 1-Roll, Surface Mntd; G[, 
[_____]]

][ Item A5196  Dispenser, Toilet Tissue, Psychiatric; G[, [_____]]

][ Item A5200  Dispenser, Toilet Tissue, SS, 2-Roll, Surface Mntd; G[, 
[_____]]

][ Item A5202  Dispenser, Toilet Paper w/Utility Shelf, SS, 2-Roll; G
[, [_____]]

][ Item A5205  Bar, Towel,  25 mm  1 inch  Diameter, SS, Surface Mounted; 
G[, [_____]]

][ Item A5207  Bar, Towel,  25 mm  1 inch  Diameter, SS, Surface Mntd, 
Psych; G[, [_____]]

][ Item L1200  Cabinet, Specimen, Pass Thru, CRS; G[, [_____]]

] Submit Data Package 1 for each toilet accessory item [, and Data 
Package 2 for each electrical toilet accessory item,] in 
accordance with Section 01 78 23  OPERATIONS AND MAINTENANCE DATA.

[ 1.3   CERTIFICATIONS

**************************************************************************
NOTE:   I nser t  t he cer t i f i cat i on bel ow f or  baby 
changi ng st at i ons i f  baby changi ng st at i ons ar e 
i ncl uded i n t he pr oj ect .

**************************************************************************

1.3.1   Baby Changing Stations

Provide certification that baby changing stations meet the performance 
criteria of ASTM F2285.

Provide certification that baby changing stations meet the requirements of 
ANSI Z535.4  Product Safety Signs and Labels.

Provide certification that baby changing stations meet the requirements of 

SECTION 10 28 13  Page 8



ASTM G21 Standard Practice for Determining Resistance of Synthetic 
Polymeric Materials to Fungi.

] 1.4   DELIVERY, STORAGE, AND HANDLING

Wrap toilet accessories for shipment and storage, then deliver to the 
jobsite in manufacturer's original packaging, and store in a clean, dry 
area protected from construction damage and vandalism.

1.5   WARRANTY

Provide manufacturer's warranty to repair or replace defective materials 
and workmanship for a period of [one year][_____] [years] from date of 
final acceptance of the work..

PART 2   PRODUCTS

**************************************************************************
NOTE:   Onl y t hose accessor i es and f i ni shes nor mal l y 
sui t abl e f or  mi l i t ar y const r uct i on ar e i ncl uded i n 
t hi s gui de speci f i cat i on.   When ot her  accessor i es 
and f i ni shes ar e r equi r ed t o meet  t he needs of  t he 
pr oj ect ,  t he speci f i er  must  add t hem.   Maxi mum use 
shoul d be made of  r ecessed accessor i es i n ar eas of  
har d usage.

**************************************************************************

2.1   ACCESSORY ITEMS
**************************************************************************

NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on bef or e speci f y i ng pr oduct  
r ecycl ed cont ent  r equi r ement s.

Resear ch shows t hese pr oduct s ar e avai l abl e among US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.

**************************************************************************

Provide toilet accessories where indicated in accordance with 
Contractor-provided product schedule .  Conform to the requirements for 
accessory items specified herein which are based on MIL-STD-1691  Joint 
Schedule Numbers (JSN).[  Porcelain type, tile-wall accessories are 
specified in Section 09 30 10  CERAMIC, QUARRY, AND GLASS TILING.]  Provide 
each accessory item complete with the necessary mounting plates of sturdy 
construction with corrosion resistant surface.

Provide stainless steel products listed herein manufactured from materials 
containing a minimum of 50 percent recycled content.  Provide data 
identifying percentage of recycled content for stainless steel toilet 
accessories .

2.1.1   Anchors and Fasteners

**************************************************************************
NOTE:   Tamper pr oof  f ast ener s wi l l  be speci f i ed f or  
accessor i es whi ch have exposed f ast ener s i n ar eas 
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used by neur opsychi at r i c pat i ent s or  pr i soner s and 
wher e t hef t  or  vandal i sm woul d be a pr obl em.   Thi s 
gui de speci f i cat i on pl aces t he r esponsi bi l i t y  wi t h 
t he Cont r act or  f or  pr ovi di ng,  subj ect  t o Gover nment  
appr oval ,  f ast ener s and anchor s of  t he t ype,  s i ze 
and number  r equi r ed t o adequat el y secur e t he 
accessor y i t ems.   Speci f i c  r equi r ement s f or  cr i t i cal  
or  unusual  appl i cat i ons may r ef er  t o det ai l s on t he 
dr awi ngs,  or  t he speci f i cat i ons may be expanded t o 
i ncl ude t he necessar y r equi r ement s.

**************************************************************************

Provide corrosion-resistant anchors and fasteners capable of developing a 
restraining force commensurate with the strength of the accessory to be 
mounted and suited for use with the supporting construction.  Provide 
[tamperproof design] [oval heads] exposed fasteners with finish to match 
the accessory.  Provide fasteners proposed for use for each type of wall 
construction and mounting.

2.1.2   Finishes

Except where noted otherwise, provide the following finishes on metal:

Metal Finish

Stainless steel No. 4 satin finish

Carbon steel, copper alloy, and brass Chromium plated, bright

[ 2.1.3   Item A4995  Table, Diaper Changing, Wall Mounted

Wall mounted diaper changing table.  Construct unit of high density 
polyethylene plastic impervious to odors, mold and mildew; support a 
static load of minimum  136 kg  300 pounds .  Provide unit to project out 
from wall approximately  114 mm  4-1/2 inches  when in closed position.  
Provide contour shaped unit with safety strap.  Mounting hardware included.

Approximate open dimensions:   508 mm   20 inches  wide by  914 mm  36 inches  
long by  127 mm  5 inches  deep.  Approximate closed dimensions:   102 mm   4 
inches  deep by  914 mm  36 inches  long by  533 mm  21 inches  high.

][ 2.1.4   Item A5030  Bench, Stall, Shower, Built-In

Wall mounted shower seat.  Frame made of  1.27 mm  18 gauge  stainless steel 
with satin finish.  Seat made of one piece of  13 mm  1/2 inch  thick 
nonporous solid phenolic with slots to permit water to drain, secured to 
frame with stainless steel carriage bolts and acorn nuts.  Mounting 
hardware included.  Seat to support a minimum static load of  113 kg  250 
pounds .  Hinge seat to fold up when not in use.  Seat complies with ADA 
guidelines.

Approximate size:   864 mm   34 inches  wide by  559 mm  22 inches  deep by  13 mm
 1/2 inch  thick.

][ 2.1.5   Item A5047  Cabinet, Medicine

Medicine cabinet constructed of heavy gauge stainless steel and have a 
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mirror mounted in swinging door, a minimum of three shelves, magnetic 
catch and full length piano hinge.  Mirror is  6 mm  1/4 inch  thick first 
quality float glass electrolytically copper-plated and guaranteed against 
silver spoilage for 15 years.  Cabinet door can be inverted to change from 
left to right hand swing.  Unit has concealed mounting holes.  Mounting 
hardware included.

Approximate size:   432 mm   17 inches  wide by  635 mm  25 inches  high by  102 
mm 4 inches  deep.

][ 2.1.6   Item A5074  Soap Dish, Recessed, SS, Psychiatric

Recessed mounted soap dish.  Soap dish made of stainless steel with matte 
finish, drawn one-piece seamless construction.  Back of unit has welded 
anchor nuts to receive threaded studs, which are provided with unit.  Rim 
of unit beveled to insure tight fit to wall surface.  Soap dish has raised 
dimples that allow water to drain away and provide a gripping surface to 
retain soap.

Approximate size:   178 mm   7 inches  wide by  127 mm  5 inches  high by  76 mm  
3 inches  deep.

][ 2.1.7   Item A5080  Dispenser, Paper Towel, SS, Surface Mounted

Surface mounted unit constructed of stainless steel with satin finish, 
welded construction, and have full length piano hinge, tumbler lock, 
refill indicator.  Unit has smooth corners, free of burrs and sharp 
edges.  Unit has a capacity of 400 single fold paper towels.

Approximate size:   279 mm   11 inches  wide by  203 mm  8 inches  high by  152 mm
 6 inches  deep.

][ 2.1.8   Item A5081  Dispenser, Paper Towel, SS, Recessed, Psychiatric

Recessed paper towel dispenser made of stainless steel with brushed finish 
and satin interior.  Unit has no loose or protruding parts and have 
concealed mounting, anchored to wall with welded anchor nuts.  Edges of 
unit beveled to insure a tight fit to wall surface.

Approximate size:   457 mm   18 inches  wide by  102 mm  4 inches  deep by  203 mm
 8 inches  high.

][ 2.1.9   Item A5082  Dispenser, Paper Towel, Sensor, Hands Free

Surface mounted paper towel dispenser with hands free operation.  Unit 
made of high impact plastic in a dark translucent color.  Unit has the 
capacity of one standard  203 mm  8 inch  wide by  203 mm  8 inch  diameter 800 
ft roll with optional paper length settings.  Unit is battery operated by 
four "D" size alkaline batteries, and have low battery indicator light, or 
optional AC power adapter.  Unit has keyed lock.

Approximate size:   305 mm   12 inches  wide by  381 mm  15 inches  high by  254 
mm 10 inches  deep.

][ 2.1.10   Item A5083  Dispenser, Paper Towel, Recessed

Recess mounted paper towel dispenser.  Unit constructed of heavy gauge 
stainless steel with satin finish, all welded construction, have full 
length piano hinge and tumbler lock.  Unit dispenses 300 C-fold or 400 
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multifold paper towels and be self-feeding until supply is depleted.  
Towel dispensing slot is snag-free.  Unit is ADA compliant.

Approximate size:   305 mm   12 inches  wide by  432 mm  17 inches  high by  102 
mm 4 inches  deep.

][ 2.1.11   Item A5084  Dryer, Hands Free, Forced Air, Automatic

Surface mounted high speed automatic hand dryer. Unit made of stainless 
steel with satin finish.  Electronic sensor automatically turns dryer on 
when hands are held under the air outlet opening and cuts off when hands 
are removed, or after approximately 1-1/2 minutes after dryer turns on.  
Motor is 5/8 HP.  Heating element raises the air temperature to 
approximately 135 degrees and be vandal proof.  Unit meets UL requirements.

Unit requires individual 15 amp circuit.

][ 2.1.12   Item A5090  Disposal, Sanitary Napkin, SS, Surface Mounted

Surface mounted sanitary napkin receptacle.  Unit made of stainless steel 
with satin finish and all welded construction.  Unit has piano hinge 
attached at the top and an integral finger depression for opening.  For 
use with disposable paper liners, available separately.  Unit may be 
attached to wall or toilet partition.

Approximate size:   178 mm   7 inches  wide by  102 mm  4 inches  deep by  254 mm  
10 inches  high.

][ 2.1.13   Item A5109  Grab Bar,  32 mm  1-1/4 Inch  Diameter, SS, 2 Wall, W/C 
Accessible

Grab bar of  32 mm  1-1/4 inch  diameter satin finish stainless steel with 
peened gripping surface for use in toilet stall/room.  Snap-on flange 
covers for concealed mounting are stainless steel and equipped with two 
screw holes for attachment to wall.  Grab bars designed to meet and exceed 
ADA requirements for structural strength.  Grab bars designed to withstand 
loads of  408 kg  900 pounds  when properly installed.  Clearance from wall 
to grab bar is  38 mm  1-1/2 inches  to meet ADA and ANSI codes.

][ 2.1.14   Item A5110  Grab Bar,  32 mm  1-1/4 Inch  Diameter, SS, 2 Wall, 
Shower Use

Grab bar of  32 mm  1-1/4 inch  diameter satin finish stainless steel with 
peened gripping surface.  Snap-on flange covers for concealed mounting 
stainless steel.  Bent ends of tubing pass through the flanges and are 
Heliarc welded for maximum strength.  Grab bars designed to meet and 
exceed ADA requirements for structural strength.  Grab bars designed to 
withstand loads of  408 kg  900 pounds  when properly installed.  Clearance 
from wall to grab bar is  38 mm  1-1/2 inches  to meet ADA and ANSI codes.

][ 2.1.15   Item A5112  Grab Bar, Psychiatric

Grab bar of  38 mm  1-1/2 inch  diameter stainless steel with exposed 
surfaces in satin finish.  Grab bar is  914 mm  36 inches  long, with 
stainless steel closure plate welded on bottom to prevent an open tie-off 
gap between the bar and the wall.  Flanges are completely Heliarc welded 
to tube end.  Bent ends of tubing pass through the flanges and Heliarc 
welded for maximum strength.
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][ 2.1.16   Item A5115  Grab Bar, Flip-Up, Heavy Duty

Flip up grab bar,  762 mm  30 inches  long, made of  32 mm  1-1/4 inch  diameter 
stainless steel with satin finish with peened or knurled grip.  Hinge made 
from heavy duty cast alloy.  All exposed surfaces to have satin finish.  
Grab bars designed to meet and exceed ADA requirements.  Locking mechanism 
holds the grab bar in the vertical position when not in use.  Bar operates 
with less than  2.27 kg  5 pounds  of force.  Bar designed to withstand more 
than  113 kg  250 pounds  of downward force when properly installed.

][ 2.1.17   Item A5135  Shelf, Utility W/ Mop/Broom Holders, SS, Surf Mounted

Surface mounted mop/broom holder with shelf made of  1.27 mm  18 gauge  
stainless steel with all exposed surfaces in satin finish.  Unit has shelf  
203 mm 8 inches  deep with shelf support brackets of satin finish stainless 
steel welded to mounting base, and a minimum of 3 hooks/3 holders.  Mop 
holders have spring-loaded rubber cams and hold mop or broom handle with a 
diameter between  16 mm  5/8 inch  and  25 mm  1 inch .

Approximate size:   914 mm   36 inches  wide by  203 mm  8 inches  deep.

][ 2.1.18   Item A5140  Hook, Garment, Security

Surface mounted safety hook made of stainless steel and secured to wall 
with tamper resistant mounting screws, exposed mounting.  Mounting 
hardware to be included.  Hook designed to snap down when it exceeds load 
limit.

][ 2.1.19   Item A5145  Hook, Garment, Double, SS, Surface Mounted

Surface mounted double garment hook made of stainless steel with satin 
finish.  For use on door back or wall.  Hook comes with concealed mounting 
bracket secured to concealed wall plate.  Mounting hardware included.  
Flange size is approximately  51 mm  2 inches  by  51 mm  2 inches .

][ 2.1.20   Item A5150  Hook, Garment, Triple, Surface Mounted

Surface mounted garment hook.  Unit has three metal hooks with a backplate 
made of medium oak woodgrain or anodized or polished aluminum finished 
panel.  For mounting directly on wall or to panel.

Approximate maximum weight capacity:   16 kg   35 pounds .

Approximate size:   457 mm   18 inches  wide by  102 mm  4 inches  high by  19 mm  
3/4 inch  deep.

][ 2.1.21   Item A5160  Shelf,  203 mm  8 Inch  Depth, SS, Surface Mounted

Surface mounted shelf of  1.27 mm  18 gauge  stainless steel with all exposed 
surfaces in satin finish.  Shelf has minimum depth of  203 mm  8 inches .  
Center bracket and end brackets of stainless steel, welded to shelf.  
Shelf length [as indicated on drawings.][is][  305 mm  12 inches .][  406 mm  
16 inches. ][  457 mm  18 inches .][  610 mm  24 inches .][  762 mm  30 inches .][  
914 mm 36 inches .][  1219 mm  48 inches .][  Shelves over  610 mm  24 inches  
long have center bracket for support.]

][ 2.1.22   Item A5162  Shelf, Fold Down, Stainless Steel

Fold down utility shelf of  1.27 mm  18 gauge  stainless steel.  Top surface 
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of shelf has raised rim.  Equipped with heavy-duty internal spring.  Edges 
and corners radiused and burr free.  Shelf automatically returns to 
upright position when not in use.  Shelf holds  45 kg  100 pounds .  Mount on 
wall or toilet partition.  Mounting hardware included.

][ 2.1.23   Item A5165  Shelf,  127 mm  5 Inch  Depth, SS, Surface Mounted

Surface mounted shelf of  1.27 mm  18 gauge  stainless steel with all exposed 
surfaces in satin finish.  Shelf has minimum depth of  127 mm  5 inches .  
Center bracket and end brackets of stainless steel, welded to shelf.  
Shelf length [as indicated on drawings.][is][  305 mm  12 inches .][  406 mm  
16 inches .][  457 mm  18 inches .][  610 mm  24 inches .][  762 mm  30 inches .][ 
914 mm 36 inches .][  1219 mm  48 inches .][  Shelves over  610 mm  24 inches  
long have center bracket for support.]

][ 2.1.24   Item A5166  Shelf,  305 mm  12 Inch  Depth, SS, Surface Mounted

Surface mounted shelf of  1.27 mm  18 gauge  stainless steel with all exposed 
surfaces in satin finish.  Shelf has a minimum depth of  305 mm  12 inches .  
Shelf is available in various widths.  Center bracket and end brackets of 
stainless steel, welded to shelf.  Shelf length [as indicated on 
drawings.][is][  305 mm  12 inches .][  406 mm  16 inches .][  457 mm  18 inches .][
 610 mm  24 inches .][  762 mm  30 inches .][  914 mm  36 inches .][  1219 mm  48 
inches .][  Shelves over  610 mm  24 inches  long have center bracket for 
support.]

][ 2.1.25   Item A5170  Rod, Shower Curtain,  25 mm  1 Inch  Diameter, W/Curtain 
& Hooks

Shower Curtain Rod with concealed mounting.  Shower curtain rod made of 
satin finish stainless steel,  25 mm  1 inch  diameter, with flanges 
included, and have white vinyl shower curtain,  1829 mm  72 inches  high, and 
stainless steel curtain hooks.  Shower curtain has corrosion resistant 
grommets, reinforced heading, and treated with antibacterial and flame 
retardant agents.  Shower hooks are stainless steel.  Length as indicated 
on drawings.

][ 2.1.26   Item A5175  Soap Dish, With Bar, SS, Recessed

Recessed mounted heavy duty stainless steel soap dish with soap lip and 
bar, of drawn one-piece seamless construction.  Exposed surfaces to be 
satin finish.  Soap dish has raised dimples on soap shelf to prevent soap 
from slipping.  Unit includes dry wall clamp and mounting hardware.

Approximate size:   178 mm   7 inches  wide by  127 mm  5 inches  high by  70 mm  
2-3/4 inches  deep.

][ 2.1.27   Item A5195  Dispenser, Toilet Tissue, SS, 1-Roll, Surface Mounted

Concealed surface mounted single roll toilet tissue dispenser of satin 
finish stainless steel.  Spindle to be free-spinning for non-controlled 
delivery, chrome-plated high impact resistant plastic and equipped with 
heavy-duty internal spring.  Unit accommodates standard core toilet paper 
roll up to  140 mm  5-1/2 inches  diameter.  Mounting hardware included.

Approximate size:   197 mm   7-3/4 inches  wide by  51 mm  2 inches  high by  102 
mm 4 inches  deep.
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][ 2.1.28   Item A5196  Dispenser, Toilet Tissue, Psychiatric

Recessed toilet tissue roll holder.  Unit constructed of stainless steel 
with satin finish.  Rim of holder to be beveled to insure tight fit to 
wall surface.  Back mounting plate of galvanized steel to have welded 
anchor nuts to receive threaded studs.  All mounting hardware included.  

][ 2.1.29   Item A5200  Dispenser, Toilet Tissue, SS, 2-Roll, Surface Mounted

Concealed surface mounted, double roll, toilet tissue dispenser of 
stainless steel.  Unit holds and dispenses two standard  133 mm  5-1/4 inch  
diameter rolls of toilet tissue.  Spindles are free-spinning for 
non-controlled delivery, chrome-plated plastic equipped with heavy-duty 
internal springs.

Approximate size:   178 mm   7 inches  diameter by  102 mm  4 inches  deep.

][ 2.1.30   Item A5202  Dispenser, Toilet Paper w/Utility Shelf, SS, 2-Roll

Concealed surface mounted, double roll, toilet tissue dispenser and 
utility shelf of satin finish stainless steel.  Mounting brackets to be 
welded to shelf.  Unit holds two standard  133 mm  5-1/4 inch  diameter rolls 
of toilet tissue.  Spindles are free-spinning for non-controlled delivery, 
high impact-resistant plastic equipped with internal springs.  Edges of 
shelf is  13 mm  1/2 inch , with hemmed lip on front edge for safety.

Approximate size of shelf:   457 mm   18 inches  wide by  127 mm  5 inches  deep.

][ 2.1.31   Item A5205  Bar, Towel, 25 mm (1 inch) Diameter, SS, Surface 
Mounted

Surface mounted satin finish stainless steel towel bar of  25 mm  1 inch  
diameter.  Support posts fabricated of heavy solid cast brass with satin 
finish.  Stainless steel set screw keeps bar from rotating in posts.  
Clearance between towel bar and wall is  38 mm  1-1/2 inches .

][ 2.1.32   Item A5207  Bar, Towel,  25 mm  1-Inch  Diameter, SS, Surface 
Mounted, Psychiatric

Concealed surface mounted  25 mm  1 inch  diameter satin finish stainless 
steel towel bar with peened gripping surface.  Flanges for concealed 
mounting made of stainless steel.  Bent ends of tubing pass through 
flanges and be Heliarc welded to tubing.  Mounting kits and concealed 
anchoring devices are available from the manufacturers for different types 
of installations.  Clearance between towel bar and wall is  38 mm  1-1/2 
inches .  Towel bar installed to meet or exceed ADA guidelines.

][ 2.1.33   Item L1200  Cabinet, Specimen, Pass-Through, CRS

Pass-through specimen cabinet of all welded stainless steel construction 
with burr-free edges and all exposed surfaces in satin finish.  Flanges of 
one-piece seamless stainless steel in satin finish.  Each door is 
spring-loaded and secured to cabinet with full-length stainless steel 
piano hinge.  Doors equipped with pull knob, international decal 
identifying usage, and interlocking mechanism which prevents both doors 
from being open simultaneously.  Unit has spill tray of stainless steel 
with welded seams.

Approximate size:  330 mm  13 inches  wide by  305 mm  12 inches  high by  152 
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mm 6 inches  deep.

] PART 3   EXECUTION

3.1   INSTALLATION

Do not install items that show visual evidence of biological growth.  
Provide the same finish for the surfaces of fastening devices exposed 
after installation as the attached accessory.  Provide oval exposed screw 
heads.  Install accessories at the location and height indicated.  Protect 
exposed surfaces of accessories with strippable plastic or by other means 
until the installation is accepted.  After acceptance of accessories, 
remove and dispose of strippable plastic protection.  Coordinate accessory 
manufacturer's mounting details with other trades as their work 
progresses.  [Use sealants for brackets, plates, anchoring devices and 
similar items in showers (a silicone sealantsealant specified in Section 
07 92 00  JOINT SEALANTS) as they are set to provide a watertight 
installation.]  After installation, thoroughly clean exposed surfaces and 
restore damaged work to its original condition or replace with new work.

3.1.1   Recessed Accessories

Fasten accessories with wood screws to studs, blocking or rough frame in 
wood construction.  Set anchors in mortar in masonry construction.  Fasten 
to metal studs or framing with sheet metal screws in metal construction.

3.1.2   Surface Mounted Accessories

**************************************************************************
NOTE:   Shel f  suppor t  br acket s and t hr ough- bol t i ng of  
accessor i es shoul d be r equi r ed and i ndi cat ed on t he 
pr oj ect  dr awi ngs when r ough usage of  accessor i es i s 
ant i c i pat ed.   At t achment  by t hr ough- bol t i ng shoul d 
be i ndi cat ed f or  shel f  br acket s and mi r r or s.

**************************************************************************

Mount on concealed backplates, unless specified otherwise.  Conceal 
fasteners on accessories without backplates.  Install accessories with 
corrosion-resistant fasteners as required by the construction.  Install 
backplates in the same manner, or provide with lugs or anchors set in 
mortar, as required by the construction.  Fasten accessories mounted on 
gypsum board and plaster walls without solid backing into the metal or 
wood studs, or to backplates secured to metal studs.

3.2   CLEANING

Clean material in accordance with manufacturer's recommendations.  Do not 
use alkaline or abrasive agents.  Take precautions to avoid scratching or 
marring exposed surfaces.

         -- End of Section --
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