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SUPPORTS FOR PLASTER AND GYPSUM BOARD
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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  non- l oad bear i ng col d- f or med met al  
f r ami ng,  f ur r i ng,  and cei l i ng suspensi on syst ems f or  
t he at t achment  of  l at h,  pl ast er ,  st ucco,  and 
wallboard.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
NOTE:   Load bear i ng col d- f or med st eel  f r ami ng i s 
i ncl uded i n Sect i on 05 40 00 COLD- FORMED METAL 
FRAMI NG.   Met al  suspensi on syst ems f or  acoust i cal  
cei l i ngs ar e i ncl uded i n Sect i on 09 51 00 ACOUSTI CAL 
CEILINGS.

**************************************************************************

**************************************************************************
NOTE:   On t he dr awi ngs,  show:

1.   Locat i ons of  each t ype of  met al  f r ami ng,  
f ur r i ng,  or  suspensi on syst em.

2.   Spaci ng and gage of  member s i f  ot her  t han t hose 

SECTION 09 22 00  Page 2



r equi r ed by r ef er enced publ i cat i on.

3.   Sei smi c r est r ai nt  f or  pr oj ect s l ocat ed i n 
sei smi c zone 2,  3,  or  4,  i n accor dance wi t h AI SC 341 
and UFC 3- 301- 01,  " St r uct ur al  Engi neer i ng" .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.  The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
 
Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.
 
Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC 341 (2016) Seismic Provisions for Structural 
Steel Buildings

ASTM INTERNATIONAL (ASTM)

ASTM A463/A463M (2015; R 2020; E 2020) Standard 
Specification for Steel Sheet, 
Aluminum-Coated, by the Hot-Dip Process

ASTM A653/A653M (2020) Standard Specification for Steel 
Sheet, Zinc-Coated (Galvanized) or 
Zinc-Iron Alloy-Coated (Galvannealed) by 
the Hot-Dip Process

ASTM C645 (2014; E 2015) Nonstructural Steel Framing 
Members

ASTM C754 (2020) Standard Specification for 
Installation of Steel Framing Members to 
Receive Screw-Attached Gypsum Panel 
Products
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ASTM C841 (2003; R 2013) Installation of Interior 
Lathing and Furring

ASTM C847 (2014a) Standard Specification for Metal 
Lath

NATIONAL ASSOCIATION OF ARCHITECTURAL METAL MANUFACTURERS (NAAMM)

NAAMM EMLA 920 (2009) Guide Specifications for Metal 
Lathing and Furring

UNDERWRITERS LABORATORIES (UL)

UL Fire Resistance (2014) Fire Resistance Directory

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a " G"  t o an i t em 
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce,  
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
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will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

**************************************************************************
NOTE:   Requi r e dr awi ngs onl y f or  pr oj ect s wher e 
compl exi t y or  quant i t y make i t  f easi bl e.

**************************************************************************

Metal Support Systems ; G[, [_____]]

  Submit for the erection of metal[ framing,][ furring,][ and][ 
ceiling suspension systems].  Indicate materials, sizes, 
thicknesses, and fastenings.

SD-03 Product Data

Metal Support Systems

Recycled Content for Metal Support Systems ; S

1.3   DELIVERY, STORAGE, AND HANDLING

Deliver materials to the job site and store in ventilated dry locations 
permitting easy access for inspection and handling.  If materials are 
stored outdoors, stack materials off the ground, supported on a level 
platform, and fully protected from the weather.  Handle materials 
carefully to prevent damage.  Remove damaged items and provide new items.

PART 2   PRODUCTS

2.1   MATERIALS

Provide steel materials for metal support systems  with galvanized coating 
ASTM A653/A653M ,  Z180  G-60 ; aluminum coating ASTM A463/A463M ,  T1-75  T1-25 ; 
or a 55-percent aluminum-zinc coating.[  Provide support systems and 
attachments per [ AISC 341 ][_____][UFC 3-301-01, "Structural Engineering"] 
in seismic zones. ]

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on bef or e speci f y i ng pr oduct  
r ecycl ed cont ent  r equi r ement s.

**************************************************************************

Provide metal support systems containing a minimum of 20 percent recycled 
content.  Provide data identifying percentage of recycled content for 
metal support systems .

2.1.1   Materials for Attachment of Lath

2.1.1.1   Suspended and Furred Ceiling Systems and Wall Furring

ASTM C841, and ASTM C847.
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2.1.1.2   Non-load Bearing Wall Framing

NAAMM EMLA 920.

2.1.2   Materials for Attachment of Gypsum Wallboard

2.1.2.1   Suspended and Furred Ceiling Systems

ASTM C645.

2.1.2.2   Non-load Bearing Wall Framing and Furring

**************************************************************************
NOTE:   Mi ni mum t hi ckness of  0. 45 mm 0. 0179 i nch ( 25 
gage)  i s st andar d f or  i nt er i or  non- l oad bear i ng 
st uds wi t hout  suppor t i ng at t ached l oads.   Choose t he 
second opt i on of  0. 85 mm 0. 0329 i nch ( 20 gage)  
t hi ckness f or  medi cal ,  dent al  or  ot her  bui l di ng 
t ypes r equi r i ng l ar ge quant i t i es of  wal l  suppor t ed 
cabi net  wor k and equi pment  t hr oughout  t he f aci l i t y .

**************************************************************************

ASTM C645, but not thinner than[  0.45 mm  0.0179 inch  thickness, with  0.85 
mm 0.0329 inch  minimum thickness supporting wall hung items such as 
cabinetwork, equipment and fixtures][  0.85 mm  0.0329 inch  thickness 
regardless of the ASTM certified third party testing statement for 
equivalent thicknesses].

2.1.2.3   Furring Structural Steel Columns

ASTM C645.  Steel (furring) clips and support angles listed in 
UL Fire Resistance  may be provided in lieu of steel studs for erection of 
gypsum wallboard around structural steel columns.

2.1.2.4   Z-Furring Channels with Wall Insulation

**************************************************************************
NOTE:   The dept h speci f i ed f or  Z- f ur r i ng channel s 
shoul d be coor di nat ed wi t h t he R- val ue speci f i ed f or  
wal l  i nsul at i on t hi ckness.

**************************************************************************

Not lighter than  0.5 mm thick  26 gage  galvanized steel, Z-shaped, with  32 
mm and 19 mm  1-1/4 inch and 3/4 inch  flanges and [  [25] [38] [50] [75] mm  
[1] [1 1/2] [2] [3] inch  furring depth] [depth as required by the 
insulation thickness provided].

PART 3   EXECUTION

3.1   INSTALLATION

3.1.1   Systems for Attachment of Lath

3.1.1.1   Suspended and Furred Ceiling Systems and Wall Furring

ASTM C841, except as indicated otherwise.
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3.1.1.2   Non-load Bearing Wall Framing

NAAMM EMLA 920, except provide framing members  400 mm  16 inches  o.c. 
unless indicated otherwise.

3.1.2   Systems for Attachment of Gypsum Wallboard

3.1.2.1   Suspended and Furred Ceiling Systems

ASTM C754, except provide framing members  400 mm  16 inches  o.c. unless 
indicated otherwise.

3.1.2.2   Non-load Bearing Wall Framing and Furring

ASTM C754, except as indicated otherwise.

3.1.2.3   Furring Structural Steel Columns

Install studs or galvanized steel clips and support angles for erection of 
gypsum wallboard around structural steel columns in accordance with the 
UL Fire Resistance , design number(s) [indicated] [of the fire resistance 
rating indicated].

3.1.2.4   Z-Furring Channels with Wall Insulation

Install Z-furring channels vertically spaced not more than  600 mm  24 inches
 o.c.  Locate Z-furring channels at interior and exterior corners in 
accordance with manufacturer's printed erection instructions.  Fasten 
furring channels to[ masonry][ and][ concrete] walls with powder-driven 
fasteners or hardened concrete steel nails through narrow flange of 
channel.  Space fasteners not more than  600 mm  24 inches  o.c.

3.2   ERECTION TOLERANCES

Provide framing members which will be covered by finish materials such as 
wallboard, plaster, or ceramic tile set in a mortar setting bed, within 
the following limits:

a.  Layout of walls and partitions:  6 mm  1/4 inch  from intended position;

b.  Plates and runners:  5 mm in 1.9 meters  1/4 inch in 8 feet  from a 
straight line;

c.  Studs:  5 mm in 1.9 meters  1/4 inch in 8 feet  out of plumb, not 
cumulative; and

d.  Face of framing members:  5 mm in 1.9 meters  1/4 inch in 8 feet  from a 
true plane.

Provide framing members which will be covered by ceramic tile set in 
dry-set mortar, latex-portland cement mortar, or organic adhesive within 
the following limits:

a.  Layout of walls and partitions:  6 mm  1/4 inch  from intended position;

b.  Plates and runners:  5 mm in 3.8 meters  1/8 inch in 8 feet  from a 
straight line;
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c.  Studs:  5 mm in 3.8 meters  1/8 inch in 8 feet  out of plumb, not 
cumulative; and

d.  Face of framing members:  5 mm in 3.8 meters  1/8 inch in 8 feet  from a 
true plane.

        -- End of Section --
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