### 1 - RECEPTION AREA

#### 1 - WRC01 - Waiting

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A5076</td>
<td>Dispenser, Hand Sanitizer, Free Standing</td>
<td>1</td>
<td>VV</td>
<td>A free standing hand sanitizer dispenser. For use throughout a healthcare facility. Unit does not include the sanitizing liquid. Units are battery operated.</td>
</tr>
<tr>
<td>A5210</td>
<td>Bracket, Television, Wall Mounted, w/Adjust Arm</td>
<td>1</td>
<td>VV</td>
<td>Wall mounted television bracket with adjustable arm. Consists of movable arm with minimum 120 degree swivel. Designed for holding wall mounted, flat panel television units in patient rooms.</td>
</tr>
<tr>
<td>A5220</td>
<td>Bracket, Television, Wall Backing</td>
<td>1</td>
<td>CC</td>
<td>Wall mounted television bracket backing which provides additional support and strength for the installation of the television bracket. Option available for interior or exterior plate and sized for 12&quot; 16&quot; or 24&quot; stud spacing.</td>
</tr>
<tr>
<td>A6046</td>
<td>Artwork, Decorative, With Frame</td>
<td>1</td>
<td>VV</td>
<td>This JSN is to be used for determining and defining location of decorative artwork.</td>
</tr>
<tr>
<td>F0206</td>
<td>Chair, Side, Bariatric, With Arms</td>
<td>1</td>
<td>VV</td>
<td>A bariatric side chair with arms for use in a waiting room, lobby or other patient area. Chair will have a padded seat and back and have a capacity of 800 pounds.</td>
</tr>
<tr>
<td>F0305</td>
<td>Chair, Waiting Room, Single</td>
<td>4</td>
<td>VV</td>
<td>Single seat waiting room chair with foam padded seat and back. Upholstered with either woven fabric textile or vinyl. Arms and floor glides included.</td>
</tr>
<tr>
<td>F2000</td>
<td>Basket, Wastepaper, Round, Metal</td>
<td>1</td>
<td>VV</td>
<td>Round wastepaper basket, approximately 18&quot; high X 16&quot; diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.</td>
</tr>
<tr>
<td>F2300</td>
<td>Rack, Magazine, Wall Mounted</td>
<td>1</td>
<td>VV</td>
<td>Wall mounted magazine rack with nine (9) magazine holding compartments.</td>
</tr>
<tr>
<td>F2310</td>
<td>Rack, Pamphlet, Wall Mounted</td>
<td>1</td>
<td>VV</td>
<td>Wall mounted pamphlet rack up to 12 (twelve) pamphlet holding pockets. Unit is used to store and display educational pamphlets.</td>
</tr>
<tr>
<td>F3200</td>
<td>Clock, Battery, 12&quot; Diameter</td>
<td>1</td>
<td>VV</td>
<td>Clock, 12&quot; diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included).</td>
</tr>
<tr>
<td>M0506</td>
<td>Television, Flat Screen</td>
<td>1</td>
<td>VV</td>
<td>Flat screen television with approximately 32&quot; to 40&quot; diagonal screen size. The TV will have built-in speakers, NTSC tuner, a 16:9 wide screen aspect ratio, a minimum of 1280 x 768 resolution and a remote control.</td>
</tr>
</tbody>
</table>

#### 2 - TLTU1 - Toilet, Public

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1067</td>
<td>Mirror, Float Glass, ADA Accessible</td>
<td>1</td>
<td>CC</td>
<td>A high quality 1/4&quot; polished float glass mirror with a stainless steel frame. Frame holds mirror in a tilted position for accessibility and compliance with ADA requirements. Mirror has a galvanized steel back secured to frame with concealed screws with integral horizontal hanging brackets. Mirror shall be approximately 18&quot; wide and 36&quot; high. Other sizes are available.</td>
</tr>
<tr>
<td>Code</td>
<td>Description</td>
<td>Quantity</td>
<td>Location</td>
<td>Notes</td>
</tr>
<tr>
<td>------</td>
<td>--------------------------------------------------</td>
<td>----------</td>
<td>------------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>A5075</td>
<td>Dispenser, Soap, Disposable</td>
<td>1</td>
<td>VV</td>
<td>Disposable soap dispenser. One-handed dispensing operation. Designed to accommodate disposable soap cartridge and valve.</td>
</tr>
<tr>
<td>A5082</td>
<td>Dispenser, Paper Towel, Sensor, Hands Free</td>
<td>1</td>
<td>CC</td>
<td>A surface mounted, sensor activated, automatic, roll paper towel dispenser. The unit dispenses a paper towel automatically only when hands are place in position below the dispenser for maximum sanitation and hygiene. May include adjustable settings for sheet length, time delay, and sensor range. Unit is battery operated or with optional AC power adapter.</td>
</tr>
<tr>
<td>A5090</td>
<td>Dispenser, Sanitary Napkin, SS, Surface Mounted</td>
<td>1</td>
<td>CC</td>
<td>A surface mounted, satin finish stainless steel, sanitary napkin disposal. Disposal features a flip-up cover, secured to the container by a heavy duty stainless steel piano-hinge. Disposal may be secured to wall or toilet partition. For general purpose use in female toilet stalls or rooms and uni-sex toilet rooms.</td>
</tr>
<tr>
<td>A5109</td>
<td>Grab Bar, 1-1/4&quot; Dia., SS, 2 Wall, W/C Accessible</td>
<td>1</td>
<td>CC</td>
<td>A 1-1/4&quot; diameter, satin finish stainless steel, peened gripping surface, 2 wall toilet stall/room, grab bar with concealed mounting flanges. Snap over flanges are provided to conceal mounting screws. A selection of mounting kits and concealed anchor devices are available from the manufacturers for different types of installations. Grab bar shall comply with barrier-free accessibility guidelines for structural strength. For typical water closet applications in toilet stalls and rooms where ADA (American’s With Disabilities Act) requirements must be met.</td>
</tr>
<tr>
<td>A5145</td>
<td>Hook, Garment, Double, SS, Surface Mounted</td>
<td>1</td>
<td>CC</td>
<td>A surface mounted, satin finish stainless steel, double garment hook. Equipped with a concealed mounting bracket that is secured to a concealed wall plate. For general purpose use throughout the facility to hang various items of apparel.</td>
</tr>
<tr>
<td>A5200</td>
<td>Dispenser, Toilet Tissue, SS, 2-Roll, Surface Mntd</td>
<td>1</td>
<td>CC</td>
<td>A concealed surface mounted, double roll, satin finish stainless steel, toilet tissue dispenser. Unit accommodates two standard-core toilet tissue rolls through 5&quot; in diameter. Spindles are chrome plated plastic with a heavy-duty internal spring and turn freely for non-controlled delivery. For general purpose use in restrooms.</td>
</tr>
<tr>
<td>F2010</td>
<td>Basket, Wastepaper, Step-On</td>
<td>1</td>
<td>VV</td>
<td>&quot;Step-on&quot; wastepaper basket with inner liner and foot pedal activated flip top.</td>
</tr>
<tr>
<td>P3000</td>
<td>Lavatory, Vitreous China, Straight Back</td>
<td>1</td>
<td>CC</td>
<td>Wall mounted, vitreous china lavatory (approximate bowl size 7&quot;x15&quot;x10&quot;) with: straight-front apron, straight or contoured back; faucet holes on 4&quot; centers; gooseneck spout; wrist blade handles; and grid strainer. It shall be suitable for use in clinics, offices, washrooms or patient care areas.</td>
</tr>
<tr>
<td>P9050</td>
<td>Toilet, Wall Hung, Siphon Jet</td>
<td>1</td>
<td>CC</td>
<td>Siphon jet water closet/toilet. This unit is wall hung with an elongated bowl, top spud flushometer, seat with open front and check hinge, and carrier. Used in restrooms throughout the health care facility.</td>
</tr>
</tbody>
</table>

### 2 - STAFF AND ADMINISTRATIVE AREA

### 1 - OFA09 - Office, Fiscal Service Chief

<table>
<thead>
<tr>
<th>JSN</th>
<th>Name</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
<tr>
<td>JSN</td>
<td>NAME</td>
<td>QTY</td>
<td>ACQ/INS</td>
<td>DESCRIPTION</td>
</tr>
<tr>
<td>-------</td>
<td>-------------------------------------------</td>
<td>-----</td>
<td>---------</td>
<td>-------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
<tr>
<td>F3200</td>
<td>Clock, Battery, 12&quot; Diameter</td>
<td>1</td>
<td>VV</td>
<td>Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.</td>
</tr>
</tbody>
</table>

2 - OFA09 - Office, Assistant Chief
A5145 Hook, Garment, Double, SS, Surface Mounted 1 CC
A surface mounted, satin finish stainless steel, double garment hook. Equipped with a concealed mounting bracket that is secured to a concealed wall plate. For general purpose use throughout the facility to hang various items of apparel.

E0090 Workstation, L-Shaped, Free Standing, 72x72 1 VV
THIS TYPICAL INCLUDES:
4 Standard Solid Panels
2 Panel-to-Panel Connectors
1 Panel Connector, 2-Way Corner
2 Finished End Hardware
2 Lockable Flipper Units
2 Shelves, Storage/Display
3 Lights
3 Tackboards
2 Cantilevered Work Surfaces
1 Adjustable Keyboard Tray
1 Mobile Pedestal, Box/File
1 Pencil Drawer
2 Support Panels

F0205 Chair, Side With Arms 1 VV
Upholstered side chair, 32" high X 21" wide X 23" deep with arms, padded seats and padded backs. Seat height is a minimum of 17". Available with or without sled base.

F0275 Chair, Swivel, High Back 1 VV
Highback contemporary swivel chair, 41" high X 23" wide X 23" deep with five (5) castor swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

F0420 Cabinet, Filing, Lateral, Half Height 1 VV
Half height two (2) or three (3) drawer lateral filing cabinet, 28" high X 42" wide X 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

F2000 Basket, Wastepaper, Round, Metal 1 VV
Round wastepaper basket, approximately 18" high X 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

F3200 Clock, Battery, 12" Diameter 1 VV
Clock, 12" diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included).

M1801 Computer, Microprocessing, w/Flat Panel Monitor 1 VV
Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

3 - RECP1 - Reception / Information Desk

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>2</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
A6105  Counter, Reception Control, Built-In  1  CC  Counter, control, inpatient, built-in. Consists of two 18” wide base cabinets with two drawers and file drawer, two 30” wide pencil drawers and two 18” wide base cabinet with four drawers. The countertop shall be a composition of wood particle core with plastic laminate surface having a hard smooth surface finish, standard thickness of 1” and a 4” butt backsplash/curb. Pricing based on a 30” depth.

F0275  Chair, Swivel, High Back  2  VV  Highback contemporary swivel chair, 41” high X 23” wide X 23” deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

F0420  Cabinet, Filing, Lateral, Half Height  2  VV  Half height two (2) or three (3) drawer lateral filing cabinet, 28” high X 42” wide X 18” deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

F2000  Basket, Wastepaper, Round, Metal  2  VV  Round wastepaper basket, approximately 18” high X 16” diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

F2540  Shredder, Paper, Security  1  VV  Paper shredder, approximately 21” high X 15” wide X 12” deep with shredding unit and waste receptacle. Security features will include cross-cut shredding.

F3200  Clock, Battery, 12” Diameter  1  VV  Clock, 12” diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included).

M1801  Computer, Microprocessing, w/Flat Panel Monitor  2  VV  Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

M1840  Printer/Copier/Fax Combination  1  VV  Multifunctional printer, fax, scanner and copier (PFC) all-in-one machine.

4 - OFA07 - Workstation, Secretary

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES:

- 4 Standard Solid Panels
- 2 Panel Connectors, 2-Way Corner
- 1 Panel-to-Panel Connector
- 2 Finished End Hardware
- 1 Cantilevered, Work Surface
- 2 Lockable Flipper Units
- 2 Shelf, Storage/Displays
- 2 Lights
- 1 Tack board
- 1 Tool Rail
- 1 Paper Tray
- 1 Diagonal Tray
- 1 Adjustable Keyboard Tray
- 1 Mobile Pedestal, Box/File

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>E0123</td>
<td>Workstation, Straight, Free Standing, 72&quot; W</td>
<td>1</td>
<td>VV</td>
<td>This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES: 4 Standard Solid Panels, 2 Panel Connectors, 2-Way Corner, 1 Panel-to-Panel Connector, 2 Finished End Hardware, 1 Cantilevered, Work Surface, 2 Lockable Flipper Units, 2 Shelf, Storage/Displays, 2 Lights, 1 Tack board, 1 Tool Rail, 1 Paper Tray, 1 Diagonal Tray, 1 Adjustable Keyboard Tray, 1 Mobile Pedestal, Box/File.</td>
</tr>
<tr>
<td>F0275</td>
<td>Chair, Swivel, High Back</td>
<td>1</td>
<td>VV</td>
<td>Highback contemporary swivel chair, 41&quot; high X 23&quot; wide X 23&quot; deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.</td>
</tr>
<tr>
<td>F0420</td>
<td>Cabinet, Filing, Lateral, Half Height</td>
<td>1</td>
<td>VV</td>
<td>Half height two (2) or three (3) drawer lateral filing cabinet, 28&quot; high X 42&quot; wide X 18&quot; deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.</td>
</tr>
<tr>
<td>F2000</td>
<td>Basket, Wastepaper, Round, Metal</td>
<td>1</td>
<td>VV</td>
<td>Round wastepaper basket, approximately 18&quot; high X 16&quot; diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.</td>
</tr>
<tr>
<td>M1801</td>
<td>Computer, Microprocessing, w/Flat Panel Monitor</td>
<td>1</td>
<td>VV</td>
<td>Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.</td>
</tr>
</tbody>
</table>

5 - OFA07 - Workstation, Budget Analyst

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES:

- 4 Standard Solid Panels
- 2 Panel Connectors, 2-Way Corner
- 1 Panel-to-Panel Connector
- 2 Finished End Hardware
- 1 Cantilevered, Work Surface
- 2 Lockable Flipper Units
- 2 Shelf, Storage/Displays
- 2 Lights
- 1 Tack board
- 1 Tool Rail
- 1 Paper Tray
- 1 Diagonal Tray
- 1 Adjustable Keyboard Tray
- 1 Mobile Pedestal, Box/File

Highback contemporary swivel chair, 41" high x 23" wide x 23" deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

Half height two (2) or three (3) drawer lateral filing cabinet, 28" high x 42" wide x 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

Round wastepaper basket, approximately 18" high x 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
<tr>
<td>A5145</td>
<td>Hook, Garment, Double, SS, Surface Mounted</td>
<td>1</td>
<td>CC</td>
<td>A surface mounted, satin finish stainless steel, double garment hook. Equipped with a concealed mounting bracket that is secured to a concealed wall plate. For general purpose use throughout the facility to hang various items of apparel.</td>
</tr>
</tbody>
</table>
### FISCAL SERVICE (234) - Contents - VA PG-18-5 (18 Jul 2016 04:55PM ET)

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
</table>
| E0090 | Workstation, L-Shaped, Free Standing, 72x72 | 1   | VV      | THIS TYPICAL INCLUDES:  
4 Standard Solid Panels  
2 Panel-to-Panel Connectors  
1 Panel Connector, 2-Way Corner  
2 Finished End Hardware  
2 Lockable Flipper Units  
2 Shelves, Storage/Display  
3 Lights  
3 Tackboards  
2 Cantilevered Work Surfaces  
1 Adjustable Keyboard Tray  
1 Mobile Pedestal, Box/File  
1 Pencil Drawer  
2 Support Panels |
| F0205 | Chair, Side With Arms                      | 1   | VV      | Upholstered side chair; 32” high X 21” wide X 23” deep with arms, padded seats and padded backs. Seat height is a minimum of 17”. Available with or without sled base. |
| F0275 | Chair, Swivel, High Back                   | 1   | VV      | Highback contemporary swivel chair; 41” high X 23” wide X 23” deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl. |
| F0420 | Cabinet, Filing, Lateral, Half Height      | 1   | VV      | Half height two (2) or three (3) drawer lateral filing cabinet, 28” high X 42” wide X 18” deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials. |
| F2000 | Basket, Wastepaper, Round, Metal           | 1   | VV      | Round wastepaper basket, approximately 18” high X 16” diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations. |
| F3200 | Clock, Battery, 12” Diameter              | 1   | VV      | Clock, 12” diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included). |
| M1801 | Computer, Microprocessing, w/Flat Panel Monitor | 1   | VV      | Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information. |

**7 - OFA09 - Office, Accounting Chief**

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
<tr>
<td>A5145</td>
<td>Hook, Garment, Double, SS, Surface Mounted</td>
<td>1</td>
<td>CC</td>
<td>A surface mounted, satin finish stainless steel, double garment hook. Equipped with a concealed mounting bracket that is secured to a concealed wall plate. For general purpose use throughout the facility to hang various items of apparel.</td>
</tr>
</tbody>
</table>
### E0090 Workstation, L-Shaped, Free Standing, 72x72

1 VV

THIS TYPICAL INCLUDES:
- 4 Standard Solid Panels
- 2 Panel-to-Panel Connectors
- 1 Panel Connector, 2-Way Corner
- 2 Finished End Hardware
- 2 Lockable Flipper Units
- 2 Shelves, Storage/Display
- 3 Lights
- 3 Tackboards
- 2 Cantilevered Work Surfaces
- 1 Adjustable Keyboard Tray
- 1 Mobile Pedestal, Box/File
- 1 Pencil Drawer
- 2 Support Panels

### F0205 Chair, Side With Arms

1 VV

Upholstered side chair, 32" high X 21" wide X 23" deep with arms, padded seats and padded backs. Seat height is a minimum of 17". Available with or without sled base.

### F0275 Chair, Swivel, High Back

1 VV

Highback contemporary swivel chair, 41" high X 23" wide X 23" deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

### F0420 Cabinet, Filing, Lateral, Half Height

1 VV

Half height two (2) or three (3) drawer lateral filing cabinet, 28" high X 42" wide X 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

### F2000 Basket, Wastepaper, Round, Metal

1 VV

Round wastepaper basket, approximately 18" high X 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

### F3200 Clock, Battery, 12" Diameter

1 VV

Clock, 12" diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included).

### M1801 Computer, Microprocessing, w/Flat Panel Monitor

1 VV

Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

### 8 - OFA07 - Workstation, Clerical / Technical Staff

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
E0123  Workstation, Straight, Free Standing, 72" W  1  VV  This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES:
- 4 Standard Solid Panels
- 2 Panel Connectors, 2-Way Corner
- 1 Panel-to-Panel Connector
- 2 Finished End Hardware
- 1 Cantilevered, Work Surface
- 2 Lockable Flipper Units
- 2 Shelf, Storage/Displays
- 2 Lights
- 1 Tack board
- 1 Tool Rail
- 1 Paper Tray
- 1 Diagonal Tray
- 1 Adjustable Keyboard Tray
- 1 Mobile Pedestal, Box/File

F0275  Chair, Swivel, High Back  1  VV  Highback contemporary swivel chair, 41" high X 23" wide X 23" deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

F0420  Cabinet, Filing, Lateral, Half Height  1  VV  Half height two (2) or three (3) drawer lateral filing cabinet, 28" high X 42" wide X 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

F2000  Basket, Wastepaper, Round, Metal  1  VV  Round wastepaper basket, approximately 18" high X 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

M1801  Computer, Microprocessing, w/Flat Panel Monitor  1  VV  Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

9 - OFA07 - Workstation, Travel Clerk

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES:

4 Standard Solid Panels
2 Panel Connectors, 2-Way Corner
1 Panel-to-Panel Connector
2 Finished End Hardware
1 Cantilevered, Work Surface
2 Lockable Flipper Units
2 Shelf, Storage/Displays
2 Lights
1 Tack board
1 Tool Rail
1 Paper Tray
1 Diagonal Tray
1 Adjustable Keyboard Tray
1 Mobile Pedestal, Box/File

Highback contemporary swivel chair, 41" high X 23" wide X 23" deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

Half height two (2) or three (3) drawer lateral filing cabinet, 28" high X 42" wide X 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

Round wastepaper basket, approximately 18" high X 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

This desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; an 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>2</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1015</td>
<td>Telephone, Desk, Multiple Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, multiple line.</td>
</tr>
</tbody>
</table>
This JSN will provide a whole work station typical to quickly plan work in areas in clinical or administrative spaces. There will be a price decrease if typical work stations are used with vertical hanging strips instead of panels. THIS TYPICAL INCLUDES:

- 4 Standard Solid Panels
- 2 Panel Connectors, 2-Way Corner
- 1 Panel-to-Panel Connector
- 2 Finished End Hardware
- 1 Cantilevered, Work Surface
- 2 Lockable Flipper Units
- 2 Shelf, Storage/Displays
- 2 Lights
  - 1 Tack board
  - 1 Tool Rail
  - 1 Paper Tray
  - 1 Diagonal Tray
  - 1 Adjustable Keyboard Tray
  - 1 Mobile Pedestal, Box/File

Highback contemporary swivel chair, 41" high X 23" wide X 23" deep with five (5) caster swivel base and arms. Chair may be used at desks or in conference rooms. Back and seat are foam padded and upholstered with either woven textile fabric or vinyl.

Half height two (2) or three (3) drawer lateral filing cabinet, 28" high X 42" wide X 18" deep with recessed handles, locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.

Round wastepaper basket, approximately 18" high X 16" diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>1</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1011</td>
<td>Telephone, Desk, 1 Line</td>
<td>1</td>
<td>VV</td>
<td>Telephone, desk, 1 line.</td>
</tr>
<tr>
<td>A6035</td>
<td>Repository, Night, With Safe</td>
<td>1</td>
<td>CC</td>
<td>Constructed of high tensile steel body and jam designed to maximize protection against pry attack. Top or front load depository features a large hopper made of formed heavy duty steel, handle activated and designed for smooth money drop operation and large package capacity. Deposit drawer features a large &quot;fish&quot; resistant pull out drawer depositing directly into standard interior locker.</td>
</tr>
</tbody>
</table>
Counter, Reception Control, Built-In
1 CC
Counter, control, inpatient, built-in. Consists of two 18” wide base cabinets with two drawers and file drawer, two 30” wide pencil drawers and two 18” wide base cabinet with four drawers. The countertop shall be a composition of wood particle core with plastic laminate surface having a hard smooth surface finish, standard thickness of 1” and a 4” butt backsplash/curb. Pricing based on a 30” depth.

Chair, Drafting, Rotary
1 VV
Drafting chair approximately 47” high X 20” wide X 20” deep with rotary stool and a 5 (five) star base with casters. Padded seat and back. Foot ring adjusts with chair.

Cabinet, Filing, Security, Full Height
1 VV
Class 6 full height security filing cabinet, 58” high x 21” wide x 28” deep with five (5) drawers. Used for storage of classified or controlled materials.

Basket, Wastepaper, Round, Metal
1 VV
Round wastepaper basket, approximately 18” high X 16” diameter. This metal unit is used to collect and temporarily store small quantities of paper refuse in patient rooms, administrative areas and nursing stations.

Safe, Collection Agent
1 VV
Collection agent safe. Unit consists of thick door equipped with combination lock. All steel welded construction. For special document and record storage.

Clock, Battery, 12” Diameter
1 VV
Clock, 12” diameter. Round surface, easy to read numbers with sweep second hand. Wall mounted unit for use when impractical to install a fully synchronized clock system. Battery operated, (batteries not included).

Computer, Microprocessing, w/Flat Panel Monitor
1 VV
Desk top microprocessing computer. The unit shall consist of a central processing mini tower, flat panel monitor, keyboard, mouse and speakers. The system shall have the following minimum characteristics: a 2.8 GHz Pentium processor; 512 MB memory; 80GB hard drive; 32/48x CD-ROM/DVD combo; 1.44MB network interface card; video 32 MB NVIDIA; a 18 inch flat panel monitor. The computer is used throughout the facility to input, manipulate and retrieve information.

Copier, Desk Top
1 VV
Desk top copier. Copier consists of two tray paper supply with clip tray, sort indicator, two page copy indicator, automatic paper selection and frame eraser with zoom capabilities. For use where low volume reproduction is required.

Printer, Computer
1 VV
High resolution computer printer with a variety of type styles and sheet/envelope feeder trays. Database information reflects network ready, medium duty office style laser printers. Other types of printers (bubble jet, dot matrix, line or plotter) as well as light or heavy use capabilities are available.

Mirror, Float Glass, ADA Accessible
1 CC
A high quality 1/4” polished float glass mirror with a stainless steel frame. Frame holds mirror in a tilted position for accessibility and compliance with ADA requirements. Mirror has a galvanized steel back secured to frame with concealed screws with integral horizontal hanging brackets. Mirror shall be approximately 18” wide and 36” high. Other sizes are available.

Dispenser, Soap, Disposable
1 VV
Disposable soap dispenser. One-handed dispensing operation. Designed to accommodate disposable soap cartridge and valve.
A surface mounted, sensor activated, automatic, roll paper towel dispenser. The unit dispenses a paper towel automatically only when hands are placed in position below the dispenser for maximum sanitation and hygiene. May include adjustable settings for sheet length, time delay, and sensor range. Unit is battery operated or with optional AC power adapter.

A surface mounted, satin finish stainless steel, sanitary napkin disposal. Disposal features a flip-up cover, secured to the container by a heavy duty stainless steel piano-hinge. Disposal may be secured to wall or toilet partition. For general purpose use in female toilet stalls or rooms and uni-sex toilet rooms.

A 1-1/4" diameter, satin finish stainless steel, peened gripping surface, 2 wall toilet stall/ room, grab bar with concealed mounting flanges. Snap over flanges are provided to conceal mounting screws. A selection of mounting kits and concealed anchor devices are available from the manufacturers for different types of installations. Grab bar shall comply with barrier-free accessibility guidelines for structural strength. For typical water closet applications in toilet stalls and rooms where ADA (American’s With Disabilities Act) requirements must be met.

A concealed surface mounted, double roll, satin finish stainless steel, toilet tissue dispenser. Unit accommodates two standard-core toilet tissue rolls through 5" in diameter. Spindles are chrome plated plastic with a heavy-duty internal spring and turn freely for non-controlled delivery. For general purpose use in restrooms.

"Step-on" wastepaper basket with inner liner and foot pedal activated flip top.

Wall mounted, vitreous china lavatory (approximate bowl size 7"x15"x10") with: straight-front apron, straight or contoured back; faucet holes on 4" centers; gooseneck spout; wrist blade handles; and grid strainer. It shall be suitable for use in clinics, offices, washrooms or patient care areas.

Siphon jet water closet/toilet. This unit is wall hung with an elongated bowl, top spud flushometer, seat with open front and check hinge, and carrier. Used in restrooms throughout the health care facility.

### 3 - SUPPORT AREA

#### 1 - FILE1 - Workroom

<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>F0415</td>
<td>Cabinet, Filing, Lateral, Full Height, 5 Drawer</td>
<td>4</td>
<td>VV</td>
<td>Full height five (5) drawer lateral filing cabinet, 65” high X 42” wide X 18” deep with floor levelers (front), locking device and drawer label holders. Drawers are adaptable to either letter or legal size materials.</td>
</tr>
</tbody>
</table>

#### 2 - SRS01 - Storage Room

Privacy Act - FOR OFFICIAL USE ONLY
Page 14 of 15
<table>
<thead>
<tr>
<th>JSN</th>
<th>NAME</th>
<th>QTY</th>
<th>ACQ/INS</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A1010</td>
<td>Telecommunication Outlet</td>
<td>1</td>
<td>VV</td>
<td>Telecommunication outlet location.</td>
</tr>
<tr>
<td>A1014</td>
<td>Telephone, Wall Mounted, 1 Line, With Speaker</td>
<td>1</td>
<td>VV</td>
<td>Telephone, wall mounted, 1 line, with speaker.</td>
</tr>
<tr>
<td>M2055</td>
<td>Shelving, Storage, Wire, CRS, w/Adjustable Shelves</td>
<td>6</td>
<td>VV</td>
<td>Stationary, wire, shelving unit. Unit has fully adjustable shelves constructed of stainless steel. For use in general purpose storage areas. Shelving is provided in various sizes and configurations. Price provided is for a unit approximately 74&quot;H x 18&quot;D x 48&quot;W with four shelves.</td>
</tr>
</tbody>
</table>