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SECTION 12 48 13
ENTRANCE FLOOR MATS AND FRAMES
SPEC WRITER NOTES:
1.	Use this section only for NCA projects.
2.	Delete between //‑‑‑// if not applicable to project. Also delete any other item or paragraph not applicable in the section and renumber the paragraphs.
PART 1 - GENERAL
1.1 DESCRIPTION
A.	Section specifies // surface mounted floor mats // recessed installed floor mats // and mat frames.
1.2 RELATED WORK
A.	Color and pattern and location in room finish schedule: Section 09 06 00, SCHEDULE FOR FINISHES.
B.	Entrance Carpet: Section 09 68 00, CARPETING.
1.3 PERFORMANCE REQUIREMENTS
A.	VOC Emissions:
1.	Provide low VOC products with Green Seal Certification to GS-36 and description of the basis for certification //; or // . //
SPEC WRITER NOTES:
1.	Select the paragraph 1 or 2 or both.
2.	//Submit manufacturer’s certification that products comply with SCAQMD #1168. // Submit manufacturer’s certification that products comply with SCAQMD Rule 1168 in areas where exposure to freeze/thaw conditions and direct exposure to moisture will not occur.  In areas where freeze/thaw conditions do exist or direct exposure to moisture can occur, submit manufacturer’s certification that products comply with Bay Area AQMD Reg. 8, Rule 51 for containers larger than 16 oz. and with California Air Resources Board (CARB) for containers 16 oz. or less. //
1.4 SUSTAINABILITY REQUIREMENTS
A.	Materials in this section may contribute towards contract compliance with sustainability requirements.  See Section 01 81 13, SUSTAINABLE DESIGN REQUIRMENTS, for project // local/regional materials, // low-emitting materials, // recycled content, // certified wood // _____// requirements.
1.5 REGULATORY REQUIREMENTS FOR RECYCLED CONTENT
A.	Products and Materials with Post-Consumer Content and Recovered Materials Content:
1.	Contractor is obligated by contract to satisfy Federal mandates for procurement of products and materials meeting recommendations for post-consumer content and recovered materials content; the list of designated product categories with recommendations has been compiled by the EPA - refer to https://www.epa.gov/smm/comprehensive-procurement-guideline-cpg-program#directory.
2.	Materials or products specified by this section may be obligated to satisfy this Federal mandate and Comprehensive Procurement Guidelines program.
3.	The EPA website also provides tools such as a Comprehensive Procurement Guideline (CPG) Program and Product Supplier Directory search engine and product resource guides.
B.	Fulfillment of regulatory requirements does not relieve the Contractor of satisfying sustainability requirements stipulated by Section 01 81 13, SUSTAINABLE DESIGN REQUIREMENTS, as it relates to recycled content; additional product and material selections with recycled content may be required, as determined by Contractor’s Sustainability Action Plan.
1.6 SUBMITTALS
A.	Product data.  Unless otherwise indicated, submit the following for each type of product provided under work of this Section:
B.	Shop Drawings:
1.	Items penetrating floor mats, including door control devices.
2.	Frame anchoring.
C.	Samples:  For the following products, in manufacturer's standard sizes:
1.	Floor Mat:  Assembled sections of floor mat.
2.	Frame Members:  Sample of each type and color.
1.7 APPLICABLE PUBLICATIONS
A.	Publications listed below form a part of this specification to extent referenced. Publications are referenced in text by the basic designation only. Comply with applicable provisions and recommendations of the following, except as otherwise shown or specified.
SPEC WRITER NOTES:
1.	Remove reference citations that do not remain in Part 2 or Part 3 of edited specification.
2.	Verify and make dates indicated for remaining citations the most current at date of submittal; determine changes from date indicated on the TIL download of the section and modify requirements impacted by the changes.
B.	Green Seal (GS):
GS-36(2013)R21	Commercial Adhesives
1.8 COORDINATION
A.	Coordinate size and location of recesses in concrete to receive floor mats // and frames // .
PART 2 - PRODUCTS
2.1 MATERIALS
A.	Rubber-Tire Mats:  Units of edge-grain-laminated and chenille-buffed rubber-tire wall cuts.
SPEC WRITER NOTES:
1.	US-EPA Comprehensive Procurement Guidelines (CPG) 2002 recommends 75-100 
1.	Recycled Content:  Minimum // 75 // 100 // _____ // percent post-consumer recycled content.
2.2 FRAMES
A.	Surface-Mounted Frames:
1.	Tapered Frames:  Tapered aluminum frame members, not less than // 50 mm (2 inches) // 38 mm (1-1/2 inches// wide with welded mitered corners.
2.	Aluminum Color:  // Clear // Dark bronze // Black // anodized.
B.	Recessed Frames:  Manufacturer's standard extrusion.
1.	Extruded aluminum.
2.	Aluminum Color:  // Clear // Dark bronze // Black // anodized.
C.	Fabrication:
1.	//Surface-Mounted Frames:  As indicated for permanent surface-mounted installation, complete with corner connectors, splice plates or connecting pins, and post-installed expansion anchors. //
2.	//Recessed Frames:  As indicated, for permanent recessed installation, complete with corner pins or reinforcement and anchorage devices. //
3.	Fabricate edge-frame members in single lengths or, where frame dimensions exceed maximum available lengths, provide minimum number of pieces possible, with hairline joints equally spaced and pieces spliced together by straight connecting pins.
2.3 ACCESSORIES
A.	Adhesive:  As recommended by manufacturer; comply with applicable regulations regarding toxic and hazardous materials Green Seal (GS-36) for commercial adhesive.
B.	Primer (for Concrete Subfloors):  As recommended by the adhesive and tile manufacturer.
C.	Coat concealed surfaces of aluminum frames that contact cementitious material with manufacturer's standard protective coating.
SPEC WRITER NOTES:
1	Following paragraph applies to recessed frames.
D.	Provide concrete fill and grout equivalent in strength to cast-in-place concrete slabs for recessed mats and frames.  Use aggregate no larger than one-third fill thickness.
PART 3 - EXECUTION
3.1 INSTALLATION
A.	//Install recessed mat frames to comply with manufacturer's written instructions.  Set mat tops at height recommended by manufacturer for most effective cleaning action; coordinate tops of mat surfaces with bottoms of doors that swing across mats to provide clearance between door and mat. //
1.	//Install necessary shims, spacers, and anchorages for proper location, and secure attachment of frames. //
2.	//Install grout and fill around frames and, if required to set mat tops at proper elevations, in recesses under mats.  Finish grout and fill smooth and level. //
B.	//Install surface-type units to comply with manufacturer's written instructions at locations indicated; coordinate with entrance locations and traffic patterns. //
1.	//Anchor fixed surface-type frame members to floor with devices spaced as recommended by manufacturer. //
3.2 PROTECTION
A.	After completing frame installation and concrete work, provide temporary filler of plywood or fiberboard in recesses and cover frames with plywood protective flooring.  Maintain protection until construction traffic has ended and Project is near Substantial Completion.
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